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	Objective - Transportation/Streets and Highways

	E-1 
	Provide a complete and continuous streets and highways system throughout the Fresno metropolitan area that is safe for vehicle users, bicyclists, and pedestrians and that provides efficient movement of people and goods consistent with the goals and objectives of this plan.
	(
	

	Implementing Policies

	E-1-a
	Implement the following classified street system in accordance with adopted engineering design standards and the 2025 Fresno General Plan Land Use and Circulation Map (Exhibit 4) and the Transportation (Streets and Highways) Element Map (Exhibit 7) adopted and incorporated herein depicting the location and general alignment of streets and highways.

Freeway:  Multiple-lane divided roadways servicing through and crosstown traffic, with no access to abutting property and no at-grade intersections.

Expressway: Four- to six-lane divided roadways primarily servicing through and crosstown traffic, with no direct access to abutting property and at-grade intersections located at approximately half-mile intervals.

Superarterial: Four- to six-lane divided roadways with a primary purpose of moving traffic to and from major traffic generators and between community plan areas.  A select number of access points to adjacent properties or local streets between the major street intersections may be approved by the City of Fresno.  Access will typically be limited to right-turn entrance and exit vehicular movements.  Special circumstances, as determined by the City of Fresno, may justify a median island opening between intersections which allow left-turn movement from the superarterial street to an adjoining property or local street.

Arterial:  Four- to six-lane divided roadways, with somewhat limited access to abutting properties, and with the primary purpose of moving traffic within and between community plan areas and to and from freeways and expressways.  In addition to major street intersections, appropriately designed and spaced local street intersections may allow left-turn movements to and from the arterial streets, subject to approval by the City of Fresno.  

Collector: Two- to four-lane undivided roadways, with the primary function of connecting local streets and arterials and neighborhood traffic generators and providing access to abutting properties.

Local: Two- to three-lane public or private roadways designed to provide direct access to properties while discouraging through traffic between major streets.  Local streets are typically not planned by the 2025 Fresno General Plan Land Use and Circulation Map and the Transportation Element (Streets and Highways) Map but existing local streets may be shown for informational purposes on this exhibit.
	?
	Update, as necessary, consistent with new policies and new focus on “complete streets”.

	E-1-b
	Review local and regional transportation plans and capital improvement plans to ensure that only projects consistent with this plan are being proposed and funded.
	(
	

	E-1-c
	Give the highest priority to street and highway improvements that will not jeopardize or negatively impact neighborhoods and other sensitive land uses (such as residences, hospitals, schools, natural habitats, and open space areas) and open space areas and historic/cultural resources.  Additional considerations are as follows:

·
added safety

·
air quality

·
maintenance of capacity and pavement integrity

·
facilitation of multi-modal transportation system.

·
increased efficiency
	(
	Update, as necessary, consistent with new policies

	E-1-d
	Participate in a cooperative and comprehensive analysis of street and highway needs within the metropolitan and regional areas through the Council of Fresno County Governments (COFCG).
	(
	

	E-1-e
	Utilize results of the COFCG transportation modeling process to determine circulation network and capacity deficiencies resulting from land use decisions made in the general plan update process, community plan updates, and major plan amendments proposed for development projects.
	(
	

	E-1-f
	Allow a Level of Service "D" (LOS "D") as the acceptable level of traffic congestion on major streets.  LOS "D" according to the Caltrans and COFCG accepted LOS criteria, as developed by the Florida Department of Transportation, means moderate congestion at peak traffic periods; approaching unstable flow with reduced speeds, limited maneuverability, and loss of convenience; average speeds range from 9 to 17 miles per hour on arterials with stopped delays of 40 seconds or less.
	?
	Update, as necessary, consistent with new policies

	E-1-g
	Support the construction of the planned freeways serving the metropolitan area and advocate to Caltrans and the County Transportation Authority the city’s priorities for completion of segments.
	?
	Was this completed?

	E-1-h
	Participate in the development of freeways and other transportation corridors within the Fresno-Clovis Metropolitan Area as multi-modal transportation corridors.
	?
	Was this completed?

	E-1-i
	Prepare and adopt a comprehensive major street circulation system plan prior to approval of urban development within the Southeast Growth Area (Appendix G) identified by the 2025 Fresno General Plan (Exhibit 4).
	?
	Was this completed?

	E-1-j
	Provide areas for pedestrian and other non-motorized travel that enhance the safety, utilization, and efficiency of the street system.  Pedestrian travel should be encouraged as a viable mode of movement throughout the metropolitan area by providing safe and convenient pedestrian facilities in new and existing urban areas and particularly within the Central Area and urban core community centers.
	(
	

	E-1-k
	Pursue the funding for and development of sidewalks and bicycle lanes on all collector, arterial and superarterial streets and bike paths along all expressways.
	?
	Was this completed?

	E-1-l
	All commercial and office development should be linked with pedestrian, bicycle, and transit facilities.
	?
	Active voice.

	E-1-m
	Achieve greater pedestrian accessibility to commercial uses from nearby neighborhoods.
	?
	Say how this will be done.

	E-1-n
	Safe access and mobility for the physically impaired must be implemented in the design of all pedestrian facilities.
	?
	Active voice.

	E-1-o
	For new single-family residential subdivisions, sidewalks are required on both sides of local residential streets.
	?
	Active voice.

	E-1-p
	New single-family residential lots shall not be allowed to front on a major street, unless it can be satisfactorily demonstrated that no feasible alternative means of access can be provided to the property.  Evaluation of alternative means of access shall include the consideration of frontage roads, backup treatment, and substantial redesign of the subdivision proposal.
	?
	Active voice. Should also be shown on land use map. 


