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ACRONYMS AND ABBREVIATIONS 

ABC  California Department of Alcohol Beverage Control 

ADA  Americans with Disabilities Act 

ARB  California Air Resources Board 

AST  aboveground storage tank 

ATCM  Airborne Toxic Control Measures 
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BOE  California State Board of Equalization 
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CPUC  California Public Utilities Code 

CUP  Conditional Use Permit 

dB  decibel 
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EIR  Environmental Impact Report 

EMF  electromagnetic field 
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FMFCD  Fresno Metropolitan Flood Control District 

GWh/y  gigawatt‐hours per year 

GWP  global warming potential 

HCM  Highway Capacity Manual 
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SF6  sulfur hexafluoride 

SJVAPCD  San Joaquin Valley Air Pollution Control District 

SO2  sulfur dioxide 

SR  State Route 

SWPPP  Stormwater Pollution Prevention Plan 

SWRCB  State Water Resources Control Board 

TAC  toxic air contaminants 

TCM  transportation control measures 

TDS  total dissolved solids 
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therms/y  therms per year 
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WDR  Waste Discharge Requirements 
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EXECUTIVE SUMMARY 

Purpose 

This Draft Environmental Impact Report (Draft EIR) is prepared in accordance with the California 

Environmental Quality Act (CEQA) to evaluate the potential environmental impacts associated with 

the implementation of the Northwest Fresno Walmart Project (State Clearinghouse 

No. 2013041015).  This document is prepared in conformance with CEQA (California Public 

Resources Code, Section 21000, et seq.) and the CEQA Guidelines (California Code of Regulations, 

Title 14, Section 15000, et seq.). 

The purpose of this Draft EIR is to inform decision makers, representatives of affected and 

responsible agencies, the public, and other interested parties of the potential environmental effects 

that may result from implementation of the proposed project.  This Draft EIR describes potential 

impacts relating to a wide variety of environmental issues and methods by which these impacts can 

be mitigated or avoided. 

Project Summary 

Project Location 

The 17.60‐acre project site is located at 4080 W. Shaw Avenue in the northwestern portion of the 

City of Fresno, Fresno County, California.  The project site is located at the southwest corner of N. 

Brawley Avenue and W. San Jose Avenue, and is bounded by the Herndon Canal and Pacific Storage 

(west), W. San Jose Avenue (north), N. Brawley Avenue (east), and commercial uses along W. Shaw 

Avenue (south). 

Project Description 

The proposed project consists of the relocation of Walmart Store No. 1815 from 3680 W. Shaw 

Avenue to occupy the vacant Camp America structure located at the project site (4080 W. Shaw 

Avenue) (The existing Walmart Store No. 1815 is located directly across N. Brawley Avenue from the 

project site).  The building interior is approximately 193,361 square feet.  Approximately 111,724 

square feet would be assigned to general merchandise sales, 38,231 square feet assigned to grocery 

sales, and the remaining 43,406 square feet allocated to various other uses.  The outdoor garden 

center would total 5,795 square feet.  The project would also involve modifications to the exterior of 

the existing building and the incorporation of numerous energy‐saving sustainability features.  A 

complete description of the project is provided in Section 2, Project Description. 

Project Objectives 

The objectives of the proposed project are to: 

  1.   Provide a retail establishment that serves local residents and visitors with essential goods 

and services, in a safe and secure, 24‐hour shopping environment. 
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  2.  Provide the Trade Area with an expanded Walmart Store No. 1815 to serve as a centrally 

located, affordable, one‐stop shopping alternative with a grocery component that retails a 

wide variety of products to enhance customer convenience and reduce unnecessary vehicle 

trips.1 
 

  3.  Design a project consistent with the City of Fresno General Plan, the Bullard Community 

Plan, and applicable Zoning Code requirements adopted by the City of Fresno.  
 

  4.  Maximize economic growth and development in a way that is consistent with the policies of 

the City of Fresno General Plan and the Bullard Community Plan. 
 

  5.  Generate tax revenues to accrue to the various agencies within the project area including 

the Fresno County Public Library, the Fresno County Transportation Authority (FCTA), and 

the Fresno County Zoo Authority (FCZA). 
 

  6.  Provide a larger, full‐service retail use along arterial roadways and close to freeway facilities 

and other commercial uses to minimize travel lengths and utilize existing infrastructure to 

the maximum extent possible. 
 

  7.  Develop and reuse a vacant, centrally located commercial property and building in a 

manner that is compatible with the site and surrounding area and enhances site aesthetics. 
 

  8.  Develop site plan providing pedestrian‐friendly features with sufficient off‐street parking for 

store customers and employees to minimize impacts to the surrounding residential 

neighborhood, and minimizes potential automobile and pedestrian conflicts. 
 

  9.  Implement a high‐quality project design that complements the existing design characteristics 

and features of the project site and surrounding commercial uses and improves its overall 

aesthetics. 

 

Significant Unavoidable Adverse Impacts 

The proposed project would result in the following significant unavoidable impacts: 

 Transportation—Near‐Term Plus Project Traffic:  

‐ Intersection of Shaw and Brawley Avenues: The project would cause the calculated 95th‐
percentile queue length to exceed the storage capacity by more than 25 feet during the 

Saturday peak hour, resulting in a significant impact.  Due to existing intersection lane 

configurations, improvements are not feasible at this location and as a result, the project’s 

impact would remain significant unavoidable. 
 

 Transportation—2035 With‐Project Traffic: 

‐ Intersection of Brawley Avenue and Site Access: The project would cause a substandard LOS 
E in the on‐site eastbound‐to‐southbound right‐turn lane exiting the site during the 

Saturday peak hour.  The City does not consider improvements feasible at this location.  

                                                            
1
  “One‐stop shopping” refers to the ability of the relocated Walmart store to provide for all of its customers’ shopping needs in “one 

stop” by providing a broad range of general merchandise and grocery items in a single location, with the objective of increasing 
customers’ convenience by eliminating the need to make multiple stops on retail shopping trips. 
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Implementation of the Project’s Trip Reduction Strategies through Mitigation Measure 

TRANS‐2b will encourage employee use of alternative transportation methods and 

potentially reduce vehicle trips at this and other project area intersections, but the impact 

would remain significant and unavoidable.  

‐ Intersection of Shaw and Brawley Avenues: Project‐related vehicle trips would add more 

than 5.0 seconds of delay in the weekday PM peak hour (12.7 seconds added) and during 

the Saturday peak hour (24.6 seconds added) leading to substandard LOS E during the 

weekday PM and Saturday peak hours.  The proposed project would also increase the 

calculated 95th‐percentile queue lengths by more than 25 feet in the eastbound left‐turn 

lanes; the westbound right‐turn lane; the northbound left‐turn lane; the southbound left‐

turn lane; and in the southbound right‐turn lane.  Due to the physical constraints and 

operational considerations as a whole, physical mitigation to reduce these impacts is 

infeasible.  Mitigation Measure TRANS‐2b will be implemented to help reduce project‐

related vehicle trips through the promotion of trip reduction strategies, including alternative 

transportation methods, but the impact would remain significant and unavoidable.  

‐ Roadway Segment of Figarden Drive between Bullard and Gates Avenues: Project‐related 

vehicle trips would cause the cumulative LOS to drop from D to E during the PM peak hour.  

Figarden Drive has been constructed to the maximum lane configuration designated in the 

Fresno General Plan Update, and further improvements are not feasible at this location.  As 

a result, the project’s impact would remain significant and unavoidable. 

 

Summary of Project Alternatives 

Below is a summary of the alternatives to the proposed project considered in Section 5, Alternatives 

to the Proposed Project. 

No Project Alternative 

Under the No Project Alternative, the existing Walmart Store No. 1815 would remain at its existing 

location (3680 W. Shaw Avenue) and would not be relocated to the project site (4080 W. Shaw 

Avenue).  No store expansion would occur under this alternative. 

Walmart Store No. 1815, which totals 126,783 square feet, would remain unchanged.  The hours of 

operation (7 a.m. to 11 p.m.) would remain as is and the store would continue to sell beer and wine 

for on‐site consumption. 

The project site would remain in its current condition; the existing 191,229‐square‐foot commercial 

building at 4080 W. Shaw Avenue would remain unchanged.  No alterations would be made to the 

existing parking area or landscaping.  For the purposes of this analysis, it is assumed that the building 

remains vacant. 

The purpose of the No Project Alternative is to evaluate what would be “reasonably expected” if the 

decision makers elect not to approve the proposed project in accordance with CEQA Guidelines 

Section 15126.6(e)(2). 



City of Fresno – Northwest Fresno Walmart Project 
Executive Summary  Draft EIR 

 

 
ES‐4  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec00‐04 Exec Summary.docx 

Mixed‐Use Center Alternative 

The Mixed‐Use Center Alternative consists of the development of a 200,000‐square‐foot mixed‐use 

center on the project site.  This alternative would require the demolition of the existing building at 

the project site and construction of the new uses.  The mixed‐use center would feature 100,000 

square feet of retail/restaurant uses; 25,000 square feet of office uses; and 75 apartments (75,000 

square feet).  Retail uses would occupy 75,000 square feet, while restaurants would occupy 25,000 

square feet.  No Walmart store would be developed under this alternative, and the existing Walmart 

store No. 1815 would remain unchanged. 

Five buildings would be developed under this alternative, all along the perimeter of the project site:  

 A 50,000‐square‐foot, three‐story retail/office building would be located along N. Brawley 
Avenue, near the intersection with W. San Jose Avenue.  Retail would occupy the ground floor 

and offices would occupy the upper floors. 
 

 Two 20,000‐square‐foot, one‐story retail structures would be located along N. Brawley 
Avenue, one on each side of driveway 2, providing access to and from this street.  

 

 A 15,000‐square‐foot, one‐story retail building would be located along the western portion of 
the project site, near the existing Herndon Canal and Pacific Storage. 

 

 A 95,000‐square‐foot, three‐story retail/residential building would be located along the 
southern perimeter of the project site.  Retail would occupy the ground floor and residential 

would occupy the upper floors. 

 

Vehicular access points on N. Brawley Avenue and W. Shaw Avenue would be provided at locations 

similar to the proposed project.  The internal circulation system would be centered around a two‐

lane “ring‐road,” which would allow only clockwise vehicular movements for efficiency purposes.  

Pedestrian linkages would link the five buildings with each other, including two landscaped, cross‐

parking lot connections (north‐south and east‐west).  Utility connections would be made between 

each building and existing facilities within surrounding roadways.  Customer parking would be 

provided both on the right side of the ring road in front of buildings, and in a parking field between 

the ring road and the plaza in the center of the project site.  Residential parking would be provided in 

the rear and along the east side of the 95,000‐square‐foot building. 

The purpose of the Mixed Use Center Alternative is to include a project that could be developed 

under the Fresno General Plan’s designation of RMX.  The Mixed‐Use Center Alternative would be 

developed consistent with the Fresno General Plan’s designation of Light Industrial and Regional 

Mixed Use (RMX), which is intended to accommodate mixed‐use development that serve residents 

and businesses of the region at large.  Medium‐scale retail, residential, office, civic and 

entertainment uses, and shopping malls with large format or “big‐box” retail are allowed, as are 

supporting uses such as gas stations and hotels in mixed‐use or single use buildings. 
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Existing Store Expansion Alternative 

Under the Existing Store Expansion Alternative, the existing Walmart Store No. 1815 at 3680 W. 

Shaw Avenue would be expanded by 20,000 square feet on its eastern side, which would increase 

the total square footage to 146,783. 

The vested parcel map for the retail center that is anchored by existing Walmart Store No. 1815 

reserved a 20,000‐square‐foot expansion area on the east side of the store in what is currently a 

parking area.  The existing Walmart Store No. 1815 occupies a 12.55‐acre parcel within the retail 

center; thus, the expanded store would have a Floor Area Ratio of 0.27.  The expansion area would 

extend 60 feet outward from the existing building, which would reduce the existing 123‐foot side 

setback to 53 feet.  The loading dock located adjacent to the northeast corner of the building would 

remain in its same location, as would all other aspects of the building (garden center, Tire & Lube 

Express, etc.).  This alternative would also reconfigure the existing store to allow grocery sales.  

Grocery sales and support areas would total 20,000 square feet.  The store would sell general 

merchandise and groceries 24 hours per day. 

Demolition/Rebuild Alternative 

The Demolition/Rebuild Alternative would develop a 203,580‐square‐foot retail center would be 

developed on the project site.  Under this alternative, the existing Walmart store at 3680 W. Shaw 

Avenue would not be relocated, but would continue to operate.  This alternative would require the 

demolition of the existing building at the project site and construction of the new uses.   

Development under this alternative would consist of a 104,230‐square‐foot discount store with a 

9,200‐square‐foot outdoor garden use, a 50,000‐square‐foot major retailer, four small retail uses 

totaling 36,150 square feet, and a 4,000‐square‐foot restaurant for a total of 203,580 square feet.  

No grocery component would be included.  The uses would operate between the hours of 6 a.m. and 

12 a.m., 7 days a week, with certain uses operating for much shorter periods (e.g., a bank, which 

operates 9 a.m. to 5 p.m., Monday through Friday, and 9 a.m. to 1 p.m. on Saturday). 

Neighborhood Center Reuse Alternative 

The Neighborhood Center Reuse Alternative would modify the existing vacant building and allow for 

the development of a 193,361‐square‐foot retail center on the project site.  Minor interior 

alterations to the building would occur to partition the space for individual uses, but no demolition 

would be required.  This alternative would include building reuse by two mid‐size anchors (60,000 

square feet each) and 73,000 square feet of smaller uses. 

One of the mid‐sized anchors would be tenanted by a conventional grocery store and the other by a 

non‐grocery use (apparel, electronics, home improvement, office supplies, outdoor recreation, etc.).  

Smaller spaces would be occupied by both retail and restaurant uses, with tenants such as apparel, 

banking/financial services, electronics, novelties, pet supplies, postal/shipping, telecommunications, 

quick‐serve restaurant, and sit‐down restaurant. 

The grocery store would operate 24 hours a day, 7 days a week; all other uses would operate 

between the hours of 6 a.m. and 12 a.m., 7 days a week, with certain uses operating for much 
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shorter periods (e.g., a bank, which operates 9 a.m. to 5 p.m., Monday through Friday, and 9 a.m. to 

1 p.m. on Saturday). 

Areas of Controversy 

Pursuant to CEQA Guidelines Section 15123(b), a summary section must address areas of 

controversy known to the lead agency, including issues raised by agencies and the public, and it must 

also address issues to be resolved, including the choice among alternatives and whether or how to 

mitigate the significant effects. 

A Notice of Preparation (NOP) for the proposed project was issued on April 5, 2013.  The NOP 

describing the original concept for the project and issues to be addressed in the EIR was distributed 

to the State Clearinghouse, responsible agencies, and other interested parties for a 30‐day public 

review period extending from April 5, 2013 through May 6, 2013.  The NOP identified the potential 

for significant impacts on the environment related to the following topical areas: 

 Aesthetics 
 Air Quality 
 Greenhouse Gas Emissions 

 Hazards and Hazardous Materials 

 Hydrology and Water Quality 

 Land Use and Planning 

 Noise 
 Public Services 
 Transportation/Traffic 
 Urban Decay 
 Utilities and Service Systems 

 

Potentially Controversial Issues 

Below is a list of potentially controversial issues that may be raised during the public review and 

hearing process of this Draft EIR: 

 Aesthetics 
 Air Quality 
 Greenhouse Gas Emissions 

 Construction and Operational Noise 
 Traffic Congestion 
 Urban Decay 

 

Disagreement among Experts 

This Draft EIR contains substantial evidence to support all the conclusions presented herein.  It is 

possible that there will be disagreement among various parties regarding these conclusions, 

although the City of Fresno is not aware of any disputed conclusions at the time of this writing.  Both 

the CEQA Guidelines Section 15151 and case law clearly provide the standards for treating 

disagreement among experts.  Where evidence and opinions conflict on an issue concerning the 

environment, and the lead agency knows of these controversies in advance, the EIR must 

acknowledge the controversies, summarize the conflicting opinions of the experts, and include 

sufficient information to allow the public and decision makers to make an informed judgment about 

the environmental consequences of the proposed project. 

In rendering a decision on a project where there is disagreement among experts, the decision 

makers are not obligated to select the most environmentally preferable viewpoint.  Decision makers 

are vested with the ability to choose whatever viewpoint is preferable and need not resolve a 
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dispute among experts.  Decision makers are not obligated to follow any directives, 

recommendations, or suggestions presented in comments on the Draft EIR, and can certify the Final 

EIR without needing to resolve disagreements among experts. 

Public Review of the Draft EIR 

Upon completion of the Draft EIR, the City of Fresno filed a Notice of Completion (NOC) with the 

State Office of Planning and Research to begin the public review period (Public Resources Code, 

Section 21161).  Concurrent with the NOC, this Draft EIR has been distributed to responsible and 

trustee agencies, other affected agencies, surrounding cities, and interested parties, as well as all 

parties requesting a copy of the Draft EIR in accordance with Public Resources Code 21092(b)(3).  

During the public review period, the Draft EIR, including the technical appendices, is available for 

review at the City of Fresno offices and the Fresno County Library, Central Library and Fig Garden 

Regional Branch Library.  The address for each location is provided below: 

City of Fresno 
Development & Resource Management Department 
Development Services Division 
2600 Fresno Street, 3rd floor 
Fresno, CA 93721 
Hours:  
Monday‐Friday: 8 a.m. to 5 p.m. 

Fresno County Library, Central Library 
2420 Mariposa Street 
Fresno, CA 93721 
Hours:  
Monday‐Thursday: 10 a.m. to 7 p.m. 
Friday, Saturday: 10 a.m. to 5 p.m. 
Sunday: 12 p.m. to 5 p.m. 

Fresno County Library, Fig Garden Regional Branch 
3071 West Bullard Avenue 
Fresno, CA 93711 
Hours: 
Monday‐Thursday: 9 a.m. to 9 p.m. 
Friday, Saturday: 9 a.m. to 5 p.m. 
Sunday: 12 p.m. to 5 p.m. 

 

Agencies, organizations, and interested parties have the opportunity to comment on the Draft EIR 

during the 45‐day public review period.  Written comments on this Draft EIR should be addressed to: 

McKencie Contreras, Supervising Planner, City of Fresno 
Development & Resource Management Department 
Development Services Division 
2600 Fresno Street, 3rd Floor 
Fresno, CA 93721‐3604  
Phone: 559.621‐8066 
Fax: 559.498‐1026 
Email: McKencie.Contreras@fresno.gov 

 

Submittal of electronic comments in Microsoft Word or Adobe PDF format is encouraged.  Upon 

completion of the public review period, written responses to all environmental issues raised will be 

prepared and made available for review by the commenting agencies at least 10 days prior to the 

public hearings before the City of Fresno on the project, at which the certification of the Final EIR 
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will be considered.  Comments received and the responses to comments will be included as part of 

the record for consideration by decision makers for the project. 

Executive Summary Matrix 

Table ES‐1 below summarizes the impacts, mitigation measures, and resulting level of significance 

after mitigation for the relevant environmental issue areas evaluated for the proposed project.  The 

table is intended to provide an overview; narrative discussions for the issue areas are included in the 

corresponding section of this EIR.  Table ES‐1 is included in the EIR as required by CEQA Guidelines 

Section 15123(b)(1). 

California Public Resources Code Section 21081.6 (a) (1)) requires that a Mitigation Monitoring and 

Reporting Program (MMRP) be adopted at the time that the lead agency determines to carry out a 

project for which an EIR has been prepared, to ensure that mitigation measures identified in the EIR 

are fully implemented.  A Mitigation Monitoring and Reporting Program (MMRP) will be included 

within the Final EIR for the project, and will include information such as the timing of mitigation, the 

monitoring schedule and reporting procedures, and designation of responsible parties for 

implementing the mitigation measures. 
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Table ES‐1: Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Section 3.1—Aesthetics 

Impact AES‐1: The proposed project would not 
substantially degrade the existing visual character or 
quality of the site and its surroundings. 

No mitigation is necessary.  Less than significant impact. 

Impact AES‐2: The proposed project would not result in 
the addition of new sources of substantial light and glare 
that would adversely affect daytime or nighttime views. 

No mitigation is necessary.  Less than significant impact. 

Section 3.2—Air Quality 

Impact AIR‐1: The proposed project would not conflict 
with or obstruct implementation of the applicable air 
quality plan. 

No mitigation measures are required.  Less than significant impact. 

Impact AIR‐2: The project would not violate an air 
quality standard or contribute substantially to an 
existing or projected air quality violation. 

No mitigation measures are required.  Less than significant impact. 

Impact AIR‐3: The project would not result in a 
cumulatively considerable net increase of a criteria 
pollutant for which the region is nonattainment under 
an applicable national or state ambient air quality 
standard (including releasing emissions that exceed 
quantitative thresholds for ozone precursors). 

No mitigation measures are required.  Less than significant impact. 

Impact AIR‐4: The project would not violate ambient 
carbon monoxide (CO) standards or contribute 
substantially to an existing or projected air quality 
violation of CO standards. 

No mitigation is necessary.  Less than significant impact 

Impact AIR‐5: The project would not expose sensitive 
receptors to substantial pollutant concentrations. 

No mitigation is necessary.  Less than significant impact. 

Impact AIR‐6: The project would not expose sensitive 
receptors to cumulatively considerable contribution of 
toxic air contaminant emissions. 

No mitigation is necessary.  Less than significant impact 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Impact AIR‐7: The project would not create 
objectionable odors affecting a substantial number of 
people. 

No mitigation is necessary.  Less than significant impact. 

Impact AIR‐8: The project would not significantly impact 
receptors by disturbing naturally occurring asbestos. 

No mitigation is necessary.  Less than significant impact. 

Section 3.3—Greenhouse Gas Emissions 

Impact GHG‐1: The proposed project would not conflict 
with any applicable plan, policy or regulation of an 
agency adopted for the purpose of reducing the 
emissions of greenhouse gases. 

MM GHG‐1: Sustainable Project Design Features: The Walmart store shall 
implement the following project design features and strategies to reduce 
greenhouse gas emissions, consistent with AB 32.  To account for 
improvements in technology, the project may substitute project design 
features so long as they are equally or more effective at reducing 
greenhouse gas emissions: 
•  Planting of native, drought‐tolerant plant varieties that would enhance 
the visual appearance of the site while conserving the use of water.  

•  Provision of designated parking stalls for low‐emitting, fuel‐efficient, 
and/or carpool/vanpool vehicles, including a minimum of 40 preferred 
parking spaces for low‐emission vehicles and 80 preferred parking spaces 
for car/vanpools and . 

•  Provision of 30 bicycle parking spaces located near the main entrance of 
the Project. 

•  Implementation of a Transportation Management Measures (See 3.3‐10), 
including a Rideshare Program and promotion of alternative 
transportation to encourage employee use of alternative modes of 
transportation. 

•  Installation of a white membrane roof.  The white membrane roof’s 
higher reflectivity helps reduce building energy consumption and reduces 
the heat island effect, as compared to buildings utilizing darker roofing 
colors and has the same effect as installation of a cool roof. 

•  Use of non‐ozone‐depleting refrigerants: R407a refrigerant for 
refrigeration equipment and R410a refrigerant for air conditioning 
equipment. 

•  Ensure that 80% of the office equipment would carry an energy star label. 

While the Project design features 
are not necessary to mitigate a 
greenhouse gas impact, their 
implementation ensures that the 
Project’s greenhouse gas 
emissions will remain below 
adopted significance thresholds. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

•  Use of reclaimed heat from the refrigeration equipment to heat domestic 
water. 

•  Irrigation technology meeting City requirements that includes those at 
least as efficient as micro‐irrigation.   

• Water‐conserving fixtures: 
‐  Sensor‐activated 0.5 gallon per minute high‐efficiency faucets in store 
restrooms, with water turbines built into the faucet to generate the 
electricity needed to operate the sensors. 

‐  High‐efficiency urinals using only 0.125 gallon (1 pint) of water per 
flush, an approximately 75 percent reduction relative to the 0.5‐gallon‐
per‐flush urinal water use baseline in the California Green Building 
Code, versus conventional 1‐gallon‐per‐flush urinals. 

•  Recyclable Materials: The store would use recyclable, non‐reinforced 
thermoplastic panels (NRP) in lieu of fiber‐reinforced plastic sheets on the 
walls in areas where plastic sheeting is appropriate, including food 
preparation areas, utility and janitorial areas, and associate break rooms.   

•  Use of low volatile organic compound (VOC) paint for exterior and 
interior field paint coatings. 

•  Use of environmentally preferred materials for flooring and wall 
coverings in the kitchen. 

•  Use of LED Signage illumination and refrigerated cases. 
•  All lighting within the store will utilize T‐8 fluorescent lamps and 
electronic ballasts to reduce Store’s energy load by approximately 15 to 
20 percent. 

•  Central Energy Management—the store will be equipped with an energy 
management system that would be monitored and controlled from 
corporate headquarters in Bentonville. 

•  Use of new HVAC units that are among the most energy efficient 
available. 

•  Installation and use of a dehumidifying system that allows Walmart to 
operate the store at a higher temperature, use less energy, and operate 
the refrigeration system more efficiently. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Impact GHG‐2: The proposed project would generate 
direct and indirect greenhouse gas emissions; however, 
quantification of these emissions demonstrates that the 
Project would achieve emission reductions greater than 
required by the SJVAPCD. 

No mitigation is necessary.  Less than significant impact. 

Impact GHG‐3: The proposed project is consistent with 
the ARB Scoping Plan and regulations adopted for the 
purpose of reducing the emissions of greenhouse gases. 

No mitigation is necessary.  Less than significant impact. 

Section 3.4—Hazards and Hazardous Materials 

Impact HAZ‐1: The proposed project may create a 
significant hazard to the public or the environment 
through the routine transport, use, or disposal of 
hazardous materials or through reasonably foreseeable 
upset and accident conditions involving the likely release 
of hazardous materials into the environment. 

Implement Mitigation Measure HYD‐1a and the following: 
 

MM HAZ‐1: Prior to issuance of the certificate of occupancy or final 
inspection for each project building, the project applicant shall submit a 
Hazardous Materials Business Plan or Business Plan Exception from the 
Fresno County Department of Public Health.  If a Hazardous Materials 
Business Plan is required, the practices and procedures outlined in the plan 
shall be incorporated into operational activities. 

Less than significant impact. 

Impact HAZ‐2: The proposed project would not emit 
hazardous emissions or handle hazardous or acutely 
hazardous materials, substances, or waste within one‐
quarter mile of an existing or proposed school. 

No mitigation is necessary.  Less than significant impact. 

Impact HAZ‐3: The proposed project is not located on a 
site which is included on a list of hazardous materials 
sites compiled pursuant to Government Code Section 
65962.5; however, development of the proposed project 
has the potential to create a safety hazard for people 
residing or working in the project area as a result of past 
or present usage on the project site or surrounding land 
uses. 

MM HAZ‐3: Prior to any construction activities, the project applicant shall 
retain a certified hazardous waste contractor to properly remove and 
dispose of building materials, equipment, or materials containing hazardous 
waste, including all drums, containers, cans, and other vessels containing 
oils, greases, solvents, paints, and other potentially hazards fluids present 
on the project site; asbestos‐containing material; mercury‐containing 
material; and chlorofluorocarbons in accordance with federal and state law.  
The applicant shall submit documentation to the City of Fresno 
demonstrating that this contractor has been retained as part of the building 
permit application.  Upon completion of removal and disposal, the project 
applicant shall provide documentation to the City of Fresno demonstrating 
that these activities were successfully completed. 

Less than significant impact. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Section 3.5—Hydrology and Water Quality 

Impact HYD‐1: The project may violate water quality 
standards or waste discharge requirements. 

MM HYD‐1a: Prior to the issuance of the first building permit for the 
proposed project, the project applicant shall prepare and submit a 
Stormwater Pollution Prevention Plan (SWPPP) to the Central Valley 
Regional Water Quality Control Board (RWQCB) that identifies specific 
actions and best management practices (BMPs) to prevent stormwater 
pollution during construction activities to the maximum extent practicable.  
The applicant shall provide the City of Fresno with a copy of the approved 
SWPPP prior to issuance of the grading permit or building permit (whichever 
occurs first).  The SWPPP shall identify a practical sequence for BMPs 
implementation and maintenance, site restoration, contingency measures, 
responsible parties, and agency contacts.  The SWPPP shall include but not 
be limited to the following elements: 
•  Temporary erosion control measures shall be employed for disturbed 
areas. 

•  No disturbed surfaces shall be left without erosion control measures in 
place during the winter and spring months. 

•  Sediment shall be retained on‐site by a system of sediment basins, traps, 
or other appropriate measures. 

•  The construction contractor shall prepare Standard Operating Procedures 
for the handling of hazardous materials on the construction site to 
eliminate or reduce discharge of materials to storm drains.  

•  BMPs performance and effectiveness shall be determined either by visual 
means where applicable (e.g., observation of above‐normal sediment 
release), or by actual water sampling in cases where verification of 
contaminant reduction or elimination (such as inadvertent petroleum 
release) is required by the Central Valley RWQCB to determine adequacy 
of the measure. 

•  In the event of significant construction delays or delays in final landscape 
installation, native grasses or other appropriate vegetative cover shall be 
established on the construction site as soon as possible after disturbance, 
as an interim erosion control measure throughout the wet season. 

 

Less than significant impact. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

MM HYD‐1b: Prior to the issuance of building permits for the proposed 
project, the project applicant shall submit a Construction Best Management 
Practices Plan and Exhibits to the Fresno Metropolitan Flood Control District 
for review and approval.  The Construction Best Management Practices Plan 
and Exhibits shall identify pollution prevention measures and practices to 
prevent polluted runoff from leaving the project site.  The applicant shall 
provide the City of Fresno with a copy of the approved Plan prior to 
issuance of the grading permit or building permit (whichever occurs first).  
Examples of stormwater pollution prevention measures and practices shall 
include but not be limited to the following elements: 
•  Strategically placed bioswales and landscaped areas that promote 
percolation of runoff 

•  Pervious pavement 
•  Trash enclosures with screened walls and roofs 
•  Sewer drains in areas near trash enclosures 
•  Stenciling on storm drains indicating water flows directly to creeks 
•  Curb cuts in parking areas to allow runoff to enter landscaped areas 
•  Rock‐lined areas along landscaped areas in parking lots 
•  Catch basins 
•  Oil/water separators 
•  Regular sweeping of parking areas and cleaning of storm drainage 
facilities 

•  Employee training to inform store personnel of stormwater pollution 
prevention measures 

 

The project applicant shall also prepare and submit an Operations and 
Maintenance Agreement to the City of Fresno for its approval identifying 
procedures to ensure that stormwater quality control measures work 
properly during operations. 

Impact HYD‐2: The project would not substantially 
deplete groundwater supplies or substantially interfere 
with groundwater recharge such that there would be a 
net deficit in aquifer volume or a lowering of the local 

No mitigation is necessary.  Less than significant impact. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

groundwater table level (e.g., the production rate of 
pre‐existing nearby wells would drop to a level which 
would not support existing land uses or planned uses for 
which permits have been granted. 

Impact HYD‐3: The project would not substantially alter 
the existing drainage pattern of area, including through 
the alteration of the course of a stream or river, in a 
manner that would result in substantial erosion or 
siltation on‐ or off‐site. 

No mitigation is necessary.  Less than significant impact. 

Impact HYD‐4: The project would not substantially alter 
the existing drainage pattern of the site or area, 
including through the alteration of the course of a 
stream or river, or substantially increase the rate or 
amount of surface runoff in a manner, which would 
result in flooding on‐ or off‐site. 

No mitigation is necessary.  Less than significant impact. 

Impact HYD‐5: The project would not create or 
contribute runoff water that would exceed the capacity 
of existing or planned stormwater drainage systems or 
provide substantial additional sources of polluted runoff. 

No mitigation is necessary.  Less than significant impact. 

Impact HYD‐6: The project may otherwise substantially 
degrade water quality. 

Implement Mitigation Measures HYD‐1a and HYD‐1b.  Less than significant impact. 

Section 3.6—Land Use and Planning 

Impact LU‐1: The proposed project would be consistent 
with applicable provisions of the City of Fresno General 
Plan. 

No mitigation is necessary.  Less than significant impact. 

Impact LU‐2: The proposed project would not conflict 
with any of the applicable provisions of the City of 
Fresno Municipal Code. 

No mitigation is necessary.  Less than significant impact. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Section 3.7—Noise 

Impact NOI‐1: Construction activities associated with 
the proposed project may expose nearby land uses to 
excessive noise levels. 

MM NOI‐1: During construction activities, the project applicant shall require 
its construction contractors to adhere to the following noise attenuation 
requirements: 
•  Outdoor construction activities shall be limited to the hours between 7 
a.m. and 10 p.m. Monday through Saturday.  The City of Fresno Director 
of Public Works shall have the discretion to permit construction activities 
to occur outside of allowable hours if compelling circumstances warrant 
such an exception (e.g., weather conditions necessary to pour concrete).  
No construction shall occur on Sundays. 

•  All construction equipment shall use noise‐reduction features (e.g., 
mufflers and engine shrouds) that are no less effective than those 
originally installed by the manufacturer.  If no noise reduction features 
were installed by the manufacturer, then the contractor shall require that 
at least a muffler be installed on the equipment. 

•  The project applicant shall mandate that the construction contractor 
prohibit the use of personal or commercial music or sound amplification 
on the project site during construction. 

•  The construction contractor shall designate a noise disturbance coordinator 
who would be responsible for responding to any local complaints about 
construction noise.  The disturbance coordinator would determine the 
cause of the noise complaints (starting too early, bad muffler, etc.) and 
institute reasonable measures warranted to correct the problem.  The 
construction contractor shall conspicuously post a telephone number for 
the disturbance coordinator at the construction site. 

Less than significant impact. 

Impact NOI‐2: Construction and operational activities 
associated with the proposed project would not 
generate substantial groundborne vibration. 

No mitigation is necessary.  Less than significant impact. 

Impact NOI‐3: The proposed project’s vehicular trips 
would not cause a substantial permanent increase in 
ambient noise levels. 

No mitigation is necessary.  Less than significant impact. 

Impact NOI‐4: The proposed project would not generate 
stationary noise levels that cause significant impacts at 
nearby receptors. 

No mitigation is necessary.  Less than significant impact. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Impact NOI‐5: The proposed project would not generate 
combined transportation and non‐transportation noise 
levels that cause significant impacts at nearby receptors. 

No mitigation is necessary.  Less than significant impact. 

Section 3.8—Public Services 

Impact PS‐1: The proposed project would not result in a 
need for new or physically altered fire protection that 
would cause significant environmental impacts. 

No mitigation is necessary.  Less than significant impact. 

Impact PS‐2: The proposed project would not result in a 
need for a new or physically altered police protection 
facilities that would cause significant environmental 
impacts. 

No mitigation is necessary.  Less than significant impact. 

Section 3.9—Transportation/Traffic 

Impact TRANS‐1: Under Existing‐Plus‐Project Conditions, 
the proposed project would generate new trips at the 
intersection of Barstow/Brawley Avenues that would 
contribute additional seconds of delay to the 
intersection’s unacceptable traffic operations.  All other 
analyzed intersections would operate at acceptable 
levels of service with the addition of project‐related 
traffic. 

MM TRANS‐1: Barstow/Brawley Avenue Intersection: The project applicant 
shall install a traffic signal at the intersection of Barstow/Brawley avenues to 
ensure that the project’s impact to the Barstow and Brawley Avenue 
intersection is mitigated by the project’s opening day.  The traffic signal shall 
meet City of Fresno standards and provide protected left‐turn phasing as 
directed by the City.  The intersection has been constructed to its ultimate 
planned configuration; no additional widening or modifications are required 
to mitigate the Project’s impact.  Signal installation shall be at the applicant’s 
expense, subject to the applicant’s right of reimbursement for costs incurred 
beyond the applicant’s fair share.  In accordance with Caltrans Equitable Share 
methodology, financial responsibility for this improvement is limited to 12.2 
percent of the estimated $300,000 improvement costs, or $36,600.00.  The 
project applicant shall be reimbursed the remaining 87.8 percent of the 
mitigation measure’s costs from the City’s TSMI fund. 
 

However, if the City is installing the traffic signal at Barstow/Brawley Avenues 
at the time the project’s building permit is issued, the project applicant shall 
in lieu of signal installation shall instead provide the City with a payment 
representing 12.2 percent of the estimated $300,000 cost of signal 
installation, or $36,000 at the time the project receives its building permit. 

Less than significant impact.  The 
installation of a traffic signal at this 
location will raise the LOS during 
the AM/PM peak hour from the 
existing LOS E/F to LOS A/B.  
Because the applicant would 
advance the full cost of the signal 
should it not be constructed by the 
City as planned, there is certainty 
that this mitigation measure 
would be implemented as 
envisioned; therefore, the residual 
significance of this impact would 
be less than significant. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Impact TRANS‐2: The proposed project may generate 
new trips at the intersection of Barstow/Brawley 
Avenues that would contribute to unacceptable traffic 
operations under Near‐Term Conditions. 

MM TRANS‐2a: Barstow Avenue/Brawley Avenue: The implementation of 
Mitigation Measure TRANS‐1 would fully mitigate the Project’s significant 
impact at this location, and improve intersection operations to acceptable 
AM/PM peak hour LOS A/B. 

Mitigation Measure TRANS‐1 
mitigates the Project’s impacts at 
this intersection. 

MM TRANS‐2b: Shaw Avenue/Brawley Avenue: On or before issuance of 
the Project’s final certificate of occupancy, the Project applicant shall 
implement and maintain throughout project operations the following 
Project Transportation Demand Measures promoting employee use of 
public transit, bicycle travel and ridesharing to reduce vehicle trips to and 
from the store. 

Because of the physical constraints 
and operational considerations as a 
whole, physical mitigation to reduce 
the queuing impact at Shaw and 
Brawley intersection is infeasible.  
Implementation of MM TRANS‐2b 
will help promote use of alternative 
forms of transportation.  However, 
since the number of vehicle trips 
potentially reduced at the Site 
Access and Brawley Avenue 
intersection cannot be quantified, 
Mitigation Measure TRANS‐2b 
would not mitigate the project’s 
impact which would remain 
significant and unavoidable 
following implementation. 

Impact TRANS‐3: The proposed project would generate 
new trips at study area intersections that would 
contribute to unacceptable traffic operations under Year 
2035 Conditions. 

MM TRANS 3a: Barstow Avenue/Brawley Avenue: Implementation of 
Mitigation Measure TRANS‐1 would mitigate the Project’s impact at this 
location, and improve operations to acceptable AM/PM peak hour LOS A/B. 

Implementation of Mitigation 
Measure TRANS‐3a reduces the 
Project’s impact to intersection 
operations at Barstow Avenue and 
Brawley Avenue to less than 
significant. 

MM TRANS 3b: San Jose Avenue/Gates Avenue: Prior to the City’s issuance 
of the project building permit, the project applicant shall pay the City the 
project’s fair share of the cost of constructing the following improvements 
or their functional equivalent to mitigate intersection deficiencies at this 
location by the year 2035: 

Implementation of Mitigation 
Measure TRANS‐3b reduces the 
Project’s impact to intersection 
operations at San Jose Avenue and 
Gates Avenue to less than 
significant. 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Executive Summary 

 

 
FirstCarbon Solutions  ES‐19 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec00‐04 Exec Summary.docx 

Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Signalization of the intersection in accordance with City of Fresno standards 
with protected left‐turn phasing and the following lane configurations: 
•  Eastbound: one left‐turn lane and one through lane with a shared right turn 
• Westbound: one left‐turn lane and one through lane with a shared right turn 
•  Northbound: one left‐turn lane and two through lanes with a shared right 
turn 

•  Southbound: one left‐turn lane and two through lanes with a shared right 
turn 

 

MM TRANS‐3c: Brawley Avenue/Site Access: Implement MM TRANS‐2b.  
Mitigation Measure TRANS‐2b requires the project applicant to implement 
Project Transportation Demand Measures promoting employee use of 
alternative forms of transportation designed to reduce the vehicle trips.  
Since a potential reduction in vehicle trips cannot be quantified nor 
guaranteed to occur, Mitigation Measure TRANS‐3c cannot be said to 
reduce impacts to less than significant. 

The implementation of MM TRANS‐
3c will help promote use of 
alternative forms of transportation.  
However, since the number of 
vehicle trips that the measure could 
reduce at the Site Access and 
Brawley Avenue intersection 
cannot be quantified, MM TRANS‐
2a could reduce but would not 
mitigate the project’s impact at this 
location and impacts would remain 
significant and unavoidable. 

MM TRANS 3d: Shaw Avenue/Blythe Avenue: Prior to the City’s issuance of 
the project building permit, the project applicant shall pay the City its fair 
share of the cost of constructing the following improvement or its functional 
equivalent to mitigate queuing deficiencies at this location by the year 2035: 
•  Addition of a third eastbound through lane to allow more traffic to bypass 
the excessive queue in the eastbound left‐turn lane. 

Implementation of Mitigation 
Measure TRANS‐3d reduces the 
Project’s impact at Shaw Avenue 
and Blythe Avenue to less than 
significant. 

MM TRANS 3e: Shaw Avenue/Golden State Boulevard: Prior to the City’s 
issuance of the project building permit, the project applicant shall 
contribute its fair share of the cost of constructing the following 
improvements or their functional equivalent to mitigate the Project’s 
impact at this location by the year 2035: 
• Widening of the Shaw Avenue and Golden State Boulevard intersection. 

Implementation of Mitigation 
Measure TRANS‐3e reduces the 
Project’s intersection operation 
and queuing impacts at Shaw 
Avenue and Golden State 
Boulevard to less than significant. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

•  Installation of new traffic signals installed in accordance with City of 
Fresno standards. 

•  Providing the following lane configurations: 
‐  Eastbound: two left‐turn lanes, three through lanes, and one right‐turn 
lane 

‐  Westbound: two left‐turn lanes, three through lanes, and one right‐turn 
lane 

‐  Northbound: two left‐turn lanes, two through lanes, and one right‐turn 
lane 

‐  Southbound: two left‐turn lanes, two through lanes, and one right‐turn 
lane 

 

MM TRANS 3f: Shaw Avenue/Brawley Avenue: Implement MM TRANS‐2b.  
Mitigation Measure TRANS‐2b requires the project applicant to implement 
Project Transportation Demand Measures promoting employee use of 
alternative forms of transportation designed to reduce the vehicle trips.  
Since a potential reduction in vehicle trips cannot be quantified nor 
guaranteed to occur, Mitigation Measure TRANS‐3f cannot be said to 
reduce impacts to this intersection to less than significant. 

The intersection of Shaw and 
Brawley Avenues is constructed to 
the maximum configuration 
possible and designated in the 
Fresno General Plan.  Substandard 
levels of service were expected on 
Brawley Avenue as indicated in the 
City of Fresno General Plan.  
Therefore, based on right‐of‐way 
constraints, General Plan 
designations, and City practices and 
policies, further improvements are 
not feasible at this location to 
achieve LOS D.  The implementation 
of MM TRANS‐3f will help promote 
use of alternative forms of 
transportation.  However, since the 
number of vehicle trips that the 
measure could reduce at the Shaw 
and Brawley Avenue intersection 
cannot be quantified, MM TRANS‐
2a could reduce but would not 
mitigate the project’s impact at this 
location.  Project impacts would 
remain significant and unavoidable. 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Executive Summary 

 

 
FirstCarbon Solutions  ES‐21 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec00‐04 Exec Summary.docx 

Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

MM TRANS 3g: Figarden Drive—Bullard Avenue to Gates Avenue: The 
implementation of Mitigation Measure TRANS‐2b requires the project 
applicant to implement Project Transportation Demand Measures 
promoting employee use of alternative forms of transportation designed to 
reduce the vehicle trips.  However, since a potential reduction in vehicle 
trips cannot be quantified nor guaranteed to occur, Mitigation Measure 
TRANS‐3g cannot be said to reduce impacts to less than significant. 

Figarden Drive has been 
constructed to the maximum lane 
configuration designated in the 
Fresno General Plan Update, and 
further improvements are not 
feasible at this location.  The 
applicant’s implementation of MM 
TRANS‐3g will help promote use of 
alternative forms of 
transportation.  However, since 
the number of vehicle trips that 
the measure could reduce at the 
Site Access and Brawley Avenue 
intersection cannot be quantified, 
MM TRANS‐2a could reduce but 
would not mitigate the project’s 
impact at this location and impacts 
would remain significant and 
unavoidable. 

Impact TRANS‐4: The proposed project would not 
substantially increase roadway safety hazards because 
of a design feature or incompatible uses. 

No mitigation is necessary.  Less than significant impact 

Impact TRANS‐5: The proposed project would provide 
adequate emergency access. 

No mitigation is necessary.  Less than significant impact. 

Impact TRANS‐6: The proposed project would not 
conflict with adopted policies, plans or programs 
regarding public transit, bicycle, or pedestrian facilities, 
or otherwise decrease the performance or safety of such 
facilities. 

MM TRANS‐6: Prior to issuance of the Project’s certificate of occupancy, the 
Project applicant shall install bike racks with capacity for at least 30 bicycles 
near the store entrance. 

Less than significant impact. 
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Table ES‐1 (cont.): Executive Summary Matrix 

Impacts  Mitigation Measures  Level of Significance After Mitigation 

Impact TRANS‐7: The proposed project may result in 
short‐term construction traffic impacts on surrounding 
roadways. 

MM TRANS‐7: Prior to the commencement of construction activities, the 
Project applicant shall prepare and submit a Construction Traffic Control 
Plan to the City of Fresno for review and approval.  The plan shall address 
any known road or lane closures and include measures necessary to 
facilitate safe circulation during these times.  The plan shall also identify 
routing for all delivery and haul trucks.  The plan shall also identify suitable 
locations for construction worker parking. 

Less than significant impact. 

Section 3.10—Urban Decay 

Impact UD‐1: The proposed project, in conjunction with 
other pending and approved projects, would not result 
in urban decay. 

No mitigation is necessary.  Less than significant impact. 

Section 3.11—Utilities 

Impact US‐1: The project would not exceed wastewater 
treatment requirements of the applicable Regional 
Water Quality Control Board. 

Implement Mitigation Measures HYD‐1a and HYD‐1b.  Less than significant impact. 

Impact US‐2: The proposed project would be served by a 
wastewater treatment provider with adequate capacity 
and would not require the construction of new water or 
wastewater facilities or expansion of existing facilities 
that would cause significant environmental effects 

No mitigation is necessary.  Less than significant impact. 

Impact US‐3: The project would not require or result in 
the construction of new storm water drainage facilities 
or expansion of existing facilities, the construction of 
which could cause significant environmental effects. 

No mitigation is necessary.  Less than significant impact. 

Impact US‐4: Sufficient water supplies are available to 
serve the project from existing entitlements and 
resources, and no new or expanded entitlements would 
be needed. 

No mitigation is necessary.  Less than significant impact. 
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Impacts  Mitigation Measures  Level of Significance After Mitigation 

Impact US‐6: The project would be served by a landfill 
with sufficient permitted capacity to accommodate the 
project’s solid waste disposal needs. 

No mitigation is necessary.  Less than significant impact. 

Impact US‐7: The project would comply with federal, 
state, and local statutes and regulations related to solid 
waste. 

MM US‐7a: Prior to issuance of building permits, the project applicant shall 
submit documentation to the City of Fresno demonstrating compliance with 
the City of Fresno’s Construction and Demolition Recycling Ordinance.  The 
documentation shall demonstrate that the applicant has retained a qualified 
contractor to perform construction debris recycling with an objective of 
diverting a minimum of 50 percent of construction debris from the waste 
stream. 
 

MM US‐7b: Prior to issuance of the final certificates of occupancy or final 
inspection, the project applicant shall install onsite facilities necessary to 
collect and store recyclable materials generated onsite by customers and 
facility operations.  Customer recyclable collection facilities (i.e., 
receptacles) shall be located in public spaces and clearly identify accepted 
materials.  Facility operations recycling facilities (i.e., bale and pallet 
storage) shall be located in appropriate places and shall be enclosed for 
screening purposes.  Note that this mitigation measure is not intended to 
require the applicant to provide a “public recycling center” (also known as 
an AB 2020 recycling center) onsite. 

Less than significant impact. 

Impact US‐8: Due to the project’s incorporation of 
energy conservation measures and design features the 
proposed project would not result in the inefficient, 
unnecessary, or wasteful consumption of energy. 

No mitigation is necessary.  Less than significant impact. 
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SECTION 1: INTRODUCTION 

1.1 ‐ Overview of the CEQA Process 

This Draft Environmental Impact Report (Draft EIR) is prepared in accordance with the California 

Environmental Quality Act (CEQA) to evaluate the potential environmental impacts associated with 

the implementation of the Northwest Fresno Walmart Project (project) (State Clearinghouse 

No. 2013041015).  This document is prepared in conformance with CEQA (California Public 

Resources Code, Section 21000, et seq.) and the CEQA Guidelines (California Code of Regulations, 

Title 14, Section 15000, et seq.).  This Draft EIR is intended to serve as an informational document 

for the public agency decision makers and the public regarding the proposed project. 

1.1.1 ‐ Overview 

The proposed project consists of the relocation of Walmart Store No. 1815 from its current location 

at 3680 W. Shaw Avenue to a vacant 193,361‐square‐foot building located at 4080 W. Shaw Avenue.  

(The existing Walmart Store No. 1815 is located directly across N. Brawley Avenue from the project 

site, as shown in Exhibit 2‐2.)  The new Walmart will operate 24 hours a day and will offer retail 

groceries in addition to general merchandise.  The project also includes an outdoor garden center 

totaling 5,795 square feet.  The project includes modifications to the interior and exterior of the 

vacant building at 4080 W. Shaw Avenue, including numerous sustainability features designed to 

reduce energy demand.  Section 2, Project Description provides a complete description of the 

project. 

1.1.2 ‐ Purpose and Authority 

This Draft EIR provides a project‐level analysis of the environmental effects of the Northwest Fresno 

Walmart Project.  The environmental impacts of the proposed project are analyzed in the EIR to the 

degree of specificity appropriate, in accordance with CEQA Guidelines Section 15146.  This 

document addresses the potentially significant adverse environmental impacts that may be 

associated with the planning, construction, or operation of the project.  It also identifies appropriate 

and feasible mitigation measures and alternatives that may be adopted to significantly reduce or 

avoid these impacts. 

CEQA requires that an EIR contain, at a minimum, certain specific elements.  These elements are 

contained in this Draft EIR and include: 

 Table of Contents 
 Executive Summary 

 Introduction 
 Project Description 
 Environmental Setting, Significant Environmental Impacts, and Mitigation Measures 

 Cumulative Impacts 

 Alternatives to the Proposed Project 
 Significant Unavoidable Adverse Impacts 
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 Growth‐Inducing Impacts 

 Effects Found not to be Significant 
 Areas of Known Controversy 

 

1.1.3 ‐ Lead Agency Determination 

The City of Fresno is designated as the lead agency for the project.  CEQA Guidelines Section 15367 

defines the lead agency as “. . . the public agency, which has the principal responsibility for carrying 

out or approving a project.”  Other public agencies may use this Draft EIR in the decision‐making or 

permit process and consider the information in this Draft EIR along with other information that may 

be presented during the CEQA process. 

This Draft EIR was prepared by FirstCarbon Solutions, an environmental consultant.  Prior to public 

review, it was extensively reviewed and evaluated by the City of Fresno.  This Draft EIR reflects the 

independent judgment and analysis of the City of Fresno as required by CEQA.  Lists of organizations 

and persons consulted and the report preparation personnel are provided in Section 8 of this Draft 

EIR. 

1.2 ‐ Scope of the EIR 

The City of Fresno issued a Notice of Preparation (NOP) for the proposed project on April 5, 2013, 

which circulated between April 5, 2013 and May 6, 2013 for the statutory 30‐day public review 

period.  The scope of this Draft EIR addresses the potential environmental impacts identified in the 

NOP and issues raised by agencies and the public in response to the NOP.  The NOP is contained in 

Appendix A of this Draft EIR. 

Twenty comment letters were received in response to the NOP.  They are listed in Table 1‐1 and 

provided in Appendix A of this Draft EIR. 

Table 1‐1: NOP Comment Letters 

Affiliation  Signatory  Date  Comment Summary 

Public Agencies 

City of Fresno, Public Works 
Department, Traffic and 
Engineering Services 

Jill Gormley, TE, 
Assistant Traffic 
Engineering 
Manager 

May 3, 2013  The EIR should include an analysis of 
potential traffic/transportation impacts 
that may occur; the Traffic and 
Engineering Services Division requests 
a meeting with the traffic consultant to 
develop a scope of work for the 
preparation of a Traffic Impact Study 
for the project to be used in the EIR. 

City of Fresno, Fresno Police 
Department 

Lieutenant Jon 
Papeleo, 
Northwest 
District 
Commander 

April 24, 2013  The primary concern with the proposed 
Northwest Fresno Walmart Project is 
the propensity of the location to 
generate calls for police service.  The 
project development would likely 

 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Introduction 

 

 
FirstCarbon Solutions  1‐3 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec01‐00 Introduction.doc 

Table 1‐1 (cont.): NOP Comment Letters 

Affiliation  Signatory  Date  Comment Summary 

      result in an increase of police calls 
for service regarding burglaries, 
shoplifting, and traffic.  
Recommendations/ conditions 
have been included in the CUP 
Application for this project. 

Fresno Irrigation District  William R. Stretch, P.E., 
Assistant Manager 

April 22, 2013  FID’s Herndon Canal runs 
northwesterly and consists of a 
large open channel; applicant’s 
surveyor is required to stake the 
property line so FID can confirm 
location. 

Fresno Metropolitan Flood 
Control District 

Gary Chapman, 
Engineering Technician II 

April 12, 2013  The proposed development shall 
pay drainage fees pursuant to the 
Drainage Fee Ordinance.  Approval 
of the development shall be 
conditioned upon compliance with 
these District Requirements: 
1)  Drainage from site shall be 

directed to existing onsite 
system. 

2)  Permanent drainage service is 
available provided the 
developer can verify to the 
satisfaction of the City that 
runoff can be safely conveyed 
to the Master Plan inlets. 

County of Fresno, 
Department of Public Health 

Janet Gardner, 
R.E.H.S., M.P.H., 
Environmental Health 
Specialist III, 
Environmental Health 
Division 

April 30, 2013  Appropriate measures should be 
incorporated into the project to 
minimize potentially significant 
short‐term localized noise impacts 
to noise sensitive receivers. 

Fresno Unified School District  Heidi Heltne, Facilities 
Project Technician 

April 8, 2013  No comments 

San Joaquin Valley Unified 
Air Pollution Control District 
(SJVAPCD) 

David Warner, Director 
of Permit Services 

May 6, 2013  Project related criteria air 
pollutant emissions should be 
identified and quantified; project 
related health impacts should be 
evaluated to determine if 
emissions of toxic air 
contaminants will pose a 
significant health risk to nearby 
sensitive receptors.  The district 
has reviewed the information 
provided and determined that, in 
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Table 1‐1 (cont.): NOP Comment Letters 

Affiliation  Signatory  Date  Comment Summary 

accordance with District 9510, this 
project does not meet the 
definition of a development 
project and requirements and fees 
do not apply. 

State of California, 
Department of 
Transportation, District 6 

David Padilla, Office of 
Transportation 
Planning, District 6 

May 6, 2013  A trip generation/trip distribution 
study should be performed; 
Caltrans recommends that the 
project pay into the City of 
Fresno’s TSMI program as well as 
the Fresno RTMG to mitigate 
project traffic‐related impacts. 

State of California, 
Governor’s Office of Planning 
and Research, State 
Clearinghouse and Planning 
Unit 

Scott Morgan, 
Director, State 
Clearinghouse 

April 5, 2013  No comment 

Native American Heritage 
Commission (NAHC) 

Dave Singleton, 
Program Analyst 

April 9, 2013  The NAHC recommends the 
following actions be required: 
1)  Contact appropriate 

Information Center to 
determine if the project area 
has been previously surveyed 
and that known traditional 
cultural resources on or 
adjacent to the project area be 
listed in the EIR. 

2)  If additional archaeological 
inventory survey is required, 
the final stage is the 
preparation of a professional 
report detailing the finding and 
recommendations of the 
records search and field 
survey. 

Private Parties 

Pacific Gas & Electric 
Company 

Stephen Ruiz, PG&E, 
Senor Land Planner, 
Environmental 
Planning and 
Permitting 

March 22, 2013  Because of the threat to public 
safety and electric reliability, PG&E 
generally discourages the planting 
of tall growing vegetation under 
the conductors and within its 
transmission corridors, and it 
provided a list of plant species that 
are compatible within the 
transmission corridor. 
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Table 1‐1 (cont.): NOP Comment Letters 

Affiliation  Signatory  Date  Comment Summary 

Dumna Wo‐Wah Tribal 
Government 

Robert G. Ledger, Sr., 
Tribal Chairman 

April 26, 2013  The ground in the surrounding 
area shows high probability for 
Cultural Resources, requesting a 
Tribal Monitor be placed before 
there is any ground disturbance; 
the Dumna Wo‐Wah Government 
recommends Native American 
cultural monitors be present 
during ground‐disturbing activities 
and it requests a copy of the 
report and any cultural findings. 

Freeman Development  Jordan M. Freeman, 
Esq., Attorney at Law 

April 30, 2013  Shares a property line with the 
proposed Walmart, and requested 
that the City of Fresno prohibit 
Walmart from allowing “camping 
or overnight parking of RVs” at this 
location. 

Spencer Freeman, 
Partner 

April 30, 2013  Shares a property line with the 
proposed Walmart, and requested 
that the City of Fresno prohibit 
Walmart from allowing “camping 
or overnight parking of RVs” at this 
location. 

Sara Freeman, Partner  May 1, 2013  Shares a property line with the 
proposed Walmart, and requested 
that the City of Fresno prohibit 
Walmart from allowing “camping 
or overnight parking of RVs” at this 
location. 

Private Individuals  Michael [No Last Name 
Provided], Existing 
Property Owner  

April 24, 2013  Asked that the EIR also state that 
20,000 square feet of space 
approved. 

E. Rivinius  May 1, 2013  
(2 letters) 

Would like to be informed of all 
meetings pertaining to the 
Northwest Fresno Walmart 
Project. 

Yolanda Kim  May 2, 2013  1)  Proposed project is 
unwarranted because there is 
already a saturation of large 
grocery stores within a mile of 
the proposed project site.  
“Re‐locating” the Walmart to 
the proposed location could 
mean store closures of 
surrounding businesses. 
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Table 1‐1 (cont.): NOP Comment Letters 

Affiliation  Signatory  Date  Comment Summary 

2)  Requesting a Calls for Service 
study be done prior to an EIR 
approval.  Would like this 
study to encompass ALL 
Walmart stores. 

Rovert A Arau’jo  May 2, 2013  The proposed 24/7 Walmart 
would put a strain on already 
eroded Fresno Police Department. 

Source: City of Fresno, 2013. 

 

1.2.1 ‐ Scoping Meeting 

Pursuant to CEQA Guidelines Section 15082(c)(1), the City of Fresno held a public scoping meeting to 

solicit comment on the scope and content of the EIR on Tuesday, April 30, 2013 at Lawless K‐8 

Middle School, 5255 N. Reese Avenue, Fresno, CA 93722.1  Twelve individuals attended the meeting. 

1.2.2 ‐ Environmental Issues Determined not to be Significant 

The NOP identified topical areas that were determined not to be significant.  An explanation of why 

each area is determined not to be significant is provided in Section 7, Effects Found not to be 

Significant.  These topical areas are as follows: 

 Agriculture and Forestry Resources 
 Biological Resources 
 Cultural Resources 
 Geology/Soils 
 Mineral Resources 

 Population and Housing 
 Recreation 

 

Section 7 also includes discussion of certain individual subjects within other topical areas.  An 

explanation of why each of these issues is determined not to be significant is also provided: 

 Scenic Vistas (Section 3.1, Aesthetics) 
 State Scenic Highways (Section 3.1, Aesthetics) 
 Hazardous Material Sites (Section 3.4, Hazards and Hazardous Materials) 

 Airports (Section 3.4, Hazards and Hazardous Materials) 

 Private Airstrips (Section 3.4, Hazards and Hazardous Materials) 

 Emergency Response or Evacuation Plan (Section 3.4, Hazards and Hazardous Materials) 

 Wildland Fires (Section 3.4, Hazards and Hazardous Materials) 

                                                            
1
  Note that the scoping meeting was held at Lawless K‐8 Middle School because it is located 0.12 mile from the project site. 
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 100‐Year Flood Hazards (Section 3.4, Hydrology and Water Quality) 

 Levee or Dam Failure (Section 3.5, Hydrology and Water Quality) 

 Seiches, Tsunamis, or Mudflows (Section 3.5, Hydrology and Water Quality) 

 Division of an Established Community (Section 3.6 Land Use and Planning) 

 Conservation Plans (Section 3.6, Land Use and Planning) 
 Aviation Noise (Section 3.7, Noise) 
 Schools (Section 3.8, Public Services) 
 Parks (Section 3.8, Public Services) 
 Other Public Facilities (Section 3.8, Public Services) 
 Air Traffic Patterns (Section 3.9, Transportation/Traffic) 

 

Potentially Significant Environmental Issues 

The NOP found that the following topical areas may contain potentially significant environmental 

issues that will require further analysis in the EIR.  These sections are as follows: 

 Aesthetics 
 Air Quality 
 Greenhouse Gas Emissions 

 Hazards and Hazardous Materials 

 Hydrology and Water Quality 

 Land Use and Planning 

 Noise 
 Public Services 
 Transportation/Traffic 
 Urban Decay 
 Utilities and Service Systems 

 

1.3 ‐ Organization of the EIR 

This Draft EIR is organized into the following main sections: 

 Section ES: Executive Summary.  This section includes a summary of the proposed project and 

alternatives to be addressed in the Draft EIR.  Included in this section are a brief description of 

the areas of controversy and issues to be resolved, and the Executive Summary Matrix table 

that summarizes the impacts, mitigation measures, and level of significance after mitigation. 
 

 Section 1: Introduction.  This section provides an introduction and overview describing the 
purpose of this Draft EIR, its scope and components, and its review and certification process. 

 

 Section 2: Project Description.  This section includes a detailed description of the proposed 
project, including its location, site, and project characteristics.  A discussion of the project 

objectives, intended uses of the Draft EIR, responsible agencies, and approvals that are 

needed for the proposed project are also provided. 
 

 Section 3: Environmental Impact Analysis.  This section analyzes the environmental impacts 

of the proposed project.  Impacts are organized into major topic areas.  Each topic area 

includes a description of the environmental setting, methodology, significance criteria, 

impacts, mitigation measures, and significance after mitigation.  The specific environmental 

topics that are addressed within Section 3 are as follows: 
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‐ Section 3.1 – Aesthetics: Addresses the potential visual impacts of development 

intensification and the overall increase in illumination produced by the project. 

‐ Section 3.2 – Air Quality: Addresses the potential air quality impacts associated with project 

implementation, as well as consistency with the San Joaquin Valley Air Pollution Control 

District’s applicable air quality plans. 

‐ Section 3.3 –Greenhouse Gas Emissions: Evaluates project emissions of greenhouse gases, 

as well as consistency with adopted plans intended to reduce greenhouse gas emissions.  

‐ Section 3.4 – Hazards and Hazardous Materials: Addresses the potential for the presence of 

hazardous materials or conditions on the project site and in the project area that may have 

the potential to impact human health. 

‐ Section 3.5 – Hydrology and Water Quality: Addresses the potential impacts of the project 

on local hydrological conditions, including drainage areas, and changes in the flow rates. 

‐ Section 3.6 – Land Use and Planning: Addresses the potential land use impacts associated 

with division of an established community and consistency with the City of Fresno General 

Plan and Fresno Municipal Code. 

‐ Section 3.7 – Noise: Addresses the potential noise impacts during construction and at 

project buildout from mobile and stationary sources.  The section also addresses the impact 

of noise generation on neighboring uses. 

‐ Section 3.8 – Public Services: Addresses the potential impacts upon service providers, 

including fire protection and police protection. 

‐ Section 3.9 – Transportation/Traffic: Addresses the impacts on the local and regional 

roadway system, public transportation, bicycle, and pedestrian access. 

‐ Section 3.10 – Urban Decay: Addresses the potential for store closures and long‐term 

vacancies resulting from the implementation of the proposed project. 

‐ Section 3.11 – Utilities and Service Systems: Addresses the potential impacts upon water 

supply, wastewater, solid waste, and energy providers. 
 

 Section 4: Cumulative Effects.  This section discusses the cumulative impacts associated with 

the proposed project, including the impacts of past, present, and probable future projects. 
 

 Section 5: Alternatives to the Proposed Project.  This section compares the impacts of the 

proposed project with five land‐use project alternatives: the No Project Alternative, Mixed‐

Use Center Alternative the Existing Store Expansion Alternative, the Demolition/Rebuild 

Alternative, and the Neighborhood Center Reuse Alternative.  An environmentally superior 

alternative is identified.  In addition, alternatives initially considered but rejected from further 

consideration are discussed. 
 

 Section 6: Other CEQA Considerations.  This section provides a summary of significant 

environmental impacts, including unavoidable and growth‐inducing impacts.  In addition, the 

proposed project’s energy demand is discussed. 
 

 Section 7: Effects Found not to be Significant.  This section contains analysis of the topical 
sections not addressed in Section 3. 
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 Section 8: Organizations and Persons Consulted/List of Preparers.  This section contains a full 
list of persons and organizations that were consulted during the preparation of this Draft EIR, 

as well as the authors who assisted in the preparation of the Draft EIR, by name and affiliation. 
 

 Section 9: References.  This section contains a full list of references that were used in the 
preparation of this Draft EIR. 

 

 Appendices: This section includes all notices and other procedural documents pertinent to the 

Draft EIR, as well as all technical material prepared to support the analysis. 

 

1.4 ‐ Documents Incorporated by Reference 

As permitted by CEQA Guidelines Section 15150, this Draft EIR has referenced several technical 

studies, analyses, and previously certified environmental documentation.  Information from the 

documents, which have been incorporated by reference, has been briefly summarized in the 

appropriate section(s).  The relationship between the incorporated part of the referenced document 

and the Draft EIR has also been described.  The documents and other sources that have been used in 

the preparation of this Draft EIR include but are not limited to: 

 City of Fresno General Plan 
 City of Fresno Municipal Code 

 City of Fresno Urban Water Management Plan 

 Bullard Community Plan 

 

These documents are specifically identified in Section 9, References of this Draft EIR.  In accordance 

with CEQA Guidelines Section 15150(b), the City of Fresno General Plan, Fresno Municipal Code, and 

the referenced documents and other sources used in the preparation of the Draft EIR are available 

for review at the City of Fresno Development and Resource Management Department at the address 

shown in Section 1.6 below. 

1.5 ‐ Documents Prepared for the Project 

The following technical studies and analyses were prepared for the proposed project: 

 Air Quality Analysis, prepared by FirstCarbon Solutions (analysis wholly contained in Section 
3.2, Air Quality; modeling output provided in Appendix B). 

 

 Health Risk Assessment, prepared by FirstCarbon Solutions (Appendix B) 
 

 Cultural Records Search prepared by FirstCarbon Solutions (Appendix C) 
 

 Phase I Environmental Site Assessment, prepared by GeoCon Consultants, Inc. (Appendix D) 
 

 Noise Analysis, prepared by FirstCarbon Solutions (analysis wholly contained in Section 3.6 
Noise; modeling output provided in Appendix F.  

 

 Public Services Supporting Information provided in Appendix G. 
 

 Traffic Impact Study, prepared by Peters Engineering Group (Appendix H) 
 

 Urban Decay Analysis, prepared by The Natelson Dale Group (Appendix I) 
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1.6 ‐ Review of the Draft EIR 

Upon completion of the Draft EIR, the City of Fresno filed a Notice of Completion (NOC) with the 

State Office of Planning and Research to begin the public review period (Public Resources Code, 

Section 21161).  Concurrent with the NOC, this Draft EIR has been distributed to responsible and 

trustee agencies, other affected agencies, surrounding cities, and interested parties, as well as all 

parties requesting a copy of the Draft EIR in accordance with Public Resources Code 21092(b)(3).  

During the public review period, the Draft EIR including the technical appendices is available for 

review at the City of Fresno, Fresno County Library, Fig Garden Regional Branch and the Fresno 

County Library, Central Library.  The address for each location is provided below:  

City of Fresno 
Development & Resource Management Department 
Development Services Division 
2600 Fresno Street, 3rd floor 
Fresno, CA 93721  
Hours:  
Monday‐Friday: 8 a.m. to 5 p.m. 

Fresno County Library, Central Library 
2420 Mariposa Street 
Fresno, CA 93721 
Hours:  
Monday–Thursday: 10 a.m. to 7 p.m. 
Friday, Saturday: 10 a.m. to 5 p.m. 
Sunday: 12 p.m. to 5 p.m. 

Fresno County Library, Fig Garden Regional Branch 
3071 West Bullard Avenue 
Fresno, CA 93711 
Hours: 
Monday–Thursday: 9 a.m. to 9 p.m. 
Friday, Saturday: 9 a.m. to 5 p.m. 
Sunday: 12 p.m. to 5 p.m. 

 

 

Agencies, organizations, and interested parties have the opportunity to comment on the Draft EIR 

during the public review period.  Written comments on this Draft EIR should be addressed to: 

McKencie Contreras, Supervising Planner 
City of Fresno 
Development & Resources Management Department 
Development Services Division 
2600 Fresno Street, 3rd Floor 
Fresno, CA 93721‐3604  
Phone: 559.621.8066 
Fax: 559.498.1026 
Email: McKencie.Contreras@fresno.gov 

 

Submittal of electronic comments in Microsoft Word or Adobe PDF format is encouraged.  Upon 

completion of the public review period, written responses to all environmental issues raised will be 

prepared and made available for review by the commenting agencies at least 10 days prior to the 

public hearing before the Planning Commission of the City of Fresno on the project, at which the 

certification of the Final EIR will be considered.  Comments received and the responses to comments 

will be included as part of the record for consideration by decision makers for the project. 
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SECTION 2: PROJECT DESCRIPTION 

This Environmental Impact Report (EIR) analyzes the potential environmental effects of the proposed 

Northwest Fresno Walmart Project in Fresno, California. 

2.1 ‐ Project Location and Setting 

2.1.1 ‐ Location 

The 17.60‐acre project site is located at 4080 W. Shaw Avenue in the northwestern portion of the 

City of Fresno, Fresno County, California; refer to Exhibit 2‐1.  The project site is located at the 

southwest corner of N. Brawley Avenue and W. San Jose Avenue, and is bounded by the Herndon 

Canal and Pacific Storage (west), W. San Jose Avenue (north), N. Brawley Avenue (east), and 

commercial uses along W. Shaw Avenue (south); refer to Exhibit 2‐2.  The project site is located on 

the Fresno North, California, United States Geologic Survey 7.5‐minute quadrangle, Township 13 

South, Range 19 East, Section 11 (Latitude: 36°48’40” North; Longitude: 119°51’50” West).  The 

project is located at 305 feet above mean sea level. 

2.1.2 ‐ Existing Site Development 

The project site currently contains an existing vacant 193,361‐square‐foot commercial building with 

associated parking and landscaped areas originally built as a Super‐Kmart store.  The site’s initial 

development for commercial retail use occurred in 1990 with the approval of a 203,580‐square‐foot 

shopping center anchored by a K‐Mart store.  The center included a 50,000‐square‐foot Major Retail 

Use, 23,750 square feet of smaller retail uses, 12,400 square feet of commercial pad uses, and a 4,000‐

square‐foot restaurant (see Exhibit 2‐3 for the K‐Mart store).  In 1993, the City approved a revised site 

plan allowing K‐Mart to expand by adding an approximately 81,000 square‐foot grocery.  The Super‐K‐

Mart operated 24‐hours per day, 7 days per week.  Following the closure of Super K in the early 2000s, 

the building was re‐tenanted by Dan Gamel Camp America Recreational Vehicle (RV) superstore in 2004.  

The RV store closed in 2008 and the building has remained vacant since that time. 

The existing vacant building is characterized by contemporary retail architectural design.  A shed roof 

feature with two wood‐truss gabled entrances is located on the front façade (see Exhibits 2‐4a 

through 2‐4d).  The store’s exterior colors are primarily blue‐gray and light green.  A large “Camp 

America” sign is located just below the roofline.  Approximately 50 trees remain on‐site, located 

throughout the parking area and along the frontage of W. San Jose Avenue, N. Brawley Avenue, and 

W. Shaw Avenue.  See Exhibits 2‐5a through 2‐5e for existing project site photos. 

A 6‐foot block screen wall is located behind the large, 50‐foot‐wide landscape buffer existing along 

the W. San Jose Avenue site boundary of the site.  The site’s parking areas are located in the front 

(south) of the main building, with some parking in the back (north) of the store along the block wall.  

The existing loading dock is an enclosed structure with a roof and door seals located along the 

project site’s eastern boundary approximately 210 feet from West San Jose Avenue and from 440 

feet to 987 feet from nearby residences along this road.  The parking areas includes 788 parking 

spaces and shares access to Shaw Avenue with the retail uses located to the south of the project.  
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Vehicular access to the project site is provided at the following locations (see Exhibit 2‐6a and 2‐6b):  

  1)  North (Service): Right‐in/right‐out driveway connecting to N. Brawley Avenue.  Single‐lane 

ingress, single‐lane egress, no throat.  Primary access for southbound 4‐axle trucks 

(Walmart trucks) and 2‐axle vendor trucks.  Accessible to customer passenger vehicles.  
 

  2)  Middle (Secondary): Right‐in/right‐out driveway connecting to N. Brawley Avenue.  Single‐

lane ingress, single‐lane egress, no throat.  Accessible to customer passenger vehicles.  Not 

a designated truck route for 4‐axle or 2‐axle trucks.  
 

  3)  South (Primary): Right‐in/right‐out/left‐in driveway on Shaw Avenue connecting to N. 

Brawley Avenue.  A center median prevents left‐out turning movements.  Single‐lane 

ingress, single‐lane egress, no throat.  Secondary access for southbound 4‐axle trucks 

(Walmart trucks) and 2‐axle vendor.  Primary access for northbound 4‐axle trucks (Walmart 

trucks), 2‐axle vendor trucks, and customer passenger vehicles.  
 

  4)  Reciprocal Driveway Access: Reciprocal driveway access to N. Brawley Avenue and W. Shaw 

Avenue is provided through the commercial uses immediately south of the project site along 

the Shaw Avenue Corridor.  This driveway provides secondary access for 4‐axle Walmart 

delivery trucks and 2‐axle vendor trucks exiting the site at its southern boundary access point.  

However, because of Shaw Avenue’s existing 345‐foot roadway median, this site exit point is 

not accessible for northbound delivery trucks or customer passenger vehicles. 

 

Sidewalks exist along N. Brawley Avenue, W. San Jose Avenue, W. Shaw Avenue frontages and along 

driveways within the project site.  A Fresno Area Express (FAX) bus stop is located along the N. 

Brawley Avenue frontage.  In addition, several FAX bus stops are located along W. Shaw Avenue 

within walking distance of the project site, including one at the corner of W. Shaw Avenue and 

Brawley Avenue, which is approximately 1,000 feet from the project site. 

Herndon Canal is an irrigation channel located to the west and southwest of the project site, and is 

owned and operated by the Fresno Irrigation District (FID).  The canal consists of a large, open channel 

with earthen banks whose at‐grade water level is located below the surrounding ground elevation.  It is 

part of a network of canals that not only convey irrigation water for agricultural uses 8 months of the 

year but also provide stormwater drainage and groundwater recharge in the winter months. 

Overhead high‐voltage electrical lines cross the southern portion of the parking area in a northwest‐

southeast direction.  Two towers that support the electrical lines are located within the parking area.  

The electrical lines are located in a 110‐foot‐wide easement.  

Photographs of the project site and surrounding area are provided in Exhibit 2‐5a through Exhibit 2‐5e. 

 Residences: 0.03 mile north of the project site (from project boundary line) 
 

 Lawless Elementary School: 0.12 mile northwest of the project site (from project boundary line) 
 

 Blythe Avenue Kinder Care: 0.37 mile west of the project site (from project boundary line) 
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Exhibit 2-1
Regional Location Map

Source: Census 2000 Data, The CaSIL, FCS GIS 2013.
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Exhibit 2-2
Local Vicinity Map

Aerial Base

Source: ESRI Aerial Imagery.
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 Fresno Unified School District Facilities Planning: 0.45 mile south of the project site (from 

project boundary line) 
 

 Fresno Migrant Head Start: 0.65 mile west of the project site (from project boundary line) 

 

2.1.3 ‐ Surrounding Land Uses 

West 

Herndon Canal—an irrigation channel—and Pacific Storage about the western boundary of the 

project site, which features a six‐foot masonry wall running the length of the existing building.  

Commercial and industrial land uses are located further west.  The Fresno General Plan designates 

the land uses to the west of the project site as Light Industrial and Regional Mixed Use (RMX).  The 

Fresno Municipal Code Zoning Ordinance zones the land uses to the west of the project site as 

Storage‐Limited (S‐L). 

North 

W. San Jose Avenue, a three‐lane undivided collector, forms the northern boundary of the project 

site.  North of the roadway are single‐family homes.  The Fresno General Plan designates the land 

uses to the north of the project site as Medium Density Residential (5.0‐12 D.U./acre).  The Fresno 

Municipal Code Zoning Ordinance zones the land uses to the north of the project site as Single‐

Family Residential (R‐1). 

Lawless Elementary School is located to the northwest of the project site on North Reese Avenue 

Street, approximately 0.12 mile from the project site.  

Multi‐family apartments are located northeast of the project site on Brawley Avenue and at the 

northeast corner of San Jose Avenue and Brawley.  The Fresno General Plan designates the land uses 

to the northeast of the project site as Medium High Density Residential (12.0‐16.0 D.U./acre).  The 

Fresno Municipal Code Zoning Ordinance zones the land uses to the northeast of the project site as 

Low Density Multifamily Residential (R‐2) and Medium Density Multifamily Residential (R‐3). 

East 

N. Brawley Avenue, a four‐lane divided arterial, serves as the eastern boundary of the project site.  

Located east of the project site are multi‐family apartments and apartment homes.  Across North 

Brawley Avenue is an existing commercial shopping store with several retailers and restaurants, 

including the existing Walmart Store No. 1815.  The Fresno General Plan designates the land uses to 

the east of the project site as Commercial Office (CO) and Commercial/Community (CC).  The Fresno 

Municipal Code Zoning Ordinance zones the land uses to the east of the project site across N. 

Brawley Avenue as Regional Mixed Use (RMX).  

South 

The project site is located within an area that contains existing developed commercial, residential, 

and industrial surrounding the project site with Shaw Avenue, an important corridor in Fresno for 

decades, with much of the area’s retail and employment uses located there. 
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Commercial uses—including a 76 Gas Station, West Shaw Hand Car Wash, Rally’s, and Taco Bell/Long 

John Silvers—are located along the north side of W. Shaw Avenue directly south of the project site.  

W. Shaw Avenue is a divided six‐lane arterial.  South of the roadway are service commercial 

businesses. 

The Fresno General Plan designates the land uses to the south of the project site, across Shaw 

Avenue, as Light Industrial.  The Fresno Municipal Code Zoning Ordinance zones the land use to the 

south of the project site as Commercial and Light Manufacturing (C‐M). 

Table 2‐1 provides a summary of the location of nearby residential uses located to the north and 

northeast of the project site’s northern and northeastern boundaries. 

Table 2‐1: Summary of Location of Nearby Residential Uses 

Residential Property  Description 
Distance from Truck 
Loading Area (Feet) 

1  Single‐family home to the northwest  987 

2  Single‐family home to the north  818 

3  Single‐family home to the north  604 

4  Single‐family home to the north  466 

5  Single‐family home to the north  440 

6  Multi‐family home to the northeast  484 

7  Multi‐family home to the northeast  324 

8  Multi‐family home to the east  244 

 

2.1.4 ‐ Land Use Designations 

The City of Fresno General Plan designates the project site as RMX.  The RMX land use designation is 

intended to accommodate mixed‐use development in urban‐scale buildings and retail 

establishments that serve residents and businesses of the region at large.  Medium‐scale retail, 

residential, office, civic and entertainment uses, and shopping malls (with large format or “big‐box” 

retail) are allowed, as are supporting uses such as gas stations and hotels in mixed‐use or single use 

buildings. 

The Fresno Municipal Code Zoning Ordinance designates the project site as (C‐M) Commercial and 

Light Manufacturing.  A variety store is permitted by right in the C‐M zone district pursuant to 

Section 12‐224‐A‐23 of the Fresno Municipal Code, a supermarket is allowed by right in the C‐M 

zone district pursuant to Director Classification No. 199, and the retail sale of alcohol for on‐ or off‐

site consumption is permitted, subject to a conditional use permit in the C‐M zone district pursuant 

to Section 12‐224.3 of the Municipal Code. 

The project site is located within the Bullard Community Plan Area.  The City of Fresno General Plan 

(Fresno General Plan) and Bullard Community Plan designate the project site as RMX.  Pursuant to 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Project Description 

 

 
FirstCarbon Solutions  2‐33 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec02‐00 Project Description.docx 

the Fresno General Plan that was adopted in December 2014, the Bullard Community Plan is 

proposed to be renamed the “Pinedale Neighborhood Plan”; however, as of the date of this writing, 

the amendment had not yet occurred. 

The currently applicable Fresno Municipal Code Zoning Ordinance zones the project site as (C‐M) 

Commercial and Light Manufacturing.  Pursuant to the recently updated Fresno General Plan, the City is 

also undertaking a comprehensive Zoning Ordinance update.  According to the Public Release Draft 

available on the City’s website as of April 7, 2015, the site is proposed for the zoning designation 

“Regional Mixed Use.”  The project is a permitted use under the proposed zoning designation.1 

2.2 ‐ Project Characteristics 

2.2.1 ‐ Project History 

The project site has received prior entitlements from the City of Fresno, described below. 

Ordinance No. 89‐60 

In 1989, the City Council approved Ordinance No. 89‐60 that rezoned the property from rural 

designations to its current C‐M zoning, allowing commercial developments such as department 

stores and other commercial/manufacturing uses.  The site’s zoning included the Boulevard Area 

(BA) overlay zone district.  The BA overlay district required a 15‐foot landscaped setback area along 

with Shaw Avenue frontage and a 20‐foot landscaped setback along the Brawley Avenue frontage.  

The Ordinance also required an additional 50‐foot‐wide, heavily landscaped buffer area along the 

East San Jose Avenue frontage, and implemented numerous public works and Flood District Control 

measures. 

K‐Mart/Super‐K (1990–2000) 

In 1990, the City of Fresno approved the construction and operation of a 203,580‐square‐foot 

shopping center anchored by a 104,230‐square‐foot K‐Mart store (plus a 9,200‐square‐foot outdoor 

garden center) on the project site.  Several outlots ranging in size from 4,000 square feet to 50,000 

square feet were to feature retail, commercial, and restaurant uses.  The City of Fresno adopted a 

Revised Mitigated Negative Declaration and Addendum for this application.   

The K‐Mart shopping center was estimated to generate  14,644 vehicle trips per day.  As conditions 

of developing the project site for commercial use, the original developer was required to build out 

extensive roadway infrastructure improvements.  The K‐Mart project approval was also subject to 

mitigation and conditions to reduce noise impacts on nearby residents along San Jose Avenue.  K‐

Mart was required to construct a 6‐foot masonry wall on top of a 3‐foot landscaped berm on the 

property’s northern boundary.  The 50‐foot, densely landscaped buffer located in front of the sound 

wall was also required in order to further buffer noise impacts.  With mitigation and conditions of 

                                                            
1
  While in various locations this Draft EIR references proposed provisions of the draft Development Code for informational purposes, 

a detailed evaluation of the project’s consistency with draft provisions undergoing public review would be speculative, and 
therefore is not provided at this time.  The proposed project would comply with all applicable zoning requirements in effect at the 
time the project is considered for approval by the City of Fresno.   
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approval, noise impacts related to vehicle traffic and the store’s truck movement and loading area 

activities were found to be less than significant. 

K‐Mart subsequently obtained approval for an expansion that would include 81,057 square feet of 

grocery sales within the K‐Mart store.  The Super‐K was approved for 24 hours per day, 7 days per 

week.2  The revision of approvals to permit K‐mart addition of a grocery store was determined to be 

categorically exempt from CEQA review as a minor alteration to land.  The Super‐K occupied the site 

until 2000. 

A significant number of roadway improvements and mitigation were required pursuant to Revised 

Conditions of Approval for Site Plan S‐90‐100; K‐Mart’s responsibility for roadway improvements 

totaled approximately $700,000.3   

Dan Gamel Camp America (2004) 

Dan Gamel Camp America recreational vehicle superstore re‐tenanted the vacant Super K site in 

2004, removing 487 parking spaces and parking lot trees and landscaping, but otherwise making few 

changes to the building’s exterior.  Discretionary approvals included a Conditional Use Permit for the 

sale of vehicles in the C‐M zone and an amendment to the approved K‐Mart site plan.  Those 

approvals were specifically limited to the Camp America use.  The City declared the project “infill 

development,” categorically exempt from CEQA pursuant to CEQA Guidelines 15332.  Camp America 

occupied the site until 2008. 

Previous Environmental Assessments 

The City has undertaken a series of previous studies, environmental assessments, bills, and 

environmental impact reports relative to commercial retail development of the project site.  The 

approvals allowing commercial development on the subject property and nearby properties were 

conditioned upon extensive infrastructure conditions relating to roadway improvements. 

 Bill No. B‐26, B‐27, B‐28, B‐29, B‐30, Plan Amendments No. B‐2&, B‐27, B‐28, B‐29, B‐30. 
 

 Environmental Assessment No. A‐88‐27, Plan Amendment No. A‐88‐27 
 

 Final Environmental Impact Report No. 10096, Updated Bullard Community Plan 
 

 Environmental Assessment No. R‐88‐153, Rezoning Application No. R‐88‐153 
 

 Environmental Assessment No. 86‐060, Rezoning Application No. 7653 (NE corner Shaw and 

Brawley) 
 

 Traffic Studies for Plan Amendments No. B‐26, B‐27, B‐28 
 

 Traffic Studies for Bill No. B‐29, and B‐30 dated February 1987, prepared by TJKM 

Transportation Consultants 
 

 Traffic Circulation Analysis for West Shaw Area, March 1987, prepared by the City Traffic Division. 

 

                                                            
2
  The expansion plans included the 9,200‐square‐foot outdoor garden center and a restaurant for Taco Bell pad totaling 1,989 square feet.  
3
   City of Fresno Project file No. S‐93‐39. 
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Revised Mitigated Negative Declaration and Addendum, Site Plan Review Nos. S‐90‐100 and S‐93‐39 

(K‐Mart and Super‐K Mart uses). 

The project site is located within the Bullard Community Plan Area.  The City of Fresno General Plan 

and Bullard Community Plan designate the project site as RMX.  Pursuant to the current Fresno 

General Plan, which was adopted in December 2014, the Bullard Community Plan is proposed to be 

renamed as the “Pinedale Neighborhood Plan”; however, as of the date of this writing, the 

amendment had not yet occurred. 

2.2.2 ‐ Proposed Project 

The proposed project consists of the relocation of Walmart Store No. 18154 from 3680 W. Shaw Avenue 

to occupy the vacant Camp America structure located at the project site (4080 W. Shaw Avenue).  The 

existing Walmart Store No. 1815 is located directly across N. Brawley Avenue from the project site.  The 

proposed project includes interior remodeling, façade improvements, completion of an outdoor garden 

center area, enhanced landscaping, and the addition of energy sustainability features.  The existing 

structure will be remodeled and re‐occupied by the project, and will not be demolished. 

Upon occupation, the total building will be 193,361 square feet (excluding the seasonal Outdoor 

Garden Center).  Table 2‐2 provides the breakdown in the building square footage.  The project 

would involve modifications to the façade and to the exterior of the existing building for construction 

of the garden center.  The conceptual site plan, conceptual elevations, and preliminary department 

plan are shown in Exhibit 2‐7, Exhibit 2‐8, and Exhibit 2‐9, respectively. 

Table 2‐2: Walmart Store Square Footage 

Component  Square Feet 

General Merchandise Sales  111,724 

Grocery Sales  38,231 

Stockroom/Receiving Area  18,670 

Ancillary Area  11,923 

Grocery Support Area  10,880 

Food Tenant Area  1,933 

Total Indoor Building Envelope  193,361 

Outdoor Garden Center  5,795 

Total Indoor and Outdoor Square Footage  199,156 

Source: Perkowitz + Ruth, 2014. 

 

                                                            
4
  Walmart Store No. 1815 currently totals 126,783 square feet. 
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Store Activities and Uses 

The Walmart store may include the following components and operational characteristics: 

 Alcohol sales (for off‐site consumption)   Grocery sales 
 Branded retail tenant   Pharmacy 

 Fast food restaurant   Temporary Outdoor Sales  

 Garden center (indoor and outdoor)   Outdoor storage (see Exhibit 2‐11) 
 General merchandise sales   

 

Design and Appearance 

Minor changes would be made to the exterior elevations of the existing building.  The main tenant 

identification wall element would be simplified and lowered by the removal of the building’s 

topmost bump.  A portion of the metal canopy in the area of the original garden center may be 

removed, and new architectural fencing with masonry columns with stone bases would be installed.  

Most of the overhead doors added by Camp America (intended for the easy movement of RVs) 

would be removed and filled in to restore the original walls.  The entire building would be repainted 

to emphasize existing architectural features and to visually break up the mass of the building.  

Existing architectural features such as timber detailing at the entries, green tiled roofing, and the 

large glass element would remain. 

Signage 

Wall Signage 

The project conforms to the applicable Development Code Sign Ordinance provisions.5  Applicable 

City of Fresno Sign Ordinance provisions state that the total area of all occupancy signs mounted on, 

hanging from or parallel with any exterior wall or façade of any occupancy shall not exceed ten per 

cent of the total area of said exterior wall or façade.  Applied to the subject property, the wall 

signage requirements permit the following maximum wall sign area on the project site’s existing 

building: 

 (Front/South Elevation) – 618’(l) x 25’(h) = 15,450 sf x 10% = 1,545 sf Allowed (730.30 sf Proposed) 
 (Right/East Elevation) – 331’(l) x 25’(h) = 8,275 sf x 10% = 827.50 sf  Allowed (555.00 sf Proposed) 
 (Rear/North Elevation) – No Signage proposed 
 (Left/West Elevation) – No Signage proposed 

 

In sum, applicable signage provisions allow for a total of 2,372.5 square feet of wall signage.  As 

detailed in Table 2‐3, the project proposes 1,285.3 square feet, which is 1,087.2 square feet less 

than the Sign Ordinance allows.  Accordingly, the project’s wall signage requires only the issuance of 

a sign permit from the City of Fresno. 

Table 2‐3 summarizes the Walmart wall signage by elevation. 

 

                                                            
5
  Defined by the City as those in effect at the time the project application was deemed complete. 
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Table 2‐3: Wall Signage Summary 

Elevation  Wording  Square Feet 

South (Facing W. Shaw Avenue)  “Walmart” [With Spark Logo]  555.00 

“Home & Pharmacy”  97.66 

“Market”  28.17 

“Outdoor Living”  49.47 

Total South‐facing Wall Signage  —  730.3 

East (Facing N. Brawley Avenue)  “Walmart” [With Spark Logo]  555 

Total  1,285.3 

Source: P+R Architects, 2015. 

 

Freestanding Pylon Sign 

Walmart would reuse the existing freestanding sign located along N. Brawley Avenue.  Sign variance 

V‐04‐003 approved the installation of this sign in 2004 at its existing location which would not be 

altered (See Exhibit 2‐5b).  The proposed project would replace the existing “Camp America” panel 

with Walmart’s square cabinet sign (blue background, white letters and yellow spark logo at the 

existing top position). 

Monument Sign 

The existing small monument sign located south of Walmart entry drive facing N. Brawley Avenue 

would be removed and replaced with a monument sign featuring the a white letters and yellow 

spark logo against a blue background.  The proposed monument sign conforms to the City of Fresno 

Sign Ordinance in effect when the project’s application as deemed complete. 

Lighting 

The proposed lighting for the store would include various single‐, two‐, or four‐light fixtures 

throughout the parking areas and driveway.  Exterior lighting would have minimum 1.8 foot‐candles 

of light in the parking area and minimum 1.0 foot‐candles foot of light at the perimeter drive.  The 

height of the poles would be 39 feet, with the overall height to the top of lighting fixtures at 42 feet, 

including a 3‐foot base.  Style and color would match the existing poles and fixtures.  Parking lot light 

fixtures would be illuminated by LEDs. 

Decorative wall lighting fixtures would be used to highlight wall areas along the front façade and 

below canopies at pedestrian level along the main entries and the sign wall to create a nighttime 

environment that promotes safe movement of pedestrians and vehicular traffic.  The mounting height 

of the exterior light fixtures may vary between the building’s elements at an average of 12 feet. 

Interior tenant entries would be accented by recessed lighting.  Security lighting at service areas 

(wall packs) and store exits will be wall‐mounted and will incorporate cut‐off shielding as needed, 

which would allow for light to be directed away from public roadways or other nearby properties. 
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Landscaping 

Previously, a large number of trees were removed from the project site in connection with Dan 

Gamel Camp America’s occupancy, in order to create unobstructed space in parking lot for storage 

and display of RVs.  Landscaping on the project site currently consists of mature trees and shrubs 

along the project site frontages of N. Brawley Avenue and W. San Jose Avenue, and within parking 

areas.  Approximately 75 trees are currently estimated to be present on the project site.  

The project includes additional landscaping in the store’s parking area adjacent to the existing 

structure, with trees planted to match existing trees, and new shrubs and ground cover that are 

drought‐resistant and irrigated by an isolated drip water system.  The proposed project includes the 

planting of native, drought‐tolerant plant varieties that would enhance the visual appearance of the 

site while conserving the use of water.  Exhibit 2‐12 depicts the proposed changes to landscaping in 

the Preliminary Landscaping Plan.  Project landscaping underneath the transmission towers and 

within the transmission corridor would comply with Pacific Gas and Electric Company (PG&E) 

requirements to avoid encroachment upon PG&E transmission lines and towers and thereby protect 

public safety and electric reliability.  As a rule, only trees and shrubs whose mature height will not 

exceed 10 feet are allowed in the Border Zone around the transmission towers.  The Border Zone 

extends outward and includes the area where tall trees or shrubs might fall or be blown into the 

transmission lines.  The width of the Border Zone may vary according to terrain, wire height, and 

other variables.  The area beyond the Border Zone is called the Outer Zone.  Taller trees may be 

planted in this area, but trees that grow tall enough to potentially fall onto transmission lines are 

subject to pruning or removal.  The existing palm trees underneath the transmission towers exceed 

10 feet in height and would be removed in order to comply with PG&E requirements. 

The proposed project would require the removal of approximately 50 trees.  The removed trees 

would be replaced with trees of equal size.  Overall, the project includes the planting of 

approximately 166 new trees, for a net increase of 80 trees on‐site compared with existing 

conditions.  Because of their number and size at time of planting and information regarding the tree 

canopy size, it is anticipated that the project would achieve compliance with the City’s requirement 

for 50 percent shading of the parking lot area within 15 years from the time of planting.  Because 

some of the existing trees that must be removed are dead or unhealthy, the project’s changes to 

landscaping and conditions requiring its maintenance would facilitate a noticeable aesthetic 

improvement over existing conditions.  In addition to increased number of trees on‐site, the project 

shall also comply with the landscape setback and buffer requirements, including a 50‐foot‐wide, 

heavily landscaped buffer area along West San Jose Avenue frontage. 

The conditions of approval for the project would ensure the project complies with applicable City of 

Fresno Municipal Code requirements. 

Vehicular Access 

Vehicular access to the project site will continue to be provided at the existing access points listed in 

Section 2.1.2, above.  No modifications are proposed. 
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Parking 

The project site has an existing parking field with associated landscaping installed by prior users of 

the project site (see Table 2‐4).  Walmart would reconfigure the existing parking field to provide a 

total of 789 spaces.  In the C‐M zoning district for non‐industrial uses, the Fresno Municipal Code 

defaults to the parking standards for the C‐6 (Heavy Commercial).  The City of Fresno requires that 

off‐street parking be provided in proportion to floor area for specific uses.  Furthermore, there 

would be no overnight camping, especially recreation vehicles.  The project would include a 

condition of approval by the City of Fresno imposing this restriction. 

Table 2‐4: Parking Summary 

Interior Square 
Footage 

Off‐Street Parking Spaces Provided 

Minimum Parking Requirement* Count  Area 

193,361  789  292,300  291,583 (789 spaces) 

Notes: 
*  In the C‐6 zone district, except a grocery store and supermarket, there shall be at least one (1) square foot of off‐

street parking area for each one (1) square foot of floor area, provided, however, that if such use falls into any of the 
special uses in the General Conditions, Section 12‐306‐I‐2, such General Conditions shall apply. 

  For a grocery store, there shall be at least two (2) square feet of off‐street parking area for one (1) square foot of 
floor area or fraction thereof.  

  For a supermarket, there shall be at least three (3) square feet of parking area for each one (1) square foot of floor 
area or fraction thereof. 

  Walmart grocery floor sales area and support area totals 49,111 square feet; thus, minimum parking area is 147,333 
square feet, based on the supermarket requirement. 

  Walmart non‐grocery floor area totals 144,250 square feet; thus, minimum parking area is 144,250 square feet, 
based on the C‐6 zone district requirement. 

  The total minimum square feet of parking that must be provided is 291,583. 
  The City of Fresno requires a minimum of 370 square feet per parking stall; thus, the total minimum parking spaces 

required are 789. 
Source: CEI Engineering, 2013. 

 

Seasonal Outdoor Container Storage and Display 

Outdoor seasonal storage in cargo containers would occur between November 15th and January 1st of 

each year, unless a special temporary permit is approved for other uses (such as but not limited to: 

secure equipment during construction or remodels), and shall be located in the designated area 

depicted on Exhibit 2‐11.  All outdoor cargo containers shall comply with the Department Policy 

related to ISO Dry Freight Containers for Storage dated February 4, 2011. Seasonal outdoor container 

storage would be provided at a screened location as shown in Exhibit 2‐11 between November 15 

and January 1 of each year.  All outdoor storage containers would comply with applicable regulations 

governing storage of ISO Containers for Storage, including locational and screening requirements.  

Temporary parking lot displays would be permitted a maximum of four times per year for a period of 

no more than one month per occurrence (See Exhibit 2‐14). 

Cart Corrals/Shopping Carts 

A total of 36 cart corrals would be provided throughout the parking area.  The cart corrals are in 

addition to the 789 vehicular parking spaces shown in Table 2‐4 and discussed previously.  The 
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Walmart shopping carts will employ a wheel lock device system that locks the wheels of carts once 

the cart is moved beyond the perimeter of the project site, making continued movement of the cart 

extremely difficult.  This cart containment system will comply with the requirements of the City of 

Fresno Shopping Cart Ordinance.  Signs would be posted around the perimeter of the project site 

advising patrons of this system. 

Alternative Transportation 

Public Transit 

There are two existing Fresno Area Express (FAX) transit stops near the project site that would be 

maintained in their current locations and that offer employees and customers’ alternative modes of 

transportation.  FAX Route 9 travels east and westbound along W. Shaw Avenue south of the project 

site with stops at N. Brawley Avenue, approximately 1,300 feet (eastbound) and 1,000 feet 

(westbound) from the store entrance. 

Eastbound Route 9 offers 29 weekday daily stops, and Westbound Route 9 offers 30 weekday daily 

stops.  Eastbound and westbound Route 9 each offers 24 weekend daily stops.  FAX Route 20 runs 

east of the project site along N. Brawley Avenue.  A northbound and a southbound stop are located 

directly across from the middle service access, approximately 1,300 feet from the store entrance 

(assuming the stop would be accessed via travel north on Brawley Avenue to San Jose Avenue and 

then south again on Brawley Avenue).  Both northbound and southbound Route 20 offer 30 weekday 

daily stops and 16 weekend daily stops. 

The Fresno General Plan designates Shaw Avenue as an arterial street, identified as the “Shaw 

Avenue Corridor,” with enhanced bus services as part of the Bus Rapid Transit (BRT) program.  

According to the Fresno General Plan: 

The Shaw Avenue Corridor will be served by enhanced bus service and is envisioned 

as the primary transit corridor connecting Fresno and Clovis.  This enhanced service 

in Fresno will extend along Shaw Avenue as far east as the intersection of State 

Route 168 and the California State University, Fresno, campus and as far west as the 

West Development Area located west of State Route 99.  Shaw Avenue has been an 

important corridor in Fresno for decades, with much of the area’s retail and 

employment uses located there.  As opportunities arise, it is envisioned that the 

Shaw Avenue Corridor will be developed as mixed‐use infill with a variety of building 

types and sizes.  Particular attention will be paid to urban design to make sure that 

the scale and form of new buildings are always coordinated with existing 

development.  This includes improving connectivity with new development along 

the Shaw Avenue Corridor with the surrounding and adjoining neighborhoods 

(Fresno General Plan at Page 3‐16. 
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Vehicle Trip Reduction Strategies 

Walmart stores promote trip reduction strategies through Rideshare programs.  These programs 

include a marketing strategy to encourage participation, program support strategies that promote 

the trip reduction program and services and facilities strategies that increase the convenience of 

program participation.  Walmart also provides on‐site food service, break rooms with places to eat, 

bicycle parking, lockers, and designated parking for vehicles that are 1) low emitting; (2) fuel 

efficient; (3) carpools; and (4) vanpools. 

The proposed new Walmart store would further the goals of the City’s General Plan policy through 

implementation of its own Rideshare Program.  Store staff would be responsible for preparing and 

implementing the Rideshare Program, whose content will be developed to meet the actual needs of 

the Store’s employees.  The Program would include the following strategies, and would be 

implemented in accordance with Transportation Mitigation Measure TRANS‐3c:  

Table 2‐5: Trip Reduction Strategies 

Marketing Strategies 

Alternate Transportation Bulletin 
Board 

Facility will maintain a Rideshare Bulletin Board centrally accessible to 
Associates with Rideshare Program information, Rideshare newsletter, 
and other alternative commute information, including Fresno Area 
Express (FAX) Transit schedules, maps, and fares, and bicycle route 
maps and information about taking bikes on public transportation.  
This information shall be updated on a regular basis to ensure that 
current information is posted. 

Employer Rideshare Newsletter  An Employer Rideshare Newsletter will be made available to 
Associates on the Rideshare Bulletin Board on a quarterly basis 

Rideshare New Hire Orientation   New Hires will view Walmart’s Rideshare DVD, and receive 
information on the facility Rideshare Program and commute mode 
alternatives.  New Hires will be shown the Rideshare Board and bike 
racks as part of the store tour. 

Rideshare promotional materials  Rideshare Program promotional materials include: 
•  Annual Rideshare Recognition Pins for participants 
•  Annual facility Rideshare Poster  

Annual Rideshare Clean Air 
Challenge Poster Contest 

Associates’ children and grandchildren are invited to participate in the 
annual Rideshare Clean Air Challenge poster contest.  The children are 
encouraged to use their imaginations to illustrate the importance of 
ridesharing to our communities and to the environment.  The top 
three winning entries are highlighted on the annual Rideshare poster. 

Program Support Strategy 

On‐site Rideshare Coordinator  A designated on‐site Rideshare Coordinator is responsible for 
promoting the Rideshare Program and maintaining the Rideshare 
Board.  The facility receives support and promotional materials from 
Walmart’s Senior Rideshare Coordinator. 

Internal Guaranteed Ride Home 
Service 

Associates commuting to work in a rideshare method are eligible for an 
emergency return ride (in the event of an emergency or unexpected 
situation) on the days they rideshare.  Unexpected situations may 
include unscheduled overtime or personal emergencies requiring 
employees to leave the worksite.  The return ride will be provided by a 
volunteering employee or by a member of management. 
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Table 2‐5 (cont.): Trip Reduction Strategies 

Marketing Strategies 

Personalized commute assistance  The on‐site Rideshare coordinator will provide personalized assistance 
such as assisting with transit itineraries, bicycle routes, carpool 
matching and personal follow‐up. 

Services and Facilities to Reduce Lunchtime Errand Trips 

Lockers on‐site  Facility maintains lockers for employee use 

On‐site Kitchen  Facility provides an eating area with a sink, microwave and refrigerator 

On‐site ATM  Facility provides an on‐site ATM 

On‐site vending machines  Facility provides on‐site vending machines in the employee eating 
area 

On‐site restaurant  Facility provides on‐site fast food restaurant 

 

Pedestrian Facilities 

The existing sidewalks along W. Shaw Avenue, N. Brawley Avenue, and W. San Jose Avenue would 

generally remain unchanged.  Based on visits to the project site during preparation of the EIR, the 

existing sidewalks appear to be in good condition.  However, if any portions of the existing sidewalks 

are deteriorating, they would be repaired as part of the implementation of the project.   

The project would improve the pedestrian connections on the project site.  A proposed new main 

pedestrian connection would run the length from the store entrance to the southerly limits of the 

project parking lot.  The pedestrian path would be delineated with a contrasting color or paving 

material where it traverses the parking lot in order to clearly demarcate the path and to provide a 

safe walking area and to act as traffic calming devices for vehicles entering the center.  A widened 

pedestrian walkway in front of the garden center is proposed, to help match and flow with the 

remaining widened sidewalk along the entire storefront (see Exhibit 2‐13). 

Bicycle Facilities 

The project site is located adjacent to existing Class II bicycle lanes along N. Brawley Avenue and W. 

San Jose Avenue.  In the vicinity of the project site, N. Figarden Drive also has Class II bicycle lanes.  

Class II bicycle lanes consist of on‐Street lanes, where the bike lanes share the street with motor 

vehicles and include pavement markings and signage. 

The project would provide a minimum of 30 bicycle parking spaces located near the main entrance, or 

as required by the California Green Building Code requirements for bicycle parking in effect at the time 

of project construction.  Each bicycle parking space would consist of one slot in a bike rack.  They would 

be grouped in racks that would allow 4 feet of clearance on all sides.  The spaces would be adequate 

space between rack slots to park, lock, and remove bicycles.  Bicycle parking spaces and the required 4‐

foot clearance would be protected from motor vehicle encroachment by means of fixed barriers not less 

than 6 inches or more than 3 feet in height.  Bicycle parking spaces would not encroach into pedestrian 

ways, landscaped areas, or other required open spaces, and would be located close to structures. 
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Infrastructure and Utilities 

Drainage 

The project site is served by an on‐site storm drainage system that discharges into a Fresno 

Metropolitan Flood Control District (FMFCD) storm drain within the W. Shaw Avenue corridor.  The 

project site lies with the FMFCD’s Drainage Areas “AF” and “EF.”  The proposed project would not 

significantly alter existing impervious surface coverage.  As such, no modifications or upsizing of the 

existing on‐site storm drainage facilities would be necessary.  The FMFCD confirms that storm 

drainage facilities are adequate to accommodate runoff from the proposed land use. 

Stormwater quality source control and treatment control Best Management Practices would be 

installed during construction improvements and temporary BMPs removed when the site is 

stabilized, meeting compliance with current federal and state law as implemented by the RWQCB. 

Wet Utilities 

The existing commercial building is served with potable water service and wastewater collection and 

treatment service provided by the City of Fresno.  Water service is provided from existing water main 

lines.  The nearest water mains to serve the proposed project are a 14‐inch main line located at N. 

Brawley Avenue and a 12‐inch main located in W. San Jose Avenue.  Sewer service is provided by an 

8‐inch‐diameter lateral that connects to an existing sewer line within W. San Jose Avenue.  These 

connections would be maintained and/or upgraded as part of the proposed project and have 

adequate capacity to serve the store. 

Dry Utilities 

The existing commercial building is served with electricity and natural gas service provided by PG&E.  

Because the electrical system is older (much of it gone due to theft), there may be improvements 

needed to ensure that the electrical and gas systems are adequate for the store demand.  The 

existing underground electrical and natural gas connections would be maintained as part of the 

proposed project and have adequate capacity to serve the store. 

Store Operations 

Truck Deliveries and Loading 

Table 2‐6 summarizes truck deliveries associated with the proposed project.  Although existing 

Walmart Store No. 1815 receives daily truck deliveries, for the purposes of this EIR, all truck 

deliveries will be treated as “new” deliveries in order to ensure the most conservative analysis.   

As shown in Table 2‐6, truck deliveries would vary by type of truck.  Two to three 4‐axle Walmart 

truck refrigeration units (TRUs) would make deliveries 7 days per week.  Five to six 4‐axle Walmart 

non‐TRUs would make deliveries 7 days a week.  Eight to ten 2‐axle vendor trucks would make 

deliveries 5 days per week. 

Truck deliveries would typically occur between the hours of 7:00 a.m. and 10:00 p.m., with a limited 

number of deliveries occurring during late night and early morning hours.  A 50‐foot‐wide by 70‐foot‐

long covered and enclosed loading dock is located on the east side of the building approximately 80 

feet east of N. Brawley Avenue and 210 feet south of W. San Jose Avenue. 
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Walmart semi‐trailer trucks are electronically controlled from the Walmart corporate headquarters in 

Bentonville, Arkansas, and are programmed to automatically shut off after 3 minutes of idling time.  

(State regulations limit diesel truck idling to 5 minutes.)  Refrigerated trailer units are powered by a 

diesel‐fueled auxiliary motor, which generates noise equivalent to a window‐mounted air conditioner 

unit.  All diesel powered vendor delivery trucks would be subject to the 5‐minute idling limit. 

Table 2‐6: Truck Delivery Summary 

Truck Delivery Type 

Tractor‐Trailer (4 axles or more) 

Vendor (2 axles) TRU  Non‐TRU 

2–3 (7 days a week)  5–6 (7 days a week)  8–10 (5 days a week) 

Note: 
TRU = Transportation Refrigeration Unit 
Source: CEI Engineering, 2013. 

 

Truck Routing 

Four‐axle Walmart trucks serving the proposed Walmart store would likely access the site in one of 

two ways.  The first route option would be to travel on State Route 99 (SR‐99) and exit at Herndon 

Avenue.  From the SR‐99/Herndon Avenue interchange, trucks would travel east to Milburn/Santa Fe 

and make a right turn to access Figarden Drive and then make a right turn south on Brawley Avenue. 

The second route option would be to travel on SR‐99 and exit at Shaw Avenue.  From the SR‐

99/Shaw Avenue interchange, trucks would travel east to Brawley Avenue and turn north on Gates 

Avenue to Figarden Drive and then travel southbound on Brawley Avenue.  From Brawley Avenue, 

the Walmart trucks would access the site through the primary truck entrance number 1 (North‐

Service access [see Exhibit 2‐14]).  Alternatively, southbound Walmart trucks may enter at entrance 

number 2, the Middle or South Service access.  Walmart trucks would exit at exit number 3. 

A third route option would be to travel on SR‐99 and exit at Shaw Avenue east to Brawley Avenue, 

turn left on Brawley and travel north to the left‐turn‐only Southern access point (entry number 1 for 

northbound trucks).  It is unlikely that many 4‐axle Walmart trucks would select option 3, since the 

left‐turn‐only into the project site is more difficult for larger vehicles.  Smaller vendor trucks could 

follow the same travel routes as the Walmart trucks, but most would likely access the site by 

traveling northbound on Brawley Avenue and turning into the site at the left‐turn‐only access point. 

Store Operation Equipment 

Walmart Store No. 1815 currently uses various pieces of stationary, mobile, and audio equipment 

during store operations.  The relocated Walmart store would use the same or similar types of 

equipment as described below. 

Stationary equipment includes a trash compactor, roof‐mounted HVAC and refrigeration units, an 

electrical transformer, and a natural gas meter.  The compactor, transformer, and meter equipment 
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pieces are located in the rear of the store and are protected with bollards or similar features and 

would be screened in accordance with City of Fresno development code requirements.  Forklifts 

would be used for material movement, primarily in the rear of the store at the project site’s western 

side, but also within the outdoor garden center, stockroom.  Typically, two forklifts are used for these 

activities.  It should be noted that the Outdoor Garden Center would not operate 24 hours a day but 

only between 8 a.m. and 10 p.m. 

A public address system is used within the store and outdoor garden center and loading dock areas.  

Speakers are located in these areas.  During operation of the proposed project, the use of all 

equipment will comply with the limitations and standards set forth within the City of Fresno noise 

ordinance, contained at Chapter 10, Article 1 of the Municipal Code.6 

Employment 

Walmart Store No. 1815 currently employs 325 associates.  Walmart officials indicate that the 

existing employees would be transferred to the new store location, and an additional 85 associate 

positions would be created.  In total, 410 associates would be employed at the new store location. 

Hours of Operation 

Currently, Walmart Store No. 1815 operates between 7 a.m. and 11 p.m., 7 days a week.  The 

relocated Walmart store would operate 24 hours a day, 7 days a week.  The Outdoor Garden Center 

would operate from 8 a.m. to 10 p.m., 7 days a week. 

Alcohol Sales 

Currently, Walmart Store No. 1815 sells beer, wine, and distilled spirits for off‐site consumption 

pursuant to its Type 21 license, which was approved on October 17, 2012.  The relocated Walmart 

store requests a Conditional Use Permit to allow sales of beer, wine, and distilled spirits for off‐site 

consumption, including in refrigerated cases.  In accordance with state law, alcohol sales would be 

prohibited between 2 a.m. and 6 a.m.  Walmart cash registers are equipped with a device that 

prevents alcohol sales during these hours. 

The Fresno Police Department has reviewed the conditional use permit application and proposed the 

following conditions, some of which are currently employed by the existing store.  Note that these 

conditions will be required as part of the conditions of approval for the Conditional Use Permit. 

1. Fresno Municipal Code: Walmart shall comply with all applicable provisions of the Fresno 

Municipal Code, including but not limited to 10‐105 (Noise Ordinance) and Section 10‐708 

(Unlawful Nuisances ‐ High Calls for Police Service). 
 

2. Security Plan: Walmart shall prepare and submit a Security Plan to the District Commander 

for review and approval which approval shall not be unreasonably withheld.  The plan shall 

identify (1) measures to combat thefts; (2) require the use of at least two uniformed State 

licensed security officers to patrol the parking blot between 10 a.m. and 3 a.m. 7 days a 

                                                            
6
  The proposed project would comply with applicable regulations in effect at the time the project is considered for approval by the 

City of Fresno regarding the limitations and standards for the above‐referenced operational equipment and accessory site uses 
including outdoor ISO container storage, on the project site. 
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week,  including patrolling on foot; and (3) the uniformed parking lot patrol security officer  

to patrol the parking lot in a marked vehicle up to 24 hours per day, 7 days a week.  

Additionally, the security plan shall include: 

 The establishments designated contact person (i.e. Manager on duty) for all safety and 

security management, including telephone numbers where the contact person may be 

reached 24 hours a day, 7 days a week 

 Confirmation that the manager will be on duty during business hours and will be 

responsible for monitoring and controlling the behavior of patrons. 

 Confirmation that the burglar and fire alarms are monitored by a security company, or 

home office or equivalent, 24 hours a day, 7 days a week 

 Confirmation that an adequate number of employees for interior and exterior security 

personnel  will monitor  the behavior of customers inside and outside the building 

(including parking lot).  Security employees may be Walmart employees or licensed 

security personnel employed by a security firm. 

 Confirmation that employees or security personnel shall regularly monitor the parking lot 

to ensure the areas are free of persons loitering or causing a disturbance. 
 

Walmart shall correct any safety or security problem or security plan violation as soon as 

possible after receiving written notice of such problem from the Fresno Police Department.  

Walmart must maintain a copy of the current security plan on‐site and present the plan 

immediately upon request by a peace officer. 
 

3. California Business and Professions Code and ABC Rules: Walmart shall comply with all 

applicable state and federal law, rules and regulations, including but not limited to the 

following California Business and Professions Code sections and ABC rules: BP 24046 

(Required to Post ABC License on Premises), BP 25612.5 (Loitering, Open Alcoholic Beverage 

Containers, Consuming Alcoholic Beverages on Premises, Exterior Lighting, Litter Removal, 

Graffiti Removal, Signs and Barriers in Windows and Doors, Public Phones Blocked From 

Incoming Calls, Areas to Display Harmful Matter, Required Copies of Operating Standards 

Available for Public Viewing), BP 25631 (No sale of alcoholic beverages between 2:00 a.m. 

and 6:00 a.m.), BP 25665 (Minors Remaining in Public Premises), ABC Act Rule 106 (No Buy 

One Get One Free Drinks), ABC Act Rule l 07 (No One Under 21 Allowed Signs Posted), and 

ABC Act Rule 139 (Interior Lighting Required for Identification of Patrons). 
 

Walmart shall correct any safety or security problem or security plan violation as soon as 

possible after receiving written notice of such problem from the Fresno Police Department.  

Walmart must maintain a copy of the current security plan on‐site and present the plan 

immediately upon request by a peace officer. 
 

4. Events and Promotions: Walmart must notify the District commander a minimum of 2 weeks 

prior to an event that may draw a larger than normal crowd (e.g., Black Friday).  Walmart 

must obtain written approval to address security issues that may arise from the event prior to 

the event taking place.  Walmart shall correct any safety or security problem as soon as 

possible after receiving written notice of such problem from the Fresno Police Department. 
 

5. Video Camera/Surveillance System: Prior to occupancy of the store, Walmart must install a 

functional color digital video recording system that meets the following requirements: 
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 The digital video recording system must continuously record, store, be capable of playing 

images and be fully functional at all times, including during any hours the store is closed.  

The system must be maintained in a secure location inside of the store. 

 The digital video recording system must have the correct date and time stamped onto the 

image at all times. 

 The camera storage capacity shall be for at least 14 calendar days.  Such cameras must be 

capable of producing retrievable and identifiable images that can be made a permanent 

record and that can be enlarged through projection or other means. 

 The digital video recording system shall be capable of producing a CD or other acceptable 

digital playback feature and shall be provided to an authorized representative of the Fresno 

Police Department within 24 hours of the initial request relating to a criminal investigation. 

 The interior of the business must have at least one camera placed to focus on each cash 

register transaction to include the clerk as well as the customer waiting area.  There should 

be at least one camera focused on the entrance and the camera view should clearly show 

an image of the color coded height tape installed on the inside of the door jamb. 

 There shall be four (4) exterior cameras placed so as to record activities in the primary 

customer parking areas of their business.  These cameras should be of sufficient quality to 

be able to identify persons and or vehicles utilizing the business parking lot. 

 All interior cameras shall record in color. 

 All exterior cameras shall record in color and have automatic low light switching capabilities 

to black and white.  Exterior cameras shall be in weatherproof enclosures and located in a 

manner that will prevent or reduce the possibility of vandalism. 

 The digital video recording system shall be checked upon a daily basis to ensure it is 

operating as intended. 

 Walmart shall ensure that an employee who is trained in the use and downloading 

capabilities of the digital video recording system is on duty at all times when the store is 

open. 
 

The Fresno Police Department recommended that Walmart provide the internet protocol (IP) 

address to the Fresno Police Department Communications Center for any system that is 

browser based or viewable from a remote site.  The Fresno Police Department advised that it 

may perform period inspections of the surveillance system and that an inoperable system may 

be cause for revocation of the conditional use permit. 
 

6. ABC Education: Any and all employees hired to sell alcoholic beverages shall provide 

evidence that they have either: 

 Completed training from the State of California Department of Alcoholic Beverage Control—

Fresno District Office‐administered “Leadership and Education in Alcohol and Drugs” (LEAD) 

Program as confirmed by receipt of an ABC‐issued certificate of completion; or, 

 Completed equivalent training acceptable to the ABC—Fresno District Office to ensure 

proper distribution of beer, wine, distilled spirits, tobacco, and inhalants to ensure proper 

distribution of beer, wine, distilled spirits, tobacco, and inhalants to adults of legal age. 

If any prospective employee designated to sell alcoholic beverages, tobacco or inhalants 

does not currently have such training then: 
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 The ABC‐licensed proprietors shall have confirmed with the Development Department 

within 15 days of the final approval of the CUP or within 15 days of the opening to the 

public of a new store, whichever is later, that a date certain has been scheduled with the 

local ABC Office for said prospective employees to take the LEAD Program course; and 

 Within 30 days of taking said course the employee(s) or responsible employer shall deliver 

to the Planning Department each required LEAD Program Certificate evidencing completion 

of said course. 
 

7. Sale of Malt and Wine‐Cooler Alcoholic Beverages: Walmart shall ensure that: 

a.  Malt liquor or malt beverage products are not sold in less than six (6) pack quantities for 

sale.  They must be sold in manufacturer pre‐packaged multi‐unit quantities.  This will 

include all sizes of containers. 

b.  All wine cooler products are not sold in less than four (4) pack quantities for sale.  They 

must be sold in manufacturer pre‐packaged multi‐unit quantities. 

c.  Single sales of any other beer product, of any size, is permitted. 
 

8. Wine Alcohol per Volume: No wine shall be sold with an alcoholic content greater than 24 

percent volume, except premium dessert wines priced at $10.00 or more. 
 

9. Non‐refrigerated Alcoholic Beverages: Non‐refrigerated “hard” liquor or “distilled spirits,” shall 

be placed within the cashier’s area or, shall be located in either a locked cabinet or other locked 

shelving system, with access controlled with either manual, remote control locking devices or 

other appropriate and acceptable locking systems approved in writing by the Fresno Police 

Department.  During the hours of midnight and 2:00 a.m. the cabinet or shelving system shall he 

locked and opened only after an authorized employee has verified that the customer seeking to 

purchase items within the cabinet or shelving system is of “legal age.” 
 

10. Property Responsibility: Frequent responses by the Fresno Police Department to animal 

disturbances, violent criminal acts, illegal consumption of intoxicants in public view, gaming 

activities, juvenile disturbances or any of the other activities identified in Fresno Municipal 

Code Section 10‐708(g) may result in the revocation of the conditional use permit.  In 

addition, Walmart must keep total occupancy of the store within Fire Code requirements.  In 

addition to recommending the commencement of revocation proceedings, the Fresno Police 

Department may pursue any of the other remedies set forth in Fresno Municipal Code 

Section 10‐710, including assessing fines against the proprietor for the violations of the 

Management of Real Property Ordinance.  “Frequent” means response by the Fresno Police 

Department is occurring more than 1.5 times the average number of such responses (3 calls 

for every 2) for property of a similar size and character within the same policing district. 
 

11. Posting Property: Walmart must post the property with appropriate Fresno Municipal Code 

signs advising that the consumption of alcohol, gambling, trespassing, or loitering is in 

violation of municipal ordinances.  Walmart must send a letter to the Fresno Police 

Department every 180 days that authorizes the police to enter Walmart’s real property to 

enforce against the aforementioned activities.  The owners and employees are responsible 

for abating those activities when they occur during business hours. 
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12. Consumption of Alcoholic Beverages and Loitering: Walmart shall not allow alcoholic 

beverages to be consumed outside the building premises or any other adjacent property 

under its control.  No alcoholic beverage will be consumed on any property adjacent to the 

premises (i.e., parking lot and sidewalks).  If the alcoholic beverages are consumed on the 

exterior portion of adjacent property not owned or controlled by the applicant, the applicant 

shall immediately report such consumption to the Fresno Police Department.  Walmart shall 

not allow any loitering on building premises or any adjacent property under its ownership or 

control.  Walmart shall not allow any gambling on building premises or any adjacent property 

under its control.   This condition does not limit or restrict Walmart’s ability to obtain a 

license from the ABC to issue a license to allow tastings of alcoholic beverages pursuant to 

the California Business and Professions Code. 
 

13. Employees: Walmart shall ensure that store employees are aware of and comply with the 

previously listed conditions.  Walmart shall require that each employee sign a written 

acknowledgement that he/she has reviewed and understood each of the conditions. 
 

14. Revocation of Conditional Use Permit: The City is permitted to revoke the conditional use 

permit for “good cause” pursuant to the procedures set forth in the Fresno Municipal Code 

Sections 12‐326‐H and 12‐405‐E. 

 

Security Measures 

The following security measures would be undertaken by the relocated Walmart store.  Note that 

some of these measures are currently employed by Walmart Store No. 1815. 

 Prior to operation, conduct a risk analysis (crime survey) of the area to evaluate the security 

needs for the store and implement a security plan based upon this analysis. 
 

 As appropriate and based upon the crime survey, establish a parking lot patrol that assists 

customers, ensures safety, and takes action to identify and prevent any suspicious activity 

(such as loitering and vandalism) during both the day and nighttime hours.  
 

 Install closed‐circuit camera systems (surveillance cameras) inside and outside the store.  
 

 Establish a Risk Control Team, which is a team of associates responsible and trained to identify 

and correct safety and security issues at the site. 
 

 Provide lighting in the parking areas that will ensure public safety.  
 

 Prohibit consumption of alcohol in the parking lots by having associates regularly “patrol” the 

parking areas while collecting shopping carts, and report any inappropriate activity to the 

store managers.  (In addition, in accordance with state law, alcohol sales are not permitted  

during the hours of 2 a.m. to 6 a.m. of the following day.) 

 

Sustainability Features 

The proposed project would incorporate a variety of sustainability features that would reduce its 

demand for resources, utilize non‐toxic materials, and promote waste reduction.  The existing 

building would be retrofit to incorporate, at a minimum, the following sustainability features or 

other features that are equally efficient:  
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 Occupancy Sensors: The store would include occupancy sensors in most non‐sales areas, such 

as restrooms, break rooms, and offices.  These sensors detect activity in a room and 

automatically turn off the lights when the space is unoccupied. 
 

 Interior Lighting: All lighting in the store would utilize T‐8 fluorescent lamps and electronic 

ballasts, which are anticipated to result in an approximately 15 to 20 percent reduction in 

energy load. 
 

 Light Emitting Diode (LED) Signage Illumination: All internally illuminated exterior building 

signage and many refrigerated food cases would use LED lighting.  This application of LED 

technology is over 70 percent more energy‐efficient than fluorescent illumination.  Using LEDs 

has significant benefits, including a substantial reduction in the need to manufacture and 

dispose of fluorescent lamps; they contain no mercury or lead; and they are approximately 52 

percent more energy‐efficient than fluorescent lights.  Use of LEDs is projected to yield an 

energy savings of 59,000 kilowatt‐hours/year, which is equivalent to the average annual 

electrical consumption of five single‐family residences. 
 

 Central Energy Management: The store will be equipped with an energy management system 

that would be monitored and controlled from corporate headquarters in Bentonville, 

Arkansas.  The system enables Walmart to monitor energy usage; analyze refrigeration 

temperatures; observe HVAC and lighting performance; and adjust lighting, temperature, 

and/or refrigeration set points 24 hours per day, 7 days per week. 
 

 Energy Efficient HVAC Units: The store would utilize one of the industry’s most efficient HVAC 

units available. 
 

 Dehumidification: The store would include a dehumidifying system that allows Walmart to 

operate the store at a higher temperature, use less energy, and operate the refrigeration 

system more efficiently. 
 

 White Roof: The existing building currently utilizes a dark‐colored roof.  The proposed project 

would replace the existing roof with a white membrane roof.  The white membrane roof’s 

higher reflectivity helps reduce building energy consumption and reduces the heat island 

effect, as compared to buildings utilizing darker roofing colors (see Exhibit 2‐15). 
 

 Ozone‐Friendly Refrigerants: The Walmart store would use non‐ozone‐depleting refrigerants: 

R407a refrigerant for refrigeration equipment and R410a refrigerant for air conditioning 

equipment.  Further, refrigeration equipment would be roof‐mounted to place equipment 

closer to refrigerated cases, which would reduce the amount of copper refrigerant piping and 

insulation, potential for leaks, and the amount of refrigerant charge needed. 
 

 Water Heating: The store would capture waste heat from the on‐site refrigeration equipment 

to supply much of the hot water needs for the store. 
 

 Water‐Conserving Fixtures: The store would include the following water‐conserving fixtures: 

‐ All restroom sinks will use sensor‐activated 0.5 gallon per minute high‐efficiency faucets.  In 

addition, water turbines are built into the faucet.  During use, water flow through this 

turbine generates the electricity needed to operate the sensors. 
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‐ High‐efficiency urinals would be installed that use only 0.125 gallon (1 pint) of water per flush, 
an approximately 75 percent reduction relative to the 0.5‐gallon‐per‐flush urinal water use 

baseline in the California Green Building Code, versus conventional 1‐gallon‐per‐flush urinals. 

‐ Walmart will replace the traditional overhead irrigation system in the Garden Center with an 

automated irrigation controlled distribution system.  This system uses time‐controlled 

irrigation mats that are placed under the plants. 
 

 Recycling and Recycled Content Materials: The store would include the following recycling and 

recycled content material features: 

‐ Cement Mix: The store will use cement mixes that include 15‐20 percent fly ash, a waste 

product of coal‐fired electrical generation, or 25‐30 percent slag, a by‐product of the steel 

manufacturing process.  By incorporating these waste product materials into its cement mixes, 

Walmart offsets the greenhouse gases emitted in the cement manufacturing process.  

‐ Recyclable Kitchen Materials: The store would use recyclable, non‐reinforced thermoplastic 

panels (NRP) in lieu of fiber‐reinforced plastic sheets on the walls in areas where plastic 

sheeting is appropriate, including food preparation areas, utility and janitorial areas, and 

associate break rooms.  NRP can be recycled, has better impact resistance and, like fiber‐

reinforced, is easy to keep clean on the walls of its kitchen areas.  Concrete Form Release Agent: 

The store will use a plant‐based oil extracted from a renewable resource as a concrete form 

release agent (a product sprayed on concrete forms to allow ease of removal after the concrete 

has set).  This release agent is non‐petroleum based non‐toxic and a biodegradable agent. 

‐ Low VOC Paint: Walmart will use low volatile organic compound (VOC) paint for exterior and 

interior field paint coatings.  Paint products required for the project will be primarily purchased 

in 55‐gallon drums and 275‐gallon totes, reducing the number of one gallon and five gallon 

buckets needed.  These plastic buckets are filled from the drums and totes and then returned to 

the paint supplier for cleaning and reuse. 

‐ Construction Recycling: A waste management company would develop and implement a 

Construction and Demolition (C & D) program in order to capture and recycle as much of the 

metals, floor and ceiling tiles, concretes, asphalts and other materials generated as part of the 

Walmart store’s construction process as feasible. 

 

2.2.3 ‐ Project Construction 

Construction could begin in 2016.  Construction activities are expected to last approximately 9 to 12 

months.  The store currently is projected to open in 2018. 

2.3 ‐ Project Objectives 

The objectives of the proposed project are to: 

  1.  Provide a retail establishment that serves local residents and visitors with essential goods 

and services, in a safe and secure, 24‐hour shopping environment. 
 

  2.  Provide the Trade Area with an expanded Walmart Store No. 1815 to serve as a centrally 

located, affordable, one‐stop shopping alternative with a grocery component that retails a 



City of Fresno – Northwest Fresno Walmart Project 
Project Description  Draft EIR 

 

 
2‐68  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec02‐00 Project Description.docx 

wide variety of products to enhance customer convenience and reduce unnecessary vehicle 

trips.7 
 

  3.  Design a project consistent with the City of Fresno General Plan, the Bullard Community 

Plan, and applicable Zoning Code requirements adopted by the City of Fresno. 
 

  4.  Maximize economic growth and development in a way that is consistent with the policies of 

the City of Fresno General Plan and the Bullard Community Plan. 
 

  5.  Generate tax revenues to accrue to the various agencies within the project area including 

the Fresno County Public Library, the Fresno County Transportation Authority (FCTA), and 

the Fresno County Zoo Authority (FCZA). 
 

  6.  Provide a larger, full‐service retail use along arterial roadways and close to freeway facilities 

and other commercial uses to minimize travel lengths and utilize existing infrastructure to 

the maximum extent possible. 
 

  7.  Develop and reuse a vacant, centrally located commercial property and building in a 

manner that is compatible with the site and surrounding area and enhances site aesthetics. 
 

  8.  Develop site plan providing pedestrian‐friendly features with sufficient off‐street parking for 

store customers and employees to minimize impacts to the surrounding residential 

neighborhood, and minimizes potential automobile and pedestrian conflicts. 
 

  9.  Implement a high‐quality project design that complements the existing design 

characteristics and features of the project site and surrounding commercial uses and 

improves its overall aesthetics. 

 

2.4 ‐ Intended Uses of This Draft EIR 

This Draft EIR is being prepared by the City of Fresno to assess the potential environmental impacts 

that may arise in connection with actions related to implementation of the proposed project.  

Pursuant to CEQA Guidelines Section 15367, the City of Fresno is the lead agency for the proposed 

project and has discretionary authority over the proposed project and project approvals.  The Draft 

EIR is intended to address all public infrastructure improvements and all future development that are 

within the parameters of the proposed project. 

2.4.1 ‐ Discretionary and Ministerial Actions 

Discretionary approvals and permits are required by the City of Fresno for implementation of the 

proposed project.  The project application would require the following discretionary approvals and 

actions, including: 

 Conditional Use Permit (CUP): Applicant is seeking a CUP to allow sales of alcohol for off‐site 

consumption.  The CUP will also include site plan review.

                                                            
7
  “One‐stop shopping” refers to the ability of the relocated Walmart store to provide for all of its customers’ shopping needs in “one 

stop” by providing a broad range of general merchandise and grocery items in a single location, with the objective of increasing 
customers’ convenience by eliminating the need to make multiple stops on retail shopping trips. 
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 Site Plan Review: Applicant is seeking a new or amended site plan review to evaluate the 

project site and overall building modifications. 

 

Subsequent ministerial actions would be required for the implementation of the proposed project 

including issuance of grading and building permits, and sign permits pursuant to the existing Master 

Sign Program. 

2.4.2 ‐ Responsible and Trustee Agencies 

A number of other agencies in addition to the City of Fresno will serve as Responsible and Trustee 

Agencies, pursuant to CEQA Guidelines Section 15381 and Section 15386, respectively.  This Draft EIR 

will provide environmental information to these agencies and other public agencies, which may be 

required to grant approvals or coordinate with other agencies, as part of project implementation.  

These agencies may include, but are not limited to, the following. 

 California Department of Transportation 

 California Regional Water Quality Control Board, Central Valley Region 

 California Department of Alcohol Beverage Control (ABC) 

 San Joaquin Valley Air Pollution Control District (SJVAPCD) 
 County of Fresno 

 

Actions that are necessary to implement the project that must be taken by other agencies are: 

 Issuance of Encroachment Permits – Caltrans and County of Fresno 

 Obtain coverage under the General Stormwater Permit – RWQCB 

 Finding of Convenience and Necessity – ABC 
 Indirect Source Review (Rule 9510) Compliance – SJVAPCD 

 Approval of food facility plans – Fresno County Department of Public Health 
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SECTION 3: ENVIRONMENTAL IMPACT ANALYSIS 

Organization of Issue Areas 

This Draft Environmental Impact Report (Draft EIR) provides analysis of impacts for those 

environmental topics where it was determined in the Notice of Preparation, or through subsequent 

analysis that the proposed project would result in “potentially significant impacts.”  Sections 3.1 

through 3.11 discuss the environmental impacts that may result with approval and implementation 

of the proposed project. 

Issues Addressed in this EIR 

The following environmental issues are addressed in Section 3: 

 Aesthetics 
 Air Quality 
 Greenhouse Gas Emissions 

 Hazards and Hazardous Materials 

 Hydrology and Water Quality 

 Land Use and Planning 

 Noise 
 Public Services 
 Transportation/Traffic 
 Urban Decay 
 Utilities and Service Systems 

 

Each environmental issue area in Sections 3.1 through 3.11 contains a description of:  

  1.  The environmental setting as it relates to the specific issue 

  2.  The regulatory framework governing that issue 

  3.  The methodology used in identifying the issues 

  4.  The significance criteria 

  5.  An evaluation of the project‐specific impacts and identification of mitigation measures 

  6.  A determination of the level of significance after mitigation measures are implemented 

 

Level of Significance 

Determining the severity of project impacts is fundamental to achieving the objectives of CEQA.  

CEQA Guidelines Section 15091 requires that decision makers mitigate, as completely as is feasible, 

the significant impacts identified in the Final EIR.  If the EIR identifies any significant unmitigated 

impacts, CEQA Guidelines Section 15093 requires decision makers in approving a project to adopt a 

statement of overriding considerations that explains why the benefits of the project outweigh the 

adverse environmental consequences identified in the EIR. 

The level of significance for each impact examined in this Draft EIR was determined by considering 

the predicted magnitude of the impact against the applicable threshold in accordance with Section 

15064.  Thresholds were developed using criteria from the CEQA Guidelines and checklist; state, 

federal, and local regulatory schemes; local/regional plans and ordinances; accepted practice; 

consultation with recognized experts; and other professional opinions. 
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Impact Analysis and Mitigation Measure Format 

The format adopted in this EIR to present the evaluation of impacts is described and illustrated 

below. 

Summary Heading of Impact 

Impact AES‐1:  An impact summary heading appears immediately preceding the impact 
description (Summary Heading of Impact in this example).  The impact 
number identifies the section of the report (AES for Aesthetics, Light, and 
Glare in this example) and the sequential order of the impact (1 in this 
example) within that section.  To the right of the impact number is the 
impact statement, which identifies the potential impact.  

Impact Analysis 

A narrative analysis follows the impact statement. 

Level of Significance Before Mitigation 

This section identifies the level of significance of the impact before any mitigation is 

proposed. 

Mitigation Measures 

In some cases, following the impact discussion, reference is made to state and federal 

regulations and agency policies that would fully or partially mitigate the impact.  In addition, 

policies and programs from applicable local land use plans that partially or fully mitigate the 

impact may be cited.   

Project‐specific mitigation measures, beyond those contained in other documents, are set 

off with a summary heading and described using the format presented below: 

MM AES‐1  Project‐specific mitigation is identified that would reduce the impact to the 

lowest degree feasible.  The mitigation number links the particular 

mitigation to the impact it is associated with (AES‐1 in this example); 

mitigation measures are numbered sequentially. 

Level of Significance After Mitigation 

This section identifies the resulting level of significance of the impact following mitigation. 

Abbreviations used in the mitigation measure numbering are: 

Code  Environmental Issue 

AES  Aesthetics 

AIR  Air Quality 

GHG  Greenhouse Gas Emissions 

HAZ  Hazards and Hazardous Materials 
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Code  Environmental Issue 

HYD  Hydrology and Water Quality 

LU  Land Use and Planning 

NOI  Noise 

PS  Public Services 

TRANS  Transportation/Traffic 

UD  Urban Decay 

US  Utilities and Service Systems 
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3.1 ‐ Aesthetics 

3.1.1 ‐ Introduction 

This section describes the existing aesthetics, light, and glare setting and potential effects from 

project implementation on visual resources and the site and its surroundings.  Descriptions and 

analysis in this section are based on site reconnaissance by FirstCarbon Solutions (FCS), review of 

project plans, as well as review of the City of Fresno General Plan, the Fresno Municipal Code, 

Bullard Community Plan, and the City‐Wide Design Guidelines. 

3.1.2 ‐ Environmental Setting 

Regional Setting 

The City of Fresno is centrally located in the State with San Francisco approximately 180 miles to the 

north and the Los Angeles areas approximately 180 miles to the south.  The City is located in central 

Fresno County within the eastern half of the San Joaquin Valley floor.  The Fresno area is 

characterized by flat relief of approximately 250 to 300 feet above mean sea level.  Generally, 

agricultural uses surround Fresno on the west, and south sides, with the San Joaquin River to the 

north, and the City of Clovis and rural residential uses to the east.  Fresno is located approximately 9 

miles west of the Sierra Nevada foothills. 

The City of Fresno, population 508,453,1 is the largest incorporated city in Fresno County, as well as 

the entire San Joaquin Valley.  The downtown area, which contains a number of historic buildings 

and government offices, is located in the south‐central portion of the city limits generally bounded 

by State Route 99 (SR‐99) (west and south), SR‐180 (north), and SR‐41 (east).  Newer development is 

located around the periphery, particularly in the western and northern portions of the city limits. 

Local Vicinity 

The project vicinity is located in the Bullard area of Fresno, which is generally delineated by Golden 

State Boulevard (west), the San Joaquin River and Herndon Avenue (north), Blackstone Avenue 

(east), and Ashlan Avenue (south).  The Bullard Area—also referred to as Northwest Fresno—is 

generally characterized by contemporary residential and non‐residential development, with older 

1960s‐1970s era development located within the southern and eastern areas, and newer 1990s‐

2000s era development located in the northern and western areas.  Shaw Avenue and Herndon 

Avenue are the primary east‐west thoroughfares, with Golden State Boulevard, Brawley Avenue, 

Marks Avenue, Palm Avenue, and Blackstone Avenue serving as north‐south arterials.  

Sensitive receptors in the local vicinity include the single‐family homes north of the project site along 

the north side of W. San Jose Avenue and the multi‐family residential homes on the corner of N. 

Brawley Avenue and W. San Jose Avenue.  The single‐family homes have a view of the block wall and 

rear of the store building that is obscured by landscaping.  The multi‐family residential homes do not 

have a direct view of the project site, since they front the south side of W. San Jose Avenue on the 

opposite site of Brawley Avenue.  The multi‐family residential homes have a block wall that obscures 

                                                            
1
  As reported by the California Department of Finance, 2013. 
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the ground‐level view of the project site; however, the second‐story levels have a view of the project 

site that is obscured by mature trees.  Because the site has been developed with the existing 

structure since the early 1990s, these homes are accustomed to the existing views of the project site.  

Project Site 

The project site contains an existing 193,361‐square‐foot vacant commercial building with associated 

parking and landscaped areas.  The building was originally developed in the early 1990s as a K‐Mart 

store and later expanded into a Super K‐Mart with the addition of grocery sales.  Following the 

closure of Super K‐Mart in the early 2000s, the building was re‐tenanted by the Dan Gamel Camp 

America Recreational Vehicle (RV) superstore in 2004.  The RV store closed in 2008 and the building 

has remained vacant since that time.  The existing vacant building is characterized by contemporary 

architectural design.  A shed roof feature with two wood‐truss gabled entrances is located on the 

front façade.  The store’s exterior colors are primarily blue‐gray and light green.  A large “Camp 

America” sign is located just below the roofline.  The existing building is dated and shows signs of 

deterioration and age due to its long‐standing vacancy. 

A parking area is located in the front of the main building entrance.  Ornamental trees and 

landscaping are provided throughout the parking area and along the frontages of W. San Jose 

Avenue, N. Brawley Avenue, and W. Shaw Avenue.  The parking areas are accessible to the 

surrounding retail uses located south of the project site.  The existing landscaping does not conform 

to the City’s landscaping standards, which will be improved as part of the project.  The Camp 

America Superstore removed several trees from the parking lot to allow for the ease of movement 

and parking of large RV vehicles.  Consequently, the main visual characteristic of the site is of the 

large asphalt expanse with a dilapidated building in the background. 

Additionally, the existing landscaping has not been maintained, such that many of the trees in the 

parking lot appear unhealthy and yellowed.  There has also been a loss of vegetation that previously 

obscured the rear block wall such that more of the wall is visible, and the landscaping appears to be 

yellowed.  Sidewalks exist along N. Brawley Avenue, W. San Jose Avenue, W. Shaw Avenue frontages 

and along driveways within the project site.  A Fresno Area Express (FAX) bus stop is located along 

the N. Brawley Avenue frontage.  In addition, several FAX bus stops are located along W. Shaw 

Avenue within walking distance of the project site. 

Overhead high‐voltage electrical lines cross the southern portion of the parking area in a northwest‐

southeast direction.  Two towers that support the electrical lines are located within the parking area.  

The electrical lines are located in a 110‐foot wide easement. 

Photographs of the project site are provided in Exhibit 2‐3a through 2‐3e. 

Surrounding Land Uses and Views 

Below is a description of surrounding land uses, including views from and of the project site.  Exhibit 

3.1‐1 provides photographs of surrounding land uses. 

 



View of Pacific Storage west of project site. View of residential uses located on north side of W. San Jose Avenue.

View of existing Walmart Store No. 1815 on east side of N. Brawley Avenue. View of 76 gas station south of project site.

31680018 • 04/2013 | 3.1-1_surrounding_land_uses.cdr

Exhibit 3.1-1
Surrounding Land Uses

CITY OF FRESNO • NORTHWEST FRESNO WALMART PROJECT
ENVIRONMENTAL IMPACT REPORT

Source: FirstCarbon Solutions, 2013.
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West 

Herndon Canal—an irrigation channel—and Pacific Storage form the western boundary of the 

project site.  Commercial uses such as Costco, Winco, and offices are located 0.5 mile west of the 

project site.  Industrial land uses are located 0.6 mile west of the project site.  The Fresno General 

Plan designates the land uses to the west of the project site as Light Industrial and Regional Mixed 

Use (RMX).  The Fresno Municipal Code Zoning Ordinance zones the land uses to the west of the 

project site as Storage‐Limited (S‐L). 

Views to and from the canal and commercial uses to the west are limited to the unpaved roads along 

the canal.  Views from other locations are obstructed by the presence of buildings, block walls, and 

landscaping. 

North 

W. San Jose Avenue, a three lane undivided collector, forms the northern boundary of the project 

site.  North of the roadway are single‐family homes.  The homes fronting W. San Jose Avenue were 

built in 1990 and have average lot sizes of 7,000 square feet and homes between 1,600 to 1,880 

square feet.  They are well‐maintained homes with mature landscaping.  The Fresno General Plan 

designates the land uses to the north of the project site as Medium Density Residential (5.0‐12 

D.U./acre).  The Fresno Municipal Code Zoning Ordinance zones the land uses to the north of the 

project site as Single‐Family Residential (R‐1). 

Northeast of the project site is an apartment development.  The apartment development at the 

northeast corner of N. Brawley and W. San Jose Avenue was built in 1986.  The apartment 

development includes two‐story buildings.  The property is well‐maintained and includes mature 

landscaping.  The Fresno General Plan designates the land uses to the northeast of the project site as 

Medium High Density Residential (12.0‐16.0 D.U./acre).  The Fresno Municipal Code Zoning 

Ordinance zones the land uses to the northeast of the project site as Low Density Multifamily 

Residential (R‐2) and Medium Density Multifamily Residential (R‐3). 

Views to and from the residential uses to the north are obstructed by the presence of the block wall 

and landscaping along the northern boundary of the project site. 

East 

N. Brawley Avenue, a four‐lane divided arterial, serves as the eastern boundary of the project site.  

Further east, is an existing commercial plaza with several retailers and restaurants, including the 

existing Walmart Store No. 1815.  The Fresno General Plan designates the land uses to the east of 

the project site as Commercial Office (CO) and Commercial/Community (CC).  The Fresno Municipal 

Code Zoning Ordinance zones the land use to the east of the project site across N. Brawley Avenue as 

Regional Mixed Use (RMX). 

The apartments at the southeast corner of N. Brawley and W. San Jose Avenue were built in 2004.  

The apartment development includes two‐story buildings.  The property is well‐maintained and 

includes mature landscaping.  The landscaping is less robust than the older apartments located on 

the northeast corner of N. Brawley Avenue and W. San Jose Avenue.  The Fresno General Plan 

designates the land uses to the northeast of the project site as Medium High Density Residential.  
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The Fresno Municipal Code Zoning Ordinance zones the land uses to the northeast of the project site 

as Low Density Multifamily Residential (R‐2) and Medium Density Multifamily Residential (R‐3). 

Views to and from the commercial uses to the east are partially obstructed by the presence of the 

landscaping along the eastern boundary of the project site.  Unobstructed views are available in 

certain locations, particularly those along N. Brawley Avenue at the project site driveways. 

South 

Commercial uses including a 76 Gas Station, West Shaw Hand Car Wash, Rally’s, and Taco Bell/Long 

John Silvers are located along the north side of W. Shaw Avenue directly south of the project site.  

W. Shaw Avenue is a divided six‐lane arterial.  South of the roadway are service commercial 

businesses.  The Fresno General Plan designates the land uses to the south of the project site across 

W. Shaw Avenue as Light Industrial.  Views to and from the commercial uses south are mostly 

unobstructed.  Views from W. Shaw Avenue are partially obstructed by the commercial uses. 

Light and Glare 

Project Site 

The project site contains existing sources of light and glare from the existing building and parking 

area, including building‐mounted lighting and illuminated signage. 

Surrounding Areas 

The developed commercial and residential uses surrounding the project have exterior sources of 

lighting (such as illuminated signage, and building‐mounted and freestanding parking lot light 

fixtures).  Street lighting is present on W. Shaw Avenue, N. Brawley Avenue, and W. San Jose Avenue.  

Vehicles are also sources of light and glare in the project vicinity. 

3.1.3 ‐ Regulatory Framework 

Local 

City of Fresno 

Fresno General Plan 

The City of Fresno General Plan establishes the following goals, objectives, and policies that are 

applicable to aesthetics, light, and glare and are relevant to the project: 

Urban Form, Land Use and Design Element 

 Goal 15: Improve Fresno's visual image and enhance its form and function through urban 

design strategies and effective maintenance. 

 Objective D‐1: Provide and maintain an urban image that creates a “sense of place” 

throughout Fresno. 

‐ Implementing Policy D‐1‐h: Screening of Parking.  Consider requiring all new development 

with parking in Activity Centers and along corridors to be screened or concealed.  Locate 

principal pedestrian entrances to new non‐residential buildings on the sidewalk; any 

entrances from parking areas should be incidental or emergency use only. 
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‐ Implementing Policy D‐1‐j: Lighting Standards.  Update lighting standards to reflect best 

practices and protect adjoining uses from glare and spillover light. 

 Objective D‐4: Preserve and strengthen Fresno’s overall image through design review and 

create a safe, walkable and attractive urban environment for the current and future 

generations of residents. 

‐ Implementing Policy D‐4‐a: Design Review for Large Buildings.  Consider adopting and 

implementing a streamlined design review process for new construction and visible exterior 

alterations of large and significant multi‐family, mixed‐use and non‐residential 

developments. 

‐ Implementing Policy D‐4‐c: Appropriate Day and Night Activity.  Promote new residential, 

commercial, and related forms of development that foster both day and appropriate 

nighttime activity; visual presence on the street level; appropriate lighting; and minimally 

obstructed view areas. 

‐ Implementing Policy D‐4‐d: Design for Safety.  Continue to involve the City’s Police 

Department in the development review process to ensure new buildings are designed with 

security and safety in mind. 

‐ Implementing Policy D‐4‐f: Design Compatibility with Residential Uses.  Strive to ensure that 

all new non‐residential land uses are developed and maintained in a manner 

complementary to and compatible with adjacent residential land uses, to minimize interface 

problems with the surrounding environment and to be compatible with public facilities and 

services. 

‐ Implementing Policy D‐4‐g: Development Code Update for Design Concepts.  Ensure that 

standards in the Development Code implement General Plan design concepts for each land 

use type.  The following will be considered in the new Development Code: 

○ Appropriate space is provided for activities proposed (e.g., indoor area for display of 

merchandise, as opposed to sidewalk/parking lot display); 

○ Sufficient space and access is provided for support functions, (e.g., storage, loading, 

parking, waste disposal/recycling);  

○ Location of customer parking areas does not discourage pedestrian and bicycle access;  

○ Access for the disabled is incorporated into project designs as required; Buildings in 

shopping centers are linked by pedestrian walkways; 

○ Business and industrial parks have campus‐like settings, with uniformity of improvements 

and shared facilities for parking, loading, mass transit, and with internal and external 

bicycle and pedestrian access; and  

○ Structural conversions and changes of occupancy demonstrate compliance with building 

and zoning codes. 

 Objective D‐5: Maintain and improve community appearance through programs that prevent 

and abate blighting influences. 

‐ Implementing Policy D‐5‐c: Façade Improvements.  Pursue funding for, and support of, 

building facade improvement programs. 

‐ Implementing Policy D‐5‐d: Graffiti Prevention and Abatement.  Seek ways to end graffiti, 

continue and expand the City's effective Graffiti Abatement Program. 

 Objective LU‐4: Enhance existing residential neighborhoods through regulations, code 
enforcement, and compatible infill development. 
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‐ Implementing Policy LU‐4‐a: Neighborhood Nuisance Abatement.  Continue proactive and 

responsive code enforcement and nuisance abatement programs to improve the 

attractiveness of residential neighborhoods. 

 Objective LU‐6: Retain and enhance existing commercial areas to strengthen Fresno’s 

economic base and site new office, retail, and lodging use districts to serve neighborhoods 

and regional visitors. 

‐ Implementing Policy LU‐6‐a: Design of Commercial Development.  Foster high quality 

design, diversity, and a mix of amenities in new development with uses through the 

consideration of guidelines, regulations and design review procedures. 

‐ Implementing Policy LU‐6b: Commercial Development Guidelines.  Consider adopting 

commercial development guidelines to assure high quality design and site planning for large 

commercial developments, consistent with the Urban Form policies of this Plan.  The 

guidelines should address: 

○ Architectural finishes, coordinated color palette, massing, and hierarchy in scale;  

○ Pedestrian‐scaled amenities, signage, and lighting;  

○ Site improvements, including parking lot landscaping, perimeter landscaping, foundation 

landscaping, walkways, and passageways; 

○ Ground floor transparency requirements along shopping streets and limitations on blank 

walls in these areas;  

○ Anti‐theft glass on windows, rather than bars or roll‐down metal screens, that are 

architecturally compatible with building design;  

○ Screening of truck loading, parking, mechanical equipment, transformers, ventilation 

systems, storage containers, and refuse collection areas from the street;  

○ Shading and its relationship and effects on surrounding buildings;  

○ Building entries; and  

○ Design standards for perimeter walls and fencing. 

‐ Implementing Policy LU‐6‐e: Regional shopping centers will have internally unified building 

design, landscaping, and signage standards. 

 

The above policies apply to both new construction, as well as the re‐use of existing buildings such as 

the project.  Consistency with the City of Fresno General Plan objectives and policies is discussed in 

Section 3.6, Land Use of this EIR. 

Design Guidelines 

The previous City of Fresno 2025 General Plan provided City‐Wide Design Guidelines for commercial 

development, including general site considerations, building design, landscaping, and signage 

guidelines.  As a result of the approval of the City of Fresno General Plan on December 18, 2014, the 

City has begun the process of updating these guidelines (see Implementing Policy LU‐6‐b, above).  

Please refer to Impact AES‐1, Table 3.1‐2 on page 3.1.14 for guidelines from the City of Fresno 2025 

General Plan that remain applicable to the proposed project until such time as the new design 

guidelines are adopted. 
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Bullard Community Plan 

The Bullard Community Plan establishes the following goals and policies that are applicable to 

aesthetics, light, and glare: 

 Goal 4: Provide retail commercial goods and services in planned unified shopping centers 

rather than in freestanding strip commercial form. 

 Policy 1: All new retail commercial uses shall be developed as part of planned unified 

shopping centers, except on Blackstone Avenue. 

 Policy 7: The following development standards for interface areas between properties zoned 

or planned for commercial or office uses, and properties zoned or planned for residential uses, 

shall be mandatory for land north of Herndon Avenue (excepting the Herndon town site and 

the Pinedale Redevelopment Area) and advisory for all other areas. 

a.  All loading and storage areas shall be screened from view of adjoining property zoned or 

planned for residential uses, by a combination of landscape planting and a solid masonry 

wall.  Loading space shall be located not less than one hundred fifty feet from the 

boundary of said residential property; however, the proximity of loading areas may be 

reduced to not less than forty feet from the boundary of residential property, if the 

Director of the Development Department or the Planning Commission finds that 

additional screening and noise attenuating methods have been designed to adequately 

protect adjoining residential property.  All storage shall be within an enclosed structure.  

Outdoor storage is expressly prohibited; 

b.  Roof‐mounted and detached mechanical equipment for commercial and office uses shall 

be screened from view and acoustically baffled, to prevent the noise level rating for the 

equipment from exceeding 55 Ldn, measured at the nearest property line; 

c.  A landscaped setback twenty feet wide, containing deciduous and evergreen trees, shall 

be planted and maintained along the property line between commercial and office uses 

and abutting properties zoned or planned for residential uses, and along abutting local 

streets, provided, however, that this requirement shall not apply to those parcels of land 

which are one acre or less in size, or to parcels larger than one acre, subject to Director 

review and approval of landscape plans; 

e.  The following wall and berm treatment shall be required for commercial uses and office uses: 

(1)  A solid masonry wall six feet in height, an earth berm six feet in height, or any 

combination of solid masonry wall and earth berm that provides a continuous barrier 

six feet in height, shall be erected on, or along, the property line between properties 

zoned or planned for commercial and office uses and properties zoned or planned for 

residential uses; 

(2)  A solid masonry wall three and one‐half feet in height, an earth berm three and one‐

half feet in height, or any combination of solid masonry wall and earth berm that 

provides a continuous barrier three and one‐half feet in height, shall be erected on, or 

along, the setback line twenty feet from and parallel with the right‐of‐way line of 

abutting local streets; 

(3)  Earth berms shall be planted with grass or ground cover, and maintained by the 

property owner; 
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f.  The provisions of the approved commercial district or office district shall apply to outdoor 

advertising for commercial and office uses, excepting freestanding  signs in a commercial 

district, wherein there shall be permitted one freestanding sign containing the name of 

buildings and occupants or groups thereof, and shall be not more than one hundred and 

twenty‐five square feet in area, and not more than twenty feet in height, and shall not be 

located within any  required landscaped setback or landscaped transition‐setback area; 

g.  An area one hundred feet wide abutting property zoned or planned for residential use, 

exterior area lighting for parking areas, carports, garages, access drives and loading areas 

for commercial uses and office uses shall be shielded, to prevent line of sight visibility of 

the light source from abutting property zoned or planned for residential use. 

 

Consistency with the Bullard Community Plan goals and policies is discussed in Section 3.6, Land Use 

of this EIR. 

Fresno Municipal Code 

The project site is zoned C‐M/BA15‐20/UGM/cz (Commercial and Light Manufacturing/Boulevard 

Area Overlay, 15‐20 feet/Urban Growth Management/conditions of zoning) under the City of 

Fresno’s Municipal Code Zoning Ordinance.  The Fresno Municipal Code Zoning Ordinance 

established the following policies in Section 12‐224 related to aesthetics that are applicable to the 

proposed project: 

 For supermarkets: Three square feet of off‐street parking for each square foot of floor area. 
 

 For general merchandise use: one square foot of off‐street parking area for each one square 

foot of floor area.  
 

 A solid masonry wall five to six feet in height must be located along district boundaries 

between any outdoor storage or parking area and any residential district.  
 

 Lighting for parking, sales or display areas must be hooded and controlled so as not to cause a 

nuisance. 
 

 A minimum of 30 bicycle parking spaces shall be provided near the main entrance. 
 

 One freestanding monument sign shall have a maximum area of thirty‐two square feet and a 

height of five feet. 
 

 Loading spaces shall not be less than 12 feet in width and 40 feet in length, and shall have 14 
feet of vertical clearance. 

 

 Shall have one medium‐sized tree for every two parking spaces (two small trees shall be 

counted as one medium‐sized tree. 

 
Conditions of Zoning 

The previously approved zoning for the project site include the following Conditions of Zoning that 

are relevant to the proposed project: 
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 A 30‐foot wide heavily landscaped buffer area shall be provided along the West San Jose 

Avenue frontage. 
 

 A 20‐foot wide heavily landscaped buffer area shall be provided along the Brawley Avenue 
frontage, consistent with Ordinance No. 89‐60. 

 

Parking Lot Shading Standards 

The City of Fresno’s Development and Resource Management Department maintains performance 

standards for parking lot shading (Policy adopted by City Council resolution on July 12, 1988, and 

updated on February 13, 2006) that require 50 percent of paved parking lot surface to be shaded by 

tree canopies within 15 years of planting.  The standard requires a minimum of one medium‐size 

tree for every two required parking spaces. 

The proposed project would require the removal of approximately 75 trees, but those removed 

would be replaced with trees of equal size.  Overall, the project includes the planting of 

approximately 166 new trees for a net increase of 80 trees on‐site compared with existing 

conditions.  Because of their number and size at time of planting and information regarding tree 

canopy size, it is anticipated that the project would achieve compliance with the City’s requirement 

for 50 percent shading of the parking lot area within 15 years from the time of planting.  The 

project’s changes to landscaping and conditions requiring its maintenance would facilitate a 

noticeable improvement over existing conditions.  The conditions of approval for the project would 

ensure the project complies with the Fresno Municipal Code requirements, the landscaping 

described above, and conditions pertaining to irrigation system requirements. 

Overhead high‐voltage electrical lines cross the southern portion of the parking area in a northwest‐

southeast direction.  Two towers that support the electrical lines are located within the parking area.  

The electrical lines are located in a 110‐foot‐wide easement, and prohibits the planting of trees that 

may affect the overhead high‐voltage electrical lines within the easement.  Therefore, the project 

will not plant new trees within the 110‐foot‐wide easement. 

3.1.4 ‐ Methodology 

FCS evaluated the project’s potential impacts on aesthetics, light, and glare through site visits on 

April 2, 2013, April 7, 2013, August 26, 2013, and November 19, 2013; review of the City’s applicant 

plans and policies; and the project applicant’s submittal materials.  FCS personnel visited the project 

site and surrounding areas in April 2013 to document the site conditions through photographs and 

notation.  The City of Fresno General Plan, Bullard Community Plan, Fresno Municipal Code, and 

City‐Wide Design Guidelines were reviewed to determine applicable policies and design 

requirements for the proposed project. 

3.1.5 ‐ Thresholds of Significance 

According to Appendix G, Environmental Checklist of the CEQA Guidelines, aesthetics impacts 

resulting from the implementation of the proposed project would be considered significant if the 

project would: 
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a) Have a substantial adverse effect on a scenic vista?  (Refer to Section 7, Effects Found not to 
be Significant.) 

 

b) Substantially damage scenic resources, including, but not limited to, trees, rock outcroppings, 

and historic building within a state scenic highway?  (Refer to Section 7, Effects Found not to 

be Significant.) 
 

c) Substantially degrade the existing visual character or quality of the site and its surroundings? 
 

d) Create a new source of substantial light or glare which would adversely affect day or 
nighttime views in the area? 

 

3.1.6 ‐ Project Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 

Visual Character 

Impact AES‐1:  The proposed project would not substantially degrade the existing visual character 
or quality of the site and its surroundings. 

Impact Analysis 

This impact evaluates the potential for the proposed project to substantially degrade the visual 

character or quality of the project site and its surroundings.  

The proposed project consists of relocating Walmart store No. 1815 to the vacant, 17.6‐acre site of 

the former Super‐K‐Mart and Dan Gamel Camp America RV Superstore, located on the opposite side 

of N. Brawley Avenue.  The Walmart store would re‐tenant the 1990‐era, 193,361‐square‐foot 

commercial building, which was last occupied by a Dan Gamel Camp America RV superstore, and 

retrofit it with many sustainability features.  No additional square footage is being added to the 

existing building.  The site plan is shown in Exhibit 2‐4.  

Design and Appearance 

Minor changes would be made to the exterior elevations of the existing building.  The main tenant 

identification wall element would be simplified and lowered by the removal of the topmost bump (see 

Exhibit 2‐3a).  The metal canopy in the area of the original garden center would be retained, and new 

architectural fencing with masonry columns with stone bases would be installed to enclose the plants 

and garden‐related merchandise.  Most of the overhead doors added by Camp America (intended for 

the easy movement of RVs) would be removed and filled in to restore the original walls.  The entire 

building would be repainted with a pallet of colors to emphasize existing architectural features and to 

visually break‐up the mass of the building (see Exhibit 2‐5).  Existing architectural features such as 

timber detailing at the entries, green tiled roofing, and the large glass element would remain.  

Additional trees and landscaping will be provided throughout the parking area and along the frontages 

of W. San Jose Avenue, N. Brawley Avenue, and W. Shaw Avenue (see Exhibit 2‐6) to comply with the 

City’s parking lot shade ordinance and aesthetically enhance the vacant project site. 
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Both existing and new rooftop equipment would be screened from view by the building’s parapet 

walls as required by the Fresno Municipal Code to improve the existing building’s aesthetics, which 

also would reduce noise from rooftop equipment. 

Trash enclosures and truck docks would be screened by masonry walls and landscaping (see Exhibits 2‐5 

and 2‐6). 

Signage 

The existing Camp America wall signage would be removed and replaced with new Walmart signage, 

which will be consistent with the existing Master Sign Program governing signage on the project site.  

Table 3.1‐1 summarizes the proposed wall signage. 

Table 3.1‐1: Wall Signage Summary 

Elevation  Wording  Square Feet 

South (Facing W. Shaw Avenue)  “Walmart” [With Spark Logo]  298.00 

“Home & Pharmacy”  102.74 

“Market”  28.17 

“Outdoor Living”  77.17 

East (Facing N. Brawley Avenue)  “Walmart” [With Spark Logo]  298.00 

Total  804.08 

Source: Perkowitz + Ruth, 2013. 

 

The existing freestanding sign facing N. Brawley Avenue would be modified to replace the Camp 

America panel with a Walmart panel. 

The existing small monument sign facing N. Brawley Avenue would be modified to replace the Camp 

America panel with a Walmart square cabinet sign option and repaint the wall panel background color 

to blue.  The monument sign shall comply with Fresno Municipal Code requirements.  Building shall be 

within 50 feet of street to have a monument sign and shall not exceed 5 feet high and 32 square feet. 

Landscaping 

Landscaping consisting of mature trees and shrubs currently exists along the project site frontages with 

N. Brawley Avenue and W. San Jose Avenue, and within parking areas.  The project includes additional 

landscaping in the store’s parking area adjacent to the existing structure, with trees planted to match 

existing trees and new shrubs and ground cover that are drought‐resistant and irrigated by an isolated 

drip water system.  The proposed project includes the planting of native, drought‐tolerant plant varieties 

that would enhance the visual appearance of the site while conserving the use of water.  The proposed 

landscaping would improve the aesthetic character of the site by removing dead and diseased plants 

and increasing the overall amount of site landscaping and, therefore, would provide a strong 

relationship among the site, street frontage, and neighborhood. 
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Exhibit 2‐12 depicts the proposed changes to landscaping in the Preliminary Landscaping Plan.  The 

Preliminary Landscaping Plan is designed to meet Municipal Code requirements for landscaping, 

although such a determination is at the discretion of the City of Fresno.  Regardless, the project’s 

landscaping must be approved by the City, which would therefore assure compliance with City 

requirements. 

City‐Wide Design Guidelines 

Table 3.1‐2 assesses new project development with the City‐Wide Design Guidelines under the prior 

City of Fresno 2025 General Plan, which remain in effect until new guidelines are developed 

pursuant to the newly adopted Fresno General Plan.  As shown in the table, the project is consistent 

with all currently applicable design guidelines. 

Table 3.1‐2: City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

I.  Site Design  1.  Site Design combines the three 
elements of development: 1) buildings; 
2) parking and circulation; and 3) 
landscape and amenities.  These 
aspects must be in proper balance. 

Consistent: The Walmart site plan provides 
proper balance in that the store would 
occupy approximately 25 percent of the site 
(consistent with surrounding commercial 
land uses); adequate off‐street parking would 
be provided; vehicular and pedestrian access 
would be provided from multiple locations; 
and landscaping would be provided along 
street frontages, property boundaries, and 
within the parking area. 

2.  Buildings shall be designed and sited 
so as to provide a strong functional 
relationship to the site and the 
neighborhood.  Required side and rear 
yards should be utilized and should be 
integrated into the overall purposeful 
arrangement.  Inaccessible yards and 
similar outdoor spaces which tend to 
encourage storage, gathering of trash, 
and weeds shall be avoided, unless 
approved by the Director. 

Thus, all rear and side yard areas would be 
used for a specific function and would not 
be inaccessible or underutilized in a manner 
that promotes neglect. 

3.  Natural site amenities shall be 
recognized.  Views, trees, creeks, and 
similar features unique to the site 
should be preserved and incorporated 
into development proposals.  Such 
features shall be considered as strong 
site design determinants. 

  Disruption of existing natural features, 
particularly older trees, shall be 
minimized. 

Not Applicable: The project site has been 
developed as a commercial property for 
more than 20 years and does not contain 
any natural amenities such as creeks or 
native trees. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

  4.  Building setbacks must relate to the 
character of the existing streetscape.  
Where existing streets have been 
widened, thereby changing setbacks, 
field analysis of setback needs should 
be required for new buildings. 

Not Applicable: The project does not 
propose any new buildings; however, the 
existing commercial building Walmart will 
re‐tenant is set back more than 50 feet 
from the nearest roadway, which exceeds 
the minimum setback requirement.  Thus, 
because there are no new buildings 
proposed, the existing character of the 
streetscape would not be altered. 

5.  Site designs shall not negatively 
impact the immediate environment of 
the site. 

Not Applicable: The project site has been 
developed as a commercial property for 
more than 20 years.  The project site is 
surrounded by urban development on all 
four sides.  Existing commercial uses exist 
to the west, east, and south; residential 
uses exist to the north.  Given the urban 
nature of the project site and surrounding 
area, the site design would be considered 
compatible with the immediate 
environment of the site.  The project is 
similar to past site uses, which were 
developed in a manner consistent with the 
residences across W. San Jose Avenue. 

6.  Separate vehicular and pedestrian 
circulation systems shall be provided 
for larger projects.  Pedestrian access 
to residential developments generally 
shall not utilize driveways and pick‐up 
areas.  Pedestrian linkages between 
uses in commercial developments 
shall be emphasized, including distinct 
pedestrian access from parking areas 
in large commercial developments 
such as shopping centers. 

Consistent: The proposed project would 
maintain the existing sidewalks along the 
W. Shaw Avenue, N. Brawley Avenue, and 
W. San Jose Avenue frontages, as well as 
the pedestrian linkages between these 
facilities and the store entrance.  These 
facilities currently provide safe and 
convenient pedestrian mobility to and from 
the project site.  The project will construct 
new pedestrian linkages within the parking 
lot to minimize pedestrian and automobile 
conflicts (see Exhibit 2‐8).  A main 
pedestrian connection would run the length 
from the store entrance to the back parking 
lot.  The pedestrian path would be 
delineated with a contrasting color or 
paving material where it traverses the 
parking lot in order to clearly demarcate 
the path and to provide a safe walking area, 
and to act as traffic calming devices for 
vehicles entering the center.  A wider 
pedestrian walkway of at least 5 feet would 
be provided in front of the garden center. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

  7.  Provision must be made for bicycles.  
Bicycle parking in residential 
developments should be on an all‐
weather surface and be located close 
to dwelling unit or residential 
development entrances.  Bicycle 
parking shall be lockable. 

Consistent: The project would provide a 
minimum of 30 bicycle parking spaces 
located near the main entrance.  Each bicycle 
parking space would consist of one slot in a 
bike rack.  They would be grouped in racks 
that would allow 4 feet of clearance on all 
sides.  There would be adequate space 
between rack slots to park, lock, and remove 
bicycles.  Bicycle parking spaces and the 
required 4‐foot clearance would be protected 
from motor vehicle encroachment by means 
of fixed barriers not less than 6 inches or 
more than 3 feet in height. 

8.  On larger commercial sites such as 
shopping centers, a portion of the 
total building area shall be located at 
the street perimeter.  Such siting, 
together with substantial landscape 
treatment, reinforces and strengthens 
the streetscape, and helps to screen 
off‐street parking areas. 

Not Applicable: The project site contains an 
existing single‐user commercial building 
and is not part of a larger shopping center, 
which limits building placement.  Moreover, 
because direct vehicular access is only 
taken from N. Brawley Avenue, the building 
must be located in the rear of the property 
in order to facilitate safe and convenient 
vehicular access.  Thus, the characteristics 
of the site do not allow the building to be 
located at the street perimeter. 

9.  Common driveways, which provide 
vehicular access to more than one 
site, are encouraged. 

Consistent: As shown on Exhibit 2‐6b, the 
project site has reciprocal access to the 
smaller commercial uses located along the 
W. Shaw Avenue frontage, including the 76 
Gas Station, West Shaw Hand Car Wash, 
Rally’s, and Taco Bell/Long John Silvers.  
This existing condition would be maintained 
by the proposed project. 

10.  Site development shall give 
consideration to solar access and/or 
energy efficiency. 

Not Applicable: The project site has been 
developed as a commercial property for 
more than 20 years.  The proposed 
Walmart store would provide a number of 
energy efficiency measures, including 
daylight harvesting systems that employ 
the use of natural sunlight to illuminate the 
interior of the store.  A rooftop solar 
photovoltaic system may be evaluated in 
the future, depending upon many different 
operational considerations. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

11.  The siting and orientation of buildings 
shall respond to the pedestrian and 
vehicular nature of the street.  
Buildings on streets of high pedestrian 
use (such as downtown) should face 
on, and be directly accessible from, 
the sidewalk, with minimal 
interruption by driveways or parking 
areas.  Buildings on streets with heavy 
vehicular traffic, particularly those 
with no on‐street parking, should 
provide a major entry for the offstreet 
parking area. 

Not Applicable: The project site has been 
developed as a commercial property for 
more than 20 years.  The project site and 
vicinity would not be classified as an area of 
high pedestrian use; however, existing 
pedestrian facilities exist along the W. Shaw 
Avenue, N. Brawley Avenue, and W. San 
Jose Avenue frontages.  Direct pedestrian 
connections exist between these facilities 
and the current building store entrance.  All 
of these facilities would be maintained by 
the proposed project. 
 

The project site provides direct vehicular 
access to W. Shaw Avenue and N. Brawley 
Avenue.  All of these points would be 
maintained by the proposed project.  No 
vehicular access is currently taken or 
proposed on W. San Jose Avenue. 

12. Off‐street parking facilities need to be 
located to the rear of sites.  Street 
frontages should be devoted to 
building architecture and landscaping.  
Parking should be screened from the 
street with mounds, vegetative 
screening, low wall, fencing, or 
lowered parking grade. 

Not Applicable: The project site contains an 
existing single‐user commercial building 
and is not part of a larger shopping center, 
which limits building placement.  Moreover, 
because direct vehicular access is only 
taken from N. Brawley Avenue, the building 
must be located in the rear of the property 
in order to facilitate safe and convenient 
vehicular access.  Thus, the characteristics 
of the site do not allow for off‐street 
parking to be located in the rear of the site.  
However, landscaping, fencing, and 
pedestrian facilities are located along the 
W. San Jose Avenue and N. Brawley Avenue 
frontages, which serve to partially screen 
views of adjoining off‐street parking areas.   

13.  Screening and buffering, as well as 
good design, needs to be used to 
mitigate the effects of trash areas, 
storage areas, service yards, loading 
docks and ramps, electrical and other 
utility boxes, mechanical equipment, 
and other necessary but unsightly 
aspects. 

Consistent: A block wall and required 
landscape buffer located along the W. San 
Jose Avenue frontage screens views of the 
loading docks, trash compactor, electrical 
transformers, and other related facilities in 
the rear of the store.  Outdoor storage, 
trash compactor and other equipment will 
be screened as required by the Fresno 
Municipal Code. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

II.  Building 
Design 

1.  No single theme is required in Fresno.  
Themes may be established for 
selected parts of the community.  They 
are directed more toward standards of 
quality and compatibility than toward 
achieving a uniform appearance. 

Consistent: The existing building employs a 
contemporary architectural design theme.  
The new Walmart store would maintain this 
overall theme, but with a more well‐
maintained appearance.  This design theme 
is consistent with other commercial land 
uses along the W. Shaw Avenue corridor. 

2.  Architectural consistency should exist 
between all building elevations of a 
particular structure or complex of 
structures, including consistent use of 
materials.  Façade treatments shall 
consistently encompass all building 
sides.  “False” or “decorative” façade 
treatments shall be avoided.  All 
elevations need not look alike; 
however, an overall architectural 
sense must occur. 

Consistent: The existing building employs a 
contemporary architectural design theme.  
The new Walmart store would maintain this 
overall theme.  This design theme is 
consistent with other commercial land uses 
along the W. Shaw Avenue corridor.  No 
“false” or “decorative” façade treatments 
are proposed. 

3.  Visible rooftops should be treated as 
building elevations.  Such rooftops 
should be free of mechanical 
equipment “clutter” in situations 
where it may be visible from 
surrounding buildings or structures.  
Rooftop mechanical equipment is not 
prohibited, but its design and 
screening should be incorporated into 
building design.  For example, HVAC 
nontransitional ducts shall be below 
the roof structure. 

Consistent: A parapet wall exists on the 
rooftop of the existing building and would 
screen views of existing and new rooftop 
mechanical equipment. 

4.  Mechanical equipment, including wall 
air conditioners, should be screened 
from public view.  The design of 
mechanical equipment screening 
should be compatible with, and an 
integral element of, the building 
structure.  Rooftop screening and other 
mechanical equipment screening 
should be a minimum of 12 inches 
higher than the equipment itself. 

Consistent: Ground‐mounted mechanical 
equipment (trash compactor, electrical 
transformer, natural gas meters, etc.) are 
located in the rear of the store.  A block 
wall and landscaping located along the W. 
San Jose Avenue frontage screens views of 
this equipment. 
 

A parapet wall exists on the rooftop of the 
existing building and would screen views of 
existing and new rooftop mechanical 
equipment. 

5.  Add‐on components such as utility 
meters, ladders, vent pipes and 
similar features need to be identified 
in site plans and not placed as an 
afterthought in full public view unless 
screened in an acceptable manner. 

Consistent: Ground‐mounted mechanical 
equipment (trash compactor, electrical 
transformer, natural gas meters, etc.) is 
located in the rear of the store as shown on 
Site Plan Exhibit 2‐4.  A block wall and 
landscaping located along the W. San Jose 
Avenue frontage screens views of this 
equipment. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

6.  All proposed buildings or structures 
should be compatible with the 
neighborhood character.  Building 
design, however, need not be unduly 
constrained or limited by structures 
on adjacent sites. 

Not Applicable: The project site has been 
developed as a commercial property for 
more than 20 years.  The existing building 
employs a contemporary architectural 
design theme.  The new Walmart store 
would maintain this overall theme.  This 
design theme is consistent with other 
commercial land uses along the W. Shaw 
Avenue corridor. 

7.  All buildings on the same site should 
have strong spatial and architectural 
relationships.  When the first portion 
of a site area is to be developed, a 
concept plan shall be submitted for 
the entire site. 

Not Applicable: There is only one existing 
building on the project site.  The proposed 
project does not propose construction of 
any additional buildings on the project site. 

8.  All building design should achieve a 
sense of human scale.  Wall insets, 
balconies, window projections, etc. 
are examples of building elements 
which may help reduce the scale of 
larger buildings. 

Not Applicable: The project site has been 
developed as a commercial property for 
more than 20 years.  The existing building 
employs architectural elements such as a 
shed roof feature, timber detailing, green 
tiled roofing, and a large glass element.  
The proposed Walmart store would 
maintain these features, which provide a 
sense of human scale. 

9.  Materials should be relatively 
permanent, requiring minimum 
maintenance in order to avoid 
deterioration. 

Consistent: The exterior materials of the 
existing building were built to withstand the 
elements and require only minimum 
maintenance in order to avoid 
deterioration. 

10.  Building entries should be protected 
from the elements and should afford a 
“sense of entry” for the structure. 

Consistent: The existing building employs a 
shed roof feature, which protects the main 
entrance and would be maintained by the 
proposed project. 

11.  All designs should be responsive to 
energy consideration.  When energy‐
conserving devices such as solar heat 
collector panels are utilized, such 
devices should be designed as visually 
integral parts of the structure. 

Consistent: The proposed Walmart store 
would retrofit the existing building with a 
number of energy efficiency measures, 
including daylight harvesting systems that 
employ the use of natural sunlight to 
illuminate the interior of the store.  The 
rooftop pieces of equipment associated 
with this system are screened from view by 
the parapet wall, which is a visually 
integrated part of the building. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

12. Modified standards may be considered 
for temporary buildings or structures, 
which are guaranteed to be removed 
from the site within six (6) months. 

Not Applicable: The proposed project does 
not include temporary building or structures. 

13.  Each phase of a phased development 
should be visually complete.  
Temporary barriers/walls should be 
painted and trimmed to compliment 
the permanent construction. 

Not Applicable: The proposed project 
would not require phased development.   

14. Where buildings are on the border 
between different uses, there needs 
to be an appropriate transition. 

Consistent: W. San Jose Avenue separates 
the project site from the residential 
neighborhood located north of the project 
site.  Existing landscaping will be 
maintained along the project frontage with 
W. San Jose Avenue to soften the transition 
to the residential uses. 

15.  Standardized and corporate design 
elements must be modified to be 
consistent and integrated with the 
surrounding environment. 

Consistent: The proposed Walmart store’s 
elevations incorporate the existing building’s 
architectural elements and would also be 
compatible with surrounding land uses. 

16.  The design of fencing, trash 
enclosures, and similar accessory site 
elements should be compatible with 
the architecture of main buildings and 
should use a similar palette of 
materials. 

Consistent: The existing fencing, trash 
enclosures, and similar accessory site 
elements are compatible with the 
architecture of the main building and would 
be screened from public review. 

17. Masonry walls and allowable chain 
link fences shall be designed to accept 
vegetation, to reduce monotony, and 
to prevent irregular or unsightly lines. 

Consistent: The existing block wall along W. 
San Jose Avenue meets this standard.  
Landscaping is already established along 
the block wall along W. San Jose Avenue. 

III.  Landscaping  1.  All site development shall include 
landscaping, except where determined 
to be impossible by the Director. 

Consistent: New and improved landscaping 
would be installed around the perimeter of 
the site and within parking areas, including 
mature trees, shrubs, and turf areas. 

2.  Landscaping shall be designed to 
provide a strong relationship between 
the site, street frontage, and 
neighborhood. 

Consistent: New and improved landscaping 
would be installed around the perimeter of 
the site and within parking areas.  The 
proposed landscaping would improve the 
aesthetic character of the site and, 
therefore, would be considered to provide 
a strong relationship between the site, 
street frontage, and neighborhood. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

3.  There should be a consistency of 
landscape design through a 
development.  All areas within a 
development need not be identical.  
Among other things, different 
landscape themes may be utilized in 
larger developments to delineate 
spaces, strengthen a sense of place, 
and to add movement.  Such themes 
should be consistent within a site. 

Consistent: The proposed landscaping will 
employ similar shade tree species and 
shrubs around the perimeter of the site.  
This is consistent with the objective of 
consistency of landscape design. 

4.  Landscape plans shall indicate all 
proposed site elements, such as 
outdoor lighting, signage, fencing, site 
furnishings, and other site elements. 

Consistent: The project applicant is 
required to submit a final landscape plan 
for approval at the time building permits 
are sought. 

5.  Where possible, existing landscape 
elements should be incorporated and 
preserved.  Healthy mature trees and 
tree groupings shall be preserved as 
design determinants.  In sites with 
mature trees, the development plan, 
elevations, and landscape shall be 
required to protect existing trees.  
Mature trees on project sites shall be 
protected and preserved as per City of 
Fresno tree preservation standards. 

Consistent: The proposed landscape plan 
would largely maintain existing landscaping, 
including shade trees and shrubs.  The 
project includes additional landscaping in 
the store’s parking area adjacent to the 
existing structure, with trees planted to 
match existing trees and new shrubs and 
ground cover that are drought‐resistant and 
irrigated by an isolated drip water system.  
The proposed project includes the planting 
of native, drought‐tolerant plant varieties 
that would enhance the visual appearance 
of the site while conserving the use of 
water.  Exhibit 2‐12 shows the Preliminary 
Landscaping Plan, which is designed to 
comply with the City requirements and will 
be subject to City review and approval. 
 

The proposed project would require the 
removal of approximately 75 trees, but 
those removed would be replaced with 
trees of equal size.  Overall, the project 
includes the planting of approximately 157 
new trees for a net increase of 82 trees on‐
site compared with existing conditions. 

6.  Landscaping shall be incorporated into 
building and site design.  Trellises, 
arbors, and multilevel type 
landscaping should be considered. 

Not Applicable: Because of existing site 
conditions and constraints, trellises, arbors, 
and multilevel‐type landscaping are not 
compatible with the proposed project’s re‐
use of the existing building and site. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

  7.  All projects, including exterior 
modifications, are subject to street 
tree requirements.  Street trees shall 
meet City requirements. 

Consistent: Street trees currently exist 
along the Shaw Avenue, Brawley Avenue, 
and W. San Jose Avenue frontages.  In the 
event that any of these trees need to be 
removed, they would be replaced in 
accordance with City requirements.  There 
are 14 existing trees in tree wells along N. 
Brawley Avenue, but the City of Fresno 
Municipal Code requires that 16 trees in 
tree wells be provided; therefore, the 
project would add two additional trees to 
the street frontage on N. Brawley Avenue.  
There are no trees in tree wells along W. 
San Jose Avenue, but the City requires that 
14 trees in tree wells be provided; 
therefore, the project would add 14 
additional trees to the street frontage along 
W. San Jose Avenue. 

8.  Live plant material shall be used in all 
landscaped areas.  Imitation 
vegetation is not acceptable. 

Consistent: All proposed landscaping 
consists of live plant material. 

9.  Gravel, colored rock, bark, and similar 
materials may be used in conjunction 
with, but not instead of, living ground 
cover and vegetation.  Brick, 
cobblestone, and wood can be 
integrated into pathways and edges 
where appropriate. 

Consistent: Mulch is used around trees to 
protect roots from damage.  Gravel, colored 
rock, bark, or similar materials are not 
proposed for use as major landscaping 
elements. 

10.  Public and employee parking areas 
shall be landscaped.  Such landscaping 
shall include perimeter screening and 
interior shading as per City standards. 

Consistent: The project includes 
landscaping that will comply with the City’s 
required shade ordinance. 

11.  Automatic irrigation is required for all 
landscape areas; surface piping and 
tubing are not allowed. 

Consistent: The proposed project would 
install water efficient irrigation systems that 
would employ underground piping. 

12.  Irrigation heads shall not overspray 
walks, buildings, fences, streets, etc. 

Consistent: The proposed project would 
install water efficient irrigation systems that 
would include the use of drip or bubbler/ 
soaker fixtures.  Such fixtures would avoid 
overspray walks, buildings, fences, and 
streets. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

  13.  All property owners shall maintain 
landscaping consistent with these 
guidelines. 

Consistent: The existing landscaping does 
not conform to these guidelines; however, 
the project would include enhanced 
landscaping that will bring the project site 
into compliance with the City’s standards. 

14.  Required setbacks for buildings and 
landscaping may be averaged, but not 
less than one‐half of the required 
setback.  Proposals for less than one‐
half of the required setbacks may be 
considered through a reduced‐fee 
Variance application process. 

Consistent: The existing building is setback 
more than 50 feet from the nearest street, 
which exceeds minimum requirements.  
Landscaping currently is and would continue 
to be located within setback areas. 

15. Major street landscaping shall include 
all of the following: 
•  Double‐row, large‐scale 20’‐on‐
center tree canopies within public 
and private landscape areas (curb to 
end of landscape setback) 

•  Screening of parking through eye‐
level (as seen from an automobile) 
design elements, including but not 
limited to landscaping, fences, 
artwork, water features, etc. 

•  One hundred percent 
screening/blocking is not mandatory. 

•  Green shall be emphasized: plant 
material, size, type, and location. 

•  Project entry/gateways defining 
sense of place shall be emphasized. 

Consistent: The existing building employs 
landscaping consisting of ornamental trees, 
shrubs, and turf.  Shade trees are provided 
throughout the parking area and along 
frontages with W. San Jose Avenue, and N. 
Brawley Avenue.  However, the existing 
landscaping does not comply with the City’s 
requirements.  The proposed Walmart 
store would augment the existing 
landscaping to meet the City’s 
requirements (refer to Exhibit 2‐6). 
 

The proposed Walmart store would 
maintain the existing landscape 
characteristics along the W. San Jose 
Avenue, and N. Brawley Avenue frontages, 
and would augment the landscaping with 
additional trees. 

IV.  Signage  1.  Sign information is to be limited to the 
identification of the business name 
and, when necessary, the business 
function and business logo.  Product 
advertising shall not be permitted. 

Consistent: The proposed wall signs would 
identify “Walmart” and individual 
departments within the store (e.g., “Home 
and Living”) to assist customers in way 
finding. 

2.  Signs should be simple and easy to 
read. 

Consistent: As shown in Exhibit 2‐5, all wall 
signs would employ large, printed, easy‐to‐
read letters. 

3.  Signs are to be limited to the 
minimum necessary for the proper 
use of the site. 

Consistent: Wall signs would identify 
“Walmart” and individual departments 
within the store (e.g., “Home and Living”) to 
assist customers in way finding.  In all cases, 
wall signs would occupy less than 10 percent 
of the wall area on each elevation.  These 
characteristics are consistent with the 
objective of keeping signs to the minimum 
necessary to allow proper use of the site. 
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Table 3.1‐2 (cont.): City‐Wide Design Guidelines Consistency Analysis 

Category  Consideration  Consistency Determination 

4.  Signing and related graphics must 
relate to the overall building and site 
design.  Signing considerations should 
be made during the building design 
stages so that signage and graphics 
are architecturally incorporated into 
those buildings. 

Consistent: The proposed project involves 
the use of a Sign Program to ensure that 
wall signs and architectural detail are 
compatible with each other, and consistent 
with the existing Master Sign Program. 

5.  Unusual architectural features (such 
as the “golden arches”) used as a logo 
shall be considered and reviewed as 
part of the sign proposal. 

Not Applicable: There are no unusual 
architectural features used as a logo on the 
vacant Camp America building.  The project 
does not propose any building 
modifications that constitute an unusual 
architectural feature such as a logo. 

6.  Use of individual letters for all signing 
is preferred and encouraged over 
cabinet signs.  Where cabinet signs 
are utilized, such cabinets must be an 
integral design element of the building 
or structure. 

Consistent: All wall and monument signs 
would employ individual dimensional 
(“push thru”) letters or symbols. 

7.  Master sign programs shall be prepared 
for multiple‐occupancy buildings. 

Consistent: A Sign Program has been 
prepared for the proposed project that is 
consistent with the existing Master Sign 
Program. 

8.  Complete sign programs for entire 
buildings or building complexes 
should be included with the 
architectural review of a signing 
request for any portion of a multiple‐
occupancy building.  This also applies 
to existing buildings without any sign 
program.  A long‐term sign program 
must be established. 

Consistent: All signage for the proposed 
project is consistent with the existing 
Master Sign Program. 

9.  The light source of externally 
illuminated signs should not be visible. 

Consistent: Only the wall signs on the front 
(south) elevation facing W. Shaw Avenue 
would be illuminated; other wall signs would 
not.  No external illumination is proposed. 

10. Murals shall be subject to sign review.  Not Applicable: No murals exist on‐site and 
none are proposed as part of the project. 

Source: FirstCarbon Solutions, 2015. 

 

Surrounding Area 

Land uses in the project vicinity consist of commercial and residential uses and they do not possess 

any unique visual attributes (i.e. historic design elements).  As such, the proposed project would not 
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adversely affect the commercial and residential uses.  Likewise, there are no public parks, trails, 

preserves, recreation areas, or other visually sensitive land uses within view of the project site.  The 

site was originally developed for urban commercial use in the early 1990s and includes screen walls, 

landscape buffers, and other features to ensure compatibility with the W. San Jose Avenue 

residences.  Since the closure of Camp America in 2008, the site has remained vacant, during which 

time the landscaping and building has been deteriorating and contributing to the visual degradation 

of the neighborhood.  The project would modify the building façade, provide necessary building 

repairs and maintenance, and would provide new and improved landscaping that would improve the 

aesthetic character of the site and would provide a strong relationship among the site, street 

frontage, and neighborhood. 

Conclusion 

Overall, the project vicinity would not experience any substantial change to its visual character and 

the new location of the Northwest Fresno Walmart would be compatible with other structures in the 

vicinity.  In addition, the closure of the current Walmart would not have an adverse effect on the 

Trade Area and would not promote urban decay, as confirmed in Section 3‐10, Urban Decay.  For 

these reasons, the proposed project would not substantially degrade the visual character of the 

project site or its surroundings.  Impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Light and Glare 

Impact AES‐2:  The proposed project would not result in the addition of new sources of 
substantial light and glare that would adversely affect daytime or nighttime views. 

Impact Analysis 

The proposed project would maintain many of the existing building‐mounted lighting and parking lot 

lighting fixtures and may install new or replacement light fixtures.  All lighting would be directed 

downward, recessed, or shielded to avoid spillover to adjacent properties and to reduce any 

otherwise potentially significant light impacts on adjacent land uses. 

The existing building provides freestanding and building‐mounted lighting that is illuminated during 

the nighttime and early morning hours for security purposes.  Because of the current illumination 

practices, the relocation of the Walmart store to the project site would not introduce significant new 

sources of nighttime lighting. 
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Most wall surfaces would consist of non‐reflective painted surface and glare from the building 

materials is expected to be minimal.  Therefore, the proposed project would not introduce sources of 

substantial nighttime lighting or glare to the project site.  Impacts would be less than significant.  

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact.  
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3.2 ‐ Air Quality 

3.2.1 ‐ Introduction 

This section describes the existing air quality setting and potential effects from project 

implementation on the site and its surrounding area.  FirstCarbon Solutions performed air quality 

analysis for the proposed project, which included construction and operational air quality modeling 

and a Health Risk Assessment.  The California Emissions Estimator Model (CalEEMod) Version 

2011.1.1 was used to quantify project related emissions.  The air quality analysis, including model 

output, is provided in Appendix B. 

3.2.2 ‐ Environmental Setting 

The project site is located in the City of Fresno, which is located in the San Joaquin Valley Air Basin 

(Air Basin).  Regional and local air quality is impacted by topography, dominant airflows, atmospheric 

inversions, location, and season. 

Regional Air Quality 

Air quality is a function of both the rate and location of pollutant emissions under the influence of 

meteorological conditions and topographic features.  Atmospheric conditions such as wind speed, wind 

direction, and air temperature gradients interact with the physical features of the landscape to 

determine the movement and dispersal and, consequently, their effect on air quality.  The combination 

of topography and inversion layers generally prevents dispersion of air pollutants in the Air Basin. 

Topography 

The Air Basin is generally shaped like a bowl.  It is open in the north and is surrounded by mountain 

ranges on all other sides.  The Sierra Nevada mountains are along the eastern boundary (8,000 to 

14,000 feet in elevation), the Coast Ranges are along the western boundary (3,000 feet in elevation), 

and the Tehachapi Mountains are along the southern boundary (6,000 to 8,000 feet in elevation).  

The mountains surrounding the Air Basin form natural horizontal barriers to the dispersion of air 

contaminants. 

Climate and Meteorology 

The Air Basin has an “inland Mediterranean” climate and is characterized by long, hot, dry summers 

and short, foggy winters.  Sunlight is a catalyst in the formation of some air pollutants (such as 

ozone), and the Air Basin averages more than 260 sunny days per year.  Temperatures in the Fresno 

area range from an average high of 98.3 degrees Fahrenheit (°F) in July to an average low of 37.2°F in 

December.  The average annual rainfall is 10.83 inches. 

Dominant Airflow 

Dominant airflows provide the driving mechanism for transport and dispersion of air pollution.  

Marine air moves into the Air Basin from the San Joaquin River Delta.  The wind generally flows 

south‐southeast through the valley, through the Tehachapi Pass and into the Mojave Desert Air Basin 

portion of Kern County.  As the wind moves through the Air Basin, it mixes with the air pollution 
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generated locally, generally transporting air pollutants from the north to the south in the summer 

and in a reverse flow in the winter. 

Inversions 

Inversions are an important component of regional air quality.  In general, air temperature decreases 

with distance from the earth’s surface, resulting in cooler air at higher elevations.  Under normal 

circumstances, the air close to the earth warms as it absorbs surface heat and begins to rise.  Winds 

occur when cooler air rushes in to take the place of the rising warm air.  The wind and upward 

movement of air causes mixing in the atmosphere and can cause an inversion.  Inversions occur 

when a layer of warm air sits over cooler air, trapping the cooler air beneath.  These inversions trap 

pollutants from dispersing vertically and the mountains surrounding the Air Basin trap the pollutants 

from dispersing horizontally.  Strong temperature inversions occur throughout the Air Basin in the 

summer, fall, and winter.  Daytime temperature inversions occur at elevations of 2,000 to 2,500 feet 

above the San Joaquin Valley floor during the summer and at 500 to 1,000 feet during the winter.  

The result is a relatively high concentration of air pollution in the valley during inversion episodes.  

These inversions cause haziness, which, in addition to moisture, may include suspended dust, a 

variety of emissions from vehicles, particulates from wood stoves, and other pollutants. 

Air Pollutant Descriptions and Health Effects 

There are federal standards for six common air pollutants, called criteria air pollutants, which were 

identified resulting from provisions of the Clean Air Act of 1970.  The six criteria pollutants are:  

 Ozone 
 Particulate matter (PM10 and PM2.5) 

 Nitrogen dioxide  

 Carbon monoxide (CO) 

 Lead 
 Sulfur dioxide 

 

The criteria pollutants of greatest concern for the project area are ozone, PM10, and PM2.5.  The 

following provides a summary of the criteria pollutants for the project area.  The other criteria 

pollutants meet health‐based standards.  A summary of the air quality standards and the associated 

health effects and secondary effects of each of the 10 state and federal criteria pollutant is provided 

in Table 3.2‐1. 
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Table 3.2‐1: Description of Air Pollutants 

Air Pollutant 
Averaging 
Time 

California 
Standard 

Federal 
Standarda 

Most Relevant Effects from Pollutant 
Exposure  Properties  Sources 

Ozone  1 Hour  0.09 ppm  —  Irritate respiratory system; reduce 
lung function; breathing pattern 
changes; reduction of breathing 
capacity; inflame and damage cells 
that line the lungs; make lungs more 
susceptible to infection; aggravate 
asthma; aggravate other chronic 
lung diseases; cause permanent 
lung damage; some immunological 
changes; increased mortality risk; 
vegetation and property damage. 

Ozone is a photochemical pollutant 
as it is not emitted directly into the 
atmosphere, but is formed by a 
complex series of chemical reactions 
between volatile organic compounds 
(VOC), NOx, and sunlight.  Ozone is a 
regional pollutant that is generated 
over a large area and is transported 
and spread by the wind. 

Ozone is a secondary pollutant; 
thus, it is not emitted directly into 
the lower level of the atmosphere.  
The primary sources of ozone 
precursors (VOC and NOx) are 
mobile sources (on‐road and off‐
road vehicle exhaust). 

8 Hour  0.070 ppm  0.075 ppm 

Carbon 
monoxide 
(CO) 

1 Hour  20 ppm  35 ppm  Ranges depending on exposure: 
slight headaches; nausea; 
aggravation of angina pectoris 
(chest pain) and other aspects of 
coronary heart disease; decreased 
exercise tolerance in persons with 
peripheral vascular disease and lung 
disease; impairment of central 
nervous system functions; possible 
increased risk to fetuses; death.   

CO is a colorless, odorless, toxic gas.  
CO is somewhat soluble in water; 
therefore, rainfall and fog can 
suppress CO conditions.  CO enters 
the body through the lungs, 
dissolves in the blood, replaces 
oxygen as an attachment to 
hemoglobin, and reduces available 
oxygen in the blood. 

CO is produced by incomplete 
combustion of carbon‐containing 
fuels (e.g., gasoline, diesel fuel, and 
biomass).  Sources include motor 
vehicle exhaust, industrial processes 
(metals processing and chemical 
manufacturing), residential wood 
burning, and natural sources.   

8 Hour  9.0 ppm  9 ppm 

Nitrogen 
dioxideb 
(NO2) 

1 Hour  0.18 ppm  0.100 ppm  Potential to aggravate chronic 
respiratory disease and respiratory 
symptoms in sensitive groups; risk 
to public health implied by 
pulmonary and extra‐pulmonary 
biochemical and cellular changes 
and pulmonary structural changes; 
contribution to atmospheric 
discoloration; increased visits to 
hospital for respiratory illnesses. 

During combustion of fossil fuels, 
oxygen reacts with nitrogen to 
produce nitrogen oxides—NOx (NO, 
NO2, NO3, N2O, N2O3, N2O4, and 
N2O5).  NOx is a precursor to ozone, 
PM10, and PM2.5 formation.  NOx can 
react with compounds to form nitric 
acid and related small particles and 
result in PM related health effects.   

NOx is produced in motor vehicle 
internal combustion engines and 
fossil fuel‐fired electric utility and 
industrial boilers.  Nitrogen dioxide 
(NO2) forms quickly from NOx 
emissions.  NO2 concentrations near 
major roads can be 30 to 100 
percent higher than those at 
monitoring stations. 

Annual  0.030 ppm  0.053 ppm 
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Table 3.2‐1 (cont.): Description of Air Pollutants 

Air Pollutant 
Averaging 
Time 

California 
Standard 

Federal 
Standarda 

Most Relevant Effects from Pollutant 
Exposure  Properties  Sources 

Sulfur 
dioxidec 

(SO2) 

1 Hour  0.25 ppm  0.075 ppm  Bronchoconstriction accompanied 
by symptoms which may include 
wheezing, shortness of breath and 
chest tightness, during exercise or 
physical activity in persons with 
asthma.  Some population‐based 
studies indicate that the mortality 
and morbidity effects associated 
with fine particles show a similar 
association with ambient sulfur 
dioxide levels.  It is not clear 
whether the two pollutants act 
synergistically or one pollutant 
alone is the predominant factor. 

Sulfur dioxide is a colorless, pungent 
gas.  At levels greater than 0.5 ppm, 
the gas has a strong odor, similar to 
rotten eggs.  Sulfur oxides (SOx) 
include sulfur dioxide and sulfur 
trioxide.  Sulfuric acid is formed from 
sulfur dioxide, which can lead to acid 
deposition and can harm natural 
resources and materials.  Although 
sulfur dioxide concentrations have 
been reduced to levels well below 
state and federal standards, further 
reductions are desirable because 
sulfur dioxide is a precursor to 
sulfate and PM10. 

Human caused sources include 
fossil‐fuel combustion, mineral ore 
processing, and chemical 
manufacturing.  Volcanic emissions 
are a natural source of sulfur 
dioxide.  The gas can also be 
produced in the air by 
dimethylsulfide and hydrogen 
sulfide.  Sulfur dioxide is removed 
from the air by dissolution in water, 
chemical reactions, and transfer to 
soils and ice caps.  The sulfur 
dioxide levels in the State are well 
below the maximum standards. 

3 Hour   —  0.5 ppm 

24 Hour  0.04 ppm  0.14 
(for certain 

areas) 

Annual  —  0.030 ppm 
(for certain 

areas) 

Particulate 
matter 
(PM10) 

24 hour  50 µg/m3  150 µg/m3  •  Short‐term exposure 
(hours/days): irritation of the 
eyes, nose, throat; coughing; 
phlegm; chest tightness; 
shortness of breath; aggravate 
existing lung disease, causing 
asthma attacks and acute 
bronchitis; those with heart 
disease can suffer heart attacks 
and arrhythmias. 

•  Long‐term exposure: reduced 
lung function; chronic bronchitis; 
changes in lung morphology; 
death. 

Suspended particulate matter is a 
mixture of small particles that 
consist of dry solid fragments, 
droplets of water, or solid cores with 
liquid coatings.  The particles vary in 
shape, size, and composition.  PM10 
refers to particulate matter that is 
between 2.5 and 10 microns in 
diameter, (1 micron is one‐millionth 
of a meter).  PM2.5 refers to 
particulate matter that is 2.5 microns 
or less in diameter, about one‐
thirtieth the size of the average 
human hair. 

Stationary sources include fuel or 
wood combustion for electrical 
utilities, residential space heating, 
and industrial processes; 
construction and demolition; 
metals, minerals, and 
petrochemicals; wood products 
processing; mills and elevators used 
in agriculture; erosion from tilled 
lands; waste disposal, and recycling.  
Mobile or transportation related 
sources are from vehicle exhaust 
and road dust.  Secondary particles 
form from reactions in the 
atmosphere. 

Mean  20 µg/m3  — 

Particulate 
matter 
(PM2.5) 

24 Hour  —  35 µg/m3 

Annual  12 µg/m3  12.0 µg/m3 

Visibility‐
reducing 
particles 

8 Hour  See note belowd 
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Table 3.2‐1 (cont.): Description of Air Pollutants 

Air Pollutant 
Averaging 
Time 

California 
Standard 

Federal 
Standarda 

Most Relevant Effects from Pollutant 
Exposure  Properties  Sources 

Sulfates  24 Hour  25 µg/m3  —  (a)  Decrease in ventilatory function; 
(b)  aggravation of asthmatic 

symptoms; 
(c)  aggravation of cardio‐

pulmonary disease; 
(d)  vegetation damage; 
(e)  degradation of visibility; 
(f)  property damage. 

The sulfate ion is a polyatomic anion 
with the empirical formula SO4

2−.  
Sulfates occur in combination with 
metal and/or hydrogen ions.  Many 
sulfates are soluble in water. 

Sulfates are particulates formed 
through the photochemical 
oxidation of sulfur dioxide.  In 
California, the main source of sulfur 
compounds is combustion of 
gasoline and diesel fuel. 

Leade  30‐day  1.5 µg/m3  —  Lead accumulates in bones, soft 
tissue, and blood and can affect the 
kidneys, liver, and nervous system.  It 
can cause impairment of blood 
formation and nerve conduction, 
behavior disorders, mental 
retardation, neurological impairment, 
learning deficiencies, and low IQs. 

Lead is a solid heavy metal that can 
exist in air pollution as an aerosol 
particle component.  Leaded gasoline 
was used in motor vehicles until 
around 1970.  Lead concentrations 
have not exceeded state or federal 
standards at any monitoring station 
since 1982.   

Lead ore crushing, lead‐ore smelting, 
and battery manufacturing are 
currently the largest sources of lead 
in the atmosphere in the United 
States.  Other sources include dust 
from soils contaminated with lead‐
based paint, solid waste disposal, and 
crustal physical weathering.   

Quarter  —  1.5 µg/m3 

Rolling 3‐
month 
average 

—  0.15 µg/m3 

Vinyl 
chloridee 

24 Hour  0.01 ppm  —  Short‐term exposure to high levels of 
vinyl chloride in the air causes central 
nervous system effects, such as 
dizziness, drowsiness, and headaches.  
Epidemiological studies of 
occupationally exposed workers have 
linked vinyl chloride exposure to 
development of a rare cancer, liver 
angiosarcoma, and have suggested a 
relationship between exposure and 
lung and brain cancers. 

Vinyl chloride, or chloroethene, is a 
chlorinated hydrocarbon and a 
colorless gas with a mild, sweet odor.  
In 1990, ARB identified vinyl chloride 
as a toxic air contaminant and 
estimated a cancer unit risk factor. 

Most vinyl chloride is used to make 
polyvinyl chloride plastic and vinyl 
products, including pipes, wire and 
cable coatings, and packaging 
materials.  It can be formed when 
plastics containing these substances 
are left to decompose in solid waste 
landfills.  Vinyl chloride has been 
detected near landfills, sewage 
plants, and hazardous waste sites. 

Hydrogen 
sulfide 

1 Hour  0.03 ppm  —  High levels of hydrogen sulfide can 
cause immediate respiratory arrest.  
It can irritate the eyes and respiratory 
tract and cause headache, nausea, 
vomiting, and cough.  Long exposure 
can cause pulmonary edema. 

Hydrogen sulfide (H2S) is a flammable, 
colorless, poisonous gas that smells 
like rotten eggs. 

Manure, storage tanks, ponds, 
anaerobic lagoons, and land 
application sites are the primary 
sources of hydrogen sulfide.  
Anthropogenic sources include the 
combustion of sulfur containing fuels 
(oil and coal). 
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Table 3.2‐1 (cont.): Description of Air Pollutants 

Air Pollutant 
Averaging 
Time 

California 
Standard 

Federal 
Standarda 

Most Relevant Effects from Pollutant 
Exposure  Properties  Sources 

Volatile organic 
compounds (VOC) 

There are no state or 
federal standards for VOCs 
because they are not 
classified as criteria 
pollutants. 

Although health‐based standards 
have not been established for VOCs, 
health effects can occur from 
exposures to high concentrations 
because of interference with oxygen 
uptake.  In general, concentrations 
of VOCs are suspected to cause eye, 
nose, and throat irritation; 
headaches; loss of coordination; 
nausea; and damage to the liver, the 
kidneys, and the central nervous 
system.  Many VOCs have been 
classified as toxic air contaminants. 

Reactive organic gases (ROG), or 
VOCs, are defined as any compound 
of carbon—excluding carbon 
monoxide, carbon dioxide, carbonic 
acid, metallic carbides or carbonates, 
and ammonium carbonate—that 
participates in atmospheric 
photochemical reactions.  Although 
there are slight differences in the 
definition of ROG and VOCs, the two 
terms are often used 
interchangeably. 

Indoor sources of VOCs include 
paints, solvents, aerosol sprays, 
cleansers, tobacco smoke, etc.  
Outdoor sources of VOCs are from 
combustion and fuel evaporation.  A 
reduction in VOC emissions reduces 
certain chemical reactions that 
contribute to the formulation of 
ozone.  VOCs are transformed into 
organic aerosols in the atmosphere, 
which contribute to higher PM10 and 
lower visibility. 

Diesel particulate matter 
(DPM) 

There are no ambient air 
quality standards for DPM. 

Some short‐term (acute) effects of 
DPM exposure include eye, nose, 
throat, and lung irritation, coughs, 
headaches, light‐headedness, and 
nausea.  Studies have linked 
elevated particle levels in the air to 
increased hospital admissions, 
emergency room visits, asthma 
attacks, and premature deaths 
among those suffering from 
respiratory problems.  Human 
studies on the carcinogenicity of 
DPM demonstrate an increased risk 
of lung cancer, although the 
increased risk cannot be clearly 
attributed to diesel exhaust 
exposure. 

DPM is a source of PM2.5—diesel 
particles are typically 2.5 microns 
and smaller.  Diesel exhaust is a 
complex mixture of thousands of 
particles and gases that is produced 
when an engine burns diesel fuel.  
Organic compounds account for 80 
percent of the total particulate 
matter mass, which consists of 
compounds such as hydrocarbons 
and their derivatives, and polycyclic 
aromatic hydrocarbons and their 
derivatives.  Fifteen polycyclic 
aromatic hydrocarbons are 
confirmed carcinogens, a number of 
which are found in diesel exhaust.   

Diesel exhaust is a major source of 
ambient particulate matter 
pollution in urban environments.  
Typically, the main source of DPM is 
from combustion of diesel fuel in 
diesel‐powered engines.  Such 
engines are in on‐road vehicles such 
as diesel trucks, off‐road 
construction vehicles, diesel 
electrical generators, and various 
pieces of stationary construction 
equipment.   
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Table 3.2‐1 (cont.): Description of Air Pollutants 

Air Pollutant 
Averaging 
Time 

California 
Standard 

Federal 
Standarda 

Most Relevant Effects from Pollutant 
Exposure  Properties  Sources 

Notes: 
ppm = parts per million (concentration) µg/m3 = micrograms per cubic meter  Annual = Annual Arithmetic Mean  30‐day = 30‐day average  Quarter = Calendar quarter 
a  Federal standard refers to the primary national ambient air quality standard, or the levels of air quality necessary, with an adequate margin of safety to protect the public health.  All 

standards listed are primary standards except for 3 Hour SO2, which is a secondary standard.  A secondary standard is the level of air quality necessary to protect the public welfare from 
any known or anticipated adverse effects of a pollutant. 

b  To attain the 1‐hour NO2 national standard, the 3‐year average of the annual 98th percentile of the 1‐hour daily maximum concentrations at each site must not exceed 100 parts per 
billion (ppb) (0.100 ppm).  

c  On June 2, 2010, a new 1‐hour SO2 standard was established and the existing 24‐hour and annual primary standards were revoked.  To attain the 1‐hour national standard, the 3‐year 
average of the annual 99th percentile of the 1‐hour daily maximum concentrations at each site must not exceed 75 ppb.  The 1971 SO2 national standards (24‐hour and annual) remain in 
effect until one year after an area is designated for the 2010 standard, except that in areas designated nonattainment for the 1971 standards, the 1971 standards remain in effect until 
implementation plans to attain or maintain the 2010 standards are approved. 

d  Visibility‐reducing particles: In 1989, the ARB converted both the general statewide 10‐mile visibility standard and the Lake Tahoe 30‐mile visibility standard to instrumental equivalents, 
which are “extinction of 0.23 per kilometer” and “extinction of 0.07 per kilometer” for the statewide and Lake Tahoe Air Basin standards, respectively. 

e  The ARB has identified lead and vinyl chloride as ‘toxic air contaminants’ with no threshold level of exposure for adverse health effects determined.  These actions allow for the 
implementation of control measures at levels below the ambient concentrations specified for these pollutants. 

Source of effects, properties, and sources: South Coast Air Quality Management District 2007; California Environmental Protection Agency 2002; California Air Resources Board 2009a; U.S. 
Environmental Protection Agency 2003, 2009a, 2009b, 2010, 2011, and 2012a; National Toxicology Program 2011a and 2011b. 
Source of standards: California Air Resources Board 2013a. 
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Toxic Air Contaminants Health Effects 

A toxic air contaminant is defined as an air pollutant which may cause or contribute to an increase in 

mortality or serious illness, or which may pose a hazard to human health.  Toxic air contaminants are 

usually present in minute quantities in the ambient air.  However, their high toxicity or health risk 

may pose a threat to public health even at very low concentrations. 

Besides the “criteria” pollutants, there is another group of substances found in ambient air referred 

to as Hazardous Air Pollutants (HAPs) under the Federal Clean Air Act and Toxic Air Contaminants 

(TACs) under the California Clean Air Act.  A TAC is defined as an air pollutant that may cause or 

contribute to an increase in mortality or serious illness, or that may pose a hazard to human health.  

These contaminants tend to be localized and are found in relatively low concentrations in ambient 

air.  However, they can result in adverse chronic health effects if exposure to low concentrations 

occurs for long periods. 

The California Almanac of Emissions and Air Quality presents the relevant concentration and cancer 

risk data for the ten TACs that pose the most substantial health risk in California based on available 

data.  The ten TACs are acetaldehyde, benzene, 1.3‐butadiene, carbon tetrachloride, hexavalent 

chromium, para‐dichlorobenzene, formaldehyde, methylene chloride, perchloroethylene, and diesel 

particulate matter (DPM). 

Some studies indicate that DPM poses the greatest health risk among the TACs listed above.  A 10‐

year research program (ARB 1998) demonstrated that DPM from diesel‐fueled engines is a human 

carcinogen and that chronic (long‐term) inhalation exposure to DPM poses a chronic health risk.  In 

addition to increasing the risk of lung cancer, exposure to diesel exhaust can have other health 

effects.  Diesel exhaust can irritate the eyes, nose, throat, and lungs, and it can cause coughs, 

headaches, lightheadedness, and nausea.  Diesel exhaust is a major source of fine particulate 

pollution as well, and studies have linked elevated particle levels in the air to increased hospital 

admissions, emergency room visits, asthma attacks, and premature deaths among those suffering 

from respiratory problems. 

DPM differs from other TACs in that it is not a single substance but a complex mixture of hundreds of 

substances.  Although DPM is emitted by diesel‐fueled, internal combustion engines, the 

composition of the emissions varies, depending on engine type, operating conditions, fuel 

composition, lubricating oil, and whether an emission control system is present.  Unlike the other 

TACs, however, no ambient monitoring data are available for DPM because no routine measurement 

method currently exists.  The ARB has made preliminary concentration estimates based on a DPM 

exposure method.  This method uses the ARB emissions inventory’s PM10 database, ambient PM10 

monitoring data, and the results from several studies to estimate concentrations of DPM. 

Limited data on levels and health risks attributable to the top 10 TACs listed above is available from 

the ARB as part of its California Almanac of Emissions and Air Quality—2009 Edition (ARB 2009b).  As 

shown therein for data collected at the First Street air monitoring station in Fresno, cancer risks 

attributable to all of the listed TACs above with the exception of DPM have declined about 70 

percent from the mid‐1990s to 2007.  Risks associated with DPM emissions are only provided for the 

year 2000 and have not been updated in the Almanac.  Although more recent editions of the 
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Almanac do not provide estimated risk, they do provide emission inventories for DPM for later years.  

The 2013 Almanac provides emission inventory trends for DPM from 2000 through 2035.  The ARB 

Almanac 2013 reports that DPM emissions were reduced in the SJVAB from 16 tons per day in 2000 

to 11 tons per day in 2010 for a 31 percent decrease.  DPM emissions in the San Joaquin Valley are 

projected to decrease to 6 tons per day by 2015 for a 62 percent reduction from year 2000 levels.  

ARB predicts a reduction to 3 tons per day by 2035 for an 81 percent reduction from year 2000 

levels.  Continued implementation of the ARB’s Diesel Risk Reduction Plan is expected to provide 

continued reductions in DPM through 2020 and beyond through regulations on this source (ARB 

2013). 

The Office of Health Hazard Assessment (OEHHA) issued new guidance for preparing health risk 

assessments in February 2015.  OEHHA updated the guidance to address the Children’s 

Environmental Health Protection Act of 1999 (Health and Safety Code Section 39606, which requires 

explicit consideration of infants and children in assessing risks from air toxics.  This necessitated 

revisions of the methods for both noncancer and cancer risk assessment, and of the exposure 

variates.  This OEHHA Guidance Manual updates the previous version (OEHHA, 2003), and reflects 

advances in the field of risk assessment along with explicit consideration of infants and children.  The 

methodology provided in the OEHHA guidance for deriving cancer potency factors and adjusting 

cancer potency to account for the increased sensitivity of early‐in‐life exposure to carcinogens.  

OEHHA recommends a tenfold early‐in‐life potency factor adjustment for the third trimester and 

ages zero to less than two, and a threefold adjustment factor for ages two to less than sixteen.  In 

addition, OEHHA recommends evaluating residency periods of 9, 30, and 70 years.  This means that 

exposure variates are needed for the third trimester, ages zero to less than two, ages two to less than 

nine, ages two to less than 16, ages 16 to less than 30, and ages 16 to 70 (OEHHA 2015).  The ARB 

CAPCOA Risk Management Guidance provides average background risk for the air basin using new 

OEHHA method.  The ARB and California Air Pollution Control Officers Association (CAPCOA) 

document Risk Management Guidance for Stationary Sources of Air Toxics (July 23, 2015), p. 8 

provides an additional source of estimates of statewide and regional ambient cancer risk based on 

the February 2015 OEHHA guidance.  The ARB/CAPCOA document indicates that regional ambient 

cancer risk (background risk) in the San Joaquin Valley was estimated at 3,860 in a million in 1990 

and 1,110 in a million based on 2014 toxic monitoring data and 2012 estimates of DPM emissions 

(ARB 2015). 

Asbestos 

Asbestos is the name given to a number of naturally occurring fibrous silicate minerals that have 

been mined for their useful properties such as thermal insulation, chemical and thermal stability, 

and high tensile strength.  The three most common types of asbestos are chrysotile, amosite, and 

crocidolite.  Chrysotile, also known as white asbestos, is the most common type of asbestos found in 

buildings.  Chrysotile makes up approximately 90 to 95 percent of all asbestos contained in buildings 

in the United States. 

Asbestos is also found in a natural state, known as naturally occurring asbestos.  Exposure and 

disturbance of rock and soil that naturally contain asbestos can result in the release of fibers to the 

air and consequent exposure to the public.  Asbestos most commonly occurs in ultramafic rock that 
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has undergone partial or complete alteration to serpentine rock (serpentinite) and often contains 

chrysotile asbestos.  In addition, another form of asbestos, tremolite, can be found associated with 

ultramafic rock, particularly near faults.  Sources of asbestos emissions include unpaved roads or 

driveways surfaced with ultramafic rock, construction activities in ultramafic rock deposits, or rock 

quarrying activities where ultramafic rock is present. 

Exposure to asbestos is a health threat; exposure to asbestos fibers may result in health issues such 

as lung cancer, mesothelioma (a rare cancer of the thin membranes lining the lungs, chest and 

abdominal cavity), and asbestosis (a non‐cancerous lung disease which causes scarring of the lungs). 

The Department of Conservation, Division of Mines and Geology published a guide entitled, “A 

General Location Guide For Ultramafic Rocks In California—Areas More Likely To Contain Naturally 

Occurring Asbestos,” dated August 2000, for generally identifying areas that are likely to contain 

naturally occurring asbestos.  According to the California Division of Mines and Geology, rock 

formations that contain naturally occurring asbestos are known to be present in 44 of California’s 58 

counties, including Fresno County. 

A review of a map containing areas more likely to have rock formations containing naturally 

occurring asbestos in California indicates that the project site is not in an area that is likely to contain 

naturally occurring asbestos.  The nearest locations of naturally occurring asbestos shown are near 

Pine Flat Dam, which is not within the vicinity of the project site.  As noted in the Division of Mines 

and Geology’s report, the map only shows the general location of naturally occurring asbestos‐

containing formations and may not show all potential occurrences. 

Existing Air Quality 

Air Pollutant Emissions Inventory 

An emissions inventory is an account of the amount of air pollution generated by various emissions 

sources.  To estimate the sources and quantities of pollution, the California Air Resources Board 

(ARB), in cooperation with local air districts, other government agencies, and industry, maintains an 

inventory of California emission sources.  Sources are subdivided into the four major emission 

categories: mobile, stationary, areawide, and natural sources. 

Mobile sources include on‐road sources and off‐road mobile sources.  The on‐road emissions 

inventory, which includes automobiles, motorcycles, and trucks, is based on an estimation of 

population, activity, and emissions of the on‐road motor vehicles used in California.  The off‐road 

emissions inventory is based on an estimate of the population, activity, and emissions of various off‐

road equipment, including recreational vehicles, farm and construction equipment, lawn and garden 

equipment, forklifts, locomotives, commercial marine ships, and marine pleasure craft. 

Stationary sources are large, fixed sources of air pollution, such as power plants, refineries, and 

manufacturing facilities.  Stationary sources also include aggregated point sources.  These include 

many small point sources, or facilities, that are not inventoried individually but are estimated as a 

group and reported as a single‐source category, such as gas stations and dry cleaners.  Each of the 

local air districts estimates the emissions for the majority of stationary sources within its jurisdiction.  
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Stationary source emissions are based on estimates made by facility operators and local air districts.  

Emissions from specific facilities can be identified by name and location. 

Areawide sources include source categories associated with human activity that take place over a wide 

geographic area.  Emissions from areawide sources may be either from small, individual sources, such 

as residential fireplaces, or from widely distributed sources that cannot be tied to a single location, 

such as consumer products, and dust from unpaved roads or farming operations (such as tilling). 

Natural, or non‐anthropogenic, sources include source categories with naturally occurring emissions 

such as geogenic (e.g., petroleum seeps), wildfires, and biogenic emissions from plants. 

Fresno County Emissions Inventory 

Emissions inventory information is compiled by ARB and is available on its Almanac Emission 

Projection Data website.  Table 3.2‐2 summarizes Fresno County’s most recently available emissions 

inventory estimate emissions for the main pollutants of concern in the Air Basin.  Note that the 

emissions inventory was published in 2009 and includes 2008 data.  ARB has not published any new 

data for later years.  Included are reactive organic gases (ROG), carbon monoxide (CO), oxides of 

nitrogen (NOx), and particulate matter (PM).  Particulate matter is a general category that is further 

divided by the size of the particulates, into PM10 for particulates 10 microns or less in diameter, and 

PM2.5 for particulates 2.5 microns or less in diameter.  More information on the general sources and 

health effects of these pollutants is available below under the Pollutants of Concern section. 

Table 3.2‐2: 2008 Fresno County Emissions Inventory 

Emissions 
Classification  Emission Category 

Pollutants (tons per day) 

ROG  CO  NOx  PM10  PM2.5 

Stationary  Fuel Combustion  0.8  8.4  11.2  1.2  1.2 

Waste Disposal  1.5  0.1  0.0  0.0  0.0 

Cleaning and Surface Coatings  6.5  —  —  0.0  0.0 

Petroleum Production and Marketing  3.0  0.0  0.0  0.0  0.0 

Industrial Processes  5.3  0.3  5.2  2.9  1.7 

Areawide  Solvent Evaporation  15.1  —  —  —  — 

Miscellaneous Processes  21.3  110.0  6.8  72.3  21.6 

Mobile  On‐Road Motor Vehicles  15.0  133.7  55.3  2.6  2.0 

Other Mobile Sources  12.8  77.2  23.7  1.6  1.4 

Natural (Non‐
Anthropogenic) 

Biogenic Sources  62.9  —  —  —  — 

Geogenic Sources  0.1  —  —  —  — 

Wildfires  1.0  14.6  0.5  1.5  1.3 

Fresno County Total*  145.4  344.2  102.8  82.1  29.1 

Note: 
*  Total based on non‐rounded emissions estimates. 
Source: California Air Resources Board, 2009. 
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ROG.  Natural sources contributed the majority of ROG emissions in Fresno County in 2008, 

generating approximately 44 percent of the total inventory.  Biogenic (plant‐generated) emissions 

constituted the majority of natural source emissions.  The next‐largest contributor of ROG emissions 

came from area sources with approximately 25 percent of the total inventory.  Within areawide 

sources, the largest single contributor of ROG emissions was farming operations, contributing 9 

percent of the County’s total areawide ROG inventory.  Mobile sources accounted for approximately 

19 percent of the 2008 emissions inventory. 

CO.  Mobile sources generated the majority of CO emissions in the County at approximately 61 

percent of the total CO inventory, with on‐road motor vehicles contributing approximately 39 

percent.  Light‐duty cars and trucks are the predominant source of on‐road vehicles, contributing 

approximately 32 percent of the County’s total CO inventory. 

NOx.  Mobile sources generated the majority of NOx emissions in the County at approximately 77 

percent of the total NOx inventory, with on‐road motor vehicles contributing approximately 54 

percent.  Heavy‐duty diesel trucks are the predominant source of NOx from on‐road vehicles, 

contributing 36 percent of the County’s total NOx inventory. 

PM10.  For PM10, areawide sources contributed approximately 88 percent of the 2008 inventory.  The 

main PM10‐generating, areawide sources include farming operations, fugitive windblown dust, and 

paved and unpaved road dust. 

PM2.5.  Areawide sources contributed approximately 74 percent of the 2008 Fresno County inventory.  

The main PM2.5‐generating areawide source came from managed burning and disposal, contributing 

31 percent of the County’s total PM2.5 emissions.  Other major sources include farming operations 

and residential fuel combustion, contributing 21 percent of the total inventory.  Mobile sources 

contributed approximately 12 percent of the County’s total PM2.5 inventory. 

Local Air Quality 

Existing local air quality, historical trends, and projections of air quality are best evaluated by 

reviewing relevant air pollutant concentrations from near the project area.  The ARB and the 

SJVAPCD operate six air monitoring stations in Fresno County.  The closest monitoring station to the 

project site that measures all pollutants of concern is located in Fresno near North First Street and 

East Shields Avenue, approximately 4.3 miles south of the project site.  The monitoring station is 

operated by the ARB.  Note that air monitoring data after 2012 was unavailable from the Fresno First 

Street monitoring station when it was relocated to a new site.  Data for 2013 and 2014 were 

compiled from the Fresno Garland air monitoring station, which is close to the Fresno First Street 

station.  Table 3.2‐3 summarizes 2011 through 2014 published monitoring data from ARB’s 

Aerometric Data Analysis and Management System for the Fresno‐First Street Station.  As shown in 

Table 3.2‐3, ambient air pollution concentrations in the project area regularly exceeded the state 1‐

hour ozone standard and the federal 8‐hour standard in the last 4 years.  In the same timeframe, the 

project area also exceeded the state 24‐hour PM10 standard and the federal PM2.5 standard.  

However, the project area did not exceed the federal or state CO and NO2 standards, nor did the 

project area exceed the federal PM10 standard. 
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Table 3.2‐3: Air Quality Monitoring Summary 

Air Pollutant 
Averaging 
Time  Item  2011  2012  2013  2014 

Ozone  1 Hour  Max 1 Hour (ppm)  0.119  0.127  0.103  0.112 

Days > State Standard (0.09 ppm)  14  9  6  16 

8 Hour  Max 8 Hour (ppm)  0.096  0.108  0.093  0.094 

Days > State Standard (0.07 ppm)  54  75  30  57 

Days > National Standard (0.075 
ppm) 

33  46  17  29 

Carbon 
monoxide 

Maximum 
1 Hour 
(ppm)1 

Max 1 Hour (State) (20 ppm) 
Max 1 Hour (National) (35 ppm) 

3.27  3.17  ID  ID 

8 Hour  Max 8 Hour (ppm)  2.29  2.22  ID  ID 

Days > State Standard (9.0 ppm)  0  0  ID  ID 

Days > National Standard (9 ppm)  0  0  ID  ID 

Nitrogen 
dioxide (NO2)

  
Annual  Annual Average (ppm)   0.012  ID  ID  ID 

1 Hour  Max 1 Hour (ppm)  0.062  0.059  0.060  0.0595 

Days > State Standard (0.18 ppm)  0  0  0  0 

98th Percentile of 1 hr Average 
(ppm) 

0.050  0.059  0.053  0.054 

Inhalable coarse 
particles (PM10)

  
Annual  Annual Average (µg/m3)  29.2  ID  65.2  39.4 

24 hour  24 Hour (µg/m3)  94.3  ID  136.9  127.3 

Days > State Standard (50 µg/m3)  9  0  ID  ID 

Days > National Standard (150 
µg/m3) 

0  0  ID  0 

Fine particulate 
matter (PM2.5) 

Annual  Annual Average (µg/m3)   15.9  ID  16.7  15.2 

24 Hour  24 Hour (µg/m3)  77.3  93.4  99.6  94.6 

Days > National Standard (35 
µg/m3) 

39  20  39  35 

Notes: 
1  The ARB does not report 1‐hour average CO concentrations in it database, only 8‐hour CO concentrations.  Therefore, 

the 1‐hour CO concentration was derived by dividing the 8‐hour concentration by 0.7. 
> = exceed  ppm = parts per million  g/m3 = micrograms per cubic meter 
ID = insufficient data  ND = no data  max = maximum 
State Standard = California Ambient Air Quality Standard 
National Standard = National Ambient Air Quality Standard 
The North 1st Street monitoring station was recently closed and replaced by the Garland Avenue monitoring station. 
Source: California Air Resources Board 2015a. 
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Sensitive Receptors 

Children, the elderly, and persons with preexisting respiratory or cardiovascular illness, are 

particularly sensitive to the health impacts of air pollution.  For purposes of CEQA, the SJVAPCD 

considers a sensitive receptor to be a location that houses or attracts children, the elderly, people 

with illnesses, or others who are especially sensitive to the effects of air pollutants.  Examples of 

sensitive receptors include hospitals, residences, convalescent facilities, and schools.  Office workers 

may also be considered sensitive receptors, based on their proximity to sources of toxic air 

contaminants and the fact that workers may be exposed over the duration of their employment.  The 

nearest sensitive receptors to the project are the residences 0.04 mile north and east of the project 

boundary.  Other sensitive receptors include: 

 Residences: 0.12 mile northeast of the project site 

 Lawless Elementary School: 0.12 mile north of the project site  

 Blythe Avenue Kinder Care: 0.40 west of the project site 
 Fresno Unified School District Facilities Planning: 0.45 mile south of the project site 

 Fresno Migrant Head Start: 0.65 mile west of the project site 

 

3.2.3 ‐ Regulatory Framework 

Air pollutants are regulated at the national, state, and air basin level; each agency has a different 

degree of control.  The Environmental Protection Agency (EPA) regulates at the national level.  The 

ARB regulates at the state level and SJVAPCD regulates at the air basin level. 

National and State 

Environmental Protection Agency 

The EPA handles global, international, national, and interstate air pollution issues and policies.  EPA’s 

authority to regulate criteria pollutants is derived from the Federal Clean Air Act (CAA) of 1970 with 

major amendments in 1977 and 1990.  The EPA sets national vehicle and stationary source emission 

standards, oversees approval of all State Implementation Plans, and provides research and guidance in 

air pollution programs, and sets National Ambient Air Quality Standards, also known as federal 

standards.  There are federal standards for six common air pollutants, called criteria air pollutants that 

were identified in the CAA.  The six criteria pollutants are ozone, particulate matter (PM10 and PM2.5), 

nitrogen dioxide, carbon monoxide (CO), lead, and sulfur dioxide.  The federal standards were set to 

protect public health, including that of sensitive individuals; thus, the standards continue to change as 

more medical research is available regarding the health effects of the criteria pollutants. 

California Air Resources Board 

The ARB is the state agency responsible for air quality regulation and air quality planning at the state 

level.  The San Joaquin Valley Air Basin is subject to major air quality planning programs required by 

the federal Clean Air Act (CAA) to address pollutants where the basin violates NAAQS.  The SJVAB 

violates the NAAQS for ozone and particulate matter.  The SJVAB no longer violates the NAAQS for 

carbon monoxide, but must comply with requirements that the standard is maintained. 

A State Implementation Plan is prepared by each state describing existing and future air quality 

conditions and control measures that will be implemented to attain and maintain National Ambient 
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Air Quality Standards.  The State Implementation Plan for the State of California is administered by 

ARB, which has overall responsibility for statewide air quality maintenance and air pollution 

prevention.  The State Implementation Plan incorporates individual federal attainment plans for 

County and regional air districts.  In California, air pollution control agencies in cooperation with the 

ARB and regional transportation planning agencies prepare regional Air Quality Plans to identify the 

measures by which stationary, area, and mobile sources of pollutants can be controlled in order to 

achieve all standards within the deadlines specified in the Clean Air Act.  These federal attainment 

plans include the technical foundation for understanding air quality (e.g., emission inventories and 

air quality monitoring) control measures and strategies and enforcement mechanisms.  Federal 

attainment plans prepared by each air district are sent to ARB to be approved and incorporated into 

the California State Implementation Plan, and submitted to the EPA for final approval. 

ARB also administers California Ambient Air Quality Standards for the 10 air pollutants designated in 

the California Clean Air Act enacted in 1988.  The 10 state air pollutants are the six criteria pollutants 

listed above as well as visibility reducing particulates, hydrogen sulfide, sulfates, and vinyl chloride.  

Visibility‐reducing particles are suspended particulate matter.  The federal and state ambient air 

quality standards are provided in Table 3.2‐3 above. 

California Air Quality Regulations 

The State of California has achieved dramatic reductions in emissions through its regulations on 

mobile sources.  Because of the severity of the air pollution problems in the State, California was 

authorized by EPA to adopt standards that are more stringent than federal standards for certain 

sources.  Several of the most important state programs are described below. 

Low‐Emission Vehicle Program 

The ARB first adopted Low‐Emission Vehicle (LEV) program standards in 1990.  These first LEV 

standards ran from 1994 through 2003.  LEV II regulations, running from 2004 through 2010, 

represent continuing progress in emission reductions.  As the State’s passenger vehicle fleet 

continues to grow and more sport utility vehicles and pickup trucks are used as passenger cars rather 

than work vehicles, the more stringent LEV II standards were adopted to provide reductions 

necessary for California to meet federally mandated clean air goals outlined in the 1994 State 

Implementation Plan.  In 2012, ARB adopted the LEV III amendments to California’s Low‐Emission 

Vehicle (LEV) regulations.  These amendments include more stringent emission standards for both 

criteria pollutants and GHGs for new passenger vehicles (ARB 2012a). 

On‐Road Heavy‐Duty Vehicle Program 

The ARB has adopted standards for emissions from various types of new on‐road heavy‐duty 

vehicles.  Section 1956.8, Title 13, California Code of Regulations contains California’s emission 

standards for on‐road heavy‐duty engines and vehicles, and test procedures.  ARB has also adopted 

programs to reduce emissions from in‐use heavy‐duty vehicles including the Heavy‐Duty Diesel 

Vehicle Idling Reduction Program, the Heavy‐Duty Diesel In‐Use Compliance Program, the Public Bus 

Fleet Rule and Engine Standards, and the School Bus Program and others (ARB 2013b). 
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ARB Regulation for In‐Use Off‐Road Diesel Vehicles 

On July 26, 2007, the ARB adopted a regulation to reduce DPM and nitrous oxides (NOx) emissions 

from in‐use (existing) off‐road heavy‐duty diesel vehicles in California.  Such vehicles are used in 

construction, mining, and industrial operations.  The regulation limits idling to no more than five 

consecutive minutes, requires reporting and labeling, and requires disclosure of the regulation upon 

vehicle sale.  The ARB is enforcing that part of the rule with fines up to $10,000 per day for each 

vehicle in violation.  Performance requirements of the rule are based on a fleet’s average NOx 

emissions, which can be met by replacing older vehicles with newer, cleaner vehicles or by applying 

exhaust retrofits.  The regulation was amended in 2010 to delay the original timeline of the 

performance requirements making the first compliance deadline January 1, 2014 for large fleets 

(over 5,000 horsepower), 2017 for medium fleets (2,501–5,000 horsepower), and 2019 for small 

fleets (2,500 horsepower or less). 

Applicable Toxic Air Contaminant Regulation 

A toxic air contaminant (TAC) is defined as an air pollutant that may cause or contribute to an 

increase in mortality or serious illness, or that may pose a hazard to human health.  TACs are usually 

present in minute quantities in the ambient air; however, their high toxicity or health risk may pose a 

threat to public health even at low concentrations.  There are no ambient air quality standards for 

TAC emissions.  TACs are regulated in terms of health risks to individuals and populations exposed to 

the pollutants.  The 1990 Clean Air Act Amendments significantly expanded the EPA’s authority to 

regulate hazardous air pollutants (HAPs).  Section 112 of the Clean Air Act lists 187 hazardous air 

pollutants to be regulated by source category.  Authority to regulate these pollutants was delegated 

to the states.  The ARB and local air districts regulate TACs and HAPs in California.  ARB’s toxic air 

contaminant program traces its beginning to the criteria pollutant program in the 1960s.  For many 

years, the criteria pollutant control program has been effective at reducing toxic air contaminants, 

since many volatile organic compounds and PM constituents are also toxic air contaminants.  During 

the 1980s, the public’s concern over toxic chemicals heightened.  As a result, citizens demanded 

protection and control over the release of toxic chemicals into the air.  In response to public 

concerns, the California legislature enacted the Toxic Air Contaminant Identification and Control Act 

governing the release of toxic air contaminants into the air.  This law charges ARB with the 

responsibility for identifying substances as toxic air contaminants, setting priorities for control, 

adopting control strategies, and promoting alternative processes.  ARB has designated almost 200 

compounds as toxic air contaminants.  Additionally, ARB has implemented control strategies for a 

number of compounds that pose high health risk and show potential for effective control. 

The primary strategy for reducing DPM emissions is the ARB Diesel Risk Reduction Plan approved in 

2000.  The Diesel Risk Reduction Plan has led to the adoption of new state regulatory standards for 

all new on‐road, off‐road, and stationary diesel‐fueled engines and vehicles to reduce DPM 

emissions.  The projected emission benefits associated with the full implementation of this plan, 

including federal measures, are reductions in DPM emissions and associated cancer risks of 75 

percent by 2010 and 85 percent by 2020 (ARB 2000).  Specifically, the ARB forecasts a reduction in 

DPM emissions in the SJVAB of 16 tons per day to 3 tons per day by 2030 for an 81 percent decrease 

from 2000 levels accounting for projected growth in the San Joaquin Valley.  The reductions are 

primarily due to adopted regulations on mobile sources.  State and air district regulations on other 
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mobile source and industrial source TAC emissions are anticipated to result in continued decline of 

all TACs. 

In 2005, ARB approved an Air Toxics Control Measure (ATCM) to limit diesel‐fueled commercial 

motor vehicle idling to reduce emissions of toxics and criteria pollutants.  The driver of any vehicle 

subject to this section (1) shall not idle the vehicle’s primary diesel engine for greater than 5 minutes 

at any location and (2) shall not idle a diesel‐fueled auxiliary power system for more than 5 minutes 

to power a heater, air conditioner, or any ancillary equipment on the vehicle if it has a sleeper berth 

and the truck is located within 100 feet of a restricted area (homes and schools). 

The Office of Health Hazard Assessment (OEHHA) is responsible for conducting health risk assessments 

of chemical contaminants found in air, including those identified as toxic air contaminants or on the list 

of chemicals under the Air Toxics Hot Spots Act.  Assessments include development of Cancer Potency 

Factors to assess the cancer risk from carcinogens in air, and development of Reference Exposure 

Levels to assess noncancer health impacts.  OEHHA has developed and updates risk assessment 

guidance for use in site‐specific risk assessments under the Air Toxics Hot Spots program.  OEHHA also 

makes health‐based recommendations to the Air Resources Board for Ambient Air Quality Standards.  

Recent legislation, the Children's Environmental Health Protection Act, requires OEHHA to explicitly 

consider infants and children in evaluating health risks of air pollutants. 

OEHHA released the Air Toxics Hot Spots Program Guidance Manual for the Preparation of Risk 

Assessments (Guidance Manual) in February 2015.  This Guidance Manual was developed by OEHHA, 

in conjunction with the Air Resources Board (ARB), for use in implementing the Air Toxics Hot Spots 

Program.  This version of the Guidance Manual includes new procedures and thresholds to use when 

assessing TAC impacts that provide enhanced protection for infants and children.  It is used by air 

pollution control districts that operate the Air Toxics Hot Spots Program at the local level.  The 

Guidance Manual applies only to permitted sources of TAC emissions, but the air districts interpret 

the data for application to other TAC sources related to development projects to assist Lead Agencies 

with the preparation of health risk assessments (HRA) for development projects subject to CEQA 

(OEHHA 2015). 

ARB and CAPCOA issued Risk Management Guidance for Stationary Sources of Air Toxics in July 2015.  

The document provides guidance that air districts may elect to use for incorporating the Office of 

Environmental Health Hazard Assessment’s (OEHHA) new health risk assessment methodology into 

their stationary source permitting and Air Toxics Hot Spots programs (ARB 2015). 

On May 28, 2015, SJVAPCD adopted a new significance threshold in conjunction with the 2015 

OEHHA guidelines1 and recommended their use for permitting and CEQA projects.  In recognition of 

the impact that the 2015 OEHHA guidelines would have on CEQA, SJVAPCD has actually adopted a 

new maximally exposed individual risk numeric significance threshold of 20 in one million2.  The 

SJVAPCD recommends that Projects use the 2015 OEHHA guidelines in conjunction with the 

SJVAPCD’s numeric significance threshold of 20 in one million. 

                                                            
1
  http://www.valleyair.org/busind/pto/staff‐report‐5‐28‐15.pdf. 
2
  http://www.valleyair.org/transportation/0714‐GAMAQI‐TACs‐Thresholds‐of‐Significance.pdf. 
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San Joaquin Valley Air Pollution Control District 

The air pollution control agency for the Air Basin is the San Joaquin Valley Air Pollution Control 

District (SJVAPCD).  The SJVAPCD is made up of eight counties, including San Joaquin, Stanislaus, 

Merced, Madera, Fresno, Kings, Tulare, and the San Joaquin Valley portion of Kern County.  The 

SJVAPCD is responsible for regulating emissions primarily from stationary sources, certain areawide 

sources, and indirect sources.  SJVAPCD has developed rules and regulations to control air pollution 

that primarily affect stationary sources such as industry and power plants, and regulations for 

sources such as fugitive dust, fireplaces, architectural coatings, employee trips, and indirect sources 

related to new development. 

The SJVAPCD maintains air quality monitoring stations throughout the Air Basin.  The SJVAPCD and 

ARB operate six air monitoring stations within the County of Fresno.  The SJVAPCD, in coordination 

with the eight countywide transportation agencies, is also responsible for developing, updating, and 

implementing the Air Quality Plans (AQPs) for the Air Basin.  In addition, the SJVAPCD has prepared 

the Guidance for Assessing and Mitigating Air Quality Impacts (GAMAQI), which sets forth 

recommended thresholds of significance, analysis methodologies, and provides guidance on 

mitigating significant impacts. 

Attainment Status 

There are three terms used to describe whether an air basin is exceeding or meeting federal and state 

standards: Attainment, Nonattainment, and Unclassified.  Areas are designated attainment or 

nonattainment on a per‐pollutant basis.  If an air basin exceeds the “form” of a federal or state standard, 

the air basin is designated as “nonattainment” for that air pollutant.  An air basin is designated as 

“attainment” if all the standards for an air pollutant are met.  If there is inadequate or inconclusive data 

to make a definitive attainment designation for a pollutant, the air basin is considered “unclassified.”  

The current attainment designations for the project area are shown in Table 3.2‐4. 

Federal nonattainment areas are further divided into classifications—severe, serious, or moderate—

as a function of deviation from standards.  As of June 15, 2005, the EPA revoked the 1‐hour ozone 

standard in all areas except the 8‐hour ozone nonattainment Early Action Compact Areas.  Therefore, 

the federal 1‐hour ozone standard is only applicable to certain areas.  The SJVAPCD is not listed as an 

Early Action Compact area; therefore, the federal 1‐hour ozone standard does not apply to the 

project area.  However, the SJVAPCD is still subject to anti‐backsliding requirements such as 

continuation of 1‐hour ozone control strategies. 

Table 3.2‐4: Air Basin Attainment Status (2013) 

Pollutant 

Designation Status 

Federal  State 

Ozone‐One Hour  No Federal Standard  Nonattainment/Severe 

Ozone‐Eight Hour  Nonattainment/Extreme  Nonattainment 

PM10  Attainment  Nonattainment 
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Table 3.2‐4 (cont.): Air Basin Attainment Status (2013) 

Pollutant 

Designation Status 

Federal  State 

PM2.5  Nonattainment  Nonattainment 

Carbon monoxide  Attainment/Unclassified  Attainment/Unclassified 

Nitrogen dioxide  Attainment/Unclassified  Attainment 

Sulfur dioxide  Attainment/Unclassified  Attainment 

Lead (Particulate)  No Designation  Attainment 

Sulfates 

No Federal Standard 

Attainment 

Hydrogen sulfide  Unclassified 

Visibility‐reducing particles  Unclassified 

Vinyl chloride  Attainment 

Source: San Joaquin Valley Air Pollution Control District, 2013. 

 

Current Air Quality Plans 

Under federal and state Regulatory Agencies, a State Implementation Plan is a federal requirement: each 

state prepares a plan to describe existing air quality conditions and measures that will be followed to 

attain and maintain the National Ambient Air Quality Standards.  In addition, state ozone standards have 

planning requirements.  However, state PM10 standards have no attainment planning requirements, but 

air districts must demonstrate that all measures feasible for the area have been adopted. 

Ozone Plans 

The Air Basin is designated nonattainment of state and federal health‐based air quality standards for 

ozone.  To meet Clean Air Act requirements for the one‐hour ozone standard, the SJVAPCD adopted 

an Extreme Ozone Attainment Demonstration Plan in 2004, with an attainment date of 2010.  

Although the EPA revoked the federal 1‐hour ozone standard effective June 15, 2005 and replaced it 

with an 8‐hour standard, the requirement to submit a plan for that standard remained in effect for 

the San Joaquin Valley. 

The planning requirements for the 1‐hour plan remain in effect until replaced by a federal 8‐hour 

ozone attainment plan.  The EPA approved the 2004 Extreme Ozone Attainment Demonstration Plan, 

including revisions to the plan, on March 8, 2010, effective April 7, 2010.  However, the Air Basin 

failed to attain the standard in 2010 and was subject to a $29‐million Clean Air Act penalty.  The 

penalty is being collected through an additional $12 motor vehicle registration surcharge for each 

passenger vehicle registered in the Air Basin that will be applied to pollution reduction programs in 

the region.  The SJVAPCD also instituted a more robust ozone episodic program to reduce emissions 

on days with the potential to exceed the ozone standards.  The SJVAPCD was required to develop a 

new plan for EPA’s revoked 1‐hour ozone standard.  Although EPA approved the 2004 plan for the 1‐

hour ozone standard in 2010, EPA withdrew this approval as a result of litigation.  The SJVAPCD’s 
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2013 Plan for the Revoked 1‐Hour Ozone Standard was approved by the District Governing Board at 

a public hearing on September 19, 2013.  The modeling confirmed that the Valley will attain the 

revoked 1‐hour ozone standard by 2017. 

The Air Basin is classified as serious nonattainment for the federal 8‐hour ozone standard with an 

attainment date of 2013.  On April 30, 2007, the SJVAPCD’s Governing Board adopted the 2007 

Ozone Plan, which contained analysis showing a 2013 attainment target to be unfeasible (SJVAPCD 

2007).  The 2007 Ozone Plan details the plan for achieving attainment on schedule with an “extreme 

nonattainment” deadline of 2026.  At its adoption of the 2007 Ozone Plan, the SJVAPCD also 

requested a reclassification to extreme nonattainment.  ARB approved the plan in June 2007, and 

EPA approved the request for reclassification to extreme nonattainment on April 15, 2010. 

The 2007 Ozone Plan contains measures to reduce ozone and particulate matter precursor emissions 

to bring the Basin into attainment with the federal 8‐hour ozone standard.  The 2007 Ozone Plan 

calls for a 75‐percent reduction of NOx and a 25‐percent reduction of ROG.  The plan, with innovative 

measures and a “dual path” strategy, assures expeditious attainment of the federal 8‐hour ozone 

standard for all Basin residents. 

The Air Basin is designated as an extreme ozone nonattainment area for the EPA’s 2008 8‐hour ozone 

standard of 75 ppb.  The plan to address this standard is expected to be due to the EPA in 2016. 

State ozone standards do not have an attainment deadline but require implementation of all feasible 

measures to achieve attainment at the earliest date possible.  This is achieved through compliance 

with the federal deadlines and control measure requirements. 

Particulate Matter Plans 

The Air Basin was designated nonattainment of state and federal health‐based air quality standards 

for PM10.  The Air Basin is also designated nonattainment of state and federal standards for PM2.5. 

To meet Clean Air Act requirements for the PM10 standard, the SJVAPCD adopted a PM10 Attainment 

Demonstration Plan (Amended 2003 PM10 Plan and 2006 PM10 Plan), which has an attainment date 

of 2010.  The SJVAPCD adopted the 2007 PM10 Maintenance Plan in September 2007 to assure the 

San Joaquin Valley’s continued attainment of the EPA’s PM10 standard.  The EPA designated the valley 

as an attainment/maintenance area for PM10 on September 25, 2008.  Although the San Joaquin 

Valley has exceeded the standard since then, those days were considered exceptional events that are 

not considered a violation of the standard for attainment purposes. 

The 2008 PM2.5 Plan builds upon the comprehensive strategy adopted in the 2007 Ozone Plan to bring 

the Basin into attainment of the 1997 national standards for PM2.5.  The EPA has identified NOx and 

sulfur dioxide as precursors that must be addressed in air quality plans for the 1997 PM2.5 standards.  

The 2008 PM2.5 Plan is a continuation of the SJVAPCD’s strategy to improve the air quality in the Basin.  

The EPA issued final approval of the 2008 PM2.5 Plan on November 9, 2011 effective January 9, 2012.  

The EPA approved the emissions inventory, the reasonably available control measures/reasonably 

available control technology demonstration, reasonable further progress demonstration, attainment 

demonstration and associated air quality modeling, and the transportation conformity motor vehicle 
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emissions budgets.  The EPA also granted California’s request to extend the attainment deadline for the 

San Joaquin Valley to April 5, 2015 and approved commitments to measures and reductions by the 

SJVAPCD and the ARB.  Finally, it disapproved the SIP’s contingency provisions and issued a protective 

finding for transportation conformity determinations. 

In December 2012, the SJVAPCD adopted the 2012 PM2.5 Plan to bring the San Joaquin Valley into 

attainment of the EPA’s 2006 24‐hour PM2.5 standard of 35 µg/m³ (SJVAPCD 2012a).  The ARB 

approved the SJVAPCD’s 2012 PM2.5 Plan for the 2006 standard at a public hearing on January 24, 

2013 (SJVAPCD 2012).  This plan seeks to bring the Valley into attainment with the standard by 2019, 

with the expectation that most areas will achieve attainment before that time. 

The 2015 Plan for the 1997 PM2.5 Standard, approved by the District Governing Board on April 16, 

2015, will bring the Valley into attainment of EPA’s 1997 PM2.5 standard as expeditiously as 

practicable, but no later than December 31, 2020.  The plan was required to request reclassification 

to Serious nonattainment and to extend the attainment date from 2018 to 2020 (SJVAPCD 2015b). 

Fresno Council of Governments 

The Fresno Council of Governments (FCOG) in cooperation with the SJVAPCD is responsible for 

preparing the on road mobile source emission inventory and emission budgets used in the air quality 

attainment plans.  The mobile source inventory is based on the latest regional planning assumptions 

and transportation modeling and provides the tie between land use decisions, transportation 

planning, and air quality.  The COG is responsible for complying with federal Transportation 

Conformity requirements that ensure that mobile source emissions are below the emission budgets 

required to attain and maintain air quality standards.  Transportation Conformity findings are 

required for each new transportation plan/program or amendment, at least every 3 years for 

transportation plan/program, and within 18 months of submittal or approval of new or revised air 

quality plans.  Transportation Conformity ensures that projected growth in travel does not interfere 

with attainment of air quality standards on schedule.  

Regional Transportation Plan/Sustainable Communities Strategy 

FCOG is responsible for preparing the 2014 Regional Transportation Plan/Sustainable Communities 

Strategy (RTP/SCS) for Fresno County.  The RTP/FCS address the mobility needed to keep our region 

moving and our communities connected.  The FCOG 2014 RTP/SCS charts the long‐range vision of 

regional transportation in Fresno County through the year 2040.  The RTP identifies existing and 

future transportation related needs, while considering all modes of travel, analyzing alternative 

solutions, and identifying what can be completed with anticipated available funding for the 1,100 

projects and multiple programs included within it.  Senate Bill 375 (SB 375), which went into effect in 

2009, added statutes to the California Government Code to encourage planning practices that create 

sustainable communities.  It calls for each metropolitan planning organization to prepare a 

Sustainable Communities Strategy (SCS) as an integrated element of the RTP that is to be updated 

every four years.  The SCS is intended to show how integrated land use and transportation planning 

can lead to lower greenhouse gas (GHG) emissions from autos and light trucks.  Fresno COG has 

included the SCS for the first time in its 2014 RTP. 
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Rules Applicable to the Project 

The SJVAPCD rules and regulations that may apply to this project include but are not limited to the 

following: 

 SJVAPCD Rule 2201—New and Modified Stationary Source Review.  The project would be 

required to obtain permits only if a diesel or natural gas powered emergency generator or 

other stationary equipment is installed at the site. 
 

 SJVAPCD Rule 3050—Asbestos Removal Fees.  Projects filing notification of an asbestos removal 

project, subject to the provisions of Rule 4002 (National Emissions Standards for Hazardous Air 

Pollutants), are required to pay a nonrefundable fee based on the total area demolished or 

renovated that contains asbestos containing material.  The fee is applicable to all demolitions 

whether or not asbestos is present, and renovation in which 260 linear feet, 160 square feet, or 

35 cubic feet or more of regulated asbestos containing materials are disturbed. 
 

 SJVAPCD Rule 4002—National Emissions Standards for Hazardous Air Pollutants.  The purpose 

of the rule is to incorporate the National Emission Standards for Hazardous Air Pollutants from 

Part 61, Chapter I, Subchapter C, Title 40, Code of Federal Regulations and the National 

Emission Standards for Hazardous Air Pollutants for Source Categories from Part 63, Chapter I, 

Subchapter C, Title 40, Code of Federal Regulations to protect the health and safety of the 

public from hazardous air pollutants, such as asbestos. 
 

 SJVAPCD Rule 4102—Nuisance.  The purpose of this rule is to protect the health and safety of 

the public, and applies to any source operation that emits or may emit air contaminants or 

other materials. 
 

 SJVAPCD Rule 4601—Architectural Coatings.  The purpose of this rule is to limit Volatile 

Organic Compounds (VOC) emissions from architectural coatings.  Emissions are reduced by 

limits on VOC content and providing requirements on coatings storage, cleanup, and labeling. 
 

 SJVAPCD Rule 4641—Cutback, Slow Cure, and Emulsified Asphalt, Paving and Maintenance 

Operations.  The purpose of this rule is to limit VOC emissions from asphalt paving and 

maintenance operations.  If asphalt paving will be used, then the paving operations will be 

subject to Rule 4641. 
 

 SJVAPCD Regulation VIII—Fugitive PM10 Prohibitions.  Rule 8011‐8081 are designed to reduce 

PM10 emissions (predominantly dust/dirt) generated by human activity, including construction 

and demolition activities, road construction, bulk materials storage, paved and unpaved roads, 

carryout and trackout, etc. 
 

 SJVAPCD Rule 9410—Employer Based Trip Reduction.  The purpose of this rule is to reduce 

vehicle miles traveled (VMT) from private vehicles used by employees to commute to and 

from their worksites to reduce emissions of NOx, VOC and PM.  The rule requires larger 

employers with 100 or more employees to establish employee trip reduction programs to 

reduce VMT, reducing emissions associated with work commutes.  This rule uses a menu‐

based Employer Trip Reduction Implementation Plan and periodic reporting requirements to 

evaluate performance on a phased‐in compliance schedule.  The rule threshold applies only to 
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employers with more than 100 employees that arrive to work during peak commute hours.  

Many retail businesses that have more than 100 employees including the proposed new 

Walmart store have fewer than 100 employees arriving during the specified hours and are 

therefore exempt from the rule. 
 

 SJVAPCD Rule 9510—Indirect Source Review.  This rule reduces the impact of NOx AND PM10 

emissions from growth on the Air Basin.  The rule places application and emission reduction 

requirements on development projects meeting certain applicability criteria in order to reduce 

emissions through on‐site mitigation, off‐site SJVAPCD‐administered projects, or a combination 

of the two.  The SJVAPCD has determined that the project is not subject to Rule 9510. 

 

The SJVAPCD regulates stationary sources of TACs and HAPs subject to permit in the San Joaquin 

Valley Air Basin.  Mobile source TAC emissions such as motor vehicles and off‐road equipment are 

regulated by the ARB.  The SJVAPCD only has authority to regulate stationary sources of TAC 

emissions, but provides guidance on preparing health risk assessments for development projects.  

The SJVAPCD issued its Framework for Performing Health Risk Assessment—APR‐1906 in June 2015.  

This policy provides thresholds of significance for projects subject to CEQA that can be used by Lead 

Agencies as the City of Fresno has done in this EIR.  The revised TAC thresholds from the new policy 

were incorporated as a revision to the 2015 GAMAQI (SJVAPCD 2015). 

CEQA 

The SJVAPCD has three roles under CEQA: 

  1.  Lead Agency: responsible for preparing environmental analyses for its own projects 

(adoption of rules, regulations, or plans) or permit projects filed with the SJVAPCD where 

the SJVAPCD has primary approval authority over the project.  
 

  2.  Responsible Agency: The discretionary authority of a Responsible Agency is more limited 

than a Lead Agency; having responsibility for mitigating or avoiding only the environmental 

effects of those parts of the project which it decides to approve, carry out, or finance.  The 

SJVAPCD defers to the Lead Agency for preparation of environmental documents for land 

use projects that also have discretionary air quality permits unless no document is prepared 

by the Lead Agency and potentially significant impacts related to the permit are possible.  

The SJVAPCD comments on documents prepared by Lead Agencies to ensure that SJVAPCD 

concerns are addressed. 
 

  3.  Commenting Agency: the SJVAPCD reviews and comments on air quality analyses prepared 

by other public agencies (such as the project). 

 

The SJVAPCD also provides guidance and thresholds for CEQA air quality and GHG analyses.  The 

result of this guidance as well as state regulations to control air pollution is an overall improvement 

in the Air Basin.  In particular, the SJVAPCD’s adopted 2015 GAMAQI states the following: 

  1.  The SJVAPCD’s Air Quality Attainment Plans include measures to promote air quality 

elements in county and city general plans as one of the primary indirect source programs.  

The general plan is the primary long range planning document used by cities and counties 
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to direct development.  Since the SJVAPCD has no authority over land use decisions, it is up 

to cities and counties to ensure that their general plans help achieve air quality goals.  

Section 65302.1 of the California Government Code requires cities and counties in the San 

Joaquin Valley to amend appropriate elements of their general plans to include data, 

analysis, comprehensive goals, policies, and feasible implementation strategies to improve 

air quality in their next housing element revisions. 
 

  2.  The Air Quality Guidelines for General Plans (AQGGP), adopted by the SJVAPCD in 1994 and 

amended in 2005, is a guidance document containing goals and policy examples that cities 

and counties may want to incorporate into their General Plans to satisfy Section 65302.1.  

When adopted in a general plan and implemented, the suggestions in the AQGGP can 

reduce vehicle trips and miles traveled and improve air quality.  The specific suggestions in 

the AQGGP are voluntary.  The SJVAPCD strongly encourages cities and counties to use their 

land use and transportation planning authority to help achieve air quality goals by adopting 

the suggested policies and programs. 

 

Local 

City of Fresno 

Fresno General Plan 

The City of Fresno General Plan establishes the following applicable goals, objectives, and policies 

that are relevant to air quality and greenhouse gas emissions: 

 Goal 4: Emphasize achieving healthy air quality and reduced greenhouse gas emissions. 

 Objective RC‐4: In cooperation with other jurisdictions and agencies in the San Joaquin Valley 
Air Basin, take necessary actions to achieve and maintain compliance with State and federal 

air quality standards for criteria pollutants. 

‐ Implementing Policy RC‐4‐a: Support Regional Efforts.  Support and lead, where 

appropriate, regional, State and federal programs and actions for the improvement of air 

quality, especially the SJVAPCD’s efforts to monitor and control air pollutants from both 

stationary and mobile sources and implement Reasonably Available Control Measures in the 

Ozone Attainment Plan. 

‐ Implementing Policy RC‐4‐b: Conditions of Approval.  Develop and incorporate air quality 

maintenance requirements, compatible with Air Quality Attainment and Maintenance Plans, 

as conditions of approval for General Plan amendments, community plans, Specific Plans, 

neighborhood plans, Concept Plans, and development proposals. 

‐ Implementing Policy RC‐4‐c: Evaluate Impacts with Models.  Continue to require the use of 

computer models used by SJVAPCD to evaluate the air quality impacts of plans and projects 

that require such environmental review by the City. 

‐ Implementing Policy RC‐4‐d: Forward Information.  Forward information regarding 

proposed General Plan amendments, community plans, Specific Plans, neighborhood plans, 

Concept Plans, and development proposals that require air quality evaluation, and 

amendments to development regulations to the SJVAPCD for their review of potential air 

quality and health impacts. 
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‐ Implementing Policy RC‐4e: Support Employer‐Based Efforts.  Support and promote 

employer implementation of staggered work hours and employee incentives to use 

carpools, public transit, and other measures to reduce vehicular use and traffic congestion. 

‐ Implementing Policy RC‐4‐k: Electric Vehicle Charging.  Develop standards to facilitate 
electric vehicle charging infrastructure in both new and existing public and private buildings, 

in order to accommodate these vehicles as the technology becomes more widespread. 

‐ Implementing Policy MT‐2‐b: Reduce Vehicle Miles Traveled and Trips.  Partner with major 

employers and other responsible agencies, such the San Joaquin Valley Air Pollution Control 

District and the Fresno Council of Governments, to implement trip reduction strategies, such 

as eTRIP, to reduce total vehicle miles traveled and the total number of daily and peak hour 

vehicle trips, thereby making better use of the existing transportation system. 

‐ Implementing Policy MT‐2‐c: Reduce VMT through Infill Development.  Provide incentives 

for infill development that would provide jobs and services closer to housing and multi‐

modal transportations corridors in order to reduce citywide vehicle miles travelled (VMT). 

‐ Implementing Policy LU‐2‐a: Infill Development and Redevelopment.  Promote 

development of vacant, underdeveloped, and redevelopable land uses within the City Limits 

where urban services are available considering the establishment and implementation of 

supportive regulations and programs. 

‐ Implementing Policy LU‐6‐f: Auto‐Oriented Commercial Uses.  Direct highway‐oriented and 

auto‐serving commercial uses to locations that are compatible with planned Urban Form 

policies of the General Plan.  Ensure adequate buffering measures for adjacent residential 

uses noise, glare, odors, and dust. 

 

Consistency with the City of Fresno General Plan goals and policies is discussed in Section 3.6 Land 

Use of this EIR. 

3.2.4 ‐ Methodology 

The analysis that follows was prepared using a variety of data sources and air quality models.  The 

Traffic Impact Study for the project, prepared by Peters Engineering Group was used to obtain 

intersection volumes for the CO Hotspot Analysis and average daily trip generation to model 

operational motor vehicle emissions. 

The California Emissions Estimator Model (CalEEMod) version 2013.2.2 was used to quantify project 

related emissions.  CalEEMod was developed in cooperation with the South Coast Air Quality 

Management District and other air districts throughout the state.  CalEEMod is designed as a 

uniform platform for government agencies, land use planners, and environmental professionals to 

quantify potential criteria pollutant and greenhouse gas emissions associated with construction and 

operation from a variety of land uses.  The San Joaquin Valley Air Pollution Control District (SJVAPCD 

or District) recommends the use of CalEEMod for estimating air quality and greenhouse gas impacts. 

Annual increases in vehicular and area emissions associated with the project were estimated using the 

CalEEMod.  Construction emissions for the project were also modeled using CalEEMod.  This analysis 

also follows guidance presented by the SJVAPCD in its 2015 Guidance for Assessing and Mitigating Air 

Quality Impacts. 
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For a description of the methodology used to estimate construction and operational emissions, 

please refer to Appendix B. 

Study Area for Project and Cumulative Impacts 

Air quality impacts can be localized or regional.  Impacts are evaluated on a project‐level basis and 

on a cumulative level, and the study area used for either a project level or cumulative analysis 

depends upon the type of pollutant being evaluated. 

The study area for project impacts is where emissions generated by the project occur, which can be 

on‐site and where motor vehicles accessing the site travel.  Localized impacts result from air 

pollutant emissions generated at the project site and from motor vehicles traveling to and from the 

project site that impact the nearest residences or other sensitive receptors.  Localized impacts 

typically result from TAC emissions, CO, NO2, and particulate matter (PM10 and PM2.5).  These 

localized project emissions are added to the existing background emissions in the study area for the 

pollutant under evaluation to determine if the project would cause an exceedance of an air quality 

standard on its own (a significant project‐level impact), or make a cumulatively considerable 

contribution to an existing exceedance (a significant cumulative impact). 

Individual projects do not generate sufficient emissions of criteria pollutants to measurably impact 

regional air quality by themselves.  In the context of a cumulative impact evaluation, a project’s air 

emissions are evaluated on a regional basis.  Therefore, a project can have a significant cumulative 

impact if its emissions make a cumulatively considerable contribution to an existing exceedance at 

the regional level—i.e. an existing cumulative impact that is caused by sources of emissions 

throughout the region and from transport of emissions from outside the region.  In the absence of 

an adopted “cumulatively considerable threshold” that would indicate the point at which a project’s 

contribution of emissions to an existing cumulative impact becomes “considerable,” the lead agency 

makes this determination based upon the severity of the existing cumulative impact. 

Existing air quality impacts for criteria pollutants are determined by ambient air monitoring data 

collected at the nearest monitoring station.  Air quality monitoring data is intended to be 

representative of emission concentrations in the community.  Monitoring data from the nearest 

monitoring station represents ambient air quality in the project area.  Existing impacts from TAC 

emissions are from monitoring data collected at air monitoring stations and special studies and from 

dispersion modeling to identify impacts from existing sources and planned and probable sources 

within approximately 1,000 feet of the project.  CO hotspot modeling is based on cumulative traffic 

impacts at the intersections most impacted by the project.  The background CO concentration from 

the nearest monitoring station is added to the modeled concentration from cumulative traffic to 

determine if an exceedance of the CO standards would occur. 

The study area for TAC emission includes the air basin to account for sources contributing to 

background emission concentrations and the area within 1,000 feet of the project to account for 

nearby sources that can result in higher than average background emissions at the project site. 
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3.2.5 ‐ Thresholds of Significance 

CEQA 

Air Quality 

According to Appendix G, Environmental Checklist, of the CEQA Guidelines, air quality impacts 

resulting from the implementation of the proposed project would be considered significant if the 

project would: 

a) Conflict with or obstruct implementation of the applicable air quality plan? 
 

b) Violate any air quality standard or contribute substantially to an existing or projected air 
quality violation? 

 

c) Result in a cumulatively considerable net increase of any criteria pollutant for which the project 

region is non‐attainment under an applicable federal or state ambient air quality standard 

(including releasing emissions, which exceed quantitative thresholds for ozone precursors)? 
 

d) Expose sensitive receptors to substantial pollutant concentrations? 
 

e) Create objectionable odors affecting a substantial number of people? 

 

3.2.6 ‐ Project Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 

Air Quality Attainment Plan Consistency 

Impact AIR‐1:  The proposed project would not conflict with or obstruct implementation of the 
applicable air quality plan. 

Threshold 

In accordance with the CEQA Guidelines, a significant impact would occur if the proposed project 

would conflict with or obstruct implementation of the applicable air quality plan (AQP).  The 

SJVAPCD GAMAQI indicates that projects with emissions below the thresholds of significance for 

criteria pollutants would be determined to “Not conflict or obstruct implementation of the District’s 

air quality plan.”  However, the analysis for this project includes criteria in addition the SJVAPCD 

quantitative thresholds for criteria pollutants.  The following criteria are used in determining project 

consistency with the current AQPs: 

 Will the project result in an increase in the frequency or severity of existing air quality 

violations or cause or contribute to new violations, or delay timely attainment of air quality 

standards or the interim emission reductions specified in the AQPs?  This measure is 

determined by comparison to the regional and localized thresholds identified by the SJVAPCD 

for Regional and Local Air Pollutants. 
 

 Will the project conform to the assumptions in the AQPs? 
 

 Will the project comply with applicable control measures in the AQPs? 
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The use of the criteria listed above is a standard approach for CEQA analysis of projects in the 

SJVAPCD’s jurisdiction, as well as within other air districts, for the following reasons: 

 Significant contribution to existing or new exceedances of the air quality standards would be 
inconsistent with the goal of attaining the air quality standards. 

 

 AQP emissions inventories and attainment modeling are based on growth assumptions for the 

area within the air district’s jurisdiction. 
 

 AQPs rely on a set of air district‐initiated control measures, as well as implementation of 

federal and state measures, to reduce emissions within their jurisdiction with the goal of 

attaining the air quality standards. 

 

Impact Analysis—Consistency with Applicable AQPs 

Air Quality Plans (AQPs) set forth an Air District’s strategies for reaching attainment of air quality 

standards established for criteria pollutants.  An AQP’s assumptions, inputs, and control measures 

are analyzed to determine if the Air Basin can reach attainment of the ambient air quality standards.  

In order to show attainment of the standards, SJVAPCD analyzes the growth projections in the Valley, 

contributing factors affecting air pollutant concentrations such as meteorology and climate, and 

secondary formation of pollutants in the atmosphere, and existing and future emissions controls.  

The SJVAPCD then formulates a control strategy to reach attainment. 

The District has established thresholds of significance for criteria pollutant emissions, which are 

based on District New Source Review (NSR) offset requirements for stationary sources.  Offset 

requirements are more stringent in nonattainment areas with the greatest air quality problems such 

as the San Joaquin Valley.  Stationary sources in the District are subject to some of the toughest 

regulatory requirements in the nation.  Emission reductions achieved through implementation of 

District offset requirements are a major component of the District’s air quality plans.  Thus, projects 

with emissions below the thresholds of significance for criteria pollutants would be determined to 

“Not conflict or obstruct implementation of the District’s air quality plan.” 

Project’s Contribution to Air Quality Violations 

A measure of determining if the project is consistent with the AQP is if the project will not result in 

an increase in the frequency or severity of existing air quality violations or cause or contribute to 

new violations, or delay timely attainment of air quality standards or the interim emission reductions 

specified in the AQPs. 

As set forth in the discussion in Impact AIR‐3, the project would not exceed the SJVAPCD criteria 

pollutant thresholds of significance during construction or operation of the project, as shown in 

Table 3.2‐13.  Therefore, the project would not substantially contribute to an existing ozone or 

particulate matter violation.  This impact is less than significant.  As shown in the discussion in 

Impact AIR‐4, neither construction nor operation of the project would cause a CO violation. 
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Consistency with Assumptions in AQPs 

The primary way of determining consistency with the AQP’s assumptions is determining consistency 

with the applicable General Plan to ensure that the project’s population density and land use are 

consistent with the growth assumptions used in the AQPs for the Air Basin. 

As required by California law, city and county general plans contain a Land Use Element that details 

the types and quantities of land uses that the city or county estimates will be needed for future 

growth, and that designates locations for land uses to regulate growth.  The Fresno County Council 

of Governments uses the growth projections and land use information in adopted general plans to 

estimate future average daily trips and then vehicle miles traveled (VMT), which are then provided to 

SJVAPCD to estimate future emissions in the AQPs.  Existing and future pollutant emissions 

computed in the AQP are based on land uses from area general plans.  AQPs detail the control 

measures and emission reductions required for reaching attainment of the air standards. 

The applicable General Plan for the project is the City of Fresno General Plan adopted in 2014, 

following the SJVAPCD’s adoption of the applicable AQPs.  However, the project site was designated 

for the proposed use in the previous General Plan, and therefore was included in the applicable 

AQP’s land use assumptions.  The proposed project is consistent with the current General Plan, as 

discussed in Draft EIR Section 3.6. 

The City of Fresno General Plan designates the project site Regional Mixed‐Use.  The Fresno Municipal 

Code Zoning Ordinance zoned the project site as (C‐M) Commercial and Light Manufacturing.  The 

proposed project is consistent with the allowed uses and development intensity of the land use 

designation and zoning.  The project is the relocation and expansion of an existing Walmart store to a 

larger vacant building that will allow the retailer to offer increased products and services in an existing 

commercial development.  Furthermore, the project is not anticipated to result in substantial direct or 

indirect population growth (see Section 7, Effects Found not to be Significant).  Accordingly, it can be 

concluded the proposed project’s uses are consistent with the growth and vehicle miles traveled 

projections contained in the AQP.  The project impact is less than significant for this criterion. 

Control Measures 

The AQP contains a number of control measures, including the rules outlined by the SJVAPCD.  The 

control measures in the AQP are enforceable requirements.  A detailed description of rules and 

regulations that apply to the project is provided in Section 3.2.3, Regulatory Framework.  The project 

will comply with all of the SJVAPCD’s applicable rules and regulations.  Therefore, the project 

complies with this criterion. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation measures are required. 

Level of Significance After Mitigation 

Less than significant impact. 
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Air Quality Standards/Violations 

Impact AIR‐2:  The project would not violate an air quality standard or contribute substantially to 
an existing or projected air quality violation. 

Threshold 

Violations of air quality standards occur when official air monitoring stations within the Air Basin 

exceed air quality standards as defined by EPA criteria and statistical sampling methods.  Air 

monitoring for pollutants such as PM10 and PM2.5 are often only sampled on a periodic schedule at 

air monitoring stations.  For example, PM10 monitored using collection filters are typically monitored 

every sixth day so the number of exceedances is estimated using statistical methods for days when 

no monitoring was accomplished.  For some pollutants, a violation is based on a statistical average 

and not on a single day where emissions exceed the standard.  Monitoring stations are located in 

areas that are representative of air quality in the Air Basin and are not necessarily located in all areas 

impacted by local sources.  Therefore, this analysis uses source‐receptor modeling techniques and 

SJVAPCD screening levels to determine if emissions generated by sources at the project site would 

result in a localized exceedance of air quality standards.  A significant impact would occur if a 

sensitive receptor would be exposed to pollutant concentrations exceeding air quality standards or 

to a cumulatively considerable increase in pollutant concentrations for pollutants that exceed the 

standard without the project. 

Although monitoring stations in Fresno currently experience violations of ozone and PM2.5 air quality 

standards, the impacts of the project for these pollutants are better assessed on a cumulative basis 

because a single project alone would not result in a violation of the ozone standard (see Impact 

AIR‐3).  Ozone is generated by photochemical reactions of the cumulative emissions of ROG and NOx 

in the Air Basin.  PM10 and PM2.5 are generated by direct emissions and by secondary reactions in the 

atmosphere and have localized and cumulative regional impacts.  The cumulative regional effects are 

addressed under Impact AIR‐3, but the localized project‐level impacts are analyzed here. 

Project emissions include two other pollutants, carbon monoxide (CO) and sulfur dioxide (SO2), and 

could lead to a violation or contribute to a violation of the air quality standards for these pollutants if 

emitted in substantial quantities.  Nitrogen dioxide (NO2) emissions and (SO2) emissions have their 

own standards in addition to effects as ozone precursors and PM precursors.  The localized project‐

level analysis for the criteria pollutants CO, SO2, NO2, PM10, and PM2.5 is provided below. 

Consistent with CEQA Appendix G thresholds, the SJVAPCD has requested that projects analyze their 

potential to generate or substantially contribute to a localized exceedance of nonattainment criteria 

pollutants.  A significant impact would result if the change in the NO2, SO2, or CO pollutant impacts from 

the addition of the project plus the background concentrations of these pollutants contributed by other 

local and regional emission sources exceeds the most restrictive ambient air quality standards. 

The significance thresholds identified for PM10 and PM2.5 require a different characterization.  

Although the Air Basin has not violated the national ambient air quality standards or PM10 in the past 

5 years, it has violated the state standard for PM10 during the past several years.  The Air Basin also 

exceeds both the national and state PM2.5 air standards. 
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For pollutants where the Air Basin is classified as non‐attainment under either the federal or state 

ambient air quality standards, the EPA’s Significant Impact Levels (SILs) are used as the applicable air 

quality standard. 

The EPA’s SILs are criteria used to determine whether a proposed source’s emissions will have a 

significant impact on air quality.  If an individual project’s impacts are less than the corresponding 

levels of significance, its impact is less than significant.  SILs are also used to determine whether a 

proposed source’s impact on an existing violation of a standard is significant enough that it is 

considered to “cause or contribute to” the violation. 

The San Joaquin Valley Air Basin’s nonattainment status for PM10 and PM2.5) requires use of the EPA’s 

SILs for PM10 and PM2.5 in this assessment.  The applicable SILs are found in Code of Federal 

Regulations Title 40, Part 51 (51.165(b)(2).The criteria pollutant significance thresholds applied in 

this assessment are summarized in Table 3.2‐5.  A significant project‐level impact would occur if the 

change in any pollutant exceeds the appropriate significance threshold.  

Table 3.2‐5: Criteria Pollutant Localized Operational Significance Threshold Summary 

Pollutant  Air Concentration Threshold  Regulatory Authority 

CO  20 ppm (1‐hour) 
9 ppm (8‐hour) 

State Standard 
State/National Standard 

NO2  0.10 ppm (3‐year average of the 98th percentile of 
maximum daily 1‐hour average). 
0.18 ppm (1‐hour) 
0.03 ppm (annual) 

National Standard 
 
State Standard 
State Standard 

PM10  5 µg/m3 (24‐hour) 
1 µg/m3 (annual) 

EPA 40 CFR Parts 51 and 52 (SIL) 
EPA 40 CFR Parts 51 and 52 (SIL) 

PM2.5  1.2 µg/m3 (24‐hour) 
0.3 µg/m3 (annual) 

EPA 40 CFR Parts 51 and 52 (SIL) 
EPA 40 CFR Parts 51 and 52 (SIL) 

SO2  0.25 ppm (1‐hour) 
0.075 ppm (3‐year average of the 99th percentile of 
the maximum daily 1‐hour average) 
0.50 ppm (3‐hour average) 
0.04 ppm (24‐hour average) 
0.03 ppm (annual) 

State Standard 
National Standard 
 
National Standard 
State Standard 
State Standard 

 

Localized Criteria Pollutant Analysis 

The District recommends that an ambient air quality analysis using dispersion modeling be performed 

when the increase in on‐site emissions from construction activities exceeds the 100 pounds per day 

screening level of any criteria pollutant, after implementation of all enforceable mitigation measures.  

Construction emissions were assessed using CalEEMod.  As shown in Table 3.2‐6, the maximum daily 

emissions do not exceed 100 pounds per day screening level for criteria pollutants. 
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Table 3.2‐6: Maximum Daily Construction Emissions (Winter) 

Source 

Emissions (pounds per day) 

NOx  CO  SOx  PM10  PM2.5 

Maximum Daily Construction Emissions  69.97  56.84  0.09  11.19  6.69 

SJVAPCD Screening Threshold  100  100  100  100  100 

Significant?  No  No  No  No  No 

Notes: 
ROG = reactive organic gases  NOx = nitrogen oxides  CO = carbon monoxide 
SOx = sulfur oxides  PM10 and PM2.5 = particulate matter 
Winter modeling produced the highest daily emissions. 
Source of emissions: Appendix B: CalEEMod Output. 

 

During operation, the project would emit PM10, PM2.5, CO, and NOx (NOx converts in the atmosphere 

shortly after being emitted to NO2).  The project would emit insignificant quantities of SO2 because of 

regulations that require the removal of sulfur from motor vehicle fuels and vehicle tailpipe emission 

controls.  Therefore, SO2 emission impacts require no further analysis. 

The emissions analyzed are generated by on‐site sources located within the project boundary as well as 

by off‐site local vehicle traffic that travels to and from the project over surrounding roadways.  

Therefore, to assess whether the project would violate any criteria pollutant air quality standard during 

operation, project emission concentrations were estimated and impacts at sensitive receptors were 

assessed and compared with the applicable air quality significance thresholds used for this assessment 

(see Table 3.2‐6 above).  Please refer to the Air Quality and Health Risk Analysis Report included in this 

EIR as Appendix B for a detailed analysis and assumptions. 

The localized PM10 and PM2.5 concentrations are shown in Table 3.2‐7.  The highest PM10 and PM2.5 

concentrations resulting from project emissions were found in the residential areas to the north of the 

project across San Jose Avenue.  Sensitive receptors at that location would experience increases in 

localized PM10 and PM2.5 concentrations that do not exceed EPA’s recommended SILs (the SIL is a 

cumulative contribution threshold for non‐attainment pollutants for localized impacts).  Therefore, 

the project’s PM10 and PM2.5 emissions would have a less than significant impact. 

Table 3.2‐7: Localized PM10 and PM2.5 Concentrations during Project Operation 

Pollutant 
Averaging 
Time 

Maximum Incremental Project 
Impact (µg/m3) 

Significance Threshold 
(µg/m3)  Exceed Thresholds? 

PM10  24 Hour  0.17  5  No 

Annual  0.04  1  No 

PM2.5  24 Hour  0.08  1.2  No 

Annual  0.02  0.3  No 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Air Quality 

 

 
FirstCarbon Solutions  3.2‐33 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐02 Air Quality.docx 

Table 3.2‐7 (cont.): Localized PM10 and PM2.5 Concentrations during Project Operation 

Pollutant 
Averaging 
Time 

Maximum Incremental Project 
Impact (µg/m3) 

Significance Threshold 
(µg/m3)  Exceed Thresholds? 

Notes: 
PM10 and PM2.5 = particulate matter  µg/m3 = micrograms per cubic meter (a unit of concentration) 
Source of significance threshold: 40 CFR (Code of Federal Regulations) Parts 51 and 52, page 64866. 
Source of project impact: see Appendix B. 
Source: FirstCarbon Solutions, Air Quality and Health Risk Analysis Report, 2015, Appendix B. 

 

If the CO or NO2 concentration from the project plus the background concentration are less than the 

appropriate ambient air quality standards/significance thresholds, a significant health impact would 

not be observed.  The localized CO and NO2 concentrations are shown in Table 3.2‐8. 

The localized impact analysis addresses cumulative impact by including background concentrations 

in the existing conditions.  All of these pollutants are declining so the current year is the highest even 

with growth.  The highest NO2 and CO impacts were found along the eastern project fence line along 

North Brawley Avenue and in the residential areas to the north of the project across North Brawley 

Avenue where a receptor could be exposed to the project’s emissions for at least 8 hours.  As shown 

in the table, localized on‐site concentrations plus the background concentration would not exceed 

the air quality standards.  Therefore, the impacts related to CO and NO2 emissions are less than 

significant. 

Table 3.2‐8: Localized Carbon Monoxide and Nitrogen Dioxide Concentrations during 
Project Operations 

Pollutant 
Averaging 
Time 

Concentration (ppm) 

Exceed 
Standard/ 
Threshold? Background(1) 

Maximum Project 
Impact(3) 

Total 
(Background + 

Project) 

Air Quality 
Standard/ 
Threshold(4) 

CO  1 Hour  3.3  0.1  3.4  20  No 

8 Hour  2.3  0.04  2.3  9.0  No 

NO2  1 Hour (EPA)  0.054(2)  0.036  0.090  0.10  No 

1 Hour (CA)  0.077  0.044  0.121  0.18  No 

Annual  0.013  <0.001  0.013  0.03  No 

Notes: 
CO = carbon monoxide  NO2 = nitrogen dioxide; ppm = parts per million 
(1)  Source of background 1‐hour CO: and NO2 at the Fresno‐First Street Air Monitoring Station. 
(2)  Source of background 1‐hour NO2: 3‐year average of the 98th percentile NO2 concentrations at the Fresno 1

st 
Street/Garland air monitoring station (2011‐2013).  The maximum incremental project EPA NO2 1‐hour impact is the 
98th percentile modeled NO2 concentration. 

(3)  Source of project impact: The highest concentrations from the dispersion modeling output prepared by FCS and 
contained in Appendix B. 

(4)  Source of air quality standards/thresholds: Table 3.2‐9. 
Source: FirstCarbon Solutions, Air Quality and Health Risk Analysis Report, 2015, Appendix B. 
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The analysis also assessed the potential impacts from localized cumulative sources of criteria 

pollutant emissions.  Proximity to sources of air pollution (including toxics) is critical to determining 

the impact.  In traffic‐related studies, the additional non‐cancer health risk attributable to proximity 

was seen within 1,000 feet and was strongest within 300 feet.  California freeway studies show about 

a 70‐percent drop‐off in particulate pollution levels at 500 feet.  Based on ARB and South Coast 

District emissions and modeling analyses, an 80‐percent drop‐off in pollutant concentrations is 

estimated at approximately 1,000 feet from a distribution center.  Although the majority of the 

research from ARB focuses on TACs, the health various health studies cited by ARB in their Air Quality 

Land Use Handbook: A Community Health Perspective (Aril 2005) identify that there is a definite 

drop‐off in both criteria pollutant concentrations and TACs as a function of distance from the source 

(SOURCE: http://www.arb.ca.gov/ch/handbook.pdf). 

The 1,000‐foot evaluation distance is supported by research‐based findings concerning air pollution 

and TAC emission dispersion rates from roadways and large sources showing that emissions diminish 

substantially between 500 and 1,000 feet from emission sources. 

For assessing the cumulative impacts of a new source of emissions associated with a project in 

combination with existing sources and probable future sources, a project radius is necessary.  

Assessment of impacts from existing sources within 1,000 feet of the new source in combination 

with risks and hazards from the new source is generally accepted. 

As such, a review of the Traffic Study for the Project (Peters Engineering Group 2015) identified 45 

cumulative projects in the vicinity of the project.  Of the 45 cumulative projects, no cumulative 

projects are located within a 1,000‐foot radius of the project.  It should be noted that one cumulative 

project, “C‐04‐062” which is a Senior Housing Project at the southwest corner of San Jose and Marty 

is located approximately 1,100 feet east of the project.  Additionally, this cumulative project appears 

to be fully constructed and occupied based on a review of aerial imagery.  As such, there is no 

potential for cumulative project emissions to “mix” with project‐related construction and 

operational emissions and cause any exceedance of the applicable ambient air concentration 

threshold for criteria pollutants.  Thus, the project will result in a less than cumulatively considerable 

impact. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation measures are required. 

Level of Significance After Mitigation 

Less than significant impact. 
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Cumulative Impacts 

Impact AIR‐3:  The project would not result in a cumulatively considerable net increase of a 
criteria pollutant for which the region is nonattainment under an applicable 
national or state ambient air quality standard (including releasing emissions that 
exceed quantitative thresholds for ozone precursors). 

Impact Analysis 

Criteria pollutant emission impacts are inherently cumulative.  Emissions from a multitude of sources 

combine in the atmosphere to reach concentrations that exceed ambient air quality standards.  

Emission concentrations in the atmosphere can build to unhealthful levels during periods of stagnant 

conditions and strong inversions that hold pollutants near the ground.  Individual projects are 

unlikely to affect a region’s nonattainment status, but contribute cumulatively to the problem. 

A Lead Agency may determine that a project’s incremental contribution to a cumulative effect is not 

cumulatively considerable if the project will comply with the requirements in a previously approved 

plan or mitigation program, including, but not limited to an air quality attainment or maintenance 

plan that provides specific requirements that will avoid or substantially lessen the cumulative 

problem within the geographic area in which the project is located [CCR §15064(h)(3)]. 

Consistent with Clean Air Act requirements, the SJVAPCD has adopted attainment plans that 

demonstrate how the District will attain and maintain the National Ambient Air Quality Standards.  

These plans are developed through a public process, formally adopted by the State, and submitted 

by the Governor's designee to the EPA.  The Clean Air Act requires EPA to review each plan and any 

plan revisions and to approve the plan or plan revisions if consistent with the Clean Air Act.  The 

plans include the impacts of projected (cumulative) growth in the Air Basin in demonstrating 

attainment by the mandated year and maintenance of the standard after attainment has been 

achieved. 

Thus, if project specific emissions exceed the thresholds of significance for criteria pollutants the 

project would be expected to result in a cumulatively considerable net increase of any criteria 

pollutant for which the District is in nonattainment under applicable federal or state ambient air 

quality standards.  This does not imply that if the project is below all such significance thresholds, it 

cannot be cumulatively significant (SJVAPCD 2015). 

The San Joaquin Valley Air Basin (Air Basin) is designated as extreme nonattainment for the 8‐hour 

federal ozone standard and is designated nonattainment for federal PM2.5 standards.  The Air Basin is 

also in nonattainment for state ozone and particulate matter (PM10, and PM2.5) standards.  The Air 

Basin is in attainment of all other criteria pollutant standards, but these pollutants are still assessed 

to ensure that emissions do not exceed SJVAPCD thresholds of significance.  The SJVAPCD has set or 

recommended regional thresholds of significance, on a per‐year basis, for all criteria pollutants 

including NOx, and ROG, CO, SOx, PM10, PM2.5.  These thresholds are used for analytical purposes in 

this EIR. 
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Ozone is a regional air pollutant that is not emitted directly, but forms from a chemical reaction 

between the ozone precursors NOx and ROG in the presence of sunlight.  Therefore, the SJVAPCD has 

set operational significance thresholds on the precursors of ozone. 

The District’s attainment plans demonstrate that with the application of control measures for 

stationary, area, and mobile sources contained in the plans, along with state and federal regulations 

on the sources of emissions under state and federal purview, the Air Basin will achieve the air quality 

standards by the dates mandated by the Clean Air Act.  Application of the District’s NSR offset 

thresholds to development projects provides a measure of the project’s impact in comparison to an 

important regulatory threshold.  Stationary source projects that exceed NSR offset thresholds must 

reduce emissions below the threshold or purchase emission reduction credits to offset the 

emissions.  Application of the thresholds to projects subject to CEQA review establishes the level at 

which project emissions would be considered significant, unless mitigation measures were available 

to reduce the impact below the threshold.  Projects within the Air Basin with operational or 

construction‐related emissions in excess of any of the regional thresholds presented in Table 3.2‐9 

would have a significant impact under CEQA unless the impact could be mitigated to a less than 

significant level. 

Although SOx and CO are in attainment, they are included in the analysis since the SJVAPCD has 

issued significance thresholds for those pollutants.  Only minor amounts of SOx are emitted during 

construction and operation, as shown in the output files contained in Appendix B.  CO emissions 

would not be significant during construction because the background concentration of CO is low (see 

Table 3.2‐3), and CO would disperse rapidly and not be at a concentration to evoke negative health 

effects to nearby receptors.  Operational CO impacts from the motor vehicles related to potential CO 

hotspots are assessed in Impact AIR‐4. 

Table 3.2‐9: Regional Thresholds 

Pollutant  Tons per Year 

ROG  10 

NOx  10 

CO  100 

SOx  27 

PM10  15 

PM2.5  15 

Source: San Joaquin Valley Air Pollution Control District, 2015. 

 

Impact Analysis—Construction Emissions 

The project construction schedule used for the analysis assumed that construction of the project 

could begin in 2017.  Construction activities are anticipated to last approximately 9 to 12 months, 

with a store opening in 2018. 
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Construction impacts include fugitive dust and other particulate matter, as well as exhaust emissions 

generated by earthmoving activities, and operation of grading equipment during site preparation.  

Construction emissions are caused by on‐site or off‐site activities.  On‐site emissions principally 

consist of exhaust emissions from heavy‐duty construction equipment, motor vehicle operation, and 

fugitive dust from disturbed soil.  Off‐site emissions are caused by motor vehicle exhaust from 

delivery vehicles, as well as worker traffic, but also include road dust. 

Construction equipment used on the project site will result in exhaust emissions consisting of NOx, 

ROG, CO, PM10, PM2.5, CO and minor amounts of SOx.  Since the project site is already developed and 

the existing building will be re‐utilized, the project involves very limited construction activities, 

specifically, the replacement of worn pavement existing on portions of the project site and the 

removal of the façade’s “pop‐out” bump feature.  This work does not entail use of the full range of 

construction equipment typically required for new construction and/or heavy demolition. 

Construction activities are carried out in discrete steps, each of which has a unique mix of 

equipment.  Therefore, the construction emissions can vary substantially from day to day, depending 

on the level of activity, the specific type of operation, and the prevailing weather conditions.  The 

analysis used CalEEMod version 2013.2.2 to estimate emissions from the construction of the project. 

Demolition 

The existing building will have the pop‐out bump feature of the existing façade removed.  The 

demolition materials will be disposed of/recycled in accordance with the Construction and 

Demolition Program and City requirements.  The façade was estimated to be 3,600 square feet.  

CalEEMod assumes 1 square foot of building demolition results in 0.046 ton of waste material.  

Therefore, approximately 166 tons of building would be removed from the project site during 

demolition. 

In addition, some pavement would be removed during demolition.  An estimated 6 acres of 

pavement would be demolished and removed from the project site.  If the depth of pavement 

removal is 24 inches, then an estimated 19,300 cubic yards of pavement would be removed.  An 

average construction hauling truck can haul 20 cubic yards of debris per truckload.  The resulting 

truck trips total 968.  Those trips were included in the grading phase in CalEEMod. 

Grading 

During grading activities, fugitive dust can be generated from the movement of dirt on the project 

site.  The project site is already developed and requires replacement of worn pavement on six acres 

of the project site.  However, in order to provide an extremely conservative estimate of fugitive dust 

construction emissions, the entire 17.6‐acre site was assumed to be re‐graded for pavement 

replacement. 

Only some pieces of equipment generate fugitive dust in CalEEMod.  The CalEEMod manual 

identifies various equipment and acreage disturbed in an 8‐hour day:  

 Crawler tractors, graders, and rubber tired dozers: 0.5 acre per 8‐hour day 
 Scrapers: 1 acre per 8‐hour day  
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Therefore, the following acres are the quantity disturbed per day, per phase, according to the 

acreage disturbed quantities listed above: 

 Grading = 3 acres/day 
 

The project would comply with the SJVAPCD Regulation VIII, which reduces fugitive dust during 

construction. 

Building Construction Activities 

The project would involve modifications of the existing buildings interior and exterior.  The default 

construction equipment from CalEEMod was modified to reflect that this is not a “ground up” 

construction and would consist of interior remodeling, façade improvements, minor 

grading/compaction, repaving, completion of an outdoor garden center area and enhanced 

landscaping.  For additional details, please refer to Appendix B. 

The estimated annual construction emissions output of the project in 2017 and 2018 are provided 

below in Table 3.2‐10 and Table 3.2‐11, respectively.  As shown below, the project would not exceed 

the SJVAPCD’s regional thresholds during construction; therefore, project construction‐related 

emissions would be considered a less than significant impact. 

Table 3.2‐10: Estimated 2017 Annual Construction Emissions Output 

Source 

Emissions (tons per year) 

ROG  NOx  CO  SOx  PM10  PM2.5 

Demolition 

On‐site Fugitive Dust  0  0  0  0  < 0.01  < 0.01 

On‐site Offroad Equipment  0.02  0.21  0.17  < 0.01  0.01  0.01 

Subtotal On‐site Emissions  0.02  0.21  0.17  < 0.01  0.01  0.01 

Off‐site Hauling Trips  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Off‐site Worker Trips  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Subtotal Off‐site Emissions  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Total Demolition Emissions  0.02  0.22  0.18  < 0.01  0.01  0.01 

Grading 

On‐site Fugitive Dust  0  0  0  0  0.04  0.02 

On‐site Off‐Road Equipment  0.06  0.69  0.46  < 0.01  0.03  0.03 

Subtotal On‐site Emissions  0.06  0.69  0.46  < 0.01  0.08  0.05 

Off‐site Hauling Trips  0.01  0.11  0.11  < 0.01  0.01  < 0.01 

Off‐site Worker Trips  < 0.01  < 0.01  0.01  < 0.01  < 0.01  < 0.01 

Subtotal Off‐site Emissions  0.01  0.11  0.12  < 0.01  0.01  < 0.01 

Total Grading Emissions  0.07  0.81  0.58  < 0.01  0.09  0.06 

Building Construction 

On‐site Off‐Road Equipment  0.13  1.07  0.68  < 0.01  0.06  0.06 
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Table 3.2‐10 (cont.): Estimated 2017 Annual Construction Emissions Output 

Source 

Emissions (tons per year) 

ROG  NOX  CO  SOx  PM10  PM2.5 

Subtotal On‐site Emissions  0.13  1.07  0.68  < 0.01  0.06  0.06 

Off‐site Vendor Trips  0.03  0.20  0.32  < 0.01  0.02  0.01 

Off‐site Worker Trips  0.01  0.02  0.18  < 0.01  0.04  0.01 

Subtotal Off‐site Emissions  0.04  0.22  0.50  < 0.01  0.05  0.02 

Total Building Emissions  0.18  1.29  1.18  < 0.01  0.12  0.08 

Total Annual Emissions  0.27  2.32  1.94  < 0.01  0.22  0.15 

SJVAPCD Threshold  10  10  100  27  15  15 

Significant?  No  No  No  No  No  No 

Notes: 
ROG = reactive organic gases  NOx = nitrogen oxides  CO = carbon monoxide 
SOx = sulfur oxides  PM10 and PM2.5 = particulate matter 
Source of emissions: Appendix B: CalEEMod Output. 

 

Table 3.2‐11: Estimated 2018 Annual Construction Emissions Output 

Source 

Emissions (tons per year) 

ROG  NOx  CO  SOx  PM10  PM2.5 

Building Construction 

On‐site Off‐Road Equipment  < 0.01  0.02  0.01  < 0.01  < 0.01  < 0.01 

Subtotal On‐site Emissions  < 0.01  0.02  0.01  < 0.01  < 0.01  < 0.01 

Off‐site Vendor Trips  < 0.01  < 0.01  0.01  < 0.01  < 0.01  < 0.01 

Off‐site Worker Trips  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Subtotal Off‐site Emissions  < 0.01  < 0.01  0.01  < 0.01  < 0.01  < 0.01 

Total Building Emissions  < 0.01  0.02  0.02  < 0.01  < 0.01  < 0.01 

Paving 

On‐site Off‐Road Equipment  0.01  0.09  0.07  < 0.01  < 0.01  < 0.01 

Paving Off‐gassing  0.02  0  0  0  0  0 

Subtotal On‐site Emissions  0.03  0.09  0.07  < 0.01  < 0.01  < 0.01 

Off‐site Worker Trips  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Subtotal Off‐site Emissions  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Total Paving Emissions  0.03  0.09  0.08  0.00  0.01  < 0.01 

Architectural Coatings 

On‐site Off‐Road Equipment  < 0.01  0.02  0.02  < 0.01  < 0.01  < 0.01 

Painting Off‐gassing  1.34  0  0  0  0  0 
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Table 3.2‐11 (cont.): Estimated 2018 Annual Construction Emissions Output 

Source 

Emissions (tons per year) 

ROG  NOx  CO  SOx  PM10  PM2.5 

Subtotal On‐site Emissions  1.35  0.02  0.02  < 0.01  < 0.01  < 0.01 

Off‐site Worker Trips  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Subtotal Off‐site Emissions  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01  < 0.01 

Total Architectural Coatings 
Emissions 

1.35  0.02  0.02  < 0.01  < 0.01  < 0.01 

Total Annual Emissions  1.38  0.13  0.12  <0.01  0.01  0.01 

SJVAPCD Threshold  10  10  100  27  15  15 

Significant?  No  No  No  No  No  No 

Notes: 
ROG = reactive organic gases  NOx = nitrogen oxides  CO = carbon monoxide 
SOx = sulfur oxides  PM10 and PM2.5 = particulate matter 
Source of emissions: Appendix A: CalEEMod Output. 

 

Operations‐Mobile Source Emissions 

Operational, or long‐term, emissions occur over the life of the project.  Operational emissions 

include mobile and area source emissions.  Area source emissions are from consumer products, 

heaters that consume natural gas, gasoline‐powered landscape equipment, and architectural 

coatings (painting).  Mobile emissions are from motor vehicles, which are often the largest single, 

long‐term source of air pollutants from development projects. 

The Traffic Impact Study prepared by Peters Engineering (provided in Appendix H of this EIR) was 

used to provide trip generation rates for air quality analysis purposes.  The operational phasing and 

trip generation rates are shown in Table 3.2‐12.  The Traffic Impact Study provides weekday, 

Saturday, and Sunday trip generation. 

Table 3.2‐12: Trip Generation Rates 

Land Use  Quantity  Units 

Trip Generation Rate (trips/unit/day) 

Weekday  Saturday  Sunday 

Free‐Standing Discount Superstore  193.361  ksf  50.75  64.07  56.12 

Note: 
ksf = thousand square feet 
Source: Peters Engineering Group, Traffic Impact Study for the Northwest Fresno Walmart Project, 2013. 

 

Pass‐by trips are made as intermediate stops on the way from an origin to a primary trip destination 

without a route diversion.  Pass‐by trips are those attracted from traffic already passing the site on 

an adjacent street or roadway that offers direct access to the generator and are not considered new 

trips.  Pass‐by trips are not diverted from another roadway. 
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The CalEEMod defaults and revised project pass‐by trips are shown in Table 3.2‐13.  This analysis uses a 

worst‐case scenario to estimate emissions by assuming a greater percentage of primary and diverted 

trips. 

Table 3.2‐13: Pass‐By Operational Trips 

Land Use 

CalEEMod Defaults  Project 

Primary  Diverted  Pass‐by  Primary  Diverted  Pass‐by 

Free‐Standing Discount Superstore  47.5  35.5  17  48.5  36.5  15 

Source: CalEEMod Defaults and Peters Engineering Group, 2015 

 

For additional details regarding the assumptions used in generating the operational emissions 

estimate, please refer to Appendix B of this EIR. 

To provide a worst‐case scenario, FCS assessed the potential future impacts from the re‐tenanting of 

the existing Walmart store located across North Brawley east of the project site.  This building would 

be vacated when the project is completed and the new store opened.  In all impact areas evaluated 

in this EIR, it is important to note that the analysis does not subtract the emissions from the existing 

store because it is reasonable to assume that the existing store location would be re‐tenanted.  Thus, 

the EIR’s baseline for its evaluation of project impacts against significance threshold assumes that all 

project impacts are new; thus all emissions at the project site are evaluated as new increases.  The 

emissions from the existing store are assumed to continue as part of the existing environmental 

baseline and are shown only for informational purpose in Table 3.2‐14. 

Table 3.2‐14: Emissions from Existing Walmart (2018) 

Source 

Emissions (tons per year) 

ROG  NOx  CO  SOx  PM10  PM2.5 

Area  0.58  < 0.01  < 0.01  0  0  0 

Energy  0.01  0.07  0.06  < 0.01  0.01  0.01 

Mobile—Passenger Vehicles  3.35  3.81  26.07  0.05  3.99  1.09 

Mobile—Medium‐Heavy Duty Vehicles  0.04  0.47  0.27  < 0.01  0.06  0.03 

Mobile—Heavy‐Heavy Duty Vehicles  0.15  2.46  1.10  0.01  0.26  0.10 

Total  4.13  6.81  27.50  0.06  4.32  1.23 

Notes: 
ROG = reactive organic gases  NOx = nitrogen oxides  CO = carbon monoxide 
SOx = sulfur oxides  PM10 and PM2.5 = particulate matter 
Source of emissions: Appendix B: CalEEMod Output. 

 

Annual operational emissions from emission sources generated both on‐site and off‐site as derived from 

CalEEMod are shown in Table 3.2‐15.  As shown in Table 3.2‐15, the project’s operational emissions do 
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not exceed thresholds of significance that the SJVAPCD has adopted in the GAMAQI, and are considered 

less than significant. 

Land use planning decisions, such as creating mixed‐use development, discouraging leapfrog 

development, and creating favorable jobs to housing ratios can significantly reduce vehicle miles 

traveled and the associated criteria pollutant emissions.  The project is consistent with those strategies 

to reduce vehicle miles traveled by creating neighborhood‐serving uses near existing residential 

development and near existing transit, providing sidewalks and bicycle paths, and providing bicycle 

parking.  Furthermore, the project would not involve ground‐up construction, and instead reuses a 

developed project site and building within the existing urban footprint.  To encourage employee 

ridesharing and reduce lunchtime errand trips, Walmart will also provide services and features on‐site, 

such as lockers and on‐site vending machines, kitchen, ATMs and an on‐site fast food restaurant. 

Table 3.2‐15: Project Operational Emissions (2018) 

Source 

Emissions (tons per year) 

ROG  NOx  CO  SOx  PM10  PM2.5 

Area  0.89  < 0.01  < 0.01  0  < 0.01  < 0.01 

Energy  0.01  0.11  0.09  < 0.01  0.01  0.01 

Mobile—Passenger Vehicles  5.01  5.36  37.13  0.07  5.48  1.50 

Mobile—Medium‐Heavy‐Duty Vehicles  0.03  0.42  0.24  < 0.01  0.06  0.02 

Mobile—Heavy‐Heavy‐Duty Vehicles  0.20  3.17  1.42  0.01  0.34  0.13 

Total  6.14  9.06  38.88  0.0  5.89  1.66 

SJVAPCD Threshold  10  10  100  27  15  15 

Significant?  No  No  No  No  No  No 

Notes: 
ROG = reactive organic gases  NOx = nitrogen oxides  CO = carbon monoxide 
SOx = sulfur oxides  PM10 and PM2.5 = particulate matter 
Source of emissions: Appendix B: CalEEMod Output. 

 

Ozone 

As discussed above, project emissions would not exceed the project‐level significance thresholds for 

ozone precursors ROG and NOx during construction and operation.  The SJVAPCD GAMAQI considers 

projects that exceed the project thresholds of significance are also cumulatively significant.  Therefore, 

the project’s emissions would not combine with other sources in the Air Basin to make a cumulatively 

considerable contribution to a violation of the ozone standards.  This impact is less than significant.  As 

such, there would not be a significant contribution to health effects from ozone.  Additional 

descriptions of health impacts from ozone and other pollutants are provided in Section 3.2.3. 

SJVAPCD’s GAMAQI states that another measure of a project’s cumulative significance is the project’s 

impact on criteria pollutant concentrations in the ambient air.  If the ambient air concentration 

resulting from the project plus projects located in the same area exceed any of the federal health‐
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based ambient air quality concentration standards or causes a worsening of areas already exceeding 

those standards, the project would have a cumulatively significant impact under CEQA.  Cumulative 

impacts based on the project’s contribution to ambient concentrations of criteria pollutants are 

addressed under Impact AIR‐2.  Impacts from toxic emissions are addressed under Impact AIR‐5 and 

AIR‐6. 

As previously evaluated (see Table 3.2‐7 and Table 3.2‐8), localized ambient air pollution 

concentrations resulting from construction or operation of the project do not exceed the federal 

health‐based ambient air quality concentration standards or cause a worsening of areas already 

exceeding standards for any criteria pollutant. 

Particulate Matter+ 

As discussed above, emissions during construction and operation would not exceed the PM10 and 

PM2.5 significance thresholds.  As such, there would not be a cumulative PM10 or PM2.5 impact from 

the project.  In addition, the project does not cause an exceedance of any ambient air quality 

standards or make a significant contribution to an existing exceedance as shown under Impact AIR‐2. 

Air Quality Plan 

Section 15130(b) of the CEQA Guidelines states the following: 

The following elements are necessary to an adequate discussion of significant 

cumulative impacts: 1) Either: (A) A list of past, present, and probable future projects 

producing related or cumulative impacts, including, if necessary, those projects 

outside the control of the agency, or (B) A summary of projections contained in an 

adopted general plan or related planning document, or in a prior environmental 

document which has been adopted or certified, which described or evaluated 

regional or areawide conditions contributing to the cumulative impact. 

 

In accordance with CEQA Guidelines 15130(b), this analysis of cumulative impacts is based on a 

summary of projections analysis.  According to the CEQA Guidelines, cumulative impacts may be 

analyzed using other plans that evaluate relevant cumulative effects. 

The air quality attainment plans describe and evaluate the future projected emissions sources in the 

Air Basin and set forth a strategy to meet both state and federal Clean Air Act planning requirements 

and federal ambient air quality standards.  Therefore, the plans are relevant plans for a CEQA 

cumulative impacts analysis.  As discussed in Impact AIR‐1, the project would not contribute to an 

existing air quality standard violation and, therefore, meets this criterion for consistency with the air 

quality attainment plans.  This is a less than significant impact. 

The Fresno General Plan Master EIR assessed the impacts of cumulative development through 

buildout and found that the cumulative impacts to air quality were significant.  The Fresno General 

Plan Master EIR analysis included growth that would include use of the project site with 

development consistent with the plan designation.  The Fresno General Plan includes goals and 

policies intended to mitigate the effects of growth to the extent feasible.  The project is consistent 
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with Fresno General Plan and can rely on the significance finding of the Fresno General Plan Master 

EIR; therefore, the project is less than significant for this criterion. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation measures are required. 

Level of Significance After Mitigation 

Less than significant impact. 

Carbon Monoxide Hotspot 

Impact AIR‐4:  The project would not violate ambient carbon monoxide (CO) standards or 
contribute substantially to an existing or projected air quality violation of CO 
standards. 

Threshold 

The potential impact from carbon monoxide (CO) emissions from sources at the project site was 

assessed under Impact AIR‐2.  The potential CO impacts from the project’s contribution to increased 

traffic congestion at the study area’s roadway intersections are assessed here.  A CO hotspot analysis 

is the appropriate tool to determine if project off‐site motor vehicle emissions of CO during 

operation would exceed ambient air quality standards.  The main source of air pollutant emissions 

during operation are from off‐site motor vehicles traveling on the roads surrounding the project site. 

Project emissions may be considered significant if a CO hotspot intersection analysis determines that 

project‐generated emissions cause a localized violation of the state CO 1‐hour standard of 20 parts 

per million (ppm), state CO 8‐hour standard of 9 ppm, federal CO 1‐hour standard of 35 ppm, or 

federal CO 8‐hour standard of 9 ppm. 

Because increased CO concentrations are usually associated with roadways that are congested and 

with heavy traffic volume, the SJVAPCD has established that preliminary screening can be used to 

determine with fair certainty that the effect a project has on any given intersection would not cause 

a potential CO hotspot.  Therefore, the SJVAPCD has established that if all project‐affected 

intersections are negative for both of the following criteria, then the project can be said to have no 

potential to create a violation of the CO standard, which are 20 ppm and 9 ppm, respectively (see 

Table 3.2‐16): 

 A traffic study for the project indicates that the Level of Service (LOS) on one or more streets 

or at one or more intersections in the project vicinity will be reduced to LOS E or F; or 
 

 A traffic study indicates that the project will substantially worsen an already existing LOS F on 
one or more streets or at one or more intersections in the project vicinity. 

 

If either of the criteria can be associated with any intersection affected by the project, a CO Protocol 

Analysis must be prepared to determine significance. 
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Impact Analysis 

This analysis follows guidelines recommended by the CO Protocol prepared by the University of 

California Davis in 1997.  To provide a worst‐case scenario, CO concentrations are estimated at 

project‐impacted intersections, where the concentrations would be the greatest. 

The Traffic Impact Study for the project showed that there was one intersection with an LOS of E or F 

in the project vicinity in the existing plus project scenario, one in the near term (2015) plus project 

scenario, and eight in the 2035 plus project scenario.  Because the greatest CO concentration 

potential exists at the intersections, the roadway segments were not evaluated.  If the intersections 

would not violate the CO standard, then the roadway segments, which experience greater dispersion 

and decreased CO concentration levels, would also not violate the CO standard. 

CALINE4 is a dispersion model used to estimate the concentration of CO along roadways and 

intersections and is recommended by the SJVAPCD for estimating potential CO hotspots.  Using the 

CALINE4 model, potential CO hotspots were analyzed at the seven highest‐delay intersections for 

existing, near term (2015), and 2035 with project scenarios meeting the SJVAPCD screening criteria 

according to the Traffic Impact Study prepared for this project.  The emission factors were generated 

using the EMFAC2014 model for the year 2013, 2015, and 2035 for the San Joaquin Valley Air Basin. 

As shown in Table 3.2‐16, the estimated 1‐hour and 8‐hour average CO concentrations at buildout in 

combination with background concentrations are below the state and national ambient air quality 

standards.  No CO hotspots are anticipated as a result of traffic‐generated emissions by the project in 

combination with other anticipated development in the area.  Therefore, the mobile emissions of CO 

from the project are not anticipated to contribute substantially to an existing or projected air quality 

violation of CO.  Impacts would be less than significant. 

Table 3.2‐16: Carbon Monoxide Concentrations at Intersections 

Intersection  Scenario 

CO Concentrations (ppm) 
Significant 
Impact?3 1 Hour1  8 Hour2 

Barstow/Brawley (Figarden)  Existing Plus Project 
(Weekday PM) 

7.4  5.2  No 

Barstow/Brawley (Figarden)  Near Term (2015) Plus Project 
(Weekday PM) 

7.2  5.0  No 

Barstow/Brawley (Figarden)  2035 Plus Project 
(Weekday PM) 

6.8  4.7  No 

Gates/San Jose  2035 Plus Project 
(Weekday PM) 

6.8  4.7  No 

Marty/San Jose  2035 Plus Project 
(Weekday PM) 

6.7  4.7  No 

Valentine/San Jose  2035 Plus Project 
(Weekday PM) 

6.6  4.6  No 

Site Access/Brawley  2035 Plus Project 
(Weekday PM) 

6.8  4.7  No 
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Table 3.2‐16 (cont.): Carbon Monoxide Concentrations at Intersections 

Intersection  Scenario 

CO Concentrations (ppm) 
Significant 
Impact?3 1 Hour1  8 Hour2 

Golden State/Shaw  2035 Plus Project 
(Saturday) 

7.1  5.0  No 

Blythe/Shaw  2035 Plus Project 
(Saturday) 

7.0  4.9  No 

Brawley/Shaw  2035 Plus Project 
(Saturday) 

7.1  5.0  No 

Notes: 
1  CALINE4 output (see Appendix B for model output) plus the highest 1‐hour background concentration during the past 

3 years of 3.27 ppm (Table 3.2‐3). 
2  The 8‐hour Long Term With Project caused increment was calculated by multiplying the 1‐hour CALINE4 output by 0.7 

(persistence factor), then adding the highest 8‐hour background concentration during the past 3 years of 2.29 ppm 
(from Table 3.2‐3). 

3  Comparison of the 1‐hour concentration to the state standard of 20 ppm and the 8‐hour concentration to the 
state/national standard of 9 ppm. 

Source: FirstCarbon Solutions, 2013, Appendix B. 

 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact  

Project‐level Toxic Air Contaminants 

Impact AIR‐5:  The project would not expose sensitive receptors to substantial pollutant 
concentrations. 

Thresholds 

The SJVAPCD has adopted the following project‐level significance thresholds for toxic air 

contaminants (TACs) as published in its Update to District’s Risk Management Policy to Address 

OEHHA’s Revised Risk Assessment Guidance Document (SJVAPCD 2015):  

 Probability of contracting cancer for the Maximally Exposed Individual (MEI) exceeds 20 in one 

million, or 
 

 Ground‐level concentrations of non‐carcinogenic toxic air contaminants would result in a 

Hazard Index greater than 1 for the MEI. 
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These thresholds are based on the SJVAPCD’s Risk Management Policy for permitting stationary 

sources of TACs.  In In May 2015, the SJVAPCD updated its Risk Management Policy to incorporate the 

recommendations provided by the new OEHHA cancer risk guidance for assessments under the 

California Environmental Quality Act.3  The OEHHA guidance for estimating cancer risks that include 

enhanced protection of children and thus, more stringent thresholds of significance.  In response, the 

SJVAPCD modified its TAC significance threshold for cancer risk to 20 in one million.  The new 20 in a 

million cancer risk threshold is also posted on the SJVAPCD website in the threshold section of their 

CEQA webpage at http://www.valleyair.org/transportation/ceqa_idx.htm.  The SJVAPCD’s new 

guidance became effective July 1, 2015. 

Impact Analysis 

The impact analysis follows guidance from the SJVAPCD’s 2015 Risk Management Policy to Address 

OEHHA’s Revised Risk Assessment Guidance Document, the 2015 GAMAQI, and the 2006 SJVAPCD 

Guidance for Air Dispersion Modeling.  For detailed methodology and assumptions, please refer to 

the Air Quality and Health Risk Analysis Report included in this EIR as Appendix B. 

The estimation of health risk impacts requires the completion of four basic steps: 

 Estimation of the (TAC) emissions from the project and from existing and reasonably 

foreseeable emission sources within the 1,000‐foot zone of influence that could impact public 

health based on the baseline year of 2018 as the time period of the project;  
 

 Identification of receptor locations surrounding the emission source(s) where the health risk 

impacts are calculated; 
 

 Application of an air dispersion model and attendant meteorological data to describe the rate 

of transport and magnitude of the air quality impacts of the estimated emissions; and, 
 

 Comparison of the resulting health risk impacts with the relevant significance thresholds. 

 

Assessment of the Project’s Incremental Health Risk Impacts 

The primary TAC emissions from the project result from the travel and idling of diesel‐fueled vehicles 

and the operation of transport refrigeration units used to transport perishable products.  Other TAC 

emissions include those resulting from the operation of customer and worker vehicles that travel to 

and from the project.  Table 3.2‐17 identifies the vehicular traffic associated with the project. 

Table 3.2‐17: Inventory of Vehicle Trips during Operations 

Pollutant  Vehicle Class(1) 

Project Vehicles  
(trips per peak hour and 

average day) 

NO2 and CO (for estimating 
impacts over time periods of 1‐
hour, 3‐hours, and 8‐hours 
using peak‐hour trips) 

3 axle heavy‐duty truck 
4+ axle truck (with TRU) 
4+ axle truck (without TRU) 
Customer Light Duty Auto and Truck 
Medium duty Truck 

10 
6 
2 
724 
205 

                                                            
3
  On March 6, 2015, the state Office of Environmental Health Hazard Assessment (OEHHA) adopted changes to Air Toxics Hot Spots 

Program Guidance Manual for the Preparation of Risk Assessments (Risk Assessment Manual).  These revisions are designed to 
provide enhanced protection of children, as required under state law. 



City of Fresno – Northwest Fresno Walmart Project 
Air Quality  Draft EIR 

 

 
3.2‐48  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐02 Air Quality.docx 

Table 3.2‐17 (cont.): Inventory of Vehicle Trips during Operations 

Pollutant  Vehicle Class(1) 

Project Vehicles  
(trips per peak hour and 

average day) 

PM10, PM2.5 (for estimating 
impacts over time periods of 
24‐hours and annually using 
average daily trips) 

3 axle heavy‐duty truck 
4+ axle truck (with TRU) 
4+ axle truck (without TRU) 
Customer Light Duty Auto and Truck 
Medium duty Truck 

20 
6 
12 

9,672 
2,717 

Notes: 
(1)  3 axle vehicles are represented by the EMFAC medium‐heavy‐duty vehicle class (MHDT); 4+ axle vehicles are 

represented by the EMFAC heavy‐heavy‐duty vehicle class (HHDT); all heavy‐duty vehicles are assumed to be diesel‐
fueled. 

TRU = transport refrigeration unit 
Source: Peters Engineering Group 2013; FCS 2015. 

 

The project operations assumed a truck delivery schedule of 24‐hours per day, daily.  This time 

period is assumed so as to account for the worst‐case scenario for when there is more traffic on the 

road.  On‐site truck travel assumed a speed of 15 miles per hour.  All heavy‐heavy duty delivery 

trucks are assumed to idle for 5 minutes per day, which is the maximum idling time permitted under 

State law.4  All medium‐heavy duty delivery trucks were assumed to idle for 15 minutes per day.  In 

addition, the project’s vehicle traffic was distributed onto the local roadway network as identified in 

the project’s traffic impact report (Appendix H). 

Results of the Project‐Level Health Risk Assessment 

Table 3.2‐18 summarizes the results of the project‐level health risk assessment.  The table presents 

the highest cancer risk and non‐cancer hazard at the maximum impacted sensitive receptor.  This 

receptor is located at the existing residences at the southeast corner of E. San Jose Avenue and N. 

Brawley Avenue.  As noted from this table, the project’s operational TAC emissions do not result in 

an exceedance of the SJVAPCD’s health risk significance threshold for cancer of 20 in a million.  The 

project’s operational TAC emissions would result in a non‐cancer hazard index of less than 0.01 for 

both the chronic non‐cancer hazard index and acute non‐cancer hazard index and, therefore, would 

not exceed the SJVAPCD’s non‐cancer hazard index of 1.0. 

Table 3.2‐18: Project‐Level Cancer Risks 

Location 

Cancer Risk (per million) 
Exceeds 

Significance 
Threshold? 

Maximum Lifetime 
Project Risk 

Significance 
Threshold 

Maximum Impacted Sensitive Receptor  3.0  20  No 

Source: FCS 2015, see Appendix B. 

                                                            
4
  The Walmart 4+ axle fleet trucks are equipped with anti‐idling devices that limit truck idling to 3 minutes.  To provide a conservative 

estimate of idling emissions, a 5‐minute idling time per truck per day was assumed for all heavy‐heavy duty trucks (see Cal. Code 
Regs. Title 13, Section 2485, which limits idling to no more than 5 minutes). 
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Significance of Project‐Level Emissions of TACs on Cancer Risk and Non‐Cancer Risk 

On a project‐level basis, the TAC emissions from the project would not exceed the project‐level 

cancer risk significance threshold of 20 in one million or the non‐cancer hazard index of 1.0 

established by the SJVAPCD. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Cumulative Toxic Air Contaminants 

Impact AIR‐6:  The project would not expose sensitive receptors to cumulatively considerable 
contribution of toxic air contaminant emissions. 

Thresholds 

The SJVAPCD has not adopted a threshold of significance or analysis procedure for determining a 

project’s cumulative health risk from toxic air contaminants, nor does it indicate the amount of 

health risk that would constitute an existing cumulative impact.  The SJVAPCD 2015 GAMAQI 

indicates that its project level threshold should be considered the level at which a project’s 

contribution is considered a cumulatively significant impact.  According to SJVAPCD, if a project is 

deemed to be “less than significant” on a project‐direct basis based on the 20 in a million threshold 

of significance (as is the case here), then the project is also deemed to be “less than significant” from 

a cumulative perspective. 

CEQA requires the City to first determine if a significant cumulative TAC impact exists.  If it does, then 

the significance of the project’s emissions must be evaluated to determine if they are cumulatively 

considerable.  Therefore, this analysis will first (1) identify the existing TAC emission risk level; (2) 

identify the level at which the City considers existing TAC emission levels significant; and (3) 

determine whether the project makes a significant contribution threshold to the existing cumulative 

TAC risk. 

Quantification of Existing TAC Cancer Risk.  The existing risk from TAC emissions is subject to high 

levels of uncertainty.  The monitoring network that measures TAC emissions is limited and the largest 

component of risk from DPM cannot be directly measured.  The California Almanac of Emissions and 

Air Quality—2009 Edition ARB 2009 Almanac indicates that average TAC cancer risk in the San 

Joaquin Valley was 586 in a million in the year 2000.  The ARB has not published more recent risk 

estimates that include DPM.  Estimates based on more recent air monitoring data for NO2 as a 

surrogate of DPM and non‐DPM TAC emissions from the monitoring station closest to the project in 

Fresno indicate an average cancer risk of 328 in a million, based on 2014 data and SJVAPCD risk 

factors for DPM. 
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It should be noted that after incorporation of the new SJVAPCD cancer risk guidance described in the 

Final Draft Staff Report, Update to District’s Risk Management Policy to Address OEHHA’s Revised 

Risk Assessment Guidance Document, the estimated background TAC‐related health risk calculations 

that result from using the new scaling factor would increase from 328 in a million to about 830 in a 

million (SJVAPCD 2015).  While the new methodologies result in much higher calculated risk (at least 

2.3 times higher), regardless of the methodology used, the District reports that the San Joaquin 

Valley had seen a reduction of about 85 percent in cancer risk because of air toxics during the last 

two decades.5 

To place the San Joaquin Valley’s 328 in a million risk calculation in context, using emission 

calculation methods that pre‐date the new OEHHA 2015 cancer risk guidance that SJVAPCD has 

adopted, the average background TAC emission level in the South Coast Air Basin was 367 in a 

million as reported in the Multi Air Toxic Emission Study (MATES) IV Final Report (SCAQMD 2015).  

The Bay Area Air Quality Management District (BAAQMD) reported a regional average cancer risk in 

the Bay Area Air Basin of 300 in a million in the year 2012.  These data do not reflect the risk at any 

specific location, or reflect the reductions in TAC emissions since the estimates were made; nor do 

they reflect the recent changes to the cancer risk estimation guidance recommended by the OEHHA 

that includes enhanced protection to children, as noted.  The risk may be higher or lower at specific 

locations, due to the presence or absence local sources.  However, in the absence of refined local 

data, the estimates presented herein are the best available. 

When quantifying existing TAC emission levels, it is necessary to consider the impact of sources near 

the site that would result in an elevated cumulative impact compared to the averages reported by 

ARB in the Almanac and those estimated from monitoring data at the nearest monitoring station.  As 

stated earlier, the averages reported by ARB and estimated by FCS do not reflect localized conditions 

that would exist at any specific site.  In order to provide a conservative estimate of the existing 

cumulative TAC risk level at the project site, it is necessary to add the risk estimated at the nearest 

monitoring station and the localized impact of existing sources around the project site.  

TAC emissions from sources within approximately 1,000 feet of the project were measured with the 

radius is extended beyond 1,000 feet as necessary to include any large sources just outside the 

radius.  Adding the existing risk at the nearest monitoring site to the risk from localized sources is 

conservative because similar sources may provide impact at both locations resulting in double 

counting some portion of the risk.  In addition, at 1,000 feet, emissions from sources impacting a 

project site have dispersed to the point that they could not be differentiated from the background 

emissions.  In traffic‐related studies, the additional cancer health risk attributable to proximity was 

seen within 1,000 feet and was strongest within 300 feet.  California freeway studies show about a 

70‐percent drop‐off in particulate pollution levels at 500 feet.  According to the ARB, emissions 

concentrations are generally reduced by 80 percent within 1,000 feet of TAC sources (ARB 2005). 

To determine the significance of existing background TAC emission levels, the TAC emissions 

quantified using monitoring data from the monitoring station nearest to the project site and the 

                                                            
5
  SJVAPCD, Final Draft Staff Report with Appendices for Update to District’s Risk Management Policy to Address OEHHA’s Revised Risk 

Assessment Guidance Document (May 28, 2015), p. 3. 
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modeled risk from actual sources of TAC emissions within approximately 1,000 feet of the project 

site were added to the background TAC emission level of 830 in a million, as detailed in the impact 

analysis below. 

Cumulative Significance Threshold.  No air district has adopted a cumulative threshold that 

identifies a level of TAC emissions that would be considered a significant cumulative impact.  In the 

absence of TAC risk cumulative threshold, the City considered what level of existing background TAC 

emission‐related health risks should be deemed a significant cumulative impact.  The EPA has 

provided guidance for conducting air toxics analyses and making risk management decisions at the 

facility and community‐scale level.  In this context, the EPA guidance considers a range of 

“acceptable” cancer risks ranging from one in a million to one in ten thousand.  This EPA guidance 

defined acceptable community risk from TACs at 100 in a million. 

In protecting public health with an ample margin of safety, EPA strives to provide 

maximum feasible protection against risks to health from Hazardous Air Pollutants 

(HAPs) by limiting to a no higher than approximately one in ten thousand (100 in a 

million) the estimated risk that a person living near a source would be exposed to 

the maximum pollutant concentrations for 70 years.6 

 

The City has determined that existing background TAC emission levels in excess of 100 in a million 

are considered cumulatively significant.  EPA’s definition of acceptable risk from TAC emissions is a 

reasonable goal for considering the current level of cumulative impact from existing emission levels. 

Cumulative Contribution Threshold.  In light of the new TAC emission calculation methodologies, 

the District adopted a revised threshold for evaluating the significance of a project’s TAC emissions 

of 20 new cases in a million, up from the previously‐used 10 in a million threshold.  The District uses 

the level threshold to determine if a project has either a significant project‐level or cumulative 

impact.  The City has determined that the updated SVJAPCD’s 20 in a million threshold is reasonable 

and appropriate and in compliance with CEQA. 

Under CEQA, the significance of a project’s individual contribution to an existing cumulative impact 

must be evaluated in light of the severity of the existing impact.  The average risk from TACs in the 

Fresno area (as measured by the Fresno‐First Street air monitoring station) was estimated at 328 in a 

million in the year 2011 (less than the risk for the entire Air Basin in 2000, which was estimated at 

586 in a million).  After incorporation of the new SJVAPCD cancer risk guidance adopted to enhance 

the protection of infants and children, the estimated cancer risk using the District’s scaling factor 

would increase from 328 in a million to about 830 in a million.  However, as noted above, although 

the risk calculation methodology is changing and will result in higher calculated risk, the apparent 

increase in risk is not caused by increases in actual emissions or exposures to toxic air contaminants. 

In addition, according to the District, “it is indisputable by any measure that the Valley residents’ 

exposure to hazardous air pollution and the actual health risks have been significantly reduced.”  

                                                            
6
  This goal is described in the preamble to the benzene National Emissions Standards for Hazardous Air Pollutants (NESHAP) 

rulemaking (54 Federal Register 38044, September 14, 1989) and is incorporated by Congress for EPA’s residual risk program under 
Clean Air Act section 112(f). 
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(SJVAPCD, Final Draft Staff Report with Appendices for Update to District’s Risk Management Policy 

to Address OEHHA’s Revised Risk Assessment Guidance Document (May 28, 2015), p. 3).  This report 

indicates that the cancer risk has dropped from about 1,200 in a million in 1990, to under 200 in a 

million today.  Page 8 of the ARB and CAPCOA document, Risk Management Guidance for Stationary 

Sources of Air Toxics (July 23, 2015), provides an additional source of estimates of statewide and 

regional ambient cancer risk based on the new OEHHA guidance.  The ARB/CAPCOA document 

indicates that in 1990, regional ambient cancer risk (background risk) in the San Joaquin Valley was 

3,860.  By 2014, the risk had decreased to 1,110 in a million, based on 2014 toxic monitoring data 

and 2012 estimates of DPM emissions (ARB 2015).  Thus, the range of estimates of background 

emissions is subject to substantial variation (830 in a million based on analysis of Fresno monitoring 

data and the SJVAPCD scaling factor for OEHHA guidance and 1,110 in a million based on ARB 

estimates using San Joaquin Valley average monitoring data). 

Before determining the degree to which it should increase the TAC emissions significance threshold, 

the District established the “ceiling” on any potential increase.  In doing so, the District found that 

applying the prior cancer risk calculation methodology would be the equivalent to a 24 to 36 in a 

million risk threshold under the new OEHHA methodology, depending on the same type of source of 

emissions.  Therefore, in order to comply with District Governing Board direction to prevent 

relaxation of any of current health protections, the District concluded that the revised threshold 

could not exceed 24 in a million.  Establishing 24 in a million as the new threshold was argued by 

some as negating some or most of the new health protections anticipated by OEHHA in 

implementing the 2015 risk assessment changes, while other stakeholders requested a 36 in a 

million threshold. 

The District recognized that establishing a 24 in a million permitting approval threshold would not 

always provide additional protections of children than a 10 in a million threshold under the prior risk 

calculation methods—under some cases, the level of protection would be identical.  Accordingly, the 

District adopted a 20 in a million threshold that would always provide improved health protections 

of children and the general public compared to the current policy and risk estimation methods.  

(SJVAPCD, Final Draft Staff Report with Appendices for Update to District’s Risk Management Policy 

to Address OEHHA’s Revised Risk Assessment Guidance Document (May 28, 2015), pp. 23, 39).  The 

District considered the existing cumulative TAC‐related health risks and their ongoing reductions 

when setting the 20 in a million thresholds, as well as a threshold that would always provide 

improved health protections compared to existing District thresholds and policies.  The City has 

determined that the District’s use of 20 in a million to determine if a project has a cumulatively 

considerable impact is supported by substantial evidence. 

Non‐Cancer Hazard Index (HI).  As described earlier, the HI is a ratio of the predicted concentration 

of the project’s emissions to a concentration considered acceptable to public health professionals.  

The SJVAPCD has adopted a HI of 1.0 as its project level threshold for non‐cancer hazards.  The 

SJVAPCD has not adopted a cumulative impact thresholds for non‐cancer health risk.  The BAAQMD 

is the only air district to adopt a cumulative threshold for non‐cancer hazards.  The BAAQMD defines 

a significant non‐cancer hazard impact from cumulative sources of risks or hazards (including the 

proposed project, existing sources, planned, and probable future sources located within the 
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approximate 1,000‐foot analysis radius) as a chronic or acute Hazard Index of greater than 10.0.  The 

HI of 10.0 was used as the cumulative threshold for this analysis. 

Impact Analysis 

The analysis uses a two‐step process in determining whether the project would result in a significant 

cumulative impact.  First, the impact from existing, planned, and reasonably foreseeable TAC 

emission sources is estimated and compared to the cumulative TAC threshold of 100 in a million.  If 

the cumulative emission sources exceed 100 in a million, the second step is required and the amount 

of the project’s individual TAC emissions is compared to the cumulative contribution threshold of 20 

in a million. 

Existing Cumulative TAC Emissions 

The assessment contained in this environmental impact report provides the best available 

methodology for estimating background cancer risks.  Proximity to sources of toxic air contaminant 

emissions is critical to determining their impact; however, it is also important to consider the 

emissions from distant sources to obtain a full understanding of the impact from TAC emissions.  

Thus, the geographic scope of the cumulative analysis includes both regional sources as measured at 

the nearest monitoring station and localized emission sources located within an analysis radius of 

approximately 1,000 feet.  Emissions measured at the monitoring station represent the impact of all 

emissions from nearby sources and from emissions transported from sources that are distant from 

the monitoring station and mixed in the atmosphere and provide an estimate of the background 

risk.  The approximate 1,000‐foot localized emission analysis radius is based on analysis conducted by 

ARB and confirmed by the dispersion modeling completed for the project, which illustrates the 

reduction in risk with distance from the TAC sources. 

Estimate of Existing Cancer Risk 

The analysis first determined the existing risk in the Fresno area, which is also referred to as 

background risk.  The average background risk from TACs in the Fresno area (as measured at the 

Fresno‐Garland air monitoring station) is estimated to be substantially higher than the 100 in a 

million cumulative TAC threshold, at 328 in a million in the year 2014 (less than the risk for the entire 

Air Basin in 2000, which was estimated at 586 in a million), as shown in Table 4 of the Air Quality and 

Health Risk Analysis Report, included in this EIR as Appendix B.  The average TAC‐related cancer risk 

of 328 in a million is estimated from emission concentrations at the nearest monitoring station using 

2014 data.  The most current air quality measurement data are from the Fresno‐Garland air 

monitoring station.  The largest source of TAC impact is from DPM.  DPM cannot be directly 

monitored, so a surrogate for DPM must be used to estimate a DPM concentration.  This analysis 

uses a method used by ARB to determine DPM concentrations from NOx monitoring data.  ARB 

found that there was a close correlation between concentrations of NOx and DPM.  Both pollutants 

are primarily emitted by diesel‐powered vehicles; therefore, the emissions would tend to be 

proportional.  The annual average NO2 concentration at the Fresno‐Garland air monitoring station 

for 2014 was 0.012 part per million (PPM) or 22.6 μg/m3. 

Using the ARB NOx/DPM factor of 0.022 results in a DPM concentration of 0.496 μg/m3.  Applying the 

SJVAPCD  recommended DPM risk factor of 414.5 in a million per μg/m3 of DPM results in a risk of 

206 in a million from DPM.  (ARB [2010] recommends a lower DPM risk factor of 300 in a million per 
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μg/m3 of DPM.)  Although, this estimate has a high degree of uncertainty, it represents the best 

available estimate of existing DPM‐related toxic risk at the project site. 

The cancer risk from the remaining non‐DPM TACs was estimated using the ARB iADAM air‐

monitoring database at the Fresno‐Garland air monitoring station for 2014 (the most recent year of 

data available).  The estimated cancer risk level is 112 in a million.  However, the record for 2014 is 

missing data for one TAC, para‐dichlorobenzene.  Using the most recent 2007 data for para‐

dichlorobenzene as a substitute for the missing data and assuming no decrease since 2007 would 

add an additional risk of 10 in a million.  Adding this value to a risk of 112 in a million for the other 

non‐DPM TACs results in an average risk of 122 in a million.  The combined risk of DPM and other 

non‐DPM TAC emissions at the closest monitoring site to the project site is a cumulative existing 

cancer risk of 328 in a million. 

As described earlier, the number representing the existing risk increases after use of the SJVAPCD’s 

newest guidance for estimating cancer risks (May 2015) which uses a scaling factor of 2.53, resulting 

in cancer risk numbers that are 2.53 times higher than the 328 in a million number that results from 

the SJVAPCD’s previous guidance for estimating cancer risks.  While the actual cancer risk does not 

change the method of quantifying the risk has been altered and as a result, with use of the 2.53 

scaling factor, the existing cancer risk number increases from 328 in a million to 830 in a million.  In 

addition, the ARB and CAPCOA used the 2.53 scaling factor and 2012 and 2014 monitoring data to 

provide an average risk estimate for the San Joaquin Valley of 1,110 in a million (ARB 2015).  In any 

case, the existing cancer risks exceed the 100 in a million cumulative cancer risk significance 

threshold adopted for this project. 

The final step in quantifying the existing TAC‐related cancer risk is to combine the background Fresno 

Area cumulative TAC risk with the risks from TAC emission sources within 1,000 feet of the project. 

TAC Emission Sources within 1,000 Feet of Project  

Various sources of toxic air contaminants were identified within the 1,000‐foot analysis radius of the 

project to determine the existing localized TAC‐related cancer risk.  Several TAC emission sources 

were identified within the 1,000‐foot analysis radius.  These sources included operation of the traffic 

along the roadways adjacent to the project and several restaurants, gasoline service stations, and 

other stationary sources of TAC emissions.  The existing Walmart Store would be vacated with the 

opening of the new Walmart Store, but the building is expected to be re‐tenanted.  The analysis of 

TAC emission sources within the 1,000‐foot radius therefore assumed re‐tenanting would occur with 

a use having similar levels of TAC emissions as the existing Walmart Store.  TAC emissions from the 

existing store were therefore included in this assessment. 

The quantification of TAC emissions from each of these sources is discussed below.  Based on a 

review of the listing of planned, approved and reasonably foreseeable development projects 

contained in the EIR and used in the project traffic impact report, no projects that would attract 

diesel trucks or that would include stationary source of TAC emissions  were identified for future 

development within the 1,000‐foot analysis radius.  The following describes the nearby sources in 

more detail. 
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Local Roadways 

Traffic along the roadways adjacent to the project emits various TACs in the form of DPM and TOG.  

The roadways included in this assessment were Shaw Avenue, Brawley Avenue, and San Jose 

Avenue. 

Average annual daily traffic (AADT) volumes were obtained from the Fresno Council of Governments 

traffic count data or from the project traffic impact study for the above roadways.  Based on the 

above traffic volumes, five roadway traffic links were identified along with their annual average daily 

trips (AADT) for assessment in the cumulative health risk assessment.  These traffic links were: 

 Link 1: Shaw Avenue East of Brawley Avenue—42,668 AADT 

 Link 2: Shaw Avenue West of Brawley Avenue—33,517 AADT 

 Link 3: Brawley Avenue North of Shaw Avenue—20,752 AADT 

 Link 4: Brawley Avenue South of Shaw Avenue—14,325 AADT 

 Link 5: San Jose Avenue East and West of Brawley Avenue—2,500 AADT 

 

Daily traffic volumes were converted to hourly traffic volumes using the distribution of vehicle miles 

traveled (VMT) from Fresno County in 2018 as derived from the ARB EMFAC model.  The hourly 

traffic volumes were broken down further by vehicle class according to the percent of daily VMT that 

is comprised by each vehicle class.  These percentages were further broken down by fuel type—

diesel or gasoline.  The details of the vehicle percentages by traffic link analyzed are shown in the Air 

Quality and Health Risk Analysis Report included in this EIR as Appendix B.  The hour‐by‐hour 

emissions from the roadways were calculated using the hour‐by‐hour VMT percentages, the roadway 

link AADT, emission factors and the length of the roadway link.  The roadway emission calculations 

for each roadway segment are provided in the Air Quality and Health Risk Analysis Report included in 

this EIR as Appendix B. 

Stationary Sources 

Several stationary sources were identified within and near to the 1,000‐foot analysis radius.  These 

sources included several restaurants and gasoline service stations.  Several large light industrial areas 

were identified as well. 

Restaurant Cooking Emissions 

The SJVAPCD requires the estimation of TAC emissions from the cooking of meat at restaurants 

operations.  The two main TACs from the cooking operations are polycyclic organic hydrocarbons 

(PAH) (represented as benz(o)pyrene) and naphthalene, both of which have been identified as 

carcinogenic substances.  The estimation of TACs from restaurant cooking applied the emission 

methodology contained in the SJVAPCD Guidance on Air Dispersion Modeling (SJVAPCD 2006).  The 

restaurant emissions were modeled as point sources released at a height of 5 feet above the 

restaurant roof.  To maximize emissions from the restaurants, all restaurants were assumed to be 

under‐fired charbroilers.  A listing of restaurants whose emissions were quantified is shown in Table 

3.2‐19.  The restaurants were assumed to operate 12 hours per day. 
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Table 3.2‐19: Restaurants within 1,000 Feet Analysis Radius 

Name  Address 

KFC  4175 W. Shaw Avenue 

Del Taco  3868 W. Shaw Avenue 

Keothip Thai Cuisine  3757 W. Shaw Avenue 

Panda Express  3698 W. Shaw Avenue 

Me‐N‐Eds  4177 W. Shaw Avenue 

Taco Bell  4050 W. Shaw Avenue 

Rally’s  4020 W. Shaw Avenue 

Wendys  4270 W. Shaw Avenue 

Applebees  3604 W. Shaw Avenue 

Marie Calenders  3602 W. Shaw Avenue 

Casa de Tamales  3747 W. Shaw Avenue 

Source: See Air Quality and Health Risk Analysis Report included in this EIR as Appendix B. 

 

The emissions from the restaurant cooking operations assumed the following rates: 

 Polycyclic Aromatic Hydrocarbons (as B(a)P): 6.66 E‐03 pounds/year and 7.61 e‐07 pounds/hr 

 Naphthalene: 3.35e‐01 pounds/year and 3.82e‐05 pounds/hr 
 
Gasoline Service Stations 

Two gasoline service stations were identified within the 1,000‐foot analysis radius.  These stations 

were located as follows: 

 Chevron at 3769 West Shaw Avenue 

 Union76 at 4020 West Shaw Avenue 

 

The TAC emission of concern from the gasoline service stations are the evaporative emissions of 

benzene from the storage and dispensing of gasoline.  Benzene has also been identified by the ARB 

as a carcinogenic substance.  Estimates of benzene from the evaporation of gasoline were derived 

from emission calculation methodology published by CAPCOA in its Gasoline Service Station 

Industry‐wide Risk Assessment Guidelines (1997).  The gasoline service stations were assumed to 

operate 24 hours per day.  The emission estimations for the service stations are provided in the Air 

Quality and Health Risk Analysis Report included in this EIR as Appendix B. 

Additional Sources of DPM 

The cumulative assessment also included DPM emissions associated with the delivery trucks that 

service the existing Walmart (assumes retenanting), the restaurants, and gas stations.  In addition, 

delivery trucks associated with the operation of a nearby light industrial area were included in the 

assessment.  These additional DPM sources are identified in Table 3.2‐20 along with the delivery 
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truck assumptions.  The emissions from these other DPM mobile sources assumed the same DPM 

emission factors, vehicle speed (15 miles per hour), and idling time (15 minutes/vehicle/day) as for 

the project’s delivery vehicles. 

Table 3.2‐20: Additional Sources of DPM 

Name  Address  Number of Trucks per Day 

KFC  4175 W. Shaw Avenue  1 HHDT w/TRU 

Del Taco  3868 W. Shaw Avenue  1 HHDT w/TRU 

Keothip Thai Cuisine  3757 W. Shaw Avenue  1 HHDT w/TRU 

Panda Express  3698 W. Shaw Avenue  1 HHDT w/TRU 

Me‐N‐Eds  4177 W. Shaw Avenue  1 HHDT w/TRU 

Taco Bell  4050 W. Shaw Avenue  1 HHDT w/TRU 

Rally’s  4020 W. Shaw Avenue  1 HHDT w/TRU 

Wendys  4270 W. Shaw Avenue  1 HHDT w/TRU 

Applebees  3604 W. Shaw Avenue  1 HHDT w/TRU 

Marie Calenders  3602 W. Shaw Avenue  1 HHDT w/TRU 

Casa de Tamales  3747 W. Shaw Avenue  1 HHDT w/TRU 

Union 76  3769 W. Shaw Avenue  1 HHDT 

Chevron  4020 W. Shaw Avenue  1 HHDT 

Office Depot  3804 W. Shaw Avenue  2 HHDT 

Direct Buy  4150 W. Shaw Avenue  1 HHDT 

Central Distributing  4250 W. Shaw Avenue  2 HHDT 

Kohls  3699 W. Shaw Avenue  2 HHDT 

FoodsCo  3657 W. Shaw Avenue  1 HHDT w/TRU 

Light Industrial Area  South of Shaw Avenue between 
Brawley Avenue and Sonora Avenue 

12 HHDT 

Existing Walmart Store  3680 W. Shaw Ave  4 HHDT, 2 HHDT w/TRU 
7 MHDT 

Notes: 
HHDT = heavy‐heavy‐duty diesel truck 
MHDT = medium heavy duty diesel truck 
TRU = transportation refrigeration unit 
Source: See Air Quality and Health Risk Analysis Report included in this EIR as Appendix B. 

 

Air Dispersion Model, Receptors, and Meteorology 

The AERMOD air dispersion model was used to estimate the cumulative health risks and hazards 

from DPM and TOG emissions.  The receptor locations and meteorological data used in the 

cumulative assessment applied the same information as that used in the assessment of criteria 

pollutant and project‐level health risk impacts. 
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Results of the Cumulative Health Risk Assessment 

Table 3.2‐21 summarizes the results of the cumulative health risk assessment for the project and 

existing TAC emission sources in terms of lifetime cancer risks.  Shown therein are the impacts at the 

maximum exposed receptor project receptor, when using an analysis radius of 1,000 feet.  Also shown is 

a comparison with the cumulative health risk significance threshold adopted for this assessment. 

Table 3.2‐21: Cumulative Cancer Risk at the Maximum Impacted Project Sensitive 
Receptor 

Receptor Location  Emission Source Category 
Cancer Risk 

(risk per million) 

—  Existing Average Risk Estimated at Fresno County 
(DPM and Non‐DPM) 

830 

Located in the Residential Area 
along the northwest corner of 
San Jose Avenue and Brawley 
Avenue at the project’s 
maximum impacted sensitive 
receptor 

Existing Sources and Foreseeable Sources within 
1,000 feet: 

Local Roadways (from DPM) 
Local Roadways (from TOG) 
Additional Sources (from DPM) 
Restaurant Cooking and Gas Service Stations 

Subtotal 

 
 

43.9 
6.3 
0.3 
0.2 
50.4 

—  Total for Existing Sources Without the Project  880.4 

Cumulative Significance Threshold  100 

Existing Significant Cumulative Impact?  Yes 

Project Emissions  
DPM Emissions 
TOG Emissions 

Subtotal 

 
2.5 
0.5 
3.0 

Cumulative Contribution Threshold  20 

Cumulatively Considerable Impact?  No 

Note: 
See Air Quality and Health Risk Analysis Report included in this EIR as Appendix B.   

 

Estimates of chronic and acute non‐cancer hazards were also made considering the emissions of 

total organic gases from both gasoline and diesel vehicles and emissions from restaurants and 

gasoline service stations.  Table 3.2‐22 summarizes the project‐specific chronic and acute non‐cancer 

hazard indices, the estimated cumulative total chronic and acute non‐cancer hazard indices and the 

respective chronic and acute non‐cancer hazard indices significance thresholds. 

As noted from this table, both the project‐specific and cumulative hazard indices are less than the 

SJVAPCD non‐cancer hazard index significance thresholds.  There is no published data for 

background non‐cancer hazard indices.  However, using the estimated DPM concentration of 0.495 

μg/m3 used to determine cancer risk and an REL for DPM of 5.0 results in an HI of 0.01 for chronic 

impacts.  DPM has not been assigned an REL for acute impacts.  Health indices for other TACs would 

require analysis of individual TAC emissions and application of the associated REL for each of TAC 

that is beyond the scope of this analysis.  In addition, considering the low HI for DPM and sources 
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within 1,000 feet it is highly unlikely that background concentrations for other individual TACs would 

contribute substantially to the cumulative HI. 

Table 3.2‐22: Project‐Specific and Cumulative Non‐Cancer Hazard Indices 

Non‐Cancer Hazard 
Project‐Specific Hazard 

Index  Significance Threshold 
Significance Threshold 

Exceeded? 

Project Specific Impacts (1) 

Chronic  0.007  1.0  No 

Acute  0.001  1.0  No 

Cumulative Impacts(2) 

Chronic  0.0772  10.0  No 

Acute  0.259  10.0  No 

Notes: 
(1)  Maximum hazard index at any location within the modeling domain. 
(2)  The cumulative chronic Hazard Index includes estimates for the contribution from background concentrations of 

DPM of a HI of 0.01 and localized sources within 1,000 feet. 
See Air Quality and Health Risk Analysis Report included in this EIR as Appendix B. 

 

Significance of Cumulative Emissions of TACs on Cancer Risk and Non‐Cancer Risk 

As shown in Table 3.2‐22, the total non‐cancer hazard index is less than 1.0 and less than the 

cumulative hazard index significance threshold of 10.0. 

As shown in Table 3.2‐21, the existing cumulative cancer risk of 830 in a million (328 prior to 

SJVAPCD’s adoption of the OEHHA adjustment factor) would exceed the 100 in a million cumulative 

threshold without the project.  Under this circumstance, the project’s cumulative significance is 

based on the size of its cumulative contribution to the existing cumulative impact.  As shown in Table 

3.2‐22 above, the analysis determined the project’s cumulative contribution was 3.0 in a million 

compared to the cumulative contribution threshold of 20 in a million.  Therefore, the project’s 

contribution to the existing significant cumulative TAC impact is not considered cumulatively 

considerable, and its cumulative health risk impacts would be less than significant. 

Notwithstanding this result, the City has taken into account the existing, ambient background TAC 

cancer risk levels of 830 in a million in the Fresno area and has determined that in light of these 

elevated background concentrations, a significant cumulative TAC impact exists, even without the 

project.  Because the existing ambient air quality in the region of 830 excess cancers per million 

population exceeds the 100 in one million threshold even without the project, “Step Two” of the 

cumulative impact analysis is necessary, to determine whether the project’s contribution to this 

existing impact is cumulatively considerable.  The mere existence of significant cumulative impacts 

caused by other projects alone does not constitute substantial evidence that the proposed project’s 

incremental effects are cumulatively considerable (CEQA Guidelines Section 15064(h)(4)). 
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The existing, ambient air quality within the Fresno area exceeds the 100 in one million risk threshold 

even without the project, which is a significant impact; however, the project’s individual contribution 

to that impact will not be cumulatively considerable. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact  

Objectionable Odors 

Impact AIR‐7:  The project would not create objectionable odors affecting a substantial number 
of people. 

Threshold 

While offensive odors rarely cause any physical harm, they can be very unpleasant, leading to 

considerable distress among the public and often generating citizen complaints to local governments 

and the SJVAPCD.  Any project with the potential to frequently expose members of the public to 

objectionable odors would be deemed to have a significant impact. 

Background Information 

Individual responses to odors are highly variable and can result in a variety of effects.  Generally, the 

impact of an odor results from a variety of factors such as frequency, duration, offensiveness, 

location, and sensory perception.  The frequency is a measure of how often an individual is exposed 

to an odor in the ambient environment.  The intensity refers to an individual’s or group’s perception 

of the odor strength or concentration.  The duration of an odor refers to the elapsed time over which 

an odor is experienced.  The offensiveness of the odor is the subjective rating of the pleasantness or 

unpleasantness of an odor.  The location accounts for the type of area in which a potentially affected 

person lives, works, or visits; the type of activity in which he or she is engaged; and the sensitivity of 

the impacted receptor. 

Sensory perception has four major components: detectability, intensity, character, and hedonic tone.  

The detection (or threshold) of an odor is based on a panel of responses to the odor.  There are two 

types of thresholds: the odor detection threshold and the recognition threshold.  The detection 

threshold is the lowest concentration of an odor that will elicit a response in a percentage of the 

population, typically presented as the mean (or 50 percent of the population) but sometimes 

indicated as 100 percent or 10 percent.  The recognition threshold is the minimum concentration 

that is recognized as having a characteristic odor quality by x percent (usually 50 percent) of the 

population.  The intensity refers to the perceived strength of the odor.  The odor character is what 

the substance smells like.  The hedonic tone is a judgment of the pleasantness or unpleasantness of 
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the odor.  The hedonic tone varies in subjective experience, frequency, odor character, odor 

intensity, and duration. 

Impact Analysis 

Odor impacts on residential areas and other sensitive receptors, such as hospitals, day‐care centers, 

schools, etc., warrant the closest scrutiny, but consideration should also be given to other land uses 

where people may congregate, such as recreational facilities, worksites, and commercial areas. 

Two situations create a potential for odor impact.  The first occurs when a new odor source is 

located near an existing sensitive receptor.  The second occurs when a new sensitive receptor locates 

near an existing source of odor.  SJVAPCD has determined the common land use types that are 

known to produce odors in the Air Basin.  Included in the types of land uses that are known to create 

odors are wastewater treatment facilities, chemical manufacturing plants, painting/coating 

operations, feed lots/dairies, composting facilities, landfills, and transfer stations. 

According to the Guide for Assessing and Mitigating Air Quality Impacts, analysis of potential odor 

impacts should be conducted for the following two situations: 

 Generators—Projects that would potentially generate odorous emissions proposed to locate 

near existing sensitive receptors or other land uses where people may congregate, and 
 

 Receivers—Residential or other sensitive receptor projects or other projects built for the 

intent of attracting people locating near existing odor sources. 

 

The analysis would involve contacting the SJVAPCD’s Compliance Division for information regarding 

odor complaints.  For a project locating near an existing source of odors, the project should be 

identified as having a significant odor impact if it is proposed for a site that is closer to an existing 

odor source than any location where there have been: 

 More than one confirmed complaint per year averaged over a three‐year period, or 

 Three unconfirmed complaints per year averaged over a three‐year period. 

 

Odors from the Project 

Types of land uses that are typically identified as sources of objectionable odors include landfills, 

transfer stations, sewage treatment plants, wastewater pump stations, composting facilities, feed 

lots, coffee roasters, asphalt batch plants, and rendering plants.  The existing Walmart store does not 

engage in any of these activities and the relocated Walmart store would not do so either.  Therefore, 

the proposed project would not be considered to have the potential to expose persons to substantial 

sources of objectionable odors. 

During construction, the various diesel‐powered vehicles and equipment in use on‐site would create 

localized odors.  Additionally, during the repaving of the project site, off‐gassing odors from the 

asphalt would be emitted, but would also be localized.  These odors would be temporary and would 

not likely be noticeable for extended periods of time beyond the project’s site boundaries.  The 

potential for diesel odor impacts is therefore less than significant. 
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During project operations, the project could produce odors as a result of refuse storage and collection, 

and from cooking exhaust at the food tenant.  The refuse storage and collection area would be sized to 

accommodate solid waste generation by the relocated store and all collection areas and containers 

would be enclosed to minimize generation of odors.  Regardless, the scale and size of these activities 

would not meet any recognized standard as a source of substantial odors.  Therefore, the odor impacts 

associated with refuse storage and collection would be less than significant. 

Odors from Surrounding Uses 

The project site is not located within the Project Screening Level distances from the common odor 

producing facilities presented in Table 4‐2 of the SJVAPCD’s Guide for Assessing and Mitigating Air 

Quality Impacts.  This impact is less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Naturally Occurring Asbestos 

Impact AIR‐8:  The project would not significantly impact receptors by disturbing naturally 
occurring asbestos. 

Impact Analysis 

As discussed in the Environmental and Regulatory Setting sections, naturally occurring asbestos is a 

health hazard when airborne.  Construction in areas of rock formations that contain naturally 

occurring asbestos could release asbestos into the air and pose a health hazard. 

The Governor’s Office of Planning and Research published a memorandum on August 1, 2007 

entitled Addressing Naturally Occurring Asbestos in CEQA Documents.  The memorandum indicates 

that the CEQA process provides an opportunity for Lead Agencies to identify whether serpentinite or 

ultramafic rocks will be disturbed by the proposed project and to investigate ways to avoid, control, 

or otherwise mitigate the impacts of naturally occurring asbestos. 

The Department of Conservation, Division of Mines and Geology published a guide entitled, A General 

Location Guide for Ultramafic Rocks in California—Areas More Likely to Contain Naturally Occurring 

Asbestos, dated August 2000, for generally identifying areas that are likely to contain naturally occurring 

asbestos.  The screening criterion for determining if a project has the potential to disturb naturally 

occurring asbestos is to identify if the project location is in an area likely to contain such a substance. 

A review of a map showing areas more likely to have rock formations containing naturally occurring 

asbestos in California indicates that the project site is not in an area that is likely to contain naturally 
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occurring asbestos.  The nearest locations of naturally occurring asbestos shown are approximately 

30 miles east of the project site near Pine Flat Dam.  Impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.3 ‐ Greenhouse Gas Emissions 

3.3.1 ‐ Introduction 

This section describes the science and regulatory framework associated with global climate change 

and considers the potential cumulative greenhouse gas (GHG) emissions that could occur from the 

proposed project.  Descriptions and analysis in this section are based upon information contained in 

the City of Fresno General Plan Master EIR (MEIR) Greenhouse Gas Reduction Plan and is included in 

the MEIR as Appendix F2. 

Greenhouse Gas Emissions and Climate Change 

Constituent gases of the earth’s atmosphere called GHGs play a critical role in the earth’s radiation 

budget by trapping infrared radiation emitted from the earth’s surface, which would otherwise have 

escaped into space.  This phenomenon, known as the “Greenhouse Effect,” is responsible for 

maintaining a habitable climate.  However, it is believed that emissions from human activities, such 

as electricity production and vehicle use, have elevated the concentration of these gases in the 

atmosphere beyond the level of naturally occurring concentrations, leading to a trend of unnatural 

changes to the earth’s natural climate, known as global warming or climate change. 

GHGs are global pollutants, unlike ozone, carbon monoxide, particulate matter, and toxic air 

contaminants, which are pollutants of regional and local concern.  GHGs are discussed in detail later 

in this section. 

Potential Environmental Effects 

The United Nations Intergovernmental Panel on Climate Change constructed several emission 

trajectories of greenhouse gases needed to stabilize global temperatures and climate change 

impacts.  The Intergovernmental Panel on Climate Change predicted that global mean temperature 

change from 1990 to 2100, given six scenarios, could range from 1.1 degrees Celsius (°C) to 6.4°C.  

Regardless of analytical methodology, global average temperatures and sea levels are expected to 

rise under all scenarios. 

In California, climate change may result in consequences such as the following (from California 

Climate Change Center 2006 and Moser et al. 2009). 

 A reduction in the quality and supply of water from the Sierra snowpack.  If heat‐trapping 

emissions continue unabated, more precipitation will fall as rain instead of snow, and the 

snow that does fall will melt earlier, reducing the Sierra Nevada spring snowpack by as much 

as 70 to 90 percent.  This can lead to challenges in securing adequate water supplies.  It can 

also lead to a potential reduction in hydropower. 
 

 Increased risk of large wildfires.  If rain increases as temperatures rise, wildfires in the 

grasslands and chaparral ecosystems of southern California are estimated to increase by 

approximately 30 percent toward the end of the 21st century because more winter rain will 

stimulate the growth of more plant “fuel” available to burn in the fall.  In contrast, a hotter, 
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drier climate could promote up to 90 percent more northern California fires by the end of the 

century by drying out and increasing the flammability of forest vegetation. 
 

 Reductions in the quality and quantity of certain agricultural products.  The crops and 
products likely to be adversely affected include wine grapes, fruit, nuts, and milk.  

 

 Exacerbation of air quality problems.  If temperatures rise to the medium warming range, 

there could be 75 to 85 percent more days with weather conducive to ozone formation in Los 

Angeles and the San Joaquin Valley, relative to today’s conditions.  This is more than twice the 

increase expected if rising temperatures remain in the lower warming range.  This increase in 

air quality problems could result in an increase in asthma and other health‐related problems. 
 

 A rise in sea levels resulting in the displacement of coastal businesses and residences.  

During the past century, sea levels along California’s coast have risen about seven inches.  If 

heat‐trapping emissions continue unabated and temperatures rise into the higher anticipated 

warming range, sea level is expected to rise an additional 22 to 35 inches by the end of the 

century.  Elevations of this magnitude would inundate coastal areas with salt water, accelerate 

coastal erosion, threaten vital levees and inland water systems, and disrupt wetlands and 

natural habitats. 
 

 An increase temperature and extreme weather events.  Climate change is expected to lead to 

increases in the frequency, intensity, and duration of extreme heat events and heat waves in 

California.  More heat waves can exacerbate chronic disease or heat‐related illness.  
 

 A decrease in the health and productivity of California’s forests.  In forests, climate change 

can cause an increase in wildfires, an enhanced insect population, and establishment of non‐

native species. 

 

Although certain environmental effects are widely accepted to be a potential hazard to certain 

locations, such as rising sea level for low‐lying coastal areas, it is currently infeasible to predict all 

environmental effects of climate change on any one location. 

Greenhouse Gas Inventory and Trends 

International, National, and State 

Data compiled by the United Nations Framework Convention on Climate Change indicates that, in 

2010, total worldwide greenhouse gas emissions were estimated to be 48,629 million metric tons of 

carbon dioxide equivalent (MMTCO2e), including emissions/removals from land use, land use 

change, and forestry; greenhouse gas emissions in the U.S. were 6,809 MMTCO2e and emissions in 

California were 450 MMTCO2e.  While California’s greenhouse gas emissions inventory is large, it has 

low emissions per capita.  California ranks fourth lowest of the 50 states in CO2 emissions per capita.  

The largest source of greenhouse gases in California is transportation.  According to the California Air 

Resources Board (ARB) Scoping Plan Inventory, released August 29, 2013, transportation contributed 

an average of 38 percent of the State’s total greenhouse gas emissions between 2000 and 2001.  

Electricity generation was the second‐largest source.  The inventory for California’s greenhouse gas 

emissions between 2005 and 2011 is presented in Table 3.3‐1. 
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Table 3.3‐1: California Greenhouse Gas Inventory for 2005‐2011 

Main Sector* 

Emissions MMTCO2e 

2005  2006  2007  2008  2009  2010  2011 

Transportation  188.94  189.34  188.97  177.16  171.57  170.61  168.42 

Electric Power  107.86  104.54  113.94  120.14  103.56  90.09  86.57 

Commercial and 
Residential 

42.52  43.10  43.83  44.59  44.19  45.13  45.47 

Industrial  94.23  91.88  88.79  89.27  84.43  91.00  93.24 

Recycling and Waste  6.47  6.51  6.57  6.69  6.81  6.94  7.00 

High GWP  9.25  9.86  10.50  11.48  12.45  14.15  15.17 

Agriculture  32.81  33.95  32.94  33.88  31.69  31.68  32.24 

Total  482.09  479.18  485.54  483.22  454.69  449.59  448.11 

Note: 
*  Excludes Military Sector 
Source: California Air Resources Board, 2013. 

 

Local Emissions Inventory 

The City of Fresno baseline inventory for 2010 from the Fresno Greenhouse Gas Reduction Plan is 

provided in Table 3.3‐2. 

Table 3.3‐2: City of Fresno 2010 Baseline Emission Inventory 

Sector  2010 (MTCO2e/year) 

Motor vehicles  1,795,666 

Electricity—residential  263,134 

Electricity—commercial  280,954 

Natural gas—residential  362,832 

Natural gas—commercial  394,417 

Waste  123,945 

Offroad equipment  1,051 

Ozone depleting substance (ODS) substitutes  273,422 

Total  3,495,422 

Source: City of Fresno General Plan Update, Greenhouse Gas Reduction Plan.  2014.  

 

Existing Conditions at the Project Site 

The project site is currently developed with a vacant building most recently used as a recreational 

vehicle (RV) superstore and prior to that as a Super K‐Mart store.  The RV superstore was closed in 
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2008 and has been vacant since that time.  Since the existing building has not been used since 2008, 

no emissions related to operation are assumed from the site under existing conditions.  All emissions 

from project construction activities required to remodel the existing building and operational 

emissions associated with the new Walmart are considered new emissions.  Walmart operates an 

existing store adjacent to the east of the project site that will be vacated; however, the store is 

assumed to be re‐tenanted and would continue to produce operational emissions.  Therefore, 

emissions from the site of the existing Walmart store would remain part of existing conditions and 

not offset increases from operating the new store. 

Greenhouse Gases 

The greenhouse effect is a natural process by which some of the radiant heat from the Sun is 

captured in the lower atmosphere of the Earth, thus maintaining the temperature of the Earth’s 

surface.  This phenomenon is responsible for maintaining a habitable climate, and is analogous to 

the way a greenhouse retains heat.  However, it is believed that emissions from human activities, 

such as electricity production and vehicle use, have elevated the concentration of these gases in the 

atmosphere beyond the level of naturally occurring concentrations, leading to a trend of unnatural 

changes to the earth’s natural climate, known as global warming or climate change. 

Without the natural heat‐trapping effect of greenhouse gases, the earth’s surface would be about 

34°C cooler.  However, it is believed that emissions from human activities, such as electricity 

production and vehicle use, have elevated the concentration of these gases in the atmosphere 

beyond the level of naturally occurring concentrations. 

Global Climate Change 

Global climate change refers to long‐term fluctuations in temperature, precipitation, wind, and other 

elements of the earth’s climate systems.  Natural processes such as solar‐irradiance (sunlight) 

variations, variations in the earth’s orbital parameters, and volcanic activity can produce variations in 

climate.  The climate system can also be influenced by changes in the concentration of various gases 

in the atmosphere, which affect the earth’s absorption of radiation. 

Climate Change/Global Warming Potential 

An individual project cannot generate enough greenhouse gas emissions to effect a discernible 

change in global climate.  However, the proposed project may participate in this potential impact by 

its incremental contribution combined with the cumulative increase of all other sources of 

greenhouse gases, which when taken together constitute potential influences on global climate 

change.  Because these changes may have serious environmental consequences, this section will 

evaluate the potential for the proposed project to have a significant effect upon California’s 

environment as a result of its potential contribution to the enhanced greenhouse effect. 

The global warming potential is one type of simplified index based upon radiative properties that can 

be used to estimate the potential future impacts of emissions of different gases upon the climate 

system in a relative sense.  Climate change potential is based on a number of factors, including the 

radiative efficiency (heat‐absorbing ability) of each gas relative to that of carbon dioxide, as well as 

the decay rate of each gas (the amount removed from the atmosphere over a given number of years) 

relative to that of carbon dioxide. 
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The EPA defines global warming potential as the “cumulative radiative forcing effects of a gas over a 

specified time horizon resulting from the emission of a unit mass of gas relative to a reference gas,” 

the reference gas in this case being CO2.  The global warming potential of a gas is essentially a 

measurement of the greenhouse gas compared with the reference gas, carbon dioxide; carbon 

dioxide has a global warming potential of one. 

Gases that trap heat in the atmosphere are greenhouse gases.  The effect is analogous to the way a 

greenhouse retains heat.  Common greenhouse gases include water vapor, carbon dioxide, methane, 

nitrous oxides, chlorofluorocarbons, hydrofluorocarbons, perfluorocarbons, sulfur hexafluoride, 

ozone, and aerosols.  Natural processes and human activities emit greenhouse gases.  The presence 

of greenhouse gases in the atmosphere affects the earth’s temperature.  Without the natural 

heat‐trapping effect of greenhouse gases, the earth’s surface would be about 34°C cooler.  However, 

it is believed that emissions from human activities, such as electricity production and vehicle use, 

have elevated the concentration of these gases in the atmosphere beyond the level of naturally 

occurring concentrations. 

An individual project cannot generate enough greenhouse gas emissions to effect a discernible 

change in global climate.  However, the proposed project may participate in this potential impact by 

its incremental contribution combined with the cumulative increase of all other sources of 

greenhouse gases, which when taken together constitute potential influences on global climate 

change.  Because these changes may have serious environmental consequences, this section will 

evaluate the potential for the proposed project to have a significant effect upon California’s 

environment as a result of its potential contribution to the enhanced greenhouse effect. 

The global warming potential is one type of simplified index based upon radiative properties that can 

be used to estimate the potential future impacts of emissions of different gases upon the climate 

system in a relative sense.  Global warming potential is based on a number of factors, including the 

radiative efficiency (heat‐absorbing ability) of each gas relative to that of carbon dioxide, as well as 

the decay rate of each gas (the amount removed from the atmosphere over a given number of years) 

relative to that of carbon dioxide. 

The EPA defines global warming potential as the “cumulative radiative forcing effects of a gas over a 

specified time horizon resulting from the emission of a unit mass of gas relative to a reference gas,” 

the reference gas in this case being CO2. 

The global warming potential of a gas is essentially a measurement of the greenhouse gas compared 

with the reference gas, carbon dioxide; carbon dioxide has a global warming potential of one.  The 

greenhouse gases of concern from the project are summarized in Table 3.3‐3. 

Individual greenhouse gas compounds have varying global warming potential and atmospheric 

lifetimes.  The calculation of the carbon dioxide equivalent is a consistent methodology for 

comparing greenhouse gas emissions since it normalizes various emissions to a consistent metric.  

Methane’s warming potential of 21 indicates that methane has a 21 times greater warming affect 

than carbon dioxide on a molecule per molecule basis.  A carbon dioxide equivalent is the mass 

emissions of an individual greenhouse gas multiplied by its global warming potential. 
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Table 3.3‐3: Greenhouse Gases 

Greenhouse Gas  Description and Physical Properties  Sources 

Water vapor  Water vapor is the most abundant, 
important, and variable greenhouse gas.  In 
the atmosphere, it maintains the climate 
necessary for life. 

Sources include evaporation from the 
ocean and other water bodies, 
sublimation of ice and snow, and 
transpiration from plants. 

Ozone (O3)  Ozone is a short‐lived local greenhouse gas 
and photochemical pollutant.  Tropospheric 
ozone changes contribute to radiative 
forcing on a global scale.  Global warming 
potential for short‐lived greenhouse gases, 
such as ozone and aerosols, are not defined 
by the IPCC. 

Ozone is formed from reactions of 
ozone precursors (nitrogen oxides 
[NOx] and volatile organic compounds 
[VOC]) and sunlight in the 
atmosphere.  VOC and NOx are 
emitted from automobiles, solvents, 
and fuel combustion. 

Aerosols  Aerosols are particulate matter suspended 
in the air.  They are short‐lived and remain 
in the atmosphere for about a week.  
Aerosols warm the atmosphere by 
absorbing heat and cool the atmosphere by 
reflecting light, with radiative forcing cooling 
effects of –1.2 Wm‐2.  There is a low 
scientific understanding of the radiative 
forcing of individual aerosols, such as black 
carbon. 
 

Black carbon can cause warming from 
deposition on snow (+0.1 Wm‐2) and from 
suspensions in air (+0.2 Wm‐2).  A global 
warming potential of 761 for black carbon 
has been identified in a journal article.   

Sulfate aerosols are emitted when fuel 
containing sulfur is burned.  Black 
carbon (or soot) is emitted during 
biomass burning and incomplete 
combustion of fossil fuels (such as 
diesel fuel). 

Global cooling potentials for other aerosols 
in a metric similar to the global warming 
potential are not available. 

Methane (CH4)  Methane is a flammable gas and is the main 
component of natural gas.  Global warming 
potential = 21. 
Atmospheric lifetime = 12 (±3) years 

A natural source of methane is from 
the anaerobic decay of organic 
matter.  Methane is extracted from 
geological deposits (natural gas 
fields).  Other sources are from 
landfills, fermentation of manure, 
and cattle. 

Nitrous oxide (N2O)  Nitrous oxide is also known as laughing gas 
and is a colorless greenhouse gas.  Global 
warming potential = 310. 
Atmospheric lifetime = 120 years 

Microbial processes in soil and water, 
fuel combustion, and industrial 
processes.   
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Table 3.3‐3 (cont.): Greenhouse Gases 

Greenhouse Gas  Description and Physical Properties  Sources 

Carbon dioxide (CO2)  Carbon dioxide is an odorless, colorless, 
natural greenhouse gas.  Global warming 
potential = 1. 
Atmospheric lifetime = 50–200 years. 

Carbon dioxide is emitted from 
natural and anthropogenic sources.  
Natural sources include 
decomposition of dead organic 
matter; respiration of bacteria, 
plants, animals, and fungus; 
evaporation from oceans; and 
volcanic outgassing.  Anthropogenic 
sources are from burning coal, oil, 
natural gas, and wood.  The 
concentration in 2005 was 379 ppm, 
which is an increase of about 1.4 ppm 
per year since 1960.   

Chlorofluorocarbons 
(CFCs) 

CFCs are gases formed synthetically by 
replacing all hydrogen atoms in methane or 
ethane with chlorine and/or fluorine atoms.  
CFCs are nontoxic, nonflammable, insoluble, 
and chemically unreactive in the 
troposphere (the level of air at the earth’s 
surface).  Global warming potentials range 
from 3,800 to 8,100. 

CFCs were first synthesized in 1928 
for use as refrigerants, aerosol 
propellants, and cleaning solvents.  
They destroy stratospheric ozone; 
therefore, the Montreal Protocol on 
Substances that Deplete the Ozone 
Layer stopped their production in 
1987. 

Hydrofluorocarbons 
(HFCs) 

The HFCs with the largest measured 
atmospheric concentrations are HFC‐23 and 
HFC‐134a (10 ppt) and HFC‐152a (1 ppt).  
Global warming potentials: HFC‐23 = 11,700, 
HFC‐134a = 1,300, HFC‐152a = 140. 
HFC‐23 has an atmospheric lifetime of 264 
years.  HFC‐124a has an atmospheric 
lifetime of 14.6 years.  HFC‐152a has an 
atmospheric lifetime of 1.5 years. 

HFCs are synthetic chemicals that are 
used as a substitute for CFCs in 
applications such as automobile air 
conditioners and refrigerants. 

Perfluorocarbons 
(PFCs) 

PFCs have stable molecular structures and 
only break down by ultraviolet rays about 60 
kilometers above Earth’s surface.  Because of 
this, PFCs have very long lifetimes, between 
10,000 and 50,000 years.  Global warming 
potentials range from 6,500 to 9,200. 

Two main sources of PFCs are primary 
aluminum production and 
semiconductor manufacturing. 

Sulfur hexafluoride  Sulfur hexafluoride is an inorganic, odorless, 
colorless, and nontoxic, nonflammable gas.  
Concentrations in the 1990s were about 4 
ppt.  It has the highest global warming 
potential of any gas evaluated, 23,900.  The 
atmospheric lifetime of sulfur hexafluoride 
is 3,200 years. 

It is manmade and used for insulation 
in electric power transmission 
equipment, in the magnesium 
industry, in semiconductor 
manufacturing, and as a tracer gas. 

Notes: 
ppm = parts per million; ppt = parts per trillion (measure of concentration in the atmosphere). 
Source: Intergovernmental Panel on Climate Change, 2007. 
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Water Vapor 

Water vapor (H2O) is the most abundant, important, and variable greenhouse gas in the atmosphere.  

Water vapor is not considered a pollutant; in the atmosphere, it maintains a climate necessary for 

life.  Changes in its concentration are primarily considered to be a result of climate feedbacks related 

to the warming of the atmosphere rather than a direct result of industrialization.  The feedback loop 

in which water is involved is critically important to projecting future climate change.  As the 

temperature of the atmosphere rises, more water is evaporated from ground storage (rivers, oceans, 

reservoirs, soil).  Because the air is warmer, the relative humidity can be higher (in essence, the air is 

able to hold more water when it is warmer), leading to more water vapor in the atmosphere.  The 

warmer atmosphere can then hold more water vapor and so on and so on.  This is referred to as a 

positive feedback loop.  The extent to which this positive feedback loop will continue is unknown as 

there are also dynamics that hold the positive feedback loop in check.  As an example, when water 

vapor increases in the atmosphere, more of it will eventually also condense into clouds, which are 

more able to reflect incoming solar radiation (thus allowing less energy to reach the Earth’s surface 

and heat it up).  There are no health effects from water vapor itself; however, when some pollutants 

come in contact with water vapor, they can dissolve and the water vapor can then act as a pollutant‐

carrying agent.  The main source of water vapor is evaporation from the oceans (approximately 85 

percent).  Other sources include evaporation from other water bodies, sublimation (change from 

solid to gas) from sea ice and snow, and transpiration from plant leaves. 

Carbon Dioxide 

Carbon dioxide (CO2) is an odorless and colorless greenhouse gas.  Outdoor levels of carbon dioxide 

are not high enough to result in negative health effects.  Carbon dioxide is emitted from natural and 

manmade sources.  Natural sources include the decomposition of dead organic matter; respiration 

of bacteria, plants, animals, and fungus; evaporation from oceans; and volcanic outgassing.  

Anthropogenic sources include the burning of coal, oil, natural gas, and wood.  Carbon dioxide is 

naturally removed from the air by photosynthesis, dissolution into ocean water, transfer to soils and 

ice caps, and chemical weathering of carbonate rocks.  Since the industrial revolution began in the 

mid‐1700s, the sort of human activity that increases greenhouse gas emissions has increased 

dramatically in scale and distribution.  Data from the past 50 years suggests a corollary increase in 

levels and concentrations.  As an example, prior to the industrial revolution, CO concentrations were 

fairly stable at 280 parts per million (ppm).  Today, they are around 370 ppm an increase of more 

than 30 percent.  Left unchecked, the concentration of carbon dioxide in the atmosphere is 

projected to increase to a minimum of 540 ppm by the year 2100 as a direct result of anthropogenic 

emission sources. 

Methane 

Methane (CH4) is an extremely effective absorber of radiation, though its atmospheric concentration 

is less than carbon dioxide and its lifetime in the atmosphere is brief (10 to 12 years), compared with 

other greenhouse gases.  No health effects are known to occur from exposure to methane.  Methane 

has both natural and anthropogenic sources.  It is released as part of the biological processes in low 

oxygen environments, such as in swamplands or in rice production (at the roots of the plants).  Over 

the last 50 years, human activities such as growing rice, raising cattle, using natural gas, and mining 
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coal have added to the atmospheric concentration of methane.  Other anthropocentric sources 

include fossil fuel combustion and biomass burning. 

Nitrous Oxide 

Nitrous oxide (N2O), also known as laughing gas, is a colorless greenhouse gas.  Nitrous oxide can 

cause dizziness, euphoria, and sometimes slight hallucinations.  In small doses, it is considered 

harmless.  However, in some cases, heavy and extended use can cause Olney’s lesions (brain 

damage).  Concentrations of nitrous oxide also began to rise at the beginning of the industrial 

revolution.  In 1998, the global concentration was 314 parts per billion (ppb).  Nitrous oxide is 

produced by microbial processes in soil and water, including those reactions that occur in fertilizer 

containing nitrogen.  In addition, to agricultural sources, some industrial processes (fossil fuel‐fired 

power plants, nylon production, nitric acid production, and vehicle emissions) also contribute to its 

atmospheric load.  It is used as an aerosol spray propellant, for instance, in whipped cream bottles.  

It is also used in potato chip bags to keep chips fresh.  It is used in rocket engines and in race cars.  

Nitrous oxide can be transported into the stratosphere, be deposited on the earth’s surface, and be 

converted to other compounds by chemical reaction. 

Chlorofluorocarbons 

Chlorofluorocarbons (CFCs) are gases formed synthetically by replacing all hydrogen atoms in 

methane or ethane (C2H6) with chlorine and/or fluorine atoms.  CFCs are nontoxic, nonflammable, 

insoluble, and chemically unreactive in the troposphere (the level of air at the earth’s surface).  CFCs 

are no longer being used; therefore, it is not likely that health effects would be experienced.  

Nonetheless, in confined indoor locations, working with CFC‐113 or other CFCs is thought to result in 

death by cardiac arrhythmia (heart frequency too high or too low) or asphyxiation.  CFCs have no 

natural source, but were first synthesized in 1928.  They were used for refrigerants, aerosol 

propellants, and cleaning solvents.  Because of the discovery that they are able to destroy 

stratospheric ozone, a global effort to halt their production was undertaken and was extremely 

successful, so much so that levels of the major CFCs are now remaining steady or declining.  

However, their long atmospheric lifetimes mean that some of the CFCs will remain in the 

atmosphere for over 100 years. 

Hydrofluorocarbons 

Hydrofluorocarbons (HFCs) are synthetic, man‐made chemicals that are used as a substitute for 

CFCs.  Out of all the greenhouse gases, they are one of the three groups with the highest global 

warming potential.  The HFCs with the largest measured atmospheric abundances are (in order), 

HFC‐23 (CHF3), HFC‐134a (CF3CH2F), and HFC‐152a (CH3CHF2).  Prior to 1990, the only significant 

emissions were of HFC‐23.  The EPA estimates that concentrations of HFC‐134a emissions are 

increasing because of its use as a refrigerant.  The EPA also estimates that concentrations of HFC‐23 

and HFC‐134a are now about 10 parts per trillion (ppt) each; and that concentrations of HFC‐152a 

are about 1 ppt.  No health effects are known to result from exposure to HFCs, which are man‐made 

for applications such as automobile air conditioners and refrigerants. 
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Perfluorocarbons 

Perfluorocarbons (PFCs) have stable molecular structures and do not break down though chemical 

processes in the lower atmosphere.  High‐energy ultraviolet rays, which occur approximately 60 

kilometers (37.5 miles) above Earth’s surface, are able to destroy the compounds.  Because of this, 

PFCs have very long lifetimes, between 10,000 and 50,000 years.  Two common PFCs are 

tetrafluoromethane (CF4) and hexafluoroethane (C2F6).  The EPA estimates that concentrations of CF4 

in the atmosphere are over 70 ppt.  No health effects are known to result from exposure to PFCs.  

The two main sources of PFCs are primary aluminum production and semiconductor manufacture.   

Sulfur Hexafluoride 

Sulfur hexafluoride (SF6) is an inorganic, odorless, colorless, nontoxic, nonflammable gas.  It also has 

the highest global warming potential of any gas evaluated (23,900).  The EPA indicates that 

concentrations in the 1990s were about 4 ppt.  In high concentrations in confined areas, the gas 

presents the hazard of suffocation because it displaces the oxygen needed for breathing.  Sulfur 

hexafluoride is used for insulation in electric power transmission and distribution equipment, in the 

magnesium industry, in semiconductor manufacturing, and as a tracer gas for leak detection. 

Short‐Lived Greenhouse Gases 

The State has begun the process of addressing pollutants referred to as short‐lived climate 

pollutants.  According to ARB, short‐lived climate pollutants are powerful climate forcers that remain 

in the atmosphere for a much shorter period of time than longer‐lived climate pollutants, such as 

carbon dioxide (CO2).  Their relative potency, when measured in terms of how they heat the 

atmosphere, can be tens, hundreds, or even thousands of times greater than that of CO2.  Reducing 

these emissions can make an immediate beneficial impact on climate change (ARB 2015a).  Senate 

Bill 605, approved by the Governor on September 14, 2014 requires the ARB to complete a 

comprehensive strategy to reduce emissions of short‐lived climate pollutants by January 1, 2016.  

ARB will complete an emission inventory of these pollutants, identify research needs, identify 

existing and potential new control measures that offer co‐benefits, and coordinate with other state 

agencies and districts to develop measures. 

The short‐lived climate pollutants include three main components: black carbon, fluorinated gases, 

and methane.  Fluorinated gases and methane are described in Table 3.3‐3 and are already included 

in the California GHG inventory.  Black carbon has not been included in past GHG inventories; 

however, ARB will include it in its comprehensive strategy (ARB 2015a).   

Ozone is another short‐lived climate pollutant that will be part of the strategy.  Ozone affects 

evaporation rates, cloud formation, and precipitation levels.  Ozone is not directly emitted so its 

precursor emissions—volatile organic compounds (VOC) and oxides of nitrogen (NOx) on a regional 

scale and CH4 on a hemispheric scale—will be subject of the strategy (ARB 2015b). 

Black carbon is a component of fine particulate matter.  Black carbon is formed by incomplete 

combustion of fossil fuels, biofuels, and biomass.  Sources of black carbon within a jurisdiction may 

include exhaust from diesel trucks, vehicles, and equipment, as well as smoke from biogenic 

combustion.  Biogenic combustion sources of black carbon include the burning of biofuels used for 

transportation, the burning of biomass for electricity generation and heating, prescribed burning of 
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agricultural residue, and natural and unnatural wildfires.  Black carbon is not a gas but an aerosol; it 

is comprised of particles or liquid droplets suspended in air.  Black carbon only remains in the 

atmosphere for days to weeks, in contrast to other GHGs that can remain in the atmosphere for 

years.  Black carbon can be deposited on snow, where it absorbs sunlight, reduces sunlight 

reflectivity, and hastens snowmelt.  Direct effects include absorption of incoming and outgoing 

radiation; indirectly, black carbon can also affect cloud reflectivity, precipitation, and surface 

dimming (cooling). 

Global warming potentials for black carbon were not defined by the IPCC in its Fourth Assessment 

Report.  The ARB has identified a global warming potential of 3,200 using a 20 year time horizon and 

900 using a 100 year time horizon from the IPCC Fifth Assessment.  Sources of black carbon are 

already regulated by ARB, and by air district criteria pollutant and toxic regulations that control fine 

particulate emissions from diesel engines and other combustion sources (ARB 2015).  Additional 

controls on the sources of black carbon specifically for their GHG impacts beyond those required for 

toxic and fine particulates are not likely to be needed. 

Human Health Effects of GHG Emissions 

The U.S. Global Change Research Program in its report, Global Climate Change Impacts in the U.S. 

(2009), has analyzed the degree to which climate change could impact public health. 

Potential effects of climate change on public health include: 

 Direct Temperature Effects: Climate change may directly affect human health through 

increases in average temperatures, which are predicted to increase the incidence of extreme 

heat and heat waves. 
 

 Extreme Events: Climate change may affect the frequency and severity of extreme weather 

events, such as hurricanes and extreme heat and floods, which can be destructive to human 

health and well‐being. 
 

 Climate‐Sensitive Diseases: Climate change may increase the risk of some infectious diseases, 

particularly those diseases that appear in warm areas and are spread by mosquitoes and 

other insects, such as malaria, dengue fever, yellow fever, and encephalitis. 
 

 Air Quality: Respiratory disorders may be exacerbated by warming‐induced increases in the 

frequency of smog (ground‐level ozone) events and particulate air pollution (EPA 2009a). 

 

Although there could be health effects resulting from changes in the climate and the consequences 

that can occur, inhalation of GHGs at levels currently in the atmosphere would not result in adverse 

health effects, with the exception of ozone and aerosols (particulate matter).  The potential health 

effects of ozone and particulate matter are discussed in criteria pollutant analyses and are separately 

regulated.  At very high indoor concentrations (not at levels existing outside), CO2, CH4, sulfur 

hexafluoride, and some chlorofluorocarbons can cause suffocation as the gases can displace oxygen.  

For example, outdoor concentrations of CO2 are about 300 ppm and the Occupational Safety and 

Health Administration (OSHA) reference exposure level (REL) is a time weighted average of 5,000 

ppm for an 8‐hour work shift.  (CDC 2010 and OSHA 2003). 
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3.3.2 ‐ Regulatory Framework 

International 

Climate change is a global issue involving greenhouse gas emissions from all around the world; 

therefore, countries such as the ones discussed below have made an effort to reduce greenhouse gases. 

Intergovernmental Panel on Climate Change 

In 1988, the United Nations and the World Meteorological Organization established the 

Intergovernmental Panel on Climate Change to assess the scientific, technical and socio economic 

information relevant to understanding the scientific basis of risk of human‐induced climate change, 

its potential impacts, and options for adaptation and mitigation. 

United Nations Framework Convention on Climate Change (Convention) 

On March 21, 1994, the United States joined a number of countries around the world in signing the 

Convention.  Under the Convention, governments gather and share information on greenhouse gas 

emissions, national policies, and best practices; launch national strategies for addressing greenhouse 

gas emissions and adapting to expected impacts, including the provision of financial and 

technological support to developing countries; and cooperate in preparing for adaptation to the 

impacts of climate change. 

Kyoto Protocol 

The Kyoto Protocol is an international agreement linked to the United Nations Framework 

Convention on Climate Change.  The major feature of the Kyoto Protocol is that it sets binding 

targets for 37 industrialized countries and the European community for reducing greenhouse gas 

emissions at average of five per cent against 1990 levels over the five‐year period 2008‐2012.  The 

Convention (as discussed above) encouraged industrialized countries to stabilize emissions; however, 

the Protocol commits them to do so.  Developed countries have contributed more emissions over 

the last 150 years; therefore, the Protocol places a heavier burden on developed nations under the 

principle of “common but differentiated responsibilities.” 

The United States has not entered into force of the Kyoto Protocol.  However, other countries have 

entered, such as Australia, Canada, China, the European Union (Belgium, Denmark, Germany, the 

Hellenic Republic, Spain, France, Ireland, Italy, Luxembourg, Netherlands, Austria, Portugal, Finland, 

Sweden, Great Britain, and Northern Ireland), Japan, Mexico, and New Zealand. 

Federal 

Prior to the last decade, there have been no concrete federal regulations of greenhouse gases or 

major planning for climate change adaptation.  The following are actions regarding the federal 

government, greenhouse gases, and fuel efficiency. 

Greenhouse Gas Endangerment 

Massachusetts v. EPA (Supreme Court Case 05‐1120) was argued before the United States Supreme 

Court on November 29, 2006, in which it was petitioned that the EPA regulate four greenhouse 

gases, including carbon dioxide, under Section 202(a)(1) of the Clean Air Act.  A decision was made 
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on April 2, 2007, in which the Supreme Court found that greenhouse gases are air pollutants covered 

by the Clean Air Act.  The Court held that the Administrator must determine whether emissions of 

greenhouse gases from new motor vehicles cause or contribute to air pollution, which may 

reasonably be anticipated to endanger public health or welfare, or whether the science is too 

uncertain to make a reasoned decision.  On December 7, 2009, the EPA Administrator signed two 

distinct findings regarding greenhouse gases under section 202(a) of the Clean Air Act: 

 Endangerment Finding: The Administrator finds that the current and projected concentrations 

of the six key well‐mixed greenhouse gases—carbon dioxide, methane, nitrous oxide, 

hydrofluorocarbons, perfluorocarbons, and sulfur hexafluoride—in the atmosphere threaten 

the public health and welfare of current and future generations.  
 

 Cause or Contribute Finding: The Administrator finds that the combined emissions of these 

well‐mixed greenhouse gases from new motor vehicles and new motor vehicle engines 

contribute to the greenhouse gas pollution, which threatens public health and welfare. 

 

These findings do not impose requirements on industry or other entities.  However, this was a 

prerequisite for implementing greenhouse gas emissions standards for vehicles, as discussed in the 

section “Clean Vehicles” below. 

The EPA denied 10 petitions for Reconsideration of the Endangerment and Cause or Contribute 

Findings in 2010.  Some of the petitioners included the Ohio Coal Association, Peabody Energy 

Company, and the State of Texas. 

In September 2011, the EPA Office of Inspector General evaluated the EPA’s compliance with 

established policy and procedures in the development of the endangerment finding, including 

processes for ensuring information quality.  The evaluation concluded that the technical support 

document should have had more rigorous EPA peer review. 

In June 2012, a federal appeals court rejected a lawsuit by thirteen states against the EPA.  The suit 

alleged that the EPA violated the law by relying almost exclusively on data from the United Nations 

Intergovernmental Panel on Climate Change rather than doing its own research or testing data 

according to federal standards.  The states include Virginia, Texas, Alabama, Florida, Hawaii, Indiana, 

Kentucky, Louisiana, Mississippi, Nebraska, North Dakota, Oklahoma, South Carolina, South Dakota, 

and Utah.  In June 2014, the US Supreme Court upheld EPA’s authority to limit carbon pollution. 

Clean Vehicles 

Congress first passed the Corporate Average Fuel Economy law in 1975 to increase the fuel economy 

of cars and light duty trucks.  The law has become more stringent over time.  On May 19, 2009, 

President Obama put in motion a new national policy to increase fuel economy for all new cars and 

trucks sold in the United States.  On April 1, 2010, the EPA and the Department of Transportation’s 

National Highway Safety Administration announced a joint final rule establishing a national program 

that would reduce greenhouse gas emissions and improve fuel economy for new cars and trucks sold 

in the United States. 
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The first phase of the national program would apply to passenger cars, light‐duty trucks, and 

medium‐duty passenger vehicles, covering model years 2012 through 2016.  They require these 

vehicles to meet an estimated combined average emissions level of 250 grams of carbon dioxide per 

mile, equivalent to 35.5 miles per gallon if the automobile industry were to meet this carbon dioxide 

level solely through fuel economy improvements.  Together, these standards would cut carbon 

dioxide emissions by an estimated 960 million metric tons and 1.8 billion barrels of oil over the 

lifetime of the vehicles sold under the program (model years 2012‐2016).  The EPA and the National 

Highway Safety Administration are working on a second‐phase joint rulemaking to establish national 

standards for light‐duty vehicles for model years 2017 and beyond. 

The EPA and the U.S. Department of Transportation issued final rules for the first national standards 

to reduce GHG emissions and improve fuel efficiency of heavy‐duty trucks and buses on September 

15, 2011, effective November 14, 2011.  For combination tractors, the agencies are proposing engine 

and vehicle standards that begin in the 2014 model year and achieve up to a 20 percent reduction in 

carbon dioxide emissions and fuel consumption by the 2018 model year.  For heavy‐duty pickup 

trucks and vans, the agencies are proposing separate gasoline and diesel truck standards, which 

phase in starting in the 2014 model year and achieve up to a 10 percent reduction for gasoline 

vehicles and 15 percent reduction for diesel vehicles by 2018 model year (12 and 17 percent 

respectively if accounting for air conditioning leakage).  Lastly, for vocational vehicles, the agencies 

are proposing engine and vehicle standards starting in the 2014 model year, which would achieve up 

to a 10 percent reduction in fuel consumption and carbon dioxide emissions by 2018 model year. 

Mandatory Reporting of Greenhouse Gases 

The Consolidated Appropriations Act of 2008, passed in December 2007, requires the establishment 

of mandatory greenhouse gas reporting requirements.  On September 22, 2009, the EPA issued the 

Final Mandatory Reporting of Greenhouse Gases Rule.  The rule requires reporting of greenhouse 

gas emissions from large sources and suppliers in the United States, and is intended to collect 

accurate and timely emissions data to inform future policy decisions.  Under the rule, suppliers of 

fossil fuels or industrial greenhouse gases, manufacturers of vehicles and engines, and facilities that 

emit 25,000 metric tons or more per year of greenhouse gas emissions are required to submit 

annual reports to the EPA. 

New Source Review 

The EPA issued a final rule on May 13, 2010 that establishes thresholds for greenhouse gases that 

define when permits under the New Source Review Prevention of Significant Deterioration and Title 

V Operating Permit programs are required for new and existing industrial facilities.  This final rule 

“tailors” the requirements of these Clean Air Act permitting programs to limit which facilities will be 

required to obtain Prevention of Significant Deterioration and Title V permits.  In the preamble to 

the revisions to the federal code of regulations, EPA states: 

This rulemaking is necessary because without it the Prevention of Significant 

Deterioration and Title V requirements would apply, as of January 2, 2011, at the 

100 or 250 tons per year levels provided under the Clean Air Act, greatly increasing 

the number of required permits, imposing undue costs on small sources, 
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overwhelming the resources of permitting authorities, and severely impairing the 

functioning of the programs.  EPA is relieving these resource burdens by phasing in 

the applicability of these programs to greenhouse gas sources, starting with the 

largest greenhouse gas emitters.  This rule establishes two initial steps of the phase‐

in.  The rule also commits the agency to take certain actions on future steps 

addressing smaller sources, but excludes certain smaller sources from Prevention of 

Significant Deterioration and Title V permitting for greenhouse gas emissions until at 

least April 30, 2016. 

 

The EPA estimates that facilities responsible for nearly 70 percent of the national greenhouse gas 

emissions from stationary sources will be subject to permitting requirements under this rule.  This 

includes the nation’s largest greenhouse gas emitters—power plants, refineries, and cement 

production facilities. 

Standards of Performance for Greenhouse Gas Emissions for New Stationary Sources: Electric 
Utility Generating Units 

As required by a settlement agreement, the EPA proposed new performance standards for emissions 

of carbon dioxide for new affected fossil fuel‐fired electric utility generating units on March 27, 2012.  

New sources greater than 25 megawatt would be required to meet an output based standard of 

1,000 pounds of carbon dioxide per megawatt‐hour, based on the performance of widely used 

natural gas combined cycle technology. 

Cap and Trade 

Cap and trade refers to a policy tool where emissions are limited to a certain amount and can be 

traded, or provides flexibility on how the emitter can comply.  Successful examples in the United 

States include the Acid Rain Program and the NOx Budget Trading Program in the northeast.  There is 

no federal cap and trade program currently; however, some states have joined to create initiatives to 

provide a mechanism for cap and trade. 

The Regional Greenhouse Gas Initiative is an effort to reduce greenhouse gases among the states of 

Connecticut, Delaware, Maine, Maryland, Massachusetts, New Hampshire, New York, Rhode Island, 

and Vermont.  Each state caps carbon dioxide emissions from power plants, auctions carbon dioxide 

emission allowances, and invests the proceeds in strategic energy programs that further reduce 

emissions, save consumers money, create jobs, and build a clean energy economy.  The Initiative 

began in 2008. 

The Western Climate Initiative partner jurisdictions have developed a comprehensive initiative to 

reduce regional greenhouse gas emissions to 15 percent below 2005 levels by 2020.  The partners 

are California, British Columbia, Manitoba, Ontario, and Quebec.  Its cap and trade program is 

estimated to be fully implemented in 2015. 
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State 

Title 24 Energy Efficiency Standards and California Green Building Standards 

Although these regulations are not specifically enacted to reduce greenhouse gases, they increase 

energy efficiency for new buildings, thus indirectly reducing greenhouse gas emissions.  For a 

description of project design features that contribute to energy efficiency, please refer to Section 

1.3, Standard Conditions.  Alterations or renovations to existing conditioned spaces have their own 

set of rules for energy compliance.  They are covered in Section 141.0(b) of the Title 24 Building 

Energy Efficiency Standards (Standards).  The Standards apply only to those portions or components 

of the systems being altered (altered component); untouched portions or components need not 

comply with the Standards.  The project involves total reconstruction of all lighting, HVAC, and 

plumbing fixtures that will be required to meet the Title 24 and Green Building Code Standards 

(CALGreen) in effect at the time building permits are issued.  

In addition, the project includes plans to install a white membrane roof  According to the project 

architect, the project building’s existing exterior walls already meet the 2013 Title 24 standards and 

the remodeled building as a whole would meet the 2013 Title 24 standards currently in place.  The 

California Energy Commission (CEC) estimates that compliance with 2013 Title 24 would reduce 

energy use by 30 percent in non‐residential buildings. 

As noted, the project will, at a minimum, comply with the 2013 Title 24 requirements that achieve at 

least a 30 percent reduction compared to the 2020 BAU scenario that is based upon Title 24 

standards in effect at the time the Checklist was developed (2005 Title 24). 

Furthermore, it should be noted that the existing building the Project plans to reconstruct and 

occupy was operational in 1993, at the time 1992 Title 24 Standards were applicable and 

construction of the existing site was completed to comply with the 1992 Title 24 Standards.  As part 

of the project description, the building would be retrofitted to comply with the currently adopted 

2013 Title 24 Standards.   

For commercial alterations, the 2013 Title 24 Standards are approximately 10% more restrictive than 

the 2008 Title 24 Standards they supersede.1  The 2008 Title 24 Standards are approximately 9% 

more restrictive than the 2005 Title 24 Standards they supersede.2 The 2005 Title 24 Standards are 

approximately 11.33% more restrictive than the 2001 Standards.3 Information for the 2001 Title 24 

Standards in comparison to the 1998 Title 24 Standards, 1998 Title 24 Standards to the 1995 Title 24 

Standards, and 1995 Title 24 Standards to the 1992 Title 24 Standards is not available.  Therefore, as 

a conservative measure even if it is assumed that the 2001, 1998, and 1995 Title 24 Standards 

Updates would yield a nominal 1% reduction when comparing them to the previously adopted Title 

24 Standards, an additional 3% reduction would occur.  Therefore the proposed project would yield 

at a minimum an approximate 33.3% reduction or be 33.3% more energy efficient than the existing 

building it is occupying.  As such, the analytical use of a 30% reduction compared to the 2020 BAU 

                                                            
1
  See Table 2: Summary of First‐Year‐Electricity Savings in the Impact Analysis 2008 Update to the California Energy Efficiency 

Standards for Residential and Nonresidential Buildings, November 2007. 
2
  See Table 2: Summary of First‐Year‐Electricity Savings in the California Energy Commission’s Consultant Report: Impact Analysis 

California’s 2013 Building Energy Efficiency Standards, July 2013. 
3
  See Table 2 Summary of First‐Year‐Electricity Savings in the Impact Analysis for 2005 Energy Efficiency Standards, June 2003. 
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scenario is supported by substantial evidence and is a conservative reduction that would understate, 

rather than overstate the potential reductions ultimately achieved. 

California Code of Regulations, Title 24, Part 11: California Green Building Standards Code 

(CALGreen) is a comprehensive and uniform regulatory code for all residential, commercial, and 

school buildings that went in effect January 1, 2011 administered by the California Building 

Standards Commission.  The code is updated on a regular basis, with the most recent update 

consisting of the 2013 California Green Building Code Standards that became effective January 1, 

2014.  Local jurisdictions are permitted to adopt more stringent requirements, as state law provides 

methods for local enhancements.  The Code recognizes that many jurisdictions have developed 

existing construction and demolition ordinances, and defers to them as the ruling guidance provided 

they establish a minimum 50‐percent diversion requirement.  The code also provides exemptions for 

areas not served by construction and demolition recycling infrastructure.  The State Building Code 

provides the minimum standard that buildings must meet in order to be certified for occupancy, 

which is generally enforced by the local building official.  The California Green Building Standards 

Code requires: 

 Short‐term bicycle parking.  If a commercial project is anticipated to generate visitor traffic, 

provide permanently anchored bicycle racks within 200 feet of the visitors’ entrance, readily 

visible to passers‐by, for 5 percent of visitor motorized vehicle parking capacity, with a 

minimum of one two‐bike capacity rack (5.106.4.1.1). 
 

 Long‐term bicycle parking.  For buildings with over 10 tenant‐occupants, provide secure 

bicycle parking for 5 percent of tenant‐occupied motorized vehicle parking capacity, with a 

minimum of one space (5.106.4.1.2). 
 

 Designated parking.  Provide designated parking in commercial projects for any combination 

of low‐emitting, fuel‐efficient and carpool/van pool vehicles (5.106.5.2). 
 

 Recycling by occupants.  Provide readily accessible areas that serve the entire building and 
are identified for the depositing, storage and collection of nonhazardous materials for 

recycling (5.410.1). 
 

 Construction waste.  Establish a minimum 50‐percent diversion of construction and 

demolition waste from landfills, increasing voluntarily to 65 percent for Tier 1 and 80 percent 

for Tier 2 for commercial projects (5.408.1, A5.408.3.1 [nonresidential]).  All (100 percent) of 

trees, stumps, rocks and associated vegetation and soils resulting from land clearing shall be 

reused or recycled (5.408.3). 
 

 Wastewater reduction.  Each building shall reduce the generation of wastewater by one of the 

following methods: 

‐ The installation of water‐conserving fixtures or 
‐ Using nonpotable water systems (5.303.4). 

 

 Water use savings.  20‐percent mandatory reduction in indoor water use with voluntary goal 

standards for 30, 35 and 40‐percent reductions (5.303.2, A5303.2.3 [nonresidential]). 
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 Water meters.  Separate water meters for buildings in excess of 50,000 square feet or 

buildings projected to consume more than 1,000 gallons per day (5.303.1). 
 

 Irrigation efficiency.  Moisture‐sensing irrigation systems for larger landscaped areas 

(5.304.3). 
 

 Materials pollution control.  Low‐pollutant emitting interior finish materials such as paints, 

carpet, vinyl flooring and particleboard (5.404). 
 

 Building commissioning.  Mandatory inspections of energy systems (i.e., heat furnace, air 

conditioner, mechanical equipment) for nonresidential buildings over 10,000 square feet to 

ensure that all are working at their maximum capacity according to their design efficiencies 

(5.410.2). 

 

Pavley Regulations and Fuel Efficiency Standards 

California AB 1493, enacted on July 22, 2002, required the ARB to develop and adopt regulations 

that reduce greenhouse gases emitted by passenger vehicles and light duty trucks.  The regulation 

was stalled by automaker lawsuits and by the EPA’s denial of an implementation waiver.  On January 

21, 2009, the ARB requested that the EPA reconsider its previous waiver denial.  On January 26, 

2009, President Obama directed that the EPA assess whether the denial of the waiver was 

appropriate.  On June 30, 2009, the EPA granted the waiver request.  On September 8, 2009, the U.S. 

Chamber of Commerce and the National Automobile Dealers Association sued EPA to challenge its 

granting of the waiver to California for its standards.  California assisted EPA in defending the waiver 

decision.  The U.S. District Court for the District of Columbia denied the Chamber’s petition on April 

29, 2011. 

The standards phase in during the 2009 through 2016 model years.  When fully phased in, the near 

term (2009‐2012) standards will result in about a 22‐percent reduction compared with the 2002 

fleet, and the mid‐term (2013‐2016) standards will result in about a 30‐percent reduction.  Several 

technologies stand out as providing significant reductions in emissions at favorable costs.  These 

include discrete variable valve lift or camless valve actuation to optimize valve operation rather than 

relying on fixed valve timing and lift as has historically been done; turbocharging to boost power and 

allow for engine downsizing; improved multi‐speed transmissions; and improved air conditioning 

systems that operate optimally, leak less, and/or use an alternative refrigerant.  

Pavley II was incorporated into Amendments to the Low‐Emission Vehicle Program, referred to as 

LEV III.  The amendments, effective August 7, 2012, apply to vehicles for model years 2017 through 

2025.  The regulation will reduce greenhouse gases from new cars by 34 percent from 2016 levels by 

2025.  ARB estimates that LEV III will reduce emissions from affected vehicle categories by 3 percent 

by 2020. 

Regulation for In‐Use Off‐Road Diesel‐Fueled Fleets.  This regulation requires idling limits for off‐

road diesel equipment and includes a written policy for medium and large fleet operators to inform 

operators that no vehicle or engines subject to this regulation may idle for more than 5 consecutive 

minutes.  The ARB estimated that the regulation would reduce fuel consumption by 2 percent of 

total statewide fuel consumption for off‐road equipment. 
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Executive Order S‐3‐05 

Former California Governor Arnold Schwarzenegger announced on June 1, 2005, through Executive 

Order S‐3‐05, the following reduction targets for greenhouse gas emissions: 

 By 2010, reduce greenhouse gas emissions to 2000 levels. 

 By 2020, reduce greenhouse gas emissions to 1990 levels. 

 By 2050, reduce greenhouse gas emissions to 80 percent below 1990 levels. 

 

The 2050 reduction goal represents what scientists believe is necessary to reach levels that will 

stabilize the climate.  The 2020 goal was established to be an aggressive, but achievable, mid‐term 

target.  Because this is an executive order, the goals are not legally enforceable for local governments 

or the private sector. 

Low Carbon Fuel Standard—Executive Order S‐01‐07 

The Governor signed Executive Order S‐01‐07 on January 18, 2007.  The order mandates that a 

statewide goal shall be established to reduce the carbon intensity of California’s transportation fuels 

by at least 10 percent by 2020.  In particular, the executive order established a Low Carbon Fuel 

Standard and directed the Secretary for Environmental Protection to coordinate the actions of the 

California Energy Commission, the ARB, the University of California, and other agencies to develop 

and propose protocols for measuring the “life‐cycle carbon intensity” of transportation fuels.  This 

analysis supporting development of the protocols was included in the State Implementation Plan for 

alternative fuels (State Alternative Fuels Plan adopted by California Energy Commission on 

December 24, 2007) and was submitted to ARB for consideration as an “early action” item under AB 

32.  The ARB adopted the Low Carbon Fuel Standard on April 23, 2009.  

The Low Carbon Fuel Standard was challenged in the United States District Court in Fresno in 2011.  

The court’s ruling issued on December 29, 2011 included a preliminary injunction against ARB’s 

implementation of the rule.  The Ninth Circuit Court of Appeals stayed the injunction on April 23, 

2012 pending final ruling on appeal, allowing the ARB to continue to implement and enforce the 

regulation.  The 9th Circuit’s decision filed September 18, 2013, vacated the preliminary injunction.  

In essence, the court held that Low Carbon Fuel Standards adopted by ARB were not in conflict with 

federal law.  On August 8, 2013, the Fifth District Court of Appeal (California) ruled ARB failed to 

comply with CEQA and the Administrative Procedure Act (APA) when adopting regulations for Low 

Carbon Fuel Standards.  In a partially published opinion, the Court of Appeal reversed the trial 

court’s judgment and directed issuance of a writ of mandate setting aside Resolution 09‐31 and two 

executive orders of ARB approving Low Carbon Fuel Standards (LCFS) regulations promulgated to 

reduce GHG emissions.  However, the court tailored its remedy to protect the public interest by 

allowing the LCFS regulations to remain operative while ARB complies with the procedural 

requirements it failed to satisfy. 

To address the Court ruling, ARB was required to bring a new LCFS regulation to the Board for 

consideration in February 2015.  ARB held the first public hearing as required on February 19, 2015.  

The proposed LCFS regulation was required to contain revisions to the 2010 LCFS as well as new 

provisions designed to foster investments in the production of the low‐carbon fuels, offer additional 
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flexibility to regulated parties, update critical technical information, simplify and streamline program 

operations, and enhance enforcement.  The second public hearing for the new LCFS regulation was 

held on September 24, 2015 and September 25, 2015, where the LCFS Regulation was adopted.  The 

Final Rulemaking Package adopting the regulation was filed with the Office of Administrative Law 

(OAL) on October 2, 2015.  The OAL approved the regulation on November 16, 2015. 

Executive Order B‐30‐15 

On April 29, 2015, Governor Edmund G. Brown Jr. issued an executive order to establish a California 

greenhouse gas reduction target of 40 percent below 1990 levels by 2030.  The Governor's executive 

order aligns California's greenhouse gas reduction targets with those of leading international 

governments ahead of the United Nations Climate Change Conference in Paris late 2015.  The 

executive order sets a new interim statewide greenhouse gas emission reduction target to reduce 

greenhouse gas emissions to 40 percent below 1990 levels by 2030 in order to ensure California 

meets its target of reducing greenhouse gas emissions to 80 percent below 1990 levels by 2050 and 

directs the ARB to update the Climate Change Scoping Plan to express the 2030 target in terms of 

million metric tons of CO2 equivalent (MMCO2e).  The executive order also requires the State’s 

climate adaptation plan to be updated every three years and for the State to continue its climate 

change research program, among other provisions.  As with Executive Order S‐3‐05, this executive 

order is not legally enforceable for local governments and the private sector.  Legislation that would 

update AB 32 to make post 2020 targets and requirements a mandate are in process in the State 

Legislature. 

SB 1368 

In 2006, the State Legislature adopted Senate Bill (SB) 1368, which was subsequently signed into law by 

the Governor.  SB 1368 directs the California Public Utilities Commission to adopt a performance 

standard for greenhouse gas emissions for the future power purchases of California utilities.  SB 1368 

seeks to limit carbon emissions associated with electrical energy consumed in California by forbidding 

procurement arrangements for energy longer than 5 years from resources that exceed the emissions of 

a relatively clean, combined cycle natural gas power plant.  Because of the carbon content of its fuel 

source, a coal‐fired plant cannot meet this standard because such plants emit roughly twice as much 

carbon as natural gas, combined cycle plants.  Accordingly, the new law will effectively prevent 

California’s utilities from investing in, otherwise financially supporting, or purchasing power from new 

coal plants located in or out of the State.  Thus, SB 1368 will lead to dramatically lower greenhouse gas 

emissions associated with California’s energy demand, as SB 1368 will effectively prohibit California 

utilities from purchasing power from out‐of‐state producers that cannot satisfy the performance 

standard for greenhouse gas emissions required by SB 1368.  The California Public Utilities Commission 

adopted the regulations required by SB 1368 on August 29, 2007. 

SB 97 and the CEQA Guidelines Update 

Passed in August 2007, SB 97 added Section 21083.05 to the Public Resources Code.  The code states 

“(a) On or before July 1, 2009, the Office of Planning and Research shall prepare, develop, and 

transmit to the Resources Agency guidelines for the mitigation of greenhouse gas emissions or the 

effects of greenhouse gas emissions as required by this division, including, but not limited to, effects 

associated with transportation or energy consumption.  (b) On or before January 1, 2010, the 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Greenhouse Gas Emissions 

 

 
FirstCarbon Solutions  3.3‐21 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐03 GHG.docx 

Resources Agency shall certify and adopt guidelines prepared and developed by the Office of 

Planning and Research pursuant to subdivision (a).”  Section 21097 was also added to the Public 

Resources Code.  It provided CEQA protection until January 1, 2010 for transportation projects 

funded by the Highway Safety, Traffic Reduction, Air Quality, and Port Security Bond Act of 2006 or 

projects funded by the Disaster Preparedness and Flood Prevention Bond Act of 2006, in stating that 

the failure to analyze adequately the effects of greenhouse gases would not violate CEQA. 

On April 13, 2009, the Office of Planning and Research submitted to the Secretary for Natural Resources 

its recommended amendments to the CEQA Guidelines for addressing greenhouse gas emissions.  On 

July 3, 2009, the Natural Resources Agency commenced the Administrative Procedure Act rulemaking 

process for certifying and adopting these amendments pursuant to Public Resources Code section 

21083.05.  Following a 55‐day public comment period and two public hearings, the Natural Resources 

Agency proposed revisions to the text of the proposed Guidelines amendments.  The Natural Resources 

Agency transmitted the adopted amendments and the entire rulemaking file to the Office of 

Administrative Law on December 31, 2009.  On February 16, 2010, the Office of Administrative Law 

approved the Amendments, and filed them with the Secretary of State for inclusion in the California 

Code of Regulations.  The Amendments became effective on March 18, 2010. 

The CEQA Amendments provide guidance to public agencies regarding the analysis and mitigation of 

the effects of greenhouse gas emissions in CEQA documents.  The CEQA Amendments fit within the 

existing CEQA framework by amending existing CEQA Guidelines to reference climate change. 

A new section, CEQA Guidelines Section 15064.4, was added to assist agencies in determining the 

significance of greenhouse gas emissions.  The new section allows agencies the discretion to 

determine whether a quantitative or qualitative analysis is best for a particular project.  However, 

little guidance is offered on the crucial next step in this assessment process—how to determine 

whether the project’s estimated greenhouse gas emissions are significant or cumulatively 

considerable. 

Also amended were CEQA Guidelines Sections 15126.4 and 15130, which address mitigation 

measures and cumulative impacts respectively.  GHG mitigation measures are referenced in general 

terms, but no specific measures are championed.  The revision to the cumulative impact discussion 

requirement (Section 15130) simply directs agencies to analyze greenhouse gas emissions in an EIR 

when a project’s incremental contribution of emissions may be cumulatively considerable, however 

it does not answer the question of when emissions are cumulatively considerable. 

Section 15183.5 permits programmatic greenhouse gas analysis and later project‐specific tiering, as 

well as the preparation of Greenhouse Gas Reduction Plans.  Compliance with such plans can 

support a determination that a project’s cumulative effect is not cumulatively considerable, 

according to proposed Section 15183.5(b). 

In addition, the amendments revised Appendix F of the CEQA Guidelines, which focuses on Energy 

Conservation.  The sample environmental checklist in Appendix G was amended to include 

greenhouse gas questions. 
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AB 32 

The California State Legislature enacted AB 32, the California Global Warming Solutions Act of 2006.  

AB 32 requires that greenhouse gases emitted in California be reduced to 1990 levels by the year 

2020.  “Greenhouse gases” as defined under AB 32 include carbon dioxide, methane, nitrous oxide, 

hydrofluorocarbons, perfluorocarbons, and sulfur hexafluoride.  ARB is the state agency charged 

with monitoring and regulating sources of greenhouse gases.  AB 32 states the following: 

Global warming poses a serious threat to the economic well‐being, public health, 

natural resources, and the environment of California.  The potential adverse impacts 

of global warming include the exacerbation of air quality problems, a reduction in 

the quality and supply of water to the state from the Sierra snowpack, a rise in sea 

levels resulting in the displacement of thousands of coastal businesses and 

residences, damage to marine ecosystems and the natural environment, and an 

increase in the incidences of infectious diseases, asthma, and other human health‐

related problems. 

 

The ARB Board approved the 1990 greenhouse gas emissions level of 427 million metric tons of 

carbon dioxide equivalent (MMTCO2e) on December 6, 2007 (ARB 2007).  Therefore, emissions 

generated in California in 2020 are required to be equal to or less than 427 MMTCO2e.  Emissions in 

2020 in a “business as usual” scenario are estimated to be 596 MMTCO2e, which do not account for 

reductions from AB 32 regulations (ARB 2008c). 

Under AB 32, the ARB published its Final Expanded List of Early Action Measures to Reduce 

Greenhouse Gas Emissions in California.  The 44 Early Action Measures were all successfully 

completed by January 1, 2010.  The ARB  44 early action measures  apply to the transportation, 

commercial, forestry, agriculture, cement, oil and gas, fire suppression, fuels, education, energy 

efficiency, electricity, and waste sectors.  The ARB estimated that the 44 recommendations are 

expected to result in reductions of at least 42 MMTCO2e by 2020, representing approximately 25 

percent of the 2020 target. 

The ARB’s Climate Change Scoping Plan (Scoping Plan) contains measures designed to reduce the State’s 

emissions to 1990 levels by the year 2020 (ARB 2008).  The Scoping Plan identifies recommended 

measures for multiple greenhouse gas emission sectors and the associated emission reductions needed 

to achieve the year 2020 emissions target—each sector has a different emission reduction target.  Most 

of the measures target the transportation and electricity sectors.  As stated in the Scoping Plan, the key 

elements of the strategy for achieving the 2020 greenhouse gas target include: 

 Expanding and strengthening existing energy efficiency programs as well as building and 

appliance standards; 
 

 Achieving a statewide renewables energy mix of 33 percent; 
 

 Developing a California cap‐and‐trade program that links with other Western Climate Initiative 

partner programs to create a regional market system; 
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 Establishing targets for transportation‐related greenhouse gas emissions for regions 

throughout California and pursuing policies and incentives to achieve those targets; 
 

 Adopting and implementing measures pursuant to existing State laws and policies, including 

California’s clean car standards, goods movement measures, and the Low Carbon Fuel 

Standard; and 
 

 Creating targeted fees, including a public goods charge on water use, fees on high global 
warming potential gases, and a fee to fund the administrative costs of the State’s long‐term 

commitment to AB 32 implementation. 

 

Cap and Trade Program 

The Scoping Plan identifies a Cap‐and‐Trade Program as one of the strategies for California to reduce 

GHG emissions.  According to ARB, a cap‐and‐trade program will help put California on the path to 

meet its goal of reducing GHG emissions to 1990 levels by the year 2020 and ultimately achieving an 

80‐percent reduction from 1990 levels by 2050.  Under cap‐and‐trade, an overall limit on GHG 

emissions from capped sectors is established, and facilities subject to the cap will be able to trade 

permits to emit GHGs within the overall limit. 

ARB adopted a California Cap‐and‐Trade Program pursuant to its authority under AB 32.  See 17 CCR 

§§ 95800 to 96023.  The Cap‐and‐Trade Program is designed to reduce GHG emissions from major 

sources (deemed “covered entities”) by setting a firm cap on statewide GHG emissions and 

employing market mechanisms to achieve AB 32's emission‐reduction mandate of returning to 1990 

levels of emissions by 2020.  The statewide cap for GHG emissions from the capped sectors (e.g., 

electricity generation, petroleum refining, and cement production) commenced in 2013 and will 

decline over time, achieving GHG emission reductions throughout the program's duration. 

Covered entities that emit more than 25.000 MTCO2e per year must comply with the Cap‐and‐Trade 

Program.  Triggering of the 25.000 MTCO2e per year “inclusion threshold” is measured against a 

subset of emissions reported and verified under the California Regulation for the Mandatory 

Reporting of Greenhouse Gas Emissions (Mandatory Reporting Rule or “MRR”). 

Under the Cap‐and‐Trade Program, ARB issues allowances equal to the total amount of allowable 

emissions over a given compliance period and distributes these to regulated entities.  Covered 

entities are allocated free allowances in whole or part (if eligible), and may buy allowances at 

auction, purchase allowances from others, or purchase offset credits.  Each covered entity with a 

compliance obligation is required to surrender “compliance instruments” 30 for each MTCO2e of 

GHG they emit.  There also are requirements to surrender compliance instruments covering 30 

percent of the prior year’s compliance obligation by November of each year.  For example, in 

November 2014, a covered entity was required to submit compliance instruments to cover 30 

percent of its 2013 GHG emissions. 

The Cap‐and‐Trade Program provides a firm cap, ensuring that the 2020 statewide emission limit will 

not be exceeded.  An inherent feature of the Cap‐and‐Trade program is that it does not guarantee 

GHG emissions reductions in any discrete location or by any particular source.  Rather, GHG 
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emissions reductions are only guaranteed on an accumulative basis.  As summarized by ARB in the 

First Update: 

The Cap‐and‐Trade Regulation gives companies the flexibility to trade allowances 

with others or take steps to cost‐effectively reduce emissions at their own facilities.  

Companies that emit more have to turn in more allowances or other compliance 

instruments.  Companies that can cut their GHG emissions have to turn in fewer 

allowances.  But as the cap declines, aggregate emissions must be reduced.  In other 

words, a covered entity theoretically could increase its GHG emissions every year 

and still comply with the Cap‐and‐Trade Program if there is a reduction in GHG 

emissions from other covered entities.  Such a focus on aggregate GHG emissions is 

considered appropriate because climate change is a global phenomenon, and the 

effects of GHG emissions are considered cumulative (ARB 2014). 

 

The Cap‐and‐Trade Program works with other direct regulatory measures and provides an economic 

incentive to reduce emissions.  If California’s direct regulatory measures reduce GHG emissions more 

than expected, then the Cap‐and‐Trade Program will be responsible for relatively fewer emissions 

reductions.  If California’s direct regulatory measures reduce GHG emissions less than expected, then 

the Cap‐and‐Trade Program will be responsible for relatively more emissions reductions.  Thus, the 

Cap‐and‐Trade Program assures that California will meet its 2020 GHG emissions reduction mandate:  

The Cap‐and‐Trade Program establishes an overall limit on GHG emissions from most 

of the California economy—the “capped sectors.”  Within the capped sectors, some 

of the reductions are being accomplished through direct regulations, such as 

improved building and appliance efficiency standards, the [Low Carbon Fuel 

Standard] LCFS, and the 33 percent [Renewables Portfolio Standard] RPS.  Whatever 

additional reductions are needed to bring emissions within the cap is accomplished 

through price incentives posed by emissions allowance prices.  Together, direct 

regulation and price incentives assure that emissions are brought down cost‐

effectively to the level of the overall cap.  The Cap‐and‐Trade Regulation provides 

assurance that California’s 2020 limit will be met because the regulation sets a firm 

limit on 85 percent of California’s GHG emissions.  In sum, the Cap‐and‐Trade 

Program will achieve aggregate, rather than site specific or project‐level, GHG 

emissions reductions.  Also, due to the regulatory architecture adopted by ARB in AB 

32, the reductions attributed to the Cap‐and‐Trade Program can change over time 

depending on the State’s emissions forecasts and the effectiveness of direct 

regulatory measures (ARB 2014). 

 

As of January 1, 2015, the Cap‐and‐Trade Program covered approximately 85 percent of California’s 

GHG emissions.  The Cap‐and‐Trade Program covers the GHG emissions associated with electricity 

consumed in California, whether generated in‐state or imported.  Accordingly, GHG emissions 

associated with CEQA projects’ electricity usage are covered by the Cap‐and‐Trade Program. 

The Cap‐and‐Trade Program also covers fuel suppliers (natural gas and propane fuel providers and 

transportation fuel providers) to address emissions from such fuels and from combustion of other 
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fossil fuels not directly covered at large sources in the Program’s first compliance period. While the 

Cap‐and‐Trade Program technically covered fuel suppliers as early as 2012, they did not have a 

compliance obligation (i.e., they were not fully regulated) until 2015.  The Cap‐and‐Trade Program 

covers the GHG emissions associated with the combustion of transportation fuels in California, 

whether refined in‐state or imported.  The point of regulation for transportation fuels is when they 

are “supplied” (i.e., delivered into commerce).  Accordingly, as with stationary source GHG emissions 

and GHG emissions attributable to electricity use, virtually all, if not all, of GHG emissions from CEQA 

projects associated with vehicle‐miles traveled (VMT) are covered by the Cap‐and‐Trade Program 

(ARB 2015). 

In addition, the Scoping Plan differentiates between “capped” and “uncapped” strategies.  “Capped” 

strategies are subject to the proposed cap‐and‐trade program.  The Scoping Plan states that the 

inclusion of these emissions within the cap‐and trade program will help ensure that the year 2020 

emission targets are met despite some degree of uncertainty in the emission reduction estimates for 

any individual measure.  Implementation of the capped strategies is calculated to achieve a sufficient 

amount of reductions by 2020 to achieve the emission target contained in AB 32.  “Uncapped” 

strategies that will not be subject to the cap‐and‐trade emissions caps and requirements are 

provided as a margin of safety by accounting for additional greenhouse gas emission reductions.4 

The Scoping Plan was first approved by the Board in 2008 and must be updated every five years to 

evaluate the mix of AB 32 policies to ensure that California is on track to achieve the 2020 

greenhouse gas reduction goal.  The ARB approved the First Update to the Scoping Plan (Update) on 

May 22, 2014.  The Update identifies the next steps for California’s climate change strategy.  The 

Update shows how California continues on its path to meet the near‐term 2020 GHG limit, but also 

sets a path toward long‐term, deep GHG emission reductions.  The report establishes a broad 

framework for continued emission reductions beyond 2020, on the path to 80 percent below 1990 

levels by 2050.  The Update identifies progress made to meet the near‐term objectives of AB 32 and 

defines California’s climate change priorities and activities for the next several years.  The Update 

does not set new targets for the State, but describes a path that would achieve the long term 2050 

goal of Executive Order S‐05‐03 for emissions to decline to 80 percent below 1990 levels by 2050 

(ARB 2014). 

The ARB has approved new emission inventories for greenhouse gases that results in fewer 

reductions being required to show consistency with AB 32 targets.  A reduction of 21.7 percent 

would now allow California to achieve 1990 emission levels by 2020. ARB revised the 2020 BAU 

inventory forecast to account for new lower population and economic growth projections, which 

resulted in a new lower reduction from BAU to achieve the 1990 base.  The previous reduction from 

2020 BAU needed to achieve 1990 levels was 28.3 percent and the latest reduction from 2020 BAU is 

21.7 percent.   

                                                            
4
   On March 17, 2011, the San Francisco Superior Court issued a final decision in Association of Irritated Residents v. California Air 

Resources Board (Case No.  CPF‐09‐509562).  While the Court upheld the validity of the ARB Scoping Plan for the implementation of 
AB 32, the Court enjoined ARB from further rulemaking under AB 32 until ARB amends its CEQA environmental review of the 
Scoping Plan to address the flaws identified by the Court.  On May 23, 2011, ARB filed an appeal.  On June 24, 2011, the Court of 
Appeal granted ARB’s petition staying the trail court’s order pending consideration of the appeal.  In the interest of informed 
decision‐making, on June 13, 2011, ARB released the expanded alternatives analysis in a draft Supplement to the AB 32 Scoping 
Plan Functional Equivalent Document.  The ARB Board approved the Scoping Plan and the CEQA document on August 24, 2011. 



City of Fresno – Northwest Fresno Walmart Project 
Greenhouse Gas Emissions  Draft EIR 

 

 
3.3‐26  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐03 GHG.docx 

The ARB has no legislative mandate to set a target beyond the 2020 target from AB 32 or to adopt 

additional regulations to achieve a post‐2020 target.  The Update estimates that reductions 

averaging 5.2 percent per year would be required after 2020 to achieve the 2050 goal.  With no 

estimate of future reduction commitments from the State, identifying a feasible strategy including 

plans and measures to be adopted by local agencies is not currently possible.  In addition, ARB has 

initiated preparation of a second update to the Scoping Plan to reflect the 2030 target established in 

Executive Order B‐30‐15 that should provide more details of the State’s post‐2020 reduction 

strategy. 

SB 375 

Passing the Senate on August 30, 2008, SB 375 was signed by the Governor on September 30, 2008.  

According to SB 375, the transportation sector is the largest contributor of greenhouse gas 

emissions, which emits over 40 percent of the total greenhouse gas emissions in California.  SB 375 

states, “Without improved land use and transportation policy, California will not be able to achieve 

the goals of AB 32.”  SB 375 does the following: (1) requires metropolitan planning organizations to 

include sustainable community strategies in their regional transportation plans for reducing 

greenhouse gas emissions, (2) aligns planning for transportation and housing, and (3) creates 

specified incentives for the implementation of the strategies.  The Fresno Council of Governments 

adopted emissions reductions for per capita light duty vehicles from 2005 levels of 5 percent by 2020 

and 10 percent by 2035. 

Concerning CEQA, SB 375, section 21159.28 states that CEQA findings determinations for certain 

projects are not required to reference, describe, or discuss (1) growth inducing impacts or (2) any 

project‐specific or cumulative impacts from cars and light‐duty truck trips generated by the project 

on global warming or the regional transportation network if the project:  

  1.  Is in an area with an approved sustainable communities strategy or an alternative planning 

strategy that the ARB accepts as achieving the greenhouse gas emission reduction targets.,  
 

  2.  Is consistent with that strategy (in designation, density, building intensity, and applicable 

policies). 
 

  3.  Incorporates the mitigation measures required by an applicable prior environmental 

document.  

 

Executive Order S‐13‐08 

Executive Order S‐13‐08 indicates that “climate change in California during the next century is 

expected to shift precipitation patterns, accelerate sea level rise and increase temperatures, thereby 

posing a serious threat to California’s economy, to the health and welfare of its population and to its 

natural resources.”  Pursuant to the requirements in the order, the 2009 California Climate 

Adaptation Strategy (California Natural Resources Agency 2009) was adopted, which is the “ . . . first 

statewide, multi‐sector, region‐specific, and information‐based climate change adaptation strategy in 

the United States.”  Objectives include analyzing risks of climate change in California, identifying and 

exploring strategies to adapt to climate change, and specifying a direction for future research. 
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Renewable Electricity Standards 

On September 12, 2002, Governor Gray Davis signed SB 1078 requiring California to generate 20 

percent of its electricity from renewable energy by 2017.  SB 107 changed the due date to 2010 

instead of 2017.  On November 17, 2008, Governor Arnold Schwarzenegger signed Executive Order 

S‐14‐08, which established a Renewable Portfolio Standard target for California requiring that all 

retail sellers of electricity serve 33 percent of their load with renewable energy by 2020.  Governor 

Schwarzenegger also directed the ARB (Executive Order S‐21‐09) to adopt a regulation by July 31, 

2010, requiring the State’s load serving entities to meet a 33 percent renewable energy target by 

2020.  The ARB Board approved the Renewable Electricity Standard on September 23, 2010 by 

Resolution 10‐23. 

Model Water Efficient Landscape Ordinance 

The Model Water Efficient Landscape Ordinance (Ordinance) was required by AB 1881, the Water 

Conservation Act.  The bill required local agencies to adopt a local landscape ordinance at least as 

effective in conserving water as the Model Ordinance by January 1, 2010.  Reductions in water use of 

20 percent consistent with (SBX‐7‐7) 2020 mandate are expected upon compliance with the 

Ordinance.  Governor Brown’s Drought Executive Order of April 1, 2015 (EO B‐29‐15) directed the 

Department of Water Resources (DWR) to update the Ordinance through expedited regulation.  The 

California Water Commission approved the revised Ordinance on July 15, 2015 effective December 

15, 2015.  New development projects that include landscape areas of 500 square feet or more are 

subject to the Ordinance.  Projects that remodel existing landscapes over 2,500 square feet in size 

must also comply with the Ordinance.  The update requires: 

 More efficient irrigation systems 

 Incentives for graywater usage 
 Improvements in on‐site stormwater capture 

 Limiting the portion of landscapes that can be planted with high water use plants 

 Reporting requirements for local agencies. 

 

The City of Fresno adopted the State Ordinance in City Ordinance No. 2015‐37 on November 19, 

2015 that includes the 2015 revisions. 

ARB Refrigerant Management Program 

The ARB adopted a regulation in 2009 to reduce refrigerant GHG emissions from stationary sources 

through refrigerant leak detection and monitoring, leak repair, system retirement and retrofitting, 

reporting and recordkeeping, and proper refrigerant cylinder use, sale, and disposal.  The regulation 

is set forth in sections 95380 to 95398 of Title 17, California Code of Regulations.  The rules 

implementing the regulation establish a limit on statewide GHG emissions from stationary facilities 

with refrigeration systems with more than 50 pounds of a high GWP refrigerant.  The refrigerant 

management program is designed to (1) reduce emissions of high‐GWP GHG refrigerants from leaky 

stationary, non‐residential refrigeration equipment; (2) reduce emissions from the installation and 

servicing of refrigeration and air‐conditioning appliances using high‐GWP refrigerants; and (3) verify 

GHG emission reductions. 
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Regional 

San Joaquin Valley Air Pollution Control District (SJVAPCD) 

The project site is located within the San Joaquin Valley Air Basin (Air Basin) which is under the 

jurisdiction of the SJVAPCD. 

Climate Change Action Plan (CCAP) 

In August 2008, the San Joaquin Valley Air Pollution Control District’s Governing Board adopted the 

Climate Change Action Plan.  The CCAP directed the Air Pollution Control Officer to develop guidance 

documents to assist land–use and other permitting agencies in addressing GHG emissions as part of 

the CEQA process, investigate the development of a greenhouse gas banking program, enhance the 

existing emissions inventory process to include greenhouse gas emissions reporting consistent with 

new state requirements, and administer voluntary greenhouse gas emission reduction agreements. 

San Joaquin Valley Carbon Exchange 

The SJVAPCD initiated work on the San Joaquin Valley Carbon Exchange in November 2008.  The 

purpose of the carbon exchange is to quantify, verify, and track voluntary GHG emissions reductions 

generated within the San Joaquin Valley.  However, the SJVAPCD has since pursued an alternative 

strategy that incorporates the GHG emissions into its existing Rule 2301—Emission Reduction Credit 

Offset Banking that formerly only addressed criteria pollutants.  Rule 2301 replaces the San Joaquin 

Valley Carbon Exchange. 

Rule 2301 

Amendments to Rule 2301 to address GHG emission reduction credits were adopted on January 19, 

2012.  The purposes of the amendments to the rule include the following:  

  1)  Provide an administrative mechanism for sources to bank voluntary GHG emission 

reductions for later use. 
 

  2)  Provide an administrative mechanism for sources to transfer banked GHG emission 

reductions to others for any use. 
 

  3)  Define eligibility standards, quantitative procedures, and administrative practices to ensure 

that banked GHG emission reductions are real, permanent, quantifiable, surplus, and 

enforceable. 

 

The SJVAPCD is also participating with the California Air Pollution Control Officers Association (CAPCOA), 

of which it is a member, in the CAPCOA Greenhouse Gas Reduction Exchange (GHG Rx).  The GHG Rx is 

operated cooperatively by air districts that have elected to participate.  Participating districts have 

signed a Memorandum of Understanding with CAPCOA and agree to post only those credits that meet 

the Rx standards for quality.  The objective is to provide a secure, low‐cost, high‐quality greenhouse gas 

exchange for credits created in California.  The GHG Rx is intended to help fulfill compliance obligations, 

or mitigation needs of local projects subject to environmental review, reducing the uncertainty of using 

credits generated in distant locations.  The SJVAPCD currently has no credits posted to the GHG Rx. 
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SJVAPCD CEQA Greenhouse Gas Guidance for Valley Land‐Use Agencies 

On December 17, 2009, the SJVAPCD Governing Board adopted the Guidance for Valley Land‐use 

Agencies in addressing GHG Emission Impacts for New Projects under CEQA and the related Policy: 

District Policy—Addressing GHG Emission Impacts for Stationary Source Projects Under CEQA.  The 

SJVAPCD found the effects of project‐specific GHG emissions to be cumulative, as an individual 

project cannot generate enough GHG emissions to result in a discernible change in global climate.  

The SJVAPCD concluded that a project’s contribution to global climate change is best addressed by 

requiring all projects to reduce their GHG emissions, whether through project design elements or 

mitigation. 

The SJVAPCD’s approach is intended to streamline the process of determining if project specific GHG 

emissions would have a significant effect.  Projects exempt from the requirements of CEQA, and 

projects complying with an approved plan or mitigation program would be determined to have a less 

than significant cumulative impact.  Projects implementing Best Performance Standards (BPS) 

SJVAPCD will adopt or achieving at least a 29 percent GHG emission reduction compared to Business 

as Usual would have a less than significant individual and cumulative impact for GHG emissions.  

Projects complying with an approved GHG emission reduction plan or GHG mitigation program 

which avoids or substantially reduces GHG emissions within the geographic area in which the project 

is located would be determined to have a less than significant individual and cumulative impact for 

GHG emissions.  Projects complying with an approved GHG emission reduction plan or GHG 

mitigation program would not be required to implement BPS. 

The SJVAPCD guidance indicated that the SJVAPCD will establish Best Performance Standards (BPS) 

according to performance‐based determinations.  The SJVAPCD has yet to establish BPS for 

development projects, so this approach for determining significance is not currently available.   

San Joaquin Valley Regional Blueprint 

In 2006, the eight Councils of Governments in the San Joaquin Valley came together to develop a 

coordinated valley Blueprint.  This eight county venture is being conducted in each county, and has 

recently been integrated to form a preferred vision for future development throughout the Valley to 

the year 2050.  On April 1, 2009 the San Joaquin Valley (SJV) Regional Policy Council reviewed the 

Valley COGs’ work on the Blueprint following actions were taken: adopt a list of Smart Growth 

Principles to be used as the basis of Blueprint planning in the San Joaquin Valley, and adopt Scenario 

B+ as the Preferred Blueprint Growth Scenario for the San Joaquin Valley to the year 2050. 

2014 Regional Transportation Plan 

The Fresno Council of Governments (Fresno COG) is the Regional Transportation Planning Agency 

(RTPA) for the Fresno County region, by the State of California.  The Fresno COG adopted the 2014 

Regional Transportation Plan/Sustainable Community Strategy (RTP/SCS on June 16, 2014).  The 

2014 RTP is a planning document in cooperation with the Federal Highway Administration (FHWA), 

Federal Transit Administration (FTA), the California Department of Transportation (Caltrans), and 

other stakeholders, including transportation system users.  Following the passage of Assembly Bill 32 

to reduce GHG emissions within the State to 1990 levels by 2020.  SB 375 includes the following 

primary findings related to the RTP/SCS development process: 
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 That the ARB develop regional GHG emission reduction targets for cars and light trucks for 

each of the 18 MPOs in California, including Fresno COG.  ARB approved targets for the San 

Joaquin Valley in January 2013. 
 

 That the Fresno COG, during the next RTP update is required to prepare an SCS that specifies 
how the GHG emission reduction target set by ARB will be achieved.  If the target cannot be 

met through the SCS, then an Alternative Planning Strategy (APS) shall be prepared by Fresno 

COG.  Chapter 4 of the 2014 RTP includes the SCS for Fresno COG. 
 

 Streamlines CEQA requirements for specific residential and mixed‐use developments that are 

consistent with the Fresno County SCS or APS (as determined by ARB) to achieve regional GHG 

emissions reduction target. 

 

The RTP describes the strategy to achieve the SB 375 targets for Fresno County of 5 percent 

reduction in emissions per capita by 2020, and 10 percent per capita by 2035.   

Local 

City of Fresno 

The City of Fresno is the local government with the authority over land‐use decisions for the project 

site and vicinity.  The project is covered by the Fresno General Plan Update and the Bullard 

Community Plan.  Under the City’s Local Planning and Procedures Ordinance (LPPO), Specific and 

Community Plans prevail over inconsistent terms in the General Plan; therefore, the General Plan 

Update is subordinate to the Bullard Community Plan. 

Fresno General Plan 

The City of Fresno Greenhouse Gas Reduction Plan incorporates a list of Fresno General Plan 

objectives and policies in an Appendix A to the GHG Plan.  The analysis of Impact GHG‐1 includes a 

chart evaluating the Project’s consistency with the applicable General Plan objectives and policies 

found in Appendix A to the GHG Plan:  

Other applicable General Plan objectives and policies relevant to GHG emissions are discussed in 

Section 3.2, Air Quality, of this EIR while Project consistency with all relevant objectives and policies 

is discussed in Section 3.6, Land Use, of this EIR. 

City of Fresno Greenhouse Gas Reduction Plan 

The General Plan Update includes a Greenhouse Gas Reduction Plan (GHG Plan) that provides the 

City’s primary strategy for reductions greenhouse gas emissions.  The intent of the GHG Plan is to 

achieve compliance with state GHG reduction mandates by focusing on feasible actions the City can 

take to minimize the adverse impacts of growth and development on climate change.  The GHG Plan 

builds on the General Plan policies and implementation measures that are related to greenhouse gas 

emissions.  Where needed, the GHG Plan provides more details to clarify and focus action and to 

ensure implementation (Fresno 2014).5 

                                                            
5
  City of Fresno, 2014 Fresno General Plan ‐ Greenhouse Gas Reduction Plan.  Website: http://webapp.fresno.gov/NewPlanFresno 

/MEIR%20Appendices/Appendix%20F%20‐%20Greenhouse%20Gas/F‐2%20Greenhouse%20Gas%20Reduction%20Plan.pdf. 
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The GHG Plan (page 38) shows that the City will achieve a reduction of 26.8 percent from BAU by 

2020 through compliance with regulations only, which exceeds the 21.7 percent required to show 

consistency with AB 32 targets.  The regulatory measures are the same measures listed in Section 

3.3.2 of this document and include sources such as transportation, energy use, and refrigerants.  The 

local measures in the GHG Plan apply to land use, transportation demand management, water 

conservation, and waste recycling and diversion.  Local measures contained in the GHG Plan are 

expected to achieve an additional 3.0 percent reduction from BAU for a total reduction of 29.8 

percent from BAU by 2020. 

The GHG Plan includes the following guidance for determining project consistency with its provisions, 

and in turn, less than significant project GHG impacts: 

  1.  Review General Plan Policies listed in the GHG Plan to determine applicability to the project. 
 

  2.  Incorporate design features or mitigation measures into the project as needed to 

demonstrate consistency. 

a.  Street and pedestrian design complies with complete streets concepts. 

b.  Review project against Development Code for mandatory design features required for 

the project. 

c.  Consider alternative energy generation (solar) if appropriate for the project and site.  

(The State is working towards zero net energy development that will require increasing 

efficiency and self generation over time). 

d.  Review water conservation building and landscape design features for compliance with 

City water conservation standards. 
 

  3.  Implement project design features suitable for the development type and location. 

a.  Projects within core/center areas and BRT corridors should meet minimum density and 

design requirements to ensure pedestrian and transit orientation is met. 

b.  Maintain and enhance connections to regional bikeways and trail system. 
 

  4.  Complete the latest version of the Fresno Green Residential or Non‐Residential Checklist 

a.  Meet the Fresno Green checklist point requirements. 

b.  Alternatively, meet the U.S. Green Building Council’s Leadership in Energy and 

Environmental Design (LEED) Programs, or qualify for Build It Green’s GreenPoint rating 

system for residential building. 

 

The Fresno General Plan provides the following advice regarding plan consistency.  Consistency: 

Goals, objectives, policies and implementation measures should not be interpreted so broadly or 

narrowly such that they become inconsistent with one another or the law.  One way to do this when 

reviewing the Plan is to mentally add “as otherwise consistent with the Plan and as authorized by 

law” to every policy or other item. 

3.3.3 ‐ Thresholds of Significance 

According to the CEQA Guidelines’ Appendix G Environmental Checklist, to determine whether 

greenhouse emissions impacts are significant environmental effects, the following questions are 

analyzed and evaluated.  Would the project: 
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a) Generate greenhouse gas emissions, either directly or indirectly, that may have a significant 

impact on the environment? 
 

b) Conflict with an applicable plan, policy, or regulation of an agency adopted for the purpose of 
reducing the emissions of greenhouse gases? 

 

The evaluation of an impact under CEQA requires measuring data from a project against both 

existing conditions and a “threshold of significance.”  With regard to establishing a significance 

threshold, the Office of Planning and Research’s amendments to the CEQA Guidelines Section 

15064.7(c) state that “[w]hen adopting thresholds of significance, a lead agency may consider 

thresholds of significance previously adopted or recommended by other public agencies, or 

recommended by experts, provided the decision of the lead agency to adopt such thresholds is 

supported by substantial evidence.” 

CEQA Guidelines Section 15064.4(a) further states, “ . . . A lead agency shall have discretion to 

determine, in the context of a particular project, whether to: (1) Use a model or methodology to 

quantify greenhouse gas emissions resulting from a project, and which model or methodology to 

use . . . ; or (2) Rely on a qualitative analysis or performance based standards.”  

CEQA Guidelines Section 15064.4 provides that a lead agency may take into account the following 

three considerations in assessing the significance of impacts from greenhouse gas emissions: 

 Consideration No. 1: The extent to which the project may increase or reduce greenhouse gas 

emissions compared with the existing environmental setting.  This discussion could involve a 

quantification of greenhouse gas emissions to the extent feasible. 
 

 Consideration No. 2: Whether the project emissions exceed a threshold of significance that 

the lead agency determines applies to the project. 
 

 Consideration No. 3: The extent to which the project complies with regulations or 

requirements adopted to implement a statewide, regional, or local plan for the reduction or 

mitigation of greenhouse gas emissions.  Such regulations or requirements must be adopted 

by the relevant public agency through a public review process and must include specific 

requirements that reduce or mitigate the project’s incremental contribution of greenhouse 

gas emissions.  If there is substantial evidence that the possible effects of a particular project 

are still cumulatively considerable notwithstanding compliance with the adopted regulations 

or requirements, an EIR must be prepared for the project. 

 

Project Thresholds of Significance 

On November 30, 2015, the California Supreme Court in Center for Biological Diversity v. California 

Department of Fish and Wildlife (“Newhall Ranch”) invalidated the GHG analysis for a large master 

planned residential development in Los Angeles County consisting of over 20,000 residential 

dwelling units and other uses, determining that the GHG significance finding was “not supported by 

a reasoned explanation based on substantial evidence.”  In particular, the Court upheld: (1) use of 

the statewide emissions reduction goal in AB 32 as a significance criterion (pp. 15‐19), (2) use of the 

Scoping Plan’s BAU model “as a comparative tool for evaluating efficiency and conservation efforts” 
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of the Project (pp. 18‐19), and (3) a comparison of the project’s expected emissions to a BAU model 

rather than a baseline of pre‐project conditions (pp.15‐19.). 

Notwithstanding, however, the Court invalidated the GHG analysis on the grounds that the 

“administrative record discloses no substantial evidence that the Newhall Ranch’s project‐level 

reduction of 31 percent in comparison to [BAU] is consistent with achieving AB 32’s statewide goal of 

a 29 percent reduction from [BAU] . . . .”  (p.19, original italics; see also p. 23 (“Nor is Justice Corrigan 

correct that our analysis ‘assumes project‐level reduction in greenhouse gas emissions must be 

greater than the reduction California is seeking to achieve statewide.’  [internal citations omitted] . . .  

[W]e only hold that DFW erred in failing to substantiate its assumption that the Scoping Plan’s 

statewide measure of emissions reduction can also serve as the criterion for an individual land use 

project.”)  In so doing, the Court stated that the EIR failed to contain sufficient evidence to conclude 

that the “land use density” assumptions used in the EIR’s GHG emissions model were comparable to 

the land use density assumptions used in the Scoping Plan’s BAU model.  (pp 21–22.)  To the extent 

the Scoping Plan’s BAU scenario assumes population densities greater than the local density 

assumed in the EIR’s BAU projection, the Court felt that the EIR’s comparison of project reductions 

from BAU to reductions demanded in the Scoping Plan would be misleading.  The Court also 

questioned whether “a greater degree of reduction may be needed” from new versus existing 

development to achieve the statewide goal set forth in AB 32 (p. 20). 

Although the Court concluded that the Newhall Ranch EIR was inadequate, the Court outlined 

“potential pathways to compliance” that future EIRs could use to determine if GHG emissions from a 

given project are significant.  Specifically, the Court advised that: 

 Substantiation of Project Reductions from BAU.  A lead agency may use a BAU comparison 

based on the Scoping Plan’s methodology if it also substantiates the reduction a particular 

project must achieve to comply with statewide goals.  The Court suggested a lead agency 

could examine the “data behind the Scoping Plan’s business‐as‐usual model” to determine the 

necessary project‐level reductions from new land use development at the proposed location.  

(p. 25.) 
 

 Compliance with Regulatory Programs or Performance Based Standards.  A lead agency 

“might assess consistency with AB 32‘s goal in whole or part by looking to compliance with 

regulatory programs designed to reduce greenhouse gas emissions from particular activities.”  

(See Final Statement of Reasons, supra, at p. 64 [greenhouse gas emissions ‘may be best 

analyzed and mitigated at a programmatic level.’].)  To the extent a project’s design features 

comply with or exceed the regulations outlined in the Scoping Plan and adopted by the Air 

Resources Board or other state agencies, a lead agency could appropriately rely on their use 

as showing compliance with ‘performance based standards’ adopted to fulfill ‘a statewide . . . 

plan for the reduction or mitigation of greenhouse gas emissions.’  (CEQA Guidelines § 

15064.4(a)(2), (b)(3); see also id., § 15064(h)(3) [determination that impact is not cumulatively 

considerable may rest on compliance with previously adopted plans or regulations, including 

‘plans or regulations for the reduction of greenhouse gas emissions’]) (p. 26). 
 

 Compliance with GHG Reduction Plans or Climate Action Plans (CAPs).  A lead agency may 

utilize “geographically specific GHG emission reduction plans” such as climate action plans or 
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greenhouse gas emission reduction plans to provide a basis for the tiering or streamlining of 

project‐level CEQA analysis (p. 26). 
 

 Compliance with Local Air District Thresholds.  A lead agency may rely on “existing numerical 

thresholds of significance for greenhouse gas emissions” adopted by, for example, local air 

districts.  (p. 27.) CEQA is clear that a lead agency may rely on thresholds developed by other 

agencies that have particular expertise in the subject matter under consideration.  (See, e.g., 

State CEQA Guidelines, Appendix G, Sample Question III ([w]here available, the significance 

criteria established by the applicable air quality management or air pollution control district 

may be relied upon to make a significance determination); see also OPR’s December, 2009 

Final Statement of Reasons for Amendments to State CEQA Guidelines Addressing Analysis 

and Mitigation of Greenhouse Gas Emissions Pursuant to SB 97, p. 25.) 

 

Therefore, consistent with CEQA Guidelines Appendix G, the three factors identified in CEQA 

Guidelines Section 15064.4 and the Newhall Ranch opinion, the following thresholds are consistent 

with the CEQA Guidelines relative to determining the significance of impacts from GHG.  

 Would the project conflict with an applicable plan, policy or regulation adopted for the 

purpose of reducing the emission of GHGs (see Impact GHG‐1). 

Analysis under Impact GHG‐1 involves a qualitative analysis of the Project’s compliance with 

the City of Fresno’s Greenhouse Gas Reduction Plan (“GHG Plan”).  The GHG Plan qualifies as 

an applicable plan, policy, or regulation of an agency adopted for the purpose of reducing the 

emissions of greenhouse gases. 
 

 Would the project conflict with the SJVAPCD GHG Reduction Threshold (See Impact GHG‐2). 

Analysis under Impact GHG‐2 entails a quantitative evaluation that compares the emission 

reductions achieved by the Project to the percent reduction from BAU required by the 

SJVAPCD (29 percent) and by the GHG Plan for 2020 (21.7 percent). 
 

 Would the project conflict with the ARB Scoping Plan and regulations adopted for the 

purpose of reducing emissions of greenhouse gases (See Impact GHG‐3)?   

Analysis under Impact GHG‐3 involves a qualitative analysis of the Project’s consistency with 

the ARB’s Scoping Plan and with GHG emission reducing regulations. 

 

As further explained below, these thresholds are consistent with the CEQA Guidelines relative to 

determining the significance of impacts from GHG emissions, and reflect the fact that: (1) the City of 

Fresno GHG Reduction Plan is the geographically specific plan that was adopted by the City of Fresno 

for the purpose of reducing GHG emissions under the control or influence of the City consistent with 

AB 32 and subsequent state legislation and state agency action to address climate change; (2) the 

SJVAPCD GHG reduction threshold is a numerical threshold adopted by the regional air district with 

jurisdiction over air quality matters in San Joaquin Valley Air Basin which includes the City of Fresno 

and that has particular expertise with respect to GHG; and (3) the Scoping Plan (and its adopted 

regulations) are considered a statewide plan for the reduction or mitigation of greenhouse gas 

emissions that may be used to assess consistency with AB 32. 
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The City has further determined that each one of the above‐three thresholds is considered to be a 

separate and independent basis upon which to substantiate the significance of the project’s GHG 

impact. 

3.3.4 ‐ Methodology 

The emissions quantification and analysis used the California Emissions Estimator Model (CalEEMod) 

version 2013.2 to quantify project emissions.  CalEEMod was developed in cooperation with the 

South Coast Air Quality Management District and other air districts throughout the State.  CalEEMod 

is designed as a uniform platform for government agencies, land use planners, and environmental 

professionals to quantify potential criteria pollutant and GHG emissions associated with construction 

and operation from a variety of land uses.  According to the SJVAPCD, CalEEMod should be used for 

the analysis of GHG impacts. 

The analysis that follows was prepared using a variety of data sources including the Traffic Impact 

Study prepared by Peters Engineering Group, water and wastewater demands provided by CEI 

Engineering Associates, and default values provided by CalEEMod.  For a complete list of modeling 

assumptions, refer to Appendix B.1.1.  This analysis also follows guidance presented by the SJVAPCD 

in its 2009 Guidance for Valley Land‐use Agencies in Addressing GHG Emission Impacts for New 

Projects under CEQA and from the City of Fresno GHG Plan. 

Greenhouse Gas Emissions Quantification 

GHG emissions per unit of activity, also referred to as emission factors, are incorporated in CalEEMod 

for each analysis year.  For example, the emission factors for 2005 reflect the benefits of cumulative 

regulations that were in effect at that point in time including regulations implemented during the 

2002‐2004 baseline period.  The 2005 analysis year in CalEEMod was selected as the year to use as 

BAU because it occurs prior to the implementation of any regulations to reduce greenhouse gas 

emissions for AB 32 and is after the base years used in the AB 32 Scoping Plan inventory. 

Project GHG emissions may be reduced from project design features or mitigation measures 

imposed to reduce greenhouse gas emissions.  Emission reductions also occur from land use and 

transportation measures including those that take advantage of proximity to existing transit service 

and pedestrian and bicycle infrastructure (SJVAPCD 2009). 

Below, Project‐related greenhouse gas emissions are quantified under a BAU scenario, and 

compared to Project emissions that would occur when compliance with applicable greenhouse gas 

emission regulatory measures and design features is assumed.  The standard and methodology is 

explained in further detail, below. 

Reductions in the project’s greenhouse gas emissions include those achieved since the 2002–2004 

baseline period through efficiencies such as improved energy standards, increased vehicle fuel 

standards, etc.  The benefits of improved standards are detailed more completely below, but the 

following examples help to illustrate how regulatory changes will lead to greenhouse gas emissions 

reductions: 
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1. The energy used by the project purchased from the grid will result in much lower emissions 

as the renewable energy portfolio standard is implemented over time. 
 

2. Motor vehicle greenhouse gas emissions associated with the project will also decline over 

time as state and federal fuel efficiency standards are implemented. 
 

3. The ARB regulations adopted to control emissions of refrigerants in commercial refrigeration 

systems (Regulation for the Management of High Global Warming Potential Refrigerants for 

Stationary Sources) is expected to reduce emissions from this source by 50 percent by 2020.  

Refrigerants are the second‐largest source of emissions estimated for the project. 
 

4. The project’s emissions related to electricity consumption are expected to be substantially 

lower than the forecasted amounts because it would meet 2013 Title 24 Building Energy 

Efficiency Standards for all building components changed during the remodeling of the 

structure.  Many of these standards are discussed in more detail below. 

 

Construction Emissions 

The project would emit GHGs from upstream emission sources and direct sources from construction 

activities (combustion of fuels from worker vehicles and construction equipment).  Since the project 

involves the re‐use of an existing building, the project will primarily involve interior tenant 

improvements and minor renovations to the building façade, and will not involve any major 

demolition or new construction activities other than pavement removal over approximately 6 acres 

of the project site.  These values for grading and demolition (consisting of certain elements of the 

building façade) are shown in Table 3.3‐4 below. 

An upstream emission source (also known as life cycle emissions) refers to emissions that were 

generated during the manufacture of products to be used for construction of the project.  Upstream 

emission sources for the project include but are not limited to the following: emissions from the 

manufacture of cement; emissions from the manufacture of steel; and/or emissions from the 

transportation of building materials to the seller.  The upstream emissions were not estimated 

because they are expressly not within the purview of EIRs per CEQA Guidelines Section 15144.  

Additionally, the California Air Pollution Control Officers Association White Paper on CEQA and 

Climate Change states “The full life‐cycle of GHG [greenhouse gas] emissions from construction 

activities is not accounted for . . . and the information needed to characterize [life‐cycle emissions] 

would be speculative at the CEQA analysis level” (CAPCOA 2008).  Therefore, pursuant to CEQA 

Guidelines Sections 15144 and 15145, upstream/life cycle emissions are speculative; no further 

discussion is provided. 

Construction emissions can vary substantially from day to day, depending on the level of activity, the 

specific type of operation, and prevailing weather conditions.  Construction emissions result from 

on‐site and off‐site activities.  On‐site emissions principally consist of exhaust emissions (CO2, CH4, 

and N2O) from heavy‐duty construction equipment and motor vehicle operation.  Off‐site emissions 

are caused by motor vehicle exhaust (CO2, CH4, and N2O) from delivery vehicles and worker traffic. 

The proposed project was analyzed using a construction schedule that assumed that construction 

would occur as early as April 2017 and be completed by February 2018.  Detailed assumptions of 
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construction phasing and equipment use are provided in Appendix B.1.1.  Project construction 

emissions were estimated using the CalEEMod Version 2013.2. 

The installation of new refrigerants may result in fugitive accidental release of refrigerants, and this 

possibility was assumed to occur and included in the analysis.  The global warming potential for the 

refrigerants, which assume to use a hydrofluorocarbon called R404a, (3,750) is much greater 

compared with carbon dioxide). 

GHG emissions from project construction equipment and worker vehicles are shown in Table 3.3‐4.  

The emissions are from all phases of construction. 

Table 3.3‐4: Proposed Walmart Construction Greenhouse Gas Emissions 

Phase  Total MTCO2e 

Demolition  19.7 

Grading  87.6 

Building Construction 2017  177.8 

Building Construction 2018  3.62 

Paving  10.8 

Architectural Coating  3.3 

Refrigerant Installation  543.0 

Total  845.8 

Amortized over 25 years  28.2 

Note: 
MTCO2e = metric tons of carbon dioxide equivalents 
Source: CalEEMod output (Appendix B.1.1).  

 

The construction‐related emissions would occur prior to the year 2020, which is the target year for 

the AB 32 threshold of significance for greenhouse gases; however, the emissions would remain in 

the atmosphere after construction is complete and make a cumulative contribution to project GHG 

emissions.  In order to provide a conservative analysis, the short‐term construction emissions have 

been amortized over the expected (long‐term) operational life of the project and are included in the 

quantification of operational emissions.  The operational life of a conventional commercial building is 

estimated to be 25 years. 

3.3.5 ‐ Operational GHG Emissions 

BAU is defined in the ARB’s AB 32 Scoping Plan as emissions occurring in 2020 if the average baseline 

emissions during the 2002 to 2004 inventory baseline years grew to 2020 levels without additional 

control. 

Operational or long‐term emissions occur over the life of the project.  Sources of operational 

emissions include: 
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 Area.  Refers to consumer products, area architectural coatings, and landscaping equipment.  

Area emissions were estimated using CalEEMod. 
 

 Indirect Electricity.  Refers to the GHG emissions generated by off‐site power plants to supply 

electricity required for the project.  Electricity emissions were estimated using CalEEMod. 
 

 Mobile.  Refers to motor vehicle/exhaust emissions from the employee and customer vehicles 

and heavy‐duty trucks that would access the project site.  Motor vehicle and truck emissions 

were calculated using CalEEMod and information contained in the project’s traffic impact study. 
 

 Natural Gas.  Refers to exhaust from natural gas usage.  Carbon dioxide emissions were 

estimated using CalEEMod. 
 

 Water.  Estimates the land uses contribution of greenhouse gas emissions associated with 

supplying and treating the water and wastewater.  Water emissions were estimated using 

CalEEMod. 
 

 Waste.  Refers to the greenhouse gas emissions associated with disposal of solid waste into 

landfills.  Waste emissions were estimated using CalEEMod. 
 

 Refrigerants.  Refers to fugitive hydrofluorocarbons emissions from normal operation of 

refrigeration systems and the heating and ventilation systems.  Proposed refrigerant use is 

estimated from similar Walmart stores.  Emission estimate methodology was derived from the 

EPA, Climate Leaders (refer to the greenhouse gas spreadsheet in Appendix B.1.2). 

 

Proposed Walmart Emissions 

This analysis is restricted to greenhouse gases identified by AB 32, which include carbon dioxide, 

methane, nitrous oxide, hydrofluorocarbons, perfluorocarbons, and sulfur hexafluoride.  The project 

would generate a variety of greenhouse gases during construction and operation, including several 

defined by AB 32 such as carbon dioxide, methane, nitrous oxide, and hydrofluorocarbons. 

The project may emit greenhouse gases that are not defined by AB 32.  For example, the project may 

generate aerosols.  Aerosols are suspensions of fine solid particles or liquid droplets in a gas that act 

similarly to greenhouse gases.  They are short‐lived and remain in the atmosphere for about 1 week.  

Black carbon is a component of aerosol.  A few studies have indicated that black carbon has a high 

global warming potential; however, the Intergovernmental Panel on Climate Change (2007) states 

that it has a low level of scientific certainty.  Water vapor, another greenhouse gas, could be emitted 

from evaporated water used for landscaping, but this is not a significant impact because water vapor 

concentrations in the upper atmosphere are primarily due to climate feedbacks such as evaporation 

and condensation effects rather than emissions from project‐related activities.  The project would 

emit nitrogen oxides and volatile organic compounds, which are ozone precursors.  Ozone is a 

greenhouse gas; however, unlike the other greenhouse gases, ozone in the troposphere is relatively 

short‐lived and can be reduced in the troposphere on a daily basis. 

Certain greenhouse gases defined by AB 32 would not be emitted by the project.  Perfluorocarbons 

and sulfur hexafluoride are typically used in industrial applications, none of which would be used by 

the project.  Therefore, it is not anticipated that the project would emit perfluorocarbons or sulfur 

hexafluoride. 
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The estimation does not include changes in carbon storage or sequestration.  Carbon is stored in 

biological material such as trees and lumber.  The existing site is developed with a building and 

parking lot with limited vegetation on the project site of this specific type, although new landscaping 

with greater numbers of trees will be provided.  In addition, the structures that will be operational 

once the project is constructed will retain carbon.  Therefore, the carbon sequestration ability of the 

project site pre‐ and post‐project is speculative at this time. 

Regulations applicable to project sources and the percent reduction anticipated from each source 

are shown in Table 3.3‐5.  The percentage reductions are only applied to the specific sources subject 

to the regulations.  For example, the Pavley Low Emission Vehicle Standards apply only to light duty 

cars and trucks.  A description of these regulations is provided in Section 3.3.2.  The source of the 

percentage reduction for each regulation is provided in the Table 3.3‐5 notes. 

Table 3.3‐5: Reductions from Greenhouse Gas Regulations 

Regulation  Project Applicability  Reduction Source 
Percent Reduction 
from BAU in 2020 

Pavley Low Emission 
Vehicle Standards 

Light duty cars and trucks 
accessing the site are subject to 
the regulation 

CalEEMod defaults (Pavley I)I  25.11 

Adjusted GHG emission 
factor (Pavley II/LEV III) in 
CalEEMod. 

3%2 

Low Carbon Fuel 
Standard (LCFS) 

Vehicles accessing the site will 
use fuel subject to the LCFS 

CalEEMod defaults 
10%1 

Title 24 Energy Efficiency 
Standards 

Project building components that 
are remodeled will be 
constructed to meet the latest 
version of Title 24 (currently 
2013).  Energy reductions taken 
apply only to energy 
consumption by building 
components subject to the 
regulation.8  Exterior walls from 
the existing building and the 
installation of a new white 
membrane installation will both 
be constructed to meet 2013 
Title 24.  The project would 
achieve a 34.4% energy efficiency 
over energy savings achieved 
from the existing building which 
became operational in 1993, and 
was constructed in accordance 
with the 1992 Title 24 standards, 
as follows: 
•  For commercial alterations, the 
2013 Title 24 Standards are 
approximately 10% more 
restrictive than the 2008 Title 
24 Standards they supersede.6  

CalEEMod defaults (2008) 
and CalEEMod mitigation 
component (2013) 

30%3 

 

                                                            
6
  See Table 2: Summary of First‐Year‐Electricity Savings in the Impact Analysis 2008 Update to the California Energy Efficiency 

Standards for Residential and Nonresidential Buildings, November 2007. 
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Table 3.3‐5 (cont.): Reductions from Greenhouse Gas Regulations 

Regulation  Project Applicability  Reduction Source 
Percent Reduction 
from BAU in 2020 

  •  The 2008 Title 24 Standards 
are approximately 9% more 
restrictive than the 2005 Title 
24 Standards they supersede7.  

•  The 2005 Title 24 Standards 
are approximately 11.33% 
more restrictive than the 2001 
Standards8.  

•  Information allowing for a 
comparison between the 2001 
Title 24 Standards; the 1998 
Title 24 Standards; the 1995 
Title 24 Standards; to the 1992 
Title 24 Standards is not 
available.  

•  Therefore, conservatively 
assuming that the 2001, 1998 
and 1995 Title 24 Standards 
Updates would yield a nominal 
1% reduction when comparing 
them to the previously 
adopted Title 24 Standards, an 
additional 3% reduction would 
exist between 1992 and 2013 
Title 24 Standards. 

•  Therefore, the proposed 
project would yield an 
approximate 33.3% reduction 
or be 33.3% more energy 
efficient than building that it is 
occupying. 

 

 

Green Building Code 
Standards 

The project will include water 
conservation features required 
by the standard 

CalEEMod mitigation 
component  20%4 

Water Efficient Land Use 
Ordinance 

The project landscaping will 
comply with the regulation 

CalEEMod mitigation 
component 

20%5 

Renewable Portfolio 
Standard (RPS) 

Electricity purchased for use at 
the project site is subject to the 
33% RPS mandate 

CalEEMod adjusted energy 
intensity factors from PG&E 

23.3%6 

Refrigerant 
Management Program 

Refrigeration systems installed at 
the project site are subject to the 
regulation 

Off‐model calculation with 
ARB emission factors 

Refrigeration 
52.4% 
HVAC 
50.1%7 

                                                            
7
  See Table 2: Summary of First‐Year‐Electricity Savings in the California Energy Commission’s Consultant Report: Impact Analysis 

California’s 2013 Building Energy Efficiency Standards, July 2013. 
8
  See Table 2 Summary of First‐Year‐Electricity Savings in the Impact Analysis for 2005 Energy Efficiency Standards, June 2003. 
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Table 3.3‐5 (cont.): Reductions from Greenhouse Gas Regulations 

Regulation  Project Applicability  Reduction Source 
Percent Reduction 
from BAU in 2020 

Notes: 
Regulations are described in Section 2.3 Regulatory Environment.  The source of the percentage reductions from each 
measure are from the following sources: 
1  Pavley 1 + Low Carbon Fuel Standard Postprocessor Version 1.0 User’s Guide (ARB 2010c). 
2  ARB Staff Report for LEV III Amendments (ARB 2013) 
3  2013 Title 24 Building Energy Efficiency Standards Adoption Hearing Presentation (CEC 2013) 
4  2013 California Green Building Standards Code Section 5.303.2 
5  California Water Plan Update 2013 (CDWR 2013). 
6  PG&E Default Emission Factor for BAU adjusted to reflect 33 percent RPS in 2020) 
7  ARB ISOR for Management of High Global Warming Potential Refrigerants (ARB 2009). 
8  Email communication with Tarek Anan, AIA P+R Architects, February 2, 2016 

 

The regulatory reductions for mobile sources, renewable energy use, and energy efficiency are 

included in the CalEEMod modeling runs provided in Appendix B.1.1 to this DEIR.  The current 

version of CalEEMod incorporates reductions from Pavley I, 2008, Title 24 Energy Efficiency 

Standards, and the Renewable Portfolio Standard in the emission factors used in the model.  

Reductions for compliance with the ARB Refrigerant Management Program are estimated using 

spreadsheet calculations with ARB emission factors and estimates of regulation effectiveness and are 

provided in DEIR Appendix B.1.2. 

The operational emissions for the project under a BAU scenario and with regulations in the 2020 

target year are shown in Table 3.3‐6.  For the complete assumptions, please refer to Appendix B.1.1 

and B.1.2. 

Table 3.3‐6: Project Operational Emissions (with Regulations) 

Source 
Business as Usual 

MTCO2e 
2020 MTCO2e 

(with Regulations) 

Percent Reduction 
from BAU by 

Source 

Area  0.0040  0.0039  2.5% 

Energy  672.18  448.91  33.2% 

Mobile—Passenger Vehicles  7,820.00  5,392.83  31.0% 

Mobile—Medium‐Heavy Duty Trucks  145.79  106.78  26.8% 

Mobile—Heavy‐Heavy Duty Trucks  1,201.45  1,015.88  15.4% 

Waste  378.30  378.30  0.0% 

Water  14.28  9.33  34.7% 

Refrigerants (leakage from 
refrigerators, freezers) 

3,801.00  1,810.00  52.4% 

Refrigerants (HVAC)  1,121.00  561.00  50.0% 

Construction (amortized over 25 years)  28.19  28.19  0.0% 
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Table 3.3‐6 (cont.): Project Operational Emissions (with Regulations) 

Source 
Business as Usual 

MTCO2e 
2020 MTCO2e 

(with Regulations) 

Percent Reduction 
from BAU by 

Source 

Total  15,182.2  9,749.1   

MTCO2e Reduced  5,431.1   

Reduction  35.8%   

Source: CalEEMod, 2013; FirstCarbon Solutions, 2015. 

 

As shown in Table 3.3‐6, the project would emit 15,182 MTCO2e under the 2020 BAU scenario, 

without reductions from regulations and design features.  With implementation of the regulatory 

requirements, operation of the new Walmart store would produce approximately 9,749 MTCO2e in 

2020, which represents a 35.8 percent reduction from the Proposed Walmart 2020 BAU scenario 

without reductions. 

The business as usual emissions represent emissions if they would have occurred without 

regulations enacted pursuant to AB 32.  The 2020 emissions with regulations represent emissions 

with reductions from regulations enacted as part of AB 32, in particular the following: 

 Mobile: Pavley I and Low Carbon Fuel Standard regulation reductions are calculated by 

CalEEMod.  The estimated reduction is 25.1 percent of the mobile sources GHG emissions 

(motor vehicle emissions).  An additional 3 percent reduction in light duty vehicle emissions 

will be achieved by 2020 with the implementation of LEV III vehicle standards.  Reductions for 

Medium‐Heavy Duty Trucks, and Heavy‐Heavy Duty trucks are reduced by the by ARB 

regulations on these vehicle classes and the LCFS.  The reductions are in CalEEMod emission 

factors. 
 

 Electricity: Renewable Portfolio Standards (RPS) require a 33‐percent renewable portfolio by 
the year 2020.  The estimated reduction to meet the RPS mandate from electricity GHG 

emissions is 16 percent.  PG&E, the utility that will serve the project predicts its energy 

intensity will decline by 23 percent between 2005 and 2020, exceeding the RPS mandate.  The 

2013 Title 24 provides a reduction in energy consumption of 30 percent compared to 2008 

Title 24 Energy Efficiency Standards for building components subject to the regulation. 
 

 Water: The Model Water Efficient Landscape Ordinance will require a reduction of at least 20 

percent in outdoor water use.  The City allowed the State Model Water Efficient Landscape 

Ordinance to go into effect on January 1, 2010 (City of Fresno 2010).  The Department of 

Water Resources indicates that the latest Ordinance adopted in 2015 is expected to achieve a 

reduction of 20 percent in water use from non‐residential landscaping.9  The City’s new 

Development Code adopted in 2015 indicates that projects will be required to follow the 

                                                            
9
  Department of Water Resources.  2015. Press Release.  Water Commission Adopts Model Water Efficient Landscape Ordinance; Public 

Comment Helped Shape Revisions.  July 2015.  Website: http://ca.gov/drought/topstory/top‐story‐42.html.  Accessed: March 8, 2016.
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requirements of the latest Ordinance as amended.  The CalGreen Building Code Standards 

require a reduction of at least 20 percent in indoor water use.  Additional reductions beyond 

those obtained from water conservation are the result of use of electricity to treat and 

transport water meeting the RPS. 
 

 Refrigerants: The Refrigerant Management Program achieves a 50‐percent reduction in 

refrigerants from leakage and maintenance of refrigeration equipment used in the project.  

Emissions are estimated based on ARB estimates of regulation effectiveness. 

 

Land Use and Transportation Measures 

In addition to rules and regulations, the project would obtain benefits from its location and 

infrastructure that would reduce project vehicle miles traveled compared to default values.  The 

analysis identified four measures in CalEEMod mitigation component that apply to the project that 

are described in Table 3.3‐7.  The reduction amounts attributable to the measures included in 

CalEEMod are derived from methodologies compiled in the CAPCOA report Quantifying GHG 

Measures.  The report is a resource for local government to assess emission reductions from 

greenhouse gas mitigation measures.  The report provides the most comprehensive and well 

documented list of GHG reduction measures and quantification methodologies available for use in 

project analysis for CEQA compliance. 

The SJVAPCD Final Staff Report, Addressing GHG Impacts under the California Environmental Quality 

includes similar land use and transportation measures in its example BPS for development projects 

to credit toward reducing GHG emissions from BAU.  Credits are allowed for existing infrastructure 

such as pedestrian access, transit, and bicycle facilities to reward projects that locate in areas that 

support the use of alternative modes of transportation and produce fewer VMT.  Pages 116‐118 of 

Final Draft Staff Report—Climate Change Action Plan: Addressing GHG Emissions Impacts Under 

CEQA December 17, 2009 provide specific examples including: bicycle/pedestrian/transit measures 

1, 4, 5, and 7 where credit is allowed for existing facilities available for future employees and 

customers traveling to the store.10 Each measure was assessed to determine its consistency with 

CAPCOA criteria for the use of the measure and ultimately included in CalEEMod in order to 

calculate the appropriate reductions achieved.   

The Project would also constitute development within an established community and would not be 

opening up a new geographical area for development such that it would draw mostly new trips, or 

substantially lengthen existing trips.  Rather, the Project (which is a relocation) would provide an 

opportunity for nearby residents to shop closer to home.  While the Project may increase VMT for 

some customers, most of the trips would be coming from within the immediate area as the Project 

relocates an existing use.  Accordingly, the Project would not necessarily increase VMT and 

associated GHG emissions.  

The percentage reduction from BAU for each measure is quantified using the CalEEMod mitigation 

component and the total percentage reduction expected from these measures.  The CalEEMod 

mitigation component is approved for his purpose by the SJVAPCD and is used by air districts around 

                                                            
10
  http://www.valleyair.org/Programs/CCAP/12‐17‐09/1%20CCAP%20‐%20FINAL%20CEQA%20GHG%20Staff%20Report%20‐
%20Dec%2017%202009.pdf 
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the State as the best available method for quantifying land use and transportation measures.  The 

percentage reduction from each measure was estimated using separate CalEEMod runs for each 

measure with the final reduction obtained from a CalEEMod run for all measures in a single run.  

CalEEMod ensures that the benefits of measures that apply to the same activity are not double‐

counted resulting in lower reductions from the combined run compared to the sum of the individual 

runs.  The total reduction from BAU for mobile passenger vehicles from these measures is 7.8 

percent.  The modeling runs and a spreadsheet accounting for the benefits of the individual 

measures is provided in Appendix B.1.1.  Since the project reductions from regulations alone exceed 

29 percent, no additional reductions would be required.  Including these emissions with reductions 

from BAU achieved by compliance with regulations and land use and transportation measures would 

result in a reduction in Project GHG emissions by 39.7 percent.11  

Table 3.3‐7: Reductions from Project Land Use and Transportation Measures 

CAPCOA/CalEEMod Measure  Project Applicability 

Percent Reduction 
from Mobile Source 

BAU 

LUT‐9 Improve Walkability Design  This measure is based on the number of 
intersections per square mile within a ½ mile 
radius of the project site. 

0.39% 

LUT‐4 Improve Destination 
Accessibility 

The measure is based on distance to downtown or 
major job centers.  The project is within major job 
center on West Shaw.  Destination accessibility is 
measured in terms of the number of jobs or other 
attractions reachable within a given travel time, 
which tends to be highest at central locations and 
lowest and peripheral ones.  The location of the 
project also increases the potential for pedestrians 
to walk and bike to these destinations and 
therefore reduces VMT.  Review of aerial photos 
of the project vicinity shows that the project site is 
near the center of an area with over a hundred 
office and light industrial businesses, and 
numerous regional commercial uses within one 
mile of the site.  There are six large apartment 
complexes within a 0.5 mile of site with many 
units within walking distance.  According to the 
General Plan Urban Form Element, “the Shaw 
Avenue Corridor will be served by enhanced bus 
service and is envisioned as the primary transit 
corridor connecting Fresno and Clovis.  This 
enhanced service in Fresno will extend along Shaw 
Avenue as far east as the intersection of State 
Route 168 and the California State University, 
Fresno, campus and as far west as the West 
Development Area located west of State Route 99.  

0.11% 

 

                                                            
11
  The SJVAPCD recommends use of land use and transportation measures as BPS to achieve the required 29 percent reduction from 
BAU.  Table 3.3‐8 displays the results with the inclusion of land use and transportation measures in analysis.  The SJVAPCD does not 
have a separate threshold or recommendation for assessing the significance of construction‐related emissions. 
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Table 3.3‐7 (cont.): Reductions from Project Land Use and Transportation Measures 

CAPCOA/CalEEMod Measure  Project Applicability 

Percent Reduction 
from Mobile Source 

BAU 

  Shaw Avenue has been an important corridor in 
Fresno for decades, with much of the area’s retail 
and employment uses located there.”  The project 
revitalizes an existing building at a location that 
has been vacant for several years and will add 
employment and retail activity in the corridor. 

 

LUT‐5 Increase Transit Accessibility  This measure requires the presence of a transit 
stop within walking distance of the project.  
CalEEMod calculates the reduction in GHG 
emissions based upon the project site’s distance 
to the stop.  A Fresno Area Express (FAX) bus 
stop is located along the N. Brawley Avenue 
frontage.  In addition, several FAX bus stops are 
located along W. Shaw Avenue within walking 
distance of the project site, including one at the 
corner of W. Shaw Avenue and Brawley Avenue, 
which is approximately 1,000 feet from the 
project site   

6.6% 

SDT‐1 Improve Pedestrian Access  Application of this measure provides credit for 
projects with pedestrian access linking the 
project to other areas to encourage walking.  The 
measure requires both on‐site and off‐site 
pedestrian infrastructure.  The project includes 
on‐site pedestrian walkways to the bus stop and 
across the parking lot.  City sidewalks connect to 
neighboring residential and commercial 
development, specifically the existing shopping 
center located across North Brawley Avenue 
where the existing Walmart store is located.   

1.3% 

Total Reductions from Land Use and Transportation Measures (MTCO2e)  606.7 

Percent Reduction in Mobile Source Emissions from Land Use and Transportation 
Measures(from Combined Modeling Run with all measures) 

7.8% 

Percent Reduction from Land Use and Transportation Measures from Entire BAU 
Inventory  

3.9% 

Reductions from BAU from Regulations (Table 3.3‐6)  35.8% 

Total Reduction from BAU including Regulations and Land Use and Transportation 
Measures 

39.7% 

Notes: 
LUT = Land Use Transportation measure category from CAPCOA report Quantifying GHG Measures 
SDT = Site Design Transportation measure category from CAPCOA report Quantifying GHG Measures 
VMT reductions apply only to light duty car and truck trips. 
Source: CAPCOA 2010 and CalEEMod 2013.2.2 Modeling Results. 
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Because of the design of the model, the above land use and transportation measures are 

represented in CalEEMod modeling results as mitigation measures rather than in the unmitigated 

results; however, they are not considered mitigation for CEQA purposes, as they are either required 

by development standards; are a result of the project’s location; or are project design features.  

Reductions from these measures are calculated by CalEEMod and are based the methodology 

presented in CAPCOA’s 2010 report, “Quantifying Greenhouse Gas Mitigation Measures.”   

The project’s operational emissions, which include regulations and land use/transportation 

measures is provided in Table 3.3‐8, below. 

Table 3.3‐8: Project Operational Emissions (with Regulations and Land Use/Transportation 
Measures 

Source 

Business as 
Usual 

MTCO2e 

2020  
(with 

Regulations) 
MTCO2e 

2020 (with 
Regulations and 
LU/Transport 
Measures 
(MTCO2e) 

Percent 
Reduction 

from BAU by 
Source 

Area  0.0040  0.0039  —  2.5% 

Energy  672.2  448.9  —  33.2% 

Mobile—Passenger Vehicles  7,820.0  5,392.8  4,785.9  38.8% 

Mobile—Medium‐Heavy Duty Trucks  145.8  106.8  —  26.8% 

Mobile—Heavy‐Heavy Duty Trucks  1,201.4  1,015.9  —  15.4% 

Waste  378.3  378.30  —  0.0% 

Water  14.3  9.33  —  34.7% 

Refrigerants (leakage from 
refrigerators, freezers) 

3,801.0  1,810.00 
— 

52.4% 

Refrigerants (HVAC)  1,121.0  561.00  —  50.0% 

Construction (amortized over 25 
years) 

28.2  28.2  —  0.0% 

Total  15,182.2  9,749.1  9,142.1   

MTCO2e Reduced  5,431.1  6,040.1   

Reduction  35.8%  39.7%   

 

As shown in Table 3.3‐8 the project’s reduction percentage from regulations and land use and 

transportation measures results in a 39.7‐percent reduction in greenhouse gas emissions from business 

as usual.  

Project Design Features 

In addition to the land use and transportation measures listed in Table 3.3‐8 above, the project 

incorporates a variety of design features that help reduce the project’s motor vehicle use, energy 

and water demand, and reduce waste.  With the rapid implementation of increasingly stringent 
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regulations on energy efficiency, water consumption, and solid waste, information is not currently 

available to determine a reduction amount that the project design features would achieve beyond 

those required by regulations.  The design features alone may or may not exceed the reductions 

mandated by regulations that will be in effect prior to project construction.  Therefore, no additional 

reductions are included beyond those claimed for regulations.  Reductions from the design features 

were not assumed in the mitigated emissions analysis shown above in Table 3.3‐8, but are included 

here for informational purposes. 

Although not quantified individually, there is still value in presenting a qualitative discussion of the 

benefits of the measures.  Measures such as shade trees reduce ambient temperatures adjacent to 

the building, but the amount of energy savings in the building from parking lot shading is uncertain.  

The EPA estimates that shaded surfaces are 20 to 45 ° Fahrenheit (°F) cooler than the peak 

temperatures of unshaded materials.  Evapotranspiration, alone or in combination with shading, can 

help reduce peak summer temperatures by 2 to 9 °F (EPA 2015).  The dehumidifying system makes 

buildings more comfortable for occupants at higher temperatures, but this will vary by the existing 

humidity and occupant preferences, also making the energy savings from this measure uncertain.  

The Central Energy Management System has the potential to reduce energy consumption by 15 to 

30 percent.  However, the portion of the building or systems that would be supported by the Central 

Energy Management System and the system operating parameters have not been identified at this 

time.  These determinations are made as final construction drawings are completed and a Title 24 

compliance report is prepared.  Therefore, from a qualitative standpoint, there is support for the 

conclusion that the systems would reduce overall energy consumption and GHG emissions, but the 

precise extent of those reductions is uncertain until the Title 24 compliance report is prepared.   

Building energy efficiency is regulated under Title 24 California Building Energy Efficiency Standards.  

As noted above, the most recent update, the 2013 Title 24 Standards, became effective on July 1, 

2014, so the project is required to comply with the 2013 Title 24 Standards, or a later version in 

effect at the time of construction plans are prepared.  Compliance with Title 24 can be achieved with 

a prescriptive approach in which the building designer chooses individual measures such as those 

listed in Table 3.3‐8 to achieve the required level of efficiency, or with a whole‐building performance 

approach using CEC‐approved compliance software that summarizes the energy features for the 

entire building.  

The compliance approach that will be employed for the project has not been determined.  As stated 

earlier, the Project engineers estimate that energy savings from compliance with the 2013 Title 24 

will exceed the previous 2008 Standards for non‐residential buildings by 30 percent.  Therefore, at a 

minimum, the project would achieve a 30 percent reduction compared with 2008 standards, which 

are included in the CalEEMod building efficiency assumptions built into the model.   

Additional details regarding project design features and how they can help reduce project emissions 

are provided in Table 3.3‐9.  The reductions from energy efficiency features included in CalEEMod 

are described above.  The design features related to water conservation were also quantified in the 

CalEEMod mitigation component, based on achieving, at a minimum, the 20 percent reduction from 

compliance with CalGreen and Model Water Efficient Landscape Ordinance water conservation 

requirements.  It should be noted that based upon the latest update to the MWELO, water savings of 
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35 percent could be required from commercial projects including those that substantially alter and 

upgrade the existing landscaping, such as the project (DWR 2015).  The City’s Development Code 

requires projects to comply with the MWELO requirements as amended.  

The reductions for solid waste design features were not determined because no data was located to 

determine an amount in excess of regulations in place in the 2005 base year.  While it is not possible 

to determine a quantifiable reduction in emissions for all of these design features, Table 3.3‐9 

provides an explanation of how each of those features can contribute to the overall reductions in 

emissions for the store. 

Table 3.3‐9: Project Design Features That Reduce GHG Emissions 

Category  Project Design Feature  Reductions in Emissions 

Infill 
development 

The project site is located within the Fresno 
city limits near existing commercial and 
industrial development, consisting of an 
existing, vacant building that is served by 
existing infrastructure. 

This contributes to compact urban form and 
avoids the need to extend urban services and 
infrastructure into unserved areas. 

Reduction in 
travel lengths 

The Walmart store would provide grocery 
sales and 24‐hour operations. 

The new Walmart store would be expected to 
create significant “cross shopping” 
opportunities for existing store customers 
and, therefore, reduce the need to make 
additional trips for food.  In addition, 24‐hour 
operations would also increase convenience 
for customers going to and from work or 
visitors passing through Fresno. 

Alternative 
transportation 

Provision of safe and convenient bicycle 
parking. 

This would facilitate bicycle use and 
contribute to a reduction in vehicle trips. 

A Fresno Area Express (FAX) bus stop is 
located along the N. Brawley Avenue 
frontage.  In addition, several FAX bus stops 
are located along W. Shaw Avenue within 
walking distance of the project site, including 
one at the corner of W. Shaw Avenue and 
Brawley Avenue, which is approximately 
1,000 feet from the project site. 

This would facilitate transit use and 
contribute to a reduction in vehicle trips. 

Energy Efficient 
HVAC Units/ 
Central Energy 
Management 

The new HVAC units would be among the 
most energy efficient available. 

These features would decrease electricity 
consumption associated HVAC equipment, 
and decrease electricity consumption 
associated with associated with interior 
climate control. 

The store would employ an energy 
management system that is monitored and 
controlled from corporate headquarters in 
Bentonville, Arkansas.  This energy 
management system enables corporate 
headquarters to monitor energy usage, analyze 
refrigeration temperatures, and observe HVAC 
and lighting performance.  It also allows 
corporate headquarters to adjust lighting, 
temperature, or refrigeration set points from a 
central location. 
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Table 3.3‐9 (cont.): Project Design Features That Reduce GHG Emissions 

Category  Project Design Feature  Reductions in Emissions 

  The store will also include a dehumidifying 
system that allows Walmart to operate the 
store at a higher temperature, use less 
energy, and operate the refrigeration system 
more efficiently. 

 

Other Energy 
Efficiency 
Measures 

The grocery area would capture waste heat 
from the refrigeration equipment to heat 
water for the kitchen prep areas of the store. 

This feature would decrease electricity 
consumption associated with water heating. 

The existing building at the project site 
currently utilizes a dark‐colored roof.  The 
project will install a white membrane roof.  The 
high solar reflectivity of this membrane results 
in lowering the cooling load. 

This feature would decrease electricity 
consumption associated with interior 
climate control. 

All internally illuminated building signage 
would use Light Emitting Diode (LED) lighting, 
which is over 70 percent more energy‐efficient 
than fluorescent illumination.  With lamp life 
ranging up to 100,000 hours, using LEDs 
significantly reduces the need to manufacture 
and dispose of fluorescent lamps. 
 

All lighting within the store will utilize T‐8 
fluorescent lamps and electronic ballasts, 
which are anticipated to result in 
approximately 15 to 20 percent reduction in 
energy load. 

These features would decrease electricity 
consumption associated with lighting and 
decrease solid waste generation. 

The store would include occupancy sensors in 
most non‐sales areas, such as restrooms, 
break rooms, and offices.  These sensors 
detect activity in a room and automatically 
turn off the lights when the space is 
unoccupied. 

This feature would decrease electricity 
consumption associated with lighting. 

Water 
conservation 

Restroom sinks would use sensor‐activated, 
low‐flow faucets.  The low flow faucets 
reduce water usage by 84 percent.  Sensors 
regulate the amount of time the faucets flow 
and their use saves approximately 20 percent 
in water usage over manually operated 
systems. 

This feature would decrease indirect 
greenhouse gas emissions associated with 
water conveyance and treatment. 

Urinals would use 0.125 gallon per flush, and 
toilets would use 1.28 gallons per flush.  The 
urinals have water savings of approximately 
87.5 percent and toilets have savings of 25 
percent compared with typical systems. 

This feature would decrease indirect 
greenhouse gas emissions associated with 
water conveyance and treatment. 
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Table 3.3‐9 (cont.): Project Design Features That Reduce GHG Emissions 

Category  Project Design Feature  Reductions in Emissions 

Solid waste 
reduction 

The store would use recyclable, non‐
reinforced thermoplastic panels (NRP) in lieu 
of fiber‐reinforced plastic sheets on the walls 
in areas where plastic sheeting is 
appropriate, including food preparation 
areas, utility and janitorial areas, and 
associate break rooms.  NRP can be recycled, 
has better impact resistance, and is easier to 
keep clean on the walls of its kitchen areas. 

This would reduce emissions associated 
with decomposition, mineral extraction, and 
certain aspects of production of the wall 
materials.   

Any poured concrete for the store would 
include either fly ash (15 to 20 percent) or 
slag (25 to 30 percent).  Fly ash is a waste 
product from the coal‐fired electrical process 
and slag is a waste product of steel 
manufacturing. 

This would reduce emissions associated 
with decomposition, mineral extraction, and 
certain aspects of production. 

Construction activities would include 
construction and demolition debris recycling.  
The goal of the construction and demolition 
program is to capture and recycle as much of 
the metals, woods, floor and ceiling tiles, 
concretes, asphalts and other materials 
generated as part of the demolition and 
construction process associated with the 
interior and exterior remodeling of the 
building as possible. 

This would reduce emissions associated 
with decomposition. 

Recycling facilities for aluminum, glass, 
plastic, and other materials would be 
installed for customer and employee use. 

This would reduce emissions associated 
with decomposition, mineral extraction, and 
certain aspects of production. 

Anti‐idling 
measures 

All Walmart trucks are equipped with devices 
that automatically shut off idling engines 
after 3 minutes. 

This feature would reduce on‐site emissions 
of greenhouse gas emissions from Walmart 
delivery trucks. 

Ozone‐friendly 
refrigerants 

The project would use non‐ozone‐depleting 
refrigerant: R407a refrigerant for 
refrigeration equipment, and R410a 
refrigerant for HVAC equipment.  In addition, 
refrigeration equipment would be roof‐
mounted to place equipment closer to 
refrigerated cases inside the store, which 
would reduce the amount of copper 
refrigerant piping and insulation, the 
potential for leaks, and the amount of 
refrigerant charge needed. 

This feature would reduce emissions 
associated with the use of refrigerants.   

Low VOC Paint  The project will utilize low‐volatile organic 
compound (VOC) paint for exterior and 
interior coatings.  Paint products required for 

This feature will reduce the amount of 
emissions associated with the application of 
coatings for the project.   
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Table 3.3‐9 (cont.): Project Design Features That Reduce GHG Emissions 

Category  Project Design Feature  Reductions in Emissions 

the project will be primarily purchased in 55‐
gallon drums and 275‐gallon totes, reducing 
the number of one gallon and five gallon 
buckets needed.  These plastic buckets are 
filled from the drums and totes and then 
returned to the paint supplier for cleaning 
and reuse. 

Source: First Carbon Solutions, 2014. 

 

In addition to the measures listed above, the project will include measures to encourage employee 

trip reduction.  The project transportation demand management (TDM) measures are described in 

Table 3.3‐10. 

Table 3.3‐10: Project Transportation Management Measures 

Strategy  Description 

Marketing Strategies 

Alternate Transportation Bulletin Board  Facility will maintain a Rideshare Bulletin Board centrally 
accessible to Associates with Rideshare Program 
information, transit information, bike route information, 
Rideshare newsletter, and other alternative commute 
information. 

Employer Rideshare Newsletter  An Employer Rideshare Newsletter will be made available to 
Associates on the Rideshare Bulletin Board on a quarterly 
basis 

Rideshare New Hire Orientation   New Hires will view Walmart’s Rideshare DVD, and receive 
information on the facility Rideshare Program and commute 
mode alternatives.  New Hires will be shown the Rideshare 
Board and bike racks as part of the store tour. 

Rideshare promotional materials  Rideshare Program promotional materials include:  
•  Annual Rideshare Recognition Pins for participants 
•  Annual facility Rideshare Poster 

Annual Rideshare Clean Air Challenge 
Poster Contest 

Associates’ children and grandchildren are invited to 
participate in the annual Rideshare Clean Air Challenge 
poster contest.  The children are encouraged to use their 
imaginations to illustrate the importance of ridesharing to 
our communities and to the environment.  The top three 
winning entries are highlighted on the annual Rideshare 
poster. 
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Table 3.3‐10 (cont.): Project Transportation Management Measures 

Strategy  Description 

Program Support Strategy 

On‐site Rideshare Coordinator  A designated on‐site Rideshare Coordinator is responsible for 
promoting the Rideshare Program and maintaining the 
Rideshare Board.  The facility receives support and 
promotional materials from the Senior Rideshare 
Coordinator. 

Internal Guaranteed Ride Home Service  Associates commuting to work in a rideshare method are 
eligible for an emergency return ride (in the event of an 
emergency or unexpected situation) on the days they 
rideshare.  Unexpected situations may include unscheduled 
overtime or personal emergencies requiring employees to 
leave the worksite.  The return ride will be provided by a 
volunteering employee or by a member of management. 

Personalized commute assistance  The on‐site Rideshare coordinator will provide personalized 
assistance such as assisting with transit itineraries, bicycle 
routes, carpool matching and personal follow‐up. 

Services and Facilities to Reduce Lunchtime Errand Trips 

Lockers on‐site  Facility maintains lockers for employee use 

On‐site Kitchen  Facility provides an eating area with a sink, microwave and 
refrigerator 

On‐site ATM  Facility provides an on‐site ATM 

On‐site vending machines  Facility provides on‐site vending machines in the employee 
eating area 

On‐site restaurant  Facility provides on‐site fast food restaurant 

 

3.3.6 ‐ Project Impacts and Mitigation Measures 

Conflict with Applicable Plan, Policy, or Regulation 

Impact GHG‐1:  The proposed project would not conflict with any applicable plan, policy or 
regulation of an agency adopted for the purpose of reducing the emissions of 
greenhouse gases. 

Impact Analysis 

The Project is consistent with applicable land use regulations, and returns the project site to its 

intended use as a big‐box discount retailer offering grocery sales and general merchandise originally 

operated as a Super‐Kmart store, as detailed in Section 3.6, Land Use and Planning.  The project site 

is designated for a variety of commercial uses by the City of Fresno General Plan, including “big‐box” 

retail stores and the Project is characterized as “infill” development in a built‐out area in a manner 

consistent with planned densities and populations development is intended to serve.  Consistent 

with the City’s General Plan and applicable Zoning Code, the Project would retail general 
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merchandise and groceries 24 hours a day, 7 days a week providing customers with a convenient, 

safe and affordable one‐stop shopping experience. 

As described in the project significance threshold discussion regarding the Newall Ranch California 

Supreme Court case, a lead agency may utilize “geographically specific GHG emission reduction 

plans” such as climate action plans or greenhouse gas emission reduction plans to provide a basis for 

the tiering or streamlining of project‐level CEQA analysis.  The City of Fresno’s GHG Plan serves to 

fulfill this role. 

The GHG Plan is designed to ensure that the development accommodated by the buildout of the 

General Plan supports the goals of Assembly Bill (AB) 32—the Global Warming Solutions Act of 2006.  

The California Air Resources Board (ARB) adopted the State’s strategy for achieving AB 32 targets in 

its Climate Change Scoping Plan (Scoping Plan) in 2008.  The Scoping Plan greenhouse gas reduction 

goal is to reduce statewide emissions to 1990 levels by 2020.  This would require a 21.7 percent 

reduction from business as usual (BAU) emissions predicted for 2020.  Local governments that 

achieve reductions greater than or equal to reductions from sources under their control or influence 

would be supportive of the State’s efforts.  The Greenhouse Gas Reduction Plan (GHG Plan) includes 

strategies that will achieve this target.  The strategy will continue to provide reductions past 2020 

and includes “interim” targets for 2035 and 2050 that show the amount of reductions that would be 

required to be on a path to achieve the State’s long‐term goal of reducing emissions to 80 percent 

below 1990 levels by 2050.  The GHG Plan includes projections that show the amount of emission 

reduction that will be required to achieve consistency with percentage reductions meets targets in 

later years, but the GHG Plan does not include a comprehensive strategy to achieve the later targets 

pending adoption of a statewide strategy for those later years. 

In determining whether the project conflicts with any applicable plan, policy, or regulation, the 

California Resources Agency has stated that in order to be used for the purpose of determining 

significance, a plan must contain specific requirements that result in reductions of greenhouse gas 

emissions to a less than significant level.  The following from CEQA Guidelines Section 15083.5(b) 

lists the requirements for greenhouse gas reduction plans used for this purpose: 

(1)  Plan Elements.  A plan for the reduction of greenhouse gas emissions should: 

(A)  Quantify greenhouse gas emissions, both existing and projected over a 

specified time period, resulting from activities within a defined geographic 

area; 

(B)  Establish a level, based on substantial evidence, below which the 

contribution to greenhouse gas emissions from activities covered by the 

plan would not be cumulatively considerable; 

(C)  Identify and analyze the greenhouse gas emissions resulting from specific 

actions or categories of actions anticipated within the geographic area; 

(D)  Specify measures or a group of measures, including performance standards, 

that substantial evidence demonstrates, if implemented on a project‐by‐

project basis, would collectively achieve the specified emissions level; 

(E)  Establish a mechanism to monitor the plan’s progress toward achieving the 

level and to require amendment if the plan is not achieving specified levels; 
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(F) Be adopted in a public process following environmental review. 

(2)  Use with Later Activities.  A plan for the reduction of greenhouse gas emissions, 

once adopted following certification of an EIR or adoption of an environmental 

document, may be used in the cumulative impacts analysis of later projects.  An 

environmental document that relies on a greenhouse gas reduction plan for a 

cumulative impacts analysis must identify those requirements specified in the 

plan that apply to the project, and, if those requirements are not otherwise 

binding and enforceable, incorporate those requirements as mitigation 

measures applicable to the project.  If there is substantial evidence that the 

effects of a particular project may be cumulatively considerable notwithstanding 

the project’s compliance with the specified requirements in the plan for the 

reduction of greenhouse gas emissions, an EIR must be prepared for the project. 

 

The GHG Plan meets these requirements as shown below: 

 The GHG Plan quantifies emissions for a 2010 base year and future inventories for 2020, 2035, 

2050, and a 2056 buildout year with the Plan Area, which is the defined geographic area.   
 

 The GHG Plan established a target of 21.7 percent reduction in overall and per capita 
emissions from the 2020 business as usual inventory from new and existing development and 

discusses progress needed to achieve post 2020 targets that have yet to be adopted by the 

State.  The GHG Plan target was based on reductions needed by the State to achieve its AB 32 

target as described in detail in the 2014 ARB First Scoping Plan Update.  ARB indicated in the 

update that it was on track to achieving the 2020 target with adopted regulations.  The 

emission sectors that are the focus of State regulations are the same sectors found in the City 

of Fresno GHG inventory as shown in the analysis provided in the CAP as substantial evidence 

to support its conclusion that reductions achieved by 2020 were sufficient to demonstrate 

consistency with AB 32 targets and the ARB Scoping Plan. 
 

 The GHG Plan analyzed the GHG emissions resulting from specific sources under the 

jurisdiction of the City or within the City’s ability to influence including source categories 

common to most climate action plans in California. 
 

 The GHG Plan identified specific measures that would reduce GHG emissions by the required 

amount from regulations that apply to existing and new development and local measures that 

apply to the sources of emissions including: 

‐ Land Use and Transportation 

‐ Transportation Facilities Strategies 

‐ Transportation Demand Strategies 

‐ Energy Conservation Strategies for New and Existing Buildings 

‐ Waste Diversion and Recycling and Energy Recovery 

‐ Strategies for Existing Development 

‐ Municipal Strategies 
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 The GHG Plan includes procedures for tracking and monitoring plan performance measures 

including annual and triennial data collection and reporting to identify trends and potential 

shortfalls requiring corrective actions. 
 

 The GHG Plan was included as part of the General Plan Update Master Environmental Impact 

Report and was adopted and certified in a public hearing on December 14, 2014. 
 

 The GHG Plan includes binding and enforceable requirements that apply to development 

projects to ensure plan consistency.  All emission reductions required to reach the plan 2020 

targets are achieved through compliance with adopted regulations, ordinances, and code 

enforced by the State and the City.  Reductions from mobile sources anticipated through 

implementation of the City’s land use plan are enforced through the development review 

process.  Conditions of approval may be applied for measures requiring project specific 

actions not specifically addressed by the regulation or code. 

 

The GHG Plan includes the following four (4) steps for determining project consistency with its 

provisions, and in turn, less than significant GHG impacts: 

1. Review General Plan Policies listed in the GHG Plan to determine applicability to the project. 
 

2. Incorporate design features or mitigation measures into the project as needed to 

demonstrate consistency. 

a.  Street and pedestrian design complies with complete streets concepts. 

b.  Review project against Development Code for mandatory design features required for 

the project. 

c.  Consider alternative energy generation (solar) if appropriate for the project and site.  

(The State is working towards zero net energy development that will require increasing 

efficiency and self‐generation over time). 

d.  Review water conservation building and landscape design features for compliance with 

City water conservation standards. 
 

3. Implement project design features suitable for the development type and location. 

a.  Projects within core/center areas and BRT corridors should meet minimum density and 

design requirements to ensure pedestrian and transit orientation is met. 

b.  Maintain and enhance connections to regional bikeways and trail system. 
 

4. Complete the latest version of the Fresno Green Residential or Non‐Residential Checklist 

a.  Meet the Fresno Green checklist point requirements. 

b.  Alternatively, meet the U.S. Green Building Council’s Leadership in Energy and 

Environmental Design (LEED) Programs, or qualify for Build It Green’s GreenPoint rating 

system for residential building. 

 

GHG Plan Consistency Step 1 (Consistency with General Plan Policies in the GHG Plan): 

The GHG Plan incorporates the following Fresno General Plan objectives and policies as identified in 

Appendix A of the GHG Plan.  The analysis of consistency with applicable Fresno General Plan 

Objectives is shown at Table 3.3‐11.  The evaluation of Consistency with these General Plan Policies 

and Objectives satisfies Step 1 in determining consistency with the GHG Plan. 
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Table 3.3‐11: Fresno GHG Plan General Plan Policy Consistency Analysis 

Goal/Objective/Policy 

Consistency Determination Policy Number  Text 

Urban Form Element Policies 

Policy UF‐3‐a  BRT Corridors.  Design land uses and 
integrate development site plans along 
BRT corridors, with transit‐oriented 
development that supports transit 
ridership and convenient pedestrian access 
to bus stops and BRT station stops. 

Consistent.  The project reuses an existing 
vacant building located on West Shaw 
which the General Plan instructs the City to 
designate as a BRT corridor.  There is an 
existing transit stop on Shaw Avenue in 
front of the store and on Brawley Avenue 
across from the store that would be 
connected by on‐site pedestrian walkways 
and off‐site sidewalks to allow convenient 
pedestrian access. 

Land Use Element Policies 

Implementing 
Policy LU‐1‐a 

Promote Development within the Existing 
City Limits as of December 31, 2012.  
Promote new development, infill, and 
rehabilitation of existing building stock in 
the Downtown Planning Area, along BRT 
corridors, in established neighborhoods 
generally south of Herndon Avenue, and 
on other infill sites and vacant land within 
the City. 

Consistent: The project is infill 
development, as it would re‐use an existing, 
currently vacant building located along the 
Shaw Avenue transportation corridor.  The 
project site is located within an established 
neighborhood and is surrounded by 
residential and commercial uses. 

Objective LU‐2  Plan for infill development that includes a 
range of housing types, building forms, and 
land uses to meet the needs of both 
current and future residents. 

Consistent.  The project land use is 
consistent with the General Plan.  The 
project reuses an existing building that is 
suited for the proposed large scale retail use.  
The project will meet the retail needs of 
current and future residents of the City 
providing one stop shopping. 

Objective LU‐2  Plan for infill development that includes a 
range of housing types, building forms, and 
land uses to meet the needs of both 
current and future residents. 

Consistent.  The project land use is 
consistent with the General Plan.  The 
project reuses an existing building that is 
suited for the proposed large scale retail 
use.  The project will meet the retail needs 
of current and future residents of the City 
providing one stop shopping 

Implementing 
Policy LU‐2‐a 

Infill Development and Redevelopment.  
Promote development of vacant, 
underdeveloped, and re‐developable land 
within the City Limits where urban services 
are available by considering the 
establishment and implementation of 
supportive regulations and programs. 

Consistent: The project is infill development 
and would re‐use an existing, currently 
vacant big‐box building that is served by 
existing utility infrastructure and public 
services. 
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Table 3.3‐11 (cont.): Fresno GHG Plan General Plan Policy Consistency Analysis 

Goal/Objective/Policy 

Consistency Determination Policy Number  Text 

Design Element Policies 

Policy D‐4‐b  Incentives for Pedestrian‐Oriented Anchor 
Retail.  Consider adopting and 
implementing incentives for new 
pedestrian‐friendly anchor retail at 
intersections within Activity Centers and 
along corridors to attract retail clientele 
and maximize foot traffic. 

Consistent.  This policy applies to the City 
and not to individual development projects.  
However, the project is providing retail 
services to a site that has been vacant for 
several years and will improve foot traffic in 
the area. 

Transportation Element Policies 

Objective MT‐4  Establish and maintain a continuous, safe, 
and easily accessible bikeways system 
throughout the metropolitan area to 
reduce vehicle use, improve air quality and 
the quality of life, and provide public 
health benefits. 

Consistent: The proposed project would 
provide bicycle storage near the entrance of 
the store.  There are Class II Bicycle 
Facilities along both N. Brawley Avenue and 
W. San Jose Avenue, which would be 
maintained.  These characteristics are 
consistent with this objective of facilitating 
safe bicycle travel. 

Implementing 
Policy MT‐4‐b 

Bikeway Improvements.  Establish and 
implement property development 
standards to assure that projects adjacent 
to designated bikeways provide adequate 
right‐of‐way and that necessary 
improvements are constructed to 
implement the planned bikeway system 
shown on Figure MT‐2 to provide for 
bikeways, to the extent feasible, when 
existing roadways are reconstructed; and 
alternative bikeway alignments or routes 
where inadequate right‐of‐way is available. 

Consistent: Existing Class II Bicycle Facilities 
along both N. Brawley Avenue and W. San 
Jose Avenue would be maintained and 
would not be impacted by the project.  
These characteristics are consistent with 
this objective of facilitating safe bicycle 
travel. 

Objective MT‐5  Establish a well‐integrated network of 
pedestrian facilities to accommodate safe, 
convenient, practical, and inviting travel by 
walking, including for those with physical 
mobility and vision impairments. 

Consistent: The project would improve the 
pedestrian connections on the project site.  
A proposed new main pedestrian 
connection would run the length from the 
store entrance to the back parking lot.  The 
pedestrian path would be delineated with a 
contrasting color or paving material where 
it traverses the parking lot in order to 
clearly demarcate the path, to provide a 
safe walking area, and act as traffic calming 
devices for vehicles entering the center.  
The project will provide the necessary 
number of accessible parking spaces, curb 
cuts, paths of travel and other features in 
compliance with ADA requirements. 
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Table 3.3‐11 (cont.): Fresno GHG Plan General Plan Policy Consistency Analysis 

Goal/Objective/Policy 

Consistency Determination Policy Number  Text 

Policy MT‐5‐a  Sidewalk Development.  Pursue funding 
and implement standards for development 
of sidewalks on public streets, with priority 
given to meeting the needs of persons 
with physical and vision limitations; 
providing safe routes to school; completing 
pedestrian improvements in existing 
neighborhoods with lower vehicle 
ownership rates; or providing pedestrian 
access to public transportation routes. 

Consistent.  The project is constructed at a 
location that already has complete 
pedestrian infrastructure along the 
project’s frontage on Brawley and Shaw 
Avenue. 

Objective MT‐8  Provide public transit options that serve 
existing and future concentrations of 
residences, employment, recreation, and 
civic uses and are feasible, efficient, safe, 
and minimize environmental impacts. 

Consistent: Existing transit stops near the 
project on N. Brawley Avenue and W. Shaw 
Avenue would remain in place Walmart 
employees and customers include potential 
transit riders that will make more efficient 
use of the existing and planned transit 
service in this part of Fresno. 

Public Utilities Policies 

Objective PU‐7  Promote reduction in wastewater flows 
and develop facilities for beneficial reuse 
of reclaimed water and biosolids for 
management and distribution of treated 
wastewater. 

Consistent: The proposed project would 
implement water‐conserving technology for 
the landscaped areas throughout the 
project site.  In addition, there will be 
water‐conserving fixtures in the restrooms 
to reduce wastewater flows. 

Policy PU‐7‐a  Reduce Wastewater.  Identify and 
consider implementing water conservation 
standards and other programs and 
policies, as determined appropriate, to 
reduce wastewater flows. 

Consistent: The proposed project would 
implement water‐conserving technology for 
the landscaped areas throughout the 
project site.  In addition, there will be 
water‐conserving fixtures in the restrooms 
to reduce wastewater flows. 

Policy PU‐7‐d  Wastewater Recycling.  Pursue the 
development of a recycled water system 
and the expansion of beneficial wastewater 
recycling opportunities, including a timely 
technical, practicable, and institutional 
evaluation of treatment, facility siting, and 
water exchange elements. 

Not applicable.  The City of Fresno Recycled 
Water Master Plan indicates that the City 
should focus on large water users such as 
golf courses, parks, and cemeteries and 
connections to smaller users along the 
distribution line.  The Master Plan does not 
currently include construction of new 
recycled water distribution lines to the 
project site. 

Policy PU‐9  Provide adequate solid waste facilities and 
services for the collection, transfer, 
recycling, and disposal of refuse. 

Consistent: The proposed project would be 
served by the City of Fresno, Public Works 
Department, and has adequate waste 
facilities and services for the project.  Please 
refer to Section 3.8, Public Services and 
Section 3.11, Utilities and Service Systems 
for further discussion. 
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Table 3.3‐11 (cont.): Fresno GHG Plan General Plan Policy Consistency Analysis 

Goal/Objective/Policy 

Consistency Determination Policy Number  Text 

Policy PU‐9‐a  New Techniques.  Continue to collaborate 
affected stakeholders and partners to 
identify and support programs and new 
techniques of solid waste disposal, such as 
recycling, composting, waste to energy 
technology, and waste separation, to 
reduce the volume and toxicity of solid 
wastes that must be sent to landfill 
facilities. 

Consistent.  Walmart continues to move 
closer to realizing its goal zero waste by 
providing innovative solutions to improve 
waste data management and reduce and 
divert food and materials from turning into 
waste.  Walmart’s efforts have seen 
measurable progress with U.S. operations 
as of 2014 achieving an 82.4 percent 
operational waste diversion away from 
landfills. 
 

The project furthers the goal of zero waste 
by including recycled building materials and 
implementing a construction and 
demolition program that will capture and 
recycle as much of the metals, floor and 
ceiling tiles, concretes, asphalts and other 
materials generated as part of the project’s 
construction process, as feasible. 
 

The project would further reduce waste with 
implementation of mitigation measure MM 
US‐7b, which would require the project 
applicant to submit a Recycling and Waste 
Reduction Plan to the City of Fresno for 
review and approval.  The plan would identify 
practices and on‐site facilities necessary to 
ensure that recoverable materials and green 
waste are diverted from the waste stream to 
the maximum extent feasible.  The 
implementation of this mitigation measure 
would reduce solid waste generation and 
reduce demand for landfill capacity. 

Policy PU‐9‐b  Compliance with State Law.  Continue to 
pursue programs to maintain conformance 
with the Solid Waste Management Act of 
1989 or as otherwise required by law and 
mandated diversion goals. 

Consistent.  Walmart seeks to achieve zero 
waste across its global operations and to 
date has seen measurable progress toward 
reaching this goal.  In the U.S., more than 
81% of the materials that flow through 
Walmart stores, clubs, and distribution 
centers is being diverted from landfills. 

Resource Conservation Element Policies 

Objective RC‐2  Promote land uses that conserve resources  Consistent.  The project is reusing an 
existing site with an existing building.  
Reusing the existing building will conserve 
natural resources required for cement and 
steel used in construction compared to new 
construction. 
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Table 3.3‐11 (cont.): Fresno GHG Plan General Plan Policy Consistency Analysis 

Goal/Objective/Policy 

Consistency Determination Policy Number  Text 

Policy RC‐2‐a  Link Land Use to Transportation.  Promote 
mixed‐use, higher density infill 
development in multi‐modal corridors.  
Support land use patterns that make more 
efficient use of the transportation system 
and plan future transportation 
investments in areas of higher‐intensity 
development.  Discourage investment in 
infrastructure that would not meet these 
criteria. 

Consistent.  The project is an infill project in 
an existing building located on the Shaw 
Avenue BRT corridor.  Walmart customers 
include potential transit riders that will 
make more efficient use of the existing and 
planned transit service in this part of 
Fresno. 

Implementing 
Policy RC‐7‐a 

Water Conservation Program Target.  
Maintain a comprehensive conservation 
program to help reduce per capita water 
usage in the city’s water service area to 
243 gallons per capita per day (gpcd) by 
2020 and 190 gpcd by 2035, by adopting 
conservation standards and implementing 
a program of incentives, design and 
operation standards, and user fees. 
•  Support programs that result in 
decreased water demand, such as 
landscaping standards that require 
drought‐tolerant plants, rebates for 
water conserving devices and systems, 
turf replacement, xeriscape landscape 
for new homes, irrigation controllers, 
commercial/industrial/institutional 
water conserving programs, prioritized 
leak detection program, complete water 
system audit, landscape water audit and 
budget program, and retrofit upon 
resale ordinance. 

Consistent: The proposed project would 
install the following water‐conserving 
fixtures within the existing building: 
•  All restroom sinks will use sensor‐
activated, 0.5‐gallon‐per‐minute, high‐
efficiency faucets.  In addition, water 
turbines are built into the faucet.  During 
use, water flow through this turbine 
generates the electricity needed to 
operate the sensors. 

•  High‐efficiency urinals would be installed 
that use only 0.125 gallon (1 pint) of water 
per flush, an approximately 75 percent 
reduction relative to the 0.5‐gallon‐per‐
flush urinal water use baseline in the 
California Green Building Code, versus 
conventional 1‐gallon‐per‐flush urinals. 

•  The project would install new shrubs and 
ground cover that are drought‐resistant 
and irrigated by an isolated drip water 
system, conserving the use of water. 

•  The project will install new landscaping 
that will comply with the latest Model 
Water Efficient Landscape Ordinance 
requirements requiring a 20 percent 
reduction from commercial landscapes. 

Implementing 
Policy R‐C‐7‐c 

Best Practices for Conservation.  Require 
all City facilities and all new private 
development to follow U.S. Bureau of 
Reclamation Best Management Practices 
for water conservation, as warranted and 
appropriate 

Consistent: USBR Best Management 
Practices (BMPs) for commercial 
development include high efficiency toilets 
and urinals.  Other BMPs would not apply to 
retail projects.  Walmart includes multiple 
water savings measures as identified in the 
consistency determination for Policy RC‐7‐a 
(above) that would provide reductions 
beyond the BMPs.  These measures are also 
summarized on page 2‐23 of the Project 
Description under the heading “Water‐
Conserving Fixtures.” 
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Table 3.3‐11 (cont.): Fresno GHG Plan General Plan Policy Consistency Analysis 

Goal/Objective/Policy 

Consistency Determination Policy Number  Text 

Implementing 
Policy RC‐7‐d 

Update Standards for New Development.  
Continue to refine water saving and 
conservation standards for new 
development. 

The latest update to the CalGreen Code 
includes refined water savings measures that 
will apply to the project.  The project would 
comply with any new standards that are 
adopted by the City for new development. 

Implementing 
Policy RC‐7‐e 

Retrofit City Facilities, and Consider 
Incentives Programs to Encourage 
Retrofitting of Other Existing Public and 
Private Residential and Non‐Residential 
Facilities and Sites.  Reduce water use in 
municipal buildings and City operations by 
developing a schedule and budget for the 
retrofit of existing municipal buildings with 
water conservation features, such as auto 
shut‐off faucets and water saving irrigation 
systems.  Prepare a comprehensive 
incentive program for other existing public 
and private residential and non‐residential 
buildings and irrigation systems. 

Consistent: The proposed project would 
install auto‐shutoff restroom sink faucets, 
high‐efficiency urinals, new drought‐resistant 
landscaping and water saving irrigation 
systems. 

Implementing 
Policy RC‐7‐h 

Landscape Water Conservation Standards.  
Refine landscape water conservation 
standards that will apply to new 
development installed landscapes, building 
on the State Model Water Efficient 
Landscape Ordinance and other State 
regulations. 
•  Evaluate and apply, as appropriate, 
augmented xeriscape, “waterwise,” and 
“green gardening” practices to be 
implemented in public and private 
landscaping design and maintenance. 

•  Facilitate implementation of the State’s 
Water Efficient Landscape Ordinance by 
developing alternative compliance 
measures that are easy to understand 
and observe. 

Consistent: The project will comply with 
City landscape water conservation 
standards (Fresno Municipal Code Section 
6‐522) that adopted the State Model Water 
Efficient Landscape Ordinance.  The project 
would install new shrubs and ground cover 
that are drought‐resistant and irrigated by 
an isolated drip water system.  The 
proposed project includes the planting of 
native, drought‐tolerant plant varieties that 
would enhance the visual appearance of the 
site while conserving the use of water. 

Objective RC‐8  Reduce the consumption of non‐
renewable energy resources by requiring 
and encouraging conservation measures 
and the use of alternative energy sources. 

Consistent: The project’s existing roof is 
structurally unable to support the installation 
of solar panels.  The Project design features 
include numerous energy and water 
conservation measures that will reduce 
consumption of non‐renewable energy. 

Policy RC‐8‐b  Energy Reduction Targets.  Strive to reduce 
per capita residential electricity use to 
1,800 kWh per year and nonresidential 

Consistent: The project will at a minimum 
comply with 2013 Title 24 measures.  It is 
currently not possible to calculate a project 
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Table 3.3‐11 (cont.): Fresno GHG Plan General Plan Policy Consistency Analysis 

Goal/Objective/Policy 

Consistency Determination Policy Number  Text 

electricity use to 2,700 kWh per year per 
capita by developing and implementing 
incentives, design and operation standards, 
promoting alternative energy sources, and 
cost‐effective savings. 

based per capita energy consumption 
amount for a retail store since it provides a 
service to residents.  Successful stores like 
Walmart would tend to have lower 
emissions per customer and employee 
compared to stores with fewer customers 
per square foot of floor space. 

Policy RC‐8‐c  Energy Conservation in New 
Development.  Consider providing an 
incentive program for new buildings that 
exceed California Energy Code 
requirements by fifteen percent. 

Not applicable.  The project will not be 
requesting incentives at this time.  It is 
premature to prepare a Title 24 energy 
report to determine if the energy code has 
been exceeded by 15 percent. 

Policy RC‐8‐f  City Heating and Cooling.  Reduce energy 
use [at City] facilities by updating heating 
and cooling equipment and installing 
“smart lighting” where feasible and 
economically viable. 

Not Applicable.  Applies to government 
facilities and not private development 
projects. 

Policy RC‐11‐a  Waste Reduction Strategies.  Maintain 
current targets for recycling and re‐ use of 
all types of waste material in the city and 
enhance waste and wastewater 
management practices to reduce natural 
resource consumption, including the 
following measures: 
•  Continue to require recyclable material 
collection and storage areas in all 
residential development. 

•  Establish recycling collection and storage 
area standards for commercial and 
industrial facilities to size the recycling 
areas according to the anticipated types 
and amounts of recyclable material 
generated. 

•  Provide educational materials to 
residents on how and what to recycle and 
how to dispose of hazardous waste. 

•  Provide recycling canisters and collection 
in public areas where trash cans are also 
provided. 

 

Expand yard waste collection to divert 
compostable waste from landfills. 

Consistent.  The project will comply with 
City recycling collection and storage area 
standards in place at the time of issuance of 
building permits. 

Policy RC‐11‐b  Zero Waste Strategy.  Create a strategic 
and operations plan for fulfilling the City 
Council resolution committing the City to a 
Zero Waste goal. 

Not applicable.  This policy applies to 
actions to be undertaken by the City and 
not private developers. 
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The GHG Plan anticipates new development is constructed to comply with the General Plan and GHG 

Plan, while “Existing residents and businesses comply with regulations that apply to everyone and 

participate in new and existing programs and measures. . . .  The strategies that apply directly and 

indirectly to existing development are shown in Table 3.3‐12” (GHG Plan, p. 64). 

GHG Plan strategies are implemented two ways.  One, new development projects are proposed and 

constructed consistent with the general Plan and GHG Plan.  Two, existing residences and businesses 

help reduce greenhouse gas emissions and enable the City to achieve GHG Plan goals by complying 

with regulations that apply to everyone, and participating in new and existing programs and 

measures. 

New development brings about the immediate realization of energy savings and reduced 

greenhouse gas emissions.  In contrast, new energy efficiency requirements and regulatory‐based 

emission reductions from existing development is anticipated to occur over a longer period of time, 

as buildings are reused and upgrade requirements kick in.  The length of time energy efficiencies are 

realized depends upon the extent of changes or alterations occurring to an existing building and how 

gradual or sudden they may be.  Because of the Project’s design feature and characteristics, its 

energy‐saving profile resembles that of new development sited on an infill property. 

Project Energy Efficiency Compared to Super‐K Store 

The Project significantly exceeds the energy efficiency of the existing building when a Super‐K Store 

opened in 1993.  The Project would operate the same use in the same building as did Super‐K, but 

would do so 33.3 percent more efficiently.  The 33.3 percent delta between 2013 Title 24 Standards 

and the 1992 Standards demonstrates the amount of energy savings realized when a reuse project 

undertakes the kind of comprehensive remodeling work that requires full compliance with Title 24 

Standards. 

The existing building was built in 1993, in compliance with the 1992 Title 24 Standards in force at the 

time.  The 33.3 percent increase in energy efficiency is based upon the following:  

 For commercial alterations, the 2013 Title 24 Standards are approximately 10% more 

restrictive than the 2008 Title 24 Standards they supersede. 
 

 The 2008 Title 24 Standards are approximately 9% more restrictive than the 2005 Title 24 

Standards they supersede. 
 

 The 2005 Title 24 Standards are approximately 11.33% more restrictive than the 2001 

Standards. 
 

 However, there is no information that would allow a comparison between Title 24 Standards 

from the following years: 

‐ 2001 and 1998;  
‐ 1998 and 1995;  
‐ 1995 and 1992. 

 

Therefore, conservatively assuming that the 2001, 1998, and 1995 Title 24 Standards Updates would 

yield a nominal 1% reduction when comparing them to the previously adopted Title 24 Standards, an 

additional 3% reduction would occur.  Therefore the proposed project would yield at a minimum an 
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approximate 33.3% reduction in energy use or be 33.3% more energy efficient than the existing 

building it is occupying. 

Table 3.3‐12: GHG Plan Strategies for Existing Development 

Strategy  How it Applies  Project Consistency 

Transportation Demand 
Management (TDM) 

TDM is implemented at existing and 
new businesses and can also reduce 
trips from new and existing housing 
where employees live. 

Consistent.  Where applicable, this 
measure is implemented through 
SJVAPCD Rule 9410—Employer Trip 
Reduction Plans.  However, the 
proposed project is exempt from Rule 
9410 because the number of employees 
arriving for work during peak hours does 
not meet rule 9410’s applicability 
thresholds.  However, Walmart provides 
support for TDM participation with on‐
site measures and implementation of a 
Transportation Management Measures. 
 

(See Table 3.3‐10), including a 
Rideshare Program and promotion of 
alternative transportation to encourage 
employee use of alternative modes of 
transportation. 

Expanded Transit Service  Improved transit service will encourage 
increased ridership from new and 
existing development. 

Consistent.  This measure applies to the 
City’s Fresno Area Express (FAX) transit 
service.  However, the project is an 
existing infill retail development located 
near transit.  The Project will support 
expanded use of transit by providing a 
destination for transit riders in a 
building that is currently vacant. 

Improved Transit Stations  Transit stations service a wider 
community area that includes new and 
existing development. 

Consistent.  The City is responsible for 
planning and constructing transit 
stations at predetermined locations.  
The project is located on the City’s 
planned bus rapid transit (BRT) corridor 
and would provide supporting ridership. 

Traffic Calming Retrofits  Traffic calming designs can be 
retrofitted on existing roads or built in 
new development. 

Consistent.  The project is located at a 
site with road and pedestrian 
infrastructure in place.  Shaw Avenue is a 
major arterial serving high traffic 
volumes in a fully developed area and is 
not well suited for traffic calming.   

Complete Streets Program  Complete streets connect existing and 
new areas. 

Consistent.  The project is reuse of an 
existing building with sidewalks along 
project frontages in place and 
pedestrian crossings already installed 
at the intersection of W. Shaw and N. 
Brawley. 
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Table 3.3‐12 (cont.): GHG Plan Strategies for Existing Development 

Strategy  How it Applies  Project Consistency 

Parking Management  Parking management at new and 
existing employment centers 
encourages trip reductions from all 
residential development 

Not applicable.  The project is not 
considered an employment center.  It 
is a regional retail shopping center. 

Energy Retrofits  Educational and incentive programs 
encourage existing residents and 
business owners to install energy 
retrofits providing large benefits in 
older structures. 

Consistent.  The project is providing 
energy retrofits for HVAC, lighting, 
plumbing fixtures, and landscaping. 

Bicycle and Pedestrian 
Improvements on Existing 
Roads 

Bicycle paths and lanes can be 
retrofitted on existing roads and 
sidewalks and pedestrian paths can 
connect existing neighborhoods with 
appropriate destinations. 

Consistent.  The project site is served 
by Class II bike lanes on N. Brawley 
Avenue.  Shaw Avenue is currently a 
Class III bicycle route, but due to high 
traffic volumes is not well suited to 
bicycle use. 

Bicycle Parking Facilities  Bicycle parking can be added to 
existing businesses if needed to satisfy 
demand by employees and customers. 

Consistent.  The project will include 
on‐site secure storage for bicycles. 

Water Conservation 
Programs 

Educational and incentive programs 
encourage existing residents and 
businesses to conserve water. 

Consistent.  The project will be 
completely updating the plumbing 
fixtures and landscaping to conserve 
water as part of the remodel. 

Recycled Water Use in 
Existing Parks 

Recycled water can be piped to any 
area retrofitted or initially developed 
with a “purple pipe” system to 
distribute recycled water. 

Not Applicable.  The project is not a 
park. 

Recycling Programs  Operational programs such as recycling 
apply to all residents and businesses in 
the City. 

Consistent.  The project will 
participate in City recycling programs.   

Electric Vehicle Charging  Charging stations can be installed in 
existing development as a retrofit or in 
new development. 

Consistent.  The project will comply 
with new Calgreen requirements for 
charging stations in parking lots. 

 

Project Energy Efficiency Compared to Less Comprehensive Reuse Project 

The GHG Plan goals encourage building reuse projects to reduce energy consumption as compared 

to a site’s prior use, and generally “do their share” to reduce greenhouse gas emissions consistent 

with AB 32 targets and the Scoping Plan.  The GHG Plan anticipates the reuse of existing commercial 

buildings will, over time, bring a building up to applicable Title 24 energy efficiency standards.  The 

GHG Plan recognizes that significant energy efficiency increases may not be realized where a new 

tenant takes over an building and proposes to reuse it all or in part with minimal changes.  Title 24 

energy savings are maximized when a reuse project demolishes and rebuilds a decades‐old building, 
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or so extensively updates and retrofits it that energy savings rival or potentially equal those achieved 

by a new infill development.  

As shown, the Project is consistent with all applicable General Plan Policies identified in the GHG 

Plan.  With the full consortium of energy saving strategies, sustainability features and Title 24 

requirements, the proposed Project exceeds the GHG Plan’s expectations for the time frame and 

extent to which existing building reuse can further Plan goals.  The Project’s compliance with 2013 

Title 24 Standards, the Green Building Code and other emission‐reducing regulations would bring 

about an immediate realization of the benefits anticipated from new development.  The Project 

further includes the unique design features and sustainable measures that Walmart voluntarily 

incorporates into Project development.  In doing so, the Project’s exceeds savings realized by a 

similarly comprehensive reuse project at this site where state‐of‐the art sustainability features and 

emission reducing measures not accounted for in the CalEEMod modeling are not often seen.   

GHG Plan Consistency Step 2 (incorporation of design features or mitigation measures into the project as 
needed to demonstrate Plan consistency). 

The Project does not need to incorporate additional design features or mitigation measures to 

demonstrate consistency with the GHG Plan.  As previously noted, the Project is consistent with all 

applicable General Plan Policies (See Table 3.3‐11).  In addition, the project is also consistent with 

GHG Plan design feature requirements included in Step 2, as described in Section 3.3‐4 

Methodologies in section titled Project Design Features, Table 3.3‐12, and summarized below: 

A. The streets, sidewalks, and pedestrian crossings serving the project are already in place and 

provide complete streets to users of the project. 
 

B. The Development Code Part III Regulations Applying to Some or All Districts includes GHG 

related mandatory measures applicable to the project.  Specifically, this includes landscape 

and irrigation standards, parking lot landscaping, and parking lot trees, and bicycle parking.  

Project plans are required to demonstrate compliance with these regulations during Site 

Plan Review and review of landscaping plans. 
 

C. The project’s existing roof is structurally unable to support the installation of solar panels 

and will require replacement in the next 2‐3 years (2018‐2019).  However, even without 

implementation of solar, the Project is consistent with the GHG Plan and applicable 

reduction targets substantiated herein.  
 

D.  The project’s water conservation building and landscape design features comply with City 

water conservation standards.  The project is required to prepare a landscape plan consistent 

with the City ordinance that includes water conserving requirements, and also reduces water 

demand through use of interior water‐conserving features used in store restroom facilities. 

 

Mitigation Measure GHG‐1 incorporates the Project Design Features discussed in this section to 

ensure their implementation as described. 
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GHG Plan Consistency Step 3 (Implement project design features suitable for the development type and 
location): 

The project will implement design features suitable for its development type and location. 

A.  The project provides internal pedestrian connections within the existing public pedestrian 

infrastructure in the form of a new pedestrian connection through the parking lot to store 

entrance and to North Brawley frontage enabling pedestrians to readily access adjacent 

shopping center.  The project is located on the existing Class II bicycle lanes on North Brawley 

Avenue.  W. Shaw Avenue is a 6‐lane high volume roadway that is not well suited as a bicycle 

route.  No bicycle improvements are planned for W. Shaw in the Regional Bicycle Master Plan. 
 

B.  The project is located on the Shaw Avenue BRT corridor.  The General Plan Update Urban 

Form Element indicates that the Shaw Avenue corridor will initially be served with “enhanced 

bus service” and may later receive the BRT designation.  The project reuses an existing 

building designated Regional Commercial, which allows “big box” retail buildings.  No 

requirements beyond compliance with City ordinances and design standards would be 

required for the project site.  

 

For items that apply to physical improvements to project buildings or landscaping, the project will 

submit building plans and landscape plans for City review that will include the energy efficiency and 

water conserving design features needed to comply with Title 24, CalGreen, MWELO, and the City 

Development Code.  Street improvements and parking lot improvements for irrigation, and 

pedestrian infrastructure are reviewed by the City during site plan review, and, if required are 

enforced as conditions of approval of the site plan. 

GHG Plan Consistency Step 4 (Meet Fresno Green Non‐Residential Checklist Requirements): 

In order for a Project to qualify as “Fresno Green,” it must achieve a minimum of 20 points from the 5 

categories included in the Fresno Green Checklist.  The checklist has been completed as shown below, 

based on applicable project design features as summarized on Table 3.3‐13.  As shown in Table 3.3‐13, 

below, the Project would achieve a minimum of 23 points and therefore qualify as “Fresno Green.” 

Table 3.3‐13: Fresno Green Non‐Residential Checklist Points 

Green Checklist Measures  Project Design Features  Points 

I.A.1.  Site has not been in commercial 
agriculture for 5 years 

Project reuses a site previously developed and 
used by big‐box retailer as a Super‐Kmart. 

1 

I.B.4.  Adaptive reuse of an existing non‐
historic building (75% of existing 
walls, floors and roof structure 
retained) 

Project includes adaptive reuse of non‐historic 
build, with 75‐percent of existing walls, floors 
and roof structure retained. 

1 

I.C.2.  Project within ¼ mile of public 
transportation 

A Fresno Area Express (FAX) bus stop is located 
along the N. Brawley Avenue frontage.  In 
addition, several FAX bus stops are located 
along W. Shaw Avenue within walking distance 
of the project site, including one at the corner 
of W. Shaw Avenue and Brawley Avenue, which 
is approximately 1,000 feet from the project site 
and well within the ¼ mile requirement. 

2 
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Table 3.3‐13 (cont.): Fresno Green Non‐Residential Checklist Points 

Green Checklist Measures  Project Design Features  Points 

II.B.1.  Install drought resistant/water 
conservation landscape 

Project will comply with all applicable water 
conservation laws and landscaping 
requirements for water conservation.  As 
discussed in the Project Description on page 2‐
11, under the heading Landscaping, the 
proposed project includes the planting of 
native, drought‐tolerant plant varieties that 
would enhance the visual appearance of the site 
while conserving the use of water. 

1 

II.C.3.  Provide preferred parking for low‐
emission vehicle for 5% required 
spaces 

Per 2013 Cal Green Code section 5.106.5.2, the 
Project will provide designated parking stalls for 
low‐emitting, fuel‐efficient, and/or 
carpool/vanpool vehicles.  As such, the Project 
will provide a minimum of 40 preferred parking 
spaces for low‐emission vehicles. 

1 

II.C.4.  Provide preferred designated on‐
site parking for car/van pools for 
10% required spaces 

Per 2013 Cal Green Code section 5.106.5.2, the 
Project will provide designated parking stalls for 
low‐emitting, fuel‐efficient, and/or carpool/ 
vanpool vehicles.  As such, the Project will 
provide a minimum of 80 preferred parking 
spaces for car/vanpools. 

1 

II.C.5.  Provide on‐site secure parking or 
storage for bicycles 

The project would provide 30 bicycle parking 
spaces located near the main entrance of the 
Project. 

1 

III.A.3.  Exceed energy use reduction for 
Title 24 by 25 percent, or more  

The project will, at a minimum, comply with the 
2013 Title 24 requirements that achieve at least 
a 30 percent reduction compared to the 2020 
BAU scenario that is based upon Title 24 
standards in effect at the time the Checklist was 
developed (2005 Title 24). 
 

Further, the Project plans to remodel and 
occupy an existing, vacant Big‐Box retail 
building that was constructed in 1993 and 
subject to the 1992 Title 24 Standards.  The 
Project would retrofit the existing building to 
comply with the currently adopted 2013 Title 24 
Standards.  For commercial alterations, the 
2013 Title 24 Standards are approximately 10% 
more restrictive than the 2008 Title 24 
Standards they supersede.1  The 2008 Title 24 
Standards are approximately 9% more 
restrictive than the 2005 Title 24 Standards they 
supersede.2  The 2005 Title 24 Standards are 
approximately 11.33% more restrictive than the 
2001 Standards.3 

 

Information for the 2001 Title 24 Standards in 

3 
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Table 3.3‐13 (cont.): Fresno Green Non‐Residential Checklist Points 

Green Checklist Measures  Project Design Features  Points 

comparison to the 1998 Title 24 Standards, 
1998 Title 24 Standards to the 1995 Title 24 
Standards, and 1995 Title 24 Standards to the 
1992 Title 24 Standards is not available.  
However, even if it is conservatively assumed 
that the 2001, 1998, and 1995 Title 24 
Standards Updates would yield a nominal 1% 
reduction when comparing them to the 
previously adopted Title 24 Standards, an 
additional 3% reduction would occur.  Therefore 
the proposed project would yield at a minimum 
an approximate 33.3% reduction or be 33.3% 
more energy efficient than building that it is 
occupying. 

III.A.5.  Install a cool roof  As identified on page 2‐22 of the Project 
Description, the existing building currently 
utilizes a dark‐colored roof.  The proposed 
project would install a white membrane roof.  
The white membrane roof’s higher reflectivity 
helps reduce building energy consumption and 
reduces the heat island effect, as compared to 
buildings utilizing darker roofing colors and has 
the same effect as installation of a cool roof. 

1 

III.B.1.  Install air condition with non‐HCFC 
refrigerants 

The project would use non‐ozone‐depleting 
refrigerants: R407a refrigerant for refrigeration 
equipment and R410a refrigerant for air 
conditioning equipment. 

1 

III.B.3.  Provide 80% of office equipment 
that carries energy star label. 

The purchasing department shall ensure that 
80% of the office equipment would carry an 
energy star label. 

1 

III.B.4.  Install alternative water heating 
system 

The Project architect has stated that this 
measure is already incorporated into the design 
of the building since heat reclaim from the 
refrigeration system is used to heat domestic 
water used for the Project.   

1 

IV.A.1.  Choose a micro‐irrigation system to 
deliver water to landscaped 
grounds 

The project will use irrigation technology 
meeting City requirements that includes those 
at least as efficient as micro‐irrigation. 

1 

IV.B.1.  Demonstrate that interior water 
use will be reduced by at least 20 
percent 

The store would include the following water‐
conserving fixtures: 
•  All restroom sinks will use sensor‐activated 
0.5 gallon per minute high‐efficiency faucets.  
In addition, water turbines are built into the 
faucet.  During use, water flow through this 
turbine generates the electricity needed to 

1 
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Table 3.3‐13 (cont.): Fresno Green Non‐Residential Checklist Points 

Green Checklist Measures  Project Design Features  Points 

operate the sensors. 
•  High‐efficiency urinals would be installed that 
use only 0.125 gallon (1 pint) of water per 
flush, an approximately 75 percent reduction 
relative to the 0.5‐gallon‐per‐flush urinal 
water use baseline in the California Green 
Building Code, versus conventional 1‐gallon‐
per‐flush urinals. 

V.B.4.  At least 20 percent of building 
materials have recycled content 

Recyclable Kitchen Materials: The store would 
use recyclable, non‐reinforced thermoplastic 
panels (NRP) in lieu of fiber‐reinforced plastic 
sheets on the walls in areas where plastic 
sheeting is appropriate, including food 
preparation areas, utility and janitorial areas, 
and associate break rooms.  NRP can be 
recycled, has better impact resistance, and is 
easier to keep clean. 

1 

VI.1.  Use Low/No VOC paints, adhesives, 
and sealants 

Low VOC Paint: Walmart will use low volatile 
organic compound (VOC) paint for exterior and 
interior field paint coatings. 

1 

VI.2.  Use environmentally preferred 
materials for interior finishes. 

The project will use environmentally preferred 
materials for flooring and wall coverings in the 
kitchen. 

1 

VII.  Innovation and Design Process  LED Signage illumination and refrigerated cases.  1 

VII.  Innovation and Design Process  Central Energy Management—the store will be 
equipped with an energy management system 
that would be monitored and controlled from 
corporate headquarters in Bentonville. 

1 

VII.  Innovation and Design Process  The store would include a dehumidifying system 
that allows Walmart to operate the store at a 
higher temperature, use less energy, and 
operate the refrigeration system more 
efficiently. 

1 

Total Points  23 

Notes: 
1  See Table 2: Summary of First‐Year‐Electricity Savings in the Impact Analysis 2008 Update to the California Energy 

Efficiency Standards for Residential and Nonresidential Buildings, November 2007. 
2  See Table 2: Summary of First‐Year‐Electricity Savings in the California Energy Commission’s Consultant Report: Impact 

Analysis California’s 2013 Building Energy Efficiency Standards, July 2013. 
3  See Table 2 Summary of First‐Year‐Electricity Savings in the Impact Analysis for 2005 Energy Efficiency Standards, June 

2003. 

 

As shown within Table 3.3‐13, the Project exceeds the GHG Plan’s target of 21.7 percent reduction in 

GHG emissions from the 2020 BAU inventory, and is consistent with the applicable Fresno GHG Plan 
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requirement that development project meet the Fresno GreenChecklist requirements.  The project 

design features and strategies outlined in Table 3.3‐9 shall be included in the project’s Mitigation 

Monitoring Plan to assure their implementation (see mitigation measure GHG‐1).  To ensure the 

latest, most advanced technology can be used, the proposed project may substitute project design 

features so long as they are proved to be equally or more effective at reducing GHG emissions.  

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

MM GHG‐1  Sustainable Project Design Features: The Walmart store shall implement the 

following project design features and strategies to reduce greenhouse gas emissions, 

consistent with AB 32.  To account for improvements in technology, the project may 

substitute project design features so long as they are equally or more effective at 

reducing greenhouse gas emissions: 

 Planting of native, drought‐tolerant plant varieties that would enhance the visual 
appearance of the site while conserving the use of water.  

 Provision of designated parking stalls for low‐emitting, fuel‐efficient, and/or 

carpool/vanpool vehicles, including a minimum of 40 preferred parking spaces for 

low‐emission vehicles and 80 preferred parking spaces for car/vanpools and . 

 Provision of 30 bicycle parking spaces located near the main entrance of the 

Project. 

 Implementation of a Transportation Management Measures (See 3.3‐10), 

including a Rideshare Program and promotion of alternative transportation to 

encourage employee use of alternative modes of transportation. 

 Installation of a white membrane roof.  The white membrane roof’s higher 

reflectivity helps reduce building energy consumption and reduces the heat island 

effect, as compared to buildings utilizing darker roofing colors and has the same 

effect as installation of a cool roof. 

 Use of non‐ozone‐depleting refrigerants: R407a refrigerant for refrigeration 
equipment and R410a refrigerant for air conditioning equipment. 

 Ensure that 80% of the office equipment would carry an energy star label. 

 Use of reclaimed heat from the refrigeration equipment to heat domestic water.  

 Irrigation technology meeting City requirements that includes those at least as 

efficient as micro‐irrigation.   

 Water‐conserving fixtures: 

‐ Sensor‐activated 0.5 gallon per minute high‐efficiency faucets in store 

restrooms, with water turbines built into the faucet to generate the electricity 

needed to operate the sensors. 

‐ High‐efficiency urinals using only 0.125 gallon (1 pint) of water per flush, an 
approximately 75 percent reduction relative to the 0.5‐gallon‐per‐flush urinal 

water use baseline in the California Green Building Code, versus conventional 1‐

gallon‐per‐flush urinals. 
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 Recyclable Materials: The store would use recyclable, non‐reinforced 

thermoplastic panels (NRP) in lieu of fiber‐reinforced plastic sheets on the walls in 

areas where plastic sheeting is appropriate, including food preparation areas, 

utility and janitorial areas, and associate break rooms.   

 Use of low volatile organic compound (VOC) paint for exterior and interior field 

paint coatings. 

 Use of environmentally preferred materials for flooring and wall coverings in the 

kitchen. 

 Use of LED Signage illumination and refrigerated cases. 

 All lighting within the store will utilize T‐8 fluorescent lamps and electronic 

ballasts to reduce Store’s energy load by approximately 15 to 20 percent. 

 Central Energy Management—the store will be equipped with an energy 

management system that would be monitored and controlled from corporate 

headquarters in Bentonville. 

 Use of new HVAC units that are among the most energy efficient available. 

 Installation and use of a dehumidifying system that allows Walmart to operate the 

store at a higher temperature, use less energy, and operate the refrigeration 

system more efficiently. 

 

Level of Significance After Mitigation 

While the above‐referenced Project features are not necessary to mitigate a greenhouse gas impact 

their implementation ensures that the Project’s greenhouse gas emissions will remain below 

adopted significance thresholds. 

Conflict with SJVAPCD Recommended Emission Reductions  

Impact GHG‐2:  The proposed project would generate direct and indirect greenhouse gas 
emissions; however, quantification of these emissions demonstrates that the 
Project would achieve emission reductions greater than required by the 
SJVAPCD. 

Impact Analysis 

The information below consists of a quantitative analysis of project emissions under a 2020 BAU and 

2020 with emission reductions scenario to demonstrate that the project would achieve the 29 

percent reduction from BAU recommended by the SJVAPCD.  This analysis further offers support for 

use of the emission‐reduction based thresholds adopted by the SJVAPCD. 

The California Supreme Court in Newhall Ranch explained that a lead agency may rely on existing 

numerical thresholds of significance for GHG emissions, such as those developed by an air district.  

(Newhall Ranch, p. 27.)  CEQA is clear that a lead agency may rely on thresholds developed by other 

agencies that have particular expertise in the subject matter under consideration.  (See, e.g., State 

CEQA Guidelines, Appendix G, Sample Question III ([w]here available, the significance criteria 

established by the applicable air quality management or air pollution control district may be relied 

upon to make a significance determination).)  OPR’s December, 2009 Final Statement of Reasons for 

Amendments to State CEQA Guidelines Addressing Analysis and Mitigation of Greenhouse Gas 
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Emissions Pursuant to SB 97 specifically describes that this applies in the case of assessing GHG 

significance (p. 25). 

SJVAPCD 29 Percent Reduction from 2020 BAU Threshold 

The SJVAPCD’s 2009 guidance document, “Addressing Greenhouse Gas Emissions Impacts Under the 

California Environmental Quality Act” requires all new projects with greenhouse gas emissions to 

demonstrate the project‐specific greenhouse gas emissions have been mitigated by at least 29 

percent, compared with the “business as usual” (BAU) scenario.12  For development projects 

(residential, commercial or industrial), the SJVAPCD defines BAU for purposes of the greenhouse gas 

significance threshold as the total baseline emissions for all emissions sources within the 

development type, projected for the year 2020, assuming no change in greenhouse gas emissions 

per unit of activity as established for the baseline period 2002‐2004 (the same period used to 

estimate baseline emissions in the AB 32 Scoping Plan). 

The SJVAPCD’s 29 percent emission reduction target is consistent with AB 32 emission reduction 

targets.  The ARB determined that the reduction required of the State’s 2020 BAU inventory to 

achieve 1990 levels was 28.4 percent, based on the 2008 Scoping Plan baseline inventory and 

growth projections made at the time.  A target reduction of 29 percent from 2020 BAU provides a 

margin of safety to ensure the target is achieved or exceeded.  Although the First Update of the 

Scoping Plan has now determined that a 21.7 percent reduction would be sufficient to meet the 

1990 levels, a 29 percent reduction target is used for purposes of this analysis to show that the 

Project will achieve reductions required by the most conservative threshold. 

Further justification for use of SJVAPCD’s 29 percent Reduction from 2020 BAU Threshold 

As described below, SJVAPCD’s 29 percent reduction target is almost two times greater than the 15 

percent reduction target that the Scoping Plan determined local governments should adopt to 

ensure that community‐wide emissions, including those attributed to residential and commercial 

activity, further the State’s reduction target.  As part of the AB 32 Scoping Plan, 2008, ARB 

recommended a greenhouse gas reduction goal for local governments of 15% below 2008 levels by 

2020 “to ensure that their municipal and community‐wide emissions match the State’s reduction 

target” (page ES‐5 of Climate Change Scoping Plan December 2008) .  The Scoping Plan is clear that 

local governments should apply this reduction target for community‐wide emissions (which include 

land use decisions associated with residential and commercial activity) (ARB Scoping Plan 2008, 

pages 26‐27).13  Sources of GHG emissions associated with community‐wide activity includes existing 

and projected residential energy use, commercial and industrial energy use, on‐road transportation, 

solid waste, agriculture (livestock, fertilizer, and offroad agriculture equipment), and aircrafts. 

                                                            
12
  As a part of the guidance, the SJVAPCD intends to establish a list of GHG emission reduction measures with pre‐quantified GHG 
emission reduction effectiveness.  These measures are referred to as “Best Performance Standards” (“BPS”).  A project’s compliance 
with BPS would result in less than significant GHG emission impacts.  To date, the SJVAPCD has not established BPS for development 
projects.  Thus, a land use project must utilize the SJVAPCD emission reduction threshold (a 29 percent reduction from business as 
usual levels) to determine whether its greenhouse gas emissions may have a significant impact on the environment. 

13
  Additionally, the California Supreme Court in Newhall Ranch specifically identified the City of Milpitas Climate Action Plan and the 
City of San Bernardino Sustainability Mater Plan as examples of Climate Action Plans that could be used for CEQA streamlining 
purposes.  (Newhall Ranch, p. 26.)  Both of these plans rely on a 15% reduction target from BAU conditions in accordance with the 
Scoping Plan. 
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An examination of the 2008 Scoping Plan’s emission inventory (Detailed 2020 BAU Emissions 

Projection and Methodology) confirms that the 15% reduction target is a subset of the State's overall 

reduction target of approximately 29% and that its application to local land use decisions is 

consistent with achieving AB 32’s statewide goal ARB 2008b).  Based on the 2008 Scoping Plan, the 

2002‐2004 Average total emissions for the State is 468.78 MMTCO2e.  The 2020 BAU Forecast for the 

State is 596.4 MMTCO2e.  This yields an annual increase of approximately 7.97 MMTCO2e between 

the 2004 and 2020 BAU scenarios.  As such, the 2008 BAU Forecast for the State would be 

approximately 500.68 MMTCO2e.  As previously discussed, the 2020 statewide target is 427 

MMTCO2e.  In order for 2008 BAU emissions to achieve the 2020 statewide target, local 

governments would need to reduce their emissions (including community‐wide emissions) by 

approximately 15%. 

Moreover, the Project does not require a greater reduction than SJVAPCD 29% below BAU threshold 

to account for emissions from other existing development in order to be consistent with AB 32’s 

statewide goal.  First, the presumption that new development needs to do more is not 

substantiated.  In fact, an examination of the Scoping Plan reveals that the majority of the State’s 

Scoping Plan reduction measures apply to both new and existing development, including the 

following: 

 California Light‐Duty Vehicle Greenhouse Gas Standards: this measure would apply to all 

vehicles whether they will access new or existing development. 
 

 Energy Efficiency: this measure would apply primarily to new development, but also would 

apply to redevelopment such as the Project. 
 

 Renewable Portfolio Standards: this measure would apply to new and existing development 

when electricity is provided by a utility company. 
 

 Low Carbon Fuel Standard: this measure would apply to all vehicles whether they will access 

new or existing development. 
 

 Regional Transportation‐Related GHG Targets: this measure would apply to both new and 

existing development through the adoption of regional GHG targets established by the local 

COG. 
 

 Vehicle Efficiency Measures: this measure would apply to all vehicles whether they will access 

new or existing development. 
 

 Million Solar Roofs: this measure applies to both new and existing development. 
 

 Medium/Heavy Duty Vehicles: this measure would apply to all medium/heavy duty vehicles 

whether they will access new or existing development. 
 

 Recycling and Waste: this measure applies to both new and existing development. 

 

In this regard, an examination of the Scoping Plan reductions achieved through Energy Efficiency are 

expected to be 26.3 MMTCO2e, which is 15% of the total 169 MMTCO2e reduction needed 

statewide for 2020.  As previously identified, the Project significantly exceeds the energy efficiency 
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of the existing building when a Super‐K Store opened in 1993.  The Project would operate the same 

use in the same building, as did Super‐K, but would do so 33.3 percent more efficiently.  The 33.3 

percent delta between 2013 Title 24 Standards and the 1992 Standards demonstrates the amount of 

energy savings realized when a reuse project undertakes the kind of comprehensive remodeling 

work that requires full compliance with current Title 24 Standards.  The Project’s compliance with 

2013 Title 24 Standards, the Green Building Code and other emission‐reducing regulations would 

bring about an immediate realization of the benefits anticipated from new development. 

Finally, the Project is consistent with the existing land use designation and densities.  It has been 

historically used for commercial retail use.  The project is not a new development, but is an infill 

project that returns the developed site to the use it for which it was originally constructed in 1993.  

Additionally, the Project is a relocation of an existing use.  As such, greatly improves the existing 

building stock through implementation of the latest Title 24 requirements, inclusion of various 

project design features, and site‐wide aesthetic upgrades, as the DEIR describes.  

Project Impacts 

The analysis quantified the greenhouse gas emissions from the Proposed Walmart under two 

scenarios.  First, the analysis estimated emissions in 2020 under a BAU scenario to reflect emissions 

without state regulations and design features.  Second, the analysis estimated emissions in a 2020 

scenario with the benefits of regulations and design features.  The purpose of the two scenarios is to 

demonstrate consistency with the state target set in AB 32 to achieve 1990 emission levels by 2020, 

as detailed in the ARB Scoping Plan, which requires a 29 percent reduction in GHG emissions from 

the BAU inventory in 2020 to achieve this goal. 

The Project’s required 29‐percent reduction from BAU is achieved through a combination of project 

design features and application of new regulations, including adopted regulations implementing AB 

32 Scoping Plan measures and updated Building Code requirements. 

The Project is an infill development that occupies and reuses an existing building.  Additionally, the 

Project improves the existing building stock through implementation of the latest Title 24 

requirements and inclusion of various project design features identified in the DEIR.  Application of 

the regulations applicable to the Proposed Walmart and included in the CalEEMod resulted in a 35.8 

percent reduction from the 2020 BAU inventory as set forth in Table 3.3‐14.  The 35.8 percent 

reduction was determined by utilizing the CalEEMod, taking into account Title 24 and other related 

applicable mobile source and energy and conservation regulations related to mobile sources, and 

electricity usage.  Refrigerant usage and reduction was estimated using ARB emission factors and 

reduction estimates.  

The SJVAPCD also recommends use of land use and transportation measures as BPS to achieve the 

recommended 29 percent reduction from BAU.  An additional reductions from land use and 

transportation measures that apply to the project were taken into account separately in determining 

the 39.7 percent total reduction from BAU as set forth in Table 3.3‐14.  Considering land 

use/transportation features in addition to regulations reduces GHG by an additional 7.8 % for a total 

GHG reduction of 39.7%. 
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Table 3.3‐14: Project Operational Emissions (with Regulations and Land 
Use/Transportation Measures 

Source 

Business as 
Usual 

MTCO2e 

2020  
(with 

Regulations) 
MTCO2e 

2020 (with 
Regulations and 
LU/Transport 
Measures 
(MTCO2e) 

Percent 
Reduction 

from BAU by 
Source 

Area  0.0040  0.0039  —  2.5% 

Energy  672.2  448.9  —  33.2% 

Mobile—Passenger Vehicles  7,820.0  5,392.8  4,785.9  38.8% 

Mobile—Medium‐Heavy Duty Trucks  145.8  106.8  —  26.8% 

Mobile—Heavy‐Heavy Duty Trucks  1,201.4  1,015.9  —  15.4% 

Waste  378.3  378.30  —  0.0% 

Water  14.3  9.33  —  34.7% 

Refrigerants (leakage from 
refrigerators, freezers) 

3,801.0  1,810.00  —  52.4% 

Refrigerants (HVAC)  1,121.0  561.00  —  50.0% 

Construction (amortized over 25 
years) 

28.2  28.2  —  0.0% 

Total  15,182.2  9,749.1  9,142.1  — 

MTCO2e Reduced  5,431.1  6,040.1  — 

Reduction  35.8%  39.7%  — 

Significance Threshold  29%  —  — 

Are emissions significant?  No  — 

Note: 
The 2020 BAU Scenario is based on 2005 emission factors included in CalEEMod. 
Source: CalEEMod, 2013; FirstCarbon Solutions, 2015. 

 

As shown in Table 3.3‐5 to Table 3.3‐7, the project’s reduction percentage from regulations and land 

use and transportation measures results in a 39.7‐percent reduction in greenhouse gas emissions from 

business as usual.  This reduction exceeds the recommended 29 percent reduction threshold 

established by the SJVAPCD, and the project’s greenhouse gas emissions are therefore less than 

significant. 

Finally, Table 3.3‐9 (previously presented) sets forth energy‐saving project design features land 

strategies likely to further reduce GHG emissions.  The project incorporates a variety of design 

features that help reduce the project’s energy and water demand, and reduce waste.  No additional 

reductions were taken for emission‐reducing project design features not covered by regulations.   
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Conclusion 

The Project will result in approximately 9,142.1 MTCO2e per year from, area, energy, waste, water, 

mobile, and refrigerant usage.  This includes the assumption that all of the vehicle trips to and from 

the Project are “new” trips resulting from the development of the Project.  Notwithstanding, an 

individual project cannot generate enough GHG emissions to influence global climate change.  The 

project participates in this potential impact by its incremental contribution combined with the 

cumulative increase of all other sources of GHGs, which when taken together may have a significant 

impact on global climate change.   

Because the Project addresses GHG emissions reduction, is in concert with AB 32 and international 

efforts to address global climate change, and includes specific requirements that will substantially 

lessen the cumulative problem, the Project’s incremental contribution to GHG emissions impacts 

would therefore not be cumulatively considerable. 

As shown previously, the project’s reduction percentage from regulations and land use and 

transportation measures results in a 39.7‐percent reduction in greenhouse gas emissions from business 

as usual.  This reduction exceeds the recommended 29% reduction target established by the SJVAPCD.  

As such, the Project’s greenhouse gas emissions are therefore considered less than significant.  

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Conflict with  ARB Scoping Plan and Regulations 

Impact GHG‐3:  The proposed project is consistent with the ARB Scoping Plan and regulations 
adopted for the purpose of reducing the emissions of greenhouse gases. 

Impact Analysis 

As a final test, this analysis assesses the project’s consistency with the overarching goals of AB 32 

and the strategies of ARB’s Scoping Plan as well as the regulatory measures adopted to further AB 

32’s goals. 

Newhall Ranch describes that a lead agency may asses consistency with AB 32’s goal in whole or in 

part by looking to compliance with regulatory programs designed to reduce GHG emissions from 

particular activities . . . [Newhall, p. 25].  Newhall Ranch further describes that “[t]o the extent a 

project’s design features comply with or exceed the regulations outlined in the Scoping Plan and 

adopted by the Air Board or other state agencies, a lead agency could appropriately rely on their use 

as showing compliance with ‘performance based standards’ adopted to fulfill ‘a statewide . . . plan 

for the reduction or mitigation of greenhouse gas emissions.’  (CEQA Guidelines § 15064.4(a)(2), 

(b)(3); see also id., § 15064(h)(3) [determination that impact is not cumulatively considerable may 
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rest on compliance with previously adopted plans or regulations, including ‘plans or regulations for 

the reduction of greenhouse gas emissions’].)” 

Scoping Plan 

Emission reductions in California alone will not be able to stabilize the concentration of GHGs in the 

earth’s atmosphere.  However, California’s actions have set an example and continue to drive 

progress towards a reduction in GHGs elsewhere.  If other states and countries were to follow 

California’s emission reduction targets, this could avoid medium or higher ranges of global 

temperature increases that would lead to the most severe consequences of climate change. 

The ARB Governing Board approved a Climate Change Scoping Plan in December 2008.  The Scoping 

Plan outlines the State’s strategy to achieve the 2020 GHG emissions limit.  The Scoping Plan 

“proposes a comprehensive set of actions designed to reduce overall GHG emissions in California, 

improve our environment, reduce our dependence on oil, diversify our energy sources, save energy, 

create new jobs, and enhance public health” (ARB 2008).  The measures in the Scoping Plan were all 

in place by 2012.  The First Update of the ARB Scoping Plan adopted in May 2014 (ARB 2014) 

includes no new measures or targets that would require additional consistency analysis. 

Project consistency with applicable strategies in the Scoping Plan is assessed in Table 3.3‐15.  As 

shown, the project is consistent with the applicable strategies in the Scoping Plan. 

Table 3.3‐15: Consistency with Applicable Scoping Plan Reduction Measures 

Scoping Plan Reduction Measure  Project Applicability/Consistency Discussion 

1.  California Cap‐and‐Trade Program Linked to 
Western Climate Initiative.  Implement a 
broad‐based California Cap‐and‐Trade 
program to provide a firm limit on 
emissions.  Link the California cap–and‐
trade program with other Western Climate 
Initiative Partner programs to create a 
regional market system to achieve greater 
environmental and economic benefits for 
California.  Ensure California’s program 
meets all applicable AB 32 requirements for 
market‐based mechanisms. 

Consistent.  The cap‐and‐trade system applies to large 
industrial sources such as power plants, refineries, and 
cement manufacturers.  However, The increased cost 
of products or services (such as electricity and fuel) 
resulting from the cap‐and‐trade system would be 
transferred to the consumers.  The project would not 
conflict or obstruct this program. 

2.  California Light‐Duty Vehicle Greenhouse 
Gas Standards.  Implement adopted 
standards and planned second phase of the 
program.  Align zero‐emission vehicle, 
alternative and renewable fuel and vehicle 
technology programs with long‐term 
climate change goals. 

Consistent.  This is a statewide measure that cannot 
be implemented by a project applicant or lead agency.  
However, when this measure is initiated, the 
standards would be applicable to the light‐duty 
vehicles that would access the project site.  The 
project would not conflict or obstruct this program. 

3.  Energy Efficiency.  Maximize energy 
efficiency building and appliance standards; 
pursue additional efficiency including new 
technologies, policy, and implementation 
mechanisms.  Pursue comparable 
investment in energy efficiency from all 
retail providers of electricity in California. 

Consistent.  This is a measure for the State to increase 
its energy efficiency standards.  However, the project 
would increase its energy efficiency through existing 
regulation and sustainability features incorporated 
into the project.  The project would not conflict or 
obstruct this program. 
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Table 3.3‐15 (cont.): Consistency with Applicable Scoping Plan Reduction Measures 

Scoping Plan Reduction Measure  Project Applicability/Consistency Discussion 

4.  Renewable Portfolio Standard.  Achieve 33 
percent renewable energy mix statewide.  
Renewable energy sources include (but are 
not limited to) wind, solar, geothermal, 
small hydroelectric, biomass, anaerobic 
digestion, and landfill gas. 

Consistent.  PG&E, which would provide power to the 
project, is in the process of increasing the percent of 
renewable energy in its portfolio.  It is required to 
increase this percentage by the year 2020 pursuant to 
various regulations.  The project would not conflict or 
obstruct this program. 

5.  Low Carbon Fuel Standard.  Develop and 
adopt the Low Carbon Fuel Standard. 

Consistent.  This is a statewide measure that cannot 
be implemented by a project applicant or lead agency.  
When this measure is initiated, the standard would be 
applicable to the fuel used by vehicles that would 
access the project site.  The project would not conflict 
or obstruct this program. 

6.  Regional Transportation‐Related 
Greenhouse Gas Targets.  Develop regional 
greenhouse gas emissions reduction 
targets for passenger vehicles.  This 
measure refers to SB 375. 

Consistent.  Regional targets account for development 
including the project.  The project would not conflict 
or obstruct this program. 

7.  Vehicle Efficiency Measures.  Implement 
light‐duty vehicle efficiency measures. 

Consistent.  When this measure is initiated, the 
standards would be applicable to the light‐duty 
vehicles that would access the project site.  The 
project would not conflict or obstruct this program. 

8.  Goods Movement.  Implement adopted 
regulations for the use of shore power for 
ships at berth.  Improve efficiency in goods 
movement activities. 

Not Applicable.  The project does not propose any 
changes to maritime, rail, or intermodal facilities or 
forms of transportation. 

9.  Million Solar Roofs Program.  Install 3,000 
MW of solar‐electric capacity under 
California’s existing solar programs. 

Consistent.  This measure is to increase solar 
throughout California, which is being done by various 
electricity providers and existing solar programs.  The 
vacant store’s existing roof is unable to structurally 
support the installation of solar panels.  However, the 
Project would replace the existing black roof 
membrane with a white membrane to reduce heat 
and conserve energy.  When the roof structure itself 
requires replacement in approximately 2‐3 years 
(2018‐2019), the applicant will evaluate the energy 
savings possible through use of solar panels and other 
daylighting features that can be incompatible with 
skylights required for Walmart’s daylighting program. 

10.  Medium/Heavy‐Duty Vehicles.  Adopt 
medium and heavy‐duty vehicle efficiency 
measures. 

Consistent.  This is a statewide measure that cannot 
be implemented by a project applicant or lead agency.  
When this measure is initiated, the standards would 
be applicable to the vehicles that access the project 
site.  It should be noted that Walmart as a matter of 
practice changes its heavy‐duty fleet so that all 
vehicles are five years or younger.  As such, the 
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Table 3.3‐15 (cont.): Consistency with Applicable Scoping Plan Reduction Measures 

Scoping Plan Reduction Measure  Project Applicability/Consistency Discussion 

Walmart fleet will provide a benefit from efficiency 
measures incorporated in newer vehicles.  The project 
would not conflict or obstruct this program. 

11.  Industrial Emissions.  Require assessment 
of large industrial sources to determine 
whether individual sources within a facility 
can cost‐effectively reduce greenhouse gas 
emissions and provide other pollution 
reduction co‐benefits.  Reduce greenhouse 
gas emissions from fugitive emissions from 
oil and gas extraction and gas transmission.  
Adopt and implement regulations to 
control fugitive methane emissions and 
reduce flaring at refineries. 

Not Applicable.  The project is not an industrial land 
use. 

12.  High Speed Rail.  Support implementation 
of a high‐speed rail system. 

Not Applicable.  This is a statewide measure that 
cannot be implemented by a project applicant or lead 
agency. 

13.  Green Building Strategy.  Expand the use of 
green building practices to reduce the 
carbon footprint of California’s new and 
existing inventory of buildings. 

Consistent.  The project design features noted in Table 
3.2‐8 would incorporate numerous green building 
practices as well as compliance with existing 
regulations. 

14.  High Global Warming Potential Gases.  
Adopt measures to reduce high global 
warming potential gases. 

Consistent.  The project will comply with refrigerant 
management regulations adopted by ARB.  The 
regulations are applicable the project’s use of air 
conditioning and refrigerators.  Refrigeration 
equipment is roof mounted close the refrigeration 
cases to reduce the amount of copper refrigerant 
piping, insulation potential for leaks, and refrigerant 
charge needed.  Walmart also does not sell HFCs in 
small cans. 

15.  Recycling and Waste.  Reduce methane 
emissions at landfills.  Increase waste 
diversion, composting, and commercial 
recycling.  Move toward zero‐waste. 

Consistent.  Walmart seeks to achieve zero waste 
across its global operations and to date has seen 
measurable progress toward reaching this goal.  In the 
U.S., more than 81% of the materials that flow 
through Walmart stores, clubs, and distribution 
centers is being diverted from landfills.  
 

The project furthers the goal of zero waste by 
including recycled building materials and 
implementing a construction and demolition program 
that will capture and recycle as much of the metals, 
floor and ceiling tiles, concretes, asphalts and other 
materials generated as part of the project’s 
construction process, as feasible. 
 

The project would further reduce waste with 
implementation of mitigation measure MM US‐7b, 
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Table 3.3‐15 (cont.): Consistency with Applicable Scoping Plan Reduction Measures 

Scoping Plan Reduction Measure  Project Applicability/Consistency Discussion 

which would require the project applicant to submit a 
Recycling and Waste Reduction Plan to the City of 
Fresno for review and approval.  The plan would 
identify practices and on‐site facilities necessary to 
ensure that recoverable materials and green waste are 
diverted from the waste stream to the maximum 
extent feasible.  The implementation of this mitigation 
measure would reduce solid waste generation and 
reduce demand for landfill capacity. 

16.  Sustainable Forests.  Preserve forest 
sequestration and encourage the use of 
forest biomass for sustainable energy 
generation. 

Not Applicable.  The project site is in an urban, built‐
up condition.  No forested lands exist on‐site. 

17.  Water.  Continue efficiency programs and 
use cleaner energy sources to move and 
treat water. 

Consistent.  The project will comply with State and 
Local water efficiency programs and utilize water 
transported with cleaner energy sources as required 
by the Renewable Portfolio Standard.  Power used by 
the project will become increasingly renewable as the 
utility adds renewable power to comply with the 
Renewable Portfolio Standard.  The project would 
reduce water use through project design features that 
would reduce interior store water use by 20 percent.  
The project is installing all new plumbing fixtures 
meeting or exceeding current standards. 

18.  Agriculture.  In the near‐term, encourage 
investment in manure digesters and at the 
five‐year Scoping Plan update determine if 
the program should be made mandatory by 
2020. 

Not Applicable.  The project site is in an urban, built‐
up condition.  No grazing, feedlot, or other agricultural 
activities that generate manure occur on‐site or are 
proposed to be implemented by the project. 

Source of ARB Scoping Plan Reduction Measure: California Air Resources Board 2008a. 
Source of Project Consistency or Applicability: FirstCarbon Solutions, 2013. 

 

Aside from helping to implement goals and measures contemplated in ARB’s Scoping Plan, the 

project sustainability features and standard measures likely will help to implement measures 

contemplated by the SJVAPCD’s CEQA guidance document.  The SJVAPCD notes that projects can 

reduce greenhouse gas emissions through project designs that reduce vehicle miles traveled through 

features that promote pedestrian access and use of public transportation.  Land use planning 

decisions, such as, discouraging leapfrog development, and creating favorable jobs to housing ratios 

can significantly reduce vehicle miles traveled and the associated greenhouse gas emissions.  The 

project sustainability features and project location are consistent with this strategy. 

In terms of land use planning decisions, the project would constitute development within an 

established community and would not be opening up a new geographical area for development such 
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that it would draw mostly new trips, or substantially lengthen existing trips.  The project location and 

associated transportation infrastructure are consistent with the SJVAPCD’s approach to reducing 

greenhouse gas emissions (as well as provisions in ARB’s Scoping Plan and SB 375 that discourage 

leapfrog development and smart growth). 

In summary, the project would not obstruct attainment of any of the goals established under AB 32, 

the City of Fresno General Plan, and the GHG Plan.  The project provides emission reductions 

demonstrating consistency with AB 32 and GHG Plan targets as shown in Table 3.3‐5.  The project 

would comply with all present and future regulatory measures developed in accordance with AB 32 

and ARB’s Scoping Plan, and will incorporate a number of features that would minimize GHG 

emissions, as detailed in Table 3.3‐15 which describes project design features and Table 3.3‐10 that 

describes credits for land use and transportation measures related to the benefits obtained due the 

project location and infrastructure.  Such features also are consistent with the CAPCOA mitigation 

quantification guidance document and guidance provided by the SJVAPCD. 

It should be noted that, with regard to AB 32 and ARB’s Scoping Plan, reductions in greenhouse gas 

emissions need not be equal among all sectors (e.g., the 1990‐based reduction levels apply on a 

statewide basis and are not independently required of every individual project or sector).  The 

commercial and residential sector account for only approximately 10 percent of greenhouse gas 

emissions in the State; arguably, the key means by which to meet the AB 32 and S‐3‐05 goals will be 

to target the transportation, industrial, and electricity production sectors, which combined create 

approximately 78 percent of the State’s emissions.   

With regard to emissions from the Existing Walmart, the Existing Walmart was in operation at the 

time that ARB developed the Scoping Plan baseline inventory and future year projections.  

Therefore, the emissions were accounted for in the state targets, would be considered consistent 

with AB 32 and the Scoping Plan, and would result in a less than significant impact. 

Consistency with Executive Orders S‐3‐05 and B‐30‐15 

At the state level, Executive Orders S‐3‐05 and B‐30‐15 are orders from the State’s Executive Branch 

for the purpose of reducing GHG emissions.  The goal of Executive Order S‐3‐05 is to reduce GHG 

emissions to 1990 levels by 2020 was codified by the Legislature as the 2006 Global Warming 

Solutions Act (AB 32).  The Project, as analyzed above, is consistent with AB 32.  Therefore, the 

Project does not conflict with this component of Executive Order S‐3‐05.  The Executive Orders also 

establish goals to reduce GHG emissions to 40 percent below 1990 levels by 2030 and 80 percent 

below 1990 levels by 2050.  These goals have not been codified.  However, studies have shown that, 

in order to meet the 2030 and 2050 targets, aggressive technologies in the transportation and 

energy sectors, including electrification and the decarbonization of fuel, will be required.  In its 

Climate Change Scoping Plan, ARB acknowledged that the “measures needed to meet the 2050 are 

too far in the future to define in detail.”  In the First Scoping Plan Update, however, ARB generally 

described the type of activities required to achieve the 2050 target: “energy demand reduction 

through efficiency and activity changes; largescale electrification of on‐road vehicles, buildings, and 

industrial machinery; decarbonizing electricity and fuel supplies; and rapid market penetration of 

efficiency and clean energy technologies that requires significant efforts to deploy and scale markets 

for the cleanest technologies immediately.”  Because of the technological shifts required and the 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Greenhouse Gas Emissions 

 

 
FirstCarbon Solutions  3.3‐83 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐03 GHG.docx 

unknown parameters of the regulatory framework in 2030 and 2050, quantitatively analyzing the 

Project’s impacts further relative to the 2030 and 2050 goals is speculative for purposes of CEQA.  

Moreover, ARB has not calculated and released the BAU emissions projections for 2030 or 2050, 

which are necessary data points for quantitatively analyzing a CEQA project’s consistency with these 

targets (ARB 2014). 

Although the proposed Project’s emissions levels in 2030 and 2050 cannot be reliably quantified, 

statewide efforts are underway to facilitate the State’s achievement of that goal and it is reasonable 

to expect the proposed Project’s emissions level (9,142 metric tons of CO2e per year) to decline as 

the regulatory initiatives identified by ARB in the First Scoping Plan Update are implemented, and 

other technological innovations occur.  Stated differently, the proposed Project’s emissions total at 

build‐out presented in Table 3.3‐13, represents the maximum emissions inventory for the Project as 

California’s emissions sources are being regulated (and foreseeably expected to continue to be 

regulated in the future) in furtherance of the State’s environmental policy objectives.  As such, given 

the reasonably anticipated decline in proposed project emissions once fully constructed and 

operational, the proposed project is consistent with the Executive Orders’ goals. 

The Scoping Plan recognizes that AB 32 establishes an emissions reduction trajectory that will allow 

California to achieve the more stringent 2050 target: “These [greenhouse gas emission reduction] 

measures also put the State on a path to meet the long‐term 2050 goal of reducing California’s 

greenhouse gas emissions to 80 percent below 1990 levels.  This trajectory is consistent with the 

reductions that are needed globally to stabilize the climate.”  In addition, ARB’s First Update “lays the 

foundation for establishing a broad framework for continued emission reductions beyond 2020, on 

the path to 80 percent below 1990 levels by 2050,” and many of the emission reduction strategies 

recommended by ARB would serve to reduce the proposed Project’s post‐2020 emissions level to 

the extent applicable by law: 

1. Energy Sector: Continued improvements in California’s appliance and building energy 

efficiency programs and initiatives, such as the State’s zero net energy building goals, would 

serve to reduce the proposed Project’s emissions level.  Additionally, further additions to 

California’s renewable resource portfolio would favorably influence the proposed Project’s 

emissions level.  
 

2. Transportation Sector: Anticipated deployment of improved vehicle efficiency, zero emission 

technologies, lower carbon fuels, and improvement of existing transportation systems all will 

serve to reduce the proposed Project’s emissions level. 
 

3. Water Sector: The proposed Project’s emissions level will be reduced as a result of further 

desired enhancements to water conservation technologies. 
 

4. Waste Management Sector: Plans to further improve recycling, reuse and reduction of solid 

waste will beneficially reduce the proposed Project’s emissions level. 

 

While the 2020 cap would remain in effect post‐2020, the Cap‐and‐Trade Program is not currently 

scheduled to extend beyond 2020 in terms of additional GHG emissions reductions.  However, ARB 

has expressed its intention to extend the Cap‐and‐Trade Program beyond 2020 in conjunction with 
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setting a mid‐term target.  The “recommended action” in the First Update for the Cap‐and‐Trade 

Program is: “Develop a plan for a post‐2020 Cap‐and‐Trade Program, including cost containment, to 

provide market certainty and address a mid‐term emissions target.”  The “expected completion 

date” for this recommended action is 2017.  In addition to ARB’s First Update, in January 2015, 

during his inaugural address, Governor Edmund G. Brown, Jr. expressed a commitment to achieve 

“three ambitious goals” that he would like to see accomplished by 2030 to reduce the State’s GHG 

emissions:  

(1) increasing the State’s Renewable Portfolio Standard from 33 percent in 2020 to 

50 percent in 2030; (2) cutting the petroleum use in cars and trucks in half; and (3) 

doubling the efficiency of existing buildings and making heating fuels cleaner.  These 

expressions of Executive Branch policy may be manifested in adopted legislative or 

regulatory action through the state agencies and departments responsible for 

achieving the State’s environmental policy objectives, particularly those relating to 

global climate change (Brown 2015).  Further, recent studies show that the State’s 

existing and proposed regulatory framework will allow the State to reduce its GHG 

emissions level to 40 percent below 1990 levels by 2030, and to 80 percent below 

1990 levels by 2050.  Even though these studies did not provide an exact regulatory 

and technological roadmap to achieve the 2030 and 2050 goals, they demonstrated 

that various combinations of policies could allow the statewide emissions level to 

remain very low through 2050, suggesting that the combination of new technologies 

and other regulations not analyzed in the studies could allow the State to meet the 

2050 target (Energy and Economics (2015). 

 

Given the proportional contribution of mobile source‐related GHG emissions to the State’s inventory, 

recent studies also show that relatively new trends, such as the increasing importance of web‐based 

shopping, the emergence of different driving patterns by the “millennial” generation and the 

increasing effect of Web‐based applications on transportation choices, are beginning to substantially 

influence transportation choices and the energy used by transportation modes.  These factors have 

changed the direction of transportation trends in recent years, and will require the creation of new 

models to effectively analyze future transportation patterns and the corresponding effect on GHG 

emissions.  For the reasons described above, the proposed Project’s post‐2020 emissions trajectory 

is expected to follow a declining trend, consistent with the 2030 and 2050 targets. 

Regarding goals for 2050 under Executive Order S‐3‐05, at this time it is not possible to quantify the 

emissions savings from future regulatory measures, as they have not yet been developed; 

nevertheless, it can be anticipated that operation of the project would comply with whatever 

measures are enacted that state lawmakers decide would lead to an 80‐percent reduction below 

1990 levels by 2050.  Note again that the project already includes several project design features 

that exceed regulatory requirements and reduce vehicle miles traveled. 

Accordingly, taking into account the proposed project’s emissions, project design features, standard 

measures and the progress being made by the State towards reducing emissions in key sectors such 

as transportation, industry, and electricity, the project furthers the State’s goals of reducing 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Greenhouse Gas Emissions 

 

 
FirstCarbon Solutions  3.3‐85 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐03 GHG.docx 

greenhouse gas emissions to 1990 levels by 2020 and an 80‐percent reduction below 1990 levels by 

2050, and does not obstruct their attainment. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.4 ‐ Hazards and Hazardous Materials 

3.4.1 ‐ Introduction 

This section describes the existing hazards and hazardous materials setting and potential effects 

from project implementation on the site and its surrounding area.  Descriptions and analysis in this 

section are based on the Phase I Environmental Site Assessment (Phase I ESA) prepared by GeoCon 

Consultants, Inc. (GeoCon). 

3.4.2 ‐ Environmental Setting 

Hazardous Materials 

Hazardous materials, as defined by the California Code of Regulations, are substances with certain 

physical properties that could pose a substantial present or future hazard to human health or the 

environment when handled, disposed, or otherwise managed improperly.  Hazardous materials are 

grouped into the following four categories, based on their properties: 

 Toxic – causes human health effects 

 Ignitable – has the ability to burn 
 Corrosive – causes severe burns or damage to materials 

 Reactive – causes explosions or generates toxic gases 
 

A hazardous waste is any hazardous material that is discarded, abandoned, or slated to be recycled.  

The criteria that define a material as hazardous also define a waste as hazardous.  If handled or 

disposed improperly, hazardous materials and hazardous waste can result in public health hazards if 

released into the soil or groundwater or through airborne releases in vapors, fumes, or dust.  Soil 

and groundwater having concentrations of hazardous constituents higher than specific regulatory 

levels must be handled and disposed of as hazardous waste when excavated or pumped from an 

aquifer.  The California Code of Regulations, Title 22, Sections 66261.20‐24 contains technical 

descriptions of toxic characteristics that could cause soil or groundwater to be classified as 

hazardous waste. 

Phase I Environmental Site Assessment 

A Phase I ESA was prepared by GeoCon in February 2012 to determine the presence or absence of 

hazardous materials on the project site.  The findings of the Phase I ESA are summarized below.  

Records Search 

At the request of GeoCon, Environmental Data Resources, Inc. (EDR) performed a search of federal, 

state, and local databases listing contaminated sites, brownfield sites (a development site having the 

presence or potential presence of hazardous substance, pollutant, or contaminate), underground 

storage tank (UST) sites, waste storage sites, toxic chemical sites, contaminated well sites, 

clandestine drug lab sites, and other sites containing hazardous materials.  The record search results 

are discussed below. 
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Project Site 

The project site is located on six databases searched by EDR: 

 Resource Conservation and Recovery Act – Small Quantity Generators (RCRA‐SQG) 

 Facility Index System Database (FINDS) 

 Hazardous Waste Manifests Database (HAZNET) 

 California Hazardous Materials Incident Report System (CHMIRS) 

 Fresno County Certified Unified Program Agency (CUPA) 

 Emergency Response Notification System (ERNS)  

 

All six listings pertain to the prior Camp America use of the project site.  A 2007 hazardous materials 

business plan (HMBP) associated with Camp America indicated that the following were stored on 

site: two propane tanks, an 85‐gallon aboveground storage tank (AST) containing transmission fluid, 

and multiple 55‐gallon drums.  Additionally, records on file with the Fresno County Environmental 

Health Department indicate that an employee of the former Super K‐Mart dispensed approximately 

40 gallons of liquid chlorine into an on‐site storm drain in 1993. 

Since Camp America vacated the site in 2008 and the amount of time that has elapsed since the 

liquid chlorine release, past uses of hazardous materials on the project site are not considered to 

pose a risk to human health or the environment. 

Additionally, prior to closing title on the project site, the tanks, AST, and drums listed above were 

removed pursuant to the purchase agreement. 

Surrounding Land Uses 

Table 3.4‐1 summarizes database listings for surrounding land uses within 1,000 feet of the project site. 

Table 3.4‐1: Record Search Summary – 1,000‐Foot Radius 

Name  Location 
Distance From 
Project Site  Database(s)  Status 

West Shaw 
Unocal 76 

4020 W. 
Shaw 
Avenue 

650 feet 
(south) from 
site building 

Fresno County 
CUPA, UST 

Facility operates a 12,000‐gallon 
and a 20,000‐gallon USTs; no spills 
or leaks reported; facility has 
received several notices of 
violations associated with 
permitting.   

Tire Pros  4102 W. 
Shaw 
Avenue 

750 feet 
(south) from 
site building 

Fresno County 
CUPA 

Facility reported 80‐gallon drum 
of new motor oil and two 100‐
gallon ASTs of coolant and waste 
oil in 2007; no spills or leaks 
reported. 

Carroll’s Tire 
Warehouse 

4130 W. 
Shaw 
Avenue 

750 feet 
(south) from 
site building 

Fresno County 
CUPA 

A 2011 hazardous materials 
business plan is on file with the 
CUPA; no ASTs or USTs reported; 
no spills or leaks reported. 
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Table 3.4‐1 (cont.): Record Search Summary – 1,000‐Foot Radius 

Name  Location 
Distance From 
Project Site  Database(s)  Status 

Goodguys Tire 
Center 

4119 W. 
Shaw 
Avenue 

950 feet 
(south) from 
site building 

RCRA – SQG, 
FINDS, HAZNET, 
Fresno County 
CUPA 

A 2009 hazardous materials 
business plan indicates that the 
facility stores 28 vehicle batteries 
(waste), a 200‐gallon waste 
coolant AST, and a 500‐gallon 
waste oil AST; no spills or leaks 
reported. 

West Coast 
Exhaust/Califor
nia Smog 
Repair/Clutch 
Mart 

4123 W. 
Shaw 
Avenue 

1,050 feet 
(south) from 
site building 

Fresno County 
CUPA 

A 2010 hazardous materials 
business plan indicates that the 
facility stores five vehicle 
batteries (waste), a 5‐gallon waste 
coolant container, and two 125‐
gallon ASTs containing new and 
waste oil; no spills or leaks 
reported. 

Aeromax‐
Langendorf 
Bread/The 
Bread 
Box/Goodstuff 
Foods 

4055 W. 
Shaw 
Avenue 

1,400 feet 
(south) from 
site building 

HAZNET, HIST UST, 
CA FID UST, 
SWEEPS UST, 
Fresno County 
CUPA 

Database listings typically 
associated with presence of UST; 
however, no records of UST at 
site; no spills or leaks reported. 

Econo Lube N 
Tune/Meineke 
Car Care Center 

4127 W. 
Shaw 
Avenue 

950 feet 
(south) from 
site building 

RCRA – SQG, LUST, 
FINDS, HAZNET, CA 
FID UST, SWEEPS 
UST, Fresno County 
CUPA 

Site previously contained a 500‐
gallon UST that was removed in 
2008; Petroleum hydrocarbons 
detected in soil post UST removal; 
Property owner is in process of 
remediating site.  Given the 
distance and direction 
(hydrologically downgradient) 
from the project site, this facility 
is unlikely to impact the project 
site. 

Central Cal 
Metals  

4692 
North 
Brawley 
Avenue 

½ mile 
(southeast) 
from project 
site 

HIS UST  One 500‐gallon gasoline UST was 
installed at this facility in 1969 
and one 1,000 gallon UST was 
installed at this facility in 1975.  
Upon 1991 inspection, no signs of 
UST. 

Valblock  4536 
North 
Brawley 
Avenue 

1 mile south 
from project 
site 

HIS UST  Given the distance and direction 
from the site (hydrologically 
downgradient), this facility is 
unlikely to impact the project site. 

Notes: 
RCRA =Resource Conservation and Recovery Act – Small Quantity Generator 
HAZNET = Facility and Manifest Data 
HIS UST = Hazardous Substance Storage Container Database 
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Table 3.4‐1 (cont.): Record Search Summary – 1,000‐Foot Radius 

Name  Location 
Distance From 
Project Site  Database(s)  Status 

FINDS =Facility Index System 
SWEEPS UST = Statewide Environmental Evaluation and Planning System 
CA FID UST =Facility Inventory Database 
CUPA = Certified Unified Program Agency 
LUST = Leaking Underground Storage Tank 
AST = aboveground storage tank 
UST = underground storage tank 
Source: GeoCon Consultants, Inc., 2011. 

 

As shown in the table, only one property—Econo Lube N Tune/Meineke Car Care located at 4127 W. 

Shaw Avenue—reported a release of hazardous materials.  Based on the shallow nature of the 

petroleum hydrocarbon constituents reported in samples collected beneath the UST (approximately 

9 feet), and the distance and direction (over 500 feet hydrologically downgradient) from the project 

site, this facility does not appear to represent an adverse risk to the project site. 

Aerial Photographs 

Historic aerial photographs of the project site and vicinity dating to 1946 were obtained as part of 

the Phase I ESA process.  Table 3.4‐2 summarizes each photograph.  These photographs indicate the 

presence of the existing surrounding commercial structures, residential structures, and vacant lands 

prior to the construction of the existing commercial building.  Surrounding adjacent properties 

observed in these photos are commercial and residential in nature.  Nothing was observed on the 

aerial photographs that would indicate the presence of a recognized environmental concern on or 

adjacent to the project site. 

Table 3.4‐2: Aerial Photograph Summary 

Year 
Scale  

(Inch: Feet)  Description 

1946  1: 555  The site was agricultural with no infrastructure on site.  An unimproved road was 
present across the northwestern section.  Adjacent land was also used for 
agricultural purposes.  Roads with alignments similar to W. Shaw Avenue and N. 
Brawley Avenue were aligned along the southern and eastern boundaries of the 
site, respectively. 

1957  1: 555  Largely similar to 1946 image; additional commercial development present to the 
south and southwest of the project site. 

1965  1: 555  Similar to 1957 image 

1975  1: 516  The site and adjacent properties are not discernible on this aerial photograph. 

1984  1: 690  Project site is similar to the 1965 image.  There are residential developments to the 
north of the site and a basin further southeast of the southeast adjacent property.  A 
road with a similar alignment to W. San Jose Avenue was present to the north. 

1987  1: 666  Similar to 1984 image  
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Table 3.4‐2 (cont.): Aerial Photograph Summary 

Year 
Scale  

(Inch: Feet)  Description 

1998  1: 604  Project site is developed with a commercial structure and associated paved parking 
lot.  Adjacent properties were similar to 1987 image; however, the properties east 
and southeast of the project site were developed for commercial use. 

2005  1: 604  Project site was similar to 1998 image; additional commercial development south 
and west of the project site.   

2006  1: 604  Similar to 2005 image 

Source: GeoCon Consultants, Inc., 2011. 

 

Topographical Maps 

Historic United States Geological Survey topographical maps of the project vicinity were reviewed as 

part of the Phase I ESA process.  Table 3.4‐3 summarizes each map.  The maps are generally 

consistent with the development shown in the historic aerial photographs. 

Table 3.4‐3: Topographic Map Summary 

Year 
Scale 

(inches: feet)  Description 

1923  1:31,680  No structures are depicted on the project site nor are there any uses at the project 
site that can be seen on the map.  The map depicts W. Shaw Avenue and N. 
Brawley Avenue adjacent to the south and west of the project site, respectively.  A 
water channel aligned in a northwest to southeast direction can be seen on the 
south‐southwest portion of the project site.   

1965  1:24,000  Similar to the 1923 topographic map; however, an irrigation canal with a north to 
south alignment is depicted in the eastern portion of the project site.  Additionally, 
the water channel depicted south‐southwest of the project site is depicted as the 
“Herndon Canal.”  There are commercial developments south of the project site.   

1972  1:24,000  Similar to 1965 topographic map 

1981  1:24,000  Similar to 1972 topographic map 

Source: GeoCon, 2011. 

 

City Directory Listings 

City Directory Listings for Fresno were reviewed as part of the Phase I ESA process to determine the 

past uses that occupied the project site.  Table 3.4‐4 summarizes the City Directory Listings for 4080 

W. Shaw Avenue. 
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Table 3.4‐4: City Directory Listing Summary 

Year  Listings For 4080 W. Shaw Avenue 

1996  K‐Mart; Site & Save 

2002  Bo Rics Haircare; K‐Mart; Olan Mills Portrait Studio; West 
Shaw Avenue Department of Motor Vehicles 

Source: GeoCon Consultants, Inc. 

 

The 1996 City Directory listings correspond to the K‐Mart use of the project site, which occurred 

between 1992 and 2000.  The 2002 City Directory listing corresponds with a 4‐year period during 

which the site was unoccupied, and thus appears to be outdated.  The 2002 Department of Motor 

Vehicles listing for the project site appears to be in error, as there is no other documentation 

confirming that such a use occupied the site.  Regardless, the City Directory listings indicate that the 

project site was occupied by uses that would not engage in the use of significant quantities of 

hazardous materials. 

Site Reconnaissance 

Site reconnaissance of the project site was performed in October 2011 to determine if potential 

hazardous conditions were present.  Table 3.4‐5 provides a summary of the observations. 

Table 3.4‐5: Site Reconnaissance Observations 

Location  Observations 

Exterior ‐ General  The site is developed with a single‐story commercial building (former Dan 
Gamel’s Camp America), asphalt‐paved parking lots, and landscaping.  The 
building is a mixture of steel‐frame and cinder block (brick) construction on 
a slab‐on grade foundation.  The exterior walls are finished with stucco, 
decorative stone, and wood.  Multiple vents, fan blowers, and air 
conditioning units were observed on the roof of the building. 

Exterior – Rear Store Area   20 empty 55‐gallon drums, four empty polyethylene containers labeled for 
storage of “hazardous waste,” and dismantled hydraulic lift hoists.  No 
staining or other indications of leakage was observed. 

Exterior – Walled Enclosure 
in Rear Store Area 

A mobile fuel tank/tool box and two 30‐gallon drums containing motor oil 
and transmission fluid.  An undetermined liquid was present within the 
mobile fuel tank/tool box.  De minimis staining of the concrete pad 
supporting the mobile fuel tank/tool box was observed.  No staining or 
other indications of leakage were observed from the two 30‐gallon drums.  
One pad‐mounted Pacific Gas and Electric Company (PG&E) electrical 
transformer and sub‐grade switchbox was observed within the walled 
compound.  An identification plate was observed on the transformer (ID No. T‐
11683); however, no information regarding possible polychlorinated biphenyl 
(PCB) content and installation date was provided on the identification plate.  
De minimis staining observed near the northern side of the transformer. 
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Table 3.4‐5 (cont.): Site Reconnaissance Observations 

Location  Observations 

Exterior – Back Wall in Rear 
Store Area 

One pad‐mounted PG&E electrical transformer and sub‐grade switchbox 
was observed.  An identification plate was observed on the transformer (ID 
No. F‐2925); however, no information regarding possible PCB content and 
installation date was provided on the identification plate.  No staining of the 
ground surface or indication of leakage from the pad‐mounted transformer 
was observed.  Some de minimis staining of the pavement west of the 
subgrade switch‐box was observed; however, the staining appears to be 
attributable to degreasing and equipment washing operations associated 
with the former Dan Gamel’s Camp America northern service area. 

Exterior – Rear Store Area  Roll‐off bin containing construction debris, overturned 5‐gallon bucket of 
Valvoline grease, rusted 5‐gallon metal container inside a 30‐gallon plastic 
drum of water.  No signs of staining of the ground surface or leakage from 
the plastic drum were observed; however, some de minimis staining of the 
paved ground surface was observed adjacent to the overturned 5‐gallon 
grease bucket. 

Exterior – Loading Dock  Clarifier sump located in trench (also referred to as “grease traps”); no 
indications of petroleum or oil sheens. 

Exterior – Front Store Area  A subgrade PG&E vault was observed adjacent to one of the landscape 
medians within the northeast area of the parking lot.  An identification plate 
was not observed on the subgrade vault.  No signs of staining of the ground 
surface or leakage from the subgrade transformer were observed.  Two 
high‐voltage overhead electrical lines towers were observed within the 
central area of the parking lot.  The high‐voltage electrical lines are aligned 
in a northwest to southeast direction over the project site’s parking lot.  
Some debris from transients was observed within the area at the base of the 
electrical line tower. 

Exterior – West Side of 
Building 

30‐gallon drum labeled as gear lubricant was observed along the western 
outside wall of the building.  The drum was filled with water and residual 
grease along the inside of the drum.  No staining or other indications of 
leakage were observed. 

Exterior – Enclosure on 
West Side of Building 

Former hydraulic lift locations were backfilled and paved with asphalt.  Six 
concrete islands used for lift support remain in place.  De minimis staining 
was observed adjacent to the southernmost concrete lift‐support island. 

Interior – General  Former RV showroom occupies approximately 70 percent of the building 
interior.  Offices, employee facilities, stockrooms, storage, RV service areas, 
maintenance, a mezzanine with offices and call‐center, and café surround 
the showroom.  Fluorescent light fixtures, exit signs, electrical transformers, 
and air conditioning systems were observed. 

Interior – North  The northern section of the building includes a detail area, several ground‐
floor offices, maintenance rooms, storage areas, a mezzanine with offices, a 
shipping and receiving area, electrical rooms, and the northern service area.  
Materials observed within the building’s detail areas included floor displays 
(fabric trees, lighting equipment, marketing display containers, seasonal 
decorations, ladders, floor buffers, and unused drywall).  Four RV motors 
were observed near the western end of the detail area.  Two of the RV 
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Table 3.4‐5 (cont.): Site Reconnaissance Observations 

Location  Observations 

motors appeared to be new and packed inside wooden crates, while the 
other two RV motors appeared to be used and placed on pallets.  No 
staining of the surrounding concrete floor surface or leaks from the motors 
were observed.  Approximately six empty offices were observed within the 
ground floor central areas.  Other rooms observed included a caged storage 
area with metal shelving, a network room, public restrooms, a storage area 
with access to the fire suppression valve system, an electrical panel room, 
and janitorial closet.  The offices and storage room were primarily empty.  
Cleaning chemicals and a floor drain were observed in a janitorial closet.  No 
signs of leakage or damage of the equipment within the electrical panel 
room were observed. 
 

The mezzanine area located over the ground floor office area includes 12 
separate rooms/offices.  The largest room was used as a “call center” for the 
former Dan Gamel’s Camp America. 

Interior – North ‐Shipping 
and Receiving 

The shipping and receiving area is located within the northeast section of 
the building.  Materials observed within the shipping and receiving area 
include wood pallets, empty gas cans, and a used vehicle battery.  The floor 
of the shipping and receiving area is a combination of concrete pavement 
and rubber‐coated tile.  Some sections of the concrete floor appeared to 
have been cut and repaved.  Several elongated grate‐covered floor drains 
were observed throughout the shipping and receiving area.  The floor drains 
appeared to be dry, with no signs of staining or deterioration of the 
concrete floor observed. 
 

A room with an approximately 2‐foot by 8‐foot sump is located along the 
east side of the shipping and receiving area.  A metal grate covers the sump, 
which was observed to be covered by a rubber floor mat.  The sump was 
filled with water and non‐petroleum grease (no hydrocarbon odors).  The 
water and grease mixture observed within the sump may have been 
associated with wash water from the former K‐Mart operations, which used 
to sell meats, produce, and groceries.  No signs of staining or deterioration 
of the floor surface surrounding the sump were observed. 

Interior – North ‐Electrical 
Room 

The main electrical room is located within the northwest corner of the 
shipping and receiving area.  The primary transformer for the building and 
several electrical switches were observed within the electrical room.  An 
identification plate on the transformer indicated that it is a 500 kilovolt‐
ampere (KVA) “dry‐type” transformer manufactured by General Electric 
(model no. 9T23 C 4067 G80, serial no. DY).  No signs of leakage or damage 
of the equipment within the electrical room were observed. 

Interior – North ‐ Service 
Area 

The northern service area is located within the northeast section of the 
building.  The northern service area appears to have been used for light RV 
repair and service work, with no evidence of hydraulic lifts or mechanics’ 
pits observed.  The floor surface is a combination of concrete pavement and 
rubber‐coated tile.  Several elongated, grate‐covered floor drains were 
observed.  The floor drains appeared to be dry, with no signs of staining or 
deterioration of the concrete floor.  Containers and equipment stored 
within this area included: a 20‐gallon drum of cleaning solvent; Three 
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Table 3.4‐5 (cont.): Site Reconnaissance Observations 

Location  Observations 

vehicle batteries; Four 55‐gallon drums of motor oil; Three 5‐gallon buckets 
of motor oil; Two 5‐gallon buckets of lubricant; Six quarts of motor oil; Two 
55‐gallon drums of clean solvent with parts‐washing bins attached to the 
drum tops.  With the exception of the 20‐gallon drum of cleaning solvent 
and the vehicle batteries, all of the petroleum product and chemical 
containers were stored on wooden pallets.  No staining or other indications 
of leakage from the containers on the surrounding floor were observed. 

Interior – Northeast ‐ Parts 
Area 

The parts area is located within the northeastern section of the building, 
and includes the main parts receiving room and a parts area expansion to 
the north that had been constructed as three separate rooms.  There were 
no signs of leaks associated with the hydraulic lifts located in the main parts 
receiving room.  The two northern parts area expansion rooms were 
primarily empty, while paints, thinners, and cleaning equipment were 
observed within the southern parts area expansion room.  Materials 
observed within the southern parts area expansion room included: 40 1‐
gallon containers of paint; ten 1‐gallon and four 5‐gallon containers of paint 
thinner; two 30‐gallon containers labeled “waste paint related material”; 
one 55‐gallon drum of used absorbent; Safety Kleen painting equipment 
cleaner basin; a container of R‐22 refrigerant; and a fire cabinet containing 
more than 100 pint‐ and quart‐sized containers of paint.  No staining or 
other indications of leakage were observed. 

Interior – East ‐ Service Area  The eastern service area extends from the southern end of the building to 
its northern end.  The floor surface of the eastern service area is a 
combination of concrete pavement and rubber‐coated tile.  Several 
elongated, grate‐covered floor drains were observed near the northern end 
of the eastern service area.  The floor drains appeared to be dry, with no 
signs of staining or deterioration of the concrete floor observed.  Materials 
observed included two 5‐gallon buckets of grease, nine 5‐gallon buckets of 
paint, and sixteen 1‐gallon cans of paint.  No staining or other indications of 
leakage were observed. 

Interior – South  The southern section of the building includes two vestibule entrances, 
former retail sales areas, and approximately 12 offices and customer service 
rooms of various dimensions.  In addition, a former café is located near the 
southeast corner of the showroom. 

Interior – West ‐ Service 
Area 

The western section of the building includes two service offices and the 
western service area.  Materials observed within the western service area 
included: a 30‐gallon drum of solvent with an attached parts cleaning basin 
and a 5‐gallon bucket of grease. 

Source: GeoCon Consultants, Inc. 

 

GeoCon indicated that none of the materials and substances observed represent a “Recognized 

Environmental Constraint,” but it did indicate that they will need to be disposed of in accordance 

with applicable federal and state standards. 
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Prior to closing title on the project site, the materials noted above in the 2011 reconnaissance were 

removed from the project site pursuant to the purchase agreement. 

Hazardous Materials Survey 

The Phase I ESA included a survey of potentially hazardous materials present on the project site.  

Additionally, previous investigation reports associated with the site were reviewed.  The reports are 

listed below in chronological order: 

 Phase I Environmental Site Assessment, 4080 West Shaw Avenue, Fresno, California, prepared 

by The Twining Laboratories, Inc. (Twining) dated December 22, 2006. 
 

 Phase I Environmental Site Assessment, 4080 West Shaw Avenue, Fresno, California, prepared 

by Converse Consultants (Converse), dated February 26, 2008. 
 

 Asbestos Survey, 4080 West Shaw Avenue, Fresno, California, prepared by Krazan & 

Associates, Inc. (Krazan), dated August 5, 2008. 
 

 Lead Based Paint Survey (LBP) Auto Dealership, 4080 West Shaw Avenue, Fresno, California, 

prepared by Krazan & Associates, Inc. (Krazan), dated August 5, 2008. 
 

 Phase I Environmental Site Assessment, 4080 West Shaw Avenue, Fresno, California, prepared 

by CEI Engineering Associates (CEI), dated February 2009. 
 

 Limited Soil Assessment, Dan Gamel’s Camp America, 4080 West Shaw Avenue, Fresno, 

California, prepared by Twining, dated February 26, 2009. 

 

A summary of the findings of the survey and reports follows.  

Asbestos 

Asbestos is the name given to a number of naturally occurring, fibrous silicate minerals mined for 

their useful properties such as thermal insulation, chemical and thermal stability, and high tensile 

strength.  Asbestos is commonly used as an acoustic insulator, thermal insulation, fireproofing, and 

in other building materials.  Asbestos is made up of microscopic bundles of fibers that may become 

airborne when asbestos‐containing materials are damaged or disturbed.  When these fibers get into 

the air, they may be inhaled into the lungs, where they can cause significant health problems.  The 

California Occupational Health and Safety Administration (CalOSHA) defines asbestos‐containing 

construction materials as any material that contains more than 0.1 percent asbestos by weight. 

Krazan & Associates conducted an asbestos survey of the existing building in August 2008.  Forty 

samples of building materials suspected of being asbestos containing material (ACM) from within the 

existing store were tested for asbestos.  One of the 40 samples collected contained at least 1 percent 

asbestos (floor tile mastic), which is considered a Category I non‐friable ACM under National 

Emissions Standards for Hazardous Air Pollutants (NESHAP) regulations.  Krazan recommended that if 

the floor tile mastic was left in‐place, then building occupants should avoid buffing, sanding, 

grinding, or abrading the material, as this activity would cause the ACM to become friable and be 

considered a regulated asbestos‐containing material (RACM) under NESHAP regulations.  Therefore, 
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the presence of asbestos in building materials within the on‐site building is considered a business 

environmental risk associated with the site. 

Lead 

Lead is a highly toxic metal that was used until the late 1970s in a number of products, most notably 

in paint.  Lead may cause a range of health effects, from behavioral problems and learning 

disabilities to seizures and death.  Primary sources of lead exposure are deteriorating lead‐based 

paint, lead‐contaminated dust, and lead‐contaminated soil.  Both the United States Environmental 

Protection Agency (EPA) and the California Department of Health Services define lead paint as 

containing a minimum of 0.5 percent by weight.  Lead‐containing waste materials with a 

concentration greater than 0.1 percent are considered hazardous waste by California law.  Both the 

federal and California OSHA maintain regulations regarding the disturbance of paints that contain 

any amount of lead. 

Krazan & Associates conducted a lead‐based paint survey of the existing building store in August 2008.  

Fifty‐two paint samples were collected throughout the existing building and laboratory tested for the 

presence of lead‐based paint.  None of the samples was determined to contain lead‐based paint.  As 

such, lead‐based paint does not represent a business environmental risk associated with the site. 

Polychlorinated Biphenyls (PCBs) 

Polychlorinated biphenyls (PCBs) are mixtures of synthetic chemicals with similar chemical 

structures.  PCBs can range from oily liquids to waxy solids.  Because of their non‐flammability, 

chemical stability, high boiling point, and electrical insulating properties, PCBs were used in 

hundreds of industrial and commercial applications, including electrical, heat transfer, and hydraulic 

equipment; as plasticizers in paints, plastics, and rubber products; in pigments, dyes, and carbonless 

copy paper; and many other applications.  The EPA banned manufacture of equipment containing 

PCBs in 1979. 

The PG&E electrical transformers and subgrade switchboxes observed on the project site were installed 

in the 1990s.  PG&E confirmed that the devices do not contain PCBs.  Additionally, because of the age of 

the building (early 1990s), it is unlikely that the florescent light ballasts contain PCBs.  Therefore, PCB‐

containing materials or equipment would not represent a business environmental risk. 

Mercury 

Mercury is a naturally occurring element that is found in air, water, and soil that has traditionally been 

used to make products such as fluorescent lamps, switches, and thermometers.  Mercury exposure at 

high levels can harm the brain, heart, kidneys, lungs, and immune system of people of all ages.  Scientific 

studies have shown that high levels of mercury in the bloodstream of unborn babies and young children 

may harm the developing nervous system, making a child less able to think and learn. 

Several air conditioning controls were observed throughout the building; however, the controls 

observed were digital, and did not use mercury switches.  The existing building contains fluorescent 

lighting ballasts that may contain mercury.  Therefore, mercury related to the lamps used within the 

fluorescent light fixtures in the building represents a business environmental risk. 
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Chlorofluorocarbons (CFCs) 

CFCs were developed in the early 1930s and are used in a variety of industrial, commercial, and 

household applications.  These substances are non‐toxic, non‐flammable, and non‐reactive with 

other chemical compounds.  These desirable safety characteristics, along with their stable 

thermodynamic properties, make them ideal for many applications—as coolants for commercial and 

home refrigeration units, aerosol propellants, electronic cleaning solvents, and blowing agents.  CFCs 

contribute to depletion of the ozone layer and, consequently, to skin cancer and cataracts. 

The existing building contains air conditioning equipment.  Because the building was constructed in 

the early 1990s, R‐22 refrigerant, which is a CFC, was likely used within these air conditioning units.  

Therefore, CFCs related to the use of R‐22 refrigerant in the building’s air conditioning units 

represents a business environmental risk associated with the site. 

Aboveground and Underground Storage Tanks 

No ASTs or USTs were observed during the site reconnaissance.  In addition, the records obtained 

from regulatory agencies do not indicate that USTs ever were present at the site. 

Radon is a carcinogenic, radioactive gas resulting from the natural breakdown of uranium in soil, 

rock, and water.  Radon gas enters a building through cracks in foundations and walls.  Once inside 

the building, radon decay products may become attached to dust particles and inhaled, or the 

decayed radioactive particles alone may be inhaled and cause damage to lung tissue.  The EPA has 

established a safe radon exposure threshold of 4 picoCuries per liter of air (pCi/L). 

The California Department of Health Services has conducted various indoor radon tests within the 

Fresno area.  Table 3.4‐6 summarizes indoor radon tests at five zip codes in the project vicinity.  

When the total test results are aggregated, they indicated that 7.6 percent of tests yielded readings 

greater than 4 pCi/L.  The California Department of Health Services classifies zip codes with 7 to 20 

percent of samples exceeding 4.0 pCi/L to be areas of moderate indoor radon potential. 

Table 3.4‐6: Indoor Radon Summary 

Zip Code (Geographical Area)  Indoor Radon Tests 

Tests Exceeding 4 pCi/L 

Count  Percent 

93722 (Northwest Fresno – West Fresno)*  38  1  2.6 

93704 (Fresno City College Area)  24  0  0.0 

93705 (Ashlan)  14  0  0.0 

93710 (North Central Fresno)  35  2  5.7 

93711 (Bullard)  61  10  16.4 

Aggregate Total  172  13  7.6 

Note: 
*  Project Site zip code 
Source: California Department of Health Services, 2013. 
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Indoor Air Quality 

Indoor pollution sources that release gases or particles into the air are the primary cause of indoor 

air quality problems.  In addition, vapor intrusion related to petroleum and hazardous chemical 

plumes in soil and groundwater from on‐site and off‐site sources may also contribute to indoor air 

quality concerns.  Inadequate ventilation can increase indoor air pollutant levels by not circulating 

enough outdoor air to dilute emissions from indoor sources and by not carrying indoor air pollutants 

out.  High temperature and humidity levels can also increase concentrations of some pollutants.  

GeoCon personnel did not identify any issues at the site during their site reconnaissance on October 

18, 2011 that would pose a significant threat to indoor air quality.  In addition, GeoCon’s review of 

regulatory agency files did not indicate the presence of petroleum or hazardous substances in soil or 

groundwater beneath the site.  Accordingly, indoor air quality does not represent a business 

environmental risk at the project site. 

Drinking Water Quality 

Water samples were collected from five tap locations inside the building on October 18, 2011, and 

submitted to a laboratory for analysis.  The water samples were collected from five locations and 

summarized in Table 3.4‐7. 

Table 3.4‐7: Water Sample – Lead Results 

Sample Location  Sample Name 
Reported Lead 

Concentration (mg/L) 
Laboratory Detection Limit 

(mg/L) 

Janitorial room sink faucet  W‐1  ND  0.0015 

Men’s northern public restroom sink 
faucet 

W‐2  ND  0.0015 

Northern service area spigot  W‐3  ND  0.0015 

Northern service area sink faucet  W‐4  0.0081  0.0015 

Eastern service area women’s 
restroom sink faucet 

W‐5  0.0037  0.0015 

Notes: 
mg/L = milligrams per liter 
ND = Lead not detected in water sample 
Source: GeoCon Consultants, Inc., 2011. 

 

Section 64672.3 of Title 22 of the California Code of Regulations (CCR) indicates that the maximum 

contaminant level (MCL) for lead in drinking water is 0.015 mg/L.  Results of the analysis indicated 

that lead was reported in concentrations of 0.0081 mg/L in the sample collected from the northern 

service area sink faucet, and 0.0037 mg/L in the sample collected from the eastern service area’s 

women’s restroom sink faucet.  The concentrations of lead reported in these two water samples do 

not exceed the CCR Title 22 MCL for lead in drinking water.  Lead was reported as “not detected” in 

the remaining water samples. 
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Drinking water is supplied to the building by the City of Fresno Water Division.  Based on the City of 

Fresno’s 2012 Consumer Confidence Report, lead was reported as not exceeding the MCL in 54 

samples collected from the domestic water supply provided by the City of Fresno in 2012. 

Based on the lead concentrations reported from the samples collected within the project site building 

and to the lead concentrations in the domestic water supply provided to site by the City of Fresno, lead 

in the drinking water does not represent a business environmental risk associated with the site. 

Mold 

Some water‐staining of the ceiling tiles within the building’s showroom, and water damage 

associated with the building’s western service area ceiling tiles was observed; however, these areas 

appeared to be dry with no visible evidence of water or moisture on the underlying floor.  In 

addition, signs of mold growth (staining, odor) were not evident within these areas or other areas of 

the building.  Therefore, mold is not a business environmental risk associated with the site. 

High‐Voltage Power Lines 

High‐voltage power lines emit electromagnetic fields (EMFs) and have been suspected to be linked to 

cancer, although scientific research has never conclusively established a link between EMFs and cancer. 

High‐voltage power lines are present on the project site.  Overhead high‐voltage electrical lines 

crosses the southern portion of the parking area in a northwest to southeast direction.  Two towers 

that support the electrical lines are located within the parking area.  The electrical lines are located 

in public utility easement.  The high‐voltage power lines present on the project site will not pose an 

environmental risk associated with the project. 

Soils 

A Limited Soil Assessment was conducted in 2009.  The soil assessment advanced six soil borings to 

20 feet on the western side of the existing building.  Soil samples were analyzed for traces of 

petroleum hydrocarbon as diesel (TPHd) and petroleum hydrocarbon as motor oil (TPHmo).  None of 

the soil samples that were analyzed contained traces of either petroleum hydrocarbon, with the 

exception of one 10‐foot sample from Boring 5 (B5), which was reported for containing (TPHmo) at 

concentration level of 11 milligrams per kilogram.  The presence of the TPHmo represents a business 

environmental risk associated with the site. 

3.4.3 ‐ Regulatory Framework 

Federal 

Resource Conservation and Recovery Act 

The 1976 Federal Resource Conservation and Recovery Act (RCRA) and the 1984 RCRA Amendments 

regulate the treatment, storage, and disposal of hazardous and non‐hazardous wastes.  The 

legislation mandated that hazardous wastes be tracked from the point of generation to their ultimate 

fate in the environment.  This includes detailed tracking of hazardous materials during transport and 

permitting of hazardous material handling facilities. 
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Comprehensive Environmental Response, Compensation, and Liability Act 

The Comprehensive Environmental Response, Compensation, and Liability Act of 1980 introduced 

active federal involvement to emergency response, site remediation, and spill prevention, most 

notably the Superfund program.  The act was intended to be comprehensive in encompassing both 

the prevention of, and response to, uncontrolled hazardous substances releases.  The act deals with 

environmental response, providing mechanisms for reacting to emergencies and to chronic 

hazardous material releases.  In addition to establishing procedures to prevent and remedy 

problems, it establishes a system for compensating appropriate individuals and assigning appropriate 

liability.  It is designed to plan for and respond to failure in other regulatory programs and to remedy 

problems resulting from action taken before the era of comprehensive regulatory protection. 

State 

California Health and Safety Code 

The California Environmental Protection Agency enforces rules governing the use of hazardous materials 

and the management of hazardous wastes.  California Health and Safety Code Sections 25531, et seq. 

incorporate the requirements of the Superfund Amendments and Reauthorization Act and the Clean Air 

Act as they pertain to hazardous materials.  Health and Safety Code Section 25534 directs facility owners 

storing or handling acutely hazardous materials in reportable quantities to develop a Risk Management 

Plan.  The plan must be submitted to the appropriate local authorities, the designated local 

administering agency, and the EPA for review and approval. 

Local 

City of Fresno 

Fresno General Plan 

The City of Fresno General Plan establishes the following applicable objectives and policies related to 

hazards and hazardous materials that are relevant to the proposed project: 

Noise and Safety Element – Hazardous Materials 

 Objective NS‐4: Minimize the risk of loss of life, injury, serious illness, and damage to property 

resulting from the use, transport, treatment, and disposal of hazardous materials and 

hazardous wastes. 

‐ Implementing Policy NS‐4‐a: Processing and Storage.  Require safe processing and storage 

of hazardous materials, consistent with the California Building Code and the Uniform Fire 

Code, as adopted by the City. 

‐ Implementing Policy NS‐4‐b: Coordination.  Maintain a close liaison with the Fresno County 

Environmental Health Department, Cal‐EPA Division of Toxics, and the State Office of 

Emergency Services to assist in developing and maintaining hazardous material business 

plans, inventory statements, risk management prevention plans, and 

contingency/emergency response action plans. 

‐ Implementing Policy NS‐4‐c: Soil and Groundwater Contamination Reports.  Require an 

investigation of potential soil or groundwater contamination whenever justified by past site 

uses.  Require appropriate mitigation as a condition of project approval in the event soil or 

groundwater contamination is identified or could be encountered during site development. 
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‐ Implementing Policy NS‐4‐d: Site Identification.  Continue to aid federal, State, and County 

agencies in the identification and mapping of waste disposal sites (including abandoned 

waste sites), and to assist in the survey of the kinds, amounts, and locations of hazardous 

wastes. 

‐ Implementing Policy NS‐4‐e: Compliance with County Program.  Require that the 

production, use, storage, disposal, and transport of hazardous materials conform to the 
standards and procedures established by the County Division of Environmental Health.  

Require compliance with the County’s Hazardous Waste Generator Program, including the 

submittal and implementation of a Hazardous Materials Business Plan, when applicable. 

‐ Implementing Policy NS‐4‐f: Hazardous Materials Facilities.  Require facilities that handle 

hazardous materials or hazardous wastes to be designed, constructed, and operated in 

accordance with applicable hazardous materials and waste management laws and 

regulations. 

‐ Implementing Policy NS‐4‐g: Hazmat Response.  Include policies and procedures 

appropriate to hazardous materials in the City’s disaster and emergency response 

preparedness and planning, coordinating with implementation of Fresno County’s 

Hazardous Materials Incident Response Plan. 

 

Consistency with the City of Fresno General Plan objectives and policies is discussed in Section 3.6 

Land Use of this EIR. 

San Joaquin Valley Air Pollution Control District 

The San Joaquin Valley Air Pollution Control District adopted regulations and policies implementing, 

among other things, asbestos demolition and renovation requirements developed by the EPA, known 

as the National Emissions Standards for Hazardous Air Pollutants (NESHAP).  NESHAP requires that a 

thorough inspection for asbestos‐containing material be conducted before any regulated facility is 

demolished or regulated.  Any building at the site of a proposed public or commercial project, such 

as a new shopping center, is a facility subject to these regulations. 

County of Fresno 

The County of Fresno Environmental Health Division serves as the Certified Unified Program Agency 

in Fresno County.  The Certified Unified Program Agency is responsible for implementing a unified 

hazardous materials and hazardous waste management regulatory program.  The agency provides 

oversight of businesses that require Hazardous Materials Business Plans, require California 

Accidental Release Prevention plans or Federal Risk Management Plans, operate USTs and ASTs, 

generate hazardous wastes, or have on‐site treatment of hazardous wastes. 

3.4.4 ‐ Methodology 

This section is based upon the Phase I ESA prepared by GeoCon in 2011.  The Phase I ESA included a 

review of the project site’s prior‐use history; a review of properties within 1 mile of the project site 

based on reasonably accessible local, state, and federal regulatory agency environmental databases 

compiled by EDR to identify possible sources of contamination; and a review of available historic 

aerial photographs and topographic maps compiled by EDR.  The complete Phase I ESA is provided in 
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Appendix D.  Additionally, GeoCon reviewed previous investigation reports associated with the site.  

The complete reports are also provided in Appendix D. 

3.4.5 ‐ Thresholds of Significance 

According to Appendix G, Environmental Checklist, of the CEQA Guidelines, hazards and hazardous 

materials impacts resulting from the implementation of the proposed project would be considered 

significant if the project would: 

a) Create a significant hazard to the public or the environment through the routine transport, 

use, or disposal of hazardous materials? 
 

b) Create a significant hazard to the public or the environment through reasonably foreseeable 

upset and accident conditions involving the likely release of hazardous materials into the 

environment? 
 

c) Emit hazardous emissions or handle hazardous or acutely hazardous materials, substances, or 

waste within one‐quarter mile of an existing or proposed school? 
 

d) Be located on a site which is included on a list of hazardous materials sites compiled pursuant 

to Government Code Section 65962.5 and, as a result, would it create a significant hazard to 

the public or the environment? 
 

e) For a project located within an airport land use plan or, where such a plan has not been 
adopted, within two miles of a public airport or public use airport, would the project result in 

a safety hazard for people residing or working the project area?  (Refer to Section 7, Effects 

Found not to be Significant.) 
 

f) For a project within the vicinity of a private airstrip, would the project result in a safety 
hazard for people residing or working in the project area?  (Refer to Section 7, Effects Found 

not to be Significant.) 
 

g) Impair implementation of or physically interfere with an adopted emergency response plan or 

emergency evacuation plan?  (Refer to Section 7, Effects Found not to be Significant.) 
 

h) Expose people or structures to a significant risk of loss, injury, or death involving wildland 
fires, including where wildlands are adjacent to urbanized areas or where residences are 

intermixed with wildlands?  (Refer to Section 7, Effects Found not to be Significant.) 

 

3.4.6 ‐ Project Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 



City of Fresno – Northwest Fresno Walmart Project 
Hazards and Hazardous Materials  Draft EIR 

 

 
3.4‐18  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐04 Hazards.docx 

Routine Transport, Use, or Disposal of Hazardous Materials/Risk of Upset 

Impact HAZ‐1:  The proposed project may create a significant hazard to the public or the 
environment through the routine transport, use, or disposal of hazardous 
materials or through reasonably foreseeable upset and accident conditions 
involving the likely release of hazardous materials into the environment. 

Impact Analysis 

This impact analysis evaluates the potential for development of the project to create a significant 

hazard to the public or environment through the routine transport, use, or disposal of hazardous 

materials or through reasonably foreseeable upset and accident conditions involving the release of 

hazardous materials into the environment. 

Construction activities may involve the use, transport, and disposal of hazardous materials.  These 

materials may include chemicals such as gasoline, diesel fuel, lubricating oil, hydraulic oil, lubricating 

grease, automatic transmission fluid, paints, solvents, glues, and other substances used during 

construction.  Transportation, storage, use, and disposal of hazardous materials during construction 

activities would be required to comply with applicable federal, state, and local statutes and 

regulations.  Compliance with statutes and regulations would limit the risk of exposure to the public 

and environment to acceptable levels. 

As part of the development of the proposed project, a Stormwater Pollution Prevention Plan 

(SWPPP) would be developed for construction activities.  Implementation of the SWPPP and Best 

Management Practices during construction would prevent contaminated runoff from leaving the 

project site.  In addition to the SWPPP, Mitigation Measure HYD‐1a, discussed further in Section 3.5, 

Hydrology, would reduce the level of impact to less than significant. 

The continuous operation of the proposed project would not be a large‐quantity user of hazardous 

materials.  Small quantities of hazardous materials would be used on‐site such as cleaning solvents 

(e.g., degreasers, paint thinners, and aerosol propellants), paints (both latex‐ and oil‐based), acids 

and bases (such as many cleaners), disinfectants, and fertilizers.  These materials are commonly used 

in retail and grocery operations and would not trigger any federal or state permitting requirements.  

These substances would be stored in secure areas and would comply with all applicable storage, 

handling, usage, and disposal requirements.  The potential risks posed by the use and storage of 

these hazardous materials are primarily limited to the immediate vicinity of the materials.  Transport 

of these materials would be performed by commercial vendors who would be required to comply 

with various federal and state laws regarding hazardous materials transportation (e.g., Federal Motor 

Carrier Safety Administration regulations and 49 Code of Federal Regulations Parts 100‐185). 

The proposed project would have 5,795 square feet of outdoor garden space, which may require the 

transport, use and disposal of small quantities of hazardous materials such as pesticides, 

disinfectants, and fertilizers.  Transport, use, and disposal of all materials would comply with all 

federal, state, and local regulations in regards to handling hazardous materials.  The proposed store 

would include a pharmacy that would involve the potential for storage, transport, and disposal of 

biomedical wastes.  These wastes would be regularly picked up and disposed of by commercial 
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vendors who would be required to comply with all applicable federal, state, and local laws and 

regulations regarding hazardous materials transportation. 

In addition, prior to occupancy, Walmart shall be required to complete and submit either a 

Hazardous Materials Business Plan or a Business Plan Exemption form to the Fresno County 

Department of Public Health.  To ensure this occurs, Mitigation Measure HAZ‐1 requires the 

applicant to submit either a Hazardous Materials Business Plan or a Business Plan Exemption to the 

agency.  With the implementation of this mitigation measure, impacts would be reduced to a level of 

less than significant. 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

Implement Mitigation Measure HYD‐1a and the following: 

MM HAZ‐1 Prior to issuance of the certificate of occupancy or final inspection for each project 

building, the project applicant shall submit a Hazardous Materials Business Plan or 

Business Plan Exception from the Fresno County Department of Public Health.  If a 

Hazardous Materials Business Plan is required, the practices and procedures outlined 

in the plan shall be incorporated into operational activities. 

Level of Significance After Mitigation 

Less than significant impact. 

Exposure of Schools to Hazardous Materials or Emissions 

Impact HAZ‐2:  The proposed project would not emit hazardous emissions or handle hazardous or 
acutely hazardous materials, substances, or waste within one‐quarter mile of an 
existing or proposed school. 

Impact Analysis 

Lawless K‐8 Middle School is located 0.12 mile to the north, within 0.25 mile of the project site. 

As previously discussed, the proposed project would not be a large quantity user of hazardous 

materials.  Operational activities may involve the use of small quantities of commonly used 

hazardous materials such as cleaning solvents, paints, and fertilizers.  These materials would not 

trigger any federal or state permitting requirements.  These substances would be stored in secure 

areas and would comply with all applicable storage, handling, usage, and disposal requirements.  

The potential risks posed by the use and storage of these hazardous materials are primarily limited 

to the immediate vicinity of the materials.  Transport of these materials would be performed by 

commercial vendors who would be required to comply with various federal and state laws regarding 

hazardous materials transportation (e.g., Federal Motor Carrier Safety Administration regulations 

and 49 Code of Federal Regulations Parts 100‐185).  Thus, Lawless K‐8 Middle School would not be at 

undue risk to hazardous materials exposure from store operations. 



City of Fresno – Northwest Fresno Walmart Project 
Hazards and Hazardous Materials  Draft EIR 

 

 
3.4‐20  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐04 Hazards.docx 

As discussed in Section 3.2, Air Quality, the proposed project would not emit air pollutants at levels 

that would exceed health and safety exposure thresholds.  Additionally, the proposed project’s diesel 

particulate matter emissions would not expose any sensitive receptors in the project vicinity to 

unacceptable levels of health risk.  This includes students, staff, and faculty at Lawless K‐8 Middle 

School. 

In summary, the proposed project would not emit hazardous emissions or handle hazardous or 

acutely hazardous materials, substances, or waste within 0.25 mile of an existing or proposed school.  

Impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Past and Present Site Usage 

Impact HAZ‐3:  The proposed project is not located on a site which is included on a list of 
hazardous materials sites compiled pursuant to Government Code Section 
65962.5; however, development of the proposed project has the potential to 
create a safety hazard for people residing or working in the project area as a result 
of past or present usage on the project site or surrounding land uses. 

Impact Analysis 

This impact analysis evaluates whether the project is located on a site that is included on a list of 

hazardous materials sites compiled pursuant to Government Code Section 65962.5.  The analysis 

also addresses the potential for the development of the proposed project to expose persons or the 

environment to hazardous materials associated with past and current uses of the project site, as well 

as activities at surrounding land uses. 

Project Site 

The Phase I ESA identified several issues associated with past and present uses of the project site 

that could potentially result in the exposure of persons and environment to hazards and hazardous 

materials: oils, greases, solvents, paints, and other fluids, asbestos, mercury, chlorofluorocarbons, 

radon, and high‐voltage power lines.  Each is discussed below. 

Oils, Greases, Solvents, Paints, and Other Fluids 

Site reconnaissance by GeoCon personnel indicates that there are numerous drums, containers, 

cans, and similar vessels contain oils, greases, solvents, paints, and other fluids throughout the site.  

Although no significant spills or leaks were observed, the presence of these fluids creates the 

potential for accidental releases to occur.  As such, Mitigation Measure HAZ‐3 is proposed, requiring 
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the applicant to retain a hazardous materials contractor to properly remove and dispose of these 

fluids prior to construction activities. 

Asbestos 

Laboratory testing of 40 samples of various building materials detected one sample exceeding one 

percent asbestos‐containing materials.  As noted in the Asbestos Survey prepared by Krazan in 2008, 

if the floor tile mastics are left in place, then building occupants should avoid buffing, sanding, 

grinding, or abrading the material, as this activity would cause the ACM to become friable and would 

be considered a regulated asbestos‐containing material (RACM) under NESHAP regulations.  If the 

floor tiles are removed, appropriate precautions must be taken during removal of this material to 

avoid causing the ACM to become friable.  The project would be required to comply with San 

Joaquin Valley Air Pollution Control District’s Rule 4002 (National Emissions Standards for Hazardous 

Air Pollutants) and Rule 3050 (Asbestos Removal Fees).  Refer to Section 3.2, Air Quality of this EIR 

for more information. 

Mitigation Measure HAZ‐3 is proposed requiring that these materials be properly removed and 

disposed of by a certified contractor prior to construction.  The implementation of this mitigation 

measure would reduce impacts to a level of less than significant. 

Mercury 

The existing building contains fluorescent lighting ballasts that may contain mercury.  Improper 

disposal of these ballasts would be considered an environmental hazard and would be a potentially 

significant impact.  Mitigation is proposed requiring that these materials be properly removed and 

disposed of by a certified contractor prior to construction activities.  The implementation of this 

mitigation measure would reduce impacts to a level of less than significant. 

Chlorofluorocarbons (CFCs) 

Because the building was constructed in the early 1990s, the existing air conditioning units likely 

contain R‐22 refrigerant, which is a CFC.  Improper disposal of CFCs would be considered an 

environmental hazard and would be a potentially significant impact.  Mitigation is proposed 

requiring that these materials be properly removed and disposed of by a certified contractor prior to 

construction activities.  The implementation of this mitigation measure would reduce impacts to a 

level of less than significant. 

Indoor Radon 

As shown in Table 3.4‐6, indoor radon samples taken in the project vicinity indicated that 7.6 percent 

contained concentrations above 4.0 pCi/L.  The California Department of Health Services classifies zip 

codes with 7 to 20 percent of samples exceeding 4.0 pCi/L to be areas of moderate indoor radon 

potential. 

Indoor radon concentrations are of most concern in enclosed subsurface spaces such as basements 

or garages because such structures are of lower pressure than surrounding outdoor conditions and, 

therefore, have the ability to draw radon indoors.  In contrast, slab‐on‐grade commercial structures 

have a much lower ability to draw radon indoors because they are much larger and are not below 

grade, which substantially reduces the pressure differential between indoors and outdoors. 
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The existing commercial building on the project site employs slab‐on‐grade construction and HVAC 

systems that circulate air through the structure.  Furthermore, no expansion of the existing structure 

or construction of new buildings would occur as part of the project, which serves to limit the 

potential for the creation of new pathways for indoor radon exposure.  These characteristics would 

minimize the potential for unhealthful levels of radon to accumulate indoors.  Accordingly, indoor 

radon exposure would be a less than significant impact. 

High‐Voltage Electrical Lines 

Overhead high‐voltage electrical lines crosses the southern portion of the parking area in a 

northwest‐southeast direction.  Two towers that support the electrical lines are located in a public 

utility easement that traverses the parking area. 

Although high‐voltage electrical lines emit EMFs, there is uncertainty regarding actual health risks.  

Furthermore, the proposed project is a commercial land use that is not considered sensitive because 

it is not occupied for continuous periods of time by children, the elderly, or the infirmed.  As such, 

the project is considered compatible with high‐voltage electrical lines.  Impacts would be less than 

significant. 

Soil Assessment 

As discussed previously, one soil boring sample collected at the project site contained TPHmo at a 

concentration of 11 milligrams per kilogram.  The local office of the California Department of Toxic 

Substances Control was consulted regarding environmental screening levels for TPHmo.  Staff 

provided information on a project site in Fresno with remedial cleanup goals for TPHmo.  A cleanup 

goal of 500 milligrams per kilograms was established for that site.  The cleanup goal of 500 

milligrams per kilogram for TPHmo was based on the gross contamination ceiling level in shallow 

soils established by the California Environmental Protection Agency (Cal‐EPA) Regional Water Quality 

Control Board [RWQCB], San Francisco Bay Region – Environmental Screening Levels [ESL], Interim 

Final, May 2008, updated May 2013).  ESLs are intended to help expedite the identification and 

evaluation of potential environmental concerns at sites where contamination has been identified.  

Data collected at a site can be directly compared to ESLs, and the need for additional actions quickly 

determined.  ESLs have been developed for over 100 commonly detected constituents.  They have 

been selected to be conservative and protective of human health, water resources, and the 

environment.  The 11 milligrams per kilogram concentration found on the project site is roughly 2 

percent of the 500‐milligram threshold, significantly less than the ESL ceiling for TPHmo established 

by the RWQCB.  Accordingly, this concentration can be reasonably concluded to represent no human 

health, water, or environmental risk, and impacts would be less than significant. 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

MM HAZ‐3 Prior to any construction activities, the project applicant shall retain a certified 

hazardous waste contractor to properly remove and dispose of building materials, 

equipment, or materials containing hazardous waste, including all drums, containers, 

cans, and other vessels containing oils, greases, solvents, paints, and other 
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potentially hazards fluids present on the project site; asbestos‐containing material; 

mercury‐containing material; and chlorofluorocarbons in accordance with federal 

and state law.  The applicant shall submit documentation to the City of Fresno 

demonstrating that this contractor has been retained as part of the building permit 

application.  Upon completion of removal and disposal, the project applicant shall 

provide documentation to the City of Fresno demonstrating that these activities 

were successfully completed. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.5 ‐ Hydrology and Water Quality 

3.5.1 ‐ Introduction 

This section describes the existing hydrology and water quality setting and potential effects from 

project implementation on the site and its surrounding area.  Descriptions and analysis in this 

section are based on the City of Fresno’s 2010 Urban Water Management Plan (UWMP) and 

information obtained by the Western Regional Climate Center and the California Department of 

Water Resources. 

3.5.2 ‐ Environmental Setting 

Regional Setting 

The City of Fresno is located in the center of the San Joaquin Valley, which is located in the Central 

Valley.  The San Joaquin Valley is surrounded by mountain ranges to the south and the east; coastal 

ranges to the west; and the Sacramento‐San Joaquin Delta and Sacramento Valley to the north.  The 

San Joaquin River and its tributaries drain the northern portion of the San Joaquin Valley toward the 

Delta.  The southern portion of the San Joaquin Valley is drained by the Kings, Kaweah, Tule, and 

Kern Rivers, which flow into the Tulare basin.  

Climate 

The City of Fresno has an “inland Mediterranean” climate including long, hot, dry summers and 

short, foggy winters with low rainfall.  Average daily temperature during the hot summer months can 

reach average highs of 98.3 degrees Fahrenheit (°F), with average lows of 37.3 °F in January.  The City 

of Fresno experiences, on average, 10.89 inches of precipitation annually.  Table 3.5‐1 summarizes 

meteorological data for the City of Fresno.  

Table 3.5‐1: Fresno Meteorological Summary 

Month 

Temperature (F) 

Precipitation (Inches) Average High  Average Low 

January   54.6  37.6  2.09 

February  61.5  40.7  1.90 

March  67.0  43.8  1.89 

April  74.4  48.0  1.03 

May  83.5  54.3  0.36 

June  91.7  60.5  0.16 

July  98.3  65.7  0.01 

August  96.4  64.0  0.01 

September  90.8  59.7  0.15 

October  79.7  51.2  0.53 
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Table 3.5‐1 (cont.): Fresno Meteorological Summary 

Month 

Temperature (F) 

Precipitation (Inches) Average High  Average Low 

November  65.3  42.4  1.13 

December  54.7  37.3  1.64 

Annual Average  76.5  50.4  10.89 

Note: 
Measurement period 1948 through 2013. 
Source: Western Regional Climate Center, 2013. 

 

Watershed 

The City of Fresno is in the Tulare Lake Watershed as stated in the City of Fresno General Plan.  The 

Tulare Lake Watershed is comprised of the San Joaquin Valley south of the San Joaquin River.  This 

basin is essentially a closed basin since surface water drains north in years of extreme rainfall.  The 

watershed comprises six groundwater basins: Kern County, Tulare Lake, Tule, Kaweah, Kings, and 

Westside. 

Surface Water Bodies 

Surface water is defined as water that is on the surface of the land including streams, drainage 

channels, ponds, and lakes.  Much of the City of Fresno is urbanized and surface water is primarily 

directed through the city‐maintained stormwater system to ponding basins throughout the City.  

The City of Fresno depends primarily on rainfall as its source for surface water, which occurs only for 

a short season in intense storm events.  The amount of surface water that flows is dependent on the 

characteristics of the soil and the extent of impervious surfaces (roads, roofs, parking lots, etc.), 

which prevent rainfall from infiltrating into the soil and can result in runoff.  As stormwater flows 

through urban areas it can become polluted, subsequently polluting local waterways or basins when 

it outflows from the City’s storm drain systems.  

San Joaquin River 

The San Joaquin River Basin covers 15,880 square miles and includes the entire area drained by the 

San Joaquin River: all watersheds tributary to the San Joaquin River and the Delta south of the 

Sacramento River and south of the American River watershed.  The principal streams in the basin are 

the San Joaquin River and its larger tributaries: the Cosumnes, Mokelumne, Calaveras, Stanislaus, 

Tuolumne, Merced, Chowchilla, and Fresno Rivers. 

The San Joaquin River is the second‐longest river in California measuring 330 miles.  It originates high 

on the western slopes of the Sierra Nevada and drains most of the area from the southern border of 

Yosemite, south to Kings Canyon National Park. 
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Fresno Irrigation District 

The Fresno Irrigation District (FID) is made up of 245,000 acres of rich farmland and urban areas all 

within Fresno County.  The boundary extends from Madera County on the north to cities of Fowler 

and Sanger to the south, and from the City of Kerman on the west to the Sierra Foothills on the east.  

The FID operates 800 miles of canals and pipelines for agricultural uses and includes the Fresno‐

Clovis metropolitan area.  The FID obtains its water source from the Kings River and has contracts to 

purchase surface water from the Friant‐Division of the Central Valley Project as discussed further in 

Section 3.11, Utilities. 

The FID Herndon Canal forms a portion of the western boundary of the project site.  The canal 

extends from the San Joaquin River near Biola through Fresno to a connection with Dry Creek Canal 

ear E. McKinley Avenue/N. 7th Street.  In the project vicinity, the Herndon Canal is an earthen‐lined 

open channel, with a bank‐to‐bank width of approximately 45 feet.  A chain link fence is located 

along the project’s western property line.  The FID provided comments to the project application 

dated February 5, 2013, confirming that it would not require any canal improvements as part of the 

proposed project.  

Surface Water Quality 

The Environmental Protection Agency (EPA) compiles a list of impaired water bodies.  Of the water 

bodies previously mentioned, the San Joaquin River has been listed as of 2010.  The Regional Water 

Quality Control Board (RWQCB) is required to develop a Total Maximum Daily Load (TMDL) to 

account for both point and non‐point source pollutions for all listed impaired bodies of water.  

Currently the San Joaquin River has the following regulations:  

 Chlorpyrifos and Diazinon  
 DDT  
 Group A Pesticides 

 Mercury 

 Salt and Boron 
 Unknown Toxicity 

 

Drainage 

The Fresno Metropolitan Flood Control District provides flood control and urban stormwater services 

in a 400‐square‐mile watershed located between the Kings and San Joaquin Rivers, serving roughly 

650,000 people including both urban and agricultural land users in the Fresno/Clovis urban area.  

The system includes approximately 640 miles of pipeline and 154 stormwater retention basins.  The 

urban storm drainage system controls stormwater runoff to prevent flooding.  A secondary and very 

important function is replenishment of the groundwater aquifer, which is the Fresno area’s primary 

source of drinking water.  Stormwater is collected by storm drain inlets and directed through a 

network of pipes to ponding basins where water percolates into the groundwater aquifer.  The 

project site is located within the Fresno Metropolitan Flood Control District’s “AF” and “EF” Drainage 

Areas. 

Project Site Drainage Facilities 

The project site has existing stormwater drainage facilities that served the Camp America 

development.  The stormwater drainage facilities connect to the Fresno Metropolitan Flood Control 
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District storm drains located with N. Brawley Avenue, ultimately reaching the Fresno Metropolitan 

Flood Control District ponding basin located north of the project site.  The existing stormwater 

drainage facilities have adequate capacity to accommodate stormwater flows generated by the 

proposed project. 

Groundwater 
Groundwater Overview 

The City of Fresno Department of Public Utilities (DPU) provides potable water to the majority of the 

City, and some users within the portion of the Planning Area outside of the City limits.  Fresno’s 

primary source of potable water is groundwater stored in an aquifer. 

Historically, the City of Fresno’s water supply came directly from pumping groundwater.  The City’s 

groundwater supplies are extracted from the Kings Subbasin, which is a subbasin of the San Joaquin 

Valley Groundwater Basin (SJV Basin).  The City currently operates approximately 270 municipal 

supply wells, and prior to beginning a new 30 million gallons per day (MGD) surface water treatment 

plant (SWTP) in 2004, the Fresno water system was one of the largest water systems in the United 

States relying solely on pumped groundwater as its only source of potable water.  The total water 

pumped from Fresno’s 250 wells exceeded 54 billion gallons (166,000 AF) in 2003. 

By 2006, the City’s water demand reached 155,750 af/yr, which was approximately 30,000 af/yr, or 

about 24 percent higher than what the 1996 Metro Water Plan projected.  This resulted in 

groundwater pumpage exceeding groundwater recharge by approximately 59,000 af/yr.  

Groundwater levels in the Fresno declined by an average of about 1.5 feet per year since 1990.  The 

slowest groundwater level declines (less than 0.5 feet per year) were generally observed in the 

southwestern portion of the City in the downtown area, while groundwater level declines were 

observed to increase to 1.0 foot per year northeast of the downtown area, and as high as 1.5 feet 

per year in the northern and southeastern (near the Fresno Air Terminal) portions of the City.  The 

largest average annual groundwater level declines (3.0 feet per year) were observed in the 

northeastern area of the City, near the City of Clovis border. 

The Department of Water Resources (“DWR”) identified the King’s Subbasin one of 11 basins in a 

critical overdraft condition (DWR Bulletin 118‐80).  There are several ongoing and planned 

groundwater programs by the City of Fresno, Clovis, FID, and the Fresno Metropolitan Flood Control 

District (FMFCD) in the Kings Subbasin to ensure future viable water supplies.  These projects include 

intentional groundwater recharge programs, obtaining surface water from other water supply 

sources, along with recycled water to reduce groundwater usage and balance water supply source 

operations. 

Description of Groundwater Basin 

The City of Fresno is located in the Tulare Lake Hydrologic Region, and overlies the Kings Subbasin of 

the San Joaquin Valley Groundwater Basin.  The Kings Subbasin has a surface area of 976,000 acres 

and has not been adjudicated.  The Kings Subbasin is very productive, consisting generally of highly 

permeable alluvia geology with significant coarse‐grained deposits.  A study completed in 2004 

indicated presence of a laterally extensive clay layer at 250 feet below ground surface.  The following 

paragraphs provide a summary of relevant characteristics of the Fresno Groundwater Unit as 
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described in the 2010 City of Fresno Urban Water Management Plan (“UWMP”), followed by a 

discussion of Groundwater Management. 

Area Geology 

The upper several hundred feet within the Kings Subbasin generally consist of highly permeable, 

coarse‐grained deposits, which are termed older alluvium.  Coarse‐grained stream channel deposits, 

associated with deposits by the ancestral San Joaquin and Kings Rivers, underlie much of northwest 

Fresno.  Additionally, a recent study completed in 2004 indicated the presence of a laterally 

extensive clay layer, at an average depth of approximately 250 feet below the ground surface, 

beneath most of the south and southeastern portions of the City. 

Below the older alluvium to depths ranging from about 600 to 1,200 feet below ground surface, the 

finer‐grained sediments of the Tertiary‐Quaternary continental deposits are typically encountered.  

Substantial groundwater has been produced and utilized from these depths by the City; however, 

deeper deposits located in the southeastern and northern portions of the City have produced less 

groundwater.  There are also reduced deposits in the northern and eastern portions of the City, at 

depths generally below 700 or 800 feet, which are associated with high concentrations of iron, 

manganese, arsenic, hydrogen sulfide, and methane gas.  Groundwater at these depths does not 

generally provide a significant source for municipal supply wells. 

Aquifer Characteristics 

As a part of the City’s Metropolitan Water Management Plan 2014 Update, pump tests were 

reviewed on the existing wells to indicate the transmissivity and specific capacity.  Transmissivity 

indicates the ability of the aquifer to transmit groundwater and the specific capacity indicates the 

ability of the well to produce that water.  This information allows for the City to locate future wells in 

areas of higher transmissivity.  Table 3.5‐2, below summarizes the pump test data by geographic 

location as conducted by the City of Fresno.  

Table 3.5‐2: Summary of Groundwater Pump Tests within the City of Fresno 

Area of City  Date Range 
Range of Pumping 

Rates gpm 
Range of 

Transmissivity gpd/ft 
Range of Specific 
Capacities, gpm/ft 

North Fresno  1979 to 2005  500 to 2,450  10,000 to 179,000  6 to 57 

Northwest Fresno  1969 to 1995  570 to 2,735  66,000 to 298,000  43 to 134 

Southwest Fresno  1995 to 2006  1,510 to 2,515  57,000 to 369,000  26 to 92 

Southeast Fresno  1987 to 2005  340 to 1,790  15,000 to 135,000  4 to 54 

East Fresno  1987 to 2005  450 to 1,740  3,500 to 109,000  2 to 38 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Current Water Level Elevation and Flow Direction 

Water surface elevations for the shallow groundwater zone range from less than 190 feet to more 

than 300 feet above mean sea level, and a large cone of depression extends from Herndon Avenue 
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to Jensen Avenue in the north‐south direction, and from Maple Avenue to Brawley Avenue in the 

east‐west direction.  There is a large mound of groundwater near the Regional Water Reclamation 

Facility (RWRF), which is due to the City’s percolation of treated effluent. 

Water surface elevations for the deeper groundwater zone ranged from 185 to 230 feet above mean 

sea level, with a larger cone of depression extending to the northeast larger than the cone of 

depression observed for the shallow groundwater zone.  The cone of depression within the deep 

groundwater‐bearing zone is likely to be associated with the development of new “moderately” 

deep groundwater wells constructed since the late 1980s in the northern portion of the City.  The 

groundwater recharge mound, near the wastewater treatment plant, is not present in the deeper 

aquifer zone. 

Groundwater Quality 

Groundwater within the Kings Subbasin generally meets primary and secondary drinking water 

standards for municipal water use, and is described as being a bicarbonate‐type water, including 

calcium, magnesium, and sodium as the dominant ions.  Generally, total dissolved solids (TDS) 

concentrations rarely exceed 600 milligrams per liter (mg/L), and typically range from 200 to 700 

mg/L.  However, the groundwater basin is threatened by chemical contaminants that affect the City’s 

ability to fully use the groundwater basin resources without some type of wellhead treatment in 

certain areas. 

Many different types of chemical pollutants have contaminated portions of the Kings Subbasin 

underlying the City’s water service area.  Some of the major contaminant plumes include 1,2‐

dibromo‐3‐chloropropane (DBCP), ethylene dibromide (EDB), trichloropropane (TCP), other volatile 

organic compounds (VOCs) such as trichloroethylene (TCE) and tetrachloroethylene (PCE), methyl 

tertiary butyl ether (MTBE), nitrate, manganese, radon, chloride, and iron.  The City has received 

settlements in a number of lawsuits related to these contaminants and has constructed wellhead 

treatment systems and implemented blending plans for a number of wells. 

Local Groundwater Quality 

Previous land use activities in the City of Fresno have resulted in groundwater contamination in 

several sites throughout the City.  The removal of underwater storage tanks provided evidence of 

significant soil contamination and groundwater contamination.  There are no existing underwater 

storage tanks on‐site, nor are any planned for development of the proposed project.  The Phase I ESA 

found that there were traces of petroleum in the soil, but the measured quantity did not represent a 

significant risk (refer to Section 3.4 Hazards of this Draft EIR for more information).  The Phase I ESA 

did not identify any other hazardous substances in the soil or groundwater. 

Groundwater Plume 

The groundwater supply within the Kings River Subbasin generally meets drinking water standards; 

however, with the exception of the northwest portion of the City, extensive contamination occurs 

throughout the City of Fresno.  Several different types of pollutants have contaminated portions of 

the City.  Major contaminant plumes include dibromochloropropane (DBCP), ethylene dibromide 

(EDB), trichloropropane (TCP), other volatile organic compounds (VOCs) like trichlorethylene (TCE), 
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tetrachloroethylene (PCE), nitrate, manganese, radon, chloride, and iron.  Nitrate, pesticides, and 

nutrients in agricultural drainage are currently found within much of the City’s groundwater supply, 

and their levels exceed some drinking water standards established by the State.  

Of the City’s 272 groundwater wells, 96 wells are impacted by one contaminant plume, 33 wells are 

impacted by two contaminant plumes, and five wells are impacted by three contaminant plumes.  

Thirty‐four of the City’s active wells currently have wellhead treatment systems.   

Historical Water Level Trends 

Groundwater levels in the Fresno area have declined by an average of about 1.5 feet per year since 

1990.  The slowest groundwater‐level declines (less than 0.5 feet per year) were generally observed 

in the southwestern portion of the City’s downtown area, while groundwater‐level declines 

increased to 1.0 foot per year northeast of the downtown area.  Average groundwater‐level declines 

as high as 1.5 feet per year were primarily observed in the northern and southeastern (near the 

Fresno Air Terminal) portions of the City.  The largest average annual groundwater‐level declines (3.0 

feet per year) were observed in the northeastern area of the City, near Clovis. 

Groundwater Overdraft 

In DWR Bulletin 118‐80, the Kings Subbasin was identified as one of eleven basins in critical 

condition of overdraft.  According to the DWR, a basin is subject to critical conditions of overdraft 

when continuation of present water management practices would probably result in significant 

adverse overdraft‐related environmental, social, or economic impacts (DWR Bulletin 118‐80). 

In 1995, groundwater overdraft within the FID boundary was estimated at approximately 20,000 

acre‐feet annually (out of an annual water budget of approximately 1 million acre feet).  The 1996 

Fresno Metropolitan Water Resources Management Plan (“Metro Plan”) reflected this 20,000 acre‐

feet overdraft level.  The City soon experienced increased growth that was not anticipated in the 

1996 Metro Plan, leading to a corresponding unanticipated increase in the use of groundwater.  By 

2006, the City’s water demand reached 155,750 af/yr, which was approximately 30,000 af/yr, or 

about 24 percent higher than what the 1996 Metro Plan projected.  This resulted in groundwater 

pumpage exceeding groundwater recharge by 59,000 af/yr or more.  

There are several groundwater programs being conducted by the City of Fresno, FID, and the Fresno 

Metropolitan Flood Control District (FMFCD) in the Kings Subbasin to ensure future viable water 

supplies.  As discussed below, the City is primarily focused on balancing its groundwater operations 

by the year 2025 to reduce potential future groundwater decline. 

Groundwater Management 

The City of Fresno Department of Public Utilities (DPU) provides potable water to the majority of the 

City, and some users within the portion of the Planning Area outside of the City limits.  Fresno’s 

primary source of potable water is groundwater stored in an aquifer. 

Key planning documents for City of Fresno groundwater resources include the 2006 Fresno 

Metropolitan Water Resources Management Plan Update and 2014 Addendum (Metro Plan Update), 

the 2010 Urban Water Management Plan (UWMP) and The Fresno Area Regional Groundwater 
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Management Plan (RGMP).  It is the specific goal of the RGMP to correct the overdraft and to 

stabilize groundwater levels at the highest practical beneficial levels.  Through these plans and other 

regional cooperative efforts, the City and other water management agencies have planned 

enhancement and expansion of conjunctive use programs. 

Fresno Area Regional Groundwater Management Plan 

The Fresno Area Regional Groundwater Management Plan (“RGMP”) was prepared in 2006 in 

compliance with AB 3030 and SB 1938 by a group of nine public agencies, including the City of 

Fresno, and one private water company in the Fresno Clovis Metropolitan Area.1  The Plan 

documents a regional approach toward groundwater management, while still addressing individual 

goals and issues for each of the participants.  The RGMP boundaries generally coincide with FID, but 

also include a small area northeast of FID. 

The objectives of the RGMP have been developed to monitor, protect, and sustain groundwater 

within the region.  Specific objectives include the following: 

 Preserve and enhance the existing quality of the area’s groundwater. 
 

 Correct the overdraft and stabilize groundwater levels at the highest practical beneficial levels.  
 

 Preserve untreated groundwater as the primary source of domestic water.  
 

 Maximize the available water supply, including conjunctive use of surface water and 

groundwater. 
 

 Conserve the water resource for long‐term beneficial use and assure an adequate supply for 

the future. 
 

 Manage groundwater resources to the extent necessary to ensure reasonable, beneficial, and 

continued use of the resource. 
 

 Monitor groundwater quality and quantity to provide the requisite information for 

establishing groundwater policies, goals, and recommended actions. 
 

 Improve coordination and consistency among agencies responsible for the monitoring and 

management of groundwater in the Plan Area. 

 

Although FID led the development of the RGMP, the October 2005 Memorandum of Understanding 

between the participating agencies makes it clear that each participating agency retains authority 

and responsibility for groundwater management within its own jurisdiction.  However, cooperation 

among the Plan members has been essential for groundwater recharge efforts (discussed below), 

which is a key component of the City of Fresno’s groundwater equilibrium objectives.  In recent 

years, some Fresno Regional Area Groundwater Management Plan participants have actively 

participated in “groundwater banking,” a strategy that helps reduce pressure on impacted 

groundwater resources.  Also referred to as “in lieu” recharge, in times of surplus surface water, 

water users who are traditionally supplied by groundwater are instead given access to surface water.  

                                                            
1
  The Metro Plan satisfies the requirements for Groundwater Management Plans created by the September 2002 California State 

Senate Bill No. 1938, which amended Sections 10753 and 10795 of the California Water Code. 
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By using surface water, users allow that same amount of water to remain in storage as groundwater.  

This process allows surface water supplies to be extended, as available surface water can be 

captured, stored, and then delivered during periods of higher demand.  RTMP Participants have 

voluntarily pursued “in lieu,” recharge programs by delivering surplus surface water whenever 

possible to minimize groundwater extractions.  The parties have also agreed to limit extraction to a 

percentage of the banked water such that benefits are derived for all parties involved, including 

adjacent landowners.  The City of Fresno currently does not have a Groundwater Banking Plan, 

although the FID is developing the Waldron Banking Facility located near Kerman (with the most 

recent Advisory Committee Meeting occurring on July 24, 2015).  FID is also considering an 

additional banking facility in the southern portion of FID (Fresno Area Regional Groundwater 

Management Plan, Dec. 2006). 

Fresno Metropolitan Water Resources Management Plan 

In order to address various water issues and to ensure the Fresno metropolitan area has a reliable 

water supply through 2050, the City of Fresno invited other local water agencies to help develop the 

Fresno Metropolitan Water Resource Plan (“Metro Plan”), which was adopted by the Fresno City 

Council in 1996.  The Metro Plan called for a conjunctive use program, combining groundwater, 

treated surface water, artificial recharge, and an enhanced water conservation program.  The Metro 

Plan describes in detail the hydrologic conditions of the Fresno Unit. 

When the 1996 Metro Plan was prepared, groundwater overdraft was estimated at less than 20,000 

acre‐feet (as reflected in net annual reduction in stored groundwater).  Subsequently, the City 

experienced unanticipated levels of increased growth that led to increased use of groundwater 

resources to satisfy the growing demand.  By 2006, the City’s water demand reached 155,750 af/yr, 

which was approximately 30,000 af/yr, or about 24 percent higher than what the Metro Plan 

projected.  This resulted in groundwater pumpage exceeding groundwater recharge by 

approximately 59,000 af/yr.  In 2006, the City began preparing an update to the Metro Plan to 

address the unanticipated increase in water demand and its impact on groundwater levels, and 

provide a plan for providing future water service in the City. 

Metropolitan Water Resources Management Plan Update (2011) 

The City completed the update to its Metropolitan Water Resources Management Plan (Metro Plan 

Update) in 2011.  The Metro Plan Update includes a comprehensive and integrated Water Supply 

Plan to better manage the City’s diverse water supplies, address groundwater level declines and 

groundwater quality concerns beneath the City’s service area.  The Metro Plan Update includes plans 

for expansion of the City’s existing Northeast Surface Water Treatment Facility, construction of a new 

Southeast Surface Water Treatment Facility, reduced use of groundwater and increased groundwater 

recharge to balance groundwater operations, and expanded use of recycled water to offset potable 

water demands.  The City is planning to begin design of the new Southeast Surface Water Treatment 

Facility in 2013, with construction to follow in 2015 and 2016.  To offset area peak water demand 

and fire flow requirements until this larger regional facility can be built, the City has recently 

completed construction of a 3 million gallon (3 MG) water storage tank and a 4 million gallon per day 

(4 mgd) package surface water treatment facility (T‐3 Facility) east of the Fresno International 

Airport.  The surface water treatment component of this site is anticipated to be operate May 
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through October of each year when water demands are highest.  The City of Fresno approved the 

Metro Plan Update in June 2011. 

Key components of the Metro Plan Update include:  

 Expand Demand Management and Water Conservation Measures.  Complete implementation 

of the on‐going residential water metering program by 2013 and implementation of additional 

water conservation measures (at the time this Draft EIR was published the metering program 

had been completed). 
 

 Expand Use of Treated Surface Water Supplies.  Increase surface water treatment capacity by 

constructing and operating a new Southeast (SE) Surface Water Treatment Facility (SWTF), an 

expanded Northeast (NE) SWTF and potentially a new Southwest (SW) SWTF. 
 

 Balance In‐City Groundwater Operations by 2025.  Reduce City’s groundwater pumping and 

increase intentional groundwater recharge with a goal of balancing the City’s groundwater 

operations within the City’s service area (e.g., pumping equal to recharge) by 2025. 
 

 Use Recycled Water Supplies for Non‐Potable Water Demands.  Maximize the direct use of 

recycled water for in‐City non‐potable water uses and thereby reduce potable water demands. 
 

 Assess Need and Availability of Future New Supply.  Assess the need for and timing of future 

new water supplies once future growth plans beyond buildout of the General Plan is 

determined. 

 

The Metro Plan Update also includes:  

 Objectives, Goals and Policies.  Objectives, goals, and policies target conjunctive use of available 
groundwater and surface water supplies to optimize use of available surface water supplies; and 

the management of the local groundwater basin in a sustainable manner, which minimizes or 

eliminates localized groundwater overdraft and groundwater quality degradation. 
 

 Operational Principles.  The operational principals would guide conjunctive use and 
development of water supply operations throughout the Plan area.  Specific operational 

principles have been developed to: (1) maximize the use of treated surface water from the 

City’s existing and planned SWTFs in conjunction with the City’s groundwater supplies; and (2) 

use existing and proposed groundwater recharge facilities to ensure balanced City 

groundwater operations by 2025. 
 

 Water Supply Components.  How the City intends to develop and use treated surface water, 

groundwater, demand management /water conservation measures, recycled water and any 

potential new water supplies to meet existing and future water demands. 
 

 Proposed Facilities.  New water supply facilities are needed to support implementation of the 

FMWRP Update water supply plan and provide sufficient supplies for General Plan buildout.  

Facility improvements are proposed for all of the water supply components – treated surface 

water facilities, water transmission mains and distribution pipelines, groundwater wells, 

groundwater recharge basins, recycled water facilities, plus facilities to implement demand 
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management measures such as modification of landscapes to conserve water.  Facility 

construction would be phased based upon what is needed in the near‐term and what is to be 

completed for General Plan buildout. 
 

 Proposed Near‐term Projects.  Development and operation of three near‐term projects would be 

evaluated at a project‐level.  Near‐term projects include upgrades to the existing NE SWTF; 

construction of a new SE SWTF, with 80 million gallons per day (mgd) total design capacity; and 

regional water transmission mains and distribution pipelines located throughout the project area. 

 

Metro Plan Update Addendum (2014) 

On June 19, 2014, the City of Fresno approved an Addendum to the Metro Plan Update, which took 

into consideration new available data and physical and institutional changes that have occurred since 

the Metro Plan Update was prepared. 

City of Fresno Urban Water Management Plan 

The State Urban Water Management Planning Act requires that every urban water supplier in 

California supplying water directly or indirectly to 3,000 or more customers or supplying more than 

3,000 AF of water annually shall adopt and submit an Urban Water Management Plan to the 

California Department of Water Resources.  Specifically, an UWMP must do the following: 

 Provide current and projected population, climate, and other demographic factors affecting 

the supplier’s water management planning; 
 

 Identify and quantify, to the extent practicable, the existing and planned sources of water 
available to the supplier; 

 

 Describe the reliability of the water supply and vulnerability to seasonal or climatic shortage; 
 

 Describe plans to supplement or replace that source with alternative sources or water 

demand management measures; 
 

 Describe the opportunities for exchanges or transfers of water on a short‐term or long‐term 

basis (associated with systems that use surface water); 
 

 Quantify past and current water use;  
 

 Provide a description of the supplier’s water demand management measures, including 

schedule of implementation, program to measure effectiveness of measures, and anticipated 

water demand reductions associated with the measures; and 
 

 Assess water supply reliability. 
 

The City of Fresno has complied with this law, and the City’s 2010 UWMP meets the requirements of 

State law.  The 2010 UWMP was adopted by the Fresno City Council in November 2012.  The UWMP 

describes the current and planned water conservation programs, provides a water shortage 

contingency plan should it need to be implemented in the event of a severe water shortage or water 

supply emergency and a future water supply plan for a variety of water sources including treated 
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surface water, groundwater and recycled water.  The 2010 UWMP also includes an aggressive water 

conservation plan to reduce demand throughout the City’s service area. 

Through these plans and other regional cooperative efforts, the City and other water management 

agencies have planned enhancement and expansion of conjunctive use programs.  The goal of the 

current and planned programs identified in the 2006 Metro Plan Update and the 2010 Urban Water 

Management Plan is to reach groundwater equilibrium by 2025 and remain in equilibrium 

thereafter, even with anticipated urban growth. 

Estimated Groundwater Yield for the City 

Groundwater aquifers are naturally recharged through several processes, including infiltration of 

precipitation falling on the land surface and infiltration of surface water (e.g., from lakes and rivers) 

through the unsaturated zone to the water table.  In addition to natural mechanisms, managed, 

intentional groundwater recharge mechanisms can be applied.  Estimated groundwater yield for the 

City is based on natural groundwater recharge and intentional groundwater recharge, as described 

below. 

Natural Recharge 

Groundwater recharge occurs naturally, as water percolates from the surface through the soil and 

into the underground aquifer.  The Fresno Metropolitan Water Management Plan Update model has 

estimated existing conditions for annual average natural recharge at 37,000 AFY for the City SOI, 

which includes Pinedale, Bakman, and CSUF.  As the City continues to grow and develop, the natural 

groundwater recharge in the City SOI is expected to decrease to 27,000 AFY by the year 2025.  

Net Subsurface Inflow 

Subsurface recharge occurs from the movement of groundwater from external sources such as the 

Sierra Nevada moving into the local aquifer.  Since the groundwater table outside of and surrounding 

the Fresno planning area is higher than it is inside the planning area, subsurface water tends to flow 

from surrounding areas with a higher groundwater table into the aquifer within the Planning Area 

that has a lower groundwater table. 

The most recent Metro Plan Update estimates the net subsurface inflow for the City of Fresno SOI to 

be approximately 65,000 AFY.  The 2010 Urban Management Plan estimates that the amount 

available to the City of Fresno to be approximately 22,500 AFY.  By the year 2025, the City anticipates 

that groundwater operations (i.e., subsurface inflows and outflows) would be balanced and 

subsurface flows will not be directed to the Planning Area since the water levels within the Planning 

Area would match the levels of the entire region.  Therefore, is assumed that there will be no net 

subsurface inflow available to the City by the year 2025. 

Intentional Groundwater Recharge with Surface Water 

Intentional groundwater recharge can occur through use of recharge basins where water can be applied 

to percolation ponds, bermed and flooded fields, or excavated pits to directly recharge an underlying 

aquifer.  The overall variability to recharge water within each facility is due to a number of factors, which 

include pond availability, water delivery season, pond maintenance, or length of wet seasons. 
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Since the mid‐1960s surface water from the San Joaquin River and the Kings River has been 

imported to the City of Fresno via FID canals and placed into groundwater recharge basins.  Planned 

groundwater recharge requires coordination between the Fresno Metropolitan Flood Control District 

(FMFCD), Fresno Irrigation District, the City of Fresno, and the City of Clovis.  These parties own and 

operate a number of groundwater recharge basins in and around the City of Fresno.  A majority of 

the recharge basins are located in the north‐central portion of the City, away from future expansion 

areas, such as the Southeast Growth Area.  The City currently recharges these groundwater basins 

with surface water using several recharge facilities within its service area.  During summer months, 

portions of the cities’ water entitlements from the San Joaquin and Kings rivers are transported by 

FID canals to selected District basin sites for percolation to the aquifer. 

Since 1990, the City’s maximum annual recharge has been 62,000 AFY (in 2003), and has averaged 

approximately 48,900 AFY (1990 to 2011), with the majority of the recharge occurring at Leaky Acres 

and the FMFCD facilities (via interties provided by the City to the FMFCD basins).  More than 40,000 

AF was recharged during the 2005 irrigation season.  (Fresno Area Regional Groundwater 

Management Plan, Dec. 2006).  In 2007, because of various factors including operational issues at 

existing recharge facilities and dry year conditions, the intentional recharge was only 38,100 AFY.  In 

subsequent years recharge operations improved and in 2010, the recharge was 53,121 acre‐feet. 

The City plans to expand its intentional groundwater recharge facilities to help balance future 

groundwater operations.  While expansion of the groundwater recharge program does not directly 

provide a new supply to the City, it does allow the City to bring groundwater operations into balance, 

whereby annual groundwater recharge is greater than or equal to annual groundwater pumpage.  

Table 3.5‐3 summarizes the estimated 2010 groundwater yield based on natural recharge, subsurface 

inflow, and intentional groundwater recharge. 

Table 3.5‐3: (2010) Groundwater Pumping Rights 

Basin Name 
Current (2010) Pumping 

Right, AFY 

San Joaquin Valley Groundwater Basin: Kings Subbasin 

Natural Recharge  24,400(a) 

Net Subsurface Inflow  22,500(b) 

Intentional Recharge  53,100(c) 

Total Estimated Groundwater Yield  100,000 

Notes: 
(a)  Based on the City’s 2010 estimated portion (68 percent) of Fresno SOI natural recharge (35,900 

AFY) (total natural recharge estimated to be available in 2010) based on work completed by 
WRIME in conjunction with the Metro Plan Update.  In the future, this natural recharge within 
the Fresno SOI will further decrease to 27,000 AFY as additional urbanization occurs; however, 
the City’s portion will increase to 100 percent of SOI at buildout of the SOI in 2035. 

(b)  Based on estimated subsurface inflow currently available to the City (based on estimated 
30,000 AFY available in 2005 and decreasing to 0 AFY by 2025 as the City works toward 
balancing its groundwater operations). 

(c)  Based on 2010 intentional recharge.  In the future, the City plans to increase intentional 
recharge to balance future groundwater operations (see Table 4‐9). 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 
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Groundwater Pumpage 

Current Groundwater Pumpage 

As previously discussed, the City of Fresno depended solely on groundwater prior to 2004, since the 

development of the Surface Water Treatment Facility the City has decreased its reliance on 

groundwater.  Table 3.5‐4 summarizes the City’s groundwater pumpage from the years 2006‐2010.  

Table 3.5‐4: Groundwater – Volume Pumped 

Basin Name 
Metered or 
Unmetered  2006  2007  2008  2009  2010 

San Joaquin Valley 
Groundwater Basin 

—(a)  136,050  145,148  148,006  138,254  128,578 

Groundwater Pumped Total   136,050  145,148  148,006  138,254  128,578 

Percent of Total Supply  87.4%  87.6%  88.0%  87.6%  87.4% 

Note:  
(a)  Most of the City’s groundwater wells have meters that measure the actual flow from the well.  However, some of 

the City’s wells do not have meters installed; flow from these wells is estimated based on the time of use and 
estimated flow rate.  The City is in the process of installing meters on all of its wells. 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

As shown in the Table 3.5‐4 above, the City has exceeded the current estimated groundwater safe 

yield amount of 100,000 AFY.  In the future, the City is reducing the amount of groundwater 

pumpage and increasing the amount of intentional groundwater recharge as well as pursuing a 

number of measures and programs to reduce per capita water usage with the goal of balanced 

groundwater operations by 2025.  

Projected Groundwater Pumpage 

Table 3.5‐5 summarizes the groundwater projected to be pumped by the City in the future in normal 

years.  As shown, groundwater will continue to be an important component of the City’s supplies, 

even with the continued and proposed expanded availability of surface water supplies.  In the 

coming years, as part of the City’s overall future water supply plan, the City will decrease 

groundwater pumpage, while at the same time, increasing intentional groundwater recharge 

activities as discussed above, such that groundwater operations can be in balance (i.e., annual 

pumpage equal to annual recharge) by the year 2025. 

Table 3.5‐5: Groundwater – Volume Projected to be Pumped 

Basin Name  2015  2020  2025  2030  2035 

San Joaquin Valley Groundwater Basin: 
Kings Subbasin, AFY 

76,100  61,800  53,500  69,200  85,000 

Percent of Total Supply  42%  33%  26%  32%  36% 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 
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Surface Water Treatment Capacity Increase2 

As noted in the 2010 UWMP, the City expects to require less groundwater in the future with the 

implementation of expanded and additional surface water treatment facilities.  The City’s Northeast 

SWTF came online in late 2004, and in 2011, the City was able to offset its groundwater use by 

approximately 14 percent by using treated surface water.  This facility’s currently treats 27.5 mgd 

(28,300 afy) and is proposed for expansion to 60 mgd (design capacity) by 2020 (51,400 afy).  

Groundwater pumpage projected to further drop with the implementation of the Southeast Surface 

Water Treatment Facility (SE SWTF) projected to start construction in 2015.3 Once operational, the SE 

SWTF will have the capacity to initially treat 54 million gallons of surface water per day (mgd), with 

an ultimate design capacity of 80 mdg (2010 UWMP).  As a result, groundwater pumpage is 

projected to decrease to 85,500 af/yr.  Further reductions will occur following the planned expansion 

of the City's Northeast SWTF in 2020. 

Surface Water Available through Recycled Water Activities 

In dry years, the UWMP’s projected future groundwater recharge would likely be reduced due to 

reduced availability of surface water supplies.  However, recycled water provides a reliable water 

source even in dry years, as wastewater flows are primarily generated from indoor water uses.  Thus, 

the City can continue to percolate treated effluent near the wastewater treatment plant under all 

hydrologic conditions. 

As set forth in the 2010 UWMP, Chapter 4 (Water Supply), the City has a contract with FID that 

allows the City to pump groundwater developed through the City’s percolation of previously treated 

wastewater effluent.  This percolated water is then extracted as groundwater and pumped into the 

FID canal for delivery to downstream customers.  In return, the agreement states that the FID will 

provide the City with surface water in an amount equal to 46 percent of the groundwater that the 

City pumps into FID’s delivery canal, “insofar as is feasible and practical.”.  The contract limits the 

annual quantity that can be pumped into FID’s canals to 30,000 af/yr, or 100,000 af over a 10‐year 

period. 

Based on a 16‐year record, the average annual quantity of treated wastewater percolated by the City 

is approximately 57,200 af per year.4  Therefore, there appears to be sufficient percolation to allow 

the City to continue to pump 30,000 af/yr into the FID canals.  Based on a 46 percent return from 

FID, the City should be able to obtain 13,800 af of Kings River water from FID during all hydrologic 

conditions.  Table 3.5‐6 through Table 3.5‐8 summarize the 2010 UWMP’s projections from 2010‐

2035. 

                                                            
2
  See Section 3.11 Utilities and Service Systems, for a detailed discussion regarding the City’s current and future surface water supplies. 
3  The SE SWTF is a key element of “Recharge Fresno” – the City’s water infrastructure improvement program designed to 

secure Fresno’s water future.  Recharge Fresno will reduce the City’s reliance on a rapidly declining groundwater supply, by 
building pipelines and treatment facilities to capture and use available surface water allocations in normal years. 

4
  Historically, the City has percolated as much as 65,100 af of treated effluent, and pumped as much as 32,300 af per year into FID 

canals.  From 1996 to 2005, the City pumped 230,327 af into FID canals, exceeding the ten‐year 100,000 af limit. 
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Table 3.5‐6: Estimated Groundwater Yield Summary (2010) 

Activity  Acre‐Feet/Year 

Natural Recharge  24,400 

Subsurface Inflow  22,500 

Intentional Groundwater Recharge with Surface Water  53,100 

Total Groundwater Yield (estimated)  100,000 

Groundwater Pumpage  128,578 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Table 3.5‐7: Estimated Groundwater Yield Summary (2020) 

Activity  Acre‐Feet/Year 

Natural Recharge  26,100 

Subsurface Inflow  7,500 

Intentional Groundwater Recharge with Surface Water  53,100 

Total Groundwater Yield (estimated)  86,700 

Groundwater Pumpage  61,800 

Net Groundwater Recharge  24,900 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Table 3.5‐8: Estimated Groundwater Yield Summary (2035) 

Activity  Acre‐Feet/Year 

Natural Recharge  27,000 

Subsurface Inflow  0 

Intentional Groundwater Recharge with Surface Water  75,100 

Total Groundwater Yield (estimated)  102,100 

Groundwater Pumpage  85,000 

Net Groundwater Recharge  17,100 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

As shown in the above tables, in 2020 and 2035, the City will increase its surface water supply in 

order to achieve a net increase to groundwater recharge.  The City taking action to meet its primary 

goal to balance groundwater operations by 2025.  Based on these operational changes discussed in 

this Section 3.5 as well as Section 3.11 (Utilities and Service Systems), it is anticipated that the City’s 
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future water supply will be balanced with groundwater no longer serving as the City’s primary water 

resource in future years. 

Project Site 

The proposed project site would receive water supplies from the City of Fresno.  There are no 

existing water wells located on the project site and none are planned for the development of the 

proposed project.  The California Department of Water Resources indicates that groundwater 

typically occurs at depths between 70 and 110 feet below ground surface (bgs) in the general project 

vicinity.  Construction of the proposed project would involve minimal earthmoving activities, and 

thus, groundwater would not be encountered during construction activities.  

3.5.3 ‐ Regulatory Framework 

Federal 

Clean Water Act 

The Clean Water Act (CWA), Section 303, requires each state to develop lists of impaired and 

threatened waters during even‐numbered years.  States are then required to develop Total 

Maximum Daily Loads (TMDLs) for the listed impaired bodies of water based on severity of pollution 

and sensitivity.  Once states have identified their impaired bodies of water, they are required to 

develop water quality standards for pollution control.  These standards are typically numerical but 

can include biomonitoring methods where numerical data cannot be established.  

Section 402 of the CWA establishes the National Pollutant Discharge Elimination System (NPDES) to 

regulate sources of pollution into waters of the U.S.  The NPDES sets specific discharge limitations 

discharging pollutants and establishes monitoring and reporting to the affected water.  Section 402 

also mandates that certain construction activities comply with requirements of a (NPDES) 

stormwater program.  As stated in the National Pollutant Discharge Elimination System General 

Permit for Discharges from Construction Activities updated in 2012, construction activities that 

disturb 1 acre or more of land require a permit under the NPDES program.  In California, these 

permits are issued by the State Water Resources Control Board (SWRCB) and enforced by the nine 

Regional Water Control Boards (RWQCB).  The project site is located in the Central Valley RWQCB 

boundaries.   

This General Permit requires all discharges to implement the following measures: 

 Develop a Storm Water Pollution Plan (SWPPP) discussing nature of construction activities in 

detail including materials that will be used during development.  In addition, the SWPPP 

should include site maps with nearby bodies of water that may be affected by the proposed 

project.  Finally, specifying Best Management Practices (BMPs) that will prevent construction 

related activities from contacting and moving off‐site into nearby waters. 
 

 Eliminate or reduce stormwater discharges to storm sewer systems and other waters of the 

nation. 
 

 Inspect all BMPs. 
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Landowners must file a Notice of Intent to the SWRCB that will include the previously listed 

requirements.  Once construction is completed, the landowner may file a notice of termination.   

State 

Sustainable Groundwater Management Act 

The “historic” Sustainable Groundwater Management Act, enacted by Governor Edmund G. Brown 

Jr. in September 2014, requires local governments to form sustainable groundwater agencies that 

will regulate pumping and recharge to better manage groundwater supplies.  The basins identified 

by DWR as significantly overdrafted must have groundwater sustainability plans in place less than 

five years from now.  The Sustainable Groundwater Management Act (SGMA) requires all Bulletin 

118 basins designated as high‐ or medium‐priority and subject to critical conditions of overdraft to 

be managed under a groundwater sustainability plan or coordinated groundwater sustainability 

plans by January 31, 2020, two years earlier than the other high‐ and medium‐ priority basins. 

In August 2015, the Department of Water Resources (DWR) preliminarily identified twenty‐one (21) 

groundwater basins and subbasins that have been significantly overdrafted by excessive pumping; 

this list included the Kings Subbasin.  The twenty‐one identified basins and subbasins fall under the 

earliest deadlines required by groundwater management laws enacted in 2014.  Thus, the Kings 

Subbasin and others DWR has preliminarily identified as significantly overdrafted must have 

groundwater sustainability plans in place by 2020.  

Porter‐Cologne Water Quality Control Act 

The Porter‐Cologne Water Quality Control Act gives the SWRCB authority over state water rights and 

water quality policies through one of the nine RWQCBs.  As mandated by the Clean Water Act 

Section 303, SWRCB is responsible for implementing water quality standards and adopting water 

quality control plans.  In California, the SWRCB along with the nine Regional Boards are responsible 

for granting NPDES permits. 

California Urban Water Management Planning Act 

The Urban Water Management Planning Act (California Water Code Sections 10610‐10656) requires 

that all urban water suppliers with at least 3,000 customers prepare urban water management plans 

and update them every five years.  The act requires that urban water management plans include a 

description of water management tools and options used by that entity to maximize resources and 

minimize the need to import water from other regions.  The City’s most recent UWMP, the 2010 

UWMP, was adopted by the Fresno City Council in November 2012.  The 2010 UWMP complies with 

the Act. 

State Model Water Efficient Landscape Ordinance ‐ 2015 Update 

Governor Brown’s Drought Executive Order of April 1, 2015 (EO B‐29‐15) directed the State 

Department of Water Resources to update the Model Water Efficient Landscape Ordinance through 

expedited regulation.  The Model Ordinance promotes efficient landscapes in new developments 

and retrofitted landscapes.  To improve water savings in the landscaping irrigation sector, the 2015 

revisions increase water efficiency standards for new and retrofitted landscapes through more 

efficient irrigation systems, greywater usage, on‐site storm water capture, and by limiting the 
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portion of landscapes that can be covered in turf.  It also requires reporting on the implementation 

and enforcement of local ordinances, with required reports due by December 31, 2015.  The 

California Water Commission approved the revised Ordinance on July 15, 2015.  Local agencies (cities 

and counties) have until December 1, 2015 to adopt the Ordinance or adopt their own ordinance or 

the State’s ordinance becomes effective by default.  A local ordinance must be at least as effective in 

conserving water as the State’s Ordinance. 

Regional 

Fresno Area Regional Groundwater Management Plan 

This Plan was prepared in 2006 in compliance with AB 3030 and SB 1938 by a group of nine public 

agencies, including the City of Fresno, and one private water company in the Fresno Clovis 

Metropolitan Area.  The plan documents a regional approach toward groundwater management, 

while still addressing individual goals and issues for each of the participants.  The RGMP boundaries 

generally coincide with FID, but also include a small area northeast of FID.  The objectives of the 

RGMP have been developed to monitor, protect, and sustain groundwater within the region, as 

described under Groundwater Management, earlier in this Section. 

Local 

City of Fresno 

Fresno General Plan 

The City of Fresno General Plan establishes the following objectives and policies that are applicable 

to hydrology and water quality. 

Resource Conservation Element – Water Resources  

 Objective G‐2: Maintain a comprehensive, long‐range water resource management plan that 

provides for appropriate management of all sources of water available to the planning area 

and ensures that sufficient and sustainable water supplies of good quality will be economically 

available to accommodate existing and planned urban development.  

 Policy G‐2‐a: Support cooperative, multi‐agency regional water resource planning efforts 

involving the Cities of Fresno and Clovis, Fresno County, Fresno Metropolitan Flood Control 

District, the Department of Water Resources, the Regional Water Quality Control Board, 

irrigation districts, and other agencies and stakeholders in the area.  

 Policy G‐2‐b: Implement the Fresno Metropolitan Water Resources Management Plan, and 

update this plan as necessary, to ensure cost‐effective use of water resources and continued 

availability of good‐quality groundwater and surface water supplies.  

 Policy G‐2‐e: The conclusions, recommendations, and mitigation measures of the 

Metropolitan Water Resource Management Plan and its Environmental Impact Report shall be 

used to evaluate land use development project proposals.  

 Objective G‐3: Protect water resources in the area from further degradation in quality.  

 Policy G‐3‐a: Monitor key water pollutants to determine direction and rates of contaminant 

travel, in order to achieve cost‐effective and timely intervention for containment and 

remediation of contamination, and to indicate which areas may require water treatment to 

supply acceptable‐quality drinking water.  
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 Policy G‐3‐c: Support continued efforts to identify and mitigate detriments to surface and 

groundwater quality that may result from storm water discharge from urbanized areas.  

 Policy G‐3‐d: Continue to implement water system policies that ensure compliance with 

Federal and State Safe Drinking Water Standards. 

 Policy G‐3‐f: Continue programs to collect and treat sewage to enhance water quality and 

reclaim water resources in a manner that protects the Fresno Sole Source Aquifer. 

 Policy G‐3‐g: Restrict urban development in areas that are not served by a wastewater 

treatment/management system that is capable of preventing the buildup of compounds that 

would degrade the aquifer.  Oppose the development of new sewage disposal facilities either 

within the planning area or upgradient (north and east) of the planning area, unless the 

treatment facilities produce effluent that: 

‐ Will not degrade the aquifer in the long term.  

‐ Will not introduce contaminants into surface water that would negatively affect is potential 

economic use for drinking water.  

‐ Will not deleteriously affect downstream agricultural and urban uses.  

‐ Will not degrade sensitive riparian habitat.  

 Policy G‐3‐i: Continue to protect areas of beneficial natural groundwater recharge by 
preventing uses which can contaminate soil or groundwater.  

 Objective G‐4: Manage, use, and replenish water resources to maintain a balanced “water 

budget” in the Fresno area.  

 Policy G‐4‐a: Preserve the city’s surface water entitlements to the fullest extent possible and 

augment surface water supplies as may be necessary.  

‐ Use surface water, as necessary, to balance the aquifer’s long‐term sustainable yield with 

projected demand.  

‐ Use surface water, as necessary, to maintain the overall high quality of Fresno’s underground 

reservoir.  

‐ Protect, develop and maintain areas and facilities necessary for groundwater recharge, 

including in‐lieu recharge achieved through use of a surface water treatment plant.  

‐ Promote use of surface water for landscape irrigation when this is practical and beneficial to 

overall water management objectives.  

 Policy G‐4‐b: In cooperation with other agencies, enhance the recharge of groundwater as 
may be necessary.  

 Policy G‐4‐c: Address localized groundwater deficiencies and groundwater quality problems 

that exist or may arise in portions of the planning area.  

 Policy G‐4‐d: Explore methods of using treated and reclaimed wastewater for irrigating crops 

and landscaping, while ensuring that there will be no negative impacts on groundwater 

quality.  

 Policy G‐4‐e: The Departments of Public Utilities and Public Works will use available and 

innovative forecasting methods to determine the demand on water resources posed by urban 

development and to determine appropriate facility needs for meeting this demand.  

 Policy G‐4‐f: Adequate and appropriate conditions of approval will be set for each 
development project proposal to ensure long term maintenance of adequate clean water 

resources and to ensure that necessary potable water production and supply facilities are in 

place to serve the project prior to occupancy.  
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 Policy G‐4‐g: Maintain a comprehensive conservation program that reduces per capita water 

usage in the city’s water service area 

‐ Encourage and support programs that result in decreased water demand such as 

landscaping standards that require drought‐tolerant plans and controls on watering systems.  

‐ Implement “best management practices” as necessary to maintain the city’s surface water 

entitlements.  

‐ Adopt and implement policies for development of artificial lakes.  

‐ Work cooperatively toward effective uniform water conservation measures that would apply 

throughout the planning area.  

‐ Expand efforts to educate the public about water supply issues and water conservation 
techniques.  

 
Public Facilities Element 

 Objective E‐19: Preserve groundwater quality and ensure that the health and safety of the 
community is not impaired by use of private on‐site disposal systems.  

 Policy E‐22‐i: Mitigate the effects of development and capital improvement projects on the 

long‐range water budget to ensure an adequate water supply for current and future uses.  

 Objective E‐23: Provide facilities to protect lives and property from storm water runoff 

hazards.  

 Policy E‐23‐i: The City of Fresno shall work with the Fresno Metropolitan Flood Control District 

to prevent and reduce the existence of urban storm water pollutants to the maximum extent 

practical, and ensure that surface and groundwater quality, public health and the environment 

will not be adversely affected by urban runoff, pursuant to the requirements of the National 

Pollution Discharge Elimination System (NPDES) Act. 

 

Consistency with the City of Fresno General Plan objectives and policies is discussed in Section 3.6 

Land Use and Planning of this EIR. 

City of Fresno Municipal Code 

Chapter 6, Municipal Services and Utilities, Article 7, Urban Storm Water Quality Management and 

Discharge Control, of the Fresno Municipal Code establishes provisions regarding stormwater 

discharges.  The purpose and intent of Article 7 is to ensure the health, safety, and general welfare of 

residents, and to protect the water quality of surface water and groundwater resources in a manner 

pursuant to and consistent with the Federal CWA by reducing pollutants in urban stormwater, 

discharges to the maximum extent practicable, and by effectively prohibiting non‐stormwater 

discharges to the storm drain system.  

City of Fresno Recycled Water Ordinance 

In May 2014, the City of Fresno adopted the Recycled Water Ordinance to help meet the City’s need  

to develop need to develop 25,000 acre feet of water per year to offset potable water use, and help 

meet future water supply needs of the Fresno metropolitan area (2010 UWMP).  The intent of the 

ordinance is to provide recycled water to all services areas in the City identified in the Recycled 

Water Master Plan and subsequent revisions, additions or updates of the Plan, and require its use for 

landscaping irrigation as specified in the Ordinance. 
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Fresno Metropolitan Water Resources Management Plan 

In order to address various water issues and to ensure the Fresno metropolitan area has a reliable 

water supply through 2050, the City of Fresno invited other local water agencies to help develop the 

Fresno Metropolitan Water Resource Plan (Metro Plan), which was adopted by the Fresno City 

Council in 1996.  The Metro Plan called for a conjunctive use program, combining groundwater, 

treated surface water, artificial recharge, and an enhanced water conservation program. 

3.5.4 ‐ Methodology 

FirstCarbon Solutions (FCS) analyzed the proposed project’s potential to cause adverse impacts on 

hydrology and water quality utilizing several resources.  FCS reviewed project plans to determine 

what changes, if any, would occur to existing storm drainage facilities.  FCS also obtained background 

information about hydrologic conditions from authoritative sources such as the Western Regional 

Climate Center and the California Department of Water Resources. 

3.5.5 ‐ Thresholds of Significance 

According to Appendix G, Environmental Checklist, of the CEQA Guidelines, hydrology and water 

quality impacts resulting from the implementation of the proposed project would be considered 

significant if the project would: 

a) Violate any water quality standards or waste discharge requirements? 
 

b) Substantially deplete groundwater supplies or interfere substantially with groundwater 
recharge such that there would be a net deficit in aquifer volume or a lowering of the local 

groundwater table level (e.g., the production rate of pre‐existing nearby wells would drop to 

a level which would not support existing land uses or planned uses for which permits have 

been granted? 
 

c) Substantially alter the existing drainage pattern of area, including through the alteration of 
the course of a stream or river, in a manner which would result in substantial erosion or 

siltation on‐ or off‐site? 
 

d) Substantially alter the existing drainage pattern of the site or area, including through the 
alteration of the course of a stream or river, or substantially increase the rate or amount of 

surface runoff in a manner, which would result in flooding on‐ or off‐site? 
 

e) Create or contribute runoff water which would exceed the capacity of existing or planned 
stormwater drainage systems or provide substantial additional sources of polluted runoff? 

 

f) Otherwise substantially degrade water quality? 
 

g) Place housing within a 100‐year flood hazard area as mapped on a federal Flood Hazard 

Boundary or Flood Insurance Rate Map or other flood hazard delineation map?  (Refer to 

Section 7, Effects Found not to be Significant.) 
 

h) Place within a 100‐year flood hazard area structures, which would impede or redirect flood 

flows?  (Refer to Section 7, Effects Found not to be Significant.) 
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i) Expose people or structures to a significant risk of loss, injury or death involving flooding, 

including flooding as a result of the failure of a levee or dam?  (Refer to Section 7, Effects 

Found not to be Significant.) 
 

j) Inundation by seiche, tsunami, or mudflow?  (Refer to Section 7, Effects Found not to be 

Significant.) 

 

3.5.6 ‐ Project Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 

Water Quality 

Impact HYD‐1:  The project may violate water quality standards or waste discharge requirements. 

Impact Analysis 

The following impact discussion assesses the proposed project’s potential short‐term water quality 

impacts from construction activities and long‐term water quality impacts from operational activities.  

Short‐term and long‐term impacts are discussed separately. 

Short‐Term Water Quality 

Implementation of the proposed project would require stockpiling and other construction and 

remodeling activities that would disturb more than one acre.  During these activities, there would be 

the potential for surface waters to carry sediments, debris, and small amounts of constituents into 

the existing on‐site or adjacent off‐site storm drainage systems, and subsequently downstream and 

into local waterways.  Small quantities of pollutants have the potential to enter the storm drainage 

systems, thereby potentially degrading water quality. 

Construction of the proposed project would also require the use of gasoline‐ and diesel‐powered 

equipment such as front‐end loaders, flatbed trucks, water pumps, and air compressors.  Chemicals 

such as gasoline, diesel fuel, lubricating oil, hydraulic oil, lubricating grease, automatic transmission 

fluid, paints, solvents, glues, and other substances would likely be used during project construction.  

An accidental release of any of these substances could degrade the water quality of stormwater 

runoff and add additional sources of pollution into the storm drainage system.  The NPDES 

stormwater permitting program regulates stormwater quality from construction sites.  The 

Construction General Permit requires development and implementation of a Storm Water Pollution 

Prevention Plan (SWPPP).  Under the NPDES permitting program, the preparation and 

implementation of SWPPPs are required for construction activities that disturb more than one acre 

in area.  The SWPPP must identify potential sources of pollution that are reasonably expected to 

affect the quality of stormwater discharges, as well as identify and implement BMPs that would 

reduce these pollutants during stormwater discharges to the maximum extent practicable. 

Mitigation Measure HYD‐1a would require the project applicant to prepare and implement an SWPPP 

prior to the issuance of grading or building permits.  This would ensure compliance with all applicable 

water quality requirements.  The implementation of the mitigation measure would ensure that 

potential, short‐term, construction water quality impacts are reduced to a level of less than significant. 
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Long‐Term Water Quality 

Currently, with the exception of landscaped areas, the project site contains mostly paved, impervious 

surfaces such as the existing building and the parking lot.  Landscaped areas are currently located 

along the project site frontages with N. Brawley Avenue and W. San Jose Avenue, and within the 

parking lot.  New landscaping is proposed in the new parking area adjacent to the existing building, 

with trees to match the surrounding existing trees and drought‐resistant shrubs and ground cover 

that would be irrigated by an isolated drip water system. 

Under the existing conditions, the project site is served by a storm drainage system that discharges 

into the City of Fresno municipal storm drain system.  Since the proposed project involves 

repurposing the existing building and site, and generally involves only architectural and limited 

parking lot pavement replacement, the project would not significantly alter existing impervious 

surface coverage.  As such, no modifications or upsizing of the existing on‐site storm drainage 

facilities would be necessary. 

The lack of new impervious surface coverage would not alter the rate, direction, or quantity of 

stormwater flows on the project site.  By not changing the on‐site drainage characteristics, the 

proposed project would not contribute to the additional discharge of urban pollutants to 

downstream waterways.  Regardless, stormwater quality source control and treatment control BMPs 

would be maintained on the project site. 

These BMPs, coupled with incorporation of the proposed Mitigation Measure HYD‐1b, would further 

reduce the potential for water quality impacts during project operations by requiring the project 

applicant to prepare and submit a stormwater quality management plan to the City of Fresno for 

review and approval.  The plan would require the project applicant to document various stormwater 

quality control measures that would remain in effect during project operations to ensure that water 

quality in downstream waterways is not degraded. 

The implementation of this mitigation measure would ensure that long‐term operational impacts 

associated with water quality are reduced to a level of less than significant. 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

MM HYD‐1a  Prior to the issuance of the first building permit for the proposed project, the project 

applicant shall prepare and submit a Stormwater Pollution Prevention Plan (SWPPP) to 

the Central Valley Regional Water Quality Control Board (RWQCB) that identifies 

specific actions and best management practices (BMPs) to prevent stormwater 

pollution during construction activities to the maximum extent practicable.  The 

applicant shall provide the City of Fresno with a copy of the approved SWPPP prior to 

issuance of the grading permit or building permit (whichever occurs first).  The SWPPP 

shall identify a practical sequence for BMPs implementation and maintenance, site 

restoration, contingency measures, responsible parties, and agency contacts.  The 

SWPPP shall include but not be limited to the following elements: 
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 Temporary erosion control measures shall be employed for disturbed areas. 

 No disturbed surfaces shall be left without erosion control measures in place 

during the winter and spring months. 

 Sediment shall be retained on‐site by a system of sediment basins, traps, or other 

appropriate measures. 

 The construction contractor shall prepare Standard Operating Procedures for the 
handling of hazardous materials on the construction site to eliminate or reduce 

discharge of materials to storm drains.  

 BMPs performance and effectiveness shall be determined either by visual means 

where applicable (e.g., observation of above‐normal sediment release), or by 

actual water sampling in cases where verification of contaminant reduction or 

elimination (such as inadvertent petroleum release) is required by the Central 

Valley RWQCB to determine adequacy of the measure. 

 In the event of significant construction delays or delays in final landscape 
installation, native grasses or other appropriate vegetative cover shall be 

established on the construction site as soon as possible after disturbance, as an 

interim erosion control measure throughout the wet season. 

 

MM HYD‐1b  Prior to the issuance of building permits for the proposed project, the project 

applicant shall submit a Construction Best Management Practices Plan and Exhibits 

to the Fresno Metropolitan Flood Control District for review and approval.  The 

Construction Best Management Practices Plan and Exhibits shall identify pollution 

prevention measures and practices to prevent polluted runoff from leaving the 

project site.  The applicant shall provide the City of Fresno with a copy of the 

approved Plan prior to issuance of the grading permit or building permit (whichever 

occurs first).  Examples of stormwater pollution prevention measures and practices 

shall include but not be limited to the following elements: 

 Strategically placed bioswales and landscaped areas that promote percolation of 

runoff 

 Pervious pavement 

 Trash enclosures with screened walls and roofs 
 Sewer drains in areas near trash enclosures 
 Stenciling on storm drains indicating water flows directly to creeks 

 Curb cuts in parking areas to allow runoff to enter landscaped areas 
 Rock‐lined areas along landscaped areas in parking lots 
 Catch basins 
 Oil/water separators 
 Regular sweeping of parking areas and cleaning of storm drainage facilities 

 Employee training to inform store personnel of stormwater pollution prevention 

measures 
 

  The project applicant shall also prepare and submit an Operations and Maintenance 

Agreement to the City of Fresno for its approval identifying procedures to ensure 

that stormwater quality control measures work properly during operations. 
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Level of Significance After Mitigation 

Less than significant impact. 

Groundwater 

Impact HYD‐2:  The project would not substantially deplete groundwater supplies or substantially 
interfere with groundwater recharge such that there would be a net deficit in 
aquifer volume or a lowering of the local groundwater table level (e.g., the 
production rate of pre‐existing nearby wells would drop to a level which would not 
support existing land uses or planned uses for which permits have been granted. 

Impact Analysis 

This impact discussion assesses the proposed project’s potential to substantially deplete 

groundwater supplies and/or substantially interfere with groundwater recharge and create a net 

deficit in aquifer volume or a lowering of the local groundwater table level. 

Impact HYD ‐2a 

The Project would not Substantially Deplete Groundwater Supplies. 

The City of Fresno currently operates approximately 270 municipal supply wells within the Kings 

Subbasin, and until late 2004, relied solely on pumped groundwater to meet the water demands 

within its service area.  Groundwater is withdrawn from the Kings Groundwater Sub‐basin of San 

Joaquin Basin Hydrologic Area.  At present, the City is creating an overdraft of the Kings 

Groundwater Sub‐basin aquifer as defined by the California State Department of Water Resources.  

The California Department of Water Resources has identified the Kings Subbasin as being in a critical 

state of overdraft because groundwater pumping has historically exceeded recharge.  

The City of Fresno is working to reduce groundwater pumping during the next 20 years with the goal 

of restoring equilibrium to the overdrafted aquifer by 2025 (West Yost Associates, 2011).  In the 

future, as use of other supplies increases, the percentage of groundwater use decreases.  Under the 

City’s future water supply plan, groundwater will make up about 37 percent of the City’s total supply 

in 2025, down from 87 percent in 2010.  The City’s future water supply plan maximizes the use of all 

water resources available to the City, including:  

 Surface water available through contract with Fresno Irrigation District (Kings River) 
 

 Surface water available through the United States Bureau of Reclamation (CVP) 
 

 Previously recharged surface water supply, available through the City’s groundwater 
recharge activities, 

 

 Recycled water supply available through the City’s Wastewater Recycled Exchange agreement 

with Fresno Irrigation District 

 

The 2010 UWMP concludes that there are adequate water supply sources to meet future growth 

demands through 2035, including multiple dry years.5 The City is planning and funding increased 

                                                            
5
  (Refer to Section 3.11, Utilities and Service Systems, for additional information on the City’s current and projected water supply and 

demand, in both under Normal and Dry Year conditions). 
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surface water treatment capability, increasing intentional groundwater recharge and implementing a 

Recycled Water Plan in order to reduce groundwater pumpage.  With these operational changes and 

the City’s current and planned water conservation efforts, it is anticipated that the City will balance 

groundwater operations by 2025 (2010 UWMP). 

Increased Groundwater Recharge 

Based on the natural groundwater recharge (25,400 AF), subsurface inflow (22,500 AF), and 

intentional recharge (53,100 AF) that occurred in 2010, the total groundwater recharge during 

normal year supply is approximately 100,000 AF (see Table 3.5‐03).  This amount is considered the 

safe yield for the groundwater sub basin the City of Fresno draws from (2010 UWMP).  As shown in 

Table 3.5‐9, intentional groundwater recharge is projected to increase gradually over time, from 

53,100 AF in 2010 to 63,700 AF in 2025, and 75,100 AF in 2035, while natural groundwater recharge 

decreases over time.  Future net groundwater recharge is projected to range between 17,400 AFY 

and 36,800 AFY.  By 2025 intentional recharge will equal groundwater pumping and by 2030 will 

exceed it. 

Table 3.5‐9: Projected Future Groundwater Recharge 

Category  2010  2015  2020  2025  2030  2035 

Natural Groundwater Recharge, AFY  *  25,400  26,100  26,600  26,900  27,000 

Net Subsurface Inflow, AFY  —  15,000  7,500  0  0  0 

Intentional Groundwater Recharge, AFY  —  53,100  53,100  63,700  69,400  75,100 

Total Groundwater Recharge AFY  —  93,500  86,700  90,300  96,300  102,100 

Total Groundwater Pumpage AFY  —  76,100  61,800  53,500  69,200  85,000 

Net Groundwater Recharge AFY 
(Pumpage) 

—  17,400  24,900  36,800  27,100  17,100 

Notes: 
(a)  Represents City’s portion of natural recharge within Fresno SOI.  
(b)  Represents City’s portion of net subsurface inflow within Fresno SOI.  Assume to be zero when groundwater 

operations are balanced in 2025. 
(c)  2015 and 2020 intentional recharge based on 2010 recharge quantity.  For 2025, 2030 and 2035, represents potential 

intentional recharge under normal year supply conditions, assuming that all available surface water supplies that are 
not treated for direct use are used for intentional groundwater recharge.  Requires new recharge facilities. 

(d)  Based on normal year supply conditions.  In dry years, when surface water supplies may be reduced, groundwater 
recharge may be reduced. 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Increased Surface Water Supplies 

Reducing groundwater pumping can occur with an increase in the use of treated surface water.  

Groundwater pumpage projected to drop with the implementation of the Southeast Surface Water 

Treatment Facility (SE SWTF) projected to start construction in 2015‐2016.6 Once operational, the SE 

                                                            
6
  The SE SWTF is a key element of “Recharge Fresno” – the City’s water infrastructure improvement program designed to secure 

Fresno’s water future.  Recharge Fresno will reduce the City’s reliance on a rapidly declining groundwater supply, by building 
pipelines and treatment facilities to capture and use available surface water allocations in normal years. 
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SWTF will have the capacity to initially treat 54 million gallons of surface water per day (mgd), with 

an ultimate design capacity of 80 mgd (2010 UWMP).  To offset area peak water demand and fire 

flow requirements until this larger regional facility can be built, the City has constructed a 3 million 

gallon water storage tank and a 4 mgd package surface water treatment facility (T‐3 Facility) east of 

the Fresno International Airport that will operate May through October of each year when water 

demands are highest (USBR Water Management Plan, City of Fresno, 2013).7 

Further groundwater pumping reductions will occur following the planned expansion of the City's 

Northeast SWTF in 2020. 

Recycled water provides a reliable water source even in dry years.  Although total wastewater flows 

might be reduced slightly, recycled water is essentially 100 percent reliable even during drought 

events.  This is because wastewater flows are primarily generated from indoor water uses that are 

not reduced significantly during drought conditions.  Recycled water was introduced as a new source 

of supply to meet non‐potable demands starting in 2010, and is projected to increase to a supply of 

up to 25,000 af/yr by the year 2025, to directly offset potable water demands.  The City’s Recycled 

Water Plan requires use of recycled water for plan area residential, industrial and commercial 

landscaping within the Recycled Water Plan area.  Under the Plan, recycled water will be used for 

landscape irrigation and other non‐potable purposes in the Southeast Growth Area, and other 

portions of the City, reducing the potable water demands.  By 2025, recycled water is projected to 

fulfill eleven percent (11%) of the City’s water demand. 

Increased Conservation 

Over the past decade, the City has seen significant reductions in per capita water use.  The City’s per 

capita water use in 2012 was 241 gpcd, down 27 percent from a high of 329 gpcd in 2001.  The City 

currently has an extensive water conservation program in place (see 2010 UWMP Chapter 8), and 

additional conservation is anticipated as a result of the completion of the City’s Residential Water 

Metering Program in late 2012 (see Section 3.11, Utilities and Service Systems). 

Recent statewide water conservation mandates issued in response to the severe ongoing conditions 

also have led the City of Fresno to intensify water conservation efforts as well as undertake actions 

to increase funding for surface treatment facilities.  In March 2015, the City Council approved a new 

five‐year water rate plan to generate revenue used to fund capital projects, costs for operating and 

maintaining current water service levels within the service areas.  The five‐year plan includes 

spending $429.1 million to complete the projects identified in the five‐year capital investment plan. 

Per the State Water Conservation Act of 2009 (SBx7‐7), each urban water retailer (including the City) 

was required to adopt per capita water use targets for 2015 and 2020, and incorporate those targets 

into future demand projections to be included in Urban Water Management Plans.  The City has 

complied with these mandates.  The City adopted per capita water use targets in March 2012 and 

incorporated those targets into its 2010 UWMP dated November 2012.  The City’s adopted targets 

are 282 gallons per capita per day (gpcd) by 2015 and 250 gpcd by 2020.  Compliance with the 

                                                            
7
  The City prepared the USBR [United States Bureau of Reclamation] Water Management Plan (2011 Criteria) Draft Report: December 

20, 2012, Final Draft Report: May 7, 2013, and Final Report: May 15, 2013. 
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adopted per capita water use targets will require on‐going water conservation by the City’s water 

customers. 

Project Water Demand 

The proposed project would have a daily potable water demand of 9,058 gallons of water (10.15 

AFY) and a daily irrigation water demand of 4,271 gallons (4.78 AFY).  Together, the project’s potable 

and irrigation water requirements total 14.93 afy or 13,326 gpd.  According to correspondence with 

the City of Fresno Department of Public Utilities, the above estimated water demand for the 

proposed project is accurate based upon other Fresno Walmart Stores’ water consumption, and an 

adequate supply of potable water exists to serve the proposed project (Refer to Appendix E). 

The proposed project would occupy the existing structure, and its estimated water demand would 

be on par with past retail occupants of this space.  Based on actual water consumption information 

provided by the City of Fresno, the Dan Gamel Camp America had an average daily water usage of 

approximately 10,322 gallons.  The previous K‐Mart/Super K‐Mart had an average total daily water 

demand of approximately 18,101 gallons that is roughly one third higher than the proposed project’s 

total estimated daily water usage of 13,329 gallons.  The project’s incorporation of water‐saving 

features and conservation practices helps reduce its estimated water demand as compared to the 

prior Super‐Kmart store that operated on the site from approximately 1993 to 2000.  The proposed 

project includes new and replacement landscaping in the store’s parking area adjacent to the 

existing structure.  The new trees, shrubs and ground cover will be native, drought‐resistant tolerant 

plant varieties irrigated by an isolated drip water system, in compliance with City of Fresno’s Water 

Efficient Landscape Standards.  Exhibit 2‐12 depicts the proposed changes to landscaping in the 

Preliminary Landscaping Plan.  The store would also include water‐conserving fixtures such as 

sensor‐activated 0.5 gallon per minute high‐efficiency faucets in the restrooms and high‐efficiency 

urinals that use only 0.125 gallon (1 pint) of water per flush, an approximately 75 percent reduction 

relative to the 0.5‐gallon‐per‐flush urinal water use baseline in the California Green Building Code, 

versus conventional 1‐gallon‐per‐flush urinals. 

The 2010 UWMP concludes that there are adequate water supply sources to meet future growth 

demands through 2035, including multiple dry years.  The City’s current water supplies equal 

322,670 AFY.  Projected supplies from 2015 to 2035 will range between 252,700 AFY and 308,500 

AFY.  The proposed project is expected to result in a daily potable water demand of 9,058 gallons of 

water (10.15 AFY) and a daily irrigation water demand of 4,271 gallons (4.78 AFY).  Thus, the 

proposed project’s collective water requirement of 14.93 AFY would equate to approximately 0.004 

and 0.005 percent of the City’s projected future supplies, representing only a nominal portion of the 

City’s overall water supply. 

While the project’s water consumption would represent a net increase in water consumption as 

compared to a vacant building, the project does not represent a new or unplanned source of 

demand for water resources.  Because the proposed project utilizes an existing structure previously 

occupied by a similar land use, the water demand for the site’s commercial land use was included in 

the UWMP as one of the 8,044 commercial water service connections within the City in 2010.  The 

UWMP relied upon historical water consumption data for all water use sectors when formulating 

future water projections. 
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Commercial uses within the City received a total water delivery of 20,754 acre feet in 2010.  Based 

on the population served by the City from 1991 to 2011, historical per capita water production has 

varied from a low of 246 gallons per capita per day (gpcd) in 2011 to a high of 329 gpcd in 2001.  The 

City’s average total per capita water production from 1991 to 2011 was 295 gpcd.  Based on 

historical data and the City’s per capita water use target for 2015 (282 gpcd), projected water use by 

the City’s commercial sector in 2015 is estimated to be 26,933 acre‐feet per year (AFY); 26,137 AFY 

by the year 2020; 28,612 AFY by 2025; 31,330 AFY by 2030; and 34,290 AFY by the year 2035 (2010 

UWMP) The project was accounted for in these projections as an existing commercial water service 

connection. 

Since the proposed project would connect to the municipal water supply, the project’s water 

demand would not be met solely be groundwater.  In the future, the City will increasingly rely upon 

both surface and recycled water supplies to serve its water users.  However, were the proposed 

project’s water needs to be met solely by groundwater supplies, its expected water requirement of a 

combined 14.93 AFY would represent between 0.04 and 0.08 percent of the projected future net 

groundwater recharge for the City.  This level of usage would not result in a substantial depletion of 

groundwater supplies, such that there would be a net deficit in aquifer volume or a lowering of the 

local groundwater table level to extent that pre‐existing nearby wells would not support existing and 

permitted land uses.  Accordingly, impacts related to groundwater resources would be less than 

significant. 

Impact HYD ‐2b 

The Project Would Not Substantially Interfere With Groundwater Recharge 

The project site does not contain any formal groundwater recharge facilities.  Limited percolation 

occurs within landscaped areas.  The proposed project involves re‐tenanting an existing building and 

site without increasing the existing impervious surface coverage or altering the past and current flow 

of stormwater discharge off‐site. 

Storm drainage infrastructure exists on‐site and is the primary means of disposing of stormwater 

runoff on the project site.  The existing site’s stormwater drainage facilities connect to the Fresno 

Metropolitan Flood Control District storm drains located with N. Brawley Avenue.  The project site 

currently discharges, and will continue to discharge, runoff to the Fresno Metropolitan Flood Control 

District ponding basin located north of the project site.  As such, the proposed project would be 

consistent with regional groundwater recharge efforts that are intended to contribute to the long‐

term sustainable yield of the groundwater basin. 

The Herndon Canal is an irrigation channel located to the west and southwest of the project site, and 

is owned and operated by the Fresno Irrigation District (FID).  It is part of a network of canals that 

conveys irrigation water for agricultural uses most of the year.  However, in the winter months, the 

large, open channel canal provides stormwater drainage and groundwater recharge.  The proposed 

project would not alter the Herndon Canal’s continued use for these purposes, including its use for 

stormwater drainage and groundwater recharge.  The project would not substantially deplete 

groundwater supplies or substantially interfere with groundwater recharge.  Impacts associated with 

groundwater recharge would be less than significant. 
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The project would not substantially deplete groundwater supplies or substantially interfere with 

groundwater recharge. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Erosion and Siltation 

Impact HYD‐3:  The project would not substantially alter the existing drainage pattern of area, 
including through the alteration of the course of a stream or river, in a manner 
that would result in substantial erosion or siltation on‐ or off‐site. 

Impact Analysis 

Under the existing conditions, the project site is served by an existing storm drainage system 

developed to accommodate buildout of the project site for its original user, K‐Mart/Super‐K.  The 

system discharges into the City of Fresno municipal storm drain system.  Since the proposed project 

involves repurposing an existing building, and relatively minor architectural and related 

improvements including partial replacement of an area of worn parking lot paving, the project would 

not significantly alter existing impervious surface coverage.  Thus, the proposed project would not 

change the volume or flow rate of stormwater runoff, and as such, no modifications or upsizing of 

the existing on‐site storm drainage facilities would be necessary.  The current storm drainage system 

is capable of collecting stormwater runoff before flows are permitted to buildup on‐site or are 

conveyed off‐site.  Therefore, impacts associated with the existing drainage pattern and erosion 

would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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Flooding 

Impact HYD‐4:  The project would not substantially alter the existing drainage pattern of the site 
or area, including through the alteration of the course of a stream or river, or 
substantially increase the rate or amount of surface runoff in a manner, which 
would result in flooding on‐ or off‐site. 

Impact Analysis 

As addressed previously in Impacts HYD‐3, US‐1, US‐2 and US‐3, since the proposed project involves 

re‐tenanting an existing building, and generally involves only architectural and partial replacement of 

worn parking lot pavement, the project would not significantly alter existing impervious surface 

coverage.  Thus, the proposed project would not change the volume or flow rate of stormwater 

runoff, and as such, no modifications or upsizing of the existing on‐site storm drainage facilities 

would be necessary.  The current storm drainage system is capable of collecting stormwater runoff 

before flows are permitted to buildup on‐site or are conveyed off‐site.  Therefore, impacts associated 

with the existing drainage pattern and flooding would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Stormwater Drainage System Capacity 

Impact HYD‐5:  The project would not create or contribute runoff water that would exceed the 
capacity of existing or planned stormwater drainage systems or provide 
substantial additional sources of polluted runoff. 

Impact Analysis 

The proposed project involves re‐tenanting an existing building, and generally involves only 

architectural and related improvements.  As such, the project would not significantly alter existing 

impervious surface coverage.  The existing building, loading area, and parking lot would all remain 

relatively unchanged, and none would be expanded or significantly altered.  Thus, the proposed 

project would not change the volume or flow rate of stormwater runoff, and as such, no 

modifications or upsizing of the existing on‐site storm drainage facilities would be necessary.  The 

current storm drainage system is capable of collecting stormwater runoff before flows are permitted 

to buildup on‐site or are conveyed off‐site.  Therefore, impacts associated with the existing 

stormwater drainage system capacity would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 
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Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Degrade Water Quality 

Impact HYD‐6:  The project may otherwise substantially degrade water quality. 

Impact Analysis 

As previously addressed in Impacts HYD‐1 and US‐1, the proposed project could potentially result in 

both short‐term construction and long‐term operational water quality impacts.  However, 

incorporation of a SWPPP and a stormwater management control plan as set forth in Mitigation 

Measures HYD‐1a and HYD‐1b would reduce these impacts to a less than significant level, and ensure 

that the proposed project would not otherwise substantially degrade water quality. 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

Implement Mitigation Measures HYD‐1a and HYD‐1b. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.6 ‐ Land Use and Planning 

3.6.1 ‐ Introduction 

This section describes the existing land use and planning setting, and the potential effects from project 

implementation on the site and its surrounding area.  Descriptions and analysis in this section are based 

on‐site reconnaissance by FirstCarbon Solutions and review of the City of Fresno General Plan, current 

Bullard Community Plan, and the current City of Fresno Municipal Code. 

3.6.2 ‐ Environmental Setting 

Land Use 

Project Site 

The project site contains an existing 193,361‐square‐foot vacant commercial building with associated 

parking and landscaped areas.  The building was originally developed in the early 1990s as a K‐Mart 

store and later expanded into a Super K‐Mart with the addition of grocery sales.  Following the 

closure of Super K‐Mart in the early 2000s, the building was re‐tenanted by Dan Gamel Camp 

America Recreational Vehicle (RV) superstore in 2004.  The RV store closed in 2008 and the building 

has remained vacant since that time. 

The existing vacant building is characterized by contemporary architectural design.  A shed roof feature 

with two wood‐truss gabled entrances is located on the front façade.  The store’s exterior colors are 

primarily blue‐gray and light green.  A large “Camp America” sign is located just below the roofline. 

A parking area is located in the front of the main building entrance.  Ornamental trees and 

landscaping exist in the parking area and along the frontages of West San Jose Avenue, North 

Brawley Avenue, and West Shaw Avenue.  The parking areas are accessible to the surrounding retails 

uses located south of the project site. 

Vehicular access to the project site is provided at the following locations (Exhibit 2‐4): 

 North (Service): Right‐in/right‐out driveway connecting to N. Brawley Avenue.  Single‐lane 
ingress, single‐lane egress, no throat.  Primary access for southbound 4‐axle trucks (Walmart 

trucks) and 2‐axle vendor trucks.  Accessible to customer passenger vehicles. 
 

 Middle (Secondary): Right‐in/right‐out driveway connecting to N. Brawley Avenue.  Single‐

lane ingress, single‐lane egress, no throat.  Accessible to customer passenger vehicles.  Not a 

designated truck route for 4‐axle or 2‐axle trucks. 
 

 South (Primary): Right‐in/right‐out/left‐in driveway connecting to N. Brawley Avenue.  A 

center median prevents left‐out turning movements.  Single‐lane ingress, single‐lane egress, 

no throat.  Secondary access for southbound 4‐axle trucks (Walmart trucks) and 2‐axle vendor.  

Primary access for northbound 4‐axle trucks (Walmart trucks), 2‐axle vendor trucks, and 

customer passenger vehicles. 
 

 Reciprocal Driveway Access: Reciprocal driveway access to N. Brawley Avenue and W. Shaw 

Avenue is provided through the commercial uses immediately south of the project site.  
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Secondary access for southbound 4‐axle trucks (Walmart trucks) and 2‐axle vendor trucks.  

This access point is not accessible to northbound trucks (4‐axle and 2‐axle) and customer 

passenger vehicles because of the 345‐foot median. 

 

Sidewalks exist along N. Brawley Avenue, W. San Jose Avenue, and W. Shaw Avenue frontages, and 

along portions of driveways within the project site.  A Fresno Area Express (FAX) bus stop is located 

along the N. Brawley Avenue frontage.  In addition, several FAX bus stops are located along W. Shaw 

Avenue within walking distance of the project site. 

Overhead high‐voltage electrical lines cross the southern portion of the parking area in a northwest‐

southeast direction.  Two towers that support the electrical lines are located within the parking area.  

The electrical lines are located in a 110‐foot‐wide easement. 

Photographs of the project site are provided in Exhibit 2‐5a through Exhibit 2‐5e. 

Surrounding Area 

West 

Herndon Canal—an irrigation channel—and Pacific Storage form the western boundary of the 

project site.  Commercial and industrial land uses are located further west.  The Fresno General Plan 

designates the land uses to the west of the project site as Light Industrial and Regional Mixed Use 

(RMX).  The Fresno Municipal Code Zoning Ordinance zones the land uses to the west of the project 

site as Storage‐Limited (S‐L). 

North 

W. San Jose Avenue, a three‐lane undivided collector, forms the northern boundary of the project 

site.  North of the roadway are single‐family homes.  The Fresno General Plan designates the land 

uses to the north of the project site as Medium Density Residential (5.0‐12 D.U./acre).  The Fresno 

Municipal Code Zoning Ordinance zones the land uses to the north of the project site as Single‐

Family Residential (R‐1). 

Northeast of the project site are apartments.  The Fresno General Plan designates the land uses to 

the northeast of the project site as Medium High Density Residential (12.0‐16.0 D.U./acre).  The 

Fresno Municipal Code Zoning Ordinance zones the land uses to the northeast of the project site as 

Low Density Multifamily Residential (R‐2) and Medium Density Multifamily Residential (R‐3). 

East 

N. Brawley Avenue, a four‐lane divided arterial, serves as the eastern boundary of the project site.  

East of the project site are apartments.  Further east, is an existing commercial plaza with several 

retailers and restaurants, including Walmart Store No. 1815.  The Fresno General Plan designates the 

land uses to the east of the project site as Commercial Office (CO) and Commercial/Community (CC).  

The Fresno Municipal Code Zoning Ordinance zones the land uses to the east of the project site 

across N. Brawley Avenue as Regional Mixed Use (RMX). 
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South 

Commercial uses, including a 76 Gas Station, West Shaw Hand Car Wash, Rally’s and Taco Bell/Long 

John Silvers, are located along the north side of W. Shaw Avenue directly south of the project site.  

W. Shaw Avenue is a divided six‐lane arterial.  South of the roadway are service commercial 

businesses.  The Fresno General Plan designates the land uses to the south of the project site across 

W. Shaw Avenue as Light Industrial.  The Fresno Municipal Code Zoning Ordinance zones the land use 

to the south of the project site as Commercial and Light Manufacturing (C‐M). 

Land Use Designations 

Surrounding Land Uses 

Table 3.6‐1 provides the General Plan and Municipal Code Zoning Ordinance designations for the 

surrounding land uses.  Exhibit 3.6‐1 depicts the General Plan land use designations and Exhibit 3.6‐2 

depicts the City of Fresno zoning designations.  

Table 3.6‐1: Surrounding Land Use Designations 

Land Use  Relationship to Project Site 

Land Use Designation 

General Plan  Zoning 

Herndon Canal (3.85 acres)  50 feet west of the 
project site’s southwest 
boundary 

N/A*  S‐L (Storage Limited); 
C‐2 (Community 
Shopping Area) 

Pacific Storage (8.7 acres)  Adjacent to the project 
site’s western boundary.  
Approximately 100 feet 
west of the westside of 
the existing building.   

Light Industrial  S‐L (Storage Limited) 

Single Family Residential (13 
homes adjacent to the north 
side of W. San Jose Avenue, 
homes range in size from 
1,600 to 1,880 square feet) 

Approximately 125 feet 
north of the project’s 
northern boundary. 

Medium Density 
Residential 

R‐1 (Single Family 
Residential)  

Multi‐Family Residential 
(Apartments and Apartment 
homes) 

Apartments located on 
southeast corner of N. 
Brawley and W. San Jose 
Avenue, across N. Brawley 
Avenue are approximately 
110 feet from eastern 
project boundary; 
apartment homes located 
on northeast corner of N. 
Brawley and W. San Jose 
Avenue are approximately 
200 feet from the 
project’s northeastern 
boundary. 

Office Commercial  R‐2 (Low Density 
Multi‐Family 
Residential); R‐3  
(Medium Density 
Multi‐Family 
Residential)  
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Table 3.6‐1 (cont.): Surrounding Land Use Designations 

Land Use  Relationship to Project Site 

Land Use Designation 

General Plan  Zoning 

Parking Area (3.3 acres)  Approximately 115 east 
of the project’s eastern 
boundary. 

Office Commercial   P (Off‐Street Parking) 

Walmart Store No. 1815 and 
other commercial uses (19 
acres) 

Approximately 450 feet 
east of the project site’s 
eastern boundary. 

Regional Mixed Use   C‐2 (Community 
Shopping Area) ); P 
(Off Street Parking) 

76 Gas Station; West Shaw 
Hand Car Wash; Rally’s, Taco 
Bell/Long John Silvers (1.5 
acres) 

Between 50 to 100 feet 
south of the project site’s 
southern boundary. 

Light Industrial  C‐M (Commercial and 
Light Manufacturing) 

Commercial uses (19 acres)  360 feet south of the 
project site’s southern 
boundary. 

Light Industrial   C‐M (Commercial and 
Light Manufacturing) 
M‐1 (Light 
Manufacturing) 

Note: 
*  The Herndon Canal does not have a General Plan designation. 
Source: City of Fresno, 2013. 

 

3.6.3 ‐ Regulatory Framework 

Local 

Project Site 

The project site is located within the Bullard Community Plan Area.  The City of Fresno General Plan 

(Fresno General Plan) and Bullard Community Plan designate the project site as RMX.  Pursuant to 

the Fresno General Plan that was adopted in December 2014, the Bullard Community Plan is 

proposed to be renamed the “Pinedale Neighborhood Plan”; however, as of the date of this writing, 

the amendment had not yet occurred. 

The current Fresno Municipal Code Zoning Ordinance zones the project site as (C‐M) Commercial and 

Light Manufacturing.  Pursuant to the recently updated Fresno  General Plan, the City is also undertaking 

a comprehensive Zoning Ordinance update, which may potentially change the zoning designation of the 

project site.  However, the proposed Zoning Ordinance update is not scheduled to be considered for 

approval until Fall of 2015 and, therefore, cannot be analyzed with any specificity in this EIR, as it would 

be speculative to do so.  However, the project would comply with all ordinances in effect at the time of 

project approval and permitting, as required by the City of Fresno. 

There is also an existing CZ (Conditions of Zoning) overlay on the project site associated with the 

prior K‐Mart and Camp America uses. 
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Exhibit 3.6-1
City of Fresno 2025 General Plan

Land Use Designations

Source: ESRI Aerial Imagery. City of Fresno Planned Land Use GIS Data.
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Exhibit 3.6-2
City of Fresno

Zoning DesignationsNO
RT
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Michael Brandman Associates

Source: ESRI Aerial Imagery. City of Fresno Zoning GIS Data.
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City of Fresno 

Fresno General Plan 

The General Plan provides a blueprint for growth within the Fresno city limits and sphere of 

influence.  The City Council adopted the Fresno General Plan on December 18, 2014.  The Fresno 

General Plan contains 11 topical elements:  

 Economic Development and Fiscal Sustainability 

 Urban Form, Land Use, and Design 

 Mobility and Transportation 

 Parks, Open Space, and Schools 
 Public Utilities and Services 
 Resource Conservation and Resilience 
 Historic and Cultural Resources 
 Noise and Safety 
 Healthy Communities 

 Housing Element Consistency 

 Implementation 

 

Each element establishes objectives and policies to guide future land use activities and development 

within city limits. 

Regional Mixed‐Use 

The General Plan designates the project site as “Regional Mixed‐Use.”  The General Plan indicates 

that the RMX land use designation is intended to accommodate mixed‐use development in urban‐

scale buildings and retail establishments that serve residents and businesses of the region at large.  

Medium‐scale retail, residential, office, civic and entertainment uses, and shopping malls (with large‐

format or “big‐box” retail) are allowed, as are supporting uses such as gas stations and hotels in 

mixed‐use or single‐use buildings.  Design standards will support a pedestrian orientation within 
centers and along major corridors, with parking on the side or rear in general, but automobile‐

oriented uses also will be accommodated on identified streets and frontages. 

Roadway Classifications 

The Fresno General Plan designates N. Brawley Avenue and W. Shaw Avenue as Arterial streets and 

W. San Jose Avenue as a collector; refer to the Fresno General Plan Mobility and Transportation 

Element Figure MT‐1. 

Bullard Community Plan 

The Bullard Community Plan (to be renamed the “Pinedale Neighborhood Plan”) is tailored to the 

specialized needs and concerns of the Bullard area in which the project site is located.  It provides 

recommendations and guidelines that act as a blueprint for the plan area.  After amendments are 

approved, the Pinedale Neighborhood Plan (Plan) will act as a refinement of the Fresno General 

Plan.  Under the Plan, the adjacent commercial/retail businesses would be considered community 

shopping centers, and the project site would be considered a location for a single, large retail use. 
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Municipal Code 

The City of Fresno’s Municipal Code provides regulation of land and structures in order to protect 

and promote health, safety, and welfare of the public, and to insure the orderly development of the 

City.  Article 2 of Chapter 12 of the current Zoning Ordinance describes where specific allowed uses, 

such as retail, may be located. 

The project site is currently zoned as C‐M/CZ Commercial and Light Manufacturing and Conditions of 

Zoning overlay.  This designation is consistent with the General Plan land use designation of Regional 

Mixed Use.  The “C‐M” Commercial and Light Manufacturing District is intended to provide for retail 

and wholesale sales, light manufacturing and warehousing, distributing and storage, and further, to 

provide a close relationship between warehousing, distribution, and retail sales. 

Relevant allowable uses in C‐M zone include: 

 Automobile parts sales (new) 

 Automobile service stations 

 Bakery, retail 
 Building materials (new) 

 Department stores 

 Financial institutions 
 Home furnishings 

 Medical offices 

 Tire sales (retail only) 
 Grocery stores and supermarkets 

 Restaurants 
 Sporting goods 
 Variety stores 

 

Relevant allowable uses with a conditional use permit for the C‐M zone include:  

 Alcohol Sales 
 

Property development standards include a minimum lot size of 75 feet (width) by 120 feet (depth) 

(9,000 square feet), a maximum building height of 60 feet for non‐industrial structures, and a rear 

yard setback of 15 feet when abutting a residential zoning district. 

As discussed above, the City is currently undertaking a comprehensive Zoning Ordinance update, 

which may potentially change the zoning designation of the project site.  However, the proposed 

Zoning Ordinance update is not scheduled to be considered for approval until Fall 2015 and, 

therefore, cannot be analyzed with any specificity in this EIR, as it would be speculative to do so.  The 

project would comply with all ordinances in effect at the time of project approval and permitting, as 

required by the City of Fresno. 

3.6.4 ‐ Methodology 

First Carbon Solutions (FCS) evaluated the potential for land use and planning impacts through site 

reconnaissance and review of applicable land use policy and regulatory documents.  FCS personnel 

performed site reconnaissance on the project site and surround land uses in April 2013.  

Photographs were taken of the project site and surrounding land uses to document existing 

conditions.  FCS reviewed the Fresno General Plan, the current Bullard Community Plan, and the 

current Fresno Municipal Code to identify applicable policies and provisions that pertain to the 

proposed project. 
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3.6.5 ‐ Thresholds of Significance 

According to Appendix G, Environmental Checklist, of the CEQA Guidelines, land use impacts 

resulting from the implementation of the proposed project would be considered significant if the 

project would: 

a) Physically divide an established community?  (Refer to Section 7, Effects Found not to be 

Significant.) 
 

b) Conflict with any applicable land use plan, policy, or regulation of an agency with jurisdiction 
over the project (including but not limited to the general plan, specific plan, local coastal 

program, or zoning ordinance) adopted for the purpose of avoiding or mitigating an 

environmental effect? 
 

c) Conflict with any applicable habitat conservation plan or natural communities conservation 

plan?  (Refer to Section 7, Effects Found not to be Significant.) 

 

3.6.6 ‐ Project Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 

General Plan Consistency 

Impact LU‐1:  The proposed project would be consistent with applicable provisions of the City of 
Fresno General Plan. 

Impact Analysis 

This impact analysis evaluates the proposed project’s consistency with the Fresno General Plan, 

including the Regional Mixed‐Use land use designation and all applicable objectives and policies that 

were adopted for the purpose of avoiding or mitigating an environmental effect. 

Fresno General Plan Land Use Designation Consistency Analysis 

The project site contains a vacant, 193,361‐square‐foot commercial building that was previously 

tenanted by a Super‐K and a Camp America RV retailer.  Parking and landscaping are also present on 

the site.  Thus, the site has been committed to commercial use for more than two decades and, 

therefore, would be an appropriate site for the land use activities contemplated by the proposed 

Walmart store (general merchandise and groceries sales).  Large‐format or “big‐box” retail uses are 

specifically allowed under the RMX land use designation of the General Plan. 

Furthermore, the project site provides an existing landscaped setback (including block wall) along its 

frontage with W. San Jose Avenue, which serves to avoid or minimize adverse impacts (noise, light 

and glare, etc.) upon the residential uses to the north.  The project site previously was tenanted by a 

Super‐K and a Camp America RV retailer; therefore, any noticeable noise or light and glare emitted 

by the Walmart store would not represent “new” adverse impacts, as these have previously occurred 

during the past two decades. 



City of Fresno – Northwest Fresno Walmart Project 
Land Use and Planning  Draft EIR 

 

 
3.6‐12  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐06 Land Use and Planning.docx 

Fresno General Plan Goals and Policies Consistency Analysis 

Table 3.6‐2 summarizes the proposed project’s consistency with all applicable goals and policies of 

the General Plan.  As shown in the table, the proposed project would be consistent with applicable 

objectives, goals, and policies of the General Plan.  Impacts would be less than significant. 

Table 3.6‐2: Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Urban Form, 
Land Use and 
Design 

Objective D‐1  Provide and maintain an urban 
image that creates a “sense of 
place” throughout Fresno. 

Consistent: The proposed project 
would re‐tenant an existing vacant 
big box commercial building with 
retail use consistent with the prior 
use of the building by Super K‐
Mart, and is located in an area 
with existing commercial uses. 

Policy D‐1‐h  Screening of Parking.  Consider 
requiring all new development 
with parking in Activity Centers 
and along corridors to be 
screened or concealed.  Locate 
principal pedestrian entrances 
to new non‐residential buildings 
on the sidewalk; any entrances 
from parking areas should be 
incidental or emergency use 
only. 

Consistent: A parking area is 
located in the front of the main 
existing building entrance.  
Ornamental trees and landscaping 
are provided throughout the 
parking area and along the 
frontages of W. San Jose Avenue, 
N. Brawley Avenue, and W. Shaw 
Avenue.  The parking areas are 
accessible to the surrounding retail 
uses located south of the project 
site.  The existing landscaping does 
not conform to the City’s 
landscaping standards, which will 
be improved as part of the project.  
The project will construct new 
pedestrian linkages within the 
parking lot to minimize pedestrian 
and automobile conflicts (see 
Exhibit 2‐13).  A main pedestrian 
connection would run the length 
from the store entrance to the 
back parking lot. 

Policy D‐1‐j  Lighting Standards.  Update 
lighting standards to reflect best 
practices and protect adjoining 
uses from glare and spillover 
light. 

Consistent: The project would 
comply with Fresno Municipal 
Code requirements, which provide 
that lighting for parking, sales, or 
display areas must be hooded and 
controlled so as not to cause a 
nuisance.  All project lighting 
would be directed downward, 
recessed, or shielded to avoid 
spillover to adjacent properties 
and to reduce any otherwise 
potentially significant light impacts 
on adjacent land uses. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

  Objective D‐4  Preserve and strengthen 
Fresno’s overall image through 
design review and create a safe, 
walkable, and attractive urban 
environment for the current and 
future generations of residents. 

Consistent: Existing sidewalks 
would be maintained and 
pedestrian access would be 
provided from multiple locations, 
thereby promoting walkability and 
safety.  Aesthetically enhancing 
landscaping would be provided 
along street frontages, property 
boundaries, and within the parking 
area to improve the appearance of 
the site and surrounding area.  
Please refer to Section 3.1, 
Aesthetics for further discussion. 

Implementing 
Policy D‐4‐a 

Design Review for Large 
Buildings.  Consider adopting 
and implementing a streamlined 
design review process for new 
construction and visible exterior 
alterations of large and 
significant multi‐family, mixed‐
use and non‐residential 
developments. 

Consistent: The proposed project 
has been submitted to the 
appropriate City of Fresno 
implementation/advisory 
committees for review and 
recommendations. 

Objective LU‐1  Establish a comprehensive 
citywide land use planning 
strategy to meet economic 
development objectives, achieve 
efficient and equitable use of 
resources and infrastructure, 
and create an attractive living 
environment. 

Consistent: The project would meet 
economic development in the City 
of Fresno by generating sales tax 
revenue and creating new jobs 
within a currently underutilized, 
vacant building.  Because of the 
developed nature of the project site 
and surrounding areas, the project 
would be able to efficiently utilize 
existing resources and 
infrastructure.  Currently, the main 
visual characteristic of the project 
site is of a large asphalt expanse 
with a dilapidated building in the 
background, which would be 
improved by the project’s exterior 
building renovations and enhanced 
landscaping throughout the site, 
which will create a more attractive 
environment. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy LU‐1‐a 

Promote Development within 
the Existing City Limits as of 
December 31, 2012.  Promote 
new development, infill, and 
rehabilitation of existing 
building stock in the Downtown 
Planning Area, along BRT 
corridors, in established 
neighborhoods generally south 
of Herndon Avenue, and on 
other infill sites and vacant land 
within the City. 

Consistent: The project is infill 
development, as it would re‐use 
an existing, currently vacant 
building located along the Shaw 
Avenue transportation corridor.  
The project site is located within 
an established neighborhood and 
is surrounded by residential and 
commercial uses. 

Implementing 
Policy LU‐2‐a 

Infill Development and 
Redevelopment.  Promote 
development of vacant, 
underdeveloped, and re‐
developable land within the City 
Limits where urban services are 
available by considering the 
establishment and 
implementation of supportive 
regulations and programs. 

Consistent: The project is infill 
development and would re‐use an 
existing, currently vacant building 
that is served by existing utility 
infrastructure and public services.   

Implementing 
Policy D‐4‐c 

Appropriate Day and Night 
Activity.  Promote new 
residential, commercial, and 
related forms of development 
that foster both day and 
appropriate night time activity; 
visual presence on the street 
level; appropriate lighting; and 
minimally obstructed view 
areas. 

Consistent: The proposed project 
would operate 24 hours per day, 
providing a convenient, safe and 
well‐lit shopping experience for the 
community.  Currently, the main 
visual characteristic of the project 
site is of a large asphalt expanse 
with a dilapidated building in the 
background, which would be 
improved by the project’s exterior 
building renovations and enhanced 
landscaping throughout the site, 
which will enhance the project site’s 
visual presence on the street level.  
The project would not increase the 
height of the existing building, and 
would not obstruct any view areas.  
The project would comply with 
Fresno Municipal Code to ensure 
appropriate lighting and minimize 
impacts to adjacent uses. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy D‐4‐d 

Design for Safety.  Continue to 
involve the City’s Police 
Department in the development 
review process to ensure new 
buildings are designed with 
security and safety in mind. 

Consistent: The Fresno Police 
Department provided a letter 
(dated April 24, 2013) in response 
to a request by the City staff to 
review the project application, and 
provided recommendations 
related to security and safety that 
would be imposed upon any 
approval of Conditional Use Permit 
Application No.  C‐13‐002.  Please 
refer to Section 3.8, Public 
Services, for more information. 

Implementing 
Policy D‐4‐f 

Design Compatibility with 
Residential Uses.  Strive to ensure 
that all new non‐residential land 
uses are developed and 
maintained in a manner 
complementary to and 
compatible with adjacent 
residential land uses, to minimize 
interface problems with the 
surrounding environment and to 
be compatible with public 
facilities and services. 

Consistent: The project consists of 
the re‐use of a vacant building that 
was previously used for 
commercial purposes.  The project 
would comply with Fresno 
Municipal Code to ensure 
appropriate lighting and minimize 
impacts to adjacent residential 
land uses, and would implement 
mitigation to ensure that 
construction noise impacts are less 
than significant. 

Implementing 
Policy D‐4‐g 

Development Code Update for 
Design Concepts.  Ensure that 
standards in the Development 
Code implement General Plan 
design concepts for each land 
use type.  The following will be 
considered in the new 
Development Code: 
•  Appropriate space is provided 
for activities proposed (e.g., 
indoor area for display of 
merchandise, as opposed to 
sidewalk/parking lot display); 

•  Sufficient space and access is 
provided for support 
functions, (e.g., storage, 
loading, parking, waste 
disposal/recycling);  

•  Location of customer parking 
areas does not discourage 
pedestrian and bicycle access;  

•  Access for the disabled is 

Consistent: Although the City’s 
design standards have not yet been 
updated as called for by the recently 
updated General Plan, the proposed 
project would be consistent with 
the items identified to be 
considered under Policy D‐4‐g.  The 
project would have appropriate 
space for all sales activity, storage, 
loading, parking and waste 
disposal/recycling; the existing 
parking layout would be maintained 
and would not discourage 
pedestrian and bicycle access; 
access for the disabled would be 
incorporated into project designs as 
required by law; and the project 
would comply with all applicable 
building and zoning codes as 
required by the City of Fresno. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

incorporated into project 
designs as required; Buildings 
in shopping centers are linked 
by pedestrian walkways; 

•  Business and industrial parks 
have campus‐like settings, 
with uniformity of 
improvements and shared 
facilities for parking, loading, 
mass transit, and with internal 
and external bicycle and 
pedestrian access; and  

•  Structural conversions and 
changes of occupancy 
demonstrate compliance with 
building and zoning codes. 

Objective D‐5  Maintain and improve 
community appearance through 
programs that prevent and 
abate blighting influences. 

Consistent: Currently, the main 
visual characteristic of the project 
site is of a large asphalt expanse 
with a dilapidated building in the 
background, which would be 
improved by the project’s exterior 
building renovations and enhanced 
landscaping throughout the site.  
The project’s re‐occupancy of the 
currently vacant building would 
reduce potential for vandalism, 
loitering, graffiti and other 
blighting influences. 

Implementing 
Policy D‐5‐c 

Façade Improvements.  Pursue 
funding for, and support of, 
building facade improvement 
programs. 

Consistent: The project applicant 
would modify the building façade 
and provide necessary building 
repairs and maintenance without 
the need for the City to obtain 
outside funding sources. 

Implementing 
Policy D‐5‐d 

Graffiti Prevention and 
Abatement.  Seek ways to end 
graffiti, continue and expand the 
City's effective Graffiti 
Abatement Program. 

Consistent: The project’s re‐
occupancy of the currently vacant 
building would reduce potential 
for graffiti and vandalism to occur 
on the project site.  The project 
would operate 24 hours per day, 
and the continuous presence of 
store employees and customers 
would deter graffiti. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Objective LU‐4  Enhance existing residential 
neighborhoods through 
regulations, code enforcement, 
and compatible infill 
development. 

Consistent: The project is 
compatible infill development, and 
would re‐use an existing, currently 
vacant building.  It would enhance 
the surrounding residential 
neighborhoods by improving the 
overall appearance of the site 
through building repairs, 
maintenance, and improved 
landscaping.  It would also enhance 
the surrounding residential 
neighborhoods by providing a 
convenient, safe, well‐lit and 
affordable one‐stop shopping 
experience for the community, 
reducing travel requirements and 
associated vehicle trips.  The project 
site is located in an area with 
existing commercial uses and 
nearby residential units that would 
have direct access to the project site 
and minimize travel requirements 
within the surrounding community. 

Implementing 
Policy LU‐4‐a 

Neighborhood Nuisance 
Abatement.  Continue proactive 
and responsive code 
enforcement and nuisance 
abatement programs to improve 
the attractiveness of residential 
neighborhoods. 

Consistent: The project’s re‐
occupancy of the currently vacant 
building would reduce potential for 
graffiti and vandalism to occur on 
the project site.  The project would 
operate 24 hours per day, and the 
continuous presence of store 
employees and customers would 
deter graffiti.  The project would 
also improve the attractiveness of 
the site through building repairs, 
maintenance and improved 
landscaping, which would serve to 
abate any code enforcement issues 
associated with the currently vacant 
condition of the project site. 

Objective LU‐6  Retain and enhance existing 
commercial areas to strengthen 
Fresno’s economic base and site 
new office, retail, and lodging use 
districts to serve neighborhoods 
and regional visitors. 

Consistent: The proposed project 
would re‐tenant an existing vacant 
big box commercial building with 
retail use consistent with the prior 
use of the building by Super K‐Mart, 
and is located in an area with 
existing commercial uses and 
neighboring residential uses, which 
will be served by the project. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy LU‐6‐a 

Design of Commercial 
Development.  Foster high quality 
design, diversity, and a mix of 
amenities in new development 
with uses through the 
consideration of guidelines, 
regulations and design review 
procedures. 

Consistent: The proposed project 
does not involve new development 
of the existing retail site, but 
would include interior remodeling, 
façade improvements, completion 
of an outdoor garden center area, 
enhanced landscaping, and the 
addition of energy sustainability 
features.  The project would 
comply with all applicable 
guidelines, regulations and design 
review procedures as required by 
the City of Fresno. 

Implementing 
Policy LU‐6‐b 

Commercial Development 
Guidelines.  Consider adopting 
commercial development 
guidelines to assure high quality 
design and site planning for 
large commercial developments, 
consistent with the Urban Form 
policies of this Plan.  The 
guidelines should address: 
•  Architectural finishes, 
coordinated color palette, 
massing, and hierarchy in scale;  

•  Pedestrian‐scaled amenities, 
signage, and lighting;  

•  Site improvements, including 
parking lot landscaping, 
perimeter landscaping, 
foundation landscaping, 
walkways, and passageways; 

•  Ground floor transparency 
requirements along shopping 
streets and limitations on blank 
walls in these areas;  

•  Anti‐theft glass on windows, 
rather than bars or roll‐down 
metal screens, that are 
architecturally compatible with 
building design; 

•  Screening of truck loading, 
parking, mechanical 
equipment, transformers, 
ventilation systems, storage 
containers, and refuse 
collection areas from the 
street; 

Consistent: The proposed project 
does not involve new development 
of the existing retail site, but 
would include interior remodeling, 
façade improvements, completion 
of an outdoor garden center area, 
enhanced landscaping, and the 
addition of energy sustainability 
features.  Under the proposed 
project, the metal canopy in the 
area of the original garden center 
would be removed, and new 
architectural fencing with masonry 
columns with stone bases would 
be installed.  Most of the overhead 
doors added by Camp America 
(intended for the easy movement 
of RVs) would be removed and 
filled in to restore the original 
walls.  The entire building would 
be repainted to emphasize existing 
architectural features and to 
visually break‐up the mass of the 
building.  Outdoor storage would 
be provided in a screened location, 
and the project would comply with 
City of Fresno Development and 
Resource Management 
Department’s Policy for ISO Dry 
Freight Containers for Storage 
dated February 4, 2011.  A 50‐foot‐
wide by 70‐foot‐long covered and 
enclosed loading dock is located 
on the east side of the building 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

•  Shading and its relationship 
and effects on surrounding 
buildings; 

•  Building entries; and  
•  Design standards for perimeter 
walls and fencing. 

approximately 80 feet east of N. 
Brawley Avenue and 210 feet 
south of W. San Jose Avenue.  The 
project would comply with all 
applicable guidelines, regulations 
and design review procedures as 
required by the City of Fresno. 

Implementing 
Policy LU‐6‐e 

Regional shopping centers will 
have internally unified building 
design, landscaping, and signage 
standards. 

Consistent: Although the project 
site is not located within a regional 
shopping center, the project would 
conform to the existing Master Sign 
Program No. 99 and would require 
the issuance of a sign permit from 
the City of Fresno, which would 
ensure unified signage. 

Implementing 
Policy D‐5‐a 

Code Enforcement.  Continue 
enforcement of the Fresno 
Municipal Code to remove or 
abate public nuisances in a 
timely manner. 

Consistent: The project’s re‐
occupancy of the currently vacant 
building would reduce potential 
for vandalism, loitering, graffiti 
and other nuisances. 

Implementing 
Policy D‐5‐b 

Clean Streets.  Promote 
community partnerships and 
continued City efforts toward 
litter clean‐up and abatement of 
trash stockpiles on public and 
private streets. 

Consistent: The project’s re‐
occupancy of the currently vacant 
building would the potential for 
litter to accumulate on the project 
site. 

Goal 15  Improve Fresno's visual image 
and enhance its form and 
function through urban design 
strategies and effective 
maintenance. 

Consistent: The proposed project 
does not involve new development 
of the existing retail site, but would 
make minor improvements to the 
building exterior, repave parking lot, 
and add aesthetically enhancing 
landscaping to improve the 
appearance of the site and 
surrounding area.  The proposed 
project would indirectly result in 
improved maintenance, by re‐
tenanting a currently vacant 
building.  Please refer to Section 3.1, 
Aesthetics for further discussion. 

Economic 
Development 
Element 

Objective ED‐1  Support economic development 
by maintaining a strong working 
relationship with the business 
community and improving the 
business climate for current and 
future businesses. 

Consistent: The project would 
support economic development in 
the City of Fresno by generating 
sales tax revenue and creating new 
jobs within a currently 
underutilized, vacant building. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy ED‐1‐j 

Permit Streamlining and 
Incentives.  Continue 
implementation of the BFF 
initiative endorsed by the City 
Council, including needed 
technology upgrades.  Monitor 
the BFF initiative and make 
modifications as needed.  
Monitor effectiveness of the 
impact fee waiver for industrial 
development, Enhanced 
Economic Development Rate, 
and other incentives and 
advocate for their extension if 
proven to be successful.  
Continue to identify any 
additional incentives for projects 
that are consistent with City 
plans and policies; that 
encourage increased business 
development, business 
expansion, utilization of existing 
vacant industrial and 
commercial buildings; and that 
increase job creation. 

Consistent: The project would 
support economic development in 
the City of Fresno by generating 
sales tax revenue and creating new 
jobs within a currently 
underutilized, vacant building. 

Healthy 
Communities 
Element 

Objective HC‐4  Improve property maintenance.  Consistent: The proposed project 
would make minor improvements 
to the building exterior, repave the 
parking lot, and add aesthetically 
enhancing landscaping to improve 
the appearance of the site and 
surrounding area.  The proposed 
project would indirectly result in 
improved maintenance, by re‐
tenanting a currently vacant 
building and reducing the possibility 
of graffiti and vandalism. 

Implementing 
Policy HC‐4‐d 

Cooperative Compliance 
Monitoring.  Work with 
“neighborhood resident 
associations” to monitor and 
enforce basic property 
maintenance standards to ensure 
neighborhood cleanliness and 
safety, and prevent blight‐causing 
conditions. 

Consistent: The proposed project 
would make minor improvements 
to the building exterior, repave the 
parking lot, and add aesthetically 
enhancing landscaping to improve 
the appearance of the site and 
surrounding area.  The proposed 
project would indirectly result in 
improved maintenance, by re‐
tenanting a currently vacant 
building and reducing the possibility 
of graffiti and vandalism. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Mobility and 
Transportation 
Element 

Objective MT‐1  Create and maintain a 
transportation system that is 
safe, efficient, provides access in 
an equitable manner, and 
optimizes travel by all modes. 

Consistent: The proposed project’s 
impact on transportation has been 
analyzed in Section 3.9, 
Transportation/Traffic, which 
discusses mitigation measures as 
recommended to maintain 
circulation systems with 
implementation of the proposed 
project. 

Objective MT‐2  Make efficient use of the City's 
existing and proposed 
transportation system and strive 
to ensure the planning and 
provision of adequate resources 
to operate and maintain it. 

Consistent: The project is infill 
development and would utilize the 
existing transportation system 
surrounding the project site, with 
no need to construct new or 
expanded roadway facilities.  
Mitigation measures are proposed 
to reduce traffic impacts to the 
greatest extent feasible.  Refer to 
Section 3.9, Transportation/Traffic 
for further discussion. 

Implementing 
Policy MT‐2‐b 

Reduce Vehicle Miles Traveled 
and Trips.  Partner with major 
employers and other responsible 
agencies, such the San Joaquin 
Valley Air Pollution Control 
District and the Fresno Council of 
Governments, to implement trip 
reduction strategies, such as 
eTRIP, to reduce total vehicle 
miles traveled and the total 
number of daily and peak hour 
vehicle trips, thereby making 
better use of the existing 
transportation system. 

Consistent: The proposed project 
would utilize work schedules and 
seek to minimize peak‐hour trips in 
this manner.  In addition, there are 
several FAX bus routes that serve 
the project site, which would be 
maintained by the proposed 
project.   

Implementing 
Policy MT‐2‐c 

Reduce VMT through Infill 
Development.  Provide incentives 
for infill development that would 
provide jobs and services closer 
to housing and multi‐modal 
transportations corridors in order 
to reduce citywide vehicle miles 
travelled (VMT). 

Consistent: The proposed project 
consists of infill development and 
would re‐use an existing, currently 
vacant building.  The project would 
provide a convenient, affordable 
one‐stop shopping experience for 
the community, reducing travel 
requirements and associated 
vehicle trips.  The project site is 
located in an area with existing 
commercial uses and nearby 
residential units that would have 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

direct access to the project site and 
minimize travel requirements within 
the surrounding community. 

Implementing 
Policy MT‐2‐e 

Driveway and Access 
Consolidation.  Take advantage 
of opportunities to consolidate 
driveways, access points, and 
curb cuts along designated 
major roadways when a change 
in development or a change in 
intensity occurs or when traffic 
operation or safety warrants.   

Consistent: The proposed project 
would not alter the existing 
driveways on the project site.  
Please refer to Section 3.9, 
Transportation/Traffic for further 
discussion regarding traffic impacts. 

Implementing 
Policy MT‐2‐i 

Transportation Impact Studies.  
Require a Transportation Impact 
Study (currently named Traffic 
Impact Study) to assess the 
impacts of new development 
projects on existing and planned 
streets for projects meeting one 
or more of the following criteria, 
unless it is determined by the City 
Traffic Engineer that the project 
site and surrounding area already 
has appropriate multi‐modal 
infrastructure improvements. 
• When a project includes a 
General Plan amendment that 
changes the General Plan Land 
Use Designation. 

• When the project will 
substantially change the off‐
site transportation system 
(auto, transit, bike or 
pedestrian) or connection to 
the system, as determined by 
the City Traffic Engineer. 

•  Transportation impact criteria 
are tiered based on a project’s 
location within the City’s 
Sphere of Influence.  This is to 
assist with areas being 
incentivized for development.  
The four zones, as defined on 
Figure MT‐4, are listed below.  
The following criteria apply: 

•  Traffic Impact Zone II (TIZ‐II): 
TIZ‐II generally represents 

Consistent: As a part of this EIR, a 
traffic impact study has been 
prepared for the proposed project.  
Refer to Section 3.9, 
Transportation/Traffic for further 
discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

areas of the City currently built 
up and wanting to encourage 
infill development.  Maintain a 
peak hour LOS standard of E or 
better for all intersections and 
roadway segments.  A TIS will 
be required for all 
development projected to 
generate 200 or more peak 
hour new vehicle trips. 

Implementing 
Policy MT‐2‐l 

Region‐Wide Transportation 
Impact Fees.  Continue to support 
the implementation of 
metropolitan‐wide and region‐
wide transportation impact fees 
sufficient to cover the 
proportional share of a 
development's impacts and need 
for a comprehensive multi‐modal 
transportation system that is not 
funded by other sources. 

Consistent: Although the project 
would involve the re‐use of an 
existing, vacant building and would 
not involve new development, the 
project would pay all applicable 
impact fees in effect at the time of 
building permit issuance, as 
required by the City of Fresno or 
other transportation agencies.   

Objective MT‐4  Establish and maintain a 
continuous, safe, and easily 
accessible bikeways system 
throughout the metropolitan 
area to reduce vehicle use, 
improve air quality and the 
quality of life, and provide public 
health benefits. 

Consistent: The proposed project 
would provide bicycle storage near 
the entrance of the store.  There 
are Class II Bicycle Facilities along 
both N. Brawley Avenue and W. 
San Jose Avenue, which would be 
maintained.  These characteristics 
are consistent with this objective 
of facilitating safe bicycle travel. 

Implementing 
Policy MT‐4‐b 

Bikeway Improvements.  
Establish and implement property 
development standards to assure 
that projects adjacent to 
designated bikeways provide 
adequate right‐of‐way and that 
necessary improvements are 
constructed to implement the 
planned bikeway system shown 
on Figure MT‐2 to provide for 
bikeways, to the extent feasible, 
when existing roadways are 
reconstructed; and alternative 
bikeway alignments or routes 
where inadequate right‐of‐way is 
available. 

Consistent: Existing Class II Bicycle 
Facilities along both N. Brawley 
Avenue and W. San Jose Avenue 
would be maintained and would 
not be impacted by the project.  
These characteristics are 
consistent with this objective of 
facilitating safe bicycle travel. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy MT‐4‐h 

Bicycle Parking Facilities.  
Promote the installation of 
bicycle locking racks and bicycle 
parking facilities at public 
buildings, transit facilities, public 
and private parking lots, and 
recreational facilities.  Establish 
standards for bicycle parking in 
the Development Code. 

Consistent: The project would 
provide a minimum of 30 bicycle 
parking spaces located near the 
main entrance, or as required by 
the California Green Building Code 
requirements for bicycle parking in 
effect at the time of project 
construction.   

Objective MT‐5  Establish a well‐integrated 
network of pedestrian facilities 
to accommodate safe, 
convenient, practical, and 
inviting travel by walking, 
including for those with physical 
mobility and vision impairments. 

Consistent: The project would 
improve the pedestrian connections 
on the project site.  A proposed new 
main pedestrian connection would 
run the length from the store 
entrance to the back parking lot.  
The pedestrian path would be 
delineated with a contrasting color 
or paving material where it 
traverses the parking lot in order to 
clearly demarcate the path, to 
provide a safe walking area, and act 
as traffic calming devices for 
vehicles entering the center.  The 
project will provide the necessary 
number of accessible parking 
spaces, curb cuts, paths of travel 
and other features in compliance 
with ADA requirements. 

Implementing 
Policy MT‐5‐d 

Pedestrian Safety.  Minimize 
vehicular and pedestrian conflicts 
on both major and non‐roadways 
through implementation of traffic 
access design and control 
standards addressing street 
intersections, median island 
openings and access driveways to 
facilitate accessibility while 
reducing congestion and 
increasing safety.  Increase safety 
and accessibility for pedestrians 
with vision disabilities through 
the installation of Accessible 
Pedestrian Signals at signalized 
intersections. 

Consistent: Onsite circulation was 
analyzed at the main project 
driveway and was reviewed at the 
other three driveways, as well as 
within the project site.  Sightlines 
and turning radii are sufficient to 
provide for maneuvering by trucks 
and passenger vehicles.  Sight 
distances, emergency vehicle 
access, delivery truck access, and 
onsite circulation planned for the 
project are adequate, and may be 
refined as necessary as part of the 
site plan review process.  The 
project would improve the 
pedestrian connections on the 
project site.  A proposed new main 
pedestrian connection would run 
the length from the store entrance 
to the back parking lot.  The 
pedestrian path would be 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

delineated with a contrasting color 
or paving material where it 
traverses the parking lot in order 
to clearly demarcate the path and 
to provide a safe walking area and 
to act as traffic calming devices for 
vehicles entering the center. 

Objective MT‐8  Provide public transit options 
that serve existing and future 
concentrations of residences, 
employment, recreation, and 
civic uses and are feasible, 
efficient, safe, and minimize 
environmental impacts. 

Consistent: Existing transit stops 
near the project on N. Brawley 
Avenue would remain in place and 
would not be impacted or 
relocated by the project. 

Implementing 
Policy MT‐8‐c 

New Development Facilitating 
Transit.  Continue to review 
development proposals in 
transportation corridors to 
ensure they are designed to 
facilitate transit.  Coordinate all 
projects that have residential or 
employment densities suitable 
for transit services, so they are 
located along existing or 
planned transit corridors or that 
otherwise have the potential for 
transit orientation to FAX, and 
consider FAX’s comments in 
decision‐making. 

Consistent: The proposed project 
is not a development proposal, 
however, the project application 
was reviewed by FAX pursuant to 
the City of Fresno’s application 
review process.  Existing transit 
stops near the project on N. 
Brawley Avenue would remain in 
place and would not be impacted 
or relocated by the project. 

Public Utilities 
and Services 

Objective PU‐1  Provide the level of law 
enforcement and crime 
prevention services necessary to 
maintain a safe, secure, and 
stable urban living environment 
through a Police Department 
that is dedicated to providing 
professional, ethical, efficient 
and innovative service with 
integrity, consistency and pride. 

Consistent: The Fresno Police 
Department provided a letter 
(dated April 24, 2013) in response 
to a request by the City staff to 
review the project application, and 
provided recommendations 
related to security and safety that 
would be imposed upon any 
approval of Conditional Use Permit 
Application No.  C‐13‐002.  There 
will be video surveillance, on‐site 
security personnel, parking lot 
patrol, a Police Department‐
approved security plan, and 
additional safety features 
throughout the project site.  The 
Fresno Police Department would 
work with Walmart to develop and 
approve the security plan, as has 
been done for the N. Ingram 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Walmart expansion project.  
Please refer to Section 3.8, Public 
Services, for more information. 

Implementing 
Policy PU‐1‐b 

Involvement in General Plan.  
Facilitate Police Department 
participation in the 
implementation of General Plan 
policies, including citizen 
participation efforts and the 
application of crime prevention 
design measures to reduce the 
exposure of neighborhoods to 
crime and to promote 
community security.  
•  Facilitate Police Department 
communication with citizen 
advisory committees. 

•  Refer appropriate 
development entitlements to 
the Police Department for 
review and comment. 

Consistent: The Fresno Police 
Department provided a letter 
(dated April 24, 2013) in response 
to a request by the City staff to 
review the project application, and 
provided recommendations 
related to security and safety that 
would be imposed upon any 
approval of Conditional Use Permit 
Application No.  C‐13‐002.  There 
will be video surveillance, on‐site 
security personnel, parking lot 
patrol, a Police Department‐
approved security plan, and 
additional safety features 
throughout the project site.  The 
Fresno Police Department would 
work with Walmart to develop and 
approve the security plan, as has 
been done for the N. Ingram 
Walmart expansion project.  
Please refer to Section 3.8, Public 
Services, for more information. 

Implementing 
Policy PU‐1‐c 

Safety Considerations in 
Development Approval.  
Continue to identify and apply 
appropriate safety, design and 
operational measures as 
conditions of development 
approval, including, but not 
limited to, street access control 
measures, lighting and visibility 
of access points and common 
areas, functional and secure on‐
site recreational and open space 
improvements within residential 
developments, and use of State 
licensed, uniformed security. 

Consistent: The Fresno Police 
Department provided a letter (dated 
April 24, 2013) in response to a 
request by the City staff to review 
the project application, and 
provided recommendations related 
to security and safety that would be 
imposed upon any approval of 
Conditional Use Permit Application 
No.  C‐13‐002.  There will be video 
surveillance, on‐site security 
personnel, parking lot patrol, 
adequate security lighting, a Police 
Department‐approved security plan, 
and additional safety features 
throughout the project site.  The 
Fresno Police Department would 
work with Walmart to develop and 
approve the security plan, as has 
been done for the N. Ingram 
Walmart expansion project.  Please 
refer to Section 3.8, Public Services, 
for more information. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Policy PU‐1‐e  Communication with Public.  
Maximize communication and 
cooperative efforts with 
residents and businesses in 
order to identify crime problems 
and optimize the effectiveness 
of crime prevention measures 
and law enforcement programs. 

Consistent: The Fresno Police 
Department provided a letter 
(dated April 24, 2013) in response 
to a request by the City staff to 
review the project application, and 
provided recommendations 
related to security and safety that 
would be imposed upon any 
approval of Conditional Use Permit 
Application No.  C‐13‐002 for the 
sale of alcoholic beverages. 

Policy PU‐1‐g  Plan for Optimum Service.  
Create and adopt a program to 
provide targeted police services 
and establish long‐term steps 
for attaining and maintaining 
the optimum levels of service ‐ 
1.5 unrestricted officers per 
1,000 residents. 

Consistent: The Fresno Police 
Department provided a letter 
(dated April 24, 2013) in response 
to a request by the City staff to 
review the project application, and 
provided recommendations 
related to security and safety that 
would be imposed upon any 
approval of Conditional Use Permit 
Application No.  C‐13‐002 for the 
sale of alcoholic beverages.  These 
conditions would help to ensure 
that levels of service are not 
adversely affected by the 
proposed project. 

Policy PU‐1‐i  Crime and Nuisances.  Assist 
community and neighborhood 
groups seeking to reduce crime 
and nuisances they associate 
with high concentrations of 
establishments with off‐sale or 
on‐sale liquor licenses through 
Police Department 
consultations, other available 
services, and programs such as 
Neighborhood Watch. 

Consistent: The Fresno Police 
Department provided a letter 
(dated April 24, 2013) in response 
to a request by the City staff to 
review the project application, and 
provided recommendations 
related to security and safety that 
would be imposed upon any 
approval of Conditional Use Permit 
Application No.  C‐13‐002.  There 
will be video surveillance, on‐site 
security personnel, parking lot 
patrol, adequate security lighting, 
a Police Department‐approved 
security plan, and additional safety 
features throughout the project 
site.  The Fresno Police 
Department would work with 
Walmart to develop and approve 
the security plan, as has been 
done for the N. Ingram Walmart 
expansion project.  These 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

measures will reduce any crime or 
nuisance that may occur in 
connection with the sale of 
alcoholic beverages.  Please refer 
to Section 3.8, Public Services, for 
more information. 

Policy PU‐1‐j  Lighting and Safety.  Ensure 
adequate lighting at off‐sale 
liquor stores to help deter crime 
and to promote a more inviting 
and safe atmosphere around 
them. 

Consistent: The project would 
provide adequate lighting 
throughout the parking lot and 
exterior of the building to help 
deter crime and promote an 
inviting and safe atmosphere. 

Objective PU‐2  Ensure that the Fire 
Department’s staffing and 
equipment resources are 
sufficient to meet all fire and 
emergency service level 
objectives and are provided in an 
efficient and cost effective 
manner. 

Consistent: As a part of this EIR, 
the Fresno Fire Department was 
consulted regarding potential 
impacts to emergency response 
times to the project site.  The 
Fresno Fire Department did not 
find any concerns with the 
proposed project.  Please refer to 
Section 3.8, Public Services for 
further discussion. 

Implementing 
Policy PU‐2‐b 

Maintain Ability.  Strive to 
continually maintain the Fire 
Department’s ability to provide 
staffing and equipment 
resources to effectively prevent 
and mitigate emergencies in 
existing and new high‐rise 
buildings and in other high‐
density residential and 
commercial development 
throughout the city. 

Consistent: As a part of this EIR, 
the Fresno Fire Department was 
consulted regarding potential 
impacts to emergency response 
times to the project site.  The 
Fresno Fire Department did not 
find any concerns with the 
proposed project.  Please refer to 
Section 3.8, Public Services for 
further discussion. 

Implementing 
Policy PU‐2‐e 

Service Standards.  Strive to 
achieve a community wide risk 
management plan that include 
the following service level 
objectives 90 percent of the time: 
•  First Unit on Scene – First fire 
unit arriving with minimum of 
three firefighters within 5 
minutes and 20 seconds from 
the time the unit was alerted 
to the emergency incident. 

•  Effective Response Force – 
Provide sufficient number of 
firefighters on the scene of an 

Consistent: As a part of this EIR, 
the Fresno Fire Department was 
consulted regarding potential 
impacts to emergency response 
times to the project site.  The 
Fresno Fire Department did not 
find any concerns with the 
proposed project.  Station No. 2 is 
located at 2874 W. Acadia Avenue, 
1.2 miles to the southeast.  
Assuming an average travel speed 
of 25 miles per hour, the expected 
response time to the project site 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

emergency within 9 minutes 
and 20 seconds from the time 
of unit alert to arrival.  The 
effective response force is 
measured as 15 firefighters 
for low risk fire incidents and 
21 firefighters for high risk fire 
incidents and is the number of 
personnel necessary to 
complete specific tasks 
required to contain and 
control fire minimizing loss of 
life and property. 

would be 3 minutes, 36 seconds, 
which is within the City’s response 
time standard.  As such, Station 
No. 2 will be able to provide 
adequate service in the City’s 
response time to the project site.  
Please refer to Section 3.8, Public 
Services for further discussion.   

Implementing 
Policy PU‐2‐f 

Plan for Optimum Service.  Create 
and adopt a program to provide 
appropriate number of 
employees to effectively respond 
to call volume and type; and 
establish a long‐term plan to 
attain a level of service of 0.81 
firefighters per 1,000 residents. 

Consistent: As a part of this EIR, 
the Fresno Fire Department was 
consulted regarding potential 
impacts to emergency response 
times to the project site.  The 
Fresno Fire Department did not 
find any concerns with the 
proposed project.  Please refer to 
Section 3.8, Public Services for 
further discussion. 

Objective PU‐3  Enhance the level of fire 
protection to meet the 
increasing demand for services 
from an increasing population. 

Consistent: As a part of this EIR, 
the Fresno Fire Department was 
consulted regarding potential 
impacts to emergency response 
times to the project site.  The 
Fresno Fire Department did not 
find any concerns with the 
proposed project.  Please refer to 
Section 3.8, Public Services for 
further discussion. 

Implementing 
Policy PU‐3‐a 

Fire Prevention Inspections.  
Develop strategies to enable the 
performance of annual fire and 
life safety inspection of all 
industrial, commercial, 
institutional, and multi‐family 
residential buildings, in 
accordance with nationally 
recognized standards for the level 
of service necessary for a large 
Metropolitan Area, including a 
self‐certification program. 

Consistent: The proposed project 
would comply with all 
requirements for fire and life 
safety inspections. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy PU‐3‐d 

Review Development 
Applications.  Continue Fire 
Department review of 
development applications, 
provide comments and 
recommend conditions of 
approval that will ensure 
adequate on‐site and off‐site 
fire protection systems and 
features are provided. 

Consistent: As a part of this EIR, 
the Fresno Fire Department was 
consulted regarding potential 
impacts to emergency response 
times to the project site.  The 
Fresno Fire Department did not 
find any concerns with the 
proposed project.  Please refer to 
Section 3.8, Public Services for 
further discussion. 

Implementing 
Policy PU‐3‐e 

Building Codes.  Adopt and 
enforce amendments to 
construction and fire codes, as 
determined appropriate, to 
systematically reduce the level of 
risk to life and property from fire, 
commensurate with the City’s fire 
suppression capabilities. 

Consistent: The proposed project 
would be designed and constructed 
in conformance with latest adopted 
Public Works Department Standard 
Drawings and Specifications, current 
building construction, and fire codes 
in effect. 

Implementing 
Policy PU‐3‐f 

Adequate Infrastructure.  
Continue to pursue the provision 
of adequate water supplies, 
hydrants, and appropriate 
property access to allow for 
adequate fire suppression 
throughout the City. 

Consistent: The project site is 
already developed with an existing 
structure and is served by existing 
infrastructure, including adequate 
water supplies, hydrants, and 
appropriate property access.  As a 
part of this EIR, the Fresno Fire 
Department was consulted 
regarding the project and was given 
the opportunity to provide 
comments.  The Fresno Fire 
Department did not find any 
concerns with the proposed project.  
Please refer to Section 3.8, Public 
Services for further discussion. 

Implementing 
Policy PU‐3‐g 

Cost Recovery.  Continue to 
evaluate appropriate codes, 
policies, and methods to 
generate fees or other sources of 
revenue to offset the ongoing 
personnel and maintenance costs 
of providing fire prevention and 
response services. 

Consistent: The project would not 
have any significant impact related 
to the provision of fire services; 
however, the project would pay all 
applicable impact fees in effect at 
the time of building permit 
issuance (including any such fees 
related to fire services), as 
required by the City of Fresno. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Policy PU‐4  Ensure provision of adequate 
trunk sewer and collector main 
capacities to serve existing and 
planned urban development, 
consistent with the Wastewater 
Master Plan. 

Consistent: Existing infrastructure 
on the project site would serve the 
proposed project and is of 
appropriate size to meet 
wastewater demands on the 
project site.  Please refer to 
Section 3.8, Public Services, and 
Section 3.11, Utilities and Service 
Systems for further discussion. 

Policy PU‐4‐a  Plan for Regional Needs.  
Coordinate and consult with the 
City of Clovis, pursuant to the 
Fresno‐Clovis Sewerage System 
Joint Powers Agreement, so that 
planning and construction of 
sewer collection facilities will 
continue to meet the regional 
needs of the Metropolitan Area. 

Consistent: The project site would 
be served by adequate sewer, 
water, and stormwater drainage 
facilities without affecting the 
current or future service levels.  
Please refer to Section 3.8, Public 
Services and Section 3.11, Utilities 
and Service Systems for further 
discussion. 

Policy PU‐4‐b  New Trunk Facilities.  Pursue 
construction of new or 
replacement sewer trunk 
facilities or other alternatives 
consistent with the Wastewater 
Master Plan to accommodate 
the uses as envisioned in this 
General Plan. 

Consistent: The proposed site is 
currently served by municipal sewer 
service provided by the City of 
Fresno.  The existing sewer 
connection is adequate to serve the 
proposed project without exceeding 
or overloading capacity.  Please 
refer to Section 3.8, Public Services 
and Section 3.11, Utilities and 
Service Systems for further 
discussion. 

Policy PU‐4‐c  System Extension and Cost 
Recovery.  Pursue enlargement 
or extension of the sewage 
collection system where 
necessary to serve planned 
urban development, with the 
capital costs and benefits 
allocated equitably and fairly 
between the existing users and 
new users. 
Commentary: Consistent with 
fiscal management policies and 
strategies in the Economic 
Development and Fiscal 
Sustainability Element, new 
users will be obligated to pay for 
the cost of being attached to the 
collection system through 

Consistent: The proposed site is 
currently served by municipal sewer 
service provided by the City of 
Fresno.  The existing sewer 
connection is adequate to serve the 
proposed project without exceeding 
or overloading capacity.  Please 
refer to Section 3.8, Public Services 
and Section 3.11, Utilities and 
Service Systems for further 
discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

connection fees, including the 
cost of any incremental burden 
that they may place on the 
entire system, and pay for their 
share of operational and 
maintenance costs in addition to 
any costs for extraordinary 
facilities, such as lift stations or 
capacity enhancement 
measures, as authorized by law. 

Policy PU‐5  Preserve groundwater quality 
and ensure that the health and 
safety of the entire Fresno 
community is not impaired by use 
of private, on‐site disposal 
systems. 

Consistent: The project site is 
already developed and paved, and 
therefore is not located in an area 
of natural groundwater recharge.  
The project would implement 
construction and operational 
stormwater quality protection 
measures consistent with the 
regional Water Quality Control 
Board’s requirements to maintain 
and improve the quality of both 
surface and groundwater resources.  
Effluent would be conveyed to the 
Fresno/Clovis Regional Water 
Reclamation Facility, which directs 
all of its treated water to percolate 
into the Fresno Sole Source Aquifer.  
Please refer to Section 3.5, 
Hydrology and Water Quality for 
further discussion. 

Policy PU‐6  Ensure the provision of 
adequate sewage treatment and 
disposal by utilizing the Fresno‐
Clovis Regional Wastewater 
Reclamation Facility as the 
primary facility, when 
economically feasible, for all 
existing and new development 
within the Metropolitan Area. 
Commentary: Supplemental 
subregional facilities, such as the 
North Fresno Water 
Reclamation Facility, may also 
provide sewage treatment and 
disposal for new and existing 
development in the 
Metropolitan Area. 

Consistent: The proposed project 
would implement construction and 
operational stormwater quality 
protection measures consistent 
with the regional Water Quality 
Control Board’s requirements to 
maintain and improve the quality of 
both surface and groundwater 
resources.  Effluent would be 
conveyed to the Fresno/Clovis 
Regional Water Reclamation 
Facility, which directs all of its 
treated water to percolate into the 
Fresno Sole Source Aquifer.  Please 
refer to Section 3.5, Hydrology and 
Water Quality for further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Policy PU‐7  Promote reduction in wastewater 
flows and develop facilities for 
beneficial reuse of reclaimed 
water and biosolids for 
management and distribution of 
treated wastewater. 

Consistent: The proposed project 
would implement water‐conserving 
technology for the landscaped areas 
throughout the project site.  In 
addition, there will be water‐
conserving fixtures in the restrooms 
to reduce wastewater flows. 

Policy PU‐7‐a  Reduce Wastewater.  Identify 
and consider implementing 
water conservation standards 
and other programs and 
policies, as determined 
appropriate, to reduce 
wastewater flows. 

Consistent: The proposed project 
would implement water‐conserving 
technology for the landscaped areas 
throughout the project site.  In 
addition, there will be water‐
conserving fixtures in the restrooms 
to reduce wastewater flows. 

Policy PU‐7‐b  Reduce Stormwater Leakage.  
Reduce storm water infiltration 
into the sewer collection 
system, where feasible, through 
a program of replacing old and 
deteriorated sewer collection 
pipeline; eliminating existing 
stormwater sewer cut‐ins to the 
sanitary sewer system; and 
avoiding any new sewer cut‐ins 
except when required to protect 
health and safety. 

Consistent: There is existing 
stormwater infrastructure installed 
by the previous commercial use on 
the project site.  Existing 
stormwater infrastructure is 
adequate to meet the needs of the 
proposed project.  Please refer to 
Section 3.8, Public Services and 
Section 3.11, Utilities and Service 
Systems for further discussion. 

Policy PU‐8  Manage and develop the City’s 
water facilities on a strategic 
timeline basis that recognizes 
the long life cycle of the assets 
and the duration of the 
resources, to ensure a safe, 
economical, and reliable water 
supply for existing customers 
and planned urban development 
and economic diversification. 

Consistent: The project site would 
be served by adequate water 
supplies and infrastructure 
existent on project site.  Please 
refer to Section 3.8, Public Services 
and Section 3.11, Utilities and 
Service Systems for further 
discussion. 

Policy PU‐8‐b  Potable Water Supply and Cost 
Recovery.  Prepare for provision 
of increased potable water 
capacity (including surface 
water treatment capacity) in a 
timely manner to facilitate 
planned urban development 
consistent with the General 
Plan.  Accommodate increase in 

Consistent: The project site would 
be served by adequate water 
supplies and infrastructure existent 
on project site.  Please refer to 
Section 3.8, Public Services and 
Section 3.11, Utilities and Service 
Systems for further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

water demand from the existing 
community with the capital 
costs and benefits allocated 
equitably and fairly between 
existing users and new users, as 
authorized by law, and 
recognizing the differences in 
terms of quantity, quality, and 
reliability of the various types of 
water in the City’s portfolio. 
Commentary: Consistent with 
fiscal management policies and 
strategies in the Economic 
Development and Fiscal 
Sustainability Element, new 
users will be obligated to pay for 
the cost of being attached to the 
potable water supply and 
distribution system and surface 
water treatment through 
connection fees, including the 
cost of any incremental burden 
that they may place on the 
entire system in terms of both 
infrastructure and water 
resources, and pay for the full 
operational costs of 
extraordinary facilities, as 
authorized by law. 

Policy PU‐8‐c  Conditions of Approval.  Set 
appropriate conditions of 
approval for each new 
development proposal to ensure 
that the necessary potable 
water production and supply 
facilities and water resources 
are in place prior to occupancy. 

Consistent: The project site would 
be served by adequate water 
supplies and infrastructure existent 
on project site.  Please refer to 
Section 3.8, Public Services and 
Section 3.11, Utilities and Service 
Systems for further discussion. 

Policy PU‐8‐d  CIP Update.  Continue to evaluate 
Capital Improvement Programs 
and update them, as appropriate, 
to meet the demands of both 
existing and planned 
development consistent with the 
General Plan. 

Consistent: The proposed project 
would be served by adequate 
water supplies and would not 
result in inadequate water supplies 
for current and future uses.  Please 
refer to Section 3.8, Public Services 
and Section 3.11, Utilities and 
Service Systems further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Policy PU‐8‐g  Review Project Impact on Supply.  
Mitigate the effects of 
development and capital 
improvement projects on the 
long‐range water budget to 
ensure an adequate water supply 
for current and future uses. 

Consistent: The proposed project 
would be served by adequate 
water supplies and would not 
result in inadequate water supplies 
for current and future uses.  Please 
refer to Section 3.8, Public Services 
and Section 3.11, Utilities and 
Service Systems further discussion. 

Policy PU‐9  Provide adequate solid waste 
facilities and services for the 
collection, transfer, recycling, 
and disposal of refuse. 

Consistent: The proposed project 
would be served by the City of 
Fresno, Public Works Department, 
and has adequate waste facilities 
and services for the project.  
Please refer to Section 3.8, Public 
Services and Section 3.11, Utilities 
and Service Systems for further 
discussion. 

Policy PU‐9‐c  Cleanup and Nuisance 
Abatement.  Continue and 
enhance, where feasible, 
community sanitation programs 
that provide services to 
neighborhoods for cleanup, 
illegal dumping, and nuisance 
abatement services. 

Consistent: The proposed project 
would provide adequate trash and 
recyclable receptacles for both 
customer and employees use on 
the project site. 

Policy PU‐9‐f  Household‐Generated 
Hazardous Waste and 
Hazardous Waste Facilities.  
Allow for household‐generated 
hazardous waste and hazardous 
waste facilities, which are 
planned and zoned for Heavy 
Industrial uses, only after CEQA 
review, environmental 
assessments, and approval of a 
Conditional Use Permit. 

Consistent: Transportation, 
storage, use, and disposal of 
hazardous materials during 
construction activities and 
operations would be required to 
comply with applicable federal, 
state, and local statutes and 
regulations.  Compliance with 
statutes and regulations would 
limit the risk of exposure to the 
public and environment to 
acceptable levels.  The continuous 
operation of the proposed project 
would not be a large‐quantity user 
of hazardous materials, and all 
substances (e.g., cleaning supplies) 
would be stored in secure areas 
and would comply with all 
applicable storage, handling, 
usage, and disposal requirements.  
All substances associated with 
operation of the outdoor garden 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

center and pharmacy would 
comply with all applicable federal, 
state, and local laws and 
regulations regarding hazardous 
materials transportation and 
disposal.  In addition, prior to 
occupancy, Walmart shall be 
required to complete and submit 
either a Hazardous Materials 
Business Plan or a Business Plan 
Exemption form to the Fresno 
County Department of Public 
Health, pursuant to Mitigation 
Measure HAZ‐1. 

Resource 
Conservation 
and Resilience 
Element 

Goal 4  Emphasize achieving healthy air 
quality and reduced greenhouse 
gas emissions. 

Consistent: The project has 
incorporated feasible mitigation 
measures into its sustainability 
features and the project site 
selection.  These project features 
serve to reduce vehicle miles 
traveled, encourage alternative 
transportation, and promote energy 
conservation.  All Walmart trucks 
are equipped with an automatic 
shut‐off after 3 minutes of idling (no 
more than 5 minutes of idling is 
permitted under State law), which 
reduces diesel emissions.  Please 
refer to Section 3.2, Air Quality for 
further discussion. 

Objective RC‐4  In cooperation with other 
jurisdictions and agencies in the 
San Joaquin Valley Air Basin, 
take necessary actions to 
achieve and maintain 
compliance with State and 
federal air quality standards for 
criteria pollutants. 

Consistent: The SJVAPCD was 
provided the opportunity to 
review the Notice of Preparation 
for the EIR, and provided 
comments in a May 6, 2013 letter, 
which were taken into account in 
the preparation of the Air Quality 
analysis in the EIR.  Impacts to air 
quality were assessed in 
accordance with SJVAPCD 
guidelines.  Computer models 
were used to project projected 
emissions within Air District 
thresholds.  In addition, the Air 
District will be provided with a 
copy of this EIR for further review.  
Please refer to Section 3.2, Air 
Quality for further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy RC‐4‐a 

Support Regional Efforts.  
Support and lead, where 
appropriate, regional, State and 
federal programs and actions for 
the improvement of air quality, 
especially the SJVAPCD’s efforts 
to monitor and control air 
pollutants from both stationary 
and mobile sources and 
implement Reasonably Available 
Control Measures in the Ozone 
Attainment Plan. 

Consistent: Impacts to air quality 
were assessed for the preparation 
of this EIR in accordance with 
SJVAPCD guidelines.  Computer 
models were used to project 
projected emissions within Air 
District thresholds.  In addition, the 
Air District will be provided with a 
copy of this EIR for review.  The 
project has incorporated feasible 
mitigation measures into its 
sustainability features and the 
project site selection.  These project 
features serve to reduce vehicle 
miles traveled, encourage 
alternative transportation, and 
promote energy conservation.  All 
Walmart trucks are equipped with 
an automatic shut‐off after 3 
minutes of idling (no more than 5 
minutes of idling is permitted under 
State law), which reduces diesel 
emissions  Please refer to Section 
3.2, Air Quality for further 
discussion. 

Implementing 
Policy RC‐4‐b 

Conditions of Approval.  Develop 
and incorporate air quality 
maintenance requirements, 
compatible with Air Quality 
Attainment and Maintenance 
Plans, as conditions of approval 
for General Plan amendments, 
community plans, Specific Plans, 
neighborhood plans, Concept 
Plans, and development 
proposals. 

Consistent: The project has 
incorporated feasible mitigation 
measures into its sustainability 
features and the project site 
selection.  These project features 
serve to reduce vehicle miles 
traveled, encourage alternative 
transportation, and promote energy 
conservation.   

Implementing 
Policy RC‐4‐c 

Evaluate Impacts with Models.  
Continue to require the use of 
computer models used by 
SJVAPCD to evaluate the air 
quality impacts of plans and 
projects that require such 
environmental review by the City. 

Consistent: Impacts to air quality 
were assessed for the preparation 
of this EIR in accordance with 
SJVAPCD guidelines, and the 
California Emissions Estimator 
Model (CalEEMod) version 2013.2 
was used to quantify project 
related emissions.  In addition, 
SJVAPCD will be provided with a 
copy of this EIR for review.  Please 
refer to Section 3.2, Air Quality for 
further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy RC‐4‐d 

Forward Information.  Forward 
information regarding proposed 
General Plan amendments, 
community plans, Specific Plans, 
neighborhood plans, Concept 
Plans, and development 
proposals that require air quality 
evaluation, and amendments to 
development regulations to the 
SJVAPCD for their review of 
potential air quality and health 
impacts. 

Consistent: The SJVAPCD was 
provided the opportunity to 
review the Notice of Preparation 
for the EIR, and provided 
comments in a May 6, 2013 letter, 
which were taken into account in 
the preparation of the Air Quality 
analysis in the EIR.  Impacts to air 
quality were assessed in 
accordance with SJVAPCD 
guidelines.  Computer models 
were used to project projected 
emissions within Air District 
thresholds.  In addition, the Air 
District will be provided with a 
copy of this EIR for further review.  
Please refer to Section 3.2, Air 
Quality for further discussion. 

Implementing 
Policy RC‐4‐e 

Support Employer‐Based Efforts.  
Support and promote employer 
implementation of staggered 
work hours and employee 
incentives to use carpools, 
public transit, and other 
measures to reduce vehicular 
use and traffic congestion. 

Consistent: The proposed project 
would utilize work schedules and 
seek to minimize peak‐hour trips in 
this manner.  In addition, several 
FAX bus routes that serve the 
project site would be maintained by 
the proposed project.   

Objective RC‐5  In cooperation with other 
jurisdictions and agencies in the 
San Joaquin Valley Air Basin, take 
timely, necessary, and the most 
cost‐effective actions to achieve 
and maintain reductions in 
greenhouse gas emissions and all 
strategies that reduce the causes 
of climate change in order to limit 
and prevent the related potential 
detrimental effects upon public 
health and welfare of present and 
future residents of the Fresno 
community. 

Consistent: The proposed project 
would incorporate numerous 
measures into its design to ensure 
ongoing GHG emissions reductions 
(please refer to EIR Table 3.3‐5 for 
a complete list of features).   

Implementing 
Policy RC‐5‐a 

Support State Goal to Reduce 
Statewide GHG Emissions.  As is 
consistent with State law, strive 
to meet AB 32 goal to reduce 
greenhouse gas emissions to 
1990 levels by 2020 and strive to 

Consistent: The project would 
achieve a 35 percent reduction in 
GHG emissions as compared to 
“business as usual” 2020 emissions, 
thereby exceeding the required 29 
percent reduction under the 
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Goal/Objective/Policy 

Consistency Determination No.  Text 

meet a reduction of 80 percent 
below 1990 levels by 2050 as 
stated in Executive Order S‐03‐
05.  As new statewide GHG 
reduction targets and dates are 
set by the State update the 
City’s Greenhouse Gas 
Reduction Plan to include a 
comprehensive strategy to 
achieve consistency with those 
targets by the dates established. 

Scoping Plan targets and the 
SJVAPCD threshold.  The project 
would not obstruct attainment of 
any of the goals established under 
AB 32.  The project would comply 
with all present and future 
regulatory measures developed in 
accordance with AB 32 and ARB’s 
Scoping Plan, and will incorporate a 
number of features that would 
minimize GHG emissions, as 
detailed in EIR Table 3.3‐5 and 3.3‐8.  
Please refer to Section 3.3, 
Greenhouse Gases for further 
discussion. 

Implementing 
Policy RC‐5‐c 

GHG Reduction through Design 
and Operations.  Increase efforts 
to incorporate requirements for 
GHG emission reductions in land 
use entitlement decisions, 
facility design, and operational 
measures subject to City 
regulation through the following 
measures and strategies:   
•  Promote the expansion of 
incentive‐based programs that 
involve certification of projects 
for energy and water efficiency 
and resiliency.  These 
certification programs and 
scoring systems may include 
public agency “Green” and 
conservation criteria, Energy 
Star™ certification, CALGreen 
Tier 1 or Tier 2, Leadership in 
Energy Efficient Design (LEED™) 
certification, etc. 

•  Promote appropriate energy 
and water conservation 
standards and facilitate 
mixed‐use projects, new 
incentives for infill 
development, and the 
incorporation of mass transit, 
bicycle, and pedestrian 
amenities into public and 
private projects. 

•  Require energy and water 

Consistent: The proposed project 
consists of infill development and 
would re‐use an existing, currently 
vacant building.  The proposed 
project would incorporate 
numerous design features to 
ensure ongoing GHG emissions 
reductions, including energy‐ and 
water‐efficient fixtures and 
equipment, white membrane roof, 
and ozone‐friendly refrigerants 
(please refer to EIR Table 3.3‐5 for 
a complete list of features).  The 
project would provide a minimum 
of 30 bicycle parking spaces 
located near the main entrance, or 
as required by the California Green 
Building Code requirements for 
bicycle parking in effect at the 
time of project construction.  
Existing sidewalks and transit stops 
would not be changed or impacted 
by the project.  A proposed new 
main pedestrian connection would 
run the length from the store 
entrance to the back parking lot.  
The pedestrian path would be 
delineated with a contrasting color 
or paving material where it 
traverses the parking lot in order 
to clearly demarcate the path and 
to provide a safe walking area and 
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audits and upgrades for water 
conservation, energy 
efficiency, and mass transit, 
pedestrian, and bicycle 
amenities at the time of 
renovation, change in use, 
change in occupancy, and 
change in ownership for 
major projects meeting 
review thresholds specified in 
an implementing ordinance. 

to act as traffic calming devices for 
vehicles entering the center.   

Implementing 
Policy RC‐5‐d 

SCS and CAP Conformity 
Analysis.  Ensure that the City 
includes analysis of a project’s 
conformity to an adopted 
regional Sustainable Community 
Strategy or Alternative Planning 
Strategy (APS), an adopted 
Climate Action Plan (CAP), and 
any other applicable City and 
regional greenhouse gas 
reduction strategies in affect at 
the time of project review. 

Consistent: The project would 
achieve a 35 percent reduction in 
GHG emissions as compared to 
“business as usual” 2020 
emissions, thereby exceeding the 
required 29 percent reduction 
under the Scoping Plan targets and 
the SJVAPCD threshold.  The 
project would not obstruct 
attainment of any of the goals 
established under AB 32.  The 
project would comply with all 
present and future regulatory 
measures developed in accordance 
with AB 32 and ARB’s Scoping Plan, 
and will incorporate a number of 
features that would minimize GHG 
emissions, as detailed in EIR Table 
3.3‐5 and 3.3‐8.  Such features also 
are consistent with the CAPCOA 
paper and general guidance 
provided by the SJVAPCD.  Please 
refer to Section 3.3, Greenhouse 
Gases for further discussion. 

Implementing 
Policy RC‐5‐e 

Ensure Compliance.  Ensure 
ongoing compliance with GHG 
emissions reduction plans and 
programs by requiring that air 
quality measures are 
incorporated into projects’ 
design, conditions of approval, 
and mitigation measures. 

Consistent: The proposed project 
would incorporate numerous 
measures into its design to ensure 
ongoing GHG emissions reductions 
(please refer to EIR Table 3.3‐5 for 
a complete list of features).     
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy RC‐5‐f 

Toolkit.  Provide residents and 
project applicants with a 
“toolkit” of generally feasible 
measures that can be used to 
reduce GHG emissions, including 
educational materials on 
energy‐efficient and “climate‐
friendly” products. 

Consistent: Please refer to EIR 
Table 3.3‐5 for a complete list of 
project features that will reduce 
GHG emissions. 

Implementing 
Policy RC‐5‐g 

Evaluate Impacts with Models.  
Continue to use computer 
models such as those used by 
SJVAPCD to evaluate greenhouse 
gas impacts of plans and projects 
that require such review. 

Consistent: The EIR utilized the 
California Emissions Estimator 
Model (CalEEMod) version 2013.2 
to quantify project‐related GHG 
emissions.  Please refer to Section 
3.3, Greenhouse Gases for further 
discussion. 

Objective RC‐6  Ensure that Fresno has a 
reliable, long‐range source of 
drinkable water. 

Consistent: The proposed project 
site would be served by the City of 
Fresno Water Division, which has 
adequate amounts of resources to 
support the project site with 
potable water.  Please refer to 
Section 3.11, Utilities and Service 
Systems for further discussion. 

Implementing 
Policy RC‐6‐c 

Land Use and Development 
Compliance.  Ensure that land 
use and development projects 
adhere to the objective of the 
Fresno Metropolitan Water 
Resources Management Plant 
provide sustainable and reliable 
water supplies to meet the 
demand of existing and future 
customers through 2025. 

Consistent: The proposed project 
site would be served by the City of 
Fresno Water Division, which has 
adequate amounts of resources to 
support the project site with 
potable water.  Please refer to 
Section 3.11, Utilities and Service 
Systems for further discussion. 

Implementing 
Policy RC‐6‐e 

Protect Aquifer.  Oppose urban 
development in unincorporated 
areas that are not served by a 
wastewater 
treatment/management system 
capable of preventing the 
buildup of compounds that 
would degrade the aquifer. 

Consistent: The proposed project 
site is already developed, is not 
located within an unincorporated 
area, and is served by existing 
wastewater infrastructure.  The 
project would implement 
construction and operational 
stormwater quality protection 
measures consistent with the 
regional Water Quality Control 
Board’s requirements to maintain 
and improve the quality of both 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

surface and groundwater resources.  
Effluent would be conveyed to the 
Fresno/Clovis Regional Water 
Reclamation Facility, which directs 
all of its treated water to percolate 
into the Fresno Sole Source Aquifer.  
Please refer to Section 3.5, 
Hydrology and Water Quality for 
further discussion. 

Implementing 
Policy RC‐6‐g 

Protect Recharge Areas.  
Continue to protect areas of 
beneficial natural groundwater 
recharge by preventing uses 
that can contaminate soil or 
groundwater. 

Consistent: The project site is 
already developed and paved, and 
therefore is not located in an area 
of natural groundwater recharge.  
The project would implement 
construction and operational 
stormwater quality protection 
measures consistent with the 
regional Water Quality Control 
Board’s requirements to maintain 
and improve the quality of both 
surface and groundwater resources.  
Effluent would be conveyed to the 
Fresno/Clovis Regional Water 
Reclamation Facility, which directs 
all of its treated water to percolate 
into the Fresno Sole Source Aquifer.  
Please refer to Section 3.5, 
Hydrology and Water Quality for 
further discussion. 

Implementing 
Policy RC‐6‐h 

Conditions of Approval.  Include 
in the Development Code 
standards for imposing 
conditions of approval for 
development projects to ensure 
long‐term maintenance of 
adequate clean water resources.  
Require findings that adequate 
water supply must exist prior to 
any discretionary project 
approval for residential and 
commercial development 
requiring annexation, as 
required by law. 

Consistent: The proposed project 
site would be served by the City of 
Fresno Water Division, which has 
adequate amounts of resources to 
support the project site with 
potable water.  The project will not 
require annexation, and the 
proposed project’s collective water 
requirement of 14.93 AFY would 
equate to approximately 0.004 and 
0.005 percent of the City’s projected 
future supplies, representing only a 
nominal portion of the City’s overall 
water supply, which has already 
been accounted for in the City’s 
UWMP, due to the prior retail use at 
the site. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Objective RC‐7  Promote water conservation 
through standards, incentives, 
and capital investments. 

Consistent: The proposed project 
would install the following water‐
conserving fixtures within the 
existing building: 
•  All restroom sinks will use 
sensor‐activated 0.5‐gallon‐per‐
minute, high‐efficiency faucets.  
In addition, water turbines are 
built into the faucet.  During 
use, water flow through this 
turbine generates the electricity 
needed to operate the sensors. 

•  High‐efficiency urinals would be 
installed that use only 0.125 
gallon (1 pint) of water per flush, 
an approximately 75 percent 
reduction relative to the 0.5‐
gallon‐per‐flush urinal water use 
baseline in the California Green 
Building Code, versus 
conventional 1‐gallon‐per‐flush 
urinals. 

 

In addition, the project would 
install new shrubs and ground 
cover that are drought‐resistant 
and irrigated by an isolated drip 
water system.  The proposed 
project includes the planting of 
native, drought‐tolerant plant 
varieties that would enhance the 
visual appearance of the site while 
conserving the use of water. 

Implementing 
Policy RC‐7‐a 

Water Conservation Program 
Target.  Maintain a 
comprehensive conservation 
program to help reduce per 
capita water usage in the city’s 
water service area to 243 
gallons per capita per day (gpcd) 
by 2020 and 190 gpcd by 2035, 
by adopting conservation 
standards and implementing a 
program of incentives, design 
and operation standards, and 
user fees. 
•  Support programs that result 
in decreased water demand, 
such as landscaping standards 

Consistent: The proposed project 
would install the following water‐
conserving fixtures within the 
existing building: 
•  All restroom sinks will use sensor‐
activated 0.5‐gallon‐per‐minute 
high‐efficiency faucets.  In 
addition, water turbines are built 
into the faucet.  During use, 
water flow through this turbine 
generates the electricity needed 
to operate the sensors. 

•  High‐efficiency urinals would be 
installed that use only 0.125 
gallon (1 pint) of water per flush, 
an approximately 75 percent 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

that require drought‐tolerant 
plants, rebates for water 
conserving devices and 
systems, turf replacement, 
xeriscape landscape for new 
homes, irrigation controllers, 
commercial/industrial/institut
ional water conserving 
programs, prioritized leak 
detection program, complete 
water system audit, landscape 
water audit and budget 
program, and retrofit upon 
resale ordinance. 

reduction relative to the 0.5‐
gallon‐per‐flush urinal water use 
baseline in the California Green 
Building Code, versus 
conventional 1‐gallon‐per‐flush 
urinals. 

 

In addition, the project would install 
new shrubs and ground cover that 
are drought‐resistant and irrigated 
by an isolated drip water system.  
The proposed project includes the 
planting of native, drought‐tolerant 
plant varieties that would enhance 
the visual appearance of the site 
while conserving the use of water. 

Implementing 
Policy RC‐7‐d 

Update Standards for New 
Development.  Continue to 
refine water saving and 
conservation standards for new 
development. 

Consistent: The proposed project 
would install the following water‐
conserving fixtures within the 
existing building: 
•  All restroom sinks will use sensor‐
activated 0.5‐gallon‐per‐minute 
high‐efficiency faucets.  In 
addition, water turbines are built 
into the faucet.  During use, 
water flow through this turbine 
generates the electricity needed 
to operate the sensors. 

•  High‐efficiency urinals would be 
installed that use only 0.125 
gallon (1 pint) of water per flush, 
an approximately 75 percent 
reduction relative to the 0.5‐
gallon‐per‐flush urinal water use 
baseline in the California Green 
Building Code, versus 
conventional 1‐gallon‐per‐flush 
urinals. 

 

In addition, the project would 
install new shrubs and ground 
cover that are drought‐resistant 
and irrigated by an isolated drip 
water system.  The proposed 
project includes the planting of 
native, drought‐tolerant plant 
varieties that would enhance the 
visual appearance of the site while 
conserving the use of water. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy RC‐7‐e 

Retrofit City Facilities, and 
Consider Incentives Programs to 
Encourage Retrofitting of Other 
Existing Public and Private 
Residential and Non‐Residential 
Facilities and Sites.  Reduce 
water use in municipal buildings 
and City operations by 
developing a schedule and 
budget for the retrofit of 
existing municipal buildings with 
water conservation features, 
such as auto shut‐off faucets 
and water saving irrigation 
systems.  Prepare a 
comprehensive incentive 
program for other existing 
public and private residential 
and non‐residential buildings 
and irrigation systems. 

Consistent: The proposed project 
would install the following water‐
conserving fixtures within the 
existing building: 
•  All restroom sinks will use sensor‐
activated 0.5‐gallon‐per‐minute 
high‐efficiency faucets.  In 
addition, water turbines are built 
into the faucet.  During use, 
water flow through this turbine 
generates the electricity needed 
to operate the sensors. 

•  High‐efficiency urinals would be 
installed that use only 0.125 
gallon (1 pint) of water per flush, 
an approximately 75 percent 
reduction relative to the 0.5‐
gallon‐per‐flush urinal water use 
baseline in the California Green 
Building Code, versus 
conventional 1‐gallon‐per‐flush 
urinals. 

 

In addition, the project would 
install new shrubs and ground 
cover that are drought‐resistant 
and irrigated by an isolated drip 
water system.  The proposed 
project includes the planting of 
native, drought‐tolerant plant 
varieties that would enhance the 
visual appearance of the site while 
conserving the use of water. 

Implementing 
Policy RC‐7‐h 

Landscape Water Conservation 
Standards.  Refine landscape 
water conservation standards 
that will apply to new 
development installed 
landscapes, building on the State 
Model Water Efficient Landscape 
Ordinance and other State 
regulations. 
•  Evaluate and apply, as 
appropriate, augmented 
xeriscape, “waterwise,” and 
“green gardening” practices to 
be implemented in public and 

Consistent: The project would 
install new shrubs and ground 
cover that are drought‐resistant 
and irrigated by an isolated drip 
water system.  The proposed 
project includes the planting of 
native, drought‐tolerant plant 
varieties that would enhance the 
visual appearance of the site while 
conserving the use of water. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

private landscaping design and 
maintenance. 

•Facilitate implementation of the 
State’s Water Efficient 
Landscape Ordinance by 
developing alternative 
compliance measures that are 
easy to understand and 
observe. 

Noise and 
Safety 

Objective NS‐1  Protect the citizens of the city 
from the harmful and annoying 
effects of exposure to excessive 
noise. 

Consistent: The proposed project 
would reoccupy a building and site 
developed and used by a Super‐K 
with design features implemented 
to reduce effects of a big box retail 
store on residences north and east 
of the project site, through large 
landscape buffers, sounds/screen 
walls, fully enclosed loading docks.  
The proposed project would 
improve the loading dock with 
sealed entrances.  Trucks would 
back into the loading area before 
unloading.  The trucks are centrally 
controlled by a 3‐minute truck idling 
limitation.  Noise buffering of 
rooftop and ground‐based 
mechanical automatic equipment 
would be incorporated as required.  
In addition, mitigation is required 
that would reduce construction 
noise impacts to less than 
significant.  Please refer to Section 
3.7, Noise for further discussion. 

Implementing 
Policy NS‐1‐a 

Desirable and Generally 
Acceptable Exterior Noise 
Environment.  Establish 65 dBA 
Ldn or CNEL as the standard for 
the desirable maximum average 
exterior noise levels for defined 
usable exterior areas of 
residential and noise‐sensitive 
uses for noise, but designate 60 
dBA Ldn or CNEL (measured at the 
property line) for noise generated 
by stationary sources impinging 
upon residential and noise‐
sensitive uses.  Maintain 65 dBA 
Ldn or CNEL as the maximum 

Consistent: The noise thresholds 
outlined in this policy have been 
analyzed for the proposed project 
throughout this EIR.  Please refer to 
Section 3.7, Noise for further 
discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

average exterior noise levels for 
non‐sensitive commercial land 
uses, and maintain 70 dBA Ldn or 
CNEL as maximum average 
exterior noise level for industrial 
land uses, both to be measured 
at the property line of parcels 
where noise is generated which 
may impinge on neighboring 
properties. 

Implementing 
Policy NS‐1‐b 

Conditionally Acceptable 
Exterior Noise Exposure Range.  
Establish the conditionally 
acceptable noise exposure level 
range for residential and other 
noise sensitive uses to be 65 dB 
Ldn or require appropriate noise 
reducing mitigation measures as 
determined by a site specific 
acoustical analysis to comply 
with the desirable and 
conditionally acceptable exterior 
noise level and the required 
interior noise level standards set 
in Table 3.7‐11. 

Consistent: The proposed project 
is not a noise‐sensitive land use, 
but there are nearby residential 
units to the north and east that are 
considered noise‐sensitive.  This 
EIR further discusses and evaluates 
the noise impacts the proposed 
project would have on surrounding 
residential neighborhoods.  The 
construction and continued 
operation of the project would not 
expose surrounding receptors to 
excessive levels of noise.  Please 
refer to Section 3.7, Noise for 
further discussion. 

Implementing 
Policy NS‐1‐c 

Generally Unacceptable Exterior 
Noise Exposure Range.  Establish 
the exterior noise exposure of 
greater than 65 dB Ldn or CNEL 
to be generally unacceptable for 
residential and other noise 
sensitive uses for noise 
generated by sources in Policy 
NS‐1‐a, and study alternative 
less noise‐sensitive uses for 
these areas if otherwise 
appropriate.  Require 
appropriate noise reducing 
mitigation measures as 
determined by a site‐specific 
acoustical analysis to comply 
with the generally desirable or 
generally acceptable exterior 
noise level and the required 45 
dB interior noise level standards 
set in Table 3.7‐11 as conditions 
of permit approval. 

Consistent: The proposed project 
is not a noise‐sensitive land use, 
but there are nearby residential 
units to the north and east that are 
considered noise‐sensitive.  This 
EIR further discusses and evaluates 
the noise impacts the proposed 
project would have on surrounding 
residential neighborhoods.  The 
construction and continued 
operation of the project would not 
expose surrounding receptors to 
excessive levels of noise.  Please 
refer to Section 3.7, Noise for 
further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Implementing 
Policy NS‐1‐d 

Allowable Exterior Noise 
Environment for BRT and Activity 
Centers.  Exclude residential and 
noise sensitive uses located along 
Bus Rapid Transit corridors or 
within Activity Centers identified 
by this General Plan, from 
exterior noise standards in 
Policies NS‐1‐a through NS‐1‐c 
where it is determined 
application of noise mitigation 
measures will be detrimental to 
the realization of the General 
Plan's mixed use policies. 

Consistent: The construction and 
continued operation of the project 
would not expose surrounding 
receptors to excessive levels of 
noise.  Please refer to Section 3.7, 
Noise for further discussion. 

Implementing 
Policy NS‐1‐f 

Performance Standards.  
Implement performance 
standards for noise reduction 
for new residential and noise 
sensitive uses exposed to 
exterior community noise levels 
from transportation sources 
above 65 dB Ldn or CNEL, as 
shown on [the General Plan’s] 
Figure NS‐3: Future Noise 
Contours, or as identified by a 
project‐specific acoustical 
analysis based on the target 
acceptable noise levels set in 
Tables 3.7‐11 and 3.7‐12 and 
Policies NS‐1‐a through NS‐1. 

Consistent: The project itself is not 
a noise‐sensitive use, and would 
not result in a significant noise 
impact to exterior community 
noise levels due to transportation 
sources.  Therefore, no mitigation 
is required.  Please refer to Section 
3.7, Noise for further discussion. 

Implementing 
Policy NS‐1‐g 

Noise mitigation measures which 
help achieve the noise level 
targets of this plan include, but 
are not limited to, the following: 
•  Façades with substantial 
weight and insulation; 

•  Installation of sound‐rated 
windows for primary sleeping 
and activity areas; 

•  Installation of sound‐rated 
doors for all exterior entries at 
primary sleeping and activity 
areas; 

•  Greater building setbacks and 
exterior barriers; 

•  Acoustic baffling of vents for 
chimneys, attic and gable ends; 

Consistent: The proposed project 
would reoccupy a building and site 
developed and used by a Super‐K 
with design features implemented 
to reduce effects of a big‐box retail 
store on residences north and east 
of the project site, through large 
landscape buffers, sounds/screen 
walls, fully enclosed loading docks.  
The proposed project would 
improve the loading dock with 
sealed entrances.  Trucks would 
back into the loading area before 
unloading.  The trucks are centrally 
controlled by a 3‐minute truck 
idling limitation.  Noise buffering 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

•  Installation of mechanical 
ventilation systems that 
provide fresh air under closed 
window conditions. 

 

The aforementioned measures 
are not exhaustive and 
alternative designs may be 
approved by the City, provided 
that a qualified Acoustical 
Consultant submits information 
demonstrating that the 
alternative design(s) will achieve 
and maintain the specific targets 
for outdoor activity areas and 
interior spaces. 

of rooftop and ground‐based 
mechanical automatic equipment 
would be incorporated as 
required.  Please refer to Section 
3.7, Noise for further discussion. 

Implementing 
Policy NS‐1‐i 

Mitigation by New Development.  
Require an acoustical analysis 
where new development of 
industrial, commercial or other 
noise generating land uses 
(including transportation facilities 
such as roadways, railroads, and 
airports) may result in noise 
levels that exceed the noise level 
exposure criteria established by 
Tables 3.7‐11 and 3.7‐12 to 
determine impacts, and require 
developers to mitigate these 
impacts in conformance with 
Tables 3.7‐11 and 3.7‐12 as a 
condition of permit approval 
through appropriate means.  
Noise mitigation measures may 
include: 
•  The screening of noise sources 
such as parking and loading 
facilities, outdoor activities, 
and mechanical equipment;  

•  Providing increased setbacks 
for noise sources from adjacent 
dwellings; 

•  Installation of walls and 
landscaping that serve as noise 
buffers; 

•  Installation of soundproofing 
materials and double‐glazed 
windows; and 

Consistent: The proposed project 
would reoccupy a building and site 
developed and used by a Super‐K 
with design features implemented 
to reduce effects of a big box retail 
store on residences north and east 
of the project site, through large 
landscape buffers, sounds/screen 
walls, fully enclosed loading docks.  
The proposed project would 
improve the loading dock with 
sealed entrances.  Trucks would 
back into the loading area before 
unloading.  The trucks are centrally 
controlled by a 3‐minute truck idling 
limitation.  Noise buffering of 
rooftop and ground‐based 
mechanical automatic equipment 
would be incorporated as required.  
In addition, mitigation is required 
that would reduce construction 
noise impacts to less than 
significant.  Please refer to Section 
3.7, Noise for further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

•  Regulating operations, such as 
hours of operation, including 
deliveries and trash pickup. 

 

Alternative acoustical designs 
that achieve the prescribed noise 
level reduction may be approved 
by the City, provided a qualified 
Acoustical Consultant submits 
information demonstrating that 
the alternative designs will 
achieve and maintain the specific 
targets for outdoor activity areas 
and interior spaces.  As a last 
resort, developers may propose 
to construct noise walls along 
roadways when compatible with 
aesthetic concerns and 
neighborhood character.  This 
would be a developer 
responsibility, with no City 
funding. 

Implementing 
Policy NS‐1‐j 

Significance Threshold.  Establish, 
as a threshold of significance for 
the City's environmental review 
process, that a significant 
increase in ambient noise levels is 
assumed if the project would 
increase noise levels in the 
immediate vicinity by 3 dB Ldn or 
CNEL or more above the ambient 
noise limits established in this 
Fresno General Plan. 
 

Commentary: When an increase 
in noise would result in a 
“significant” impact (increase of 
three dBA or more) to residents or 
businesses, then noise mitigation 
would be required to reduce noise 
exposure.  If the increase in noise 
is less than three dBA, then the 
noise impact is considered 
insignificant and no noise 
mitigation is needed.  
By setting a specific threshold of 
significance in the General Plan, 
this policy facilitates making a 
determination of environmental 

Consistent: The noise thresholds 
outlined in this policy have been 
analyzed for the proposed project 
throughout this EIR.  No significant 
noise impact was found to occur.  
Please refer to Section 3.7, Noise 
for further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

impact, as required by the 
California Environmental Quality 
Act.  It helps the City determine 
whether (1) the potential impact 
of a development project on the 
noise environment warrants 
mitigation, or (2) a statement of 
overriding considerations will be 
required. 

Implementing 
Policy NS‐1‐k 

Proposal Review.  Review all new 
public and private development 
proposals that may potentially be 
affected by or cause a significant 
increase in noise levels, per Policy 
NS‐1‐i, to determine 
conformance with the policies of 
this Noise Element.  Require 
developers to reduce the noise 
impacts of new development on 
adjacent properties through 
appropriate means. 

Consistent: All potential noise 
impacts of the project have been 
evaluated in Section 3.7, noise, 
utilizing all applicable Fresno 
General Plan policies.  The proposed 
project would reoccupy a building 
and site developed and used by a 
Super‐K with design features 
implemented to reduce effects of a 
big box retail store on residences 
north and east of the project site, 
through large landscape buffers, 
sounds/screen walls, fully enclosed 
loading docks.  The proposed 
project would improve the loading 
dock with sealed entrances.  Trucks 
would back into the loading area 
before unloading.  The trucks are 
centrally controlled by a 3‐minute 
truck idling limitation.  Noise 
buffering of rooftop and ground‐
based mechanical automatic 
equipment would be incorporated 
as required.  In addition, mitigation 
is required that would reduce 
construction noise impacts to less 
than significant. 

Implementing 
Policy NS‐1‐l 

Enforcement.  Continue to 
enforce applicable State Noise 
Insulation Standards and Uniform 
Building Code noise 
requirements, as adopted by the 
City. 

Consistent: The project would 
comply with all applicable State and 
local requirements related to noise, 
as required by the City of Fresno. 

Implementing 
Policy NS‐1‐m 

Transportation Related Noise 
Impacts.  For projects subject to 
City approval, require that the 
project sponsor mitigate noise 

Consistent: The project itself is not 
a noise‐sensitive use, and would 
not result in a significant noise 
impact to exterior community 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

created by new transportation 
and transportation‐related 
stationary noise sources, 
including roadway improvement 
projects, so that resulting noise 
levels do not exceed the City’s 
adopted standards for noise‐
sensitive land uses. 

noise levels due to transportation 
sources.  Therefore, no mitigation 
is required.  Please refer to Section 
3.7, Noise for further discussion. 

Implementing 
Policy NS‐1‐n 

Best Available Technology.  
Require new noise sources to use 
best available control technology 
to minimize noise emissions. 
 

Commentary: Noise from 
mechanical equipment can be 
reduced by soundproofing 
materials and sound‐deadening 
installation; controlling hours of 
operation will also reduce noise 
impacts during the morning or 
evening. 

Consistent: All potential noise 
impacts of the project have been 
evaluated in Section 3.7, noise, 
utilizing all applicable General Plan 
policies.  The proposed project 
would reoccupy a building and site 
developed and used by a Super‐K 
with design features implemented 
to reduce effects of a big box retail 
store on residences north and east 
of the project site, through large 
landscape buffers, sounds/screen 
walls, fully enclosed loading docks.  
The proposed project would 
improve the loading dock with 
sealed entrances.  Trucks would 
back into the loading area before 
unloading.  The trucks are centrally 
controlled by a 3‐minute truck idling 
limitation.  Noise buffering of 
rooftop and ground‐based 
mechanical automatic equipment 
would be incorporated as required. 

Implementing 
Policy NS‐1‐o 

Sound Wall Guidelines.  
Acoustical studies and noise 
mitigation measures for projects 
shall specify the heights, 
materials, and design for sound 
walls and other noise barriers.  
Aesthetic considerations shall 
also be addressed in these 
studies and mitigation measures 
such as variable noise barrier 
heights, a combination of a 
landscaped berm with wall, and 
reduced barrier height in 
combination with increased 
distance or elevation differences 
between noise source and noise 

Consistent: The proposed project’s 
stationary noise levels would not 
exceed the thresholds as outlined 
in the General Plan.  Accordingly, 
sound walls are not required as 
mitigation, but the project site was 
already developed with several 
existing barrier walls, which were 
incorporated into the noise 
modeling conducted for the noise 
analysis.  No additional sound 
walls were found to be necessary.  
Please refer to Section 3.7, Noise 
for further discussion. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

receptor, with a maximum 
allowable height of 15 feet.  The 
City will develop guidelines for 
aesthetic design measures of 
sound walls, and may commission 
area wide noise mitigation 
studies that can serve as 
templates for acoustical 
treatment that can be applied to 
similar situations in the urban 
area. 
 

Commentary: While acoustical 
studies need to be site‐specific in 
order to appropriately assess 
particular settings, having 
prototypical design measures and 
noise control templates that can 
be applied for similar situations 
and contexts can facilitate infill 
and other development. 

Objective NS‐4  Minimize the risk of loss of life, 
injury, serious illness, and 
damage to property resulting 
from the use, transport, 
treatment, and disposal of 
hazardous materials and 
hazardous wastes. 

Consistent: Transportation, storage, 
use, and disposal of hazardous 
materials during construction 
activities and operations would be 
required to comply with applicable 
federal, state, and local statutes and 
regulations.  Compliance with 
statutes and regulations would limit 
the risk of exposure to the public 
and environment to acceptable 
levels.  The continuous operation of 
the proposed project would not be 
a large‐quantity user of hazardous 
materials, and all substances (i.e., 
cleaning supplies) would be stored 
in secure areas and would comply 
with all applicable storage, handling, 
usage, and disposal requirements.  
All substances associated with 
operation of the outdoor garden 
center and pharmacy would comply 
with all applicable federal, state, 
and local laws and regulations 
regarding hazardous materials 
transportation and disposal.  In 
addition, prior to occupancy, 
Walmart shall be required to 
complete and submit either a 
Hazardous Materials Business Plan 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

or a Business Plan Exemption form 
to the Fresno County Department of 
Public Health, pursuant to 
Mitigation Measure HAZ‐1. 

Implementing 
Policy NS‐4‐a 

Processing and Storage.  Require 
safe processing and storage of 
hazardous materials, consistent 
with the California Building Code 
and the Uniform Fire Code, as 
adopted by the City. 

Consistent: The project would 
comply with all applicable federal, 
state, and local laws and 
regulations regarding hazardous 
materials storage, transportation, 
and disposal.  Prior to occupancy, 
Walmart shall be required to 
complete and submit either a 
Hazardous Materials Business Plan 
or a Business Plan Exemption form 
to the Fresno County Department 
of Public Health, pursuant to 
Mitigation Measure HAZ‐1. 

Implementing 
Policy NS‐4‐b 

Coordination.  Maintain a close 
liaison with the Fresno County 
Environmental Health 
Department, Cal‐EPA Division of 
Toxics, and the State Office of 
Emergency Services to assist in 
developing and maintaining 
hazardous material business 
plans, inventory statements, risk 
management prevention plans, 
and contingency/emergency 
response action plans. 

Consistent: Prior to occupancy, 
Walmart shall be required to 
complete and submit either a 
Hazardous Materials Business Plan 
or a Business Plan Exemption form 
to the Fresno County Department 
of Public Health, pursuant to 
Mitigation Measure HAZ‐1. 

Implementing 
Policy NS‐4‐e 

Compliance with County 
Program.  Require that the 
production, use, storage, 
disposal, and transport of 
hazardous materials conform to 
the standards and procedures 
established by the County 
Division of Environmental Health.  
Require compliance with the 
County’s Hazardous Waste 
Generator Program, including the 
submittal and implementation of 
a Hazardous Materials Business 
Plan, when applicable. 

Consistent: Prior to occupancy, 
Walmart shall be required to 
complete and submit either a 
Hazardous Materials Business Plan 
or a Business Plan Exemption form 
to the Fresno County Department 
of Public Health, pursuant to 
Mitigation Measure HAZ‐1. 
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Table 3.6‐2 (cont.): Fresno General Plan Consistency Analysis 

Element 

Goal/Objective/Policy 

Consistency Determination No.  Text 

Objective NS‐3  Stormwater Drainage and Flood 
Control Master Plan.  Support the 
full implementation of the 
FMFCD Storm Drainage and Flood 
Control Master Plan, the 
completion of planned flood 
control and drainage system 
facilities, and the continued 
maintenance of stormwater and 
flood water retention and 
conveyance facilities and 
capacities.  Work with the FMFCD 
to make sure that its Storm 
Drainage and Flood Control 
Master Plan is consistent with the 
General Plan. 

Consistent: The proposed project 
would re‐tenant an existing vacant 
commercial building that faces W. 
Shaw Avenue.  There is existing 
stormwater infrastructure from 
previous commercial use of the 
project site.  As such, there is 
adequate storm drainage provided 
on the project site to serve the 
proposed project.   

Implementing 
Policy NS‐3‐e 

Pollutants.  Work with FMFCD to 
prevent and reduce the 
existence of urban stormwater 
pollutants pursuant to the 
requirements of the National 
Pollution Discharge Elimination 
Systems Act. 

Consistent: The proposed project 
would re‐tenant an existing vacant 
commercial building that faces W. 
Shaw Avenue.  The proposed 
project would continue to control 
stormwater onsite and convey it 
offsite to the appropriate 
retention facilities. 

Implementing 
Policy NS‐3‐h 

Runoff Controls.  Implement 
grading regulations and related 
development policies that protect 
area residents from flooding 
caused by urban runoff produced 
from events that exceed the 
capacity of the Storm Drainage 
and Flood Control Master Plan 
system of facilities.  Place all 
structures and/or flood‐proofing 
in a manner that does not cause 
floodwaters to be diverted onto 
adjacent property, increase flood 
hazards to other property, or 
otherwise adversely affect other 
property. 

Consistent: The project site would 
be served by existing stormwater 
infrastructure.  The proposed 
project would continue to control 
stormwater onsite and convey it 
offsite to the appropriate 
retention facilities. 

Implementing 
Policy NS‐3‐i 

New Development Must Mitigate 
Impact.  Require new 
development to not significantly 
impact the existing storm 
drainage and flood control 
system by imposing conditions of 
approval as project mitigation, as 
authorized by law.  As part of this 

Consistent: The project site would 
be served by existing stormwater 
infrastructure.  The proposed 
project would continue to control 
stormwater onsite and convey it 
offsite to the appropriate retention 
facilities.  The project would not 
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Consistency Determination No.  Text 

process, closely coordinate and 
consult with the FMFCD to 
identify appropriate conditions 
that will result in mitigation 
acceptable and preferred by 
FMFCD for each project. 

create new amounts of impervious 
surfaces or otherwise increase the 
amount of stormwater flows 
generated from the project site. 

Source: City of Fresno, 1997; Michael Brandman Associates, 2013. 

 

Bullard Community Plan Goals and Policies Consistency Analysis 

Table 3.6‐3 summarizes the proposed project’s consistency with all applicable goals and policies of 

the Bullard Community Plan (to be renamed the “Pinedale Neighborhood Plan”).  As shown in the 

table, the proposed project would be consistent with applicable goals and policies of the Community 

Plan.  Impacts would be less than significant. 

Table 3.6‐3: Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

Commercial 
Land Use 

Goal 1  Designate enough land for 
commercial use to meet the needs 
of the anticipated population. 

Consistent: The project site is 
designated “Regional Mixed Use” 
within the Fresno General Plan.  
The proposed commercial use is 
consistent with the Regional 
Mixed Use designation. 

Goal 3  Design commercial uses to be 
compatible with adjacent 
residential uses and to be 
aesthetically pleasing. 

Consistent: Residential uses are 
located north of the project site 
on the opposite side of W. San 
Jose Avenue.  The project site 
currently provides a landscaped 
setback (including mature trees 
and shrubs) along its frontage 
with W. San Jose Avenue, which 
would be maintained and 
enhanced by the proposed 
project.  Vehicular access is taken 
from three driveways on N. 
Brawley Avenue and via 
reciprocal access to W. Shaw 
Avenue; no vehicular access is 
taken from W. San Jose Avenue.  
These project characteristics 
would serve to promote land use 
compatibility with the residential 
uses north of the project site. 
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Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

  Goal 4  Provide retail commercial goods 
and services in planned unified 
shopping centers rather than in 
freestanding strip commercial 
form. 

Consistent: The project site 
contains an existing 193,361‐
square‐foot commercial building 
previously tenanted by Super K 
and Camp America.  Immediately 
south of the project site are 
commercial uses, including a gas 
station, car wash, and restaurants.  
Reciprocal access has historically 
been provided between the 
project site and the commercial 
land uses to the south, and would 
be maintained by the proposed 
project.  As such, this is consistent 
with the goal of providing retail 
commercial goods in planned 
unified nodes. 

Policy 1  All new retail commercial uses 
shall be developed as part of 
planned unified shopping centers, 
except on Blackstone Avenue. 

Consistent: As previously noted, 
reciprocal access has historically 
been provided between the 
project site and the commercial 
land uses to the south, and 
would be maintained by the 
proposed project.  As such, this is 
consistent with the policy of 
providing planned unified nodes. 

Policy 3  New retail commercial 
development shall be designed 
and located so as to minimize its 
impact as an attractive nuisance to 
any public or private school of 
elementary through high school 
grades. 

Consistent: The project site is 
located 0.10 mile from Lawless 
K‐8 Middle School.  There is an 
existing landscaped setback 
(including block wall) along the W. 
San Jose Avenue frontage that 
would be maintained by the 
proposed project.  Additionally, 
security measures such as 
surveillance cameras, onsite 
security personnel, and parking 
lot lighting would be provided to 
deter nuisance activity.  
Collectively, these characteristics 
would minimize the attractive 
nuisance of the proposed project. 

Policy 4  Commercial areas shall be 
designed such that commercial 
traffic will not route through local 
residential streets. 

Consistent: The project site has 
existing driveway access to N. 
Brawley Avenue and reciprocal 
access to W. Shaw Avenue, both 
of which are classified as arterial 
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Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

roadways.  No driveway access is 
provided to W. San Jose Avenue.  
Thus, commercial traffic 
associated with the proposed 
project would be expected to 
primarily use N. Brawley Avenue 
and W. Shaw Avenue to access 
the project site. 

Policy 5  There shall be no drainage of 
stormwater from commercial uses 
to the San Joaquin River, without 
treatment of the runoff in settling 
basins prior to discharge. 

Consistent: The project site 
would be served by existing 
stormwater infrastructure that 
has capacity to serve the 
proposed project.  Runoff on the 
project site would be directed to 
ponding basins.  Therefore, there 
would be no direct discharge into 
the San Joaquin River. 

Policy 7  The following development 
standards for interface areas 
between properties zoned or 
planned for commercial or office 
uses, and properties zoned or 
planned for residential uses, shall 
be mandatory for land north of 
Herndon Avenue (excepting the 
Herndon townsite and the 
Pinedale Redevelopment Area) 
and advisory for all other areas. 
a. All loading and storage areas 
shall be screened from view of 
adjoining property zoned or 
planned for residential uses, by 
a combination of landscape 
planting and a solid masonry 
wall.  Loading space shall be 
located not less than one 
hundred fifty feet from the 
boundary of said residential 
property; however, the 
proximity of loading areas may 
be reduced to not less than 
forty feet from the boundary of 
residential property, if the 
Director of the Development 
Department or the Planning 
Commission finds that 

Consistent: The project site is 
located south of Herndon Avenue.  
The project site immediately abuts 
nonresidential properties to the 
west and south designated “Light 
Industrial” by the Fresno General 
Plan.  Residential uses are located 
north of the project site on the 
north side of W. San Jose Avenue. 
The proposed project’s loading 
docks would be located in the 
rear of the store.  As previously 
noted, a landscaped setback 
featuring a block wall and mature 
trees and shrubs are located 
between the loading docks and 
W. San Jose Avenue frontage.  
Accounting for the landscaped 
setback and the W. San Jose 
Avenue street section, there is a 
minimum of 150 feet between 
loading docks and the nearest 
residential property line.  
Additionally, the block wall 
serves to attenuate noise and 
screen views of the loading 
docks. 
 

There are landscaped areas that 
exist along the frontages of W. 
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Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

additional screening and noise 
attenuating methods have been 
designed to adequately protect 
adjoining residential property.  
All storage shall be within an 
enclosed structure.  Outdoor 
storage is expressly prohibited; 

b. Roof‐mounted and detached 
mechanical equipment for 
commercial and office uses 
shall be screened from view 
and acoustically baffled, to 
prevent the noise level rating 
for the equipment from 
exceeding 55 Ldn, measured at 
the nearest property line; 

c. A landscaped setback twenty 
feet wide, containing 
deciduous and evergreen trees, 
shall be planted and 
maintained along the property 
line between commercial and 
office uses and abutting 
properties zoned or planned 
for residential uses, and along 
abutting local streets, provided, 
however, that this requirement  
shall not apply to those parcels 
of land which are one acre or 
less in size, or to parcels larger 
than one acre, subject to 
Director review and approval of 
landscape plans; 

d. No commercial or office 
building shall be constructed 
within fifty‐feet of the property 
line of abutting properties 
zoned or planned for 
residential uses; 

e. The following wall and berm 
treatment shall be required for 
commercial uses and office uses: 
(1)  A solid masonry wall six feet 

in height, an earth  berm six 
feet in height, or any 
combination of solid 
masonry wall and earth 

San Jose Avenue and N. Brawley 
Avenue that provide a minimum 
of 25 feet of setback.  These 
areas contain mature trees and 
shrubs, as well as turf. 
 

The project site has an existing 
pylon sign and a monument sign 
along N. Brawley Avenue.  Both 
of these signs would remain as is 
with minor changes in as a part 
of the new development.  
Nonetheless, all signage on 
project site would comply with 
City of Fresno’s sign ordinance.  
Please refer to Section 3.1, 
Aesthetics for further discussion.  
 

Lighting on the project site would 
be directed downward and 
shielded to prevent spill over to 
adjacent properties and thus 
reduce any potentially significant 
impact.  The project site is 
currently equipped with lighting 
infrastructure; the development 
of the proposed project would 
add additional enhancements to 
the existing lighting conditions.  
Please refer to Section 3.1, 
Aesthetics for further discussion. 
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Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

berm that provides a 
continuous barrier six feet 
in height, shall be erected 
on, or along, the property 
line between properties 
zoned or planned for 
commercial and office uses 
and properties zoned or 
planned for residential uses; 

(2)  A solid masonry wall three 
and one‐half feet in height, 
an earth berm three and 
one‐half feet in  height, or 
any combination of solid 
masonry wall and earth 
berm that provides a 
continuous barrier  three 
and one‐half feet in height, 
shall be erected on, or 
along, the setback line 
twenty feet from and 
parallel with the right‐of‐
way line of abutting local 
streets; 

(3)  Earth berms shall be 
planted with grass or 
ground cover, and 
maintained by the property 
owner; 

f.  The provisions of the approved 
commercial district or office 
district shall apply to outdoor 
advertising for commercial and 
office uses, excepting 
freestanding  signs in a 
commercial district, wherein 
there shall be permitted one 
freestanding sign containing the 
name of buildings and occupants 
or groups thereof, and shall  be 
not more than one hundred and 
twenty‐five square feet in area, 
and not more than twenty feet 
in height, and shall not be 
located within any  required 
landscaped setback or 
landscaped transition‐setback 
area; 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Land Use and Planning 

 

 
FirstCarbon Solutions  3.6‐61 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐06 Land Use and Planning.docx 

Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

g. an area one hundred feet wide 
abutting property zoned or 
planned for residential use, 
exterior area lighting for parking 
areas, carports, garages, access  
drives and loading areas for 
commercial uses and office uses 
shall be shielded, to prevent line 
of sight visibility of the light 
source from abutting property 
zoned or planned for residential 
use. 

Public Facilities 
and Services 

Goal 1  Continue to provide effective and 
efficient public services and 
facilities to the Bullard Community 
as the community grows. 

Consistent: There are existing 
public services that serve the 
project site and would remain as 
is without affecting existing 
levels of service to other users.  
Please refer to Section 3.8, Public 
Services and Section 3.11, 
Utilities and Service Systems for 
further discussion. 

Goal 2  Provide for sufficient capacity in 
planned sewer, water, and 
stormwater drainage facilities to 
me the future needs of the 
community and ensure that 
existing facilities are not 
overloaded by unplanned uses. 

Consistent: The project site 
would be served by adequate 
sewer, water, and stormwater 
drainage facilities without 
affecting the current or future 
service levels.  Please refer to 
Section 3.8, Public Services and 
Section 3.11, Utilities and Service 
Systems for further discussion. 

Policy 2  Maintain’ the City’s excellence in 
fire protection services through 
the provision of new fire stations 
and first class water supply 
systems in the developing 
portions of the Bullard 
Community, to be funded 
primarily by the UGM process. 

Consistent: The project site is 
served by City of Fresno Fire 
Department, the nearest station 
to the project site is Station 12 
located approximately 1.5 miles 
from the project site.  Assuming 
an average travel speed of 25 
minutes, the expected response 
time to the project site would be 
3 minutes, 36 seconds, which is 
within the City’s response time 
standard of 5 minutes.  As such, 
this station will be able to 
provide adequate service in the 
City’s response time to the 
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Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

project site.  Please refer to 
Section 3.8, Public Services and 
Section 3.11, Utilities and Service 
Systems for further discussion. 

Policy 4  Provide for stormwater drainage 
facilities of sufficient capacity to 
accommodate the anticipated 
runoff from planned land uses, 
through coordination with the 
Fresno Metropolitan Flood 
Control District.  For those 
drainage areas in which facilities 
are existing or substantially 
designed, new development that 
would itself result in a condition 
wherein the capacity of the 
existing facilities would be 
exceeded, or would contribute to 
a projected overloading of the 
existing or substantially designed 
Facilities at buildout of the 
drainage zone, shall not be 
approved unless conditioned 
upon adequate relief measures, 
as determined by the Fresno 
Metropolitan Flood Control 
District. 

Consistent: The Fresno 
Metropolitan Flood Control 
District has indicated that the 
project site is served by adequate 
and efficient existing stormwater 
infrastructure.  Therefore, the 
proposed project would not 
result in overload of existing 
capacity.  Please refer to Section 
3.8, Public Services and Section 
3.11, Utilities and Service 
Systems for further discussion. 

Policy 6  Promote and support existing 
water conservation and water 
recharge efforts and explore the 
feasibility of using more of the 
City’s surface water entitlement 
to the San Joaquin River water for 
water recharge purposes. 

Consistent: The proposed project 
would implement water 
conserving measures through the 
project site including fixtures in 
restrooms and water conserving 
maintenance on landscaping.   

Policy 7  Sewer: […]  For those areas 
served within existing branch 
sewer lines, new development 
that would in itself result in the 
capacity of the line being 
exceeded or would contribute to 
the projected overloading of the 
existing line at buildout of the 
service area, shall not be 
approved unless conditioned 
upon adequate relief measures as 
determined by the Council. 

Consistent: The proposed site is 
currently served by municipal 
sewer service provided by the City 
of Fresno.  The existing sewer 
connection is adequate to serve 
the proposed project without 
exceeding or overloading capacity. 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Land Use and Planning 

 

 
FirstCarbon Solutions  3.6‐63 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐06 Land Use and Planning.docx 

Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

Circulation  Goal 1  Provide for the efficient 
movement of vehicular traffic in 
order to reduce public and 
private costs, the use of non‐
renewable energy resources and 
air pollution. 

Consistent: As a part of this EIR a 
traffic impact analysis has been 
conducted and prepared.  
Mitigation measures are 
proposed as necessary for the 
continued efficiency of vehicular 
traffic.  Please refer to Section 
3.9, Transportation/Traffic for 
further discussion. 

Goal 2  Provide for a hierarchy of street 
classifications that encourages 
commercial and through traffic 
on the major street system and 
discourages such traffic on the 
local residential street system. 

Consistent: Commercial traffic 
associated with the project would 
be routed along W. Shaw Avenue 
and N. Brawley Avenue, which are 
classified as arterial streets.  No 
alterations to the existing 
hierarchy of street classifications 
would occur. 

Goal 3  Protect and enhance the carrying 
capacity of major streets, 
especially the important east‐west 
routes (Shaw Avenue, Ashlan 
Avenue, Herndon Expressway), for 
the benefit of metropolitan traffic 
movement. 

Consistent: As a part of this EIR, a 
traffic analysis considered the 
potential increase on W. Shaw 
Avenue as result of the proposed 
project.  Please refer to Section 
3.9, Transportation/Traffic for 
further discussion. 

Policy 2  The number of driveway access 
points on major streets should be 
minimized to protect traffic flow. 

Consistent: The proposed project 
would maintain the existing 
driveway access points along N. 
Brawley Avenue; no additional 
driveways are proposed. 

Policy 3  Commercial development at the 
intersection of the Herndon 
Expressway and major streets 
should gain access to the major 
street as far from the intersection 
as feasible, preferably at least one‐
eighth (1/8) mile from the 
intersection. 

Consistent: The project site is 
located at the northwest quadrant 
of N. Brawley Avenue and W. 
Shaw Avenue.  The proposed 
project has three access points 
along N. Brawley Avenue, which 
would remain unchanged.  The 
closest N. Brawley Avenue 
driveway access point is 0.12 mile 
from W. Shaw Avenue. 

Policy 5  Additional commercial 
development on Herndon or 
Shaw Avenues, beyond that 
already planned, should be 
discouraged in order to protect 
their important east‐west traffic 
movement function for the 
metropolitan area. 

Consistent: The project site 
contains an existing 193,361‐
square‐foot vacant commercial 
building, parking areas, and 
landscaping.  The proposed 
project would represent a 
valuable reuse of this 
development and a continuation 
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Table 3.6‐3 (cont.): Bullard Community Plan Consistency Analysis 

Element 

Goal/Policy 

Consistency Determination No.  Text 

of the commercial uses that have 
occupied the project site for the 
past two decades while avoiding 
the need for additional 
development. 

Policy 7  Local residential streets shall be 
designed to discourage through 
and/or non‐residential traffic. 

Consistent: According to the 
traffic study prepared for this 
project, the proposed project is 
not expected to alter circulation 
patterns in nearby residential 
streets W. San Jose Avenue and 
N. Brawley Avenue provide the 
best access to the project site 
from the surrounding residential 
neighborhoods.  See page 3.6‐69. 

Source: City of Fresno, 1988. 

 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Municipal Code Consistency 

Impact LU‐2:  The proposed project would not conflict with any of the applicable provisions of 
the City of Fresno Municipal Code. 

Impact Analysis 

The project site is currently zoned C‐M/BA‐15/UGM/cz (Commercial and Light Manufacturing, 

Boulevard Area 15, Urban Growth Management with a Conditions of Zoning overlay).  This 

designation is consistent with the General Plan land use designation Light Industrial.  The “C‐M” 

Commercial and Light Manufacturing District is intended to provide for retail and wholesale sales, 

light manufacturing and warehousing, distributing and storage, and further, to provide a close 

relationship between warehousing, distribution, and retail sales. 
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Property development standards include a minimum lot size of 75 feet (width) by 120 feet (depth) 

(9,000 square feet), a maximum building height of 60 feet for non‐industrial structures, and a rear 

yard setback of 15 feet when abutting a residential zoning district. 

The project proposes to provide retail general merchandise and groceries (including alcohol for 

offsite consumption) and would operate 24 hours a day.  General merchandise sales would be 

classified as a “variety store” use and, thus, is permitted by right in the C‐M zone.  The grocery 

component would be classified as a “supermarket” use, which is allowed by right pursuant to 

Director Classification No. 199.  Alcohol sales for offsite consumption require approval of a 

Conditional Use Permit, which is a discretionary approval the project applicant is seeking; thus, the 

approval of such a permit is part of the application pending before the City of Fresno.  As such, all of 

the project’s end uses are consistent with the Municipal Code’s allowable uses for the C‐M zone. 

The project site totals 17.60 acres (766,656 square feet) and, thus, meets the minimum lot size 

requirements for the C‐M zone.  The top of the existing building is approximately 30 feet above 

finished grade, within 60‐foot height limit for non‐industrial structures within the C‐M zone.  Finally, 

the site features an existing landscaped setback that is more than 45 feet in depth along the W. San 

Jose Avenue frontage, which exceeds the 15‐foot minimum requirements. 

As discussed above, the City is currently undertaking a comprehensive Zoning Ordinance update, 

which may potentially change the zoning designation of the project site, as well as potential changes 

to lot size, height, and setback requirements.  However, the proposed Zoning Ordinance update is 

not scheduled to be considered for approval until Fall 2015 and, therefore, cannot be analyzed with 

any specificity in this EIR, as it would be speculative to do so.  The project would comply with all 

ordinances in effect at the time of project approval and permitting, as required by the City of Fresno. 

Conditions of Zoning 

The project site has existing Conditions of Zoning associated with prior Super K and Camp America 

uses.  The applicant proposes to modify the Conditions of Zoning to remove those that have been 

satisfied or are not applicable to the proposed Walmart use.  Table 3.6‐4 summarizes the existing 

Conditions of Zoning. 

Table 3.6‐4: Conditions of Zoning 

Condition 

Compliance No.  Text 

1  Improve the Brawley/Shaw intersection by 
providing dual left turn lanes and separate right 
turn lanes in the Brawley Avenue approaches to 
this intersection. 

Improvements completed.  

2  Install far‐side separate bus turnouts on Shaw 
at the Brawley/Shaw intersection. 

Improvement completed.  

3  Establish an integrated design for one‐way left 
turn lanes in the Brawley Avenue median 
between Shaw and San Jose Avenues. 

Improvements completed.  
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Table 3.6‐4 (cont.): Conditions of Zoning 

Condition 

Proposed Change No.  Text 

4  Construct dual left turn lanes and separate right 
turn lanes on Shaw Avenue at Brawley. 

Improvements completed.  

5  Construct far side bus bays on Brawley Avenue 
at Shaw. 

Improvement partially completed; bus stop with 
shelter exists; however, there is insufficient 
room for a bus bay. 

6  Construct separate right turn lanes and far side 
bus bays on Shaw at Feland, Valentine, Marty, 
and Brawley. 

Improvements completed.  

7  Construct separate right turn lanes and far side 
bus bays on Brawley at San Jose. 

Improvement partially completed; right turn 
lanes and bus stops completed; however, there 
is insufficient room for bus bays. 

8  Provide 37‐foot wide roadway on both sides of 
Brawley median between San Jose and 
Gettysburg alignment and 32 foot wide to the 
Weber connector. 

Improvements completed between W. San Jose 
Avenue and W. Shaw Avenue.  

9  Install a 24‐inch parallel storm water drainage 
pipe in Corona Avenue from Gates Avenue 
extending down to San Jose Avenue nearly 
1,400 feet. 

Improvement completed.  

10  That the property owner participate in any 
proposed Benefit Assessment District for West 
Shaw Avenue which covers the subject parcel. 

Assessment paid.  

11  No vehicular access shall be permitted from 
West San Jose Avenue. 

Permanent condition; no change. 

12  A 30‐foot wide heavily landscaped buffer area 
shall be provided along the West San Jose 
Avenue frontage. 

Permanent condition; no change. 

13  That the subject property incorporate the 
Boulevard Area (BA) overlying zone district of 
15 feet along West Shaw Avenue and 20 feet 
along North Brawley Avenue. 

Permanent condition; no change. 

14  Vehicular access to the property to the west of 
the site (north of the canal shall be provided 
from Brawley Avenue). 

Permanent condition; no change. 

Source: City of Fresno, 2013. 

 

As shown in Table 3.6‐4, all feasible Conditions of Zoning have either been satisfied or will continue 

to be implemented by the proposed project with no change.  Impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 
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Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.7 ‐ Noise 

3.7.1 ‐ Introduction 

This section describes the existing noise setting and potential effects from project implementation 

on the site and its surrounding area.  Descriptions and analysis in this section are based on noise 

modeling performed by FirstCarbon Solutions.  The noise modeling output is included in this EIR as 

Appendix F. 

3.7.2 ‐ Environmental Setting 

Existing Project Site 

The proposed project site was approved in 1990 for development of a 203,580 square foot shopping 

center to be anchored by a K‐Mart that was built as Super‐K of approximately 196,000 square‐foot 

discount and grocery store.  Site design and layout promoted compatibility with surrounding uses, 

particularly the residential uses located across W. San Jose Avenue and to the northeast at Brawley 

Avenue.  Site access from W. San Jose Avenue was prohibited as a condition of site development; no 

points of site access would change as a result of the proposed re‐tenanting of the project site and 

building.  The building’s frontage and expansive parking lot face Shaw Avenue, which provides the 

site’s primary access through a driveway shared with other commercial uses. 

Noise from operations occurring on the project site are buffered from the residential properties 

north and northeast across W. San Jose Avenue.  The site includes a 6‐foot masonry sound barrier 

wall located on the north side of the project site, and sits atop a small earthen berm of 2‐3 feet.  This 

wall is located behind a heavily landscaped 50‐foot buffer, whose installation and ongoing 

maintenance is a required condition on all subsequently approved uses of the project site. 

Another 6‐foot‐high wall is located along the west side of the project site, running the length of the 

existing building.  The western wall connects to the northern wall.  Additional 6‐foot‐high walls were 

built on both sides of Brawley Avenue between the road and the existing homes.  In addition, the 

perimeter structural walls of the proposed Walmart structure were analyzed as sound walls that are 

31.5 feet high. 

Noise Fundamentals 

Sound is mechanical energy transmitted by pressure waves in a compressible medium such as air.  

Noise is generally defined as unwanted sound.  Sound is characterized by various parameters that 

describe the rate of oscillation of sound waves, the distance between successive troughs or crests, 

the speed of propagation, and the pressure level or energy content of a given sound wave.  In 

particular, the sound pressure level has become the most common descriptor used to characterize 

the loudness of an ambient sound level.  The unit of sound pressure, a ratio of the faintest sound 

detectable by a keen human ear, is called a decibel (dB). 

Noise Descriptors 

A decibel (dB) is a unit of measurement that indicates the relative intensity of a sound.  The zero 

point on the dB scale is based on the lowest sound level that the healthy, unimpaired human ear can 
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detect.  Changes of 3 dB or fewer are only perceptible in laboratory environments.  Audible increases 

in noise levels generally refer to a change of 3 dB or more, as this level has been found to be barely 

perceptible to the human ear in outdoor environments.  Sound levels in dB are calculated on a 

logarithmic basis.  An increase of 10 dB represents a 10‐fold increase in acoustic energy, while 20 dB 

is 100 times more intense, and 30 dB is 1,000 times more intense.  Each 10‐dB increase in sound 

level is perceived as approximately a doubling of loudness. 

Because sound or noise can vary in intensity by over 1 million times within the range of human 

hearing, a logarithmic loudness scale similar to the Richter scale used for earthquake magnitude is 

used to keep sound intensity numbers at a convenient and manageable level.  Since the human ear is 

not equally sensitive to all sound frequencies within the entire spectrum, noise levels at maximum 

human sensitivity are factored more heavily into sound descriptions in a process called A weighting, 

written as dBA.  This scale gives greater weight to the frequencies of sound to which the human ear 

is most sensitive.  Any further reference to decibels in this report written as dB should be 

understood to be A‐weighted values. 

Many methods have been developed for evaluating community noise to account for, among other 

things: 

 Variation in noise levels over time 

 Influence of periodic individual loud events 
 Community response to changes in the community noise environment 

 

Several methods have been developed to measure sound over a period of time, including: 

 Equivalent Sound Level (Leq) 
 Community Noise Equivalent Level (CNEL) 

 Day/Night Average Sound Level (Ldn) 
 

These methods are described and defined below. 

Leq 

Time variations in noise exposure are typically expressed in terms of a steady‐state energy level 

equal to the energy content of the time‐varying period (called Leq), or, alternately, as a statistical 

description of the sound pressure level that is exceeded over some fraction of a given observation 

period.  For example, the noise levels exceeded on 10 percent of readings is called L10, the median 

(50th percentile) reading is called L50, etc. 

CNEL 

Because community receptors are more sensitive to unwanted noise intrusion during the evening 

and at night, state law requires that, for planning purposes, an artificial dB increment penalty be 

added to quiet time noise levels in a 24‐hour noise descriptor called CNEL. 
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Ldn 

Another commonly used method is the day/night average level or Ldn.  The Ldn is a measure of the 24‐

hour average noise level at a given location.  It was adopted by the U.S. Environmental Protection 

Agency (EPA) for developing criteria for the evaluation of community noise exposure.  It is based on a 

measure of the average noise level over a given time period, called the Leq.  The Ldn is calculated by 

averaging the Leq for each hour of the day at a given location after penalizing the sleeping hours 

(defined as 10:00 p.m. to 7:00 a.m.) by 10 dBA to account for the increased sensitivity of people to 

noises that occur at night.  The maximum noise level recorded during a noise event is typically 

expressed as Lmax.  The sound level exceeded over a specified time can be expressed as Ln (e.g., L90, 

L50, L10, etc.).  L50 equals the level exceeded 50 percent of the time, L10 equals the level exceeded 10 

percent of the time, etc. 

SEL 

Another noise descriptor that is used primarily for the assessment of aircraft noise impacts is the 

Sound Exposure Level, which is also called the Single Event Level (SEL).  The SEL descriptor represents 

the acoustic energy of a single event (e.g., an aircraft overflight) normalized to a 1‐second event 

duration.  This is useful for comparing the acoustical energy of different events involving different 

durations of the noise sources.  The SEL is based on an integration of the noise during the period 

when the noise first rises within 10 dBA of its maximum value and last falls below 10 dBA of its 

maximum value.  The SEL is often 10 or more dBA greater than the Lmax, since the SEL logarithmically 

adds the Leq for each second of the duration of the noise. 

As previously mentioned, people respond to changes in sound pressure, which are measured on a 

noise scale in a logarithmic manner.  In general, a 3‐dB change in sound pressure level is considered a 

just detectable difference in most situations.  A 5‐dB change is readily noticeable, and a 10‐dB 

change is considered a doubling (or halving) of the subjective loudness.  Note that a 3‐dB increase or 

decrease in the average traffic noise level is realized by a doubling or halving of the traffic volume, or 

by about a 7‐mile‐per‐hour increase or decrease in speed. 

For each doubling of distance from a point noise source, the sound level will decrease by 6 dB.  In 

other words, if a person is 100 feet from a machine and moves 200 feet from that source, sound 

levels will drop by approximately 6 dB.  Moving 400 feet away, sound levels will drop approximately 

another 6 dB.  For each doubling of distance from a line source, such as a roadway, noise levels are 

reduced 3 to 5 decibels, depending on the ground cover between the source and the receiver. 

Noise Exposure 

As shown in Table 3.7‐1, a noise level of 65 dB is the level at which ambient noise begins to interfere 

with one’s ability to carry on a normal conversation at reasonable separation without raising one’s 

voice.  The noise attenuation that occurs within residential structures with closed windows is about 

20 dB.  Because of this 20 dB noise attenuation between outdoor levels and indoor levels, a 45 dB 

interior noise standard can be achieved with an exterior noise exposure of 65 dB CNEL without any 

specialized structural attenuation (e.g., dual‐paned windows).  Local and state regulations recognize 

this 20 dB attenuation.  For example, the City of Fresno has set a 45 dB standard for interior noise 

and a 65 dB standard for exterior noise.  (See also California Code of Regulations Title 24 Part 2, Vol. 
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1 Section 1207, which require noise insulation adequate to achieve an interior noise level of CNEL 45 

dB in hotels, motels, dormitories, apartment homes, and dwellings (other than detached single‐

family dwellings). 

An interior CNEL of 45 dB is mandated by the State of California Noise Insulation Standards (CCR, 

Title 24, Part 6, Section T25 28) for multiple‐family dwellings and hotel and motel rooms.  In 1988, 

the State Building Standards Commission expanded that standard to include all habitable rooms in 

residential use, including single‐family dwelling units.  Since normal noise attenuation within 

residential structures with closed windows is about 20 dB, an exterior noise exposure of 65 dB CNEL 

allows the interior standard to be met without any specialized structural attenuation (e.g., dual‐

paned windows).  A noise level of 65 dB is also the level at which ambient noise begins to interfere 

with one’s ability to carry on a normal conversation at reasonable separation without raising one’s 

voice.  Table 3.7‐1 summarizes typical noise sources, levels, and responses. 

Table 3.7‐1: Noise Levels and Human Response 

Noise Sources 
Noise Level 

(dBA)  Response 

Library  30  Very quiet 

Refrigerator humming  40  Quiet 

Quiet office  50  Quiet 

Normal conversation  60  Intrusive 

Vacuum cleaner  70  Telephone use difficult 

Freight train at 50 feet  80  Interferes with conversation 

Heavy‐duty truck at 50 feet  90  Annoying 

Jet takeoff at 2,000 feet  100  Very annoying; hearing damage at sustained exposure 
levels 

Unmuffled motorcycle  110  Maximum vocal effect; physical discomfort 

Jet takeoff at 200 feet  120  Regular exposure over one minute risks permanent 
hearing loss 

Shotgun firing  130  Pain threshold 

Carrier jet operation  140  Harmfully loud 

Source: Melville C. Branch and R. Dale Beland, 1970. 

 

Noise Propagation 

From the noise source to the receiver, noise changes both in level and frequency spectrum.  The 

most obvious is the decrease in noise as the distance from the source increases.  The manner in 

which noise reduces with distance depends on whether the source is a point or line source, ground 

absorption, atmospheric effects and refraction, and shielding by natural and man‐made features.  

Sound from point sources such as air conditioning condensers radiate uniformly outward as it travels 

away from the source in a spherical pattern.  The noise drop‐off rate associated with this geometric 
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spreading is 6 dBA per each doubling of the distance (dBA/DD).  However, in order for the point 

source drop‐off rate to provide accurate results, the nearest receiver needs to be placed a minimum 

distance away from the source that is greater than double the width of the noise source.  

Transportation noise sources such as roadways are typically analyzed as line sources, since at any 

given moment the receiver may be impacted by noise from multiple vehicles at various locations 

along the roadway.  Because of the geometry of a line source, the noise drop‐off rate associated with 

the geometric spreading of a line source is 3 dBA/DD. 

Ground Absorption 

The sound drop‐off rate is highly dependent on the conditions of the land between the noise source 

and receiver.  To account for this ground‐effect attenuation (absorption), two types of site conditions 

are commonly used in traffic noise models: soft‐site and hard‐site conditions.  Soft‐site conditions 

account for the sound propagation loss over natural surfaces such as normal earth and ground 

vegetation.  For point sources, a drop‐off rate of 7.5 dBA/DD is typically observed over soft ground 

with landscaping, compared with a 6.0 dBA/DD drop‐off rate over hard ground such as asphalt, 

concrete, stone and very hard packed earth.  For line sources, a 4.5 dBA/DD is typically observed for 

soft‐site conditions compared with the 3.0 dBA/DD drop‐off rate for hard‐site conditions.  Caltrans 

research has shown that the use of soft‐site conditions is more appropriate for the application of the 

Federal Highway Administration (FHWA) traffic noise prediction model used in this analysis.  Further, 

the study area is located in a semi‐rural environment, and either landscaping or native vegetation 

exists along the sides of all analyzed roadways, which is more appropriately represented by soft‐site 

conditions. 

Traffic Noise Prediction 

The level of traffic noise depends on the three primary factors: (1) the volume of the traffic, (2) the 

speed of the traffic, and (3) the number of trucks in the flow of traffic.  Generally, the loudness of 

traffic noise is increased by heavier traffic volumes, higher speeds, and greater number of trucks.  

Vehicle noise is a combination of the noise produced by the engine, exhaust, and tires.  Because of 

the logarithmic nature of traffic noise levels, a doubling of the traffic volume (assuming that the 

speed and truck mix do not change) results in a noise level increase of 3 dBA.  Based on the FHWA 

community noise assessment criteria, this change is “barely perceptible,” for reference a doubling of 

perceived noise levels would require an increase of approximately 10 dBA.  The truck mix on a given 

roadway also has an effect on community noise levels.  As the number of heavy trucks increases and 

becomes a larger percentage of the vehicle mix, adjacent noise levels increase. 

Noise Barrier Attenuation 

A noise barrier is most effective when placed close to the noise source or receiver.  Effective noise 

barriers (ones located close to the noise source or receiver) can reduce noise levels by 10 to 15 dBA, 

cutting the loudness of traffic noise in half.  For a noise barrier to work, it must be high enough and 

long enough to block the view of a road.  A noise barrier can achieve a 5‐dBA noise level reduction 

when it is tall enough to break the line of sight.  When the noise barrier is a berm instead of a wall, 

the noise attenuation can be increased by another 3 dBA. 
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Groundborne Vibration Fundamentals 

Groundborne vibration is primarily created from the operation of trucks and construction equipment 

and consists of rapidly fluctuating motions within the ground that have an average motion of zero.  

The effects of groundborne vibrations typically only cause a nuisance to people, but at extreme 

vibration levels, damage to buildings may occur.  Although groundborne vibration can be felt 

outdoors, it is typically only an annoyance to people indoors where the associated effects of the 

shaking of a building can be notable.  Groundborne noise is an effect of groundborne vibration and 

only exists indoors, since it is produced from noise radiated from the motion of the walls and floors 

of a room and may consist of the rattling of windows or dishes on shelves. 

Vibration Perception 

Peak particle velocity (PPV) relates to the maximum instantaneous peak of the vibration signal and is 

often used in measuring the magnitude of vibration.  Scientific studies have shown that human 

responses to vibration vary by the source of vibration: continuous or transient.  Continuous sources of 

vibration include construction, while transient sources include truck movements.  Generally, the 

thresholds of perception and annoyance are higher for transient sources than continuous sources.  Table 

3.7‐2 shows PPV levels for continuous and transient sources and the associated human response. 

Table 3.7‐2: Response to Groundborne Vibration 

Peak Particle Velocity (inches/second) 

Human Response Continuous  Transient 

0.40  2.00  Severe 

0.10  0.90  Strongly perceptible 

0.04  0.25  Distinctly perceptible 

0.01  0.04  Barely perceptible 

Source: California Department of Transportation, 2004. 

 

Typically, developed areas are continuously affected by vibration velocities of 50 VdB or lower.  These 

continuous vibrations are not noticeable to humans, whose threshold of perception is around 65 

VdB.  Off‐site sources that may produce perceptible vibrations are usually caused by construction 

equipment, steel‐wheeled trains, and traffic on rough roads, while smooth roads rarely produce 

perceptible groundborne noise or vibration. 

Vibration Propagation 

The propagation of groundborne vibration is not as simple to model as airborne noise.  This is 

because noise in the air travels through a relatively uniform medium, while groundborne vibrations 

travel through the earth, which may contain significant geological differences.  There are three main 

types of vibration propagation: surface, compression, and shear waves.  Surface waves, or Rayleigh 

waves, travel along the ground’s surface.  These waves carry most of their energy along an expanding 

circular wave front, similar to ripples produced by throwing a rock into a pool of water.  P‐waves, or 
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compression waves, are body waves that carry their energy along an expanding spherical wave front.  

The particle motion in these waves is longitudinal (i.e., in a push‐pull fashion).  P‐waves are 

analogous to airborne sound waves.  S‐waves, or shear waves, are also body waves that carry energy 

along an expanding spherical wave front.  However, unlike P‐waves, the particle motion is transverse 

or side‐to‐side and perpendicular to the direction of propagation.  All three types of vibration 

propagation result in earth movement that can be measured through the use of a vibration meter; 

however, a vibration meter only captures the amount of movement and cannot decipher between 

the different types of propagation. 

As vibration waves propagate from a source, the vibration energy decreases in a logarithmic nature 

and the vibration levels typically decrease by 6 VdB per doubling of the distance from the vibration 

source.  However, in order for this drop‐off rate to provide accurate results, the nearest receiver 

needs to be placed a minimum distance away from the source that is greater than double the width 

of the vibration source.  As stated above, this drop‐off rate can vary greatly, depending on the soil, 

but has been shown to be effective enough for screening purposes, in order to identify potential 

vibration impacts that may need to be studied through actual field tests. 

Construction‐Related Vibration Level Prediction 

Construction activity can result in varying degrees of ground vibration, depending on the equipment 

used on the site.  Operation of construction equipment causes ground vibrations that spread 

through the ground and diminish in strength with distance.  Buildings in the vicinity of the 

construction site respond to these vibrations with varying results ranging from no perceptible effects 

at the low levels to slight damage at the highest levels.  Table 3.7‐3 gives approximate vibration 

levels for particular construction activities.  The data in the table provides a reasonable estimate for 

a wide range of soil conditions. 

Table 3.7‐3: Vibration Source Levels for Construction Equipment 

Equipment 
Peak Particle Velocity 

(inches/second) 
Approximate Vibration Level (Lv) at 

25 feet 

Pile driver (impact)  1.518 (upper range) 
0.644 (typical) 

112 
104 

Pile driver (sonic)  0.734 (upper range) 
0.170 (typical) 

105 
93 

Clam shovel drop (slurry wall)  0.202  94 

Hydromill (slurry wall)  0.008 (in soil) 
0.017 (in rock) 

66 
75 

Vibratory roller  0.210  94 

Hoe ram  0.089  87 

Large bulldozer  0.089  87 

Caisson drill  0.089  87 

Loaded trucks  0.076  86 

Jackhammer  0.035  79 
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Table 3.7‐3 (cont.): Vibration Source Levels for Construction Equipment 

Equipment 
Peak Particle Velocity 

(inches/second) 
Approximate Vibration Level (Lv) at 

25 feet 

Small bulldozer  0.003  58 

Source: Federal Transit Administration, 2006. 

 

Existing Noise Levels 

Noise in the vicinity of the project site is primarily from vehicles operating on the nearby roadways, 

aircraft overflights, and stationary noise sources associated with the ongoing operations of the 

nearby commercial retail uses.  Sensitive receptors in the vicinity of the project site consist of single‐

family residential uses on the north side of San Jose Avenue and multi‐family residential uses on the 

east side of Brawley Avenue. 

To determine the existing noise level environment, short‐term, peak‐hour noise measurements were 

taken at eight locations in project study area and two long‐term noise measurements (approximately 

24‐hours) were taken in the project study area.  Noise measurement locations were selected in the 

field with the intent of representatively sampling of the existing noise environment and were taken on 

a Saturday, since according to the Traffic Impact Analysis prepared by Peters Engineering Group, 2013 

(Appendix H) that is when the proposed project is anticipated to create the greatest additional traffic.  

Exhibit 3.7‐1 depicts the noise measurement locations. 

Noise Measurement Results 

Short‐Term Noise Measurements 

The results of the short‐term noise level measurements are presented in Table 3.7‐4.  All traffic noise 

measurements durations were measured according to the standards stated in Section 2.2.3 of the 

Caltrans Technical Noise Supplement, which specifies that the measurements be a duration of at least 

10 minutes and shall be continued past 10 minutes until the fluctuations in the displayed Leq are less 

than 0.5 dBA.  In addition, the noise measurements were measured based on the monitoring 

procedures described in Fresno Municipal Code Section 10‐104, which requires noise measurements to 

be a minimum of 15 minutes in duration for continuous sources and the time the source is in operation 

for sources operating less than 15 minutes.  The existing noise level measurements ranged from 54.6 to 

70.4 dBA Leq, with the highest noise measurement at Site M3.  The short‐term noise measurement 

printouts are provided in Appendix F. 

Table 3.7‐4: Existing (Ambient) Short‐Term Noise Level Measurement 

Site  Site Description 
Primary Noise 

Sources 
Start Time and 
Stop Time 

Noise Level (dBA) 

Leq  Lmax 

M1  Located east of project site in front of multi‐
family housing approximately 60 feet east of 
Brawley Avenue centerline and 190 feet south 
of San Jose Avenue centerline. 

Brawley Avenue 
and Bus Stop 

11:50 a.m. to 
12:05 p.m. 

66.3  84.2 
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Table 3.7‐4 (cont.): Existing (Ambient) Short‐Term Noise Level Measurement 

Site  Site Description 
Primary Noise 

Sources 
Start Time and 
Stop Time 

Noise Level (dBA) 

Leq  Lmax 

M2  Located east of project site in front of multi‐
family housing approximately 60 feet east of 
Brawley Avenue centerline and 70 feet south of 
San Jose Avenue centerline. 

Brawley Avenue 
and San Jose 

Avenue 

12:10 p.m. to 
12:25 p.m.  

66.7  81.0 

M3  Located northeast of project site in front of 
multi‐family housing approximately 60 feet east 
of Brawley Avenue centerline and 75 feet north 
of San Jose Avenue centerline. 

Brawley Avenue 
and San Jose 

Avenue 

12:33 p.m. to 
12:48 p.m. 

70.4  85.2 

M4  Located north of project site on the western 
property line of the single‐family home at 4018 
San Jose Avenue approximately 70 feet north of 
San Jose Avenue centerline and 150 feet west of 
Brawley Avenue centerline. 

Brawley Avenue 
and San Jose 

Avenue 

12:55 p.m. to 
1:10 p.m. 

67.6  94.3 

M5  Located north of project site on the eastern 
portion of the front yard of the single‐family 
home at 4038 San Jose Avenue approximately 
70 feet north of San Jose Avenue centerline. 

San Jose 
Avenue and 

Brawley Avenue 

1:15 p.m. to 
1:30 p.m. 

57.4  70.8 

M6  Located north of project site on the eastern 
portion of the front yard of the single‐family 
home at 4062 San Jose Avenue approximately 
60 feet north of San Jose Avenue centerline. 

San Jose 
Avenue 

1:40 p.m. to 
1:55 p.m. 

58.0  77.5 

M7  Located north of project site on the central 
portion of the front yard of the single‐family 
home at 4100 San Jose Avenue approximately 
70 feet north of San Jose Avenue centerline. 

San Jose 
Avenue 

2:12 p.m. to 
2:27 p.m. 

58.9  80.0 

M8  Located north of project site on the eastern 
portion of the front yard of the single‐family 
home at 4136 San Jose Avenue approximately 
70 feet north of San Jose Avenue centerline. 

San Jose 
Avenue 

2:30 p.m. to 
2:45 p.m. 

54.6  65.8 

Notes:  
1  Site location shown on Exhibit 3.7‐1. 
2  Noise measurements taken on Saturday, April 26, 2014. 
Source: FirstCarbon Solutions, 2014. 

 

Long‐Term Noise Measurements 

The results of the long‐term noise level measurements are presented in Table 3.7‐5, and were taken 

over a typical Saturday (non‐holiday weekend).  The measured sound pressure levels in dBA have 

been used to calculate the minimum and maximum Leq averaged over 1‐hour intervals, the 24‐hour 

Lmax and Ldn, which are shown in Table 3.7‐5 along with the measured Leq averaged over the entire 

measurement time.  In addition, a graph of the calculated Leq averaged over 1‐hour intervals for the 

long‐term measurements are shown in Exhibit 3.7‐2. 
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Table 3.7‐5: Existing (Ambient) Long‐Term Noise Level Measurement 

Site  Site Description 
Average 
(dBA Leq) 

Maximum 
(dBA Lmax) 

Minimum 1‐
Hour Interval 
(dBA Leq/Time) 

Maximum 1‐
Hour Interval 
(dBA Leq/Time) 

24‐Hour 
Average 
(dBA Ldn) 

A  Located east of project site on a 
tree located approximately 65 
feet east of Brawley Avenue 
centerline and 190 feet south of 
San Jose Avenue centerline.  
Site A is located 178 feet east of 
the truck loading area. 

63.0  86.4  56.3/3:33 a.m.  65.2/10:08 a.m.  67.5 

B  Located north of project site at 
the front yard of 4038 San Jose 
Avenue, approximately 70 feet 
north of San Jose Avenue 
centerline and 250 feet west of 
Brawley Avenue centerline.  
Site B is located 245 feet north 
of the truck loading area. 

56.6  81.3  48.0/3:39 a.m.  59.7/8:55 p.m.  60.9 

Notes:  
1  Site location shown on Exhibit 3.7‐1. 
2  Noise measurements taken from 8:09 p.m. on Friday, July 26 to 8:05 p.m. on Saturday, July 27, 2013. 
Source: FirstCarbon Solutions, 2013. 

 

The noise measurement results show that long‐term noise measurement “Site A” location currently 

exceeds the City’s exterior noise standard of 65 dBA Ldn for noise‐sensitive residential areas.  The 

long‐term noise monitoring data printouts are included in Appendix F. 

Modeled Existing Noise Levels 

The existing long‐term (Ldn) and short‐term (day and night average (Leq)) noise levels were modeled at 

representative nearby homes using the SoundPlan model, which is described in Section 3.7.4.  The 

SoundPlan‐modeled noise levels at the façades of nearby sensitive receptors are provided in Table 3.7‐6 

for the existing weekday conditions and Table 3.7‐7 for the existing Saturday conditions.  The existing 

noise levels were calculated from the existing traffic and stationary noise source conditions and verified 

through a calibration comparison with the existing noise measurements.  They are provided in order to 

provide a baseline to compare future noise conditions.  The SoundPlan model was also used to produce 

a noise contour map showing the existing weekday dBA Ldn in the project vicinity and is shown in Exhibit 

3.7‐3 for the existing weekday conditions and Exhibit 3.7‐4 for the existing Saturday conditions.  The 

SoundPlan Model printouts for the existing conditions are provided in Appendix F. 

Table 3.7‐6: Existing Weekday Noise Levels at Nearby Sensitive Receptors 

Receiver1  Description 
Distance from Truck 
Loading Area (Feet)  dBA Ldn

2  dBA Leq Day 
dBA Leq 
Night 

1  Single‐family home to the northwest  987  57.5  56.8  48.5 
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Table 3.7‐6 (cont.): Existing Weekday Noise Levels at Nearby Sensitive Receptors 

Receiver1  Description 
Distance from Truck 
Loading Area (Feet)  dBA Ldn

2  dBA Leq Day 
dBA Leq 
Night 

2  Single‐family home to the north  818  57.0  56.3  48.0 

3  Single‐family home to the north  604  57.3  56.6  48.3 

4  Single‐family home to the north  466  58.6  57.8  49.7 

5  Single‐family home to the north  440  61.5  60.6  52.8 

6  Multi‐family home to the northeast  484  61.4  60.4  52.6 

7  Multi‐family home to the northeast  324  61.6  60.6  52.8 

Notes: 
1  Receiver locations shown on Exhibit 3.7‐3. 
2  Noise level includes a 10 dBA penalty to account for the noise sensitive nighttime hours. 
Source: SoundPlan Version 7.2; First Carbon Solutions, 2013. 

 

Table 3.7‐6 shows that for the long‐term (Ldn) and short‐term (day and night average (Leq)) calculated 

noise levels existing weekday conditions, no receivers currently exceed the City’s 65‐dBA Ldn 

residential standard for transportation noise sources. 

Table 3.7‐7 shows that for the existing long‐term (Ldn) and short‐term (day and night average (Leq) 

calculated noise levels Saturday conditions, no receivers currently exceed the City’s 65‐dBA Ldn 

residential standard for transportation noise sources. 

Table 3.7‐7: Existing Saturday Noise Levels at Nearby Sensitive Receptors 

Receiver1  Description  dBA Ldn
2  dBA Leq Day  dBA Leq Night

 

1  Single‐family home to the northwest  55.4  54.7  46.4 

2  Single‐family home to the north  54.9  54.2  45.9 

3  Single‐family home to the north  55.4  54.6  46.4 

4  Single‐family home to the north  57.2  56.3  48.3 

5  Single‐family home to the north  60.6  59.7  51.9 

6  Multi‐family home to the northeast  61.0  60.0  52.2 

7  Multi‐family home to the northeast  61.1  60.1  52.3 

8  Multi‐family home to the east  57.1  56.1  48.4 

Notes: 
1  Receiver locations shown on Exhibit 3.7‐4. 
2  Noise level includes a 10 dBA penalty to account for the noise sensitive nighttime hours.  
Source: SoundPlan Version 7.2; First Carbon Solutions, 2013. 
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Modeled Existing Roadway Noise Levels 

The existing roadway noise levels were calculated utilizing the FHWA Traffic Noise Prediction Model 

FHWA‐ROAD‐77‐108.  The distances to the 55, 60, 65, and 70 dBA Ldn noise contours were calculated, 

plus the noise level at the nearest sensitive receptor (residential or office uses), which was 

determined from aerial photos and visual confirmation of the study area. 

Weekday Roadway Noise Levels 

Table 3.7‐8 shows the existing weekday traffic noise levels, based on traffic counts provided in the 

Traffic Impact Analysis. 

Table 3.7‐8: Existing Weekday Roadway Noise Contours 

Roadway  Segment 

Ldn at 
Nearest 
Receptor 
(dBA)1 

Distance to Contour (feet) 

70 dBA 
Ldn 

65 dBA 
Ldn 

60 dBA 
Ldn 

55 dBA 
Ldn 

Golden State Boulevard  North of Shaw Avenue2  60.8  RW  RW  62  134 

Golden State Boulevard  South of Shaw Avenue2  58.3  RW  RW  92  198 

Gates Avenue  South of Figarden Drive3  62.9  RW  51  109  234 

Gates Avenue  North of San Jose Avenue3  64.2  RW  53  113  244 

Gates Avenue  South of San Jose Avenue3  64.1  RW  56  121  261 

Figarden Drive  North of Bullard Avenue2  67.2  RW  91  196  422 

Figarden Drive  North of Gates Avenue3  65.7  RW  89  191  412 

Figarden Drive  North of Barstow Avenue3  64.3  RW  72  155  333 

Brawley Avenue  North of San Jose Avenue3  63.9  RW  67  145  313 

Brawley Avenue  South of San Jose Avenue3  64.6  RW  66  141  305 

Brawley Avenue  South of Shaw Avenue2  60.4  RW  70  150  323 

Marty Avenue  South of San Jose Avenue3  55.9  RW  RW  RW  57 

Marty Avenue  South of Shaw Avenue2  59.3  RW  RW  90  194 

Valentine Avenue  North of San Jose Avenue3  57.3  RW  RW  RW  78 

Valentine Avenue  South of San Jose Avenue3  56.4  RW  RW  RW  74 

Valentine Avenue  South of Shaw Avenue2  57.5  RW  RW  RW  80 

Marks Avenue  North of Shaw Avenue3  66.4  RW  74  159  343 

Marks Avenue  South of Shaw Avenue3  68.2  RW  82  177  381 

Bullard Avenue  West of Figarden Drive3  64.3  RW  63  135  291 

Bullard Avenue  East of Figarden Drive3  59.1  RW  RW  RW  85 

Barstow Avenue  East of Figarden Drive3  57.4  RW  RW  RW  65 

San Jose Avenue  West of Gates Avenue3  52.9  RW  RW  RW  RW 

San Jose Avenue  West of Brawley Avenue3  56.4  RW  RW  RW  81 

San Jose Avenue  East of Brawley Avenue3  61.5  RW  RW  75  163 

San Jose Avenue  East of Marty Avenue3  60.5  RW  RW  64  139 
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Table 3.7‐8 (cont.): Existing Weekday Roadway Noise Contours 

Roadway  Segment 

Ldn at 
Nearest 
Receptor 
(dBA)1 

Distance to Contour (feet) 

70 dBA 
Ldn 

65 dBA 
Ldn 

60 dBA 
Ldn 

55 dBA 
Ldn 

San Jose Avenue  East of Valentine Avenue3  59.4  RW  RW  55  118 

Shaw Avenue  West of Golden State Boulevard2  57.1  RW  RW  102  220 

Shaw Avenue  West of Blythe Avenue2  65.7  RW  89  191  412 

Shaw Avenue  West of El Capitan Avenue2  61.5  RW  70  150  324 

Shaw Avenue  West of Brawley Avenue2  64.7  RW  82  176  379 

Shaw Avenue  East of Brawley Avenue2  65.7  RW  83  180  387 

Shaw Avenue  East of Marty Avenue2  66.6  RW  90  193  416 

Shaw Avenue  East of Valentine Avenue2  66.8  RW  93  199  430 

Shaw Avenue  East of Feland Avenue2  66.3  RW  97  209  451 

Shaw Avenue  East of Marks Avenue3  64.0  RW  86  185  398 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
3  Nearest sensitive receptor is residential. 
RW = Noise contour is located within right‐of‐way of roadway. 
Source: FHWA Traffic Noise Prediction Model‐ FHWA‐RD‐77‐108; FirstCarbon Solutions, 2013. 

 

The calculated existing weekday noise levels in Table 3.7‐8 shows that the following roadway 

segments currently exceed the City’s transportation noise standard for residential land uses of 65 

dBA Ldn: Figarden Drive north of Gates Avenue, Marks Avenue north of Shaw Avenue, and Marks 

Avenue south of Shaw Avenue. 

In addition, none of the roadway segments with adjacent office uses currently exceed the City’s 

interior office standard of 45 dBA Leq, which is based on a minimum attenuation rate of 25 dB and a 

worst‐case Ldn to peak‐hour Leq conversion rate of plus 2 dB. 

Saturday Roadway Noise Levels 

Table 3.7‐9 shows the existing Saturday traffic noise levels and was based on traffic counts provided 

in the Traffic Impact Analysis. 

Table 3.7‐9: Existing Saturday Roadway Noise Contours 

Roadway  Segment 

Ldn at 
Nearest 
Receptor 
(dBA)1 

Distance to Contour (feet) 

70 
dBA 
Ldn 

65 
dBA 
Ldn 

60 dBA 
Ldn 

55 
dBA 
Ldn 

Golden State Boulevard  North of Shaw Avenue2  59.5  RW  RW  51  110 

Golden State Boulevard  South of Shaw Avenue2  57.8  RW  RW  85  183 
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Table 3.7‐9 (cont.): Existing Saturday Roadway Noise Contours 

Roadway  Segment 

Ldn at 
Nearest 
Receptor 
(dBA)1 

Distance to Contour (feet) 

70 
dBA 
Ldn 

65 
dBA 
Ldn 

60 dBA 
Ldn 

55 
dBA 
Ldn 

Gates Avenue  South of Figarden Drive3  62.3  RW  RW  100  215 

Gates Avenue  North of San Jose Avenue3  63.8  RW  RW  107  231 

Gates Avenue  South of San Jose Avenue3  63.6  RW  52  113  243 

Figarden Drive  North of Bullard Avenue2  66.4  RW  81  174  376 

Figarden Drive  North of Gates Avenue3  65.2  RW  83  179  385 

Figarden Drive  North of Barstow Avenue3  64.0  RW  69  149  320 

Brawley Avenue  North of San Jose Avenue3  63.5  RW  64  137  295 

Brawley Avenue  South of San Jose Avenue3  64.0  RW  60  129  278 

Brawley Avenue  South of Shaw Avenue2  60.1  RW  66  142  306 

Marty Avenue  South of San Jose Avenue3  56.0  RW  RW  RW  58 

Marty Avenue  South of Shaw Avenue2  60.0  RW  46  100  215 

Valentine Avenue  North of San Jose Avenue3  57.0  RW  RW  RW  75 

Valentine Avenue  South of San Jose Avenue3  56.0  RW  RW  RW  70 

Valentine Avenue  South of Shaw Avenue2  58.3  RW  RW  42  91 

Marks Avenue  North of Shaw Avenue3  65.5  RW  65  140  302 

Marks Avenue  South of Shaw Avenue3  68.3  RW  83  178  383 

Bullard Avenue  West of Figarden Drive3  63.8  RW  58  125  270 

Bullard Avenue  East of Figarden Drive3  59.5  RW  RW  RW  90 

Barstow Avenue  East of Figarden Drive3  56.8  RW  RW  RW  60 

San Jose Avenue  West of Gates Avenue3  51.8  RW  RW  RW  RW 

San Jose Avenue  West of Brawley Avenue3  54.3  RW  RW  RW  58 

San Jose Avenue  East of Brawley Avenue3  61.1  RW  RW  71  153 

San Jose Avenue  East of Marty Avenue3  60.9  RW  RW  69  149 

San Jose Avenue  East of Valentine Avenue3  60.1  RW  RW  61  132 

Shaw Avenue  West of Golden State Boulevard2  58.4  RW  58  125  270 

Shaw Avenue  West of Blythe Avenue2  65.5  RW  87  187  403 

Shaw Avenue  West of El Capitan Avenue2  62.8  RW  86  185  399 

Shaw Avenue  West of Brawley Avenue2  66.3  RW  104  223  481 

Shaw Avenue  East of Brawley Avenue2  67.3  RW  106  229  493 

Shaw Avenue  East of Marty Avenue2  68.0  51  111  239  514 
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Table 3.7‐9 (cont.): Existing Saturday Roadway Noise Contours 

Roadway  Segment 

Ldn at 
Nearest 
Receptor 
(dBA)1 

Distance to Contour (feet) 

70 
dBA 
Ldn 

65 
dBA 
Ldn 

60 dBA 
Ldn 

55 
dBA 
Ldn 

Shaw Avenue  East of Valentine Avenue2  67.7  RW  106  229  492 

Shaw Avenue  East of Feland Avenue2  67.0  50  109  234  504 

Shaw Avenue  East of Marks Avenue3  64.6  RW  95  204  439 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
3  Nearest sensitive receptor is residential. 
RW = Noise contour is located within right‐of‐way of roadway. 
Source: FHWA Traffic Noise Prediction Model‐ FHWA‐RD‐77‐108; FirstCarbon Solutions, 2013. 

 

The calculated existing Saturday noise levels in Table 3.7‐9 shows that the following roadway 

segments currently exceed the City’s transportation noise standard for residential land uses of 65 

dBA Ldn: Figarden Drive north of Gates Avenue, Marks Avenue north of Shaw Avenue, and Marks 

Avenue south of Shaw Avenue. 

In addition, none of the roadway segments with adjacent office uses currently exceed the City’s 

interior office standard of 45 dBA Leq, which is based on a minimum attenuation rate of 25 dB and a 

worst‐case Ldn to peak‐hour Leq conversion rate of plus 2 dB. 

Aviation Noise 

The nearest airport with regular commercial flight traffic is Fresno Yosemite International Airport, 

which is located approximately 7.3 miles east of the project site.  In addition to commercial flights, 

the Air Force’s 144th Fighter Wing is stationed at Fresno Air National Guard Base, which shares 

runways with Fresno Yosemite International Airport.  Thus, both commercial and military aviation 

noise is observed in the project vicinity. 

3.7.3 ‐ Regulatory Framework 

State 

Office of Noise Control Standards 

The California Office of Noise Control has set the land use compatibility noise standards and has 

encouraged local jurisdictions to adopt them.  Pursuant to the land use compatibility noise 

standards, for commercial and industrial uses, noise levels up to 65 dBA CNEL are “normally 

acceptable;” noise levels between 65 and 75 dBA CNEL are “conditionally acceptable,” which means 

that noise levels are acceptable only when a detailed noise analysis is conducted, and needed noise‐

insulation features are included in the design.  Conventional construction with closed windows and a 

fresh‐air supply system or air conditioning will normally suffice as “acceptable noise insulation” 

features.  Noise levels between 70 and 80 dBA CNEL are generally unacceptable, and development of 
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land uses in noise environments that exceed 75 dBA CNEL are discouraged.  For residential 

development and schools, exterior noise levels ranging up to 60 dBA CNEL are classified as “normally 

acceptable,” based upon the assumption that the homes are built with normal, conventional 

construction.  Noise levels ranging from 55 to 70 dBA CNEL are conditionally acceptable.  Noise levels 

in the 70‐ to 75‐dBA CNEL range are classified as “generally unacceptable,” and new construction or 

development is discouraged but may proceed if a detailed noise analysis is conducted, and needed 

noise‐insulation features are included in the design. 

Caltrans Vibration Guidance 

Construction vibration is regulated in accordance with standards established by the Transportation 

and Construction‐Induced Vibration Guidance Manual, issued by the California Department of 

Transportation (Caltrans).  Table 3.7‐10 presents these standards.  Transient sources create a single, 

isolated vibration event, such as blasting or drop‐ball impacts.  Continuous/frequent intermittent 

sources include multiple impacts from pile drivers, the use of vibratory compaction equipment, and 

other construction equipment that creates vibration other than in single events. 

Table 3.7‐10: Groundborne Vibration Exposure Standards 

Structure and Condition 

Maximum Peak Particle Velocity 
(inches/second) 

Transient Sources 
Continuous/Frequent 
Intermittent Sources 

Extremely fragile historic building, ruins, ancient monuments  0.12  0.08 

Fragile buildings  0.20  0.10 

Historic and older residential structures with plaster walls and ceilings  0.50  0.25 

New residential structures with gypsum board walls and ceilings  1.00  0.50 

Modern commercial and industrial buildings  2.00  0.50 

Source: California Department of Transportation, 2004. 

 

Local 

City of Fresno  

Fresno General Plan 

The City of Fresno General Plan establishes the following objectives and policies associated with 

noise that are applicable to the proposed project: 

 Objective NS‐1: Protect the citizens of the city from the harmful and annoying effects of 

exposure to excessive noise. 

 Policy NS‐1‐a: Desirable and Generally Acceptable Exterior Noise Environment.  Establish 65 dBA 

Ldn or CNEL as the standard for the desirable maximum average exterior noise levels for defined 

usable exterior areas of residential and noise‐sensitive uses for noise, but designate 60 dBA Ldn or 

CNEL (measured at the property line) for noise generated by stationary sources impinging upon 

residential and noise‐sensitive uses.  Maintain 65 dBA Ldn or CNEL as the maximum average 
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exterior noise levels for non‐sensitive commercial land uses, and maintain 70 dBA Ldn or CNEL as 

maximum average exterior noise level for industrial land uses, both to be measured at the 

property line of parcels where noise is generated which may impinge on neighboring properties. 

Commentary: The Noise Ordinance will define usable exterior areas for single family and 

multiple family residential and noise sensitive uses to include rear yards and other outdoor 

areas intended to accommodate leisure or active use, excluding front or side yard areas, and 

front or side porches.  Balconies or roof decks facing front and side yards shall be included in 

designated areas to be protected from noise where these spaces are used to calculate 

compliance with required outdoor living area as required by adopted development standards. 

 Policy NS‐1‐b: Conditionally Acceptable Exterior Noise Exposure Range.  Establish the 
conditionally acceptable noise exposure level range for residential and other noise sensitive 

uses to be 65 dB Ldn or require appropriate noise reducing mitigation measures as determined 

by a site specific acoustical analysis to comply with the desirable and conditionally acceptable 

exterior noise level and the required interior noise level standards set in Table 3.7‐11. 

 

Table 3.7‐11: Fresno General Plan Maximum Allowable Noise Exposure‐Transportation 
Noise Sources 

Land Use 
Outdoor Activity Areas1 

Ldn/CNEL dB 

Interior Spaces 

Ldn/CNEL dB  Leq dB
2 

Residential  65  45  — 

Transient Lodging  65  45  — 

Hospitals, Nursing Homes  65  45  — 

Theaters, Auditoriums, Music Halls  —  —  35 

Churches, Meeting Halls  65  —  45 

Office Buildings  —  —  45 

Schools, Libraries, Museums  —  —  45 

Notes: 
1  Where the location of outdoor activity areas is unknown or is not applicable, the exterior noise level standard shall be 

applied to the property line of the receiving land use. 
2  As determined for a typical worst‐case hour during periods of use. 
Source: City of Fresno, 2014. 

 

 Policy NS‐1‐c: Generally Unacceptable Exterior Noise Exposure Range.  Establish the exterior 
noise exposure of greater than 65 dB Ldn or CNEL to be generally unacceptable for residential and 

other noise sensitive uses for noise generated by sources in Policy NS‐1‐a, and study alternative 

less noise‐sensitive uses for these areas if otherwise appropriate.  Require appropriate noise 

reducing mitigation measures as determined by a site‐specific acoustical analysis to comply with 

the generally desirable or generally acceptable exterior noise level and the required 45 dB interior 

noise level standards set in Table 3.7‐11 as conditions of permit approval. 

 Policy NS‐1‐d: Allowable Exterior Noise Environment for BRT and Activity Centers.  Exclude 

residential and noise sensitive uses located along Bus Rapid Transit corridors or within Activity 

Centers identified by this Fresno General Plan, from exterior noise standards in Policies NS‐1‐a 
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through NS‐1‐c where it is determined application of noise mitigation measures will be 

detrimental to the realization of the Fresno General Plan’s mixed use policies. 

Commentary: Interior noise level standards of Table 3.7‐11 will still apply. 

 Policy NS‐1‐f: Performance Standards.  Implement performance standards for noise reduction 

for new residential and noise sensitive uses exposed to exterior community noise levels from 

transportation sources above 65 dB Ldn or CNEL, as shown on [the Fresno General Plan’s] 

Figure NS‐3: Future Noise Contours, or as identified by a project‐specific acoustical analysis 

based on the target acceptable noise levels set in Tables 3.7‐11 and 3.7‐12 and Policies NS‐1‐a 

through NS‐1‐c. 

 Policy NS‐1‐g: Noise mitigation measures which help achieve the noise level targets of this 

plan include, but are not limited to, the following: 

‐ Façades with substantial weight and insulation; 
‐ Installation of sound‐rated windows for primary sleeping and activity areas; 

‐ Installation of sound‐rated doors for all exterior entries at primary sleeping and activity areas; 

‐ Greater building setbacks and exterior barriers; 
‐ Acoustic baffling of vents for chimneys, attic and gable ends; 

‐ Installation of mechanical ventilation systems that provide fresh air under closed window 

conditions. 

The aforementioned measures are not exhaustive and alternative designs may be approved by 

the City, provided that a qualified Acoustical Consultant submits information demonstrating 

that the alternative design(s) will achieve and maintain the specific targets for outdoor activity 

areas and interior spaces. 

 Policy NS‐1‐i: Mitigation by New Development.  Require an acoustical analysis where new 

development of industrial, commercial or other noise generating land uses (including 

transportation facilities such as roadways, railroads, and airports) may result in noise levels 

that exceed the noise level exposure criteria established by Tables 3.7‐11 and 3.7‐12 to 

determine impacts, and require developers to mitigate these impacts in conformance with 

Tables 3.7‐11 and 3.7‐12 as a condition of permit approval through appropriate means.  

Noise mitigation measures may include: 

‐ The screening of noise sources such as parking and loading facilities, outdoor activities, and 
mechanical equipment;  

‐ Providing increased setbacks for noise sources from adjacent dwellings; 

‐ Installation of walls and landscaping that serve as noise buffers; 
‐ Installation of soundproofing materials and double‐glazed windows; and  

‐ Regulating operations, such as hours of operation, including deliveries and trash pickup. 
‐ Alternative acoustical designs that achieve the prescribed noise level reduction may be 

approved by the City, provided a qualified Acoustical Consultant submits information 

demonstrating that the alternative designs will achieve and maintain the specific targets for 

outdoor activity areas and interior spaces.  As a last resort, developers may propose to 

construct noise walls along roadways when compatible with aesthetic concerns and 

neighborhood character.  This would be a developer responsibility, with no City funding. 
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Exhibit 3.7-2
Long-Term Noise Measurements Graph

CITY OF FRESNO • NORTHWEST FRESNO WALMART PROJECT
ENVIRONMENTAL IMPACT REPORT

Source: Extech Model 407780 Sound Level Meters.
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Exhibit 3.7-3
Existing Weekday Noise Contour Map

Source: SoundPlan Version 7.2
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Table 3.7‐12: Fresno General Plan Maximum Allowable Noise Exposure‐Stationary Noise 
Sources 

Standard 
Daytime 

(7 a.m. to 10 p.m.) 
Nighttime 

(10 p.m. to 7 a.m.) 

Hourly Equivalent Sound Level (Leq), dB  50  45 

Maximum Sound Level (Lmax), dB  70  65 

Note: 
*  As determined at outdoor activity areas.  Where the location of outdoor activity areas is unknown or not applicable, the 

noise exposure standard shall be applied at the property line of the receiving land use.  When ambient noise levels 
exceed or equal the levels in this table, mitigation shall only be required to limit noise to the ambient plus five (5) dB. 

Source: City of Fresno, 2014. 

 

 Policy NS‐1‐j: Significance Threshold.  Establish, as a threshold of significance for the City’s 
environmental review process, that a significant increase in ambient noise levels is assumed if 

the project would increase noise levels in the immediate vicinity by 3 dB Ldn or CNEL or more 

above the ambient noise limits established in this Fresno General Plan. 

Commentary: When an increase in noise would result in a “significant” impact (increase of 

three dBA or more) to residents or businesses, then noise mitigation would be required to 

reduce noise exposure.  If the increase in noise is less than three dBA, then the noise impact is 

considered insignificant and no noise mitigation is needed. 

By setting a specific threshold of significance in the Fresno General Plan, this policy facilitates 

making a determination of environmental impact, as required by the California Environmental 

Quality Act.  It helps the City determine whether (1) the potential impact of a development 

project on the noise environment warrants mitigation, or (2) a statement of overriding 

considerations will be required. 

 Policy NS‐1‐k: Proposal Review.  Review all new public and private development proposals that 

may potentially be affected by or cause a significant increase in noise levels, per Policy NS‐1‐i, to 

determine conformance with the policies of this Noise Element.  Require developers to reduce 

the noise impacts of new development on adjacent properties through appropriate means. 

 Policy NS‐1‐l: Enforcement.  Continue to enforce applicable State Noise Insulation Standards 

and Uniform Building Code noise requirements, as adopted by the City. 

 Policy NS‐1‐m: Transportation Related Noise Impacts.  For projects subject to City approval, 

require that the project sponsor mitigate noise created by new transportation and 

transportation‐related stationary noise sources, including roadway improvement projects, so that 

resulting noise levels do not exceed the City’s adopted standards for noise‐sensitive land uses. 

 Policy NS‐1‐n: Best Available Technology.  Require new noise sources to use best available 
control technology to minimize noise emissions. 

Commentary: Noise from mechanical equipment can be reduced by soundproofing materials 

and sound‐deadening installation; controlling hours of operation will also reduce noise impacts 

during the morning or evening. 

 Policy NS‐1‐o: Sound Wall Guidelines.  Acoustical studies and noise mitigation measures for 

projects shall specify the heights, materials, and design for sound walls and other noise 

barriers.  Aesthetic considerations shall also be addressed in these studies and mitigation 
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measures such as variable noise barrier heights, a combination of a landscaped berm with 

wall, and reduced barrier height in combination with increased distance or elevation 

differences between noise source and noise receptor, with a maximum allowable height of 15 

feet.  The City will develop guidelines for aesthetic design measures of sound walls, and may 

commission area wide noise mitigation studies that can serve as templates for acoustical 

treatment that can be applied to similar situations in the urban area. 

Commentary: While acoustical studies need to be site‐specific in order to appropriately assess 

particular settings, having prototypical design measures and noise control templates that can 

be applied for similar situations and contexts can facilitate infill and other development. 

 

Municipal Code 

The following sections of the City of Fresno Municipal Code, Chapter 10, Regulations Regarding 

Public Nuisances and Real Property Conduct and Use, Article 1, Noise Regulations, also known as the 

Noise Ordinance of the City of Fresno, are applicable to the proposed project: 

 Section 10‐102.  Definitions. 
(b) Ambient Noise.  “Ambient noise” is the all‐encompassing noise associated with a given 

environment, being usually a composite of sounds from many sources near and far.  For the 

purpose of this ordinance, ambient noise level is the level obtained when the noise level is 

averaged over a period of fifteen minutes, without inclusion of the offending noise, at the 

location and time of day at which a comparison with the offending noise is to be made.  

Where the ambient noise level is less than that designated in this section, however, the 

noise level specified herein [Table 3.7‐13] shall be deemed to be the ambient noise level for 

that location. 

 

Table 3.7‐13: Municipal Code Default Ambient Noise Levels 

District  Time  Sound Level Decibels 

Residential  10 p.m. to 7 a.m.  50 

Residential  7 p.m. to 10 p.m.  55 

Residential  7 a.m. to 7 p.m.  60 

Commercial  10 p.m. to 7 a.m.  60 

Commercial  7 a.m. to 10 p.m.  65 

Industrial  Anytime  70 

Source: City of Fresno Municipal Code Sec. 10‐102 (b) Definitions. 

 

 Section 10‐103.  Decibel Measurement Criteria.  Decibel measurement made pursuant to the 

provisions of this article shall be based on a reference sound pressure of 0.0002 microbars as 

measured with a sound level meter using the “A” weighted network (Orig. Ord. 1076; Rep. and 

Added Ord. 72‐163, 1972). 

 Section 10‐105.  Excessive Noise Prohibited.  No person shall make, cause, or suffer or permit 

to be made or caused upon any premises or upon any public street, alley, or place within the 
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city, any sound or noise which causes discomfort or annoyance to any reasonable person of 

normal sensitiveness residing or working in the area, unless such noise or sound is specifically 

authorized by or in accordance with this article.  The provisions of this section shall apply to, 

but shall not be limited to, the control, use, and operation of the following noise sources: 

(c) Machinery or equipment, such as fans, pumps, air conditioning units, engines, turbines, 

compressors, generators, motors or similar devices, equipment, or apparatus. 

(d) Construction equipment or work, including the operation, use or employment of pile 

drivers, hammers, saws, drills, derricks, hoists, or similar construction equipment or tools.  

This subsection shall not apply to construction equipment or work within the area bounded 

by the Union Pacific tracks, from Ventura to Tulare; Tulare Street, from Union Pacific tracks 

to Fulton Mall; Fulton Mall/Street, from Tulare to Ventura; and Ventura Street, from Fulton 

Street to Union Pacific tracks.  This exception shall become null and void on June 1, 2003.  

(Orig. Ord. 1076; Rep. and Added Ord. 72‐163, 1972; Am. Ord. 2001‐41, § 1, 5‐20‐01). 

 Section 10‐109.  Exceptions.  The provisions of this article shall not apply to: 
(a) Construction, repair or remodeling work accomplished pursuant to a building, electrical, 

plumbing, mechanical, or other construction permit issued by the city or other 

governmental agency, or to site preparation and grading, provided such work takes place 

between the hours of 7:00 a.m. and 10:00 p.m. on any day except Sunday.  (Added Ord. 72‐

163, 1972; Am. Ord. 80‐171, § 74, eff. 12‐26‐80). 

 

3.7.4 ‐ Methodology 

FirstCarbon Solutions evaluated the proposed project’s noise impacts through noise measurements 

and modeling of project noise levels.  The analysis is provided on the following pages. 

Measurement Procedure and Criteria 

To ascertain the existing noise at and adjacent to the project site, field monitoring was conducted on 

Friday, July 26, 2013 and Saturday, July 27, 2013.  A typical Saturday was chosen, since the Traffic 

Impact Analysis analyzed weekday, Saturday, and Sunday conditions and found that the proposed 

project would generate the most traffic on Saturdays.  The field survey noted that noise within the 

project study area is generally characterized by vehicle traffic on the local roadways and stationary 

noise sources from the nearby commercial uses. 

Noise monitoring was performed using two different styles of noise meters for the short‐term, peak‐

hour measurements and the long‐term measurements, which are described as follows.  The 

printouts from all noise measurements are referenced in this analysis. 

Short‐Term Noise Measurements 

Short‐term noise measurements were taken of various noise sources at various existing Walmart stores 

with similar operational features to the proposed project (e.g., truck loading docks, bale and pallet area, 

trash compactor), for the purpose of providing reference noise measurements of various noise sources.  

The noise measurements were taken using Larson‐Davis Model 824 and Model 831 Type 1 precision 

sound level meters programmed in “slow” mode to record noise levels in “A” weighted form as well as 

the frequency spectrum of the noise broken down into  octaves.  The sound level meter and 
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microphone were mounted on a tripod 5 feet above the ground and were equipped with a windscreen 

during all measurements.  The sound level meter was calibrated before and after the monitoring using a 

Larson‐Davis calibrator, Model CAL 200.  The accuracy of the calibrator is maintained through a program 

established through the manufacturer and is traceable to the National Bureau of Standards.  The unit 

meets the requirements of American National Standards Institute Standard S1.4‐1984 and IEC Standard 

942: 1988 for Class 1 equipment.  All noise level measurement equipment meets American National 

Standards Institute specifications for sound level meters (S1.4‐1983 identified in Chapter 19.68.020.AA). 

Long‐Term Noise Measurements 

The long‐term noise measurements were taken using Extech Model 407780 Type 2 integrating sound 

level meters programmed in “slow” mode to record the sound pressure level at 3‐second intervals for 

approximately 24 hours in “A” weighted form.  In addition, the Leq averaged over the entire measuring 

time and Lmax were recorded.  The sound level meters and microphones were mounted on trees or other 

secure places that varied in height and were equipped with windscreens during all measurements.  The 

sound level meters were calibrated before and after the monitoring using an Extech calibrator, Model 

407766.  All noise level measurement equipment meets American National Standards Institute 

specifications for sound level meters (S1.4‐1983 identified in Chapter 19.68.020.AA). 

Existing Noise Measurement Locations 

The noise monitoring locations were selected by FirstCarbon Solutions in order to obtain noise 

measurements of the current noise levels in the project study area and to provide a baseline for any 

potential noise impacts that may be created by development of the proposed project.  The noise 

measurement sites were selected to provide a representative sampling of the noise levels experienced 

by nearby sensitive receptors.  The sites are described in Table 3.7‐4 and are shown in Exhibit 3.7‐1.  

Appendix F includes a photo index of the study area and noise level measurement locations. 

Existing Noise Measurement Timing and Climate 

The noise measurements were recorded between 8:09 p.m. on July 26, 2013 and 8:05 p.m. on July 

27, 2013.  When the long‐term noise measurements were started on July 26, 2013, the sky was clear, 

the temperature was 92 degrees Fahrenheit (°F), barometric pressure was 29.56 inches of mercury, 

the humidity was 38 percent, and there was no wind.  When the short‐term noise measurements 

were started around 3:20 p.m. on July 27, 2013, the sky was partly cloudy, the temperature was 96°F, 

barometric pressure was 29.48 inches of mercury, the humidity was 27 percent, and the wind was 

blowing at around 3 miles per hour.  At the conclusion of the long‐term noise measurements on July 

27, 2013, the sky was partly cloudy, the temperature was 90°F, barometric pressure was 29.42 inches 

of mercury, the humidity was 35 percent, and there was no wind. 

SoundPlan Noise Modeling Software 

Since noise in the project vicinity is created by multiple roadways, parking lots, and stationary 

sources, the SoundPlan Version 7.2 noise modeling software was used.  SoundPlan’s road noise, 

parking lot noise, and stationary noise source algorithms are based on the FHWA Traffic Noise Model 

(FHWA TNM Model).  The SoundPlan Model requires the input of roadways and the locations of the 

noise measurement receivers.  Stationary noise sources with associated frequency spectrums, sound 

barriers, terrain contour lines, building placement, and specific ground coverage zones may be 
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incorporated as well.  The site plan and aerial photos were used to determine the placement of the 

roadways, parking lots, and stationary sources as well as to establish the terrain in the project 

vicinity.  The default temperature of 20° Celsius (68°F) and default humidity of 50 percent, which can 

vary the propagation of noise, were used in the analysis and represent reasonable assumptions, 

since they are near the averages experienced in the project vicinity. 

Existing Roadway Assumptions 

The model analyzed the noise levels from the nearby roadways in the project vicinity, which consists 

of the area that has the potential of being impacted from the onsite noise sources as well as the 

project‐generated traffic on the nearby roadways.  The roadways were analyzed based on a single‐

lane‐equivalent noise source combining both directions of travel.  A single‐lane‐equivalent noise 

source is when the vehicular traffic from all lanes is combined into a theoretical single‐lane that has 

a width equal to the distance between the two outside lanes of a roadway, which provides almost 

identical results to analyzing each lane separately where elevation changes are minimal. 

The roadway parameters used for the SoundPlan modeling are presented in Table 3.7‐14.  The 

roadway classifications are based on the City of Fresno General Plan Circulation Element.  The 

roadway speed is based on the posted speed limits.  In order to convert the peak‐hour traffic 

volumes provided in the Traffic Impact Analysis into average daily traffic (ADT) volumes, the weekday 

ADTs were calculated by adding the AM and PM peak‐hour turning movement volumes together and 

multiplying the result by 6, and the Saturday ADTs were calculated by adding the midday peak‐hour 

turning movement volumes together and multiplying the result by 12. 

Table 3.7‐14: SoundPlan Model Existing Roadway Parameters 

Roadway  Segment 

Fresno 
General Plan 
Classification 

Vehicle Speed 
(miles per 
hour) 

Existing Average Daily 
Traffic (ADT) 

Weekdays  Saturday 

Brawley Avenue  North of San Jose Avenue  Arterial  40  19,160  17,570 

Brawley Avenue  North of Project Driveway  Arterial  40  17,410  15,520 

Brawley Avenue  South of Project Driveway  Arterial  40  17,170  15,420 

San Jose Avenue  West of Brawley Avenue  Collector  35  3,940  2,400 

San Jose Avenue  East of Brawley Avenue  Collector  40  7,480  6,830 

Shaw Avenue  West of Brawley Avenue  Arterial  40  26,080  37,310 

Shaw Avenue  East of Brawley Avenue  Arterial  40  25,690  36,970 

Source: Peters Engineering Group, 2013; City of Fresno, 2002. 

 

Table 3.7‐15 presents the hourly traffic flow distributions (vehicle mixes) used in this analysis.  The Local 

roadway vehicle mix was obtained from field observations of similar local roadways.  The Collector 

roadway vehicle mix was obtained from a 24‐hour mechanical vehicle count of San Jose Avenue west of 

Brawley Avenue by National Data and Surveying Services performed on July 27, 2013.  The Arterial 

roadway vehicle mix was obtained from a 24‐hour mechanical vehicle count of Herndon Avenue west of 
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Ingram Avenue by National Data and Surveying Services performed on May 18, 2011.  The vehicle mix 

counts are provided in Appendix F.  The vehicle mix provides the hourly distribution percentages of 

automobiles, medium trucks, and heavy trucks for input into the FHWA and SoundPlan Models. 

Table 3.7‐15: Nearby Roadway Vehicle Mixes 

Roadway 
Classification  Vehicle Type 

Percent of Hourly Distribution 

Day 
(7 a.m. to 
7 p.m.) 

Evening  
(7 p.m. to 
10 p.m.) 

Night 
(10 p.m. to 
7 a.m.)  Overall 

Local   Automobiles  73.6  13.6  10.2  97.4 

Medium Trucks  0.9  0.9  0.0  1.8 

Heavy Trucks  0.4  0.0  0.4  0.7 

Collectors1  Automobiles  79.9  7.7  6.3  94.0 

Medium Trucks  3.3  0.3  0.1  3.8 

Heavy Trucks  2.0  0.1  0.1  2.2 

Arterials2  Automobiles  73.3  10.2  10.0  93.4 

Medium Trucks  2.7  0.3  0.3  3.2 

Heavy Trucks  2.9  0.2  0.3  3.4 

Notes: 
1  The Collector vehicle mix is from vehicle counts on San Jose Avenue west of Brawley Avenue. 
2  The Arterials vehicle mix is from vehicle counts on Herndon Avenue west of Ingram Avenue. 
Source: National Data and Surveying Services, 2011 and 2013; First Carbon Solutions, 2013. 

 

In order to determine the height above the road grade from where the noise is being emitted, each 

type of vehicle has been analyzed independently with autos at road grade, medium trucks at 2.3 feet 

above road grade, and heavy trucks at 8 feet above road grade.  These elevations were determined 

through a noise‐weighted average of the elevation of the exhaust pipe, tires, and mechanical parts in 

the engine, which are the primary noise emitters from a vehicle. 

Existing Sound Walls 

In order to provide an accurate representation of the existing noise environment, the on‐site and 

nearby existing barrier walls were incorporated into the SoundPlan model.  The walls that were 

modeled include: a 6‐foot‐high wall located on the north side of the project site, which is located on 

a small berm so the ground elevation of the wall was set to 2 feet; a 6‐foot‐high wall located on the 

west side of the project site that connects to the northern wall and runs approximately the length of 

the existing structure; and 6‐foot‐high walls on both sides of Brawley Avenue between the road and 

the existing homes.  In addition, the perimeter structural walls of the existing 193,361‐square foot 

building were analyzed as sound walls that are 31.5 feet high.  All walls were modeled in the 

SoundPlan model on the same sound attenuation qualities with no reflection. 
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Modeling Calibration 

Receivers were placed at the location of the noise measurement sites in order to assist in the 

calibration of the noise sources inputted into the model as well as to verify the accuracy of the 

SoundPlan Model.  Table 3.7‐16 and Table 3.7‐17 provides a summary of the calculated results, and a 

comparison with the measured results shown above in Table 3.7‐4 and Table 3.7‐5, respectively. 

Table 3.7‐16: Model Calibration to Existing Short‐Term Noise Measurements 

Site 
No.  Site Description 

Calculated 
Daytime  

Noise Level1 
(dBA Ldn) 

Measured 
Noise Level2 
(dBA Leq)  Difference 

M1  Located east of project site in front of multi‐family 
housing approximately 60 feet east of Brawley 
Avenue centerline and 190 feet south of San Jose 
Avenue centerline. 

65.6  66.3  ‐0.7 

M2  Located east of project site in front of multi‐family 
housing approximately 60 feet east of Brawley 
Avenue centerline and 70 feet south of San Jose 
Avenue centerline. 

66.5  66.7  ‐0.2 

M3  Located northeast of project site in front of multi‐
family housing approximately 60 feet east of 
Brawley Avenue centerline and 75 feet north of 
San Jose Avenue centerline. 

67.9  70.4  ‐2.5 

M4  Located north of project site on the western 
property line of the single‐family home at 4018 San 
Jose Avenue approximately 70 feet north of San 
Jose Avenue centerline and 150 feet west of 
Brawley Avenue centerline. 

61.7  67.6  ‐5.9 

M5  Located north of project site on the eastern 
portion of the front yard of the single‐family home 
at 4038 San Jose Avenue approximately 70 feet 
north of San Jose Avenue centerline. 

59.6  57.4  2.2 

M6  Located north of project site on the eastern 
portion of the front yard of the single‐family home 
at 4062 San Jose Avenue approximately 60 feet 
north of San Jose Avenue centerline. 

57.5  58.0  ‐0.5 

M7  Located north of project site on the central portion 
of the front yard of the single‐family home at 4100 
San Jose Avenue approximately 70 feet north of 
San Jose Avenue centerline. 

56.5  58.9  ‐2.4 

M8  Located north of project site on the eastern 
portion of the front yard of the single‐family home 
at 4136 San Jose Avenue approximately 70 feet 
north of San Jose Avenue centerline. 

55.9  54.6  1.3 

Notes: 
1  Noise level calculated from SoundPlan Version 7.2. 
2  Noise measurements taken on Saturday, April 26, 2014. 
Source: FirstCarbon Solutions, 2014. 
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Table 3.7‐17: Model Calibration to Existing Long‐Term Noise Measurements 

Site 
No.  Site Description 

Calculated 
Noise Level1 
(dBA Ldn) 

Measured 
Noise Level2 
(dBA Ldn)  Difference 

A  Located east of project site on a tree located 
approximately 65 feet east of Brawley Avenue 
centerline and 190 feet south of San Jose Avenue 
centerline. 

67.2  67.5  ‐0.3 

B  Located north of project site at the front yard of 
4038 San Jose Avenue, approximately 70 feet 
north of San Jose Avenue centerline and 250 feet 
west of Brawley Avenue centerline. 

60.4  60.9  ‐0.5 

Notes: 
1  Noise level calculated from SoundPlan Version 7.2. 
2  Noise measurements taken on Friday, July 26 and Saturday, July 27, 2013.   
Source: FirstCarbon Solutions, 2013. 

 

Table 3.7‐16 shows that except for measurement M4, the rest of the short‐term noise measurements 

are within 2.5 dBA of the calculated noise levels in the SoundPlan Model, which is within the range 

of allowed tolerances as described in Section 5.4.1, Routine Model Calibration, of the Technical Noise 

Supplement (TeNS) for the multiple range of noise sources impacting the project site.  As detailed 

above in Table 3.7‐16, measurement M4 has the highest recorded maximum noise level of 94.3 dBA 

Lmax, which was most likely caused by a vehicle backfiring or similar activity that skewed this noise 

measurement.  Table 3.7‐17 shows the model calibration accuracy to the long‐term noise 

measurements and found that the model is within 0.5 dBA of the measured noise levels.  Therefore, 

based on the field noise measurements, the SoundPlan Model provides an accurate representation of 

the project area’s existing noise levels. 

FHWA‐RD‐77‐108 Traffic Noise Prediction Model 

To predict existing and future noise levels due to traffic traveling 25 miles per hour or above, a 

computer program that replicates the FHWA Traffic Noise Prediction Model FHWA‐RD‐77‐108 was 

utilized.  The FHWA‐RD‐77‐108 Model arrives at a predicted noise level through a series of 

adjustments to the Reference Energy Mean Emission Level.  Adjustments are then made to the 

reference energy mean emission level to account for the roadway active width (i.e., the distance 

between the center of the outermost travel lanes on each side of the roadway); the total average 

daily traffic (ADT); and the percentage of ADT that flows during the day, evening, and night; the 

travel speed; the vehicle mix on the roadway; a percentage of the volume of automobiles, medium 

trucks, and heavy trucks; the roadway grade; the angle of view of the observer exposed to the 

roadway; and the site conditions (“hard” or “soft”) as they relate to the absorption of the ground, 

pavement, or landscaping. 

Traffic Noise Prediction Model Inputs 

The roadway parameters used for this study are presented in Table 3.7‐18.  The roadway 

classifications are based on the City of Fresno General Plan Circulation Element.  The roadway speeds 
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are based on the posted speed limits.  The distance to the nearby sensitive receptor was determined 

by measuring the distance from the roadway centerline to the nearest residence or office.  Since the 

study area is located in a suburban environment and landscaping exists along the sides of all 

analyzed roadways, soft site conditions were modeled.  The vehicle mixes used in the FHWA‐RD‐77‐

108 Model have been provided previously in Table 3.7‐15. 

Table 3.7‐18: FHWA Model Roadway Parameters 

Roadway  Segment 

Fresno General 
Plan 

Classification 

Vehicle Speed 
(miles per 
hour) 

Distance to 
Sensitive 

Receptor (feet) 

Golden State Boulevard  North of Shaw Avenue  Arterial  35  55 

Golden State Boulevard  South of Shaw Avenue  Arterial  35  120 

Gates Avenue  South of Figarden Drive  Arterial  40  70 

Gates Avenue  North of San Jose Avenue  Arterial  40  60 

Gates Avenue  South of San Jose Avenue  Arterial  40  65 

Figarden Drive  North of Bullard Avenue  Arterial  40  65 

Figarden Drive  North of Gates Avenue  Arterial  40  80 

Figarden Drive  North of Barstow Avenue  Arterial  40  80 

Brawley Avenue  North of San Jose Avenue  Arterial  40  80 

Brawley Avenue  South of San Jose Avenue  Arterial  40  70 

Brawley Avenue  South of Shaw Avenue  Arterial  45  140 

Marty Avenue  South of San Jose Avenue  Collector  30  50 

Marty Avenue  South of Shaw Avenue  Collector  40  100 

Valentine Avenue  North of San Jose Avenue  Collector  30  55 

Valentine Avenue  South of San Jose Avenue  Collector  30  60 

Valentine Avenue  South of Shaw Avenue  Collector  30  55 

Marks Avenue  North of Shaw Avenue  Arterial  40  60 

Marks Avenue  South of Shaw Avenue  Arterial  40  50 

Bullard Avenue  West of Figarden Drive  Arterial  40  70 

Bullard Avenue  East of Figarden Drive  Collector  30  45 

Barstow Avenue  East of Figarden Drive  Local  30  45 

San Jose Avenue  West of Gates Avenue  Collector  35  55 

San Jose Avenue  West of Brawley Avenue  Collector  35  65 

San Jose Avenue  East of Brawley Avenue  Collector  40  60 

San Jose Avenue  East of Marty Avenue  Collector  40  60 

San Jose Avenue  East of Valentine Avenue  Collector  40  60 

Shaw Avenue  West of Golden State Boulevard  Arterial  35  160 
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Table 3.7‐18 (cont.): FHWA Model Roadway Parameters 

Roadway  Segment 

Fresno General 
Plan 

Classification 

Vehicle Speed 
(miles per 
hour) 

Distance to 
Sensitive 

Receptor (feet) 

Shaw Avenue  West of Blythe Avenue  Arterial  40  80 

Shaw Avenue  West of El Capitan Avenue  Arterial  40  120 

Shaw Avenue  West of Brawley Avenue  Arterial  40  85 

Shaw Avenue  East of Brawley Avenue  Arterial  40  75 

Shaw Avenue  East of Marty Avenue  Arterial  40  70 

Shaw Avenue  East of Valentine Avenue  Arterial  40  70 

Shaw Avenue  East of Feland Avenue  Arterial  40  80 

Shaw Avenue  East of Marks Avenue  Arterial  40  100 

Notes:  
1  Nearest sensitive receptor is office. 
2  Nearest sensitive receptor is residential. 
Source: City of Fresno, 2002; FirstCarbon Solutions, 2013. 

 

In order to determine the off‐site project‐generated traffic noise impacts, the average daily traffic 

volumes on the study area roadways were obtained from the Traffic Impact Analysis.  The peak‐hour 

volumes were provided for the existing year without and with project, near‐term without and with 

project, and year 2035 without and with project scenarios.  The weekday ADT volumes were 

calculated by adding the AM and PM peak‐hour turning movement volumes together and 

multiplying the result by 6, and the Saturday ADTs were calculated by adding the midday peak‐hour 

turning movement volumes together and multiplying the result by 12.  The calculated ADT volumes 

are shown in Table 3.7‐19 for the weekday conditions and Table 3.7‐20 for the Saturday conditions. 

Table 3.7‐19: Weekday Average Daily Traffic 

Roadway  Segment 

Weekday Average Daily Traffic 

Existing  Near‐Term  Year 2035 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

Golden State 
Boulevard 

North of Shaw Avenue  7,690  7,750  9,670  9,730  —1  —1 

Golden State 
Boulevard 

South of Shaw Avenue  15,360  15,420  16,020  16,080  —1  —1 

Gates Avenue  South of Figarden Drive  11,750  11,810  12,240  12,300  14,730  14,790 

Gates Avenue  North of San Jose 
Avenue 

11,360  11,480  11,840  11,970  16,800  16,930 

Gates Avenue  South of San Jose 
Avenue 

13,260  13,320  13,750  13,810  20,120  20,190 
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Table 3.7‐19 (cont.): Weekday Average Daily Traffic 

Roadway  Segment 

Weekday Average Daily Traffic 

Existing  Near‐Term  Year 2035 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

Figarden Drive  North of Bullard Avenue  27,250  27,620  28,180  28,550  33,480  33,850 

Figarden Drive  North of Gates Avenue  28,920  29,540  30,020  30,650  36,760  37,450 

Figarden Drive  North of Barstow 
Avenue 

21,030  21,710  21,980  22,660  27,540  28,220 

Brawley Avenue  North of San Jose 
Avenue 

19,160  19,910  20,140  20,890  28,520  29,270 

Brawley Avenue  South of San Jose 
Avenue 

17,410  18,650  18,620  19,870  26,510  27,810 

Brawley Avenue  South of Shaw Avenue  16,110  18,170  16,620  18,680  25,090  27,140 

Marty Avenue  South of San Jose 
Avenue 

3,310  3,340  3,370  3,400  6,610  6,640 

Marty Avenue  South of Shaw Avenue  10,750  10,880  11,020  11,150  14,000  14,120 

Valentine Avenue  North of San Jose 
Avenue 

5,440  5,480  5,480  5,520  6,830  6,870 

Valentine Avenue  South of San Jose 
Avenue 

5,230  5,280  5,350  5,390  8,840  8,890 

Valentine Avenue  South of Shaw Avenue  5,730  5,860  5,880  6,000  6,960  7,090 

Marks Avenue  North of Shaw Avenue  18,890  19,330  19,020  19,450  25,310  25,760 

Marks Avenue  South of Shaw Avenue  18,260  18,320  18,340  18,400  23,230  23,290 

Bullard Avenue  West of Figarden Drive  16,280  16,470  16,700  16,890  24,940  25,130 

Bullard Avenue  East of Figarden Drive  5,590  5,650  5,720  5,780  8,530  8,590 

Barstow Avenue  East of Figarden Drive  4,540  4,600  4,560  4,620  4,760  4,820 

San Jose Avenue  West of Gates Avenue  1,300  1,480  1,300  1,480  10,580  10,760 

San Jose Avenue  West of Brawley 
Avenue 

3,940  4,310  4,090  4,460  12,760  13,130 

San Jose Avenue  East of Brawley Avenue  7,480  7,660  7,570  7,760  19,040  19,230 

San Jose Avenue  East of Marty Avenue  5,890  6,020  5,910  6,040  14,690  14,820 

San Jose Avenue  East of Valentine 
Avenue 

4,630  4,690  4,630  4,690  10,860  10,920 

Shaw Avenue  West of Golden State 
Boulevard 

18,620  19,740  19,450  20,570  —1  —1 

Shaw Avenue  West of Blythe Avenue  28,940  30,190  30,930  32,180  42,270  43,510 

Shaw Avenue  West of El Capitan 
Avenue 

22,140  23,390  23,770  25,010  42,470  43,720 



City of Fresno – Northwest Fresno Walmart Project 
Noise  Draft EIR 

 

 
3.7‐38  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐07 Noise.docx 

Table 3.7‐19 (cont.): Weekday Average Daily Traffic 

Roadway  Segment 

Weekday Average Daily Traffic 

Existing  Near‐Term  Year 2035 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

Shaw Avenue  West of Brawley 
Avenue 

26,080  27,560  27,650  29,140  45,790  47,270 

Shaw Avenue  East of Brawley Avenue  25,690  27,310  27,670  29,290  43,760  45,380 

Shaw Avenue  East of Marty Avenue  27,780  29,270  29,740  31,220  47,330  48,830 

Shaw Avenue  East of Valentine 
Avenue 

29,160  30,530  30,620  32,000  47,410  49,730 

Shaw Avenue  East of Feland Avenue  33,180  34,360  34,640  35,830  48,880  50,100 

Shaw Avenue  East of Marks Avenue  29,220  29,900  30,520  31,200  39,780  40,470 

Note: 
1  No data available. 
Source: Peters Engineering Group, 2013. 

 

Table 3.7‐20: Saturday Average Daily Traffic 

Roadway  Segment 

Weekday Average Daily Traffic 

Existing  Near‐Term  Year 2035 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

Golden State 
Boulevard 

North of Shaw Avenue  5,740  5,860  11,290  11,390  —1  —1 

Golden State 
Boulevard 

South of Shaw Avenue  13,690  13,810  15,250  15,370  —1  —1 

Brawley Avenue  South of Shaw Avenue  14,880  18,550  15,580  19,250  23,580  27,250 

Marty Avenue  South of Shaw Avenue  12,500  12,720  12,850  13,070  16,740  16,960 

Valentine Avenue  South of Shaw Avenue  6,860  7,080  7,140  7,370  8,510  8,720 

Shaw Avenue  West of Golden State 
Boulevard 

25,190  27,200  25,960  27,950  —1  —1 

Shaw Avenue  West of Blythe Avenue  28,020  30,250  31,870  34,100  53,590  55,820 

Shaw Avenue  West of El Capitan 
Avenue 

30,250  32,480  33,520  35,750  55,660  57,890 

Shaw Avenue  West of Brawley 
Avenue 

37,310  39,920  40,560  43,190  61,070  63,680 

Shaw Avenue  East of Brawley Avenue  36,970  39,860  40,850  43,750  58,680  61,570 

Shaw Avenue  East of Marty Avenue  38,170  40,850  41,820  44,480  59,160  61,840 

Shaw Avenue  East of Valentine 
Avenue 

35,750  38,200  38,640  41,100  62,720  65,170 
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Table 3.7‐20 (cont.): Saturday Average Daily Traffic 

Roadway  Segment 

Weekday Average Daily Traffic 

Existing  Near‐Term  Year 2035 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

No 
Project 

With 
Project 

Shaw Avenue  East of Feland Avenue  39,220  41,450  42,120  44,350  58,900  61,130 

Note: 
1  No data available. 
Source: Peters Engineering Group, 2013. 

 

Off‐site Roadway Noise Source Assumptions 

To assess the roadway noise generation in a uniform manner, all vehicles were analyzed at the single‐

lane‐equivalent acoustic center of the roadway being analyzed, which means that all lanes were 

analyzed as one lane located at the centerline of the roadway, instead of analyzing each lane in the 

roadway as a separate noise source.  The width of each single‐lane equivalent was based on the 

right‐of‐way and near‐far lane length s (i.e., the distance between the middle lines of each outside 

lane) as determined by the Fresno General Plan Roadway Classification.  In order to determine the 

height above the road grade from where the noise is being emitted, each type of vehicle has been 

analyzed independently with autos at road grade, medium trucks at 2.3 feet above road grade, and 

heavy trucks at 8 feet above road grade.  These elevations were determined through a noise‐

weighted average of the elevation of the exhaust pipe, tires, and mechanical parts in the engine, 

which are the primary noise emitters from a vehicle. 

In addition, as outlined within Table 3.7‐16 and Table 3.7‐17, modeling calibration receivers were 

placed at the location of the noise measurement sites in order to assist in the calibration of the noise 

sources inputted into the model as well as to verify the accuracy of the SoundPlan Model.  A 

summary of the calculated results, and a comparison with the measured results shown above in 

Table 3.7‐4 and Table 3.7‐5, respectively. 

Construction Noise Assumptions 

Construction noise varies depending on the construction process, type of equipment involved, 

location of the construction site with respect to sensitive receptors, the schedule proposed to carry 

out each task (e.g., hours and days of the week) and the duration of the construction work.  It should 

be noted that the proposed project does not involve a typical ground‐up construction, which would 

involve significantly more construction equipment and generate more noise.  Rather, the project is a 

re‐tenanting of an existing vacant building with minor modifications to the building’s exterior and 

improvements to the parking lot and landscaping. 

Table 3.7‐21 summarizes typical noise levels associated with each piece of equipment that was 

obtained from the Federal Highway Roadway Construction Noise Model (RCNM). 
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Table 3.7‐21: Construction Equipment Noise Emissions and Usage Factors 

Activity  Equipment  Number 
Acoustical Use 
Factor1 (percent) 

Spec 721.560 Lmax  
@ 50 feet2 (dBA, 

slow3) 

Actual Measured 
Lmax @ 50 feet4 
(dBA, slow) 

Demolition  Concrete Saws  1  20  90  90 

Excavators  1  40  85  81 

Rubber Tired Dozers  1  40  85  82 

Grading  Excavators  1  40  85  81 

Graders  1  40  85  N/A 

Rubber Tired Dozers  1  40  85  82 

Scrapers  1  40  85  84 

Tractors 5  1  40  84  N/A 

Paving  Pavers  1  50  85  77 

Paving Equipment  1  50  85  77 

Rollers  1  20  85  80 

Painting  Air Compressors  1  40  80  78 

Notes: 
1  Acoustical use factor is the percentage of time each piece of equipment is operational during a typical workday. 
2  Spec 721.560 is the equipment noise level utilized by the Roadway Construction Noise Model program. 
3  The “slow” response averages sound levels over 1‐second increments.  A “fast” response averages sound levels over 

0.125‐second increments.   
4  Actual Measured is the average noise level measured of each piece of equipment during the Central Artery/Tunnel 

project in Boston, Massachusetts primarily during the 1990s. 
5  The tractors category includes loaders and backhoes from Section 3.2 Air Quality; however, according to the RCNM, 

tractors are the loudest of the three types and have been utilized in this analysis. 
Source: Federal Highway Administration, 2006. 

 

Construction‐Related Vibration Level Prediction  

Construction and operational activities can result in varying degrees of ground vibration, depending 

on the equipment used on the site.  Operation of construction equipment causes ground vibrations 

that spread through the ground and diminish in strength with distance.  Buildings in the vicinity of 

the construction site respond to these vibrations with varying results ranging from no perceptible 

effects at the low levels to slight damage at the highest levels.  Table 3.7‐22 gives approximate 

vibration levels for particular construction activities.  The data in the table provide a reasonable 

estimate for a wide range of soil conditions. 

Table 3.7‐22: Vibration Source Levels for Construction Equipment 

Equipment 
Peak Particle Velocity 

(inches/second) 
Approximate Vibration Level (Lv) at 

25 feet 

Pile driver (impact)  1.518 (upper range) 
0.644 (typical) 

112 
104 
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Table 3.7‐22 (cont.): Vibration Source Levels for Construction Equipment 

Equipment 
Peak Particle Velocity 

(inches/second) 
Approximate Vibration Level (Lv) at 

25 feet 

Pile driver (sonic)  0.734 (upper range) 
0.170 (typical) 

105 
93 

Clam shovel drop (slurry wall)  0.202  94 

Hydromill (slurry wall)  0.008 (in soil) 
0.017 (in rock) 

66 
75 

Vibratory Roller  0.210  94 

Hoe Ram  0.089  87 

Large bulldozer  0.089  87 

Caisson drill  0.089  87 

Loaded trucks  0.076  86 

Jackhammer  0.035  79 

Small bulldozer  0.003  58 

Source: Federal Transit Administration, 2006. 

 

The construction‐related and operational vibration impacts have been calculated through the vibration 

levels shown above in Table 3.7‐22 and through typical vibration propagation rates.  The construction 

equipment assumptions were based on the equipment lists shown above in Table 3.7‐21. 

Stationary Noise Assumptions 

Noise emissions from on‐site Walmart store operations were evaluated to estimate the potential for the 

proposed project to result in stationary source noise impacts onto the nearby residences from noise 

sources including temporary noise emissions associated with project construction, and operational 

noise emissions resulting from operation of the store’s rooftop mechanical equipment, trash 

compactors, truck loading areas, parking lot areas, forklift operations, and outdoor garden center. 

In order to determine the proposed project stationary noise impacts onto the nearby residences, the 

average noise level impacts were analyzed using the SoundPlan model, and the maximum noise level 

impacts were calculated using a version of the FHWA‐RD‐77‐108 Model.  The SoundPlan model was 

utilized for the average noise level analysis, since it is capable of analyzing the noise level at a 

receiver from multiple sources averaged over a day. 

Maximum Noise Levels: 

The maximum noise levels created by each noise source were analyzed separately using a version of 

the FHWA‐RD‐77‐108 model, since each of the analyzed noise sources would only occasionally create 

maximum noise levels.  As a result, it is highly unlikely that multiple noise sources would 

simultaneously create maximum noise levels.  For example: 
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 The maximum noise from the truck loading areas and parking lots typically occurs when doors 

are closed and metal on metal contact occurs, which lasts less than a second;  
 

 The maximum noise from rooftop mechanical equipment and trash compactors typically occur 

during startup and shutdown and may last for a few seconds. 
 

 The maximum noise from the garden center typically occurs when the forklift is operating with 

the backup beeper, which is typically limited to less than 1 minute at a time. 

 

All stationary sources modeled in SoundPlan were calibrated to noise measurements of similar 

sources at existing Walmart stores throughout the State.  Since Walmart stores are typically located 

next to major roads or freeways, noise measurements were taken at several different Walmarts, and 

each measurement was selected for its ability to capture the noise of the source by itself without the 

ambient noise contributing to the measured noise.  The following describes the anticipated 

stationary noise sources that would occur during the ongoing operations of the proposed project. 

With Project On‐site Roadway Assumptions 

The on‐site roads located on the project site have been analyzed as stationary noise sources, since 

the roads are located on private property and, thus, are not exempt from local noise regulations.  A 

list is provided in Table 3.7‐23 of the on‐site roads that have been modeled in SoundPlan.  The on‐

site roads have been analyzed for both the weekday and Saturday with project conditions, which has 

the same project traffic volumes for the existing with project, near‐term with project, and year 2035 

with project scenarios. 

Table 3.7‐23: SoundPlan Model On‐site Roadway Parameters 

Roadway  Segment 
Vehicle Speed 
(miles per hour) 

With Project ADTs 

Weekdays  Saturdays 

Primary Driveway  West of Brawley Avenue  15  5,230  10,030 

Project Truck loop1  West of Brawley Avenue  15  100  100 

Note: 
1  The proposed project is anticipated to generate up to 10 vendor trucks per day and 8 tractor‐trailers per day.  In 

order to provide a worst‐case analysis it was assumed that all trucks would take the worst‐case loop route entering 
the project site on the Reciprocal Driveway Access Road and exiting the project site on the Middle Driveway. 

Source: Peters Engineering Group, 2013; First Carbon Solutions, 2013. 

 

The hourly traffic flow distributions (vehicle mixes) estimated to travel the project site’s on‐site 

circulation roadways are set forth in Table 3.7‐15.  In order to determine the height above the road 

grade from where the noise is being emitted, each type of vehicle has been analyzed independently 

with autos at road grade, medium trucks at 2.3 feet above road grade, and heavy trucks at 8 feet 

above road grade.  These elevations were determined through a noise‐weighted average of the 

elevation of the exhaust pipe, tires, and mechanical parts in the engine, which are the primary noise 

emitters from a vehicle. 
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With Project Parking Lot Assumptions 

The SoundPlan model also analyzed the noise impacts from the proposed Walmart parking lots on 

both the south and north sides of the proposed Walmart.  In order to determine the noise created 

from activities occurring in the parking lot areas, reference noise measurements were taken of the 

existing Northwest Fresno Walmart parking lot, as follows: 

 One reference noise measurement was taken at the location of an outdoor seasonal sales 

area, located on the western portion of the main parking lot, which recorded noise levels of 

55.6 dBA Leq and 67.9 dBA Lmax. 
 

 The other reference noise measurement was taken in the main parking lot, approximately 140 

feet south of the front door to the existing Northwest Fresno Walmart, which recorded noise 

levels of 63.1 dBA Leq and 79.2 dBA Lmax. 

 

The proposed Walmart would also have occasional outdoor sales in its parking lot and the reference 

noise measurements from the existing Northwest Walmart shows that these parking lot sales areas 

actually result in lower noise levels than the active portions of the parking lot. 

In order to determine the noise created from the project parking lot over a 24‐hour period, a 

reference noise measurement was taken of the North Fresno Walmart main parking lot that 

measured noise levels of 60.7 dBA Leq, 65.7 dBA Ldn, and 86.9 dBA Lmax. 

 The maximum noise level that was measured included the operation of a parking lot sweeper, 

which occurred around 2:30 a.m. 

 

In addition, the hourly average noise levels were calculated from the noise measurement with the 

following results: 

 The minimum average noise of 51.0 dBA Leq occurred between 1:00 a.m. and 2:00 a.m. 

 A maximum average noise of 64.8 dBA Leq occurred between 9:00 a.m. and 10:00 a.m. 

 

The hourly average noise levels were entered into the SoundPlan model.  Since the noise meter used 

for the 24‐hour measurement did not have the capability of capturing the frequency spectrum of the 

parking lot noise, the short‐term noise measurement detailed above from the existing Northwest 

Fresno Walmart was utilized.  The short‐term noise measurement captured the sound pressure level 

in  octaves and the frequency spectrum was entered into the SoundPlan model.  The parking lot 

noise was calibrated to a receiver placed at the edge of the parking lot that measured 65.7 dBA Ldn. 

With Project Rooftop Mechanical Equipment Assumptions 

The SoundPlan model also analyzed the noise impacts from the existing rooftop mechanical 

equipment on the proposed Walmart.  The rooftop mechanical noise levels were calibrated to noise 

measurements of similar units at the existing Northwest Fresno Walmart, which measured 66.6 dBA 

Leq and 67.6 dBA Lmax at 10 feet from the HVAC units and 73.7 dBA Leq and 77.9 dBA Lmax at 10 feet 

from a condenser and fan unit for the in‐store perishable food refrigerators.  The  octave center 
frequency sound pressure levels from the reference noise measurements were inputted into the 
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SoundPlan Model, in order for the Model to calculate the appropriate sound attenuation rates.  The 

calibration noise level, segmented into  octaves, is provided in Appendix F. 

In order to determine variation in noise levels from the rooftop mechanical equipment, a long‐term 

noise measurement was also taken of the Northwest Fresno Walmart roof, which recorded the 

hourly noise levels of the roof.  The long‐term noise measurement found a minimum average noise 

of 63.6 dBA Leq occurred between 8:00 a.m. and 9:00 a.m. and a maximum average noise of 68.5 dBA 

Leq occurred between 5:00 a.m. and 6:00 a.m.  The hourly average noise levels were entered into the 

SoundPlan model. 

Each rooftop mechanical equipment unit was modeled as an area source placed 31 feet above 

ground level and calibrated to noise levels of 66.6 dBA Leq for the HVAC units and 73.7 dBA Leq for the 

in‐store refrigeration units at 10 feet. 

With Project Truck Loading Areas 

The SoundPlan model also analyzed the noise impacts from the vendor truck loading area and 

tractor‐trailer loading dock existing at the project site that would be utilized during operation of the 

proposed Walmart.  The existing tractor‐trailer loading dock is enclosed and the enclosure was 

modeled as a 31.5‐foot‐high wall on the east side of the loading dock. 

In order to determine the noise created from the vendor truck loading area a reference noise 

measurement was taken approximately 30 feet from a vendor truck unloading at the North Fresno 

Walmart, which measured a noise levels of 54.8 dBA Leq and 67.9 dBA Lmax.  The entire truck visit 

lasted for approximately 10 minutes. 

The vendor truck loading area was modeled as an area source located 8 feet above ground level and 

was calibrated to the measured 54.8 dBA Leq at 30 feet.  The  octave center frequency sound 
pressure levels from the reference noise measurement were input into the SoundPlan Model, in 

order for the Model to calculate the appropriate sound attenuation rates.  The reference noise 

measurement was also cross‐checked for pure tones, which found no pure tones were created 

during the noise measurement. 

The vendor truck loading area source noise level, segmented into  octaves, is provided in Appendix 
F.  The proposed Walmart is anticipated to receive 8 to 10 vendor trucks per day, for 5 days a week.  

This equates to a worst‐case of the vendor loading area being operational 9 percent of the time 

between 7 a.m. and 10 p.m. and 4 percent between 10 p.m. and 7 a.m. 

In order to determine the noise created from the tractor‐trailer truck loading dock a reference noise 

measurement was taken approximately 10 feet from a tractor‐trailer with an operational 

transportation refrigeration unit (TRU) unloading at the Los Banos Walmart. 

The noise measurements of the truck loading area recorded noise levels of 63.3 dBA Leq and 76.4 

dBA Lmax.  The entire truck visit lasted for approximately 30 minutes and during the duration of the 

noise measurement, the TRU was operational. 
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The proposed truck loading area was modeled as an area source located 11 feet above ground level 

and was calibrated to the measured 63.3 dBA Leq at 10 feet.  The  octave center frequency sound 
pressure levels from the reference noise measurement were input into the SoundPlan Model, in 

order for the Model to calculate the appropriate sound attenuation rates. 

The reference noise measurement was also cross‐checked for pure tones, which found no pure tones 

were created during the noise measurement.  The truck loading area source noise level, segmented 

into  octaves, is provided in Appendix F.  The proposed Walmart is anticipated to receive 2 to 3 

tractor‐trailers with TRUs per day and 5 to 6 tractor‐trailers without TRUs per day. 

With Project Trash Compactors 

The SoundPlan model analyzed the noise impacts estimated to result from the trash compactor that 

would be located on the northeast side of the proposed Walmart.  A reference noise measurement 

was taken approximately 10 feet northwest of the noise producing part of the trash compactor at the 

existing northwest Fresno Walmart, which was used to calibrate the trash compactor noise source. 

 The field noise measurement recorded the sound power spectrum in  octaves and found that a 
trash compactor produced a noise level of 65.3 dBA Leq and 73.8 dBA Lmax.  The compactor 

equipment is located in the rear of the store.  

A trash compactor cycle lasted for approximately one minute and according to Walmart staff, the 

trash compactor may run up to three times per hour.  The trash compactor noise source was placed 4 

feet off the ground and was modeled on running 4 percent per hour, based on a noise level 

calibrated to the measured 65.3 dBA Leq.  It should be noted that the proposed trash compactor 

would be screened from view as required by the City of Fresno. 

With Project Garden Center 

The SoundPlan model also analyzed the noise impacts estimated to result from the proposed Walmart 

Garden Center.  A reference long‐term noise measurement was taken inside the existing Northwest 

Fresno Walmart Garden Center, which recorded the hourly noise levels of the Garden Center. 

The long‐term noise measurement found the following: 

 A minimum average noise of 48.5 dBA Leq occurred between 1:00 a.m. and 2:00 a.m. 

 A maximum average noise of 68.0 dBA Leq occurred between 11:00 a.m. and 12:00 p.m. 

 The daily noise level measured 66.6 dBA Ldn and 95.1 dBA Lmax. 

 

Since the noise meter used for the 24‐hour measurement did not have the capability of capturing 

the frequency spectrum of the Garden Center noise, a reference short‐term noise measurement 

taken at the Fresno North Walmart Garden Center was utilized.  The noise measurement recorded 

noise levels of 56.4 dBA Leq and 67.1 dBA Lmax at 3 feet past the outer fence of the garden center.   

The garden center was modeled as an area noise source that is based on a noise level calibrated to 

the measured 66.6 dBA Ldn.  It should be noted that the Outdoor Garden Center would not operate 

24 hours a day, but would only operate between 8:00 a.m. and 10:00 p.m. 
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The noises observed during the noise measurement primarily consisted of shopping carts, people 

talking, the moving of stock with a forklift, announcements over the public address (PA) system, and 

vehicle noise in the nearby parking lot. 

In addition, a 24‐hour field noise measurement of an existing garden center was previously taken at 

the Laguna Niguel Walmart (Store No. 2206).  The noises observed during the noise measurement 

again primarily consisted of shopping carts, people talking, the moving of stock with a forklift, 

announcements over the public address (PA) system , and vehicle noise in the nearby parking lot.  

The noise measurement recorded noise levels of 52.9 dBA Leq, 58.5 dBA Ldn, and 82.5 dBA Lmax at the 

outer fence of the garden center.  These noise levels are below the noise levels measured at the 

Fresno Northwest Walmart, so it could be concluded that utilization of the Fresno Northwest 

Walmart noise levels represents a worst‐case analysis. 

The proposed Garden Center would include a PA system.  According to Walmart representatives, the PA 

system would consist of Model TOA SC‐61T, which is a 10‐watt speaker that is rated up to a maximum 

volume of 110 dB and are powered by a 120‐watt amp that has a 10‐step volume control, with a 

maximum output of 75 dB per speaker.  The measured maximum noise levels above exceed the 

maximum speaker output, which indicates the maximum levels were created from another noise 

source. 

The proposed garden center would also involve the operation of forklifts.  According to Walmart 

representatives, the forklifts would use propane fuel and their backup beepers would range between 

82 and 102 dBA, which are self‐adjusting to produce a noise level 10 to 15 dB above the ambient 

noise level.  The measured maximum noise levels above most likely captured the backup beepers 

from the operation of forklifts. 

With Project Forklift Operations at Pallet Area 

The SoundPlan model also analyzed the noise impacts from forklift operations at the pallet storage 

areas on the northeastern area of the proposed Walmart.  In order to determine the noise created 

from the forklift operations, a reference noise measurement was taken at the Fresno North Walmart 

approximately 10 feet from an operational forklift while it moved pallets to the pallet storage area.  

The reference noise measurement measured noise levels of 74.4 dBA Leq, 87.9 dBA Lmax. 

The maximum noise level that was measured included the operation of the backup beeper.  

According to Walmart representatives, their backup beepers would range between 82 and 102 dBA, 

which are self‐adjusting to produce a noise level 10 to 15 dB above the ambient noise level.   

In addition, the Walmart representatives stated that the forklift is used approximately four times a 

day to move the pallets to the pallet storage areas, and each use lasts approximately 8 minutes.  The 

reference noise measurement captured the sound pressure level in  octaves and the frequency 
spectrum was entered into the SoundPlan model. 

The forklift operations were modeled as a line source from the vendor truck loading area to the 

pallet storage area, calibrated to a noise level of 74.4 dBA Leq and operational 2 percent of the time. 
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Combined Transportation and Stationary Noise Impacts 

In order to determine the combined stationary and transportation noise impacts created by the 

proposed project, the SoundPlan Model modeling software was utilized.  The following describes the 

input parameters of the SoundPlan model that were modified from the existing and stationary only 

scenarios for the combined transportation and stationary noise scenario. 

Roadway Assumptions 

The roadways that were analyzed in the existing scenario have been analyzed in the SoundPlan 

Model for the existing year and Year 2035, for both the with‐project and without‐project scenarios.  

These scenarios were analyzed since the existing scenario has the greatest percentage increase of 

project traffic and the year 2035 has the highest traffic volumes.  The roadways analyzed in the 

SoundPlan model are the same as shown in the existing conditions Table 3.7‐13.  The parameters 

used in the analysis are shown in Table 3.7‐24 for the existing and year 2035 conditions.  

Table 3.7‐24: Combined Transportation and Stationary Conditions Roadway Parameters 

Roadway  Segment 

Average Daily Traffic Volumes 

Existing 
Weekday 

No 
Project 

Existing 
Weekday 
With 
Project 

Existing 
Sat. No 
Project 

Existing 
Sat. With 
Project 

Year 2035 
Weekday 

No 
Project 

Year 2035 
Weekday 
With 
Project 

Year 2035 
Sat. No 
Project 

Year 2035 
Sat. With 
Project 

Brawley 
Avenue 

North of San 
Jose Avenue 

19,160  19,910  17570  19060  28,520  29,270  27,110  28,450 

Brawley 
Avenue 

North of 
Project 
Primary 
Driveway 

17,410  18,650  15,520  17010  26,510  27,810  24,070  26,420 

Brawley 
Avenue 

South of 
Project 
Primary 
Driveway 

17,170  21,910  15,420  16910  25,190  29,830  23,740  32,750 

San Jose 
Avenue 

West of 
Brawley 
Avenue 

3,940  4,310  2,400  3890  12,760  13,130  7,720  8,390 

San Jose 
Avenue 

East of 
Brawley 
Avenue 

7,480  7,660  6,830  8320  19,040  19,230  15,340  15,670 

Shaw Avenue  West of 
Brawley 
Avenue 

26,080  27,560  37,310  39,920  45,790  47,270  61,070  63,680 

Shaw Avenue  East of 
Brawley 
Avenue 

25,690  27,310  36,970  39,860  43,760  45,380  58,680  61,570 

Source: Peters Engineering Group, 2014; FirstCarbon Solutions, 2014. 
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The hourly traffic flow distributions (vehicle mixes) used in this analysis have been provided above in 

Table 3.7‐15, and the roadways were assigned the same vehicle mixes used for the existing conditions. 

In order to determine the height above the road grade from where the noise is being emitted, each 

type of vehicle has been analyzed independently with autos at road grade, medium trucks at 2.3 feet 

above road grade, and heavy trucks at 8 feet above road grade.  These elevations were determined 

through a noise‐weighted average of the elevation of the exhaust pipe, tires, and mechanical parts in 

the engine, which are the primary noise emitters from a vehicle. 

3.7.5 ‐ Thresholds of Significance 

According to Appendix G, Environmental Checklist, of the CEQA Guidelines, noise impacts resulting 

from the implementation of the proposed project would be considered significant if the project 

would cause: 

a) Exposure of persons to or generation of noise levels in excess of standards established in the 
local general plan or noise ordinance, or applicable standards of other agencies? 

 

b) Exposure of persons to or generation of excessive groundborne vibration or groundborne 
noise levels? 

 

c) A substantial permanent increase in ambient noise levels in the project vicinity above levels 

existing without the project? 
 

d) A substantial temporary or periodic increase in ambient noise levels in the project vicinity 

above levels existing without the project? 
 

e) For a project located within an airport land use plan or, where such a plan has not been 
adopted, within two miles of a public airport or public use airport, would the project expose 

people residing or working in the project area to excessive noise levels?  (Refer to Section 7, 

Effects Found not to be Significant.) 
 

f) For a project within the vicinity of a private airstrip, would the project expose people residing 
or working in the project area to excessive noise levels?  (Refer to Section 7, Effects Found not 

to be Significant.) 

 

The City of Fresno General Plan has established performance standards to control stationary 

source/non‐transportation related noise impacts.  Table 3.7‐12 shows the City’s maximum allowable 

noise exposure standards for a stationary noise source, as determined at outdoor activity areas, are 

50 dBA Leq and 70 dBA Lmax or less during the daytime (7 a.m. to 10 p.m.) and 45 dBA Leq and 65 dBA 

Lmax or less during the nighttime (10 p.m. to 7 a.m.).  When ambient noise levels exceed or equal the 

above levels, mitigation shall only be required to limit noise to the ambient plus five (5) dB. 

Pursuant to Article 1, Section 10‐105 and Section 10‐109 of the City of Fresno’s Municipal Code, 

construction noise is considered a nuisance and the Municipal Code restricts construction activities 

from occurring between 10:00 p.m. and 7:00 a.m. and anytime on Sunday.  However, since neither 

the Fresno General Plan nor the Municipal Code provides allowable construction noise levels when 

construction activities are allowed to occur, construction noise impacts that occur during the 
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allowable time for construction activities have been analyzed compared with the City’s significance 

threshold outlined in Policy NS‐1‐j.  Therefore, construction noise impacts would result in a 

significant impact if the construction activity would result in a significant increase in ambient noise 

levels of 3 dBA Ldn or CNEL or more above the City’s established ambient noise level limits. 

The Fresno General Plan Noise Element also defines what constitutes a significant noise increase for 

project operational noise impacts.  According to Policy NS‐1‐j, the project will create a significant 

noise‐related impact if it would increase noise levels in the immediate vicinity by 3 dBA Ldn or CNEL 

or more above the ambient noise limits established in the Fresno General Plan. 

The vibration impact thresholds were based on Caltrans thresholds presented in its Transportation‐ and 

Construction‐Induced Vibration Guidance Manual.  The report recommends a threshold of 0.25‐inch‐

per‐second PPV as the significance level for continuous events, near older residential structures during 

construction activities.  The report also recommends a threshold of 0.25‐inch‐per‐second PPV as the 

significance level for the human perception level to transient sources, which has been used to assess 

operations‐related activities since the primary vibration source would be from the operation of trucks. 

3.7.6 ‐ Project Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 

Construction Noise 

Impact NOI‐1:  Construction activities associated with the proposed project may expose nearby 
land uses to excessive noise levels. 

Impact Analysis 

This impact addresses checklist items a) and d).  Construction noise represents a short‐term increase in 

ambient noise levels.  Construction is permitted in the City of Fresno weekdays from 7:00 am until 10 

pm and the resulting noise is exempt from the City’s noise ordinance limits.  Nonetheless, the Draft EIR 

has evaluated the noise levels estimated to result from construction activities associated with the 

proposed project would be a function of the noise generated by construction equipment, equipment 

location, sensitivity of nearby land uses, and the timing and duration of the construction activities. 

The construction activities for the proposed project are anticipated to include demolition of the 

façade bump of the existing Camp America structure, removal of the existing patio structure along 

the west side of the building, and portions of the parking lot and internal roadways.  Construction 

would also include grading, building construction, removal of paving, re‐paving of the reconfigured 

parking lot and application of architectural coatings. 

Temporary noise from construction activities can result from the noise created by the transport of 

workers and movement of construction materials to and from the project site, or from the noise 

generated on‐site during demolition and building construction activities. 
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The closest noise‐sensitive receptors are multi‐family homes are located as near as 180 feet to the east 

and single‐family homes located as near as 190 feet to the north of the proposed improvements.  As 

shown in Table 3.7‐19, construction equipment is expected to generate noise levels ranging from 70 to 

90 dBA Lmax at a distance of 50 feet, and noise produced by construction equipment would be reduced 

over distance at a rate of about 6 dB per doubling of distance.  Therefore, at the closest noise‐sensitive 

receptors, under a worst‐case scenario with a direct line of sight to multiple pieces of construction 

equipment operating simultaneously at the edge of the project construction limits, construction noise 

levels would attenuate to below 80 dBA Lmax.  Assuming standard northern California construction for 

the nearest noise sensitive receptor structures, the worst case construction‐related maximum noise 

could result in noise levels of up to 56 dBA Lmax in interior spaces of the nearest residential unit.  When 

averaged over a 24‐hour period these noise levels could result in a temporary significant increase of 

more than 3 dBA Ldn above the City’s standard for receiving land uses.  This would be a worst‐case 

scenario because construction would be spread out throughout the site and it is not feasible for all 

pieces of construction equipment to be used simultaneously at the exact closest point to the off‐site 

sensitive receptors closest to the project property lines.  In addition, multiple pieces of equipment 

would not operate for any extended length of time at the nearest points to off‐site receptors.  

Construction noise would be intermittent and sporadic as construction occurs over the site.  Noise levels 

would attenuate at sensitive receptors as construction activity moves further into the site due to 

distance divergence factors. 

Section 10‐109 of the City of Fresno Municipal Code exempts construction noise that occurs 

between the hours of 7:00 a.m. and 10:00 p.m. on any day except Sunday.  Construction noise is 

required to comply with applicable local, state, and federal regulations, and that all equipment shall 

be fitted with adequate mufflers according to the manufacturers’ specifications.  Further restrictions 

on construction noise may be placed on the project as determined through the Conditional Use 

Permit process.  Further noise reduction would be achieved with implementation of the 

recommended measures set forth below in Mitigation Measure NOI‐1. 

Level of Significance Before Mitigation 

Less than significant impact. 

Although construction impacts would be less than significant, Mitigation Measures NOI‐1 is 

incorporated into the project to ensure construction noise is minimized. 

Mitigation Measures 

MM NOI‐1  During construction activities, the project applicant shall require its construction 

contractors to adhere to the following noise attenuation requirements: 

 Outdoor construction activities shall be limited to the hours between 7 a.m. and 10 

p.m. Monday through Saturday.  The City of Fresno Director of Public Works shall 

have the discretion to permit construction activities to occur outside of allowable 

hours if compelling circumstances warrant such an exception (e.g., weather 

conditions necessary to pour concrete).  No construction shall occur on Sundays. 

 All construction equipment shall use noise‐reduction features (e.g., mufflers and 

engine shrouds) that are no less effective than those originally installed by the 
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manufacturer.  If no noise reduction features were installed by the manufacturer, 

then the contractor shall require that at least a muffler be installed on the 

equipment. 

 The project applicant shall mandate that the construction contractor prohibit the 

use of personal or commercial music or sound amplification on the project site 

during construction. 

 The construction contractor shall designate a noise disturbance coordinator who 
would be responsible for responding to any local complaints about construction 

noise.  The disturbance coordinator would determine the cause of the noise 

complaints (starting too early, bad muffler, etc.) and institute reasonable measures 

warranted to correct the problem.  The construction contractor shall conspicuously 

post a telephone number for the disturbance coordinator at the construction site. 

 

Level of Significance After Mitigation 

Less than significant impact. 

Groundborne Vibration 

Impact NOI‐2:  Construction and operational activities associated with the proposed project 
would not generate substantial groundborne vibration. 

Impact Analysis 

This impact addresses checklist item b), which includes construction and operational vibration 

impacts associated with the proposed project.  Each issue is addressed separately. 

Construction Vibration 

Construction activities can produce vibration that may be felt by adjacent uses.  The construction of the 

proposed project would not require the use of equipment such as pile drivers, which are known to 

generate substantial construction vibration levels.  The primary sources of vibration during construction 

would be from bulldozers and graders.  From Table 3.7‐20, a large bulldozer would produce the largest 

amount of equipment‐related vibration on the project site: 0.089‐inch‐per‐second PPV at 25 feet. 

Neither the Municipal Code nor the Fresno General Plan provide vibration standards for construction 

activities; however, Caltrans provides guidance for vibration impacts from construction activities, 

which found that a 0.25 inch per second peak particle velocity (PPV) is the threshold before damage 

may occur to older structures with plaster walls. 

The closest noise‐sensitive receptors are multi‐family homes located as near as 180 feet to the east 

and single‐family homes located as near as 190 feet to the north of the proposed improvements.  It 

is anticipated that the vibration levels caused by a large bulldozer operating on the edge of the area 

to be disturbed would be around 0.006‐inch‐per‐second PPV at the nearest structure (180 feet 

away), while other sensitive land uses located further away would experience even lower vibration 

levels.  This vibration level would not exceed the 0.25‐inch‐per‐second significance threshold for 

construction activities that occur near older structures during construction activities.  This impact 

would be less than significant. 
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Operational Vibration 

The proposed project would result in the operation of tractor‐trailer truck deliveries to the project 

site ranging between seven and nine trips per day.  These additional truck trips would operate on 

Brawley Avenue, where there are existing homes located as near as 40 feet from the nearest travel 

lane on both sides of Brawley Avenue. 

Neither the Municipal Code nor the Fresno General Plan provides vibration standards for operational 

activities; however, Caltrans has determined that the threshold for perception for transient sources is 

0.04 inch‐per‐second PPV. 

Caltrans has studied the effects of propagation of vehicle vibration on sensitive land uses in 

Transportation‐ and Construction‐Induced Vibration Guidance Manual, June 2004, and notes that 

“heavy trucks, and quite frequently buses, generate the highest earthborn vibration of normal traffic.”  

Caltrans further notes that the highest traffic‐generated vibrations are along freeways and State routes.  

Their study finds that “vibrations measured on freeway shoulders (five meters [15 feet] from the 

centerline of the nearest lane) have never exceeded 0.08 inches per second, with the worst 

combinations of heavy trucks.”  Based on typical vibration propagation, this would result in a vibration 

level of 0.03‐inch‐per‐second PPV at the nearest homes.  This vibration level would not exceed the 0.04‐

inch‐per‐second PPV threshold of perception for transient sources.  Therefore, vibration impacts from 

the ongoing operations of the proposed project would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Roadway Noise 

Impact NOI‐3:  The proposed project’s vehicular trips would not cause a substantial permanent 
increase in ambient noise levels. 

Impact Analysis 

This impact addresses checklist items a) and c).  The proposed project would generate additional 

vehicular trips on roadways in the project vicinity.  Noise from motor vehicles is generated by engine 

vibrations, the interaction between tires and the road, and the exhaust system.  The potential off‐site 

noise impacts caused by the increase in vehicular traffic from the ongoing operations from the 

proposed project onto the project study area roadways have been analyzed for the following five 

traffic scenarios for weekday conditions: 

 Existing With Project Condition: This scenario refers to the existing traffic noise conditions, 

with construction of the proposed project. 
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 Near‐Term Without Project Condition: This scenario refers to the future traffic noise 

conditions consisting of existing plus traffic from approved projects and projects pending 

approval provided by City staff in the project vicinity, without construction of the proposed 

project. 
 

 Near‐Term With Project Condition: This scenario refers to the future traffic noise conditions 

consisting of existing plus traffic from approved projects and projects pending approval 

provided by City staff in the project vicinity, with construction of the proposed project. 
 

 Year 2035 Without Project Conditions: This scenario refers to the future year 2035 traffic 

noise conditions based on the Council of Fresno County Governments (COG) traffic model, 

without construction of the proposed project. 
 

 Year 2035 With Project Conditions: This scenario refers to the future year 2035 traffic noise 

conditions based on the COG traffic model, with construction of the proposed project. 

 

In order to quantify the traffic noise impacts along the analyzed roadways, the roadway noise 

contours were calculated.  Noise contours represent the distance in feet to noise levels of a constant 

value (i.e., 55, 60, 65, and 70 dBA Ldn) and are measured from the center of the roadway.  For 

analysis comparison purposes, the Ldn and CNEL noise levels are calculated at the distance to the 

nearest sensitive receptor (residential or commercial and office uses), which was determined from 

aerial photos of the study area.  In addition, the distances from the centerline to the 55‐, 60‐, 65‐, 

and 70‐dBA noise levels are calculated for both Ldn and CNEL standards and are shown in the noise 

calculation spreadsheets provided in Appendix F. 

Project Impacts 

Policies NS‐1‐j and NS‐1m of the City of Fresno General Plan detail what constitutes a potentially 

significant project impact from project‐generated vehicle trips onto nearby roadways.  According to 

Policy NS‐1‐j, a significant increase in ambient noise levels is assumed if the project would increase 

noise level s in the immediate vicinity by 3 dBA Ldn or CNEL or more above the ambient noise limits 

established in the Fresno General Plan.  Similarly, Policy NS‐1‐m requires a project sponsor to 

mitigate noise created by new transportation sources so that the resulting noise levels do not exceed 

the City’s adopted standards for noise‐sensitive land uses.  As shown in Table 3.7‐11, the City’s 

exterior noise standard from transportation noise sources for receiving residential land uses, as 

measured at the outdoor active use areas of the property, is 65 dBA Ldn or CNEL. 

The proposed project’s off‐site traffic noise impacts have been analyzed for the existing, near‐term, 

and year 2035 conditions and are discussed below. 

Existing Conditions 

The proposed project’s potential off‐site traffic noise impacts have been calculated through a 

comparison between the existing without‐project scenario and the existing with project scenario.  

The results of this comparison are shown in Table 3.7‐25 for the weekday conditions and Table 3.7‐26 

for the Saturday conditions. 
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Table 3.7‐25: Existing Weekday Project Traffic Noise Contributions  

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Golden State 
Boulevard 

North of Shaw Avenue2  60.8  60.8  0.0  +3/No 

San Jose Avenue  West of Brawley Avenue3  56.4  56.8  0.4  +3/No 

San Jose Avenue  East of Brawley Avenue3  61.5  61.6  0.1  +3/No 

San Jose Avenue  East of Marty Avenue3  60.5  60.6  0.1  +3/No 

San Jose Avenue  East of Valentine Avenue3  59.4  59.5  0.1  +3/No 

Shaw Avenue  West of Golden State 
Boulevard2 

57.1  57.3  0.3  +3/No 

Shaw Avenue  West of Blythe Avenue2  65.7  65.9  0.2  +3/No 

Shaw Avenue  West of El Capitan Avenue2  61.5  61.7  0.2  +3/No 

Shaw Avenue  West of Brawley Avenue2  64.7  65.0  0.2  +3/No 

Shaw Avenue  East of Brawley Avenue2  65.7  66.0  0.3  +3/No 

Shaw Avenue  East of Marty Avenue2  66.6  66.8  0.2  +3/No 

Shaw Avenue  East of Valentine Avenue2  66.8  67.0  0.2  +3/No 

Shaw Avenue  East of Feland Avenue2  66.3  66.4  0.2  +3/No 

Shaw Avenue  East of Marks Avenue3  64.0  64.1  0.1  +3/No 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
3  Nearest sensitive receptor is residential. 
Source: First Carbon Solutions, 2013. 

 

Table 3.7‐25 above shows that for the existing weekday conditions, noise level contributions from 

the proposed project to the study area roadways would range from 0.0 to 0.6 dBA Ldn, which are all 

below the City’s significant increase threshold of 3 dBA Ldn.  Therefore, the project’s cumulative 

contribution to roadway noise would be less than significant for the existing weekday conditions. 

Table 3.7‐26: Existing Saturday Project Traffic Noise Contributions  

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Golden State 
Boulevard 

North of Shaw Avenue2  59.5  59.6  0.1  +3/No 
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Table 3.7‐26 (cont.): Existing Saturday Project Traffic Noise Contributions 

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Golden State 
Boulevard 

South of Shaw Avenue2  57.8  57.8  0.0  +3/No 

Golden State 
Boulevard 

South of Shaw Avenue2  58.3  58.3  0.0  +3/No 

Gates Avenue  South of Figarden Drive3  62.9  62.9  0.0  +3/No 

Gates Avenue  North of San Jose Avenue3  64.2  64.2  0.0  +3/No 

Gates Avenue  South of San Jose Avenue3  64.1  64.1  0.0  +3/No 

Figarden Drive  North of Bullard Avenue2  67.2  67.2  0.1  +3/No 

Figarden Drive  North of Gates Avenue3  65.7  65.8  0.1  +3/No 

Figarden Drive  North of Barstow Avenue3  64.3  64.4  0.1  +3/No 

Brawley Avenue  North of San Jose Avenue3  63.9  64.1  0.2  +3/No 

Brawley Avenue  South of San Jose Avenue3  64.6  64.9  0.3  +3/No 

Brawley Avenue  South of Shaw Avenue2  60.4  61.0  0.5  +3/No 

Marty Avenue  South of San Jose Avenue3  55.9  55.9  0.0  +3/No 

Marty Avenue  South of Shaw Avenue2  59.3  59.4  0.1  +3/No 

Valentine Avenue  North of San Jose Avenue3  57.3  57.3  0.0  +3/No 

Valentine Avenue  South of San Jose Avenue3  56.4  56.4  0.0  +3/No 

Valentine Avenue  South of Shaw Avenue2  57.5  57.6  0.1  +3/No 

Marks Avenue  North of Shaw Avenue3  66.4  66.5  0.1  +3/No 

Marks Avenue  South of Shaw Avenue3  68.2  68.3  0.0  +3/No 

Bullard Avenue  West of Figarden Drive3  64.3  64.3  0.1  +3/No 

Bullard Avenue  East of Figarden Drive3  59.1  59.2  0.0  +3/No 

Barstow Avenue  East of Figarden Drive3  57.4  57.5  0.1  +3/No 

San Jose Avenue  West of Gates Avenue3  52.9  53.5  0.6  +3/No 

Brawley Avenue  South of Shaw Avenue2  60.1  61.1  1.0  +3/No 

Marty Avenue  South of Shaw Avenue2  60.0  60.1  0.1  +3/No 

Valentine Avenue  South of Shaw Avenue2  58.3  58.4  0.1  +3/No 

Shaw Avenue  West of Golden State Boulevard2  58.4  58.7  0.3  +3/No 

Shaw Avenue  West of Blythe Avenue2  65.5  65.9  0.3  +3/No 

Shaw Avenue  West of El Capitan Avenue2  62.8  63.1  0.3  +3/No 

Shaw Avenue  West of Brawley Avenue2  66.3  66.6  0.3  +3/No 
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Table 3.7‐26 (cont.): Existing Saturday Project Traffic Noise Contributions 

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Shaw Avenue  East of Brawley Avenue2  67.3  67.6  0.3  +3/No 

Shaw Avenue  East of Marty Avenue2  68.0  68.3  0.3  +3/No 

Shaw Avenue  East of Valentine Avenue2  67.7  68.0  0.3  +3/No 

Shaw Avenue  East of Feland Avenue2  67.0  67.2  0.2  +3/No 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
3  Nearest sensitive receptor is residential. 
Source: First Carbon Solutions, 2013. 

 

Table 3.7‐26 above shows that for the existing Saturday conditions, noise level contributions from 

the proposed project to the study area roadways would range from 0.0 to 1.0 dBA Ldn, which are all 

below the City’s significant increase threshold of 3 dBA Ldn.  Therefore, the project’s cumulative 

contribution to roadway noise would be less than significant for the existing Saturday conditions. 

Near‐Term Conditions 

The proposed project’s potential off‐site traffic noise impacts have been calculated through a 

comparison between the near‐term without‐project scenario and the near‐term with project 

scenario.  The results of this comparison are shown in Table 3.7‐27 for the weekday conditions and 

Table 3.7‐28 for the Saturday conditions. 

Table 3.7‐27: Near‐Term Weekday Project Traffic Noise Contributions 

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No Project 
With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Golden State Boulevard  North of Shaw Avenue2  61.8  61.8  0.0  +3/No 

Golden State Boulevard  South of Shaw Avenue2  58.4  58.5  0.0  +3/No 

Gates Avenue  South of Figarden Drive3  63.1  63.1  0.0  +3/No 

Gates Avenue  North of San Jose Avenue3  64.3  64.4  0.0  +3/No 

Gates Avenue  South of San Jose Avenue3  64.2  64.2  0.0  +3/No 

Figarden Drive  North of Bullard Avenue2  67.3  67.4  0.1  +3/No 

Figarden Drive  North of Gates Avenue3  65.8  65.9  0.1  +3/No 

Figarden Drive  North of Barstow Avenue3  64.5  64.6  0.1  +3/No 

Brawley Avenue  North of San Jose Avenue3  64.1  64.3  0.2  +3/No 
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Table 3.7‐27 (cont.): Near‐Term Weekday Project Traffic Noise Contributions 

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No Project 
With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Brawley Avenue  South of San Jose Avenue3  64.9  65.2  0.3  +3/No 

Brawley Avenue  South of Shaw Avenue2  60.6  61.1  0.5  +3/No 

Marty Avenue  South of San Jose Avenue3  56.0  56.0  0.0  +3/No 

Marty Avenue  South of Shaw Avenue2  59.4  59.5  0.1  +3/No 

Valentine Avenue  North of San Jose Avenue3  57.3  57.3  0.0  +3/No 

Valentine Avenue  South of San Jose Avenue3  56.5  56.5  0.0  +3/No 

Valentine Avenue  South of Shaw Avenue2  57.6  57.7  0.1  +3/No 

Marks Avenue  North of Shaw Avenue3  66.4  66.5  0.1  +3/No 

Marks Avenue  South of Shaw Avenue3  68.3  68.3  0.0  +3/No 

Bullard Avenue  West of Figarden Drive3  64.4  64.5  0.0  +3/No 

Bullard Avenue  East of Figarden Drive3  59.2  59.3  0.0  +3/No 

Barstow Avenue  East of Figarden Drive3  57.4  57.5  0.1  +3/No 

San Jose Avenue  West of Gates Avenue3  52.9  53.5  0.6  +3/No 

San Jose Avenue  West of Brawley Avenue3  56.6  57.0  0.4  +3/No 

San Jose Avenue  East of Brawley Avenue3  61.5  61.7  0.1  +3/No 

San Jose Avenue  East of Marty Avenue3  60.5  60.6  0.1  +3/No 

San Jose Avenue  East of Valentine Avenue3  59.4  59.5  0.1  +3/No 

Shaw Avenue  West of Golden State Boulevard2  57.3  57.5  0.2  +3/No 

Shaw Avenue  West of Blythe Avenue2  66.0  66.1  0.2  +3/No 

Shaw Avenue  West of El Capitan Avenue2  61.8  62.0  0.2  +3/No 

Shaw Avenue  West of Brawley Avenue2  65.0  65.2  0.2  +3/No 

Shaw Avenue  East of Brawley Avenue2  66.0  66.3  0.2  +3/No 

Shaw Avenue  East of Marty Avenue2  66.9  67.1  0.2  +3/No 

Shaw Avenue  East of Valentine Avenue2  67.0  67.2  0.2  +3/No 

Shaw Avenue  East of Feland Avenue2  66.5  66.6  0.1  +3/No 

Shaw Avenue  East of Marks Avenue3  64.2  64.3  0.1  +3/No 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
3  Nearest sensitive receptor is residential. 
Source: FirstCarbon Solutions, 2013. 
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Table 3.7‐27 above shows that for the near‐term weekday conditions, noise level contributions from 

the proposed project to the study area roadways would range from 0.0 to 0.6 dBA Ldn, which are all 

below the City’s significant increase threshold of 3 dBA Ldn.  Therefore, the project’s cumulative 

contribution to roadway noise would be less than significant for the near‐term weekday conditions. 

Table 3.7‐28: Near‐Term Saturday Project Traffic Noise Contributions  

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Golden State 
Boulevard 

North of Shaw Avenue2  62.5  62.5  0.0  +3/No 

Golden State 
Boulevard 

South of Shaw Avenue2  58.2  58.3  0.0  +3/No 

Brawley Avenue  South of Shaw Avenue2  60.3  61.2  0.9  +3/No 

Marty Avenue  South of Shaw Avenue2  60.1  60.2  0.1  +3/No 

Valentine Avenue  South of Shaw Avenue2  58.4  58.6  0.1  +3/No 

Shaw Avenue  West of Golden State 
Boulevard2 

58.5  58.8  0.3  +3/No 

Shaw Avenue  West of Blythe Avenue2  66.1  66.4  0.3  +3/No 

Shaw Avenue  West of El Capitan Avenue2  63.3  63.5  0.3  +3/No 

Shaw Avenue  West of Brawley Avenue2  66.7  66.9  0.3  +3/No 

Shaw Avenue  East of Brawley Avenue2  67.7  68.0  0.3  +3/No 

Shaw Avenue  East of Marty Avenue2  68.4  68.7  0.3  +3/No 

Shaw Avenue  East of Valentine Avenue2  68.0  68.3  0.3  +3/No 

Shaw Avenue  East of Feland Avenue2  67.3  67.5  0.2  +3/No 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
Source: FirstCarbon Solutions, 2013. 

 

Table 3.7‐28 above shows that for the near‐term Saturday conditions, noise level contributions from 

the proposed project to the study area roadways would range from 0.0 to 0.9 dBA Ldn, which are all 

below the City’s significant increase threshold of 3 dBA Ldn.  Therefore, the project’s cumulative 

contribution to roadway noise would be less than significant for the near‐term Saturday conditions. 

Year 2035 Conditions 

The proposed project’s potential off‐site traffic noise impacts have been calculated through a 

comparison between the year 2035 without‐project scenario and the year 2035 with project 
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scenario.  The results of this comparison are shown in Table 3.7‐29 for the weekday conditions and 

Table 3.7‐30 for the Saturday conditions. 

Table 3.7‐29: Year 2035 Weekday Project Traffic Noise Contributions 

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Gates Avenue  South of Figarden Drive3  63.9  63.9  0.0  +3/No 

Gates Avenue  North of San Jose Avenue3  65.8  65.9  0.1  +3/No 

Gates Avenue  South of San Jose Avenue3  65.9  65.9  0.0  +3/No 

Figarden Drive  North of Bullard Avenue2  68.1  68.1  0.0  +3/No 

Figarden Drive  North of Gates Avenue3  66.7  66.8  0.1  +3/No 

Figarden Drive  North of Barstow Avenue3  65.5  65.6  0.1  +3/No 

Brawley Avenue  North of San Jose Avenue3  65.6  65.7  0.1  +3/No 

Brawley Avenue  South of San Jose Avenue3  66.4  66.6  0.2  +3/No 

Brawley Avenue  South of Shaw Avenue2  62.4  62.7  0.3  +3/No 

Marty Avenue  South of San Jose Avenue3  58.9  58.9  0.0  +3/No 

Marty Avenue  South of Shaw Avenue2  60.5  60.5  0.0  +3/No 

Valentine Avenue  North of San Jose Avenue3  58.2  58.3  0.1  +3/No 

Valentine Avenue  South of San Jose Avenue3  58.7  58.7  0.0  +3/No 

Valentine Avenue  South of Shaw Avenue2  58.3  58.4  0.1  +3/No 

Marks Avenue  North of Shaw Avenue3  67.6  67.7  0.1  +3/No 

Marks Avenue  South of Shaw Avenue3  69.3  69.3  0.0  +3/No 

Bullard Avenue  West of Figarden Drive3  66.1  66.2  0.1  +3/No 

Bullard Avenue  East of Figarden Drive3  61.0  61.0  0.0  +3/No 

Barstow Avenue  East of Figarden Drive3  57.6  57.7  0.1  +3/No 

San Jose Avenue  West of Gates Avenue3  62.0  62.1  0.1  +3/No 

San Jose Avenue  West of Brawley Avenue3  61.5  61.7  0.2  +3/No 

San Jose Avenue  East of Brawley Avenue3  65.6  65.6  0.0  +3/No 

San Jose Avenue  East of Marty Avenue3  64.4  64.5  0.1  +3/No 

San Jose Avenue  East of Valentine Avenue3  63.1  63.1  0.0  +3/No 

Shaw Avenue  West of Blythe Avenue2  67.3  67.4  0.1  +3/No 

Shaw Avenue  West of El Capitan Avenue2  64.3  64.4  0.1  +3/No 

Shaw Avenue  West of Brawley Avenue2  67.2  67.3  0.1  +3/No 

Shaw Avenue  East of Brawley Avenue2  68.0  68.2  0.2  +3/No 
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Table 3.7‐29 (cont.): Year 2035 Weekday Project Traffic Noise Contributions 

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Shaw Avenue  East of Marty Avenue2  68.9  69.1  0.2  +3/No 

Shaw Avenue  East of Valentine Avenue2  68.9  69.1  0.2  +3/No 

Shaw Avenue  East of Feland Avenue2  68.0  68.1  0.1  +3/No 

Shaw Avenue  East of Marks Avenue3  65.3  65.4  0.1  +3/No 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
3  Nearest sensitive receptor is residential. 
Source: FirstCarbon Solutions, 2013. 

 

Table 3.7‐29 above shows that for the year 2035 weekday conditions, noise level contributions from 

the proposed project to the study area roadways would range from 0.0 to 0.3 dBA Ldn, are all below 

the City’s significant increase threshold of 3 dBA Ldn.  Therefore, the project’s cumulative 

contribution to roadway noise would be less than significant for the year 2035 weekday conditions. 

Table 3.7‐30: Year 2035 Saturday Project Traffic Noise Contributions  

Roadway  Segment 

dBA Ldn at Nearest Receptor
1 

No 
Project 

With 
Project 

Project 
Contribution 

Threshold/ 
Significant 
Impact? 

Brawley Avenue  South of Shaw Avenue2  62.1  62.7  0.6  +3/No 

Marty Avenue  South of Shaw Avenue2  61.3  61.3  0.0  +3/No 

Valentine Avenue  South of Shaw Avenue2  59.2  59.3  0.1  +3/No 

Shaw Avenue  West of Blythe Avenue2  68.4  68.5  0.1  +3/No 

Shaw Avenue  West of El Capitan Avenue2  65.5  65.6  0.1  +3/No 

Shaw Avenue  West of Brawley Avenue2  68.4  68.6  0.2  +3/No 

Shaw Avenue  East of Brawley Avenue2  69.3  69.5  0.2  +3/No 

Shaw Avenue  East of Marty Avenue2  69.9  70.1  0.2  +3/No 

Shaw Avenue  East of Valentine Avenue2  70.1  70.3  0.2  +3/No 

Shaw Avenue  East of Feland Avenue2  68.8  68.9  0.1  +3/No 

Notes:  
1  Distance to nearest sensitive receptors shown in Table 3.7‐15. 
2  Nearest sensitive receptor is office. 
Source: FirstCarbon Solutions, 2013. 
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Table 3.7‐30 above shows that for the year 2035 Saturday conditions, noise level contributions from 

the proposed project to the study area roadways would range from 0.0 to 0.6 dBA Ldn, which are all 

below the City’s significant increase threshold of 3 dBA Ldn.  Therefore, the project’s cumulative 

contribution to roadway noise would be less than significant for the year 2035 Saturday conditions. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Stationary Noise 

Impact NOI‐4:  The proposed project would not generate stationary noise levels that cause 
significant impacts at nearby receptors. 

Impact Analysis 

This impact addresses checklist items a) and c). 

The proposed project may cause potential stationary noise impacts onto the nearby sensitive 

receptors from the on‐site roads, rooftop mechanical equipment, trash compactors, truck loading 

areas, parking lot areas, forklift operations, and outdoor garden center. 

Policy H‐1‐k of the City of Fresno General Plan provides stationary noise standards.  An impact would 

occur if the stationary noise sources would exceed 50 dBA Leq or 70 dBA Lmax, between 7 a.m. and 10 

p.m. or 45 dBA Leq or 65 dBA Lmax, between 10 p.m. and 7 a.m.  If the existing ambient noise levels 

exceed the above standards, then the ambient noise level plus 5 dB becomes the standard.  In order 

to assess the proposed project’s stationary noise impacts on the nearby sensitive receptors, the 

SoundPlan modeling software was utilized for the Leq analysis and the FHWA‐RD‐77‐108 model was 

used for the Lmax analysis. 

Average Noise Level (Leq) Impacts 

In order to determine if the proposed project would exceed the City of Fresno stationary source average 

noise standards, the project site stationary noise sources were modeled separately from the off‐site 

noise sources.  The results are summarized in Table 3.7‐31 for the weekday conditions and Table 3.7‐32 

for the Saturday conditions, and the SoundPlan model printouts are provided in Appendix F. 

Table 3.7‐31: Stationary Only Weekday Noise Impacts at Nearby Sensitive Receptors 

Receiver1  Description 

Daytime (dBA Leq)  Nighttime (dBA Leq) 

Stationary 
Only 

City 
Standard2 

Stationary 
Only 

City 
Standard3 

1  Single‐family home to the northwest  47.7  61.8  47.3  53.5 
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Table 3.7‐31 (cont.): Stationary Only Weekday Noise Impacts at Nearby Sensitive 
Receptors 

Receiver1  Description 

Daytime (dBA Leq)  Nighttime (dBA Leq) 

Stationary 
Only 

City 
Standard2 

Stationary 
Only 

City 
Standard3 

2  Single‐family home to the north  47.8  61.3  47.4  53.0 

3  Single‐family home to the north  47.1  61.6  46.9  53.3 

4  Single‐family home to the north  47.1  62.8  46.9  54.7 

5  Single‐family home to the north  47.6  65.6  47.4  57.8 

6  Multi‐family home to the northeast  46.6  65.4  46.2  57.6 

7  Multi‐family home to the northeast  46.8  65.6  46.3  57.8 

8  Multi‐family home to the east  47.1  61.5  46.4  53.8 

Notes: 
1  Location of Receivers shown on Exhibit 3.7‐4. 
2  Daytime City Standard equals to 50 dBA Leq or existing ambient noise level from Table 3.7‐2 plus 5 dB, whichever is higher. 
3  Nighttime City Standard equal to 45 dBA Leq or existing ambient noise level from Table 3.7‐2 plus 5 dB, whichever is higher. 
Source: FirstCarbon Solutions, 2013. 

 

Table 3.7‐31 shows that for the proposed project stationary noise only weekday conditions, all 

analyzed receivers would be within both the City’s daytime and nighttime average noise standards 

for stationary sources.  Impacts would be less than significant for the weekday conditions. 

Table 3.7‐32: Stationary Only Saturday Noise Impacts at Nearby Sensitive Receptors 

Receiver1  Description 

Daytime (dBA Leq)  Nighttime (dBA Leq) 

Stationary 
Only 

City 
Standard2 

Stationary 
Only 

City 
Standard3 

1  Single‐family home to the northwest  47.7  59.7  47.3  51.4 

2  Single‐family home to the north  47.8  59.2  47.4  50.9 

3  Single‐family home to the north  47.1  59.6  46.9  51.4 

4  Single‐family home to the north  47.1  61.3  46.9  53.3 

5  Single‐family home to the north  47.6  64.7  47.4  56.9 

6  Multi‐family home to the northeast  46.6  65.0  46.2  57.2 

7  Multi‐family home to the northeast  46.8  65.1  46.3  57.3 

8  Multi‐family home to the east  47.1  64.1  46.4  53.4 

Notes: 
1  Location of Receivers shown on Exhibit 3.7‐4. 
2  Daytime City Standard equals to 50 dBA Leq or existing ambient noise level from Table 3.7‐2 plus 5 dB, whichever is higher.  
3  Nighttime City Standard equal to 45 dBA Leq or existing ambient noise level from Table 3.7‐2 plus 5 dB, whichever is higher. 
Source: FirstCarbon Solutions, 2013. 
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Table 3.7‐32 shows that for the proposed project stationary noise only Saturday conditions, all 

analyzed receivers would be within both the City’s daytime and nighttime average noise standards 

for stationary sources.  Impacts would be less than significant for the Saturday conditions. 

Maximum Noise Level (Lmax) Impacts 

A maximum noise level consists of the highest instantaneous noise level during a specified time 

period.  Maximum noise levels from the proposed project would typically occur from slamming of 

truck doors or startup and shutdown of trash compactors or other mechanical equipment.  The 

maximum noise levels typically would last around a second and only occur only a few times a day.  

Therefore, it is very unlikely to have maximum noise levels from multiple sources occurring 

simultaneously.  Because of this, the maximum noise level from each source has been analyzed 

separately through the use of the SoundPlan model.  Each source was analyzed as a point source, 

since the Lmax would occur from one action such as the slamming of a truck door.  The propagation of 

each point source was analyzed based on a “hard‐site” drop‐off rate of 6 dB per doubling of distance.  

Since the SoundPLAN model can only analyze the attenuation of one wall, where there are multiple 

walls, the wall that would provide the greatest attenuation was modeled.  A summary of the 

maximum noise level impacts is shown in Table 3.7‐33 and the calculations are shown in Appendix F. 

Table 3.7‐33: Stationary Maximum Noise Levels at Nearby Sensitive Receptors 

Stationary  Noise Source 

Reference Noise Measurement  Nearest Sensitive Receptor 

City Standards 
(day/night) 

Distance of 
Receptor to 
Source (feet) 

Noise Level1 

(dBA Lmax) 

Distance of 
Receptor to 
Source (feet) 

Noise Level1 

(dBA Lmax) 

Rooftop HVAC   10  67.6  240  33.4  70/65 dBA 
Lmax 

Rooftop Refrigeration   10  77.9  290  38.8  70/65 dBA 
Lmax 

Trash Compactor  10  73.8  190  40.6  70/65 dBA 
Lmax 

Garden Center  5  95.1  350  52.6  70/65 dBA 
Lmax 

Parking Lot  5  86.9  170  48.7  70/65 dBA 
Lmax 

Vendor Truck Loading 
Area 

30  67.9  190  44.8  70/65 dBA 
Lmax 

Tractor‐Trailer Truck 
Loading 

10  76.4  200  50.4  70/65 dBA 
Lmax 

Forklift Operations  10  87.9  180  49.8  70/65 dBA 
Lmax 

Notes: 
1  Noise level calculations are shown in Appendix F. 
Leq = average noise level, Lmax = maximum noise level based on slow meter response. 
Source: FirstCarbon Solutions, 2013. 
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Table 3.7‐33 shows that the proposed project’s stationary noise sources would not exceed the City’s 

daytime or nighttime maximum noise standards.  This impact would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Combined Transportation and Stationary Noise 

Impact NOI‐5:  The proposed project would not generate combined transportation and non‐
transportation noise levels that cause significant impacts at nearby receptors. 

Impact Analysis 

This impact addresses checklist items a) and c). 

This impact evaluates the proposed project’s potential to cause a substantial permanent increase in 

ambient noise levels because of combined transportation and stationary noise. 

Policy NS‐1‐a establishes 65 dBA Ldn or CNEL as the standard for desirable maximum average exterior 

noise levels for defined usable exterior areas of residential and noise‐sensitive land uses from 

transportation noise sources, and a standard of 60 dBA Ldn or CNEL for noise generated by stationary 

sources impinging upon residential and noise‐sensitive land uses. 

Policy NS‐1‐j of the City of Fresno General Plan details what constitutes a potentially significant 

project noise increase.  According to Policy NS‐1‐j, a significant increase in ambient noise levels is 

assumed if the project would increase noise level s in the immediate vicinity by 3 dBA Ldn or CNEL or 

more above the ambient noise limits established in the Fresno General Plan. 

Policy NS‐1‐m requires a project sponsor to mitigate noise created by new transportation sources so 

that the resulting noise levels do not exceed the City’s adopted standards for noise‐sensitive land 

uses.  As shown in Table 3.7‐11, the City’s exterior noise standard from transportation noise sources 

for receiving residential land uses, as measured at the outdoor active use areas of the property, is 65 

dBA Ldn or CNEL. 

The proposed project’s combined transportation and stationary noise impacts have been analyzed 

for the existing weekday, existing Saturday, year 2035 weekday, and year 2035 Saturday conditions.  

These scenarios were analyzed because the existing scenario has the greatest percentage increase of 

the project traffic to existing traffic and the year 2035 has the highest traffic volumes.  The combined 

transportation and stationary exterior noise levels created by the existing and year 2035 scenarios 

were calculated for the façades of the same nearby receptors that were analyzed for the existing 

conditions.  The results are summarized in Table 3.7‐34 and the SoundPlan printouts are provided in 
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Appendix F.  Exhibit 3.7‐5 show the existing weekday with project combined noise contours, Exhibit 

3.7‐6 shows the existing Saturday with project combined noise contours, Exhibit 3.7‐7 shows the 

year 2035 weekday without project combined noise contours, Exhibit 3.7‐8 shows the year 2035 

weekday with project combined noise contours, Exhibit 3.7‐9 shows the year 2035 Saturday without 

project combined noise contours, and Exhibit 3.7‐10 shows the year 2035 Saturday with project 

combined noise contours. 

Table 3.7‐34: Combined Transportation and Stationary Exterior Noise Levels at 
Nearby Sensitive Receptors  

Receiver  Description 
No Project 
(dBA Ldn) 

With Project 
(dBA Ldn) 

Increase 
(dBA) 

City 
Standard 

Existing Weekday 

1  Single‐family home to the northwest  57.5  59.7  2.2  +3 dBA 

2  Single‐family home to the north  57.0  59.3  2.3  +3 dBA 

3  Single‐family home to the north  57.3  59.3  2.0  +3 dBA 

4  Single‐family home to the north  58.6  60.2  1.6  +3 dBA 

5  Single‐family home to the north  61.5  62.6  1.1  +3 dBA 

6  Multi‐family home to the northeast  61.4  62.4  1.0  +3 dBA 

7  Multi‐family home to the northeast  61.6  62.5  0.9  +3 dBA 

8  Multi‐family home to the east  57.5  59.4  1.9  +3 dBA 

Existing Saturday 

1  Single‐family home to the northwest  55.4  59.4  4.0  +3 dBA 

2  Single‐family home to the north  54.9  59.0  4.1  +3 dBA 

3  Single‐family home to the north  55.4  59.1  3.7  +3 dBA 

4  Single‐family home to the north  57.2  60.0  2.8  +3 dBA 

5  Single‐family home to the north  60.6  62.4  1.8  +3 dBA 

6  Multi‐family home to the northeast  61.0  62.2  1.2  +3 dBA 

7  Multi‐family home to the northeast  61.1  62.2  1.1  +3 dBA 

8  Multi‐family home to the east  57.1  59.1  2.0  +3 dBA 

Year 2035 Weekday 

1  Single‐family home to the northwest  62.6  63.4  0.8  +3 dBA 

2  Single‐family home to the north  62.0  62.9  0.9  +3 dBA 

3  Single‐family home to the north  62.2  63.0  0.8  +3 dBA 

4  Single‐family home to the north  62.9  63.6  0.7  +3 dBA 

5  Single‐family home to the north  64.8  65.4  0.6  +3 dBA 

6  Multi‐family home to the northeast  63.4  64.0  0.6  +3 dBA 

7  Multi‐family home to the northeast  63.6  64.3  0.7  +3 dBA 

8  Multi‐family home to the east  59.4  60.7  1.3  +3 dBA 
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Table 3.7‐34 (cont.): Combined Transportation and Stationary Exterior Noise Levels at 
Nearby Sensitive Receptors 

Receiver  Description 
No Project 
(dBA Ldn) 

With Project 
(dBA Ldn) 

Increase 
(dBA) 

City 
Standard 

Year 2035 Saturday 

1  Single‐family home to the northwest  60.4  61.8  1.4  +3 dBA 

2  Single‐family home to the north  59.9  61.3  1.4  +3 dBA 

3  Single‐family home to the north  60.1  61.4  1.3  +3 dBA 

4  Single‐family home to the north  61.2  62.3  1.1  +3 dBA 

5  Single‐family home to the north  63.7  64.5  0.8  +3 dBA 

6  Multi‐family home to the northeast  63.0  63.8  0.8  +3 dBA 

7  Multi‐family home to the northeast  63.2  64.0  0.8  +3 dBA 

8  Multi‐family home to the east  59.0  60.6  1.6  +3 dBA 

Note: 
1  Location of Receivers shown on Exhibit 3.7‐1. 
Source: SoundPlan Version 7.2; FirstCarbon Solutions, 2013. 

 

Table 3.7‐34 shows that for the existing and year 2035 conditions, noise level contributions from the 

proposed project to the analyzed receivers would range from 0.6 to 4.1 dBA Ldn.  The project noise 

increases from the combined transportation and stationary noise sources would be within the City 

standards at all analyzed receivers.  Therefore, the project’s cumulative contribution to combined 

transportation and stationary noise impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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Exhibit 3.7-5
Existing Weekday With Project Noise Contour Map

Source: SoundPlan Version 7.2
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Exhibit 3.7-6
Existing Saturday With Project Noise Contour Map

Source: SoundPlan Version 7.2



THIS PAGE INTENTIONALLY LEFT BLANK 



I
31680018 • 02/2014 | 3.7-7_2035_wkdy_wo_proj_ncm.cdr CITY OF FRESNO • NORTHWEST FRESNO WALMART PROJECT

ENVIRONMENTAL IMPACT REPORT

Exhibit 3.7-7
Year 2035 Weekday Without Project Noise Contour Map

Source: SoundPlan Version 7.2
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Exhibit 3.7-8
Year 2035 Weekday With Project Noise Contour Map

Source: SoundPlan Version 7.2
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3.8 ‐ Public Services 

3.8.1 ‐ Introduction 

This section describes the existing public services and utilities and potential effects from project 

implementation on the site and its surrounding area.  Descriptions and analysis in this section are 

based on information provided by the Fresno Fire Department and the Fresno Police Department. 

3.8.2 ‐ Environmental Setting 

Fire Protection and Emergency Medical Services 

The Fresno Fire Department (Fire Department) provides fire protection and emergency medical 

services to the City of Fresno, as well as the Fig Garden Fire District and the North Central Fire 

District.  The Fire Department’s total service area is 336 square miles, containing a population of 

approximately 525,000 persons.  The Fire Department is headquartered at 911 H Street in Fresno. 

Fire Stations 

The Fire Department operates 24 fire stations.  The three stations closest to the project site are 

summarized in Table 3.8‐1. 

Table 3.8‐1: Fire Station Summary 

Station No.  Address  Distance From Project Site  Apparatus  Staffing 

12  2874 W. Acacia Avenue  1.2 miles  1 Engine  3 firefighters 

14  6239 N. Polk Avenue  2.5 miles  1 Engine  3 firefighters 

20  4537 N. Wishon Avenue  3.9 miles  1 Engine  3 firefighters 

18  5938 N. La Ventana Avenue  4.1 miles  1 Engine  3 firefighters 

2  7114 N. West Avenue   4.2 miles  1 Engine  3 firefighters 

Source: City of Fresno, 2013. 

 

Staffing 

The Fire Department is staffed by 352 permanent positions, including 14 chief officers; 296 sworn safety 

firefighters; 15 sworn non‐safety inspectors; and 27 non‐sworn, professional, and support personnel. 

Apparatus 

The Fire Department’s equipment consists of 19 engines, five ladder trucks, four water tenders, two 

brush rigs, two Type 1 Hazmat rigs, two patrol rigs, two rescue boats, and two aircraft rescue units. 

Calls for Service 

In 2012, the Fire Department responded to 35,644 emergency calls. 



City of Fresno – Northwest Fresno Walmart Project 
Public Services  Draft EIR 

 

 
3.8‐2  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐08 Public Services.docx 

The Fire Department indicated that in 2012, it responded to 20 calls total at the existing Walmart at 

3680 W. Shaw Avenue.  Of the 20 calls, 10 were for medical aid, 9 were service calls, and one was a 

false alarm. 

Response Times 

The Fire Department’s average response time was 7 minutes, 4 seconds for 90 percent of calls in 

2011, the most recent year data was available.  Note that response time is measured from receipt of 

the 911 call at the dispatch center to arrival of apparatus on‐scene. 

Aid Agreements 

The Fire Department has established an automatic aid agreement with the Clovis Fire Department 

and a mutual aid agreement with the Fresno County Fire Protection District. 

Police Protection 

The Fresno Police Department (Police Department) provides law enforcement to the City of Fresno.  

The Police Department is headquartered at 2323 Mariposa Street in Fresno.  The Police Department 

operates four substations throughout the City of Fresno, with the Northwest Substation at 3781 N. 

Hughes Avenue being the closest to the project site. 

Organization 

The Police Department is organized into four divisions: Patrol, Investigative Services, Support, and 

Professional Standards.  The Patrol Division includes the Traffic/Field Services Bureau and four 

geographical districts to which patrol officers are assigned: Northwest, Northeast, Southwest, and 

Southeast.  The Investigative Services Division consists of four bureaus that focus on violent crimes, 

family justice, special investigations, and crime scenes.  The Support Division includes personnel, 

training, communications, and records bureaus.  The Professional Standards Division oversees 

administrative and personnel‐related issues such as accountability and compliance, internal affairs, 

and fiscal affairs.   

Staffing 

The Fresno Police Department is staffed by 719 sworn police officers.  There are approximately 78 

police officers assigned to patrol the Northwest District. 

Response Times 

The Police Department’s average response time to “Priority 0” calls (highest priority) is 7 minutes, 45 

seconds; its average response time to “Priority 1” calls (next highest priority) is 15 minutes, 48 

seconds. 

Calls for Service 

In 2010, the Police Department responded to 395,586 calls for service.  Of this figure, 19.9 percent 

(78,038) occurred in the Northwest District, which includes the project site.  The Northwest District 

ranked third of the five districts in terms of the highest number of calls for service. 
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The Police Department indicated that it responded to approximately 20 police calls for service for the 

2012 calendar year at the proposed project site.  The calls for service to the vacant project site 

consisted of trespassing, thefts of copper wire, burglaries, and suspicious activity.   

The Police Department indicated that it responded to approximately 527 calls for service at the 

existing Walmart Store No. 1815 at 3680 W. Shaw Avenue from January 1, 2013 through December 

31, 2013.  The Police Department indicated that for a similar development (the Walmart located at 

7065 N. Ingram in Fresno) in the Northwest Policing District, it responded to approximately 467 

police calls for service within a one‐year period (2012). 

3.8.3 ‐ Regulatory Framework 

State 

California Building Standards Code 

Title 24 of the California Code of Regulations, also known as the California Building Standards Code, 

is a compilation of three types of building standards from three different origins: 

 Building standards that have been adopted by state agencies without change from building 

standards contained in national model codes 
 

 Building standards that have been adopted and adapted from the national model code 

standards to meet California conditions 
 

 Building standards, authorized by the California legislature, that constitute extensive additions 
not covered by the model codes that have been adopted to address particular California concerns 

 

The California Fire Code is a component of the California Building Standards Code and contains fire 

safety‐related building standards. 

Local 

City of Fresno 

Fresno General Plan 

The City of Fresno General Plan establishes the following applicable objectives and policies related to 

public services: 

Public Utilities and Services Element 

 Objective PU‐1: Provide the level of law enforcement and crime prevention services necessary 

to maintain a safe, secure, and stable urban living environment through a Police Department 

that is dedicated to providing professional, ethical, efficient, and innovative service with 

integrity, consistency, and pride. 

‐ Implementing Policy PU‐1‐a: Integration of Crime Data.  Develop a mechanism to share 

pertinent crime data from multiple sources with other law enforcement agencies as a means 

of improving service delivery, officer safety, and providing a safer community for the citizens 

of Fresno. 
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○ Strive to develop and implement data sharing agreements externally throughout County 

of Fresno Law Enforcement Agencies with the intent of participating in region‐wide data 

sharing agreements throughout the State of California. 

○ Utilize developing technologies internally to ensure that crime specific data is made 

available for first responders and criminal investigators. 

○ Develop advanced predictive policing capabilities to ensure that limited law enforcement 

resources are properly placed to reduce criminal activity in locations of the city that are 

identified as having a high probability of criminal activity. 

○ Fully implement a Real Time Crime Center which provides responding officers integrated 

computer data, video data from the Video Policing Unit, and up‐to‐date emergency 

dispatch information as a means of improving officer safety to critical incidents and service 

delivery to the community. 

‐ Implementing Policy PU‐1‐b: Involvement in General Plan.  Facilitate Police Department 

participation in the implementation of General Plan policies, including citizen participation 

efforts and the application of crime prevention design measures to reduce the exposure of 

neighborhoods to crime and to promote community security.  

○ Facilitate Police Department communication with citizen advisory committees. 

○ Refer appropriate development entitlements to the Police Department for review and 

comment. 

‐ Implementing Policy PU‐1‐c: Safety Considerations in Development Approval.  Continue to 

identify and apply appropriate safety, design and operational measures as conditions of 

development approval, including, but not limited to, street access control measures, lighting 

and visibility of access points and common areas, functional and secure on‐site recreational 

and open space improvements within residential developments, and use of State licensed, 

uniformed security. 

‐ Implementing Policy PU‐1‐d: New Police Station Locations.  Consideration will be given to 
collocating new police station facilities with other public property including, but not limited 

to, schools, parks, playgrounds, and community centers to create a synergy of participation 

in the neighborhood with the potential result of less vandalism and promotion of a better 

sense of security for the citizens using these facilities. 

‐ Implementing Policy PU‐1‐e: Communication with Public.  Maximize communication and 

cooperative efforts with residents and businesses in order to identify crime problems and 

optimize the effectiveness of crime prevention measures and law enforcement programs. 

‐ Implementing Policy PU‐1‐f: Law Enforcement Collaboration.  Collaborate with community‐

based public, non‐profit and private agencies to: 

○ Develop comprehensive narcotics and violence prevention programs designed to 

discourage delinquent behavior and narcotics abuse and to encourage viable alternative 

behaviors.  

○ Develop a more concentrated understanding of how to assist and support citizens with a 

variety of disabilities, especially those with cognitive and developmental auditory 

disabilities. 

○ Maintain active involvement in youth development and delinquency prevention activities. 
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‐ Implementing Policy PU‐1‐g: Plan for Optimum Service.  Create and adopt a program to 

provide targeted police services and establish long‐term steps for attaining and maintaining 

the optimum levels of service ‐ 1.5 unrestricted officers per 1,000 residents. 

‐ Implementing Policy PU‐1‐h: Retail Conversion.  Assist community groups seeking 

information on conversion of establishments with off‐site or on‐site liquor sales licenses to 

other retail products that better meet community needs. 

‐ Implementing Policy PU‐1‐i: Crime and Nuisances.  Assist community and neighborhood 

groups seeking to reduce crime and nuisances they associate with high concentrations of 

establishments with off‐sale or on‐sale liquor licenses through Police Department 

consultations, other available services, and programs such as Neighborhood Watch. 

‐ Implementing Policy PU‐1‐j: Lighting and Safety.  Ensure adequate lighting at off‐sale liquor 

stores to help deter crime and to promote a more inviting and safe atmosphere around them. 

 Objective PU‐2: Ensure that the Fire Department’s staffing and equipment resources are 

sufficient to meet all fire and emergency service level objectives and are provided in an 

efficient and cost effective manner. 

‐ Implementing Policy PU‐2‐a: Unify Fire Protection.  Pursue long‐range transfer of fire 

protection service agreements with adjacent fire districts that, in concert with existing 

automatic aid agreements, will lead to the eventual unification of fire protection services in 

the greater Fresno area. 

‐ Implementing Policy PU‐2‐b: Maintain Ability.  Strive to continually maintain the Fire 

Department’s ability to provide staffing and equipment resources to effectively prevent and 

mitigate emergencies in existing and new high‐rise buildings and in other high‐density 

residential and commercial development throughout the city. 

‐ Implementing Policy PU‐2‐c: Rescue Standards.  Develop appropriate standards, as 
necessary, for rescue operations, including, but not limited to, confined space, high angle, 

swift water rescues, and the unique challenges of a high‐speed train corridor. 

‐ Implementing Policy PU‐2‐d: Station Siting.  Use the General Plan, community plans, 

Specific Plans, neighborhood plans, and Concept Plans, the City’s Geographic Information 

Systems (GIS) database, and a fire station location program to achieve optimum siting of 

future fire stations. 

‐ Implementing Policy PU‐2‐e: Service Standards.  Strive to achieve a community wide risk 

management plan that include the following service level objectives 90 percent of the time: 

○ First Unit on Scene – First fire unit arriving with minimum of three firefighters within 5 

minutes and 20 seconds from the time the unit was alerted to the emergency incident. 

○ Effective Response Force – Provide sufficient number of firefighters on the scene of an 

emergency within 9 minutes and 20 seconds from the time of unit alert to arrival.  The 

effective response force is measured as 15 firefighters for low risk fire incidents and 21 

firefighters for high risk fire incidents and is the number of personnel necessary to 

complete specific tasks required to contain and control fire minimizing loss of life and 

property. 

‐ Implementing Policy PU‐2‐f: Plan for Optimum Service.  Create and adopt a program to 

provide appropriate number of employees to effectively respond to call volume and type; 

and establish a long‐term plan to attain a level of service of 0.81 firefighters per 1,000 

residents. 
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‐ Implementing Policy PU‐2‐g: Community Facilities District for Emergency Services.  Develop 

strategies on the formation of Community Facilities Districts in new Development Areas to 

fund emergency services. 

 Objective PU‐3: Enhance the level of fire protection to meet the increasing demand for 

services from an increasing population. 

‐ Implementing Policy PU‐3‐a: Fire Prevention Inspections.  Develop strategies to enable the 

performance of annual fire and life safety inspection of all industrial, commercial, 

institutional, and multi‐family residential buildings, in accordance with nationally recognized 

standards for the level of service necessary for a large Metropolitan Area, including a self‐

certification program. 

‐ Implementing Policy PU‐3‐d: Review Development Applications.  Continue Fire Department 

review of development applications, provide comments and recommend conditions of 

approval that will ensure adequate on‐site and off‐site fire protection systems and features 

are provided. 

‐ Implementing Policy PU‐3‐e: Building Codes.  Adopt and enforce amendments to 

construction and fire codes, as determined appropriate, to systematically reduce the level of 

risk to life and property from fire, commensurate with the City’s fire suppression 

capabilities. 

‐ Implementing Policy PU‐3‐f: Adequate Infrastructure.  Continue to pursue the provision of 

adequate water supplies, hydrants, and appropriate property access to allow for adequate 

fire suppression throughout the City. 

‐ Implementing Policy PU‐3‐g: Cost Recovery.  Continue to evaluate appropriate codes, 

policies, and methods to generate fees or other sources of revenue to offset the ongoing 

personnel and maintenance costs of providing fire prevention and response services. 

 

Consistency with the City of Fresno General Plan objectives and policies is discussed in Section 3.6, 

Land Use of this EIR. 

3.8.4 ‐ Methodology 

A variety of information sources and methods to evaluate impacts on public services and utilities, 

which are described below, were reviewed.  

As part of the City of Fresno’s established process, the Fresno Fire Department reviewed and 

commented on the project application in May 2013.  A copy of the Fire Department’s comments is 

provided in Appendix G.   

The Fresno Police Department provided a letter, dated April 24, 2013, in response to a request by 

City staff to review the project application.  A copy of the Police Department’s letter is provided in 

Appendix G. 

3.8.5 ‐ Thresholds of Significance 

According to Appendix G, Environmental Checklist, of the CEQA Guidelines, public services impacts 

resulting from the implementation of the proposed project would be considered significant if the 

project would: 
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Would the project result in substantial adverse physical impacts associated with the 

provision of new or physically altered governmental facilities, need for new or 

physically altered governmental facilities, the construction of which could cause 

significant environmental impacts, in order to maintain acceptable service ratios, 

response times or other performance objectives for any of the public services: 

a)  Fire Protection? 

b)  Police Protection? 

c)  Schools?  (Refer to Section 7, Effects Found not to be Significant.) 

d)  Parks?  (Refer to Section 7, Effects Found not to be Significant.) 

e)  Other public facilities?  (Refer to Section 7, Effects Found not to be Significant.) 

 

3.8.6 ‐ Project Impacts and Mitigation Measures 

Fire Protection and Emergency Medical Services 

Impact PS‐1:  The proposed project would not result in a need for new or physically altered 
fire protection that would cause significant environmental impacts.  

Impact Analysis 

The project site is currently developed, and is served with fire protection and emergency medical 

services provided by the Fresno Fire Department.  The proposed project would continue to be served 

by the Fresno Fire Department. 

The Fresno Fire Department provided written comments (dated January 18, 2013) on the project 

application and indicated that it had no requirements for the proposed project; refer to Appendix G.  

The Fresno Fire Department provided updated comments on May 9, 2013 (refer to Appendix G), 

indicating that the proposed project would not impose significant impacts on the Department’s 

ability to deliver fire and medical emergency services.  The Fresno General Plan indicates that the 

Fire Department has been unable to meet target response times because of cuts in the number of 

units available to respond.  In 2009, the Fire Department had 25 operational units available to 

respond; however, because of the economic downturn in 2010, the Fire Department had to reduce 

the number of responding units to 19 (a 24 percent reduction in available work force), even though 

the service level demands remained the same or were higher. 

As shown in Table 3.8‐1, the closest fire station to the project site is Station No. 12 located at 2874 

W. Acacia Avenue, 1.2 miles to the southeast.  The Fresno General Plan establishes that average fire 

response times should be no more than 5 minutes and 20 seconds for 90 percent of emergency 

incident responses within the metropolitan area.  In 2013, the Fire Department response time was 6 

minutes 26 seconds to 90 percent of fire and medical emergencies.  However, as indicated by the 

Fresno Fire Department, the proposed project will impose no significant impact to the delivery of 

fire and medical emergency services delivery system to the project site.  As such, the project site is 

located within an area served by acceptable response times. 

Because the Fresno Fire Department did not identify any significant impacts to its ability to deliver 

fire and medical emergency services, impacts would be less than significant. 
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Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary.  

Level of Significance After Mitigation 

Less than significant impact. 

Police Protection 

Impact PS‐2:  The proposed project would not result in a need for a new or physically altered 
police protection facilities that would cause significant environmental impacts.  

Impact Analysis 

The existing project site is currently developed, and is served with police protection services 

provided by the Fresno Police Department.  The proposed project would continue to be served by 

the Fresno Police Department. 

The Fresno Police Department provided a letter (dated April 24, 2013) in response to a request by the 

City staff to review the project application.  The Police Department indicated that a similar Walmart, 

located at 7065 N. Ingram in Fresno, generated 467 police calls for service in a 1‐year period (2012).  The 

Police Department’s primary concern with the proposed Northwest Fresno Walmart Project is “the 

propensity of the location to generate calls for police service.”  As such, the Fresno Police Department 

has recommendations that have been included with the Conditional Use Permit Application No. C‐13‐

002 (the letter is provided in Appendix G).  The proposed conditions consist of: 

 Fresno Municipal Codes: Walmart shall comply with all applicable provisions of the Fresno 

Municipal Codes.  
 

 State and Federal Law: Walmart shall comply with all applicable state and federal law, rules, 

and regulations.  
 

 Video Camera: Walmart must install a fully functional color digital video camera system prior 

to exercising any privileges granted by the Conditional Use Permit.  The video camera system 

should meet the following requirements: 

‐ The video camera system must continuously record, store, be capable of playing back 

images and be fully functional at all times, including during any hours the business is closed.  

The video camera system must be maintained in a secured location inside of the business.  

‐ The video camera system shall have the correct date and time stamped onto the image at all 

times. 

‐ The camera storage capacity should be for at least one week (seven calendar days).  Such 

cameras must be capable of producing retrievable and identifiable images, then can be 

made a permanent record which can be enlarged through project or other means.  

‐ Digital video recorder must be capable of storing at least seven days of real‐time activities.  
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‐ The video camera system shall be capable of producing a CD or digital playback feature and 

may be provided to an authorized representative of the Fresno Police Department within 24 

hours of the initial request related to a criminal investigation only.  

‐ The interior of the business must have at least one camera placed to focus on each cash 

register transaction to include the clerk as well as the customer waiting area.  There should 

be at least one camera focused on the entrance and the camera view should clearly show an 

image of the color coded height tape installed on the inside of the door jamb.  

‐ There shall be four exterior cameras placed so as to record activities in the primary 

customer parking areas of their business.  These cameras should be of sufficient quality to 

be able to identify persons and or vehicles utilized the business parking lot.  

‐ All interior cameras shall record in color. 

‐ All exterior cameras shall record in color and have automatic low lighting switch capabilities 

to black and white.  Exterior cameras should be in weatherproof enclosures and located in a 

manner that will prevent or reduce the possibility of vandalism.  
 

 ABC Education: Any and all employees hired to sell alcoholic beverages shall provide evidence 

that they have either (1) completed training from the State of California Department of 

Alcoholic Beverage Control – Fresno District Office‐administered “Leadership and Education in 

Alcohol and Drugs.”  Program as confirmed by receipt of an ABC issued certificate of 

completion or (2) completed equivalent training acceptable to the ABC‐Fresno District Office 

to ensure proper distribution of beer, wine, distilled spirits, tobacco, and inhalants to adults of 

legal age. 
 

 Sale of Malt and Wine‐Cooler Alcoholic Beverages: Malt liquor or malt beverage products shall 

not be sold in less than six pack quantities for sale; all wine cooler products shall not be sold in 

less than four pack quantities for sale; single sales of any other beer product is permitted. 
 

 Wine Alcohol Per Volume: No wine shall be sold with an alcoholic content greater than 24% 

volume, except premium dessert wines priced at $10.00 or more. 
 

 Non‐refrigerated Alcoholic Beverages: Non‐refrigerated “hard” liquor or “distilled spirits” shall 
be placed within the cashier’s area or shall be located in a locked cabinet, or other locked 

shelving system.  This system will have access controlled with either manual, remote control 

locking devices or other appropriate and acceptable locking systems approved in writing by 

the Fresno Police Department. 
 

 Posting Property: Walmart shall post the property with the appropriate Fresno Municipal 

Code signs advising that consumption of alcoholic beverages, gambling, trespassing or 

loitering will be in violation of municipal ordinances.  Walmart must send a letter to the 

Fresno Police department every 180 days that authorizes peace officers to enter Walmart’s 

real property to enforce the aforementioned activities. 
 

 Consumption of Alcoholic Beverages and Loitering: Walmart shall not allow alcoholic 

beverages to be consumed outside the building premises or any other adjacent property 

under its control.  Walmart shall almost not allow any loitering or gambling on building 

premises or any adjacent property under its control. 
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 Property Responsibilities: “Frequent” (1.5 times the average number of responses) responses 

by the Fresno Police Department arising out of or relating to animal disturbances, violent 

criminal acts, illegal consumption of intoxicants, gaming activities, and juvenile disturbances, 

or any other activities in Fresno Municipal Code section 10‐708(g) may result in the revocation 

of  the Conditional Use Permit.  In addition, fines may be assessed for violating the 

Management of Real Property Ordinance. 

 

The Conditions of Approval are legally binding upon the project applicant; as such, there is certainty 

that they would be implemented and, therefore, impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.9 ‐ Transportation/Traffic 

3.9.1 ‐ Introduction 

This section describes the existing transportation setting and potential effects from project 

implementation on the site and its surrounding area.  Descriptions and analysis in this section are 

based upon information contained in the Traffic Impact Study prepared by Peters Engineering Group 

and included in this EIR as Appendix H. 

3.9.2 ‐ Environmental Setting 

Roadway Network 

The following are summaries of key roadways in the project vicinity.  The roadways are shown on 

Exhibit 3.9‐1. 

Shaw Avenue 

Shaw Avenue is an east‐west roadway extending through the entire length of the City of Fresno and 

beyond.  Shaw Avenue consists of three lanes in each direction divided by a median at the study 

locations east of Brawley Avenue with a posted speed limit of 40 miles per hour.  Traffic volumes 

were on the order of 33,000 vehicles per day adjacent to the project site in June 2013.  Shaw Avenue 

generally consists of three lanes in the westbound direction and two lanes in the eastbound 

direction divided by a median between Brawley Avenue and Blythe Avenue.  Shaw Avenue consists 

of four lanes with a median between Blythe Avenue and State Route 99 (SR‐99). 

At the time the traffic counts were performed, the intersections on Shaw Avenue within the study 

area were coordinated with a cycle length of 122 seconds during the AM peak hour and a cycle 

length of 126 seconds during the PM peak hour and weekend peak hours. 

The Master Environmental Impact Report (MEIR) for the Fresno General Plan indicates that Shaw 

Avenue between Golden State Boulevard and Jennifer Avenue is expected to operate at LOS F in the 

future. 

Brawley Avenue 

Brawley Avenue is a north‐south roadway extending within the study area from Figarden Drive (at 

approximately Barstow Avenue) to Ashlan Avenue.  This segment is designated as an arterial street in 

the Fresno General Plan.  Brawley Avenue within the study area is developed with four lanes, a 

median, and bike lanes.  The posted speed limit is 40 miles per hour.  Traffic volumes were on the 

order of 18,000 vehicles per day adjacent to the project site in June 2013.  The MEIR for the Fresno 

General Plan indicates that Brawley Avenue between Shaw Avenue and San Jose Avenue is expected 

to operate at LOS F in the future. 

San Jose Avenue 

San Jose Avenue is an east‐west roadway extending within the study area from Salinas Avenue to the 

BNSF railroad tracks.  It is designated as a collector street in the Fresno General Plan.  San Jose 

Avenue west of Brawley Avenue is developed with one lane in the westbound direction, two lanes in 



City of Fresno – Northwest Fresno Walmart Project 
Transportation/Traffic  Draft EIR 

 

 
3.9‐2  FirstCarbon Solutions 
  H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐09 Transportation‐Traffic.docx 

the eastbound direction, a two‐way left‐turn lane, and bike lanes.  San Jose Avenue between Brawley 

Avenue and Marty Avenue is developed with two lanes in each direction, a two‐way left‐turn lane, 

and bike lanes.  San Jose Avenue east of Marty Avenue is developed with two lanes in the westbound 

direction, one lane in the eastbound direction, a two‐way left‐turn lane, and bike lanes.  The posted 

speed limit is 35 miles per hour west of Brawley Avenue and 40 miles per hour east of Brawley 

Avenue. 

Figarden Drive 

Figarden Drive is a loop road extending from Brawley Avenue (near Barstow Avenue) to Brawley 

Avenue south of Herndon Avenue and then extending to Bullard Avenue near Marks Avenue.  It is 

designated as an arterial street in the Fresno  General Plan.  Figarden Drive is developed with four 

lanes, a median, and bike lanes in the study area.  The posted speed limit is 40 miles per hour. 

Level of Service 

The Transportation Research Board Highway Capacity Manual, 2010, (HCM2010) defines level of 

service (LOS) as “A quantitative stratification of a performance measure or measures that represent 

quality of service, measured on an A‐F scale, with LOS A representing the best operating conditions 

from the traveler’s perspective and LOS F the worst.” 

Automobile mode LOS characteristics for both unsignalized and signalized intersections are 

presented in Table 3.9‐1 and Table 3.9‐2.  Automobile mode LOS characteristics for uninterrupted 

flow two‐lane highways are presented in Table 3.9‐3. 

Table 3.9‐1: Level of Service Characteristics for Unsignalized Intersections 

Level of Service  Average Vehicle Delay (seconds) 

A  0–10 

B  >10–15 

C  >15–25 

D  >25–35 

E  >35–50 

F  >50 

Source: Transportation Research Board, 2010. 

 

Table 3.9‐2: Level of Service Characteristics for Signalized Intersections 

Level of Service  Description 
Average Vehicle Delay 

(seconds) 

A 
Volume‐to‐capacity ratio is low.  Progression is exceptionally 
favorable or the cycle length is very short. 

<10 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Transportation/Traffic 

 

 
FirstCarbon Solutions  3.9‐3 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐09 Transportation‐Traffic.docx 

Table 3.9‐2 (cont.): Level of Service Characteristics for Signalized Intersections 

Level of Service  Description 
Average Vehicle Delay 

(seconds) 

B 
Volume‐to‐capacity ratio is low.  Progression is highly 
favorable or the cycle length is very short. 

>10‐20 

C 
Volume‐to‐capacity ratio is no greater than 1.0.  Progression 
is favorable or cycle length is moderate. 

>20‐35 

D 
Volume‐to‐capacity ratio is high but no greater than 1.0.  
Progression is ineffective or cycle length is long.  Many 
vehicles stop and individual cycle failures are noticeable. 

>35‐55 

E 
Volume‐to‐capacity ratio is high but no greater than 1.0.  
Progression is unfavorable and cycle length is long.  Individual 
cycle failures are frequent. 

>55‐80 

F 
Volume‐to‐capacity ratio is greater than 1.0.  Progression is 
very poor and cycle length is long.  Most cycles fail to clear 
the queue. 

>80 

Source: Transportation Research Board, 2010. 

 

Table 3.9‐3: Level of Service Characteristics for Roadway Segments 

Level of 
Service  Description 

A  High operating speeds with a small amount of platooning. 

B  Speed reductions are present and platooning is noticeable. 

C  Most vehicles traveling in platoons with speeds noticeably curtailed. 

D  Platooning increases significantly. 

E  Demand approaching capacity.  Speeds seriously curtailed. 

F  Demand exceeds capacity and heavy congestion exists. 

Source: Transportation Research Board, 2010. 

 

The City of Fresno adopted its current Fresno General Plan in December 2014.  The City of Fresno 

previously required LOS D or better to be maintained to comply with the 2025 General Plan.   

However, the Master EIR (MEIR) prepared for the current Fresno General Plan acknowledges that: 

The Fresno General Plan accepts lower LOS values.  This reflects a change in policy 

for the City of Fresno to acknowledge that transportation planning based solely on 

roadway LOS, which considers only driver comfort and convenience, is not desirable 

since it fails to acknowledge other users of the circulation system and other 

community values.  In evaluating the roadway system, a lower vehicle LOS may be 

desired when balanced against other community values related to resource 
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protection, social equity, economic development, and consideration of pedestrians, 

bicyclists, and transit users.  In addition, roadway LOS is directly linked to roadway 

infrastructure costs.  A higher LOS results in greater expenditure of infrastructure for 

wider roadways that do not necessarily serve all users of the circulation system and 

may compete with other policies of the Fresno General Plan. 

 

The project site as well as the study area intersections and roadway segments are located either in 

traffic impact zone III (TIZ‐III) or on the border of TAZ III and TAZ II.  Because an intersection or a 

segment is located on the border of two traffic impact zones, the City has determined that the more 

restrictive traffic impact zone will apply.  According to the MEIR and current Fresno General Plan, the 

following criteria is identified: 

TIZ‐III generally represents areas near or outside of the City Limits but within the SOI 

[sphere‐of‐influence] as of December 31, 2012.  Maintain a peak hour LOS standard 

of D or better for all intersections and roadway segments.  A TIS will be required for 

all development projected to generate 100 or more peak hour new vehicle trips. 

 

The MEIR concluded that 27 roadway segments under existing plus project conditions and 43 

roadway segments under existing plus project plus cumulative conditions in TIZ III would have 

exceeded the LOS D threshold established by Policy E‐1 of the previous City of Fresno 2025 General 

Plan.  Although these roadway segment exceeded the LOS threshold, Policy MT‐2‐i of the current 

Fresno General Plan would allow LOS E and LOS F on these roadway segments.  None of the 27 

roadway segments (under existing plus project conditions) and 43 roadway segments (under existing 

plus project plus cumulative conditions) were either identified as study area roadway segment or a 

roadway segment that was found to operate at an acceptable LOS D or better within this analysis. 

Traffic Operations 

Study Area and Time Period 

The study intersections and road segments were determined based on the anticipated volume and 

distribution of project traffic in consultation with staff of the City of Fresno and the California 

Department of Transportation (Caltrans).  This report includes analysis of the following intersections: 

  1.  Bullard Avenue/Figarden Drive1 

  2.  Gates Avenue/Figarden Drive 

  3.  Barstow Avenue/Brawley Avenue1 

  4.  San Jose Avenue/Gates Avenue1 

  5.  San Jose Avenue/Brawley Avenue 

  6.  San Jose Avenue/Marty Avenue1 

  7.  San Jose Avenue/Valentine Avenue1 

  8.  Site Access/Brawley Avenue 

  9.  Shaw Avenue/Golden State Boulevard 

 10.  Shaw Avenue/Blythe Avenue 

 11.  Shaw Avenue/El Capitan Avenue 

                                                            
1
  The City of Fresno requested that this additional intersection be included in the analysis. 
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12.  Shaw Avenue/Brawley Avenue 
 13.  Shaw Avenue/Marty Avenue 

 14.  Shaw Avenue/Valentine Avenue 

 15.  Shaw Avenue/Feland Avenue 

 16.  Shaw Avenue/Marks Avenue 

 17.  Shaw Avenue/SR‐99 Interchange (trip trace only)2 

 18.  Ashlan Avenue/SR‐99 Interchange (trip trace only)2 

 

Based on a review of Figure MT‐4 of the City of Fresno  General Plan, each of the above intersections 

is located within TIZ III, which has a level of service threshold of LOS D or better.  Each of the above 

intersections was evaluated for the standard AM, PM, and Saturday peak‐hour analyses.  In addition, 

the City requested that midday weekday peak‐hour analyses (with and without the Project) be 

conducted for the eight intersections on Shaw Avenue. 

This report also includes analysis of the following road segments: 

  1.  Shaw Avenue between Golden State Boulevard and Blythe Avenue 

  2.  Shaw Avenue between Blythe Avenue and El Capitan Avenue 

  3.  Shaw Avenue between El Capitan Avenue and Brawley Avenue 

  4.  Shaw Avenue between Brawley Avenue and Marty Avenue 

  5.  Shaw Avenue between Marty Avenue and Valentine Avenue 

  6.  Shaw Avenue between Valentine Avenue and Feland Avenue 

  7.  Shaw Avenue between Feland Avenue and Marks Avenue 

  8.  Figarden Drive between Bullard Avenue and Gates Avenue 

  9.  Figarden Drive between Gates Avenue and Barstow Avenue 

 10.  Brawley Avenue between Barstow Avenue and San Jose Avenue 

 11.  Brawley Avenue between San Jose Avenue and Site Access 

 12.  Brawley Avenue between Site Access and Shaw Avenue 

 

The locations of the study intersections and road segments are presented in Exhibit 3.9‐1, and each 

of the segments is located within TAZ III, which has a level of service threshold of LOS D or better. 

Existing Traffic Volumes 

Existing peak‐hour traffic volumes were determined by performing manual turning movement 

counts at each of the study intersections.  The traffic counts were performed on weekdays between 

7:00 and 9:00 a.m. and between 4:00 and 6:00 p.m.  Weekday midday counts were performed 

between 11:00 a.m. and 2:00 p.m.  Weekend counts were performed between 12:30 p.m. and 2:30 

p.m.  The counts were performed while school was in session and were not performed on holidays.  

The traffic counts included a determination of the number of heavy vehicles (vehicles with three or 

more axles) on each turning movement.  The traffic count data sheets are attached in Appendix C 

                                                            
2
  Caltrans requested that the volume of Project trips (trip trace) expected on state facilities, specifically at the SR 99 interchanges at 

Shaw Avenue and Ashlan Avenue, be presented in the traffic impact study.  Operational analyses of the interchanges were not 
requested.  Caltrans determined that there would be no net increase in vehicle trips as compared to the project site’s prior uses.  
(Letter from Caltrans to Peters Engineering Group dated June 27, 2014).  See Project Trips on State Facilities, located within Section 
3.9.4 Methodology, for additional information. 
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and include the date the counts were performed.  In addition, Peters Engineering Group staff 

observed the study intersections during peak periods. 

Existing weekday AM and PM, weekday midday, and Saturday peak‐hour turning movement volumes 

at the study intersections are presented in Exhibit 3.9‐1, Exhibit 3.9‐2, Exhibit 3.9‐3, and Exhibit 

3.9‐4, respectively. 

Midday and Saturday Analysis 

Midday and Saturday analyses are not typically performed unless they represent a worst‐case 

scenario with traffic volumes in excess of the typical weekday peak hour volume.  In order to 

determine whether midday and/or Saturday analyses should be performed, the existing traffic 

volumes and project trips at each intersection were added to determine whether the midday totals 

or Saturday totals exceed the maximum weekday peak hour total.  Table 3.9‐4 presents a summary 

of the existing‐plus‐project traffic volumes at each intersection.  The greatest hourly traffic volume at 

each intersection is indicated in bold font. 

Table 3.9‐4: Peak Hour Volume Comparison 

Intersection 

Peak Hour Traffic Volume 

Weekday AM  Weekday PM  Weekday Midday  Saturday 

Bullard/Figarden  3,002  3,562  N/R  2,962 

Gates/Figarden  2,283  2,906  N/R  2,421 

Barstow/Brawley  1,610  2,177  N/R  1,835 

San Jose/Gates  1,062  1,331  N/R  1,104 

San Jose/Brawley  1,854  2,358  N/R  1,944 

San Jose/Marty  631  748  N/R  733 

San Jose/Valentine  740  1,075  N/R  920 

Site Access/Brawley  1,589  2,198  N/R  2,196 

Shaw/Golden State  2,674  3,418  3,174  3,549 

Shaw/Blythe  1,682  2,983  2,773  3,225 

Shaw/El Capitan  1,582  2,681  2,663  2,949 

Shaw/Brawley  2,903  4,973  4,087  5,155 

Shaw/Marty  2,304  3,602  3,580  4,067 

Shaw/Valentine  2,323  3,593  3,557  3,889 

Shaw/Feland  2,509  3,681  3,468  4,088 

Shaw/Marks  3,738  4,755  4,359  4,685 

Note: 
N/R: Analysis not required by City of Fresno 
Source: Peters Engineering Group, 2015. 
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Based on the traffic volumes presented in Table 3.9‐4, weekday midday traffic volumes do not govern 

at any of the study locations; therefore, weekday midday traffic analyses are not required by the City 

and will not be performed.  The comparison in Table 3.9‐4 indicates that Saturday peak hour volumes 

govern at several locations; therefore, Saturday peak hour analyses will be performed at the 

following intersections: 

 Site Access/Brawley Avenue 
 Shaw Avenue/Golden State Boulevard 
 Shaw Avenue/Blythe Avenue 
 Shaw Avenue/El Capitan Avenue 
 Shaw Avenue/Brawley Avenue 
 Shaw Avenue/Marty Avenue 

 Shaw Avenue/Valentine Avenue 
 Shaw Avenue/Feland Avenue 

 

Existing Conditions Intersection LOS Analysis 

The results of the existing‐conditions intersection LOS analyses are summarized in Table 3.9‐5.  

Substandard conditions are identified in bold type.  The intersection analysis sheets are presented in 

Appendix H. 

Table 3.9‐5: Peak Hour Intersection Analysis Summary—Existing Conditions 

Intersection  Control 

Weekday AM  Weekday PM  Saturday 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Bullard/Figarden  Signals  28.0  C  33.9  C  —  — 

Gates/Figarden  Signals  14.3  B  15.7  B  —  — 

Barstow/Brawley  OWS  45.6  E  135.8  F  —  — 

San Jose/Gates  TWS  16.7  C  26.9  D  —  — 

San Jose/Brawley  Signals  13.9  B  14.9  B  —  — 

San Jose/Marty  OWS  12.4  B  14.0  B  —  — 

San Jose/Valentine  AWS  10.8  B  13.0  B  —  — 

Site Access/Brawley  OWS  11.1  B  12.7  B  11.2  B 

Shaw/Golden State  Signal  21.6  C  30.3  C  26.7  C 

Shaw/Blythe  Signal  29.0  C  35.1  D  36.2  D 

Shaw/El Capitan  Signal  10.8  B  26.3  C  10.7  B 

Shaw/Brawley  Signal  29.5  C  31.6  C  32.6  C 

Shaw/Marty  Signal  25.3  C  15.0  B  15.6  B 

Shaw/Valentine  Signal  34.9  C  25.0  C  27.4  C 

Shaw/Feland  Signal  25.4  C  25.5  C  28.6  C 

Shaw/Marks  Signal  28.9  C  34.1  C  —  — 

Source: Peters Engineering Group, 2015. 
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The following study intersection is currently operating at substandard levels of service: 

 Barstow Avenue/Brawley Avenue (LOS E in the westbound‐to‐southbound left‐turn lane 

during the AM peak hour and LOS F in the westbound‐to‐southbound left‐turn lane during the 

PM peak hour).  Due to the intersection’s substandard operation under existing conditions and 

the fact that signal warrants are met, the City has undertaken to obtain the funding necessary 

to install a signal at this intersection.  Final designs for the improvements are anticipated to be 

approved in 2015 with construction occurring in 2016.  The intersection also is proposed for 

addition to the City’s TSMI fee program. 

 

The other study intersections are currently operating at acceptable levels of service. 

Queuing Under Existing Conditions 

The City of Fresno Traffic Impact Study Report Guidelines dated January 20, 2009 requires a queuing 

analysis of the signalized study intersections and recommendations for addressing a significant 

queuing impact that would result from vehicle trips attributed to a proposed project, as described 

below.  However, it should be noted that queuing is not included in the significance criteria 

recognized by the City.  Instead, the City reviews the results of a queuing analysis to confirm the LOS 

results.  The Draft EIR identifies locations where a queuing deficiency exists in the “No‐Project” 

condition for the following traffic scenarios: Existing Conditions, Near‐Term Conditions and 2035 

Condition scenarios. 

According the Peters Engineering Group Traffic Impact Study, a queuing deficiency exists in a “No‐

Project” scenario if the calculated 95th‐percentile queue length exceeds the intersection’s existing 

storage length by more than 25 feet (the average storage length for one additional vehicle), since the 

bay taper can typically store at least one vehicle. 

A project will result in a significant queuing impact if it creates a queuing deficiency or worsens a 

“No‐Project” queuing deficiency by adding 25 feet or more to the queue length.  Therefore, the Draft 

EIR identifies a significant queuing impact at intersections where the proposed project would: 

 Cause the current calculated 95th‐percentile queue length to exceed a signalized intersection’s 
existing storage capacity by more than 25 feet; or 

 

 Adds 25 or more feet to an existing queuing deficiency at a signalized intersection. 

 

Where left‐turn lanes connect to two‐way left‐turn lanes, although the calculated queue may exceed 

the length of the painted left‐turn pocket, the presence of the two‐way left‐turn lane provides 

additional storage and allows the queue to avoid spilling into through lanes.  In addition, where 

right‐turn queues exceed the length of the right‐turn lane, operational problems do not typically 

occur, since the right‐turn lane and the adjacent through lanes operate on the same traffic signal 

phase.  Therefore, existing queues exceeding the painted storage length in these situations are not 

considered existing deficiencies because they do not contribute to operational problems.  As such, a 

project causing the 95th‐percentile queue to exceed the painted storage capacity or adding 25 feet or 
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more to the calculated 95th‐percentile queue that already exceeds the painted storage capacity does 

not constitute a significant impact. 

However, severe right‐turn queues can extend into through lanes and affect lane utilization.  The 

need for mitigation of right‐turn queues is based on engineering judgment on a case‐by‐case basis. 

The results of the existing‐conditions queuing analyses are summarized in Table 3.9‐6.  Bold type is 

used to highlight the calculated 95th‐percentile queues exceeding the intersection’s intended storage 

capacity.  The queue analysis sheets are presented in Appendix H. 

The study intersections were observed to determine existing cycle lengths and operational 

characteristics.  Existing queuing deficiencies were observed during peak hours at the following 

intersections: 

 Excessive queues spilling into through lanes in the eastbound‐to‐northbound left‐turn lane at 
the intersection of Shaw Avenue and Blythe Avenue; 

 

 Excessive queues spilling into through lanes in the westbound‐to‐southbound left‐turn lane at 
the intersection of Shaw Avenue and Golden State Boulevard; 

 

 Excessive queues spilling into through lanes in the northbound‐to‐westbound left‐turn lane at 
the intersection of Figarden Drive and Bullard Avenue. 

 

The queuing analyses indicate that calculated 95th‐percentile queues currently exceed the existing 

storage capacity at the following locations where queuing deficiencies result in operational 

problems: 

 Bullard Avenue/Figarden Drive: eastbound right turn exceeds storage capacity by 30 feet, 
westbound left turn exceeds storage capacity by 60 feet, northbound left turn exceeds storage 

capacity by 271 feet, and southbound right turn exceeds storage capacity by 103 feet. 
 

 Gates Avenue/Figarden Drive: southbound right turn exceeds storage capacity by 103 feet. 
 

 Shaw Avenue/Golden State Boulevard: westbound left turn exceeds storage capacity by 283 

feet and northbound right turn exceeds storage capacity by 247 feet. 
 

 Shaw Avenue/Blythe Avenue: eastbound left turn exceeds storage capacity by 147 feet. 
 

 Shaw Avenue/El Capitan Avenue: southbound left turn exceeds storage capacity by 39 feet. 
 

 Shaw Avenue/Marty Avenue: westbound left turn exceeds storage capacity by 111 feet. 
 

 Shaw Avenue/Feland Avenue: northbound left turn exceeds storage capacity by 34 feet; 

southbound left turn exceeds storage capacity by 190 feet. 
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Table 3.9‐6: Queuing Analysis Summary—Existing Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Bullard/Figarden  Storage  235*  ***  195  100  ***  100  250  ***  75  250  ***  100 

AM  218  51  225  116  31  9  221  269  0  129  410  42 

PM  150  81  49  160  85  4  521  376  18  202  365  203 

Gates/Figarden  Storage  200*  ***  150  130  170  85  265  ***  S  265  ***  100 

AM  135  4  0  6  0  0  114  164  S  8  333  203 

PM  275  12  15  6  0  0  127  435  S  20  315  169 

San Jose/Brawley  Storage  180**  ***  60  100**  ***  100  265  ***  S  265  ***  S 

AM  14  34  21  50  70  35  50  89  S  112  208  S 

PM  15  28  24  36  57  48  60  245  S  171  154  S 

Site 
Access/Brawley 

Storage  —  —  400  —  —  330  225  NS  —  225  NS  S 

AM  —  —  0  —  —  3  0  NS  —  5  NS  S 

PM  —  —  0  —  —  10  3  NS  —  10  NS  S 

Sat.  —  —  0  —  —  8  3  NS  —  13  NS  S 

Shaw/Golden 
State 

Storage  175  ***  415  150  ***  75  155  ***  50  200  ***  55 

AM  32  263  0  282  247  0  54  87  96  128  130  0 

PM  43  419  0  433  440  55  54  158  297  164  74  0 

Sat  48  565  0  402  551  47  82  76  218  174  60  0 

Shaw/Blythe  Storage  235  ***  S  275  840  230  75  ***  S  75*  ***  80 

AM  151  271  S  71  153  83  39  18  S  83  84  0 

PM  382  309  S  48  99  0  62  56  S  212  209  56 

Sat  344  412  S  53  85  0  39  23  S  217  221  58 
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Table 3.9‐6 (cont.): Queuing Analysis Summary—Existing Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/El Capitan  Storage  150  850  75  210  ***  85  60  925  S  80  225  S 

AM  8  14  0  35  17  0  50  27  S  34  14  S 

PM  22  122  0  53  360  13  83  39  S  119  30  S 

Sat  40  123  1  65  371  16  54  34  S  105  29  S 

Shaw/Brawley  Storage  250  ***  145  255  ***  140  255  ***  100  260  ***  145 

AM  37  127  0  68  176  53  84  99  0  114  230  36 

PM  133  208  14  96  146  23  140  264  44  168  174  50 

Sat  129  206  14  113  201  18  163  162  25  183  126  53 

Shaw/Marty  Storage  215  ***  135  260  ***  140  150**  ***  +  145**  ***  S 

AM  61  84  16  291  34  1  128  103  32  64  58  S 

PM  100  139  9  327  54  1  182  196  67  119  60  S 

Sat  139  160  9  371  79  2  172  154  68  154  84  S 

Shaw/Valentine  Storage  265  ***  80  310  ***  145  145**  ***  75  150**  ***  150 

AM  122  174  2  68  226  28  92  65  0  164  71  0 

PM  130  100  7  73  364  35  160  106  40  182  116  9 

Sat  186  120  9  91  446  20  221  91  0  150  93  34 

Shaw/Feland  Storage  300  ***  140  260  ***  115  150  150  S  160  ***  160 

AM  95  276  81  147  125  9  67  22  S  207  40  0 

PM  132  343  21  151  164  14  111  44  S  226  48  0 

Sat  195  331  31  207  175  23  184  50  S  350  63  23 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Transportation/Traffic 

 

 
FirstCarbon Solutions  3.9‐20 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐09 Transportation‐Traffic.docx 

Table 3.9‐6 (cont.): Queuing Analysis Summary—Existing Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/Marks  Storage  250  ***  140  265  ***  175  220  ***  110  250  ***  240 

AM  122  108  6  88  209  0  116  178  104  108  165  98 

PM  214  130  8  152  349  48  197  202  55  111  210  89 

Notes: 
*  Multiple left‐turn lanes with at least one left‐turn lane an extension of a trapped through lane. 
**  Left‐turn lane connects to a two‐way left‐turn lane, additional storage available equal to length of adjacent through lane. 
***  Greater than 1,000 feet to next major intersection.  
+  Right‐turn lane connects to a trapped through lane, additional storage available equal to length of adjacent through lane. 
S  Shared with through lane. 
—  Does not exist 
NS  Not required to stop. 
Source: Peters Engineering Group, 2015. 
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Existing Conditions Road Segment Analyses 

The results of the existing‐conditions road segment analyses are summarized in Table 3.9‐7.  Detailed 

road segment analyses are presented in Appendix H.  The road segment analyses indicate that the 

study road segments are currently operating at acceptable levels of service. 

Table 3.9‐7: Roadway Segment Analysis Summary—Existing Conditions 

Road Segment 

AM Peak Hour  PM Peak Hour 

Volume  LOS  Volume  LOS 

Shaw Avenue 

Between Golden State and Blythe  2,077  C  2,747  C 

Between Blythe and El Capitan  1,398  C  2,292  C 

Between El Capitan and Brawley  1,470  C  2,877  C 

Between Brawley and Marty  1,527  C  2,755  C 

Between Marty and Valentine  1,784  C  2,846  C 

Between Valentine and Feland  1,958  C  2,902  C 

Between Feland and Marks  2,328  C  3,202  C 

Figarden Drive 

Between Bullard and Gates  2,181  C  2,639  C 

Between Gates and Barstow  1,496  C  2,009  C 

Brawley Avenue 

Between Barstow and San Jose  1,376  C  1,818  C 

Between Barstow and Site Access  1,299  C  1,602  C 

Between Site Access and Shaw  1,260  C  1,601  C 

Source: Peters Engineering Group, 2015. 

 

Existing Site Access 

Vehicular access to the existing project site is provided at the following locations: 

 North (Service): Right‐in/right‐out driveway connecting to N. Brawley Avenue.  Single‐lane 
ingress, single‐lane egress, no throat.  Primary access for southbound 4‐axle trucks (Walmart 

trucks) and 2‐axle vendor trucks.  Accessible to customer passenger vehicles. 
 

 Middle (Secondary): Right‐in/right‐out driveway connecting to N. Brawley Avenue.  Single‐

lane ingress, single‐lane egress, no throat.  Accessible to customer passenger vehicles.  Not a 

designated truck route for 4‐axle or 2‐axle trucks. 
 

 South (Primary): Right‐in/right‐out/left‐in driveway connecting to N. Brawley Avenue.  A 

center median prevents left‐out turning movements.  Single‐lane ingress, single‐lane egress, 

no throat.  Secondary access for southbound 4‐axle trucks (Walmart trucks) and 2‐axle vendor 
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trucks.  Primary access for northbound 4‐axle trucks (Walmart trucks), 2‐axle vendor trucks, 

and customer passenger vehicles. 
 

 Reciprocal Driveway Access: Reciprocal driveway access to N. Brawley Avenue and W. Shaw 

Avenue is provided through the commercial uses immediately south of the project site.  

Secondary access for southbound 4‐axle trucks (Walmart trucks) and 2‐axle vendor trucks.  

This access is not accessible to northbound trucks (4‐axle and 2‐axle) and customer passenger 

vehicles because of the 345‐foot median. 

 

Public Transit 

Fresno Area Express (FAX) provides local bus service within Fresno and Clovis, as well as Children’s 

Hospital in Madera County.  FAX operates 19 fixed bus routes, two of which have stops that are 

adjacent to the project site.  Table 3.9‐8 summarizes the two routes. 

Table 3.9‐8: Fresno Area Express Bus Route Summary 

Route  Nearest Stop 

Weekdays  Weekends 

Hours of 
Service  Headways 

Hours of 
Service  Headways 

9–Shaw Avenue 
Crosstown  

Intersection of Shaw 
and Brawley Avenues 

5:40 a.m. 
to 

9:58 p.m. 

30 minutes  6:35 a.m.  
to 

7:24 p.m. 

30 minutes 

20–N. Hughes/N. 
Marks/Downtown 

Brawley Avenue 
north of Shaw 
Avenue 

5:40 a.m. 
to 

9:50 p.m. 

30 minutes  6:45 a.m.  
to 

6:32 p.m. 

45 minutes 

Source: City of Fresno, 2013. 

 

Bicycles 

The 2010 City of Fresno Bicycle, Pedestrian and Trails Master Plan classify bicycle facilities as follows: 

 Class I—Off‐Street Path: Dedicated and paved pathway right‐of‐way separated from vehicle traffic. 

 Class II—On‐Street Lanes: Bike facilities share street and include pavement markings and signage. 

 Class III—On‐Street Route: Bike facilities share street and include signage only. 

 

In the vicinity of the project site, Class II facilities exist on Brawley Avenue, Figarden Drive, and San 

Jose Avenue.  There are no designated bicycle facilities on Shaw Avenue.  The Bicycle, Pedestrian and 

Trails Master Plan contemplates a future Class I facility along the Herndon Canal west of the site and 

a Class II facility along Shaw Avenue.  There is currently no on‐site bicycle parking; however, the 

Project would include the installation of bicycle racks to allow up to 30 bicycle parking spaces. 
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Pedestrians 

Sidewalks exist along the Brawley Avenue, San Jose Avenue and Shaw Avenue frontages of the 

project site and along driveways within the project site.  Pedestrian connectivity is well established in 

the vicinity of the project site via sidewalks and crosswalks. 

Rail 

The Union Pacific Railroad (UPRR) Fresno Subdivision, a single‐track main line linking Fresno and 

Sacramento parallels assumed to remain in its existing condition through the year 2035 for 

information purposes and to ensure a comprehensive and conservative traffic analysis. Boulevard, 

approximately 1 mile west of the project site.  The Fresno Subdivision is Union Pacific’s primary 

north‐south rail corridor in California. 

Shaw Avenue At‐Grade Railroad Crossing 

The UPRR at‐grade crossing at Shaw Avenue is equipped with concrete panels, a median on Shaw 

Avenue, cantilevered overhead flashing light signals, automatic gates, R15‐1 crossbucks, railroad 

crossing pavement markings, and Highway‐Rail Grade Crossing Advance Warning signs (W10‐1 signs) 

on both approaches.  Pedestrian facilities do not exist at the crossing.  The California High Speed Rail 

project includes a grade separation that would eliminate this at‐grade crossing. 

According to data available on the Federal Railroad Administration (FRA) web site, the crossing 

experienced six train‐related accidents from November 1997 to February 2010. 

High‐Speed Rail 

The California High‐Speed Rail Authority plans include development of a Fresno‐Madera segment of 

the high‐speed rail system along the Union Pacific Fresno Subdivision within the City of Fresno.  As 

most recently proposed, the high‐speed rail line would parallel the west side of the Union Pacific 

railroad tracks and thus necessitate realignment of Golden State Boulevard to the west. 

Because of safety concerns, at‐grade vehicular crossings of the high‐speed rail system are not 

permitted; thus, roads that cross the high‐speed rail alignment must be grade separated.  

Accordingly, the existing Shaw Avenue/Golden State Boulevard intersection is proposed to be 

realigned and reconfigured to (1) grade separate Shaw Avenue to cross over the Union Pacific 

railroad tracks, high‐speed rail tracks, and Golden State Boulevard; and (2) connect Shaw Avenue 

with Golden State Boulevard via Cornelia Avenue.  This work would eliminate the intersection of 

Shaw Avenue and Golden State Boulevard before the year 2035. 

A groundbreaking ceremony for the construction of the initial segments of the high‐speed rail 

system took place on January 6, 2015.  The Fresno‐Madera segment was scheduled to be complete 

by 2017 but delay has occurred due to because of community opposition, environmental concerns, 

and obstacles in obtaining the necessary parcels of land to complete the alignment.  While the High 

Speed Rail project would construct a grade separation that eliminates the intersection of Shaw 

Avenue and Golden State Boulevard before the year 2035, the intersection is assumed to remain in 

its existing condition through the year 2035 to ensure a comprehensive and conservative traffic 

analysis. 
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City of Fresno Circulation Map and Planned Roadway Network 

Figure MT‐1: Circulation Diagram of the Fresno General Plan designates the planned roadway 

network intended to accommodate growth under the Fresno General Plan.  The planned roadway 

system focuses primarily upon roadways, which includes Expressway, Superarterial, Arterial, and 

Collector Streets.  For some roadways, especially in areas that are not yet developed with urban 

uses, the diagram indicates the future, and not the present character of the road.  The construction 

of planned roadways occurs during the course of the General Plan’s implementation through the 

execution of the City’s capital improvements program utilizing funds from a variety of sources.  In 

addition, portions of roadways are constructed by private property owners and developers in 

accordance with applicable property development standards. 

When analyzing current and future projected conditions, the Fresno General Plan utilizes a “multi‐

modal LOS” which takes into account the frequency of bus service or the width of sidewalk clear 

zones for pedestrians, and how many people are served by a facility, whatever their mode of travel, 

rather than just how many cars are able to get through an intersection. 

The Fresno General Plan recognizes the need for exceptions to LOS standards where the City 

determines that it would not be reasonably feasible to provide the sufficient street width to 

accommodate physical improvements identified for a project impact to accommodate projected 

peak hour traffic volumes associated with the LOS standard used for that roadway or intersection.  In 

some cases, implementing improvements identified to accommodate more vehicles on the road may 

not always be desirable:  

Congestion, especially if only for short periods, can be more fiscally prudent 

compared to the costs and impacts of facility improvements and maintenance that 

at the same time may contribute to an overbuilt system.  Additionally, congestion 

can incentivize the use of transit or other modes of transportation that more 

efficiently move people, save tax dollars, and are better for local air quality. 

 

The City participates in cooperative and comprehensive analysis of street and highway needs within 

the metropolitan and regional areas through the Council of Fresno County Governments (COG).  The 

City utilizes the results of the COG transportation modeling process to determine circulation network 

and capacity deficiencies resulting from land use decisions made in the Fresno General Plan process, 

community plan updates, and major plan amendments proposed for development projects. 

The City programs and funds improvements to the City’s circulation network through the Capital 

Improvement Program in the City’s annual budget.  Through the Capital Improvement Program, the 

City allocates funds to construct improvements as needed to maintain acceptable levels of service 

that are identified in the City’s multi‐modal LOS system. 

Sources of funding for improvements to the City’s circulation network include the City’s various 

transportation impact fee programs, Fresno County‐wide Measure C sales tax revenues, State Gas 

Tax Revenues and grants.  These funding sources are described in detail below. 
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3.9.3 ‐ Regulatory Framework 

State 

California Department of Transportation 

Caltrans maintains a target LOS at the transition between LOS C and LOS D for freeway facilities, 

which translates to a service flow rate of approximately 1,680 passenger cars per hour per lane.  

Where an existing freeway is operating at less than the LOS C/LOS D threshold, an existing measure 

of effectiveness should be maintained.  In determining whether a project would create an adverse 

impact to a freeway facility already operating at LOS E or F, the forecast service flow rate is compared 

with ideal freeway capacity to establish a theoretical volume‐to‐capacity (v/c) ratio.  A significant 

cumulative impact is considered to occur if a project would increase the freeway v/c ratio on a 

facility already operating at LOS E or F by 0.01 or more. 

Traffic Congestion Relief Program (TCRP) 

The California Traffic Congestion Relief Program (TCRP) is based on the Traffic Congestion Relief Act 

of 2000 and provides a source of funds for “congestion relief improvements, to dedicate the sales tax 

on gasoline to transportation purposes, and to create a Transportation Investment Fund to finance 

improvements to neighborhood streets and roads, to provide funding for transit operations and 

intercity rail, and to supplement the Traffic Congestion Relief Fund.” 

Regional 

Fresno County‐Wide Measure C Program 

In 1986, the voters of Fresno County approved Measure C imposing a half‐cent sales tax for 20 years 

to provide a source of funds for specified transportation improvement projects within Fresno 

County.  Money generated through the Measure C is used for various improvements to extend 

freeways, improve roads, and enhance public safety.  In its first 20 years (1986 to 2006) Measure C 

funded over $1 billion of improvements.  In 2006, the voters approved the extension of Measure C 

from 2007 to 2027, and it is projected to generate $1.7 billion over its 20‐year life. 

Regional Transportation Mitigation Fee Program 

Measure C authorizes the establishment of a Regional Transportation Mitigation Fee (RTMF) program 

to provide additional funding for regional transportation projects through new fees charged to 

development projects.  The RTMF program was enacted by the County of Fresno and all cities within 

the County and became effective on January 1, 2009.  The program is administered by a Joint Powers 

Authority (JPA) that was formed for the specific purpose of managing the fee program.  In 

accordance with State law requirements, a nexus study was completed which analyzed the growth of 

travel demand for each jurisdiction, identified regional road improvements to meet such demands, 

described the appropriate “nexus” between such demand and improvements, and adopted 

appropriate mitigation fees applicable to various land use categories.  The current RTMF fee rate for 

commercial retail development is $1.96 per square foot. 
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Local 

City of Fresno 

Fresno General Plan 

The purpose of the Fresno General Plan’s new Mobility and Transportation Element is to provide an 

efficient, multi‐modal transportation system that will meet the needs of all residents throughout the 

planning period.  The Element is based on a fundamental philosophy that travel needs can be met 

through a comprehensive program of transportation planning, land use planning, growth 

management strategies, and a new Complete Streets concept. 

This Element includes objectives and policies for all modes and all users of streets and highways, 

transit, sidewalks and trails, and bicycle transportation modes, as well as parking, goods movement 

strategies, and the City’s airports. 

The City of Fresno General Plan establishes the following objectives and policies that are applicable 

to the Project’s transportation: 

 Implementing Policy MT‐1‐k: Multi‐Modal Level of Service Standards.  Develop and use a 

tiered system of flexible, multi‐modal Level of Service standards for streets designated by the 

Circulation Diagram (Figure MT‐1).  Strive to accommodate a peak hour vehicle LOS of D or 

better on street segments and at intersections, except where Policies MT‐1‐m through MT‐1‐p 

provides greater specificity.  Establish minimum acceptable service levels for other modes and 

use them in the development and environmental review process. 

 Implementing Policy MT‐1‐n: Peak Hour Vehicle LOS.  Maintain a peak‐hour vehicle LOS 

standard of D or better for all roadway areas outside of identified Activity Center and Bus 

Rapid Transit Corridor districts, unless the City Traffic Engineer determines that mitigation to 

maintain this LOS would be infeasible and/or conflict with the achievement of other General 

Plan policies. 
 Implementing Policy MT‐1‐o LOS Deviations Outside of Activity Centers and Areas 

Designated for Mixed‐Use.  Accept vehicle LOS E or F conditions outside of identified multi‐

modal districts only if provisions commensurate with the level of impact and approved by the 

City Traffic Engineer are made to sufficiently improve the overall transportation system and/or 

promote non‐vehicular transportation as part of a development project or City‐initiated 

project. 

 Implementing Policy M‐2‐i: Transportation Impact Studies.  Require a Transportation Impact 

Study (currently named Traffic Impact Study) to assess the impacts of new development 

projects on existing and planned streets for projects meeting one or more of the following 

criteria, unless it is determined by the City Traffic Engineer that the project site and 

surrounding area already has appropriate multi‐modal infrastructure improvements. 

‐ When a project includes a General Plan amendment that changes the General Plan Land 

Use Designation. 

‐ When the project will substantially change the off‐site transportation system (auto, transit, 

bike or pedestrian) or connection to the system, as determined by the City Traffic Engineer. 
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‐ Transportation impact criteria are tiered based on a project’s location within the City’s 

Sphere of Influence.  This is to assist with areas being incentivized for development.  The 

four zones, as defined on Figure MT‐4, are listed below.  The following criteria apply: 

○ Traffic Impact Zone I (TIZ‐I): TIZ‐I represents the Downtown Planning Area.  Maintain a 

peak hour LOS standard of F or better for all intersections and roadway segments.  A TIS 

will be required for all development projected to generate 200 or more peak hour new 

vehicle trips. 

○ Traffic Impact Zone II (TIZ‐II): TIZ‐II generally represents areas of the City currently built up 

and wanting to encourage infill development.  Maintain a peak hour LOS standard of E or 

better for all intersections and roadway segments.  A TIS will be required for all 

development projected to generate 200 or more peak hour new vehicle trips. 

○ Traffic Impact Zone III (TIZ‐III): TIZ‐III generally represents areas near or outside the City 

Limits but within the SOI as of December 31, 2012.  Maintain a peak hour LOS standard of 

D or better for all intersections and roadway segments.  A TIS will be required for all 

development projected to generate 100 or more peak hour new vehicle trips. 

○ Traffic Impact Zone IV (TIZ‐IV): TIZ‐IV represents the southern employment areas within 

and planned by the City.  Maintain a peak hour LOS standard of E or better for all 

intersections and roadway segments.  A TIS will be required for all development projected 

to generate 200 or more peak hour new vehicle trips. 

The proposed project site is located in TIZ‐III.  Shaw Avenue represents the boundary 

between TIZ‐II and TIZ‐III, with TIZ‐II being located south of Shaw Avenue.  City staff has 

indicated that it is the City’s practice to apply the more conservative of the TIZ criteria to 

intersections on the boundary.  Therefore, intersections on Shaw Avenue will be 

considered to be within TIZ‐III. 

 Objective MT‐4: Establish and maintain a continuous, safe, and easily accessible bikeways 

system throughout the metropolitan area to reduce vehicle use, improve air quality and the 

quality of life, and provide public health benefits. 

‐ Implementing Policy MT‐4‐b: Bikeway Improvements.  Establish and implement property 

development standards to assure that projects adjacent to designated bikeways provide 

adequate right‐of‐way and that necessary improvements are constructed to implement the 

planned bikeway system shown on Figure MT‐2 to provide for bikeways, to the extent 

feasible, when existing roadways are reconstructed; and alternative bikeway alignments or 

routes where inadequate right‐of‐way is available. 

‐ Implementing Policy MT‐4‐h: Bicycle Parking Facilities.  Promote the installation of bicycle 

locking racks and bicycle parking facilities at public buildings, transit facilities, public and 

private parking lots, and recreational facilities.  Establish standards for bicycle parking in the 

Development Code. 

 Objective MT‐5: Establish a well‐integrated network of pedestrian facilities to accommodate 

safe, convenient, practical, and inviting travel by walking, including for those with physical 

mobility and vision impairments. 

‐ Implementing Policy MT‐5‐d: Pedestrian Safety.  Minimize vehicular and pedestrian 

conflicts on both major and non‐roadways through implementation of traffic access design 

and control standards addressing street intersections, median island openings and access 

driveways to facilitate accessibility while reducing congestion and increasing safety.  
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Increase safety and accessibility for pedestrians with vision disabilities through the 

installation of Accessible Pedestrian Signals at signalized intersections. 

 

Consistency with the City of Fresno General Plan objectives and policies is discussed in Section 3.6, 

Land Use of this EIR. 

City of Fresno Transportation Impact Fee Programs 

In order to improve and maintain the desired level of service on the Fresno’s streets and highways 

network, the City implements two major transportation impact fee programs.  The two programs 

are: 1) the Traffic Signal Mitigation Impact (TSMI) Fee program, which is directed to the improvement 

of major street intersections, and 2) the Fresno Major Street Impact (FMSI) Fee program, which is 

directed to the improvement of major streets.  These programs collect fees from new development 

that are used to fund improvement, construction, and expansion of City roadway infrastructure 

commensurate with growth and development of the City. 

The TSMI and FMSI fees are paid to the City prior to issuance of building permits for new 

development projects.  The City does not impose TSMI or FSMI fees on infill projects proposing to 

reuse an existing building with no increase in square footage.  For this reason the proposed project is 

not subject to traffic impact fees.  However, for project impacts at locations requiring mitigation 

under Year 2035 General Plan build‐out conditions, the Traffic Study (Appendix H) has calculated the 

Project’s “fair share” of the cost of future improvements required to mitigate the identified traffic 

impact using the Caltrans Equitable Share methodology in its Guide for the Preparation of Traffic 

Impact Studies. The project’s fair share payments will be used to help fund the future improvements. 

City of Fresno Traffic Signal Mitigation Impact (TSMI) Fee Program 

The City of Fresno's Traffic Signal Mitigation  Impact (TSMI) fees are charged to new development 

throughout the City, to mitigate traffic impacts through the funding of traffic signal improvements that 

serve new development.  TSMI fees for new development are calculated by multiplying the 

established fee rate by the new development’s average daily traffic (ADT). 

For each type of intersection improvement, the City maintains a list of priority improvement 

projects.  The priority ranking is determined by assigning points based on several factors including: 

an intersection’s daily and peak hour traffic volumes, reported collisions, proximity to schools and 

other pedestrian generators, the need for signal coordination, and engineering judgment.  The 

priority lists are relied upon to prepare the construction schedules for intersection Capital 

Improvement Projects for which current funding is available. 

The TSMI fee program is intended to implement necessary intersection signalization improvements.  

As such, when a traffic impact study for a proposed development project identifies impacts to 

intersections that would result from that project’s traffic, the mitigating improvements to address 

those impacts will typically have already been included in the capital improvements anticipated for 

those intersections in the TSMI program. 

The TSMI program assumes that each intersection on the list will eventually be fully improved to its 

ultimate configuration pursuant to the City’s P‐69 roadway design standards.  The update of the 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Transportation/Traffic 

 

 
FirstCarbon Solutions  3.9‐29 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐09 Transportation‐Traffic.docx 

TSMI program consists of identification of improvements needed to mitigate deficiencies resulting 

from new development. 

The proposed annual adjustment to the TSMI Fee Program consists of  several components: 

 Review of new traffic signals that will be required 
 

 Review of locations where protected left turn phasing will be  needed 
 

 Review of locations where additional vehicle lanes will be needed to maintain level of service 

standards 
 

 Review of the estimated cost of the remaining improvements needed  at each location 
 

 Updating the fund balance in the TSMI fund 
 

 Updating the current amount for which developers are eligible for reimbursement from future 

fee payments 
 

 Updating the estimated number of average daily trips (ADT's) from new development projections 
 

 Updating the program based on new grants or public funds that have been designated for the 

traffic signal capital improvement program,  thus lessening the need for new development to 

fund those improvements  by that same amount 

 

As discussed above, the intersection improvements funded by TSMI fees are implemented on a 

citywide priority basis, as approved by City Council each year.  As such, specific intersection 

improvements needed under existing conditions and/or to mitigate the opening day impacts of a 

particular new development project may not be scheduled to be completed before the development 

project is completed.  In such instances, the developer would install the intersection improvements 

needed to provide mitigation for the project impacts on the Project’s opening day, and the costs of 

installing these improvements would be deducted from the developer’s total calculated fees payable 

to the TSMI fee program.  In the event that the developer’s aggregate cost for installing the 

intersection improvements exceeds the Project’s calculated total fees payable to the TSMI fee 

program, the amount of improvement cost in excess of the calculated fees payable is to be 

reimbursed to the applicant from the TSMI program. 

The intersection improvements identified under the TSMI program are implemented through the 

Traffic Signal Capital Improvement Program.  Although the major portion of funding for the Capital 

Improvement Program is from the TSMI fund, there are also other sources of funding such as state 

and federal grants that can reduce the amount of the TSMI funds used. 

The following stop‐sign‐controlled intersections are programmed in the TSMI program fee for 

signalization: 

 San Jose Avenue/Marty Avenue 

 San Jose Avenue/Valentine Avenue 
 Golden State Blvd/Shaw Avenue 
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The following stop‐sign‐controlled intersections are proposed for inclusion in the 2015–2016 TSMI 

Program Update:  

 Barstow Avenue/Brawley Avenue 
 San Jose Avenue/Gates Avenue 

 

Because signal warrants are met at the intersection of Barstow Avenue/Brawley Avenue under 

existing conditions (without project) the City has obtained funding and is planning to install the 

signal in 2016.  Upon the San Jose Avenue/Gates Avenue intersection’s addition to the TSMI 

program, the improvements required to achieve acceptable levels of service at this location would 

be constructed when required, prior to the year 2035. 

The TSMI program does not include a schedule for construction of the improvements and does not 

identify when the improvements will be required.  However, the prioritization of the need for the 

improvements is monitored by the City based on observed conditions (such as traffic volumes, 

accidents, pedestrian generators, proximity to schools, and engineering judgment) new 

development, and relevant traffic impact studies. 

 The signalized intersection of Figarden Drive and Bullard Avenue is programmed in the TSMI 

program for additional turn lanes (dual lefts on the northbound and eastbound approaches). 
 

 The signalized intersection of Shaw Avenue and Marty Avenue is programmed in the TSMI 

program for installation of protected left‐turn phasing. 
 

 The signalized intersection of Shaw Avenue and Golden State Boulevard is programmed in the 

TSMI program for widening to include dual lefts and a dedicated right‐turn lane on each 

approach. 
 

 The signalized intersection of Figarden Drive and Gates Avenue is programmed in the TSMI 

program for signals with dual lefts, which has already been constructed. 

 

It should be noted that the traffic impact analyses performed for this study do not assume that any 

of the improvements included in the TSMI program will be in place for any analysis scenarios, except 

for those that are already existing (i.e., the intersection of Figarden Drive and Gates Avenue).  The 

TSMI program is updated as necessary on an ongoing basis, in compliance with the current Fresno 

General Plan and the new LOS standards identified therein. 

The City of Fresno Major Street Impact (FMSI) Fee Program 

The City’s FMSI Fee Program is made up of the New Growth Area Major Street Impact Fee and the 

Citywide Regional Street Impact Fee.  The fees under these programs are calculated based on land 

use and net acreage of the property as determined by the City.  As a basis for establishing the FMSI 

fees, the City staff developed the Major Street Capital Improvement Program and estimated the cost 

of the improvements necessary to implement the major street network identified in the Fresno 

General Plan and Master EIR and to meet the level of service and other policies of the Fresno 

General Plan.  The Citywide Regional Street Impact Fee applies to all new developments and the 

New Growth Area Major Street Impact Fee is a condition on all new development projects in the 
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New Growth Areas.  The proposed project is located in a New Growth Area.  However, the Project 

does not represent “new development” that would be subject to these fees.  The FMSI program is 

updated as necessary on an ongoing basis, in compliance with the current Fresno General Plan and 

the new LOS standards identified therein. 

The City Council also may specify during a periodic update which improvements should receive 

funding from the FMSI Fee Program before other improvements.  Based on roadway level of service 

evaluations, the location of approved new development that will add significant housing or jobs, or 

other considerations, the City has the ability to spend the fee revenues on any of the projects 

identified in the FMSI Fee Program.  

Bicycle, Pedestrian and Trails Master Plan 

The 2010 City of Fresno Bicycle, Pedestrian and Trails Master Plan is intended to guide and influence 

bikeway policies, programs, and development standards to make bicycling in the City of Fresno more 

safe, comfortable, convenient, and enjoyable for all bicyclists.  The plan identifies a recommended 

network of bicycle facilities that consists of 195 miles of additional Class I Bike Paths, 503 miles of 

additional Class II Bike Lanes, and 72 miles of additional Class III Bike Routes.  The plan also sets forth 

objectives, goals, and policies to guide the implementation of the recommended network.  The 

current Fresno General Plan supports the plan’s aspirations for a comprehensive bicycle and 

pedestrian facilities network. 

3.9.4 ‐ Methodology 

Peters Engineering Group prepared a Traffic Impact Study for the Project, which is provided in its 

entirety in Appendix H.  The following are summaries of key aspects of the Traffic Impact Study. 

Study Scenarios 

The analyses were performed in general conformance with the City of Fresno Traffic Impact Study 

Report Guidelines dated February 2, 2009, and the Caltrans Guide for the Preparation of Traffic 

Impact Studies dated December 2002.  The following time periods are considered in the study: 

 Weekday AM peak hour between 7:00 and 9:00 a.m. 

 Weekday PM peak hour between 4:00 and 6:00 p.m. 

 Weekend peak hour on Saturday between 12:30 and 2:30 p.m. 

 Weekday midday peak hour between 11:00 a.m. and 2:00 p.m. (intersections on Shaw Avenue 

and site access only). 

 

Weekday AM and PM peak hours were analyzed for all conditions.  Although the City of Fresno did 

not require midday or weekend road segment analyses, Peters Engineering compared intersection 

traffic volumes for the weekend and midday peak hours with the weekday peak hours to determine 

the governing peak hour.  If either the weekday AM peak‐hour volumes or the weekday PM peak‐

hour volumes at an intersection exceed the weekend or midday peak‐hour volumes, then the 

weekend or midday analyses do not govern and were not performed. 
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The peak hours were analyzed for the following scenarios: 

 Existing Conditions 
 Existing Plus Project Conditions 
 Near‐Term No‐Project Conditions (includes approved and pending projects) 

 Near‐Term With‐Project Conditions (includes approved and pending projects) 

 Long‐Term (Year 2035) No‐Project Conditions 

 Long‐Term (Year 2035) With‐Project Conditions 

 

Traffic Analysis Methodology 

This section describes the methods and criteria used to evaluate LOS and traffic signal warrants.  The 

analysis assumes that the existing store would be re‐tenanted after Walmart moves to the new store 

location. 

Intersection Analysis Methodology 

The levels of service and 95th percentile queues at the study intersections were determined using the 

computer program Synchro 8, which is based on the HCM procedures for calculating levels of 

service.  Queue lengths are reported only for signalized intersections to reveal possible deficiencies 

that would not be apparent based only on LOS results.  For example, if a left‐turn lane is not long 

enough to contain the queues, then the vehicles waiting to turn left would back up into the through 

traffic lanes and potentially block through traffic while the through traffic signal phase is being 

served with green time.  This type of deficiency would not be apparent from LOS calculations alone 

for signalized intersections.  On the other hand, at stop‐sign‐controlled intersections, a queuing 

analysis would not reveal any additional deficiencies that are not already revealed in the LOS 

analysis.  Therefore, queuing analyses are not presented for unsignalized intersections, with the 

exception of the intersection of Brawley Avenue and the main site access to evaluate operations of 

the site access and potential queuing in through lanes on Brawley Avenue. 

For signalized intersections and all‐way stop‐controlled intersections, the overall intersection LOS 

and the average delay per vehicle are presented.  For one‐way and two‐way stop‐controlled 

intersections, an overall intersection LOS is not defined in the HCM.  Therefore, for one‐way and two‐

way stop‐controlled intersections, the LOS and average delay per vehicle for the movement with the 

greatest delay is reported. 

Although peak‐hour traffic volumes are typically utilized in the operational analysis of intersections, 

the HCM actually utilizes the peak 15‐minute period as the basis for operational analyses by 

incorporating the peak hour factor (PHF) into the analyses.  The PHF is the relationship between 

peak‐hour volumes and peak 15‐minute volumes calculated by dividing the peak‐hour volume by 

four times the peak 15‐minute volume.  PHFs for the existing‐conditions, existing‐plus‐project 

conditions, and near‐term conditions analyses were determined from the existing traffic volumes.  

The HCM suggests that a PHF of 0.92 in urban areas and 0.88 in rural areas may be used in the 

absence of field data.  For purposes of the cumulative year 2035 analyses performed for this study, in 

which field data is not available and traffic volumes are projected, a PHF of 0.92 is used (unless the 

existing PHF exceeds 0.92, in which case the existing PHF is used). 
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Traffic Signal Warrants 

The California Department of Transportation California Manual on Uniform Traffic Control Devices for 

Streets and Highways, 2012 Edition (CMUTCD) presents various warrant analyses to assist in 

evaluating the need for traffic signals at an intersection.  Traffic signal warrants are a series of 

standards that provide guidelines for determining whether a traffic signal is appropriate at a given 

intersection.  If one or more of the signal warrants are met, signalization of the intersection may be 

appropriate.  The installation of a traffic signal can serve as mitigation when a significant impact is 

identified at an unsignalized intersection.  Since the analyses presented herein are based on peak 

hour traffic volumes, this analysis uses Figure 4C‐4, Warrant 3, Peak Hour (70 percent Factor) as 

presented in the CMUTCD. 

Road Segment Analysis Methodology 

Road segment analyses were based on the 2012 Florida Department of Transportation (FDOT) 

Quality/Level of Service Handbook Tables.  The Florida road segment tables were developed based 

on procedures outlined in the HCM and are commonly utilized in the San Joaquin Valley for road 

segment analyses.  The FDOT tables are specified in the City of Fresno Traffic Impact Study Report 

Guidelines dated February 2, 2009 as an acceptable method for analysis of road segments in the City 

of Fresno. 

The FDOT tables present LOS criteria that are based on the type of roadway being analyzed and the 

regional setting (i.e., urban areas or transitioning areas).  The appropriate FDOT table is dependent 

upon the setting.  Table 4, Generalized Peak Hour Two‐Way Volumes for Florida’s Urbanized Areas 

(Major City/County Roadways) dated December 18, 2012 was utilized in the analysis.  Table 3.9‐9 

presents the specific volume thresholds used in the analyses, based upon the types of roadways in 

the study area. 

Table 3.9‐9: Volume Thresholds for Non‐State Signalized Roadway Levels of Service Class I 
(40 mph or Higher Posted Speed Limit) 

Lanes  Configuration  A  B  C  D  E  F 

4  Divided with left‐turn 
lanes, no right‐turn lanes 

*  *  <3,078  3,079–3,222  >3,222  ** 

4  Divided with left‐turn 
lanes and right‐turn 
lanes 

*  *  <3,231  3,232–3,383  >3,383  ** 

6  Divided with left‐turn 
lanes, no right‐turn lanes 

*  *  <4,725  4,726–4,851  >4,851  ** 

6  Divided with left‐turn 
lanes and right‐turn 
lanes 

*  *  <4,961  4,962–5,093  >5,093  ** 

Note: 
Florida Department of Transportation Table 4, Generalized Peak Hour Two‐Way Volumes for Florida’s Urbanized Areas 
(utilizing Non‐State Signalized Roadway Adjustments) dated December 18, 2012.  Source: Peters Engineering Group, 2015. 
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Project Trip Generation 

Data provided in the Institute of Transportation Engineers (ITE) Trip Generation Manual, 9th Edition, 

are typically used to estimate the number of trips anticipated to be generated by proposed projects. 

For purposes of estimating the project trip generation, the ITE data for Land Use 813, Free‐standing 

discount superstores (applicable to the relocated Walmart store) is based on the size of the proposed 

building (gross floor area) excluding the outdoor garden center, which would be 193,361 square feet 

for the current project. 

According to the ITE, “Garden centers contained within the principal outside faces of the exterior 

building walls were included in the gross square floor areas reported.  Outdoor or fenced‐in areas 

outside the principal faces of the exterior walls were excluded.”  With respect to gross floor area 

utilized in the calculations, ITE states that “unroofed areas and unenclosed roofed‐over spaces, 

except those contained within the principal outside faces of exterior walls, should be excluded from 

the area calculations.”  Outdoor or fenced‐in areas such as the outdoor garden center at the 

proposed Walmart are specifically not included in the definition of gross floor area and are excluded 

from the calculations. 

According to the ITE Trip Generation Manual, 9th Edition (2012), excluding the areas outside the 

principal walls does not suggest that they do not generate trips to or from the Project site; rather, it 

means that the ITE methodology already accounts for these trips in the trip generation rates 

reported by ITE for the areas within the “principal outside faces of exterior walls.” 

Table 3.9‐10 through Table 3.9‐14 present the trip generation estimates for the Project. 

Table 3.9‐10: Weekday Project Trip Generation 

Land Use  Size 

Daily 
Weekday AM Peak Hour 

(Occurs between 7:00 and 9:00 a.m.) 
Weekday PM Peak Hour 

(Occurs between 4:00 and 6:00 p.m.) 

Rate*  Total  Rate  In: Out   In  Out  Total  Rate  In: Out  In  Out  Total 

813–Free‐
Standing 
Discount 
Superstore 

193.361 
ksf 

50.75  9,814  1.85  56:44  200  158  358  4.35  49:51  413  429  842 

Note:  
*  Rate refers to the number of vehicle trips per thousand square feet (ksf) of floor area.  The table heading “In: Out 

provides indicates the percentages of the total peak hour trips.  Source: Institute of Transportation Engineers (2012) 

 

Table 3.9‐11: Weekday Midday Project Trip Generation 

Land Use  Size 

Weekday Midday Peak Hour 
(Occurs between 12:00 and 1:00 p.m.) 

Percent of 24‐
Hour Entering  In 

Percent of 24‐
Hour Exiting  Out  Total 

813–Free‐Standing Discount 
Superstore 

193.361 ksf  8.3  408  7.7  378  786 

Source: Institute of Transportation Engineers (2012). 
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Table 3.9‐12: Saturday Project Trip Generation 

Land Use  Size 

Daily 
Saturday Peak Hour 

(Occurs between 12:00 and 5:00 p.m.) 

Rate  Total  Rate  In: Out  In  Out  Total 

813–Free‐Standing 
Discount Superstore 

193.361 
ksf 

64.07  12,389  5.64  50:50  545  546  1,091 

Note: 
Rates are reported in trips per ksf.  In: Out are percentages of the total peak hour trips. 
Source: Institute of Transportation Engineers (2012). 

 

Table 3.9‐13: Sunday Project Trip Generation 

Land Use  Size 

Daily 
Sunday Peak Hour 

(Occurs between 12:00 and 5:00 p.m.) 

Rate  Total  Rate  In: Out  In  Out  Total 

813–Free‐Standing 
Discount Superstore 

193.361 
ksf 

56.12  10,852  5.18  51:49  511  491  1,002 

Notes: 
Rates are reported in trips per ksf.  In: Out are percentages of the total.  
Source: Institute of Transportation Engineers (2012). 

 

For informational purposes, it is noted that the trip generation values summarized in Table 3.9‐10 

through Table 3.9‐13 are the same values that would currently be applied to the Super‐K store that 

previously occupied the existing building since the Super‐K was the same use (Free‐Standing 

Discount Superstore) and building size as the proposed project.  According to the City’s 

Environmental Assessment prepared for the Super‐Kmart approved as an expansion of the existing K‐

Mart Store in 1993 (with addition of 81,057 square feet of grocery sales), the total vehicle trips per 

day (VTD) for the Super‐K exceeded the total VTD for the proposed project by approximately 1,000 

vehicle trips.3 Table 3.9‐14 summarizes truck deliveries associated with the proposed store. 

Table 3.9‐14: Project Truck Delivery Summary 

Tractor Trailer (4 axles or more) 

Vendor (2 axles) TRU  Non‐TRU 

2–3 (7 days per week)  5–6 (7 days per week)  8–10 (5 days per week) 

Note: 
TRU = Transportation Refrigeration Unit 
Source: CEI Engineering 2014. 

 

                                                            
3
  The proposed project would generate a maximum of  9,814 total VTD as compared to the 10,779 VTD generated by the Super‐Kmart 

use approved in 1993 (City of Fresno File No.  S‐93‐39 – Environmental Assessment). 
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Truck deliveries would typically occur between the hours of 7:00 a.m. and 10:00 p.m., and a limited 

number of deliveries during late night and early morning hours could occur as well. 

Internal Capture 

Data presented in the ITE Trip Generation Handbook dated June 2004 and a review of the existing 

commercial uses immediately south of the project site suggest that captured‐trip reductions are 

applicable to the proposed project.  The calculations utilized existing traffic volumes observed at the 

site driveways, which are the trips generated by the existing commercial properties.  Capture rates of 

20‐percent between individual uses were taken from Trip Generation Handbook Tables 7.1 and 7.2.  

Data are not presented in Trip Generation Handbook Tables 7.1 and 7.2 for the AM peak hour or 

weekend peak hour, and driveway counts were not performed for 24‐hour weekday conditions or 

midday conditions; therefore, internal capture was calculated only for the weekday PM peak hour.  

Table 3.9‐15 presents the results of the captured‐trip analyses. 

Table 3.9‐15: Internally Captured Trips 

Time Period  Trips Entering Site  Trips Exiting Site 

Weekday  N/A  N/A 

Weekday AM Peak Hour  N/A  N/A 

Weekday Midday  N/A  N/A 

Weekday PM Peak Hour  ‐23  ‐23 

Weekend Peak Hour  N/A  N/A 

Note: 
N/A: Data not available 
Source: Peters Engineering Group, 2015. 

 

The project trips with captured‐trip reductions applied are presented in Table 3.9‐16.  These values 

represent the project trips that would be expected to occur at the site entrances and exits. 

Table 3.9‐16: Project Trips With Captured‐Trips Adjustments 

Time Period  Trips Entering Site  Trips Exiting Site  Total 

Weekday  4,907  4,907  9,814 

Weekday AM Peak Hour  200  158  358 

Weekday Midday  408  378  786 

Weekday PM Peak Hour  390  406  796 

Weekend Peak Hour  545  546  1,091 

Source: Peters Engineering Group, 2015. 
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Pass‐By Trips and Diverted‐Linked Trips 

According to information in the ITE Trip Generation Handbook, pass‐by reductions are applicable to 

the Project.  The Trip Generation Handbook states: 

There are instances when the total number of trips generated by a site is different 

from the amount of new traffic added to the street system by the generator.  For 

example, retail‐oriented developments such as shopping centers…are often located 

adjacent to busy streets in order to attract the motorists already on the street.  

These sites attract a portion of their trips from traffic passing the site . . . .  These 

retail trips may not add new traffic to the adjacent street system (Institute of 

Transportation Engineers, 2004). 

 

With respect to describing “pass‐by trips,” the Trip Generation Handbook states: “Pass‐by trips are 

made as intermediate stops on the way from an origin to a primary trip destination without a route 

diversion.  Pass‐by trips are attracted from traffic passing the site on an adjacent street or roadway 

that offers direct access to the generator.  Pass‐by trips are not diverted from another roadway.” 

With respect to describing “diverted linked trips,” the Trip Generation Handbook states: “Diverted 

linked trips are trips that are attracted from the traffic volume on roadways within the vicinity of the 

generator but require diversion from that roadway to another roadway to gain access to the site.” 

In general, passby and diverted link trips differ from trips generated solely by the proposed trip 

generating use.  Data provided in Chapter 5 of the Trip Generation Handbook and the orientation of 

the relocated Walmart Store suggest that pass‐by trips and diverted linked trips would be generated 

by the proposed project.  Available data in the Trip Generation Handbook indicate that an average of 

28 percent of the weekday PM peak‐hour traffic generated by Free‐Standing Discount Superstores 

(Land Use 813) is pass‐by traffic, with a range of data from 23 to 40 percent pass‐by trips.  Data in 

the Trip Generation Handbook indicate that an average of 17 percent of the weekday PM peak‐hour 

traffic and 23 percent of the Saturday peak‐hour traffic generated by Free‐Standing Discount Stores 

(Land Use 815), a similar type of development, are pass‐by traffic.  Therefore, a pass‐by reduction of 

15 percent applied to the project traffic volumes is considered conservative and has been applied 

during the weekday PM peak hour and the weekend peak hours with respect to the traffic volumes 

expected on the adjacent streets.  Trip Generation Handbook does not present pass‐by trip 

information for weekday AM and midday peak hours. 

The project site is adjacent to two streets from which pass‐by trips would be generated: Shaw 

Avenue and Brawley Avenue.  However, since medians prevent full access to either street, many 

potential pass‐by trips are expected to divert at the intersection of Shaw and Brawley Avenues 

before accessing the site.  For purposes of these analyses, the combined volume of pass‐by trips and 

diverted linked trips would be limited to 15 percent of the total external project trip generation. 

The project pass‐by/diverted‐linked trips are summarized in Table 3.9‐17.  The project primary trips 

are presented in Table 3.9‐18. 
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Table 3.9‐17: Pass‐By/Diverted‐Link Trips 

Time Period  Trips Entering Site  Trips Exiting Site 

Weekday  N/A  N/A 

Weekday AM Peak Hour  N/A  N/A 

Weekday Midday  N/A  N/A 

Weekday PM Peak Hour  58  58 

Weekend Peak Hour  81  81 

Note: 
N/A: Data not available 
Source: Peters Engineering Group, 2015. 

 

Table 3.9‐18: Primary (Non‐Adjusted) Project Trips 

Time Period  Trips Entering Site  Trips Exiting Site  Total 

Weekday  4,907  4,907  9,814 

Weekday AM Peak Hour  200  158  358 

Weekday Midday  408  378  786 

Weekday PM Peak Hour  332  348  680 

Weekend Peak Hour  464  465  929 

Source: Peters Engineering Group, 2015. 

 

Project Trip Distribution and Assignment 

The regional distribution of project trips can be estimated by performing a select zone analysis using 

an appropriate travel model.  A select zone analysis is a model run in which one traffic analysis zone 

in the County model is selected and the trips entering and exiting that traffic analysis zone are 

isolated on the road network.  This allows an estimate of the distribution of trips entering and exiting 

a project site.  The trip generation information and other relevant project data were provided to the 

Council of Fresno County Governments (COG) to perform a project‐specific select zone analysis.  The 

select zone analysis was performed using the year 2035 Fresno County travel model.  The select zone 

analysis request submitted to COG and the results of the select zone analysis performed by COG are 

presented in Appendix H. 

The percentage distribution of project traffic is presented in the attached Exhibit 3.9‐5.  The peak‐

hour project traffic volumes presented in were assigned to the study intersections and road 

segments in accordance with the trip distribution percentages described in Tables 3.9‐10 through 

3.9‐13, above.  The Weekday Midday and Weekend Peak Hour Project Traffic Volumes are presented 

in Exhibit 3.9‐6 the Weekday Peak Hour Pass‐By Trips are presented in Table 3.9‐7; the Weekday 

Midday and Weekend Peak‐Hour Project Traffic Volumes are presented in Exhibit 3.9‐7; the Weekday 

AM and PM Peak Hour Project Traffic Volumes are presented in Exhibit 3.9‐8; the Weekday Peak 

Hour Diverted‐Linked Trips are presented in Exhibit 3.9‐9; the Weekend Peak Hour Pass‐By Trips are 
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presented in Exhibit 3.9‐10; and the Weekend Peak Hour Diverted‐Linked Trips are presented in 

Exhibit 3.9‐11. 

Project Trips on State Facilities 

Caltrans requested that the volume of project trips (trip trace) expected on State facilities, 

specifically at the SR‐99 interchanges at Shaw Avenue and Ashlan Avenue, be presented in the traffic 

impact study.  The project trips were assigned to the interchange and ramp locations based on the 

select zone analysis as described above and the results are presented in Table 3.9‐19 and Table 

3.9‐20.  An operational analyses of the interchanges was not requested.  These project trips are 

identical to that which would be anticipated based on the original occupancy of the existing building 

(Super‐K store) since the ITE land use (813—Free‐Standing Discount Superstore) and the size of the 

building are identical. 

Table 3.9‐19: Project Trips on State Facilities—SR‐99/Shaw Avenue Interchange 

Location  AM Peak Hour Trips  PM Peak Hour Trips 

SR‐99 NB on ramp  0  0 

SR‐99 NB off ramp  0  0 

SR‐99 SB on ramp  0  1 

SR‐99 SB off ramp  0  0 

Shaw Avenue EB past SR‐99  36  59 

Shaw Avenue WB past SR‐99  28  62 

Source: Peters Engineering Group, 2015. 

 

Table 3.9‐20: Project Traffic on State Facilities—SR‐99/Ashlan Avenue Interchanges 

Location  AM Peak Hour Trips  PM Peak Hour Trips 

SR‐99 NB on ramp from WB Ashlan  0  0 

SR‐99 NB on ramp from EB Ashlan  0  0 

SR‐99 NB off ramp  10  21 

SR‐99 SB on ramp  1  3 

SR‐99 SB off ramp  0  1 

Ashlan Avenue EB past SR‐99  3  10 

Ashlan Avenue WB past SR‐99  3  12 

Source: Peters Engineering Group, 2015. 

 

After review of the above information, Caltrans submitted a comment letter on the proposed 

project’s trip generation and potential to impact State facilities: 
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 Prior to the Dan Gamel’s RV Center, a Super K‐Mart Center occupied the existing building with 

similar components as the proposed Wal‐Mart Center, therefore providing a similar use. 
 

 The proposed Wal‐Mart Center and the prior Super K‐Mart Center would have the same 

Institute of Transportation Engineers (ITE) Land Use Code, thus having the same trip 

generation rates.  Based on this assumption, there would be no net increase in project trips. 
 

 The existing Wal‐Mart relocating from the eastside of Brawley Avenue to the westside would 

likely have the same customers patronizing the new site, therefore having a similar trip 

distribution.  It is improbable that any new trips would use the SR 99/Shaw Avenue or the SR 

99/Ashlan Avenue interchanges.”4 

 

3.9.5 ‐ Thresholds of Significance 

According to Appendix G, Environmental Checklist, of the CEQA Guidelines, transportation impacts 

resulting from the implementation of the proposed project would be considered significant if the 

Project would: 

a) Conflict with an applicable plan, ordinance or policy establishing measures of effectiveness 

for the performance of the circulation system, taking into account all modes of transportation 

including mass transit and non‐motorized travel and relevant components of the circulation 

system including, but not limited to intersections, streets, highways and freeways, pedestrian 

and bicycle paths, and mass transit. 
 

b) Conflict with an applicable congestion management program, including, but not limited to 

level of service standards and travel demand measures, or other standards established by the 

county congestion management agency for designated roads or highways. 
 

c) Result in a change in air traffic patterns, including either an increase in traffic levels or a 
change in location that results in substantial safety risks.  (Refer to Section 7, Effects Found 

not to be Significant.) 
 

d) Substantially increase hazards due to a design feature (e.g., sharp curves or dangerous 
intersections) or incompatible uses (e.g., farm equipment). 

 

e) Result in inadequate emergency access. 
 

f) Conflict with adopted policies, plans or programs supporting alternative transportation (e.g. 

bus turnouts, bicycle racks). 

 

City of Fresno Traffic Impact Study Report Guidelines 

The City of Fresno’s Traffic Impact Study Report Guidelines establish general procedures and 

requirements for the preparation of traffic impact studies associated with development within the 

City.  The guidelines include significance criteria, preferred analysis methodologies and 

documentation requirements.  For study intersections, the impact is considered significant if the 

addition of the traffic generated from the proposed project results in any one of the following:  

                                                            
4
  Caltrans letter to Peters Engineering Group, Inc. dated June 27, 2014. 
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 A proposed project will decrease the LOS below D at an intersection or road segment; 
 

 A proposed project will exacerbate an intersection already operating at a substandard LOS by 
increasing the average delay at the intersection by 5.0 seconds or more, or by causing the LOS 

to drop from E to F; 
 

 A proposed project will exacerbate a road segment already operating at substandard LOS by 

increasing the volume‐to‐capacity ratio (v/c) of the road segment by 0.15 or more, or by 

causing the LOS to drop from E to F. 

 

The guidelines are intended to be a checklist to ensure regular study items are not missed, but are 

not intended to be prescriptive to the point of eliminating professional judgment.  This study is 

conducted using the preferred analysis methodologies and significance criteria as outlined in the 

guidelines. 

3.9.6 ‐ Project Impacts and Mitigation Measures 

Existing Plus Project Traffic 

Impact TRANS‐1:  Under Existing‐Plus‐Project Conditions, the proposed project would generate new 
trips at the intersection of Barstow/Brawley Avenues that would contribute 
additional seconds of delay to the intersection’s unacceptable traffic operations.  
All other analyzed intersections would operate at acceptable levels of service with 
the addition of project‐related traffic. 

Impact Analysis 

Existing Plus Project Conditions represent a scenario in which the proposed project’s traffic volumes 

are added to existing traffic volumes. 

Existing‐Plus‐Project Lane Configurations and Intersection Control 

The existing‐plus‐project conditions lane configurations and intersection control are the same as the 

existing conditions presented in Exhibit 3.9‐12. 

Existing‐Plus‐Project Traffic Volumes 

The existing‐plus‐project conditions peak‐hour traffic volumes are determined by adding the existing 

traffic volumes and the project traffic volumes with pass‐by and diverted‐linked trips adjustments.  The 

Existing‐Plus‐Project Weekday AM and PM Peak Hour Traffic Volumes are presented in Exhibit 3.9‐13, 

and the Existing‐Plus‐Project Saturday Peak Hour Traffic Volumes are presented in Exhibit 3.9‐14. 

Intersection Operations 

Existing‐Plus‐Project 

The results of the existing‐plus‐project conditions intersection LOS analyses are summarized in Table 

3.9‐21.  Intersections were evaluated using the required LOS D criteria.  Project impacts are 

identified in bold type. 

The project causes a significant impact based on intersection LOS criteria at one location—the 

intersection of Barstow and Brawley Avenues.  The project will add 5.0 seconds of delay to the 

existing delay of 45.6 seconds in the AM peak hour, resulting in the LOS dropping from E to F during 
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the AM peak hour.  In the PM peak hour, the Project adds more than 5.0 seconds of delay to an 

existing substandard LOS F. 

Traffic signal warrants are included in Appendix E and indicate that peak‐hour traffic signal warrants 

are met under the Existing Conditions at this intersection and the City has obtained funding to install 

the signal. The City anticipates starting construction in 2016.  With the installation of a traffic signal, 

the intersection will operate at LOS A during the AM peak hour and LOS B during the PM peak hour. 

Queuing Analysis 

Existing‐No‐Project Conditions 

Without the addition of project‐related vehicle trips, the queuing analyses of existing conditions 

indicates that calculated 95th‐percentile queues currently exceed the storage capacity at the 

following locations: 

 Bullard Avenue/Figarden Drive: eastbound right turn exceeds storage capacity by 30 feet, 
westbound left turn exceeds storage capacity by 60 feet, northbound left turn exceeds storage 

capacity by 271 feet, and southbound right turn exceeds storage capacity by 103 feet. 
 

 Gates Avenue/Figarden Drive: southbound right turn exceeds storage capacity by 103 feet. 
 

 Shaw Avenue/Golden State Boulevard: westbound left turn exceeds storage capacity by 283 

feet and northbound right turn exceeds storage capacity by 247 feet. 
 

 Shaw Avenue/Blythe Avenue: eastbound left turn exceeds storage capacity by 147 feet. 
 

 Shaw Avenue/Marty Avenue: westbound left turn exceeds storage capacity by 111 feet. 
 

 Shaw Avenue/Feland Avenue: northbound left turn exceeds storage capacity by 34 feet, 

southbound left turn exceeds storage capacity by 190 feet. 

 

The results of the existing queuing analyses are presented in Table 3.9‐22; existing deficits are 

identified in bold type.  

Existing‐Plus‐Project Conditions 

The project does not cause any significant queuing impacts based on queuing criteria utilized in this 

analysis.  While the italicized values seen in the following tables indicate locations where an 

intersection’s storage length is exceeded, the Project’s contribution is less than significant because it did 

not cause the queue to increase by at least one car length.  The existing plus project conditions queuing 

analyses are summarized in Table 3.9‐23.  Therefore, the proposed project has a less than significant 

queuing impact under the Existing Plus Project Queuing Analysis. 

Roadway Segment Analysis 

Existing‐Plus‐Project 

The results of the existing‐plus‐project road segment analyses are summarized in Table 3.9‐24.  The 

project does not cause significant impacts based on road segment LOS in the existing‐plus‐project 

scenario. 
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Exhibit 3.9-14
Existing Plus Project Saturday Peak-Hour Traffic Volumes
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Summary of Existing‐Plus‐Project Impacts 

The existing‐plus‐project conditions analyses are based on conditions expected to occur if the Project 

were to be constructed immediately without the development of any of the pending projects this EIR 

has assumed will be completed, and adding new trips to the study area at the same time as the 

proposed project opens. 

Traffic impacts identified in the Existing‐Plus‐Project conditions analyses related to intersection 

operations and roadway segment operations are summarized below, followed by the recommended 

mitigation. 

Intersection Operations 

Impact 1—Barstow Avenue/Brawley Avenue: Less than significant with mitigation 

The project causes a significant impact based on intersection LOS criteria at the intersection of 

Barstow and Brawley Avenues.  The project will add more than 5.0 seconds of delay to the existing 

delay of 45.6 seconds in the AM peak hour, resulting in the LOS dropping from E to F during the AM 

peak hour.  In the PM peak hour, the Project will exacerbate the existing substandard LOS F by adding 

more than 5.0 seconds of delay with peak‐hour traffic signal warrants met both under existing 

conditions and existing‐plus‐project conditions. 

The installation of a traffic signal at this location would elevate the existing LOS from LOS E/F to LOS 

A/B.  This improvement would mitigate the project’s incremental impact and improve intersections 

operations relative to the no‐project condition.  Due to existing intersection deficiencies and 

demonstrated need for a traffic signal at Barstow and Brawley, the City has obtained funding for this 

improvement, has included it in its TSMI update and intends to begin construction in 2016. 

To mitigate the Project’s impacts at the intersection of Barstow and Brawley Avenues, the Project will 

pay a fair share contribution towards the improvements required at this intersection.  Based upon 

the Caltrans Guide for the Preparation of Traffic Impact Studies equitable share methodology, the 

Project’s fair share is 12.2 percent.  The project therefore is responsible for its fair share payment of 

$36,600.00, which represents 12.2 percent of the $300,000 estimated cost of this improvement. 

To ensure the signal is in place by the proposed project’s opening day, Mitigation Measure TRANS‐1 

requires the project applicant to install the Barstow and Brawley Avenues signal if the City is not 

doing so by the time the Project receives its building permits. The applicant shall be required to 

install the signal by the Project’s opening day, subject to reimbursement from the TSMI fund for the 

aggregate cost of the signal installation, less the applicant’s fair share payment.   

 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

MM TRANS‐1  Barstow/Brawley Avenue Intersection: The project applicant shall install a traffic 

signal at the intersection of Barstow/Brawley avenues to ensure that the project’s 

impact to the Barstow and Brawley Avenue intersection is mitigated by the project’s 
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opening day.  The traffic signal shall meet City of Fresno standards and provide 

protected left‐turn phasing as directed by the City.  The intersection has been 

constructed to its ultimate planned configuration; no additional widening or 

modifications are required to mitigate the Project’s impact.  Signal installation shall 

be at the applicant’s expense, subject to the applicant’s right of reimbursement for 

costs incurred beyond the applicant’s fair share.  In accordance with Caltrans 

Equitable Share methodology, financial responsibility for this improvement is limited 

to 12.2 percent of the estimated $300,000 improvement costs, or $36,600.00.  The 

project applicant shall be reimbursed the remaining 87.8 percent of the mitigation 

measure’s costs from the City’s TSMI fund.  

  However, if the City is installing the traffic signal at Barstow/Brawley Avenues at the 

time the project’s building permit is issued, the project applicant shall in lieu of 

signal installation shall instead provide the City with a payment representing 12.2 

percent of the estimated $300,000 cost of signal installation, or $36,000 at the time 

the project receives its building permit.  

Level of Significance After Mitigation 

Less than significant impact.  The installation of a traffic signal at this location will raise the LOS 

during the AM/PM peak hour from the existing LOS E/F to LOS A/B.  Because the applicant would 

advance the full cost of the signal should it not be constructed by the City as planned, there is 

certainty that this mitigation measure would be implemented as envisioned; therefore, the residual 

significance of this impact would be less than significant. 
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Table 3.9‐21: Peak Hour Intersection Analysis Summary—Existing‐Plus‐Project Conditions 

Intersection  Control 

Existing Conditions  Existing Plus Project Conditions 

Weekday AM  Weekday PM  Saturday  Weekday AM  Weekday PM  Saturday 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Bullard/Figarden   Signals  28.0  C  33.9  C  —  —  29.1  C  35.1  D  —  — 

Gates/Figarden   Signals  14.3  B  15.7  B  —  —  14.4  B  16.1  B  —  — 

Barstow/Brawley  OWS  45.6  E  135.8  F  —  —  50.6  F  178.3  F  —  — 

San Jose/Gates  TWS  16.7  C  26.9  D  —  —  17.5  C  28.6  D  —  — 

San Jose/Brawley  Signals  13.9  B  14.9  B  —  —  14.3  B  15.7  B  —  — 

San Jose/Marty  OWS  12.4  B  14.0  B  —  —  12.5  B  14.2  B  —  — 

San Jose/Valentine  AWS  10.8  B  13.0  B  —  —  10.9  B  13.1  B  —  — 

Site Access/Brawley  OWS  11.1  B  12.7  B  10.0  B  16.5  C  17.0  C  20.7  C 

Shaw/Golden State  Signal  21.6  C  30.3  C  32.7  C  21.9  C  30.9  C  33.9  C 

Shaw/Blythe  Signal  29.0  C  35.1  D  28.7  C  28.3  C  42.4  D  41.0  D 

Shaw/El Capitan  Signal  10.8  B  26.3  C  11.0  B  10.3  B  28.5  C  9.0  A 

Shaw/Brawley  Signal  29.5  C  31.6  C  29.1  C  30.7  C  35.3  D  42.4  D 

Shaw/Marty  Signal  25.3  C  15.0  B  18.6  B  19.5  B  23.6  C  28.3  C 

Shaw/Valentine  Signal  34.9  C  25.0  C  18.0  B  29.6  C  24.6  C  25.0  C 

Shaw/Feland  Signal  25.4  C  25.5  C  18.0  B  24.8  C  24.6  C  27.2  C 

Shaw/Marks  Signal  28.9  C  34.1  C  —  —  28.7  C  33.7  D  —  — 

Source: Peters Engineering Group, 2015. 
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Table 3.9‐22: Queuing Analysis Summary—Existing Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Bullard/Figarden  Storage  235*  ***  195  100  ***  100  250  ***  75  250  ***  100 

AM  218  51  225  116  31  9  221  269  0  129  410  42 

PM  150  81  49  160  85  4  521  376  18  202  365  203 

Gates/Figarden  Storage  200*  ***  150  130  170  85  265  ***  S  265  ***  100 

AM  135  4  0  6  0  0  114  164  S  8  333  203 

PM  275  12  15  6  0  0  127  435  S  20  315  169 

San Jose/Brawley  Storage  180**  ***  60  100**  ***  100  265  ***  S  265  ***  S 

AM  14  34  21  50  70  35  50  89  S  112  208  S 

PM  15  28  24  36  57  48  60  245  S  171  154  S 

Site Access/ 
Brawley 

Storage  —  —  400  —  —  330  225  NS  —  225  NS  S 

AM  —  —  0  —  —  1  0  NS  —  4  NS  S 

PM  —  —  0  —  —  6  2  NS  —  8  NS  S 

Sat.  —  —  0  —  —  6  3  NS  —  11  NS  S 

Shaw/Golden 
State 

Storage  175  ***  415  150  ***  75  155  ***  50  200  ***  55 

AM  32  263  0  282  247  0  54  87  96  128  130  0 

PM  43  419  0  433  440  55  54  158  297  164  74  0 

Sat.  48  565  0  402  551  47  82  76  218  174  60  0 

Shaw/Blythe  Storage  235  ***  S  275  840  230  75  ***  S  75*  ***  80 

AM  151  271  S  71  153  83  39  18  S  83  84  0 

PM  382  309  S  48  99  0  62  56  S  212  209  56 

Sat.  344  412  S  53  85  0  39  23  S  217  221  58 
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Table 3.9‐22 (cont.): Queuing Analysis Summary—Existing Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/El Capitan  Storage  150  850  75  210  ***  85  60  925  S  80  225  S 

AM  8  14  0  35  17  0  50  27  S  34  14  S 

PM  22  122  0  53  360  13  83  39  S  119  30  S 

Sat.  40  123  1  65  371  16  54  34  S  105  29  S 

Shaw/Brawley  Storage  250  ***  145  255  ***  140  255  ***  100  260  ***  145 

AM  37  127  0  68  176  53  84  99  0  114  230  36 

PM  133  208  14  96  146  23  140  264  44  168  174  50 

Sat.  129  206  14  113  201  18  163  162  25  183  126  53 

Shaw/Marty  Storage  215  ***  135  260  ***  140  150**  ***  +  145**  ***  S 

AM  61  84  16  291  34  1  128  103  32  64  58  S 

PM  100  139  9  327  54  1  182  196  67  119  60  S 

Sat.  139  160  9  371  79  2  172  154  68  154  84  S 

Shaw/Valentine  Storage  265  ***  80  310  ***  145  145**  ***  75  150**  ***  150 

AM  122  174  2  68  226  28  92  65  0  164  71  0 

PM  130  100  7  73  364  35  160  106  40  182  116  9 

Sat.  186  120  9  91  446  20  221  91  0  150  93  34 

Shaw/Feland  Storage  300  ***  140  260  ***  115  150  150  S  160  ***  160 

AM  95  276  81  147  125  9  67  22  S  207  40  0 

PM  132  343  21  151  164  14  111  44  S  226  48  0 

Sat.  195  331  31  207  175  23  184  50  S  350  63  23 
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Table 3.9‐22 (cont.): Queuing Analysis Summary—Existing Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/Marks  Storage  250  ***  140  265  ***  175  220  ***  110  250  ***  240 

AM  122  108  6  88  209  0  116  178  104  108  165  98 

PM  214  130  8  152  349  48  197  202  55  111  210  89 

Notes: 
*
  Multiple left‐turn lanes with at least one left‐turn lane an extension of a trapped through lane. 
**
  Left‐turn lane connects to a two‐way left‐turn lane, additional storage available equal to length of adjacent through lane. 

***
  Greater than 1,000 feet to next major intersection.  

+  Right‐turn lane connects to a trapped through lane, additional storage available equal to length of adjacent through lane. 
S  Shared with through lane. 
—  Does not exist 
NS  Not required to stop. 
Bold = calculated 95

th
‐percentile queue exceeds storage capacity 

Source: Peters Engineering Group, 2015. 
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Table 3.9‐23: Queuing Analysis Summary—Existing Plus Project Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Bullard/Figarden  Storage  235*  ***  195  100  ***  100  250  ***  75  250  ***  100 

AM  226  51  250  119  31  9  249  273  0  129  412  42 

PM  161  82  51  168  85  4  540  381  19  202  374  202 

Gates/Figarden  Storage  200*  ***  150  130  170  85  265  ***  S  265  ***  100 

AM  135  4  0  6  0  0  117  171  S  8  344  208 

PM  287  12  17  6  0  0  130  447  S  20  326  170 

San Jose/Brawley  Storage  180**  ***  60  100**  ***  100  265  ***  S  265  ***  S 

AM  14  34  26  54  70  35  57  95  S  112  215  S 

PM  15  28  28  43  57  48  76  271  S  171  166  S 

Site 
Access/Brawley 

Storage  —  —  400  —  —  330  225  NS  —  225  NS  S 

AM  —  —  28  —  —  3  33  NS  —  5  NS  S 

PM  —  —  73  —  —  10  45  NS  —  10  NS  S 

Sat.  —  —  120  —  —  8  65  NS  —  13  NS  S 

Shaw/Golden 
State 

Storage  175  ***  415  150  ***  75  155  ***  50  200  ***  55 

AM  33  287  0  293  265  0  54  88  96  133  130  0 

PM  41  450  0  441  466  54  52  149  257  185  72  0 

Sat.  48  651  0  414  614  50  82  76  227  188  60  0 

Shaw/Blythe  Storage  235  ***  S  275  840  230  75  ***  S  75*  ***  80 

AM  152  287  S  68  162  4  39  18  S  83  83  0 

PM  382  342  S  44  376  77  62  56  S  212  209  56 

Sat.  367  472  S  48  178  0  37  22  S  207  210  56 

Shaw/El Capitan  Storage  150  850  75  210  ***  85  200  925  S  160  225  S 

AM  6  23  0  34  18  0  50  28  S  34  14  S 

PM  18  71  0  45  169  5  80  38  S  116  30  S 

Sat.  31  2  0  64  316  3  56  35  S  107  30  S 
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Table 3.9‐23 (cont.): Queuing Analysis Summary—Existing Plus Project Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/Brawley  Storage  250  ***  145  255  ***  140  255  ***  100  260  ***  145 

AM  56  110  0  68  178  84  90  124  0  131  247  43 

PM  164  260  47  95  206  50  141  311  10  217  217  55 

Sat.  202  295  49  128  158  1  160  251  0  240  197  88 

Shaw/Marty  Storage  215  ***  135  260  ***  140  150**  ***  +  145**  ***  S 

AM  60  98  21  298  32  0  132  102  33  64  57  S 

PM  91  130  0  317  51  0  182  187  65  113  57  S 

Sat.  122  149  25  247  269  11  178  149  67  150  80  S 

Shaw/Valentine  Storage  265  ***  80  310  ***  145  145**  ***  75  150**  ***  150 

AM  121  58  2  73  178  21  96  66  0  165  71  0 

PM  112  94  8  73  270  19  164  104  37  177  113  7 

Sat.  153  49  2  77  146  4  221  87  0  144  89  31 

Shaw/Feland  Storage  300  ***  140  260  ***  115  150  150  S  160  ***  160 

AM  95  280  82  147  120  3  70  22  S  208  40  0 

PM  148  369  31  119  146  4  112  44  S  221  47  0 

Sat.  227  90  3  204  267  28  173  45  S  294  58  32 

Shaw/Marks  Storage  250  ***  140  265  ***  175  220  ***  110  250  ***  240 

AM  126  107  6  87  217  0  117  176  102  106  162  98 

PM  219  167  7  145  357  43  192  193  48  107  196  101 

Notes: 
*  Multiple left‐turn lanes with at least one left‐turn lane an extension of a trapped through lane. 
**  Left‐turn lane connects to a two‐way left‐turn lane, additional storage available equal to length of adjacent through lane. 
***  Greater than 1,000 feet to next major intersection.  
+  Right‐turn lane connects to a trapped through lane, additional storage available equal to length of adjacent through lane. 
S  Shared with through lane. 
—  Does not exist 
NS  Not required to stop.  
Bold = project impact  italic = calculated 95th‐percentile queue exceeds storage capacity but project does not cause a significant impact 
Source: Peters Engineering Group, 2015. 
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Table 3.9‐24: Road Segment Analysis Summary—Existing Plus Project Conditions 

Road Segment 

Existing Conditions  Existing Plus Project Conditions 

AM Peak Hour  PM Peak Hour  AM Peak Hour  PM Peak Hour 

Volume  LOS  Volume  LOS  Volume  LOS  Volume  LOS 

Shaw Avenue 

Between Golden State and Blythe  2,077  C  2,747  C  2,149  C  2,883  C 

Between Blythe and El Capitan  1,398  C  2,292  C  1,470  C  2,428  C 

Between El Capitan and Brawley  1,470  C  2,877  C  1,558  C  3,035  C 

Between Brawley and Marty  1,527  C  2,755  C  1,620  C  2,932  C 

Between Marty and Valentine  1,784  C  2,846  C  1,870  C  3,009  C 

Between Valentine and Feland  1,958  C  2,902  C  2,037  C  3,052  C 

Between Feland and Marks  2,328  C  3,202  C  2,396  C  3,331  C 

Figarden Drive 

Between Bullard and Gates  2,181  C  2,639  C  2,217  C  2,707  C 

Between Gates and Barstow  1,496  C  2,009  C  1,535  C  2,084  C 

Brawley Avenue 

Between Barstow and San Jose  1,376  C  1,818  C  1,419  C  1,900  C 

Between Barstow and Site Access  1,299  C  1,602  C  1,364  C  1,745  C 

Between Site Access and Shaw  1,260  C  1,601  C  1,503  C  2,149  C 

Source: Peters Engineering Group, 2015. 
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Table 3.9‐25 presents calculated delays and levels of service for the mitigation measures described 

below. 

Table 3.9‐25: Mitigated Peak Hour Intersection Analysis Summary— 
Existing‐Plus‐Project Conditions 

Intersection  Control 

Weekday AM  Weekday PM 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Barstow/Brawley  Signal  8.3  A  12.8  B 

 

Table 3.9‐26 presents calculated 95th‐percentile queue lengths for the mitigation measures described 

above. 

Table 3.9‐26: Queuing Analysis Summary—Existing‐Plus‐Project Conditions 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Barstow/ 
Brawley 

Storage  —  —  —  *  —  *  —  *  —  250  *  — 

AM  —  —  —  48  —  34  —  115  —  95  162  — 

PM  —  —  —  31  —  41  —  326  —  152  141  — 

Notes: 
— Does not exist 
— Values reflect implementation of TRANS‐1 
*  Greater than 1,000 feet to next major intersection. 

 

Near‐Term Traffic 

Impact TRANS‐2:  The proposed project may generate new trips at the intersection of 
Barstow/Brawley Avenues that would contribute to unacceptable traffic 
operations under Near‐Term Conditions. 

Impact Analysis 

Near‐Term represents a scenario in which project traffic volumes, as well as traffic estimated to 

result from other nearby approved/pending projects, are added to existing traffic volumes.  This 

Section discusses impacts related to the effects on study area intersections and roadway segments if 

all projects on the near‐term pending project list are built and adding traffic to the roads at the same 

time the proposed project opens. 

Baseline No Project Lane Configurations and Intersection Control 

The baseline lane configurations for the near term are assumed to be the same as the existing 

conditions presented in Exhibit 3.9‐12.  It should be noted that the High Speed Rail project will 

construct a grade separation that will eliminate the intersection of Shaw Avenue and Golden State 
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Boulevard before the year 2035. However, the traffic impact study’s analysis assumes the 

intersection would exist in each traffic scenario evaluated in this section. 

Baseline No Project Near‐Term Traffic Volumes 

The baseline weekday AM and PM peak‐hour traffic volumes for the near‐term conditions were 

estimated by adding the estimated traffic volumes for the pending projects presented in Exhibit 3.9‐15 

to the existing traffic volumes presented in Exhibit 3.9‐2. The baseline Saturday peak‐hour traffic 

volumes for the near‐term conditions were estimated by adding the pending projects traffic volumes 

presented in Exhibit 3.9‐16 to the existing no project traffic volumes presented in Exhibit 3.9‐3.   

The baseline Near‐Term No‐Project Weekday AM and PM Peak‐Hour Traffic Volumes are presented in 

Exhibit 3.9‐17, and Near‐Term No‐Project Saturday Peak‐Hour Traffic Volumes are presented in 

Exhibit 3.9‐18. 

Near‐Term With Project Peak Hour Traffic Volumes 

The near‐term with‐project conditions peak‐hour traffic volumes are determined by adding the near‐

term baseline traffic volumes and the project traffic volumes adjusted to reflect the pass‐by and 

diverted‐linked trip and internal capture rates.  The Near‐Term With‐Project Weekday AM and PM 

Peak Hour Traffic Volumes are presented in Exhibit 3.9‐19, and the Near‐Term With‐Project Saturday 

Peak Hour Traffic Volumes are presented in Exhibit 3.9‐20. 

Approved/Pending Projects 

The analyses for the near‐term and long‐term conditions consider the effects of traffic expected to 

be generated by pending and approved projects in the study area.  Based on information provided by 

City of Fresno staff, the projects listed in Table 3.9‐27 and Table 3.9‐28 are either approved or 

pending approval and are assumed to be constructed in the near‐term condition. 

Table 3.9‐27: Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

TTM 4422  Sierra b/w Brawley & Blythe  SFR  6 du  2.1 
Under 
Construction 

TTM 5315 
North of Salinas Avenue b/w 
Corona & San Jose 

SFR  21 du  4.13 
Under 
Construction 

TTM 5338  SWC Grantland & Bullard  SFR  123 du  44.8 
Under 
Construction, 
Almost completed 

TTM 5357  NEC Grantland & Bullard  SFR  199 du  49 
Under 
Construction 

TTM 5358 
NWC Josephine & Riverside 
Country Club Drive & C‐04‐
246 

SFR  230 du  48 
Approved, not 
constructed 

TTM 5363  SEC Bryan & Barstow  SFR  109 du  25.85 
Approved, not 
constructed 
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Table 3.9‐27 (cont.): Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

TTM 5388 
Northwest side of Salinas, 
north of Herndon Canal 

SFR  42 du  11.3 
Approved, not 
constructed 

TTM 5527 
East side of Cecilia, north of 
Escalon 

SFR  12 du  4.8 
Approved, not 
constructed 

TTM 5595  SEC Thiele & Josephine Ave  SFR  128 du  19.71 
Approved, not 
constructed 

TTM 5316 
South of Dakota b/w Hayes 
and Polk 

SFR  253 du  58 
Under 
Construction 

TTM 5326 
East side of Blythe b/w 
Dakota & Shields 

SFR  69 du  16 
Approved, not 
constructed 

TTM 5356 
South side of Ashlan b/w 
Polk & Dante 

SFR  9 du  2.39 
Approved, not 
constructed 

TTM 5379 
South of Gettysburg, west of 
Cornelia  

SFR  20 du  4.2 
Approved, not 
constructed 

TTM 5537 
West side of Polk b/w 
Dayton and Shields 

SFR  40 du  9.48 
Approved, not 
constructed 

TTM 6054 
East side of Polk b/w Corona 
and Danta 

SFR  69 du  9.27 
Approved, not 
constructed 

TTM 6066 
East side of Blythe b/w 
Shields and Dakota 

SFR  78 du  15.63 
Approved, not 
constructed 

C‐04‐062  SWC San Jose & Marty 
Senior 
Housing 

148 du  3.73 
Partially 
constructed  

Fresno El Paseo  Herndon/Golden State  Commercial  660,000 retail   
Approved, mostly 
constructed 

Fresno 40 
East side of Friant b/w 
Audubon and Fresno 

Mixed Use 

278,200 sf 
office, 

209,650 sf 
retail, 24 apts. 

40 
Approved, under 
construction 

Palm Bluffs 
Corporate 
Center, S‐10‐56 

7590 N. Colonial Ave.  Commercial  7,050 sf  0.58 
Approved, under 
construction 

S‐09‐051  1334 W. Herndon Ave.  Office  6,000 sf  0.48 
Approved, not 
constructed 

Southeast 
Walmart 
Expansion 

5125 E. Kings Canyon Road  Commercial 
52,000 sf 

store, 34,800 
sf retail/rest. 

24 
Approved, under 
construction 

Friant Ranch  Friant, CA  Mixed Use 
2,996 du, 
324,000 sf 
office/retail 

— 
Approved, not 
constructed 
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Table 3.9‐27 (cont.): Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

North Walmart 
Expansion 

NWC Herndon and Ingram  Commercial 
40,000 sf 
retail 

— 
Approved, under 
construction 

R‐11‐004, C‐11‐
058 

5317 N. Maroa  PUD  19 du  1.86 
Approved, not 
constructed 

A‐11‐008, R‐11‐
011 

Palm and Nees  Mixed Use 
180 du and 

office 
3.28 

Approved, no 
construction 
approved 

Westlake 
Gettysburg, Shields, Garfield, 
& Grantland 

Res/Comm 
2,600 du, up 
to 295,000 sf 
commercial 

460  Pending  

Tuscan Village, 
C‐10‐083 

NWC Shields & Marty 
Senior 
Housing 

41 du  1.3 
Approved, not 
constructed 

TTM 5967 
East side of Polk b/w Shaw & 
Gettysburg 

SFR  12 du  1.83 
Approved, under 
construction 

Universally 
accessible park, 
C‐08‐235 

NEC Gettysburg and Vista  Park  —  7.91  Completed 

C‐10‐216  NEC Ashlan & Blythe  Mixed Use 

71,964 sf 
senior facility 
with 90 du, 
32,800 sf 
retail 

7.4 
Approved, under 
construction 

TPM & S‐12‐037  4150 N Brawley Ave  LI 

63 parcels 
with buildings 
from 4,955 to 
23,055 sf 

37.99 
Approved, under 
construction 

C‐12‐226  5525 W Shaw Ave  Commercial 
3,452 sf mini 
mart, 2,217 sf 

car wash 
0.76  Pending  

C‐09‐116  6507 N. Polk  
Office/com
mercial 

34,538 sf  3.99 
Approved, not 
constructed 

TPM & C‐11‐088  —  Office  104,593 sf  3.96  — 

C‐12‐132  6161 W Spruce Ave 
Senior 
Housing 

72 units, 12 
single units 

4.21 
Approved, not 
constructed 

C‐13‐037  6899 N. Milburn  LI 
12,111 sf auto 

body 
1.83  Approved 

C‐13‐001  6338 N Cecelia Ave  MFR  32 du  4.05  Pending 

R‐09‐012 & C‐09‐
161 

River Park Place b/w Friant 
and 41 

Office  234,723  12  Approved 
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Table 3.9‐27 (cont.): Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

C‐15‐025  6985 N. Brawley  Commercial 
3,500 sf mini 
mart and gas 

station 
1.87  Pending 

C‐15‐027  4625 W. Palo Alto  Church  38,618 sf  23.14  Pending 

C‐14‐072  3771 W. Beechwood 
Office/Asst 

Living 
86,275 sf  2.93 

Approved, not 
constructed 

A‐14‐002, R‐14‐
002, C‐14‐012 

—  MFR for 55+  80 du  8.21 
Approved, not 
constructed 

S‐14‐063  4711 N. Blythe Ave.  Light Ind. 
4,955 sf 

warehouse 
2.37 

Approved, not 
constructed 

TTM 6029 
(Previous T5379) 

5210 W Donner Ave   SFR  23 du  4.77  Pending 

Source: City of Fresno, 2015. 

 

An estimate of trips generated by the cumulative projects was obtained from information provided 

by the City of Fresno.  To the extent data was available, traffic volumes for these projects were 

obtained directly from published traffic reports.  For development projects that were partially 

completed and occupied, the portion of the Project not yet constructed or in use was estimated, and 

the estimated number of project‐generated trips was prorated.  Table 3.9‐28 presents the estimated 

trip generation values utilized for the cumulative projects. 

Table 3.9‐28: Cumulative Projects Trip Generation 

Project 

AM peak Hour Traffic 
Volumes 

PM peak Hour Traffic 
Volumes  Weekday 

Traffic 
Volumes Enter  Exit  Enter  Exit 

TTM 4422  1  3  4  2  57 

TTM 5315  4  12  13  8  200 

TTM 5338  23  69  77  46  1,171 

TTM 5357  37  112  125  74  1,894 

TTM 5358  43  129  145  85  2,190 

TTM 5363  20  61  69  40  1,038 

TTM 5388  8  24  26  16  400 

TTM 5527  2  7  8  4  114 
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Table 3.9‐28 (cont.): Cumulative Projects Trip Generation 

Project 

AM peak Hour Traffic 
Volumes 

PM peak Hour Traffic 
Volumes  Weekday 

Traffic 
Volumes Enter  Exit  Enter  Exit 

TTM 5595   24  72  81  47  1,219 

TTM 5755  9  43  41  20  686 

TTM 5316  47  142  159  94  2,409 

TTM 5326  13  39  43  26  657 

TTM 5356  2  5  6  3  86 

TTM 5379  4  23  25  15  381 

TTM 5599  11  34  38  23  581 

C‐04‐062  28  83  93  55  1,409 

Fresno El Paseo Phase 1 (near term)  582  443  1,492  1,589  37,906 

Fresno El Paseo (long term)  2,254  1,027  3,573  4,495  95,614 

Westlake Phase 1 (near term)  41  121  137  81  2,067 

Westlake (long term)  6321  1,500  2,100  1,483  36,744 

Tuscan Village C‐10‐083  3  6  7  4  153 

TTM 5967  2  7  8  4  114 

C‐10‐216  50  39  143  148  3,403 

TPM & S‐12‐037  226  46  58  205  1,877 

C‐12‐226  72  70  85  81  1.834 

C‐12‐132  6  12  14  9  309 

C‐11‐176  16  65  64  35  1,064 

C‐13‐001  3  13  13  7  213 

TTM 6029  4  13  14  9  219 

 

Intersection Operations 

Near‐Term No Project 

The results of the near‐term intersection operation analysis are summarized in Table 3.9‐29.  The 

following study intersection is expected to operate at substandard levels of service without the Project: 

 Barstow Avenue/Brawley Avenue (LOS F in the westbound‐to‐southbound left‐turn lane 
during the AM and PM peak hours).  The City of Fresno has received funding to construct 

traffic signals at the intersection of Barstow and Brawley Avenues.  Construction is expected to 

begin in 2016. 
 

 The other study intersections are expected to operate at acceptable levels of service. 
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Near‐Term With‐Project 

Near term conditions with project intersection operations were evaluated by comparing intersection 

operations under near term no project conditions and near term with project conditions.  The Near‐

Term With‐Project Weekday AM and PM Peak Hour Traffic Volumes are presented in Exhibit 3.9‐19, 

and the Near‐Term With‐Project Saturday Peak Hour Traffic Volumes are presented in Exhibit 3.9‐20.   

The results of the near‐term with‐project conditions intersection LOS analyses are summarized in 

Table 3.9‐29.  Project impacts are identified in bold type. 

Barstow/Brawley Intersection 

 The project will exacerbate a substandard LOS F that would exist with or without the Project 
under the near‐term no‐project conditions by adding more than 5.0 seconds of delay during 

the AM and PM peak hours.  Traffic signal warrants are included in Appendix E and indicate 

that a traffic signal is warranted at the intersection.  The City’s installation of a new traffic 

signal at this location is planned to occur in 2016.  If the signal is not constructed at the time 

the Project is issued a building permit, signal installation is required by Mitigation Measure 

TRANS‐1.  With this mitigation measure, intersection operations improve from a LOS E/F in 

AM/PM peak hour to LOS A/B. 

 

Queuing Impacts 

Near‐Term No Project 

The results of the near‐term no‐project queuing analyses are summarized in Table 3.9‐30.  Calculated 

95th‐percentile queues exceeding the available storage capacity within the Project area are identified 

in bold type on Table 3.9‐30.  The queuing analyses indicate near term, no‐project queues are 

expected to exceed the storage capacity in the near term scenario at the following locations: 

 Bullard Avenue/Figarden Drive: eastbound right turn exceeds storage capacity by 61 feet, 
westbound left turn exceeds storage capacity by 68 feet, northbound left turn exceeds storage 

capacity by 295 feet, and southbound right turn exceeds storage capacity by 109 feet. 
 

 Gates Avenue/Figarden Drive: southbound right turn exceeds storage capacity by 114 feet. 
 

 Shaw Avenue/Golden State Boulevard: westbound left turn exceeds storage capacity by 307 
feet, westbound right turn exceeds storage capacity by 117 feet, northbound right turn exceeds 

storage capacity by 329 feet, and southbound left turn exceeds storage capacity by 286 feet. 
 

 Shaw Avenue/Blythe Avenue: eastbound left turn exceeds storage capacity by 154 feet. 
 

 Shaw Avenue/Marty Avenue: westbound left turn exceeds storage capacity by 118 feet. 
 

 Shaw Avenue/Feland Avenue: northbound left turn exceeds storage capacity by 34 feet, and 

southbound left turn exceeds storage capacity by 190 feet. 

 

Near‐Term With‐Project 

The results of the near‐term with‐project queuing analyses are summarized in Table 3.9‐31.  Project 

impacts are identified in bold type.  Italicized values exceed the storage length but not where the 

Project adds less than 25 feet to an existing queue. 
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The project causes a significant impact based on queuing criteria in the southbound left‐turn lane at 

the intersection of Shaw and Brawley Avenues.  The project will cause the calculated 95th‐percentile 

queue length to exceed the storage capacity by more than 25 feet during the Saturday peak hour.  

Thus, a significant project impact exists at this location. 

Roadway Segment Operations 

The results of the near‐term with‐project road segment analyses are summarized in Table 3.9‐32.  

The project does not cause significant impacts based on road segment LOS in the near‐term with‐

project scenario. 
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Table 3.9‐29: Near‐Term Intersection Operations 

Intersection  Control 

Near‐Term No Project Conditions  Near Term Plus Project Conditions 

Weekday AM  Weekday PM  Saturday  Weekday AM  Weekday PM  Saturday 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Bullard/Figarden  Signals  29.7  C  35.6  D  —  —  29.8  C  36.3  D  —  — 

Gates/Figarden  Signals  20.3  C  27.5  C  —  —  20.5  C  28.0  C  —  — 

Barstow/Brawley  OWS  52.2  F  174.0  F  —  —  58.8  F  237.1  F  —  — 

San Jose/Gates  TWS  17.4  C  28.3  D  —  —  18.0  C  30.1  D  —  — 

San Jose/Brawley  Signals  13.9  B  15.5  B  —  —  14.4  B  16.5  B  —  — 

San Jose/Marty  OWS  12.4  B  14.1  B  —  —  12.5  B  14.3  B  —  — 

San Jose/Valentine  AWS  10.9  B  13.3  B  —  —  11.0  B  13.4  B  —  — 

Site Access/Brawley  OWS  11.5  B  13.2  B  11.5  B  17.4  C  18.3  C  23.3  C 

Shaw/Golden State  Signal  23.1  C  38.7  D  45.4  D  23.5  C  397  D  49.2  D 

Shaw/Blythe  Signal  29.1  C  36.3  D  39.4  D  27.7  C  44.8  D  50.9  D 

Shaw/El Capitan  Signal  10.5  B  25.3  C  10.6  B  10.0  B  10.3  B  8.7  A 

Shaw/Brawley  Signal  29.8  C  32.7  C  34.3  C  31.1  C  42.7  D  36.8  D 

Shaw/Marty  Signal  25.9  C  15.2  B  20.8  C  27.8  C  26.5  C  23.8  C 

Shaw/Valentine  Signal  35.3  D  25.3  C  24.6  C  34.2  C  22.2  C  23.9  C 

Shaw/Feland  Signal  25.5  C  25.7  C  28.9  C  24.4  C  15.3  B  30.5  C 

Shaw/Marks  Signal  28.9  C  34.1  C  —  —  28.7  C  33.6  C  —  — 

Note: 
Italic = substandard conditions in the no‐project scenario 
Bold = project impact 
Source: Peters Engineering Group, 2015. 
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Table 3.9‐30: Near‐Term Without Project Queuing 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Bullard/Figarden  Storage  235*  ***  195  100  ***  100  250  ***  75  250  ***  100 

AM  238  53  256  119  32  11  248  275  0  132  416  43 

PM  166  82  51  168  86  5  545  388  19  205  383  209 

Gates/Figarden  Storage  200*  ***  150  130  170  85  265  ***  S  265  ***  100 

AM  137  10  0  43  25  0  115  174  S  21  350  214 

PM  296  26  16  26  16  0  127  460  S  49  314  171 

San Jose/Brawley  Storage  180**  ***  60  100**  ***  100  265  ***  S  265  ***  S 

AM  14  34  22  51  70  35  51  95  S  112  226  S 

PM  15  28  28  43  57  48  65  276  S  171  164  S 

Site Access/ 
Brawley 

Storage  —  —  400  —  —  330  225  NS  —  225  NS  S 

AM  —  —  0  —  —  3  0  NS  —  5  NS  S 

PM  —  —  0  —  —  10  3  NS  —  10  NS  S 

Sat.  —  —  0  —  —  8  3  NS  —  13  NS  S 

Shaw/ 
Golden State 

Storage  175  ***  415  150  ***  75  155  ***  50  200  ***  55 

AM  33  277  0  287  280  0  54  94  96  174  138  0 

PM  53  450  0  457  470  120  54  176  379  288  90  0 

Sat.  65  590  0  402  566  192  82  101  236  486  95  0 

Shaw/Blythe  Storage  235  ***  S  275  840  230  75  ***  S  75*  ***  80 

AM  153  293  S  71  169  60  39  18  S  83  84  0 

PM  389  358  S  45  186  0  62  56  S  212  209  57 

Sat.  352  508  S  48  246  18  39  23  S  217  221  61 
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Table 3.9‐30 (cont.): Near‐Term Without Project Queuing 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/El Capitan  Storage  150  850  75  210  ***  85  200  925  S  160  225  S 

AM  6  13  0  37  18  0  50  27  S  34  14  S 

PM  19  119  0  50  388  25  83  39  S  119  30  S 

Sat.  31  142  0  58  420  13  54  34  S  105  29  S 

Shaw/Brawley  Storage  250  ***  145  255  ***  140  255  ***  100  260  ***  145 

AM  39  126  0  71  193  67  85  101  0  124  238  39 

PM  141  216  14  98  168  26  143  276  46  189  182  50 

Sat.  134  280  21  118  245  35  169  174  28  210  133  53 

Shaw/Marty  Storage  215  ***  135  260  ***  140  150**  ***  +  145**  ***  S 

AM  74  92  18  306  36  0  130  107  32  74  60  S 

PM  106  165  8  335  59  1  185  199  67  127  62  S 

Sat.  140  176  8  378  85  0  180  157  68  165  84  S 

Shaw/Valentine  Storage  265  ***  80  310  ***  145  145**  ***  75  150**  ***  150 

AM  125  179  4  68  242  26  97  65  0  164  71  1 

PM  127  101  7  69  390  31  166  106  40  182  116  16 

Sat.  185  150  14  85  515  16  230  91  0  150  93  41 

Shaw/Feland  Storage  300  ***  140  260  ***  115  150  150  S  160  ***  160 

AM  94  289  84  149  128  9  67  22  S  207  40  0 

PM  128  398  27  137  169  12  111  44  S  226  48  0 

Sat.  189  411  36  208  192  23  184  50  S  350  63  23 
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Table 3.9‐30 (cont.): Near‐Term Without Project Queuing 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/Marks  Storage  250  ***  140  265  ***  175  220  ***  110  250  ***  240 

AM  123  108  6  88  223  0  118  178  105  108  166  107 

PM  218  136  8  152  379  48  198  202  55  111  211  99 

Notes: 
*  Multiple left‐turn lanes with at least one left‐turn lane an extension of a trapped through lane. 
**  Left‐turn lane connects to a two‐way left‐turn lane, additional storage available equal to length of adjacent through lane. 
***  Greater than 1,000 feet to next major intersection.  
+  Right‐turn lane connects to a trapped through lane, additional storage available equal to length of adjacent through lane. 
S  Shared with through lane. 
‐  Does not exist 
NS  Not required to stop. 
Bold = calculated 95

th‐percentile queue exceeds storage capacity 
Source: Peters Engineering Group, 2015. 
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Table 3.9‐31: Near‐Term With Project Queuing 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Bullard/Figarden  Storage  235*  ***  195  100  ***  100  250  ***  75  250  ***  100 

AM  238  52  259  126  32  11  259  284  0  132  430  43 

PM  166  82  51  175  86  5  563  400  21  205  404  213 

Gates/Figarden  Storage  200*  ***  150  130  170  85  265  ***  S  265  ***  100 

AM  137  10  0  43  25  0  119  181  S  21  381  217 

PM  296  26  18  26  16  0  133  485  S  49  352  179 

San Jose/Brawley  Storage  180**  ***  60  100**  ***  100  265  ***  S  265  ***  S 

AM  14  34  26  55  70  35  58  101  S  112  234  S 

PM  15  28  30  49  57  48  79  293  S  182  181  S 

Site Access/ 
Brawley 

Storage  —  —  400  —  —  330  225  NS  —  225  NS  S 

AM  —  —  30  —  —  3  35  NS  —  5  NS  S 

PM  —  —  78  —  —  10  50  NS  —  10  NS  S 

Sat.  —  —  135  —  —  8  75  NS  —  13  NS  S 

Shaw/Golden 
State 

Storage  175  ***  415  150  ***  75  155  ***  50  200  ***  55 

AM  33  298  0  301  305  0  54  95  96  162  136  0 

PM  51  470  0  465  494  115  52  169  356  289  87  0 

Sat.  65  673  0  414  629  199  82  101  243  495  95  0 

Shaw/Blythe  Storage  235  ***  S  275  840  230  75  ***  S  75*  ***  80 

AM  154  305  S  69  149  2  39  18  S  83  83  0 

PM  389  393  S  44  445  95  62  56  S  212  209  57 

Sat.  375  576  S  49  458  126  39  22  S  214  217  59 
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Table 3.9‐31 (cont.): Near‐Term With Project Queuing 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/El Capitan  Storage  150  850  75  210  ***  85  200  925  S  160  225  S 

AM  7  33  1  36  19  0  50  28  S  34  14  S 

PM  17  27  0  47  97  4  80  38  S  116  30  S 

Sat.  30  1  0  65  146  2  56  36  S  108  30  S 

Shaw/Brawley  Storage  250  ***  145  255  ***  140  255  ***  100  260  ***  145 

AM  59  120  1  68  186  93  91  126  0  142  256  47 

PM  190  341  162  114  187  5  142  323  13  236  224  65 

Sat.  208  224  22  116  324  42  163  267  23  296  212  68 

Shaw/Marty  Storage  215  ***  135  260  ***  140  150**  ***  +  145**  ***  S 

AM  73  105  23  300  38  0  133  107  32  73  60  S 

PM  90  155  16  234  238  13  185  192  66  125  59  S 

Sat.  133  284  37  356  76  0  187  153  68  161  82  S 

Shaw/Valentine  Storage  265  ***  80  310  ***  145  145**  ***  75  150**  ***  150 

AM  124  270  4  77  173  21  103  66  0  167  72  1 

PM  120  41  1  72  83  1  172  105  38  179  115  15 

Sat.  173  117  7  75  533  13  234  88  0  146  90  41 

Shaw/Feland  Storage  300  ***  140  260  ***  115  150  150  S  160  ***  160 

AM  96  293  86  147  119  4  71  22  S  211  41  0 

PM  156  128  7  141  126  6  113  44  S  223  48  9 

Sat.  229  454  39  179  215  21  175  46  S  299  58  24 
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Table 3.9‐31 (cont.): Near‐Term With Project Queuing 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/Marks  Storage  250  ***  140  265  ***  175  220  ***  110  250  ***  240 

AM  129  108  6  87  228  0  118  176  103  106  163  118 

PM  194  148  32  145  371  42  195  197  51  107  200  134 

Notes: 
*  Multiple left‐turn lanes with at least one left‐turn lane an extension of a trapped through lane. 
**  Left‐turn lane connects to a two‐way left‐turn lane, additional storage available equal to length of adjacent through lane. 
***  Greater than 1,000 feet to next major intersection.  
+  Right‐turn lane connects to a trapped through lane, additional storage available equal to length of adjacent through lane. 
S  Shared with through lane. 
‐  Does not exist 
NS  Not required to stop. 
Bold = project impact 
Italic = calculated 95

th‐percentile queue exceeds storage capacity but project does not cause significant impact 
Source: Peters Engineering Group, 2015. 
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Table 3.9‐32: Near‐Term Roadway Segment Operations 

Road Segment 

No Project  With Project 

AM Peak Hour  PM Peak Hour  AM Peak Hour  PM Peak Hour 

Volume  LOS  Volume  LOS  Volume  LOS  Volume  LOS 

Shaw Avenue 

Between Golden State 
and Blythe 

2,189  C  2,189  C  2,261  C  3,102  D 

Between Blythe and El 
Capitan 

1,491  C  1,491  C  1,563  C  2,606  C 

Between El Capitan and 
Brawley 

1,562  C  1,562  C  1,650  C  3,206  C 

Between Brawley and 
Marty 

1,647  C  1,647  C  1,740  C  3,142  C 

Between Marty and 
Valentine 

1,909  C  1,909  C  1,994  C  3,210  C 

Between Valentine and 
Feland 

2,044  C  2,044  C  2,123  C  3,210  C 

Between Feland and 
Marks 

2,414  C  2,414  C  2,482  C  3,489  C 

Figarden Drive 

Between Bullard and 
Gates 

2,263  C  2,263  C  2,299  C  2,809  C 

Between Gates and 
Barstow 

1,569  C  1,569  C  1,608  C  2,169  C 

Brawley Avenue 

Between Barstow and 
San Jose 

1,451  C  1,451  C  1,494  C  1,987  C 

Between Barstow and 
Site Access 

1,380  C  1,380  C  1,445  C  1,867  C 

Between Site Access 
and Shaw 

1,341  C  1,341  C  1,584  C  2,254  C 

Source: Peters Engineering Group, 2015. 

 

Summary of Near Term Project Impacts 

Near‐Term With‐Project 

The Near‐Term With‐Project conditions analyses are based on conditions expected to occur after 

construction of the pending projects and the proposed project.  Project traffic impacts identified in 

the Near‐Term With‐Project conditions analyses are stated below, followed by the recommended 

mitigation. 
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Intersection Operations 

Barstow Avenue/Brawley Avenue 

At the intersection of Barstow and Brawley Avenues, a new traffic signal will be installed to address 

existing substandard levels of service at this location.  If the City has not constructed or is not in the 

process of constructing the signal when the Project is issued a building permit, the applicant shall 

install the new traffic signal, subject to the right of reimbursement for costs incurred beyond the 

Project’s 12.2 percent equitable fair share responsibility.  The implementation of Mitigation Measure 

TRANS‐1 would mitigate the Project’s impact at this location, and improve operations to acceptable 

AM/PM peak hour LOS A/B. 

Queuing 

Shaw/Brawley Avenues 

At the intersection of Shaw and Brawley Avenues, the Project will increase the calculated 95th‐

percentile queue length from 210 feet to 296 feet in the southbound left‐turn lane (where the 

existing storage length is 260 feet) during the Saturday peak hour.  This increase is considered a 

significant impact. 

The analyses suggest that the southbound left‐turn lane should be lengthened to accommodate the 

296‐foot queue length occurring during the Saturday peak hour.  However, such a measure is not 

recommended or feasible due to potentially hazardous conditions that could result. This measure 

would reduce the length of the northbound left‐turn lane at the project entrance by a commensurate 

amount because the two lanes are back‐to‐back with no available space between them.  In the event 

that the northbound storage lane were to back up into the northbound though lanes, the resulting 

queue could back up into the intersection of Shaw and Brawley Avenues, causing worse intersection 

operations, blockage of the intersection, and safety hazards.  If the queue in the southbound left‐turn 

lane were to extend 36 feet into the southbound through lanes, the interior of the intersection of Shaw 

and Brawley Avenues would not be blocked and could safely still operate.   

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

MM TRANS‐2a  Barstow Avenue/Brawley Avenue: The implementation of Mitigation Measure 

TRANS‐1 would fully mitigate the Project’s significant impact at this location, and 

improve intersection operations to acceptable AM/PM peak hour LOS A/B. 

Level of Significance After Mitigation 

Mitigation Measure TRANS‐1 mitigates the Project’s impacts at this intersection. 

MM TRANS‐2b  Shaw Avenue/Brawley Avenue: On or before issuance of the Project’s final 

certificate of occupancy, the Project applicant shall implement and maintain 

throughout project operations the following Project Transportation Demand 

Measures promoting employee use of public transit, bicycle travel and ridesharing to 

reduce vehicle trips to and from the store: 
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Table 3.9‐33: Project Transportation Demand Measures 

Marketing Strategies 

Alternate Transportation Bulletin Board  Facility will maintain a Rideshare Bulletin Board centrally 
accessible to Associates with Rideshare Program information, 
Rideshare newsletter, and other alternative commute 
information, including: 
•  Fresno Area Express (FAX) Transit schedules, maps, and fares; 
•  Bicycle route maps and information about taking bikes on 
public transportation. 

This information shall be updated on a regular basis to ensure 
that current information is posted. 

Employer Rideshare Newsletter  An Employer Rideshare Newsletter will be made available to 
Associates on the Rideshare Bulletin Board on a quarterly basis 

Rideshare New Hire Orientation  New Hires will view Walmart’s Rideshare DVD, and receive 
information on the facility Rideshare Program and commute 
mode alternatives. New Hires will be shown the Rideshare 
Board and bike racks as part of the store tour. 

Rideshare promotional materials  Rideshare Program promotional materials include: 
•  Annual Rideshare Recognition Pins for participants 
•  Annual facility Rideshare Poster 

Annual Rideshare Clean Air Challenge 
Poster Contest 

Associates’ children and grandchildren are invited to participate 
in the annual Rideshare Clean Air Challenge poster contest. The 
children are encouraged to use their imaginations to illustrate 
the importance of ridesharing to our communities and to the 
environment. The top three winning entries are highlighted on 
the annual Rideshare poster. 

Program Support Strategy 

On‐site Rideshare Coordinator  A designated on‐site Rideshare Coordinator is responsible for 
promoting the Rideshare Program and maintaining the 
Rideshare Board. The facility receives support and promotional 
materials from Walmart’s Senior Rideshare Coordinator. 

Internal Guaranteed Ride Home Service  Associates commuting to work in a rideshare method are eligible 
for an emergency return ride (in the event of an emergency or 
unexpected situation) on the days they rideshare.  Unexpected 
situations may include unscheduled overtime or personal 
emergencies requiring employees to leave the worksite. The 
return ride will be provided by a volunteering employee or by a 
member of management. 

Personalized commute assistance  The on‐site Rideshare coordinator will provide personalized 
assistance such as assisting with transit itineraries, bicycle 
routes, carpool matching and personal follow‐up. 

Services and facilities to reduce lunchtime errand trips 

Lockers on‐site  Facility maintains lockers for employee use 

On‐site Kitchen  Facility provides an eating area with a sink, microwave and 
refrigerator 
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Table 3.9‐33 (cont.): Project Transportation Demand Measures 

Services and facilities to reduce lunchtime errand trips 

On‐site ATM  Facility provides an on‐site ATM 

On‐site vending machines  Facility provides on‐site vending machines in the employee eating 
area 

On‐site restaurant  Facility provides on‐site fast food restaurant 

 

Level of Significance After Mitigation 

Because of the physical constraints and operational considerations as a whole, physical mitigation to 

reduce the queuing impact at Shaw and Brawley intersection is infeasible.  Implementation of MM 

TRANS‐2b will help promote use of alternative forms of transportation.  However, since the number 

of vehicle trips potentially reduced at the Site Access and Brawley Avenue intersection cannot be 

quantified, Mitigation Measure TRANS‐2b would not mitigate the project’s impact which would 

remain significant and unavoidable following implementation.   

Year 2035 Traffic 

Impact TRANS‐3:  The proposed project would generate new trips at study area intersections that 
would contribute to unacceptable traffic operations under Year 2035 Conditions. 

Impact Analysis 

Year 2035 represents a long‐term scenario in which project traffic volumes are added to the traffic 

volumes on local roadways forecasted to exist assuming that the development allowed under the 

City’s Fresno General Plan is fully built out and 90 percent of the remaining development is built.  

This represents a conservative, worst‐case assumption that provide the framework for a long‐term 

traffic evaluation. 

Baseline No Project 2035 Traffic Volumes 

The Council of Fresno County Governments (COG) maintains a travel model that is typically used to 

forecast traffic volumes.  

Although the Fresno General Plan includes land uses to accommodate and serve approximately 

180,000 more people than contemplated under the 2025 General Plan, the amount of development 

that is projected for the year 2035 under the Fresno General Plan (i.e., to accommodate 780,600 

persons) is consistent with the level of development projected under the 2025 General Plan (i.e., to 

accommodate 770,000 persons).  Therefore, the use of the COG’s 2035 Fresno County travel model is 

appropriate for the proposed project. 

The baseline traffic volumes for the year 2035 no‐project conditions were determined using travel 

model data obtained from the COG using the COG Increment Method, which is described in a 

document available from the COG entitled “Model Steering Committee Recommended Procedures for 

Using Traffic Projections from the Fresno COG Travel Model” dated December 2002.  The Increment 
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Method forecasts future traffic volumes by determining the growth projected by the model between 

the base year and the horizon year.  This growth is then added to the existing traffic volumes. 

Future turning movements were forecast based on the methods presented in Chapter 8 of the 

Transportation Research Board National Cooperative Highway Research Program Report 255 entitled 

“Highway Traffic Data for Urbanized Area Project Planning and Design.”  The baseline 2035 no‐

project traffic volumes are presented in Intersection Operations. 

The 2035 With‐Project conditions analyses are based upon conditions expected to occur after 

buildout projected under the Fresno General Plan and the proposed project.  The year 2035 

No‐Project Weekday AM and PM Peak‐Hour Traffic Volumes are presented in Exhibit 3.9‐21, and the 

year 2035 No‐Project Saturday Peak‐Hour Traffic Volumes are presented in Exhibit 3.9‐22. Project 

traffic impacts identified in the 2035 With‐Project analyses are stated below, followed by the 

recommended mitigation. 

Impact 3a—Barstow Avenue/Brawley Avenue: Less than significant with mitigation 

At the intersection of Barstow and Brawley Avenues, Project vehicle trips would result in a significant 

impact to intersection operations.  The Project would exacerbate a substandard LOS F by adding 

more than 5.0 seconds of delay during the AM and PM peak hours in the 2035 traffic scenario.  The 

implementation of Mitigation Measure TRANS‐1 would mitigate the Project’s impact at this location, 

and improve operations to acceptable AM/PM peak hour LOS A/B. 

Impact 3b—San Jose Avenue/Gates Avenue: Less than significant with mitigation 

The proposed project will exacerbate a substandard PM peak hour LOS F at the intersection of San 

Jose and Gates Avenues. The No‐project and Plus project scenarios in Table 3.9‐35 depict the 

operational LOS F in the no‐project and with‐project scenarios, with delays that exceed the 

calculable range.  Without signalization, determining the no‐project or post‐project seconds of delay 

is not feasible.  Based upon the projected number of project‐related vehicle trips that would enter 

this intersection, it is assumed that the Project would increase existing delay by more than 5.0 

seconds during the AM and PM peak hours in year 2035.   

Future improvements necessary to improve substandard operational conditions and mitigate the 

impact to this intersection require signalizing the intersection of San Jose and Gates Avenues in 

accordance with City of Fresno standards, with protected left‐turn phasing and the following lane 

geometry: 

 Eastbound: one left‐turn lane and one through lane with a shared right turn 
 Westbound: one left‐turn lane and one through lane with a shared right turn 

 Northbound: one left‐turn lane and two through lanes with a shared right turn 
 Southbound: one left‐turn lane and two through lanes with a shared right turn 

 

With the above‐referenced improvements, the San Jose/Gates intersection will operate at acceptable 

levels of service: LOS D during the AM peak hour (42.9 seconds of delay) and LOS C during the PM peak 

hour (30.6 seconds of delay).  Under Caltrans’s equitable share methodology, the applicant is 

responsible for 3.5 percent of the cost of this improvement estimated to cost $300,000.00, or $10,500 
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which Mitigation Measure TRANS‐3b requires the project applicant to pay the City prior to issuance of 

the project’s building permit. 

Impact 3c—Brawley Avenue/Site Access 

At the intersection of the Site Access driveway and Brawley Avenues, project vehicle trips would 

result in the following significant impact to intersection operations: 

The project will cause a substandard LOS E in the on‐site eastbound‐to‐southbound right‐turn lane 

exiting the site during the Saturday peak hour. 

The substandard LOS occurs on an approach that is already limited to right turns out of the Project 

site and will be experienced solely by project trips exiting the site.  However, a second right‐turn lane 

at a stop‐controlled intersection is not proposed because vehicles would be required to cross over a 

through lane during the right‐turn.  Traffic signals are not warranted nor, as a traffic engineering 

matter, recommended due to the short spacing between the driveway and either Shaw Avenue or 

San Jose Avenue.  Therefore, the City does not consider improvements feasible at this location. 

Implementation of the Project’s Trip Reduction Strategies through Mitigation Measure TRANS‐2b will 

encourage employee use of alternative transportation methods and potentially reduce vehicle trips 

at this and other project area intersections.  However, since a reduction in employee vehicle trips 

resulting from TRANS‐2b cannot be quantified or guaranteed, the Project’s impact remains 

significant and unavoidable. 

Impact 3d—Shaw Avenue/Blythe Avenue: Less than significant with mitigation 

At the intersection of Shaw Avenue and Blythe Avenue, project vehicle trips would contribute 36 feet to 

an existing 537‐foot queue length in the eastbound left‐turn lane during the Saturday peak hour (for a 

total queue length of 573 feet), and would contribute 36 feet to an existing 867‐foot queue in the in the 

westbound through lanes that extends beyond El Capitan Avenue during the weekday PM peak hour 

(for a total queue length of 903 feet)   

The future roadway improvements found necessary to mitigate the project’s queuing impact and 

reduce existing queuing deficiencies at the intersection of Shaw Avenue and Blythe Avenue consists 

of the following:  

 Addition of a third eastbound through lane the intersection of Shaw and Blythe Avenues.  
 

The additional lane will allow more traffic to bypass the excessive queue in the eastbound left‐turn 

lane and slightly improve traffic operations at the intersection.  With implementation of this 

mitigation measure, the project’s significant additions of 25 feet or more to the existing queue 

lengths are mitigated to less than significant, as follows:  

 In the eastbound left‐turn lane, the project would a less‐than‐significant 12 feet for a total 
queue length of 549 feet.  While queue lengths would continue to exceed storage capacity at 

this intersection, the project’s contribution to the queue length is less than significant. 
 

 In the westbound through lanes, the project would add a less then significant 7 feet to the 
existing queue length for a with‐project post mitigation length of 874 feet.  While queuing 
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would continue to exceed storage capacity at this intersection, the project’s impact would be 

mitigated to less than significant. 

 

The additional travel lane is planned and included in the FMSI free program.  The project’s payment 

of its fair share of the cost of this improvement reduces the project’s impact to less than significant.  

Under Caltrans’s equitable share methodology, the applicant is responsible for 6.5 percent of the 

cost of constructing this improvement.  Prior to issuance of building permits the applicant shall 

provide the City with a payment representing 6.5 percent of the estimated cost of this improvement.   

 In the eastbound left‐turn lane, the programmed improvement would reduce the calculated 

95th‐percentile queue length in the 2035 with‐project scenario from 573 feet to 549 feet 

during the Saturday peak hour.  The existing queue in 2035 without the Project is 537 feet.  

The existing storage length is 235 feet.  With mitigation, the Project adds a less than 

significant 12 feet to the existing 537‐foot queue length.  Since the proposed project would 

not add more than 25 feet to the existing queuing deficiency, it would have a less than 

significant queuing impact at this intersection.  While queue lengths would continue to exceed 

storage capacity at this intersection, the Project’s contribution to the queue length is less than 

significant. 
 

 In the westbound through lanes, the programmed improvements would reduce the calculated 

95th‐percentile queue length in the 2035 with‐project scenario from 903 feet to 874 feet in the 

PM peak hour.  The existing queue in 2035 without the Project is 867 feet.  The existing 

storage length is 840 feet.  With mitigation, the Project adds a less then significant 7 feet to 

the existing queue length.  While queuing would continue to exceed storage capacity at this 

intersection, the Project’s impact would be mitigated to less than significant. 

 

The additional travel lane is planned and is included in the FMSI free program.  The project’s 

payment of its fair share of the cost of this improvement reduces the Project’s impact to less than 

significant.  With the construction of an additional lane, the intersection will be built out to the 

maximum lane configuration designated in the Fresno General Plan. 

The future improvements necessary to mitigate intersection operation impacts and queuing impacts 

at Shaw Avenue and Golden State intersection consist of the following: 

 Widening of the Shaw Avenue and Golden State Boulevard intersection. 

 Installation of new traffic signals installed in accordance with City of Fresno standards. 
 Providing the following lane configurations: 

‐ Eastbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Westbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Northbound: two left‐turn lanes, two through lanes, and one right‐turn lane 
‐ Southbound: two left‐turn lanes, two through lanes, and one right‐turn lane 

 

As demonstrated in Table 3.9‐37 and Table 3.9‐38, implementation of the above‐referenced 

improvements will mitigate the proposed project’s operational and queuing impacts at the Golden 

State Blvd/Shaw Avenue intersection in the year 2035 to less than significant.   



City of Fresno – Northwest Fresno Walmart Project 
Transportation/Traffic  Draft EIR 

 

 
3.9‐104  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐09 Transportation‐Traffic.docx 

Impact 3e—Shaw Avenue/Golden State Boulevard: Less than significant with mitigation 

At the intersection of Shaw Avenue and Golden State Boulevard, the Project vehicle trips will result 

in the following significant intersection operation and queuing impacts:  

Intersection Operations 

The project will exacerbate an existing substandard LOS F by adding more than 5.0 seconds of delay 

during the PM and Saturday peak hours. Specifically, the Project would add 8.9 seconds of delay in 

the weekday PM hour (155.3 to 164.2 seconds of delay) and 11.9 seconds of delay to the Saturday 

peak hour (220.7 to 232.6 seconds of delay). 

Queuing impacts 

 In the westbound left‐turn lane, the Project will increase the calculated 95th‐percentile queue 
length by 37 feet (from 590 feet to 627 feet) during the AM peak hour.  The existing storage length 

is 150 feet. 
 

 In the northbound left‐turn lane, the Project will increase the queue length by 30 feet (from 

453 feet to 483 feet) during the AM peak hour.  The existing storage length is 155 feet. 
 

 In the northbound right‐turn lane the Project will increase the queue length by 36 feet (from 

542 feet to 578 feet) during the AM peak hour.  The existing storage length is 50 feet. 
 

 In the southbound left‐turn lane the Project will increase the queue length by 27 feet (from 

257 feet to 284 feet) during the AM peak hour.  The existing storage length is 200 feet.  

 
Mitigation 

The future improvements necessary to mitigate intersection operation impacts and queuing impacts 

at Shaw Avenue and Golden State intersection consist of the following: 

 Widening of the Shaw Avenue and Golden State Boulevard intersection. 

 Installation of new traffic signals installed in accordance with City of Fresno standards. 
 Providing the following lane configurations: 

‐ Eastbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Westbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Northbound: two left‐turn lanes, two through lanes, and one right‐turn lane 
‐ Southbound: two left‐turn lanes, two through lanes, and one right‐turn lane 

 

The Golden State Blvd/Shaw Avenue intersection is included in the City of Fresno TSMI Fee Program 

and widening of Shaw Avenue to six through lanes is in the FMSI Fee Program.  With the 

programmed improvements, the intersection will be constructed to the maximum configuration 

designated in the Fresno General Plan. The Project’s significant intersection operational and queuing 

impacts would be mitigated to less than significant, as follows:  

Intersection Operation: The intersection will operate at LOS C during the AM peak hour and LOS E 

during the PM and Saturday peak hours.  While the intersection will continue to operate at LOS E in 

the weekday PM and Saturday peak hours, the Project’s significant impacts resulting from the 

increased delay in these two scenarios would be mitigated to less than significant, and the seconds 
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of delay drivers would experience during each peak‐hour scenario would be reduced to levels below 

those that would exist in 2035 without the proposed project:  

 No‐project 2015 weekday AM delay of 71.8 seconds (LOS E) is reduced to 31.0 seconds (LOS C) 

 No project weekday PM delay of 155.3 seconds is reduced to 59.1 seconds (LOS remains an E) 

 No‐project Saturday delay of 220.7 seconds (LOS F) is reduced to 73.5 seconds (LOS E). 
 

Queuing: Implementation of the above‐referenced programmed improvements will mitigate the 

proposed project’s queuing impacts at the Golden State Blvd/Shaw Avenue intersection in the year 

2035 to less than significant, as follows:  

 In the westbound left‐turn lane, the programmed improvements would reduce the calculated 

95th‐percentile queue length from 627 feet to 246 feet during the AM peak hour.  The existing 

queue in 2035 without the Project is 590 feet.  The existing storage length is 150 feet.  With 

mitigation, the existing queue length is reduced from 590 feet to 246 feet.  
 

 In the northbound left‐turn lane, the programmed improvements will reduce the queue 

length from 483 feet to 149 feet during the AM peak hour.  The existing queue in 2035 without 

the Project is 453 feet.  The existing storage length is 155 feet.  With mitigation, the existing 

queue length is reduced from 453 feet to 149 feet.  
 

 In the northbound right‐turn lane, the programmed improvements will reduce the queue 

length from 578 feet to 499 feet during the AM peak hour.  The existing queue length is 542 

feet.  The existing storage length is 50 feet.  With mitigation, the existing no‐project queue 

length is reduced from 590 feet to 246 feet.  
 

 In the southbound left‐turn lane, the programmed improvements will reduce the queue 

length from 284 feet to 84 feet during the AM peak hour.  The existing queue length is 257 

feet.  The existing storage length is 200 feet.  With mitigation, the existing no‐project queue 

length is reduced from 257 feet to 84 feet. 

 

Under Caltrans equitable share methodology, the project applicant is responsible for 4.4 percent of 

the cost of constructing the programmed improvements.  The applicant’s payment of its fair share 

reduces the Project’s impacts to 2035 intersection operations and queue lengths to less than 

significant. 

Impact 3f—Shaw Avenue/Brawley Avenue: Significant and Unavoidable Impact 

Intersection operations 

At the intersection of Shaw and Brawley Avenues, the Project would add more than 5.0 seconds of 

delay in the weekday PM peak hour (12.7 seconds added) and during the Saturday peak hour (24.6 

seconds added) leading to substandard LOS E during the weekday PM and Saturday peak hours.  

Queuing impacts 

The Project would increase the calculated 95th‐percentile queue lengths by more than 25 feet, as follows: 

 In the eastbound left‐turn lanes the Project will increase the calculated 95th‐percentile queue 
length from 239 feet to 325 feet during the PM peak hour; the existing storage length is 250 feet; 
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 In the westbound right‐turn lane, the Project will increase the queue length from 140 feet to 

210 feet during the PM peak hour where the existing storage length is 140 feet; 
 

 In the northbound left‐turn lane, the Project will increase the queue length from 340 feet to 

385 feet during the PM peak hour where the existing storage length is 255 feet; 
 

 In the southbound left‐turn lane, the Project will increase the queue length from 289 feet to 

385 feet during the PM peak hour and from 303 feet to 440 feet during the Saturday peak 

hour where the existing storage length is 260 feet; 
 

 In the southbound right‐turn lane, the Project will increase the queue length from 113 feet to 

175 feet during the PM peak hour and from 156 feet to 282 feet during the Saturday peak 

hour where the existing storage length is 145 feet. 

 

The intersection of Shaw and Brawley Avenues is constructed to the maximum configuration possible 

and designated in the Fresno General Plan.  Substandard levels of service were expected on Brawley 

Avenue as indicated in the City of Fresno General Plan.  Therefore, based on right‐of‐way constraints, 

General Plan designations, and City practices and policies, further improvements are not feasible at 

this location to achieve LOS D. 

Table 3.9‐39 presents calculated 95th‐percentile queue lengths following implementations of the 

mitigation measures described below for the following intersections.  According to Table 3.9‐39  and 

discussed in above text, the Project’s incremental impacts to queuing deficiencies existing in the 

2035 no‐project scenario are fully mitigated. 

Year 2035 Fair Share Percentages 

Where required future mitigations are not included in established development fees and are not the 

sole responsibility of a particular project, but rather result from planned regional growth forecast in 

the City’s Fresno General Plan and the regional COG model, the responsibility for mitigations is 

determined based on equitable share calculations as presented in the Caltrans Guide for the 

Preparation of Traffic Impact Studies.  Caltrans recommends the following equation to determine a 

project’s equitable share of the cost of improvements, where: 

 

P = The equitable share of the Project’s traffic impact; 
T = The project trips generated during the peak hour of the adjacent State Highway facility; 
TB = The forecasted (future with project) traffic volume on the impacted State highway facility; 
TE = The existing traffic on the State highway facility plus approved projects’ traffic. 

 

Roadway Segments 

The results of the year 2035 With‐Project road segment analyses are summarized in Table 3.9‐38.  

Project impacts are identified in bold type.  The project would not decrease the LOS and would not 

increase the v/c ratio by at least 0.15 at those road segments in this scenario with the exception of 

one road segment where the Project causes a significant impact based on road segment LOS criteria 

in the 2035 scenario: 
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Impact 3f—Figarden Drive between Bullard and Gates Avenues: Significant and Unavoidable  

The Project would cause a PM peak‐hour drop in LOS from LOS D to LOS E/F.  It should be noted the 

Project would increase the volume‐to‐capacity ratio by only 0.02 percent (adding little or no 

congestion) on this segment.  This increase means the volume of project traffic on the roadway 

segments is two percent compared to the maximum traffic volume capacity of the roadway segment. 

High Speed Rail 

The California High Speed Rail project is expected to construct a grade separation that would 

eliminate the intersection of Shaw Avenue/Golden State Boulevard.  With implementation of the 

grade separation project, vehicular access between the two roadways would be available via 

Cornelia Avenue.  However, for purposes of the EIR’s analysis, the intersection is assumed to remain 

in its existing condition through the year 2035 for information purposes and to ensure a 

comprehensive and conservative traffic analysis. 

Baseline No Project—Lane Configurations and Intersection Control 

Lane configurations and intersection control for the year 2035 with‐project conditions are assumed 

to be the same as the existing conditions presented in Exhibit 3.9‐12.  The mitigation measures 

identified for Near‐Term+ Project impacts would be completed in the Near‐Term but are not included 

in the analysis of Long‐Term conditions.  This allows Long‐Term conditions without the Project to be 

compared to the Long‐Term conditions with the Project in order to identify the Project’s impact in 

this scenario.  

2035 No Project Conditions 

The year 2035 with‐project conditions peak‐hour traffic volumes are determined by adding the 2035 

baseline traffic volumes and the project traffic peak‐hour volumes.  The year 2035 with‐project 

conditions peak‐hour traffic volumes are presented in Exhibit 3.9‐23. 

Intersection Operations 

The results of the year 2035 No‐Project intersection LOS analyses are summarized in Table 3.9‐35.  

Substandard conditions are identified in bold type.  The following study intersections are expected to 

operate at substandard levels of service in 2035 without the Project: 

 Bullard Avenue/Figarden Drive (LOS E during the AM and PM peak hour);  
 

 Barstow Avenue/Brawley Avenue (LOS F in the westbound‐to‐southbound left‐turn lane 

during the AM and PM peak hours).  The City of Fresno has received funding to construct a 

new traffic signal at the intersection of Barstow and Brawley Avenues.  Construction is 

expected to begin in 2016; 
 

 San Jose Avenue/Gates Avenue (LOS F on both the eastbound and westbound approaches 
during the AM and PM peak hours);  

 

 San Jose Avenue/Marty Avenue (LOS F during the AM and PM peak hours on the northbound 

approach); 
 

 San Jose Avenue/Valentine Avenue (LOS E during the AM and PM peak hours); 
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 Shaw Avenue/Golden State Boulevard (LOS E during the AM peak hour and LOS F during the 

PM and Saturday peak hours); and 
 

 Shaw Avenue/Blythe Avenue (LOS E during the PM peak hour and LOS F during the Saturday 

peak hour). 

 

The other study intersections are expected to operate at acceptable levels of service in the without‐

project condition in year 2035. 

Queuing 

2035 Baseline No Project Conditions 

The results of the year 2035 no‐project queuing analyses are summarized in Table 3.9‐36.  Calculated 

95th‐percentile queues exceeding the available storage capacity in the 2035 no project conditions are 

identified in bold type.  The queuing analyses indicate that under baseline no‐project conditions, 

calculated 95th‐percentile queues are expected to exceed the available storage capacity in 2035 at 

the following locations: 

 Bullard Avenue/Figarden Drive: eastbound right turn exceeds storage capacity by 533 feet, 
westbound left turn exceeds storage capacity by 190 feet, northbound left turn exceeds 

storage capacity by 790 feet, southbound left turn exceeds storage capacity by 76 feet, and 

southbound right turn exceeds storage capacity by 366 feet. 
 

 Gates Avenue/Figarden Drive: southbound right turn exceeds storage capacity by 241 feet. 
 

 San Jose Avenue/Brawley Avenue: westbound right turn exceeds storage capacity by 125 feet 
and southbound left turn exceeds storage capacity by 113 feet. 

 

 Shaw Avenue/Golden State Boulevard: westbound left turn exceeds storage capacity by 648 

feet, westbound through extends to Blythe Avenue, northbound left turn exceeds storage 

capacity by 290 feet, northbound right turn exceeds storage capacity by 881 feet, and 

southbound left turn exceeds storage capacity by 159 feet.  It is also noted that the eastbound 

queue will extend past Cornelia Avenue; 
 

 Shaw Avenue/Blythe Avenue: eastbound left turn exceeds storage capacity by 334 feet, 
westbound through extends to El Capitan Avenue, and westbound right turn exceeds storage 

capacity by 72 feet.  It is also noted that the eastbound queue will extend past Jennifer Avenue; 
 

 Shaw Avenue/Brawley Avenue: eastbound right turn exceeds storage capacity by 38 feet, 

northbound left turn exceeds storage capacity by 181 feet, and southbound left turn exceeds 

storage capacity by 43 feet; 
 

 Shaw Avenue/Marty Avenue: westbound left turn exceeds storage capacity by 63 feet; 
 

 Shaw Avenue/Feland Avenue: westbound left turn exceeds storage capacity by 120 feet, 

westbound right turn exceeds storage capacity by 72 feet, northbound left turn exceeds 

storage capacity by 98 feet, and southbound left turn exceeds storage capacity by 378 feet; 
 

 Shaw Avenue/Marks Avenue: eastbound left turn exceeds storage capacity by 69 feet, 

northbound left turn exceeds storage capacity by 71 feet, northbound right turn exceeds 

storage capacity by 88 feet, and southbound right turn exceeds storage capacity by 78 feet. 
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Roadway Segment Operations 

Table 3.9‐38 presents the results of year 2035 No‐Project road segment analyses, with substandard 

conditions in bold type. The following road segments would operate at substandard levels of service: 

 Shaw Avenue between Golden State Blvd. and Blythe Ave. (LOS E/F during the PM peak hour. 

 Shaw Avenue between Blythe and El Capitan Avenue (LOS E/F during the PM peak hour.  

 Shaw Avenue between El Capitan and Brawley Avenues (LOS E/F during the PM peak hour). 

 

2035 With Project Conditions 

Intersection Operations 

The 2035 With‐Project conditions analyses are based upon conditions expected to occur after 

buildout projected under the Fresno General Plan and the proposed project.  Project traffic impacts 

identified in the 2035 With‐Project analyses are stated below, followed by the recommended 

mitigation. 

Impact 3a—Barstow Avenue/Brawley Avenue: Less than significant with mitigation 

At the intersection of Barstow and Brawley Avenues, Project vehicle trips would result in a significant 

impact to intersection operations.  The Project would exacerbate a substandard LOS F by adding 

more than 5.0 seconds of delay during the AM and PM peak hours in the 2035 traffic scenario.  The 

implementation of Mitigation Measure TRANS‐1 would mitigate the Project’s impact at this location, 

and improve operations to acceptable AM/PM peak hour LOS A/B. 

Impact 3b—San Jose Avenue/Gates Avenue: Less than significant with mitigation 

The proposed project will exacerbate a substandard PM peak hour LOS F at the intersection of San 

Jose and Gates Avenues. The No‐project and Plus project scenarios in Table 3.9‐35 depict the 

operational LOS F in the no‐project and with‐project scenarios, with delays that exceed the 

calculable range.  Without signalization, determining the no‐project or post‐project seconds of delay 

is not feasible.  Based upon the projected number of project‐related vehicle trips that would enter 

this intersection, it is assumed that the Project would increase existing delay by more than 5.0 

seconds during the AM and PM peak hours in year 2035.   

Future improvements necessary to improve substandard operational conditions and mitigate the 

impact to this intersection require signalizing the intersection of San Jose and Gates Avenues in 

accordance with City of Fresno standards, with protected left‐turn phasing and the following lane 

geometry: 

 Eastbound: one left‐turn lane and one through lane with a shared right turn 
 Westbound: one left‐turn lane and one through lane with a shared right turn 

 Northbound: one left‐turn lane and two through lanes with a shared right turn 
 Southbound: one left‐turn lane and two through lanes with a shared right turn 

 

With the above‐referenced improvements, the San Jose/Gates intersection will operate at acceptable 

levels of service: LOS D during the AM peak hour (42.9 seconds of delay) and LOS C during the PM peak 

hour (30.6 seconds of delay).  Under Caltrans’s equitable share methodology, the applicant is 

responsible for 3.5 percent of the cost of this improvement estimated to cost $300,000.00, or $10,500 
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which Mitigation Measure TRANS‐3b requires the project applicant to pay the City prior to issuance of 

the project’s building permit. 

Impact 3c—Brawley Avenue/Site Access 

At the intersection of the Site Access driveway and Brawley Avenues, project vehicle trips would 

result in the following significant impact to intersection operations: 

The project will cause a substandard LOS E in the on‐site eastbound‐to‐southbound right‐turn lane 

exiting the site during the Saturday peak hour. 

The substandard LOS occurs on an approach that is already limited to right turns out of the Project 

site and will be experienced solely by project trips exiting the site.  However, a second right‐turn lane 

at a stop‐controlled intersection is not proposed because vehicles would be required to cross over a 

through lane during the right‐turn.  Traffic signals are not warranted nor, as a traffic engineering 

matter, recommended due to the short spacing between the driveway and either Shaw Avenue or 

San Jose Avenue.  Therefore, the City does not consider improvements feasible at this location. 

Implementation of the Project’s Trip Reduction Strategies through Mitigation Measure TRANS‐2b will 

encourage employee use of alternative transportation methods and potentially reduce vehicle trips 

at this and other project area intersections.  However, since a reduction in employee vehicle trips 

resulting from TRANS‐2b cannot be quantified or guaranteed, the Project’s impact remains 

significant and unavoidable. 

Impact 3d—Shaw Avenue/Blythe Avenue: Less than significant with mitigation 

At the intersection of Shaw Avenue and Blythe Avenue, project vehicle trips would contribute 36 feet to 

an existing 537‐foot queue length in the eastbound left‐turn lane during the Saturday peak hour (for a 

total queue length of 573 feet), and would contribute 36 feet to an existing 867‐foot queue in the in the 

westbound through lanes that extends beyond El Capitan Avenue during the weekday PM peak hour 

(for a total queue length of 903 feet)   

The future roadway improvements found necessary to mitigate the project’s queuing impact and 

reduce existing queuing deficiencies at the intersection of Shaw Avenue and Blythe Avenue consists 

of the following:  

 Addition of a third eastbound through lane the intersection of Shaw and Blythe Avenues.  
 

The additional lane will allow more traffic to bypass the excessive queue in the eastbound left‐turn 

lane and slightly improve traffic operations at the intersection.  With implementation of this 

mitigation measure, the project’s significant additions of 25 feet or more to the existing queue 

lengths are mitigated to less than significant, as follows:  

 In the eastbound left‐turn lane, the project would a less‐than‐significant 12 feet for a total 
queue length of 549 feet.  While queue lengths would continue to exceed storage capacity at 

this intersection, the project’s contribution to the queue length is less than significant. 
 

 In the westbound through lanes, the project would add a less then significant 7 feet to the 
existing queue length for a with‐project post mitigation length of 874 feet.  While queuing 
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would continue to exceed storage capacity at this intersection, the project’s impact would be 

mitigated to less than significant. 

 

The additional travel lane is planned and included in the FMSI free program.  The project’s payment 

of its fair share of the cost of this improvement reduces the project’s impact to less than significant.  

Under Caltrans’s equitable share methodology, the applicant is responsible for 6.5 percent of the 

cost of constructing this improvement.  Prior to issuance of building permits the applicant shall 

provide the City with a payment representing 6.5 percent of the estimated cost of this improvement.   

 In the eastbound left‐turn lane, the programmed improvement would reduce the calculated 

95th‐percentile queue length in the 2035 with‐project scenario from 573 feet to 549 feet 

during the Saturday peak hour.  The existing queue in 2035 without the Project is 537 feet.  

The existing storage length is 235 feet.  With mitigation, the Project adds a less than 

significant 12 feet to the existing 537‐foot queue length.  Since the proposed project would 

not add more than 25 feet to the existing queuing deficiency, it would have a less than 

significant queuing impact at this intersection.  While queue lengths would continue to exceed 

storage capacity at this intersection, the Project’s contribution to the queue length is less than 

significant. 
 

 In the westbound through lanes, the programmed improvements would reduce the calculated 

95th‐percentile queue length in the 2035 with‐project scenario from 903 feet to 874 feet in the 

PM peak hour.  The existing queue in 2035 without the Project is 867 feet.  The existing 

storage length is 840 feet.  With mitigation, the Project adds a less then significant 7 feet to 

the existing queue length.  While queuing would continue to exceed storage capacity at this 

intersection, the Project’s impact would be mitigated to less than significant. 

 

The additional travel lane is planned and is included in the FMSI free program.  The project’s 

payment of its fair share of the cost of this improvement reduces the Project’s impact to less than 

significant.  With the construction of an additional lane, the intersection will be built out to the 

maximum lane configuration designated in the Fresno General Plan. 

The future improvements necessary to mitigate intersection operation impacts and queuing impacts 

at Shaw Avenue and Golden State intersection consist of the following: 

 Widening of the Shaw Avenue and Golden State Boulevard intersection. 

 Installation of new traffic signals installed in accordance with City of Fresno standards. 
 Providing the following lane configurations: 

‐ Eastbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Westbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Northbound: two left‐turn lanes, two through lanes, and one right‐turn lane 
‐ Southbound: two left‐turn lanes, two through lanes, and one right‐turn lane 

 

As demonstrated in Table 39‐37 and Table 3.9‐38, implementation of the above‐referenced 

improvements will mitigate the proposed project’s operational and queuing impacts at the Golden 

State Blvd/Shaw Avenue intersection in the year 2035 to less than significant. 
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Impact 3e—Shaw Avenue/Golden State Boulevard: Less than significant with mitigation 

At the intersection of Shaw Avenue and Golden State Boulevard, the Project vehicle trips will result 

in the following significant intersection operation and queuing impacts:  

Intersection Operations 

The project will exacerbate an existing substandard LOS F by adding more than 5.0 seconds of delay 

during the PM and Saturday peak hours. Specifically, the Project would add 8.9 seconds of delay in 

the weekday PM hour (155.3 to 164.2 seconds of delay) and 11.9 seconds of delay to the Saturday 

peak hour (220.7 to 232.6 seconds of delay).   

Queuing impacts 

 In the westbound left‐turn lane, the Project will increase the calculated 95th‐percentile queue 
length by 37 feet (from 590 feet to 627 feet) during the AM peak hour.  The existing storage length 

is 150 feet. 
 

 In the northbound left‐turn lane, the Project will increase the queue length by 30 feet (from 

453 feet to 483 feet) during the AM peak hour.  The existing storage length is 155 feet. 
 

 In the northbound right‐turn lane the Project will increase the queue length by 36 feet (from 

542 feet to 578 feet) during the AM peak hour.  The existing storage length is 50 feet. 
 

 In the southbound left‐turn lane the Project will increase the queue length by 27 feet (from 

257 feet to 284 feet) during the AM peak hour.  The existing storage length is 200 feet.  

 
Mitigation 

The future improvements necessary to mitigate intersection operation impacts and queuing impacts 

at Shaw Avenue and Golden State intersection consist of the following: 

 Widening of the Shaw Avenue and Golden State Boulevard intersection. 

 Installation of new traffic signals installed in accordance with City of Fresno standards. 
 Providing the following lane configurations: 

‐ Eastbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Westbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Northbound: two left‐turn lanes, two through lanes, and one right‐turn lane 
‐ Southbound: two left‐turn lanes, two through lanes, and one right‐turn lane 

 

The Golden State Blvd/Shaw Avenue intersection is included in the City of Fresno TSMI Fee Program 

and widening of Shaw Avenue to six through lanes is in the FMSI Fee Program.  With the 

programmed improvements, the intersection will be constructed to the maximum configuration 

designated in the Fresno General Plan. The Project’s significant intersection operational and queuing 

impacts would be mitigated to less than significant, as follows:  

Intersection Operation: The intersection will operate at LOS C during the AM peak hour and LOS E 

during the PM and Saturday peak hours.  While the intersection will continue to operate at LOS E in 

the weekday PM and Saturday peak hours, the Project’s significant impacts resulting from the 

increased delay in these two scenarios would be mitigated to less than significant, and the seconds 
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of delay drivers would experience during each peak‐hour scenario would be reduced to levels below 

those that would exist in 2035 without the proposed project:  

 No‐project 2015 weekday AM delay of 71.8 seconds (LOS E) is reduced to 31.0 seconds (LOS C) 

 No project weekday PM delay of 155.3 seconds is reduced to 59.1 seconds (LOS remains an E) 

 No‐project Saturday delay of 220.7 seconds (LOS F) is reduced to 73.5 seconds (LOS E). 
 

Queuing: Implementation of the above‐referenced programmed improvements will mitigate the 

proposed project’s queuing impacts at the Golden State Blvd/Shaw Avenue intersection in the year 

2035 to less than significant, as follows:  

 In the westbound left‐turn lane, the programmed improvements would reduce the calculated 

95th‐percentile queue length from 627 feet to 246 feet during the AM peak hour.  The existing 

queue in 2035 without the Project is 590 feet.  The existing storage length is 150 feet.  With 

mitigation, the existing queue length is reduced from 590 feet to 246 feet.  
 

 In the northbound left‐turn lane, the programmed improvements will reduce the queue 

length from 483 feet to 149 feet during the AM peak hour.  The existing queue in 2035 without 

the Project is 453 feet.  The existing storage length is 155 feet.  With mitigation, the existing 

queue length is reduced from 453 feet to 149 feet.  
 

 In the northbound right‐turn lane, the programmed improvements will reduce the queue 

length from 578 feet to 499 feet during the AM peak hour.  The existing queue length is 542 

feet.  The existing storage length is 50 feet.  With mitigation, the existing no‐project queue 

length is reduced from 590 feet to 246 feet.  
 

 In the southbound left‐turn lane, the programmed improvements will reduce the queue 

length from 284 feet to 84 feet during the AM peak hour.  The existing queue length is 257 

feet.  The existing storage length is 200 feet.  With mitigation, the existing no‐project queue 

length is reduced from 257 feet to 84 feet. 

 

Under Caltrans equitable share methodology, the project applicant is responsible for 4.4 percent of 

the cost of constructing the programmed improvements.  The applicant’s payment of its fair share 

reduces the Project’s impacts to 2035 intersection operations and queue lengths to less than 

significant.  

Impact 3f—Shaw Avenue/Brawley Avenue: Significant and Unavoidable Impact 

Intersection operations 

At the intersection of Shaw and Brawley Avenues, the Project would add more than 5.0 seconds of 

delay in the weekday PM peak hour (12.7 seconds added) and during the Saturday peak hour (24.6 

seconds added) leading to substandard LOS E during the weekday PM and Saturday peak hours.  

Queuing impacts 

The Project would increase the calculated 95th‐percentile queue lengths by more than 25 feet, as follows: 

 In the eastbound left‐turn lanes the Project will increase the calculated 95th‐percentile queue 
length from 239 feet to 325 feet during the PM peak hour; the existing storage length is 250 feet; 
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 In the westbound right‐turn lane, the Project will increase the queue length from 140 feet to 

210 feet during the PM peak hour where the existing storage length is 140 feet; 
 

 In the northbound left‐turn lane, the Project will increase the queue length from 340 feet to 

385 feet during the PM peak hour where the existing storage length is 255 feet; 
 

 In the southbound left‐turn lane, the Project will increase the queue length from 289 feet to 

385 feet during the PM peak hour and from 303 feet to 440 feet during the Saturday peak 

hour where the existing storage length is 260 feet; 
 

 In the southbound right‐turn lane, the Project will increase the queue length from 113 feet to 

175 feet during the PM peak hour and from 156 feet to 282 feet during the Saturday peak 

hour where the existing storage length is 145 feet. 

 

The intersection of Shaw and Brawley Avenues is constructed to the maximum configuration possible 

and designated in the Fresno General Plan.  Substandard levels of service were expected on Brawley 

Avenue as indicated in the City of Fresno General Plan.  Therefore, based on right‐of‐way constraints, 

General Plan designations, and City practices and policies, further improvements are not feasible at 

this location to achieve LOS D. 

Table 3.9‐37 presents calculated 95th‐percentile queue lengths following implementations of the 

mitigation measures described below for the following intersections.  Table 3.9‐37, and discussed in 

above text, the Project’s incremental impacts to queuing deficiencies existing in the 2035 no‐project 

scenario are fully mitigated. 

Year 2035 Fair Share Percentages 

Where required future mitigations are not included in established development fees and are not the 

sole responsibility of a particular project, but rather result from planned regional growth forecast in 

the City’s Fresno General Plan and the regional COG model, the responsibility for mitigations is 

determined based on equitable share calculations as presented in the Caltrans Guide for the 

Preparation of Traffic Impact Studies.  Caltrans recommends the following equation to determine a 

project’s equitable share of the cost of improvements, where: 

 

P = The equitable share of the Project’s traffic impact; 
T = The project trips generated during the peak hour of the adjacent State Highway facility; 
TB = The forecasted (future with project) traffic volume on the impacted State highway facility; 
TE = The existing traffic on the State highway facility plus approved projects’ traffic. 

 

Roadway Segments 

The results of the year 2035 With‐Project road segment analyses are summarized in Table 3.9‐38.  

Project impacts are identified in bold type.  The project would not decrease the LOS and would not 

increase the v/c ratio by at least 0.15 at those road segments in this scenario with the exception of 

one road segment where the Project causes a significant impact based on road segment LOS criteria 

in the 2035 scenario: 
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Impact 3f—Figarden Drive between Bullard and Gates Avenues: Significant and Unavoidable  

The Project would cause a PM peak‐hour drop in LOS from LOS D to LOS E/F).  It should be noted the 

Project would increase the volume‐to‐capacity ratio by only 0.02 (adding little or no congestion) on 

this segment.  This increase means the volume of project traffic on the roadway segments is two 

percent compared to the maximum traffic volume capacity of the roadway segment. 

Table 3.9‐34: Mitigated Peak Hour Intersection Analysis Summary—2035 With‐Project 
Conditions 

Intersection  Control 

Weekday AM  Weekday PM  Saturday 

Delay (seconds)  LOS  Delay (seconds)  LOS  Delay (seconds)  LOS 

Barstow/Brawley  Signal  7.8  A  12.3  B  —  — 

San Jose/Gates  Signal  42.9  D  30.6  C  —  — 

Shaw/Blythe  Signal  24.8  C  73.4  E  56.0  E 

Shaw/Golden State  Signal  31.0  C  59.1  E  73.5  E 

Source: Peters Engineering Group, 2015. 
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Table 3.9‐35: Year 2035 Intersection Operations Without Project 

Intersection  Control 

No Project  Plus Project 

Weekday AM  Weekday PM  Saturday  Weekday AM  Weekday PM  Saturday 

Delay 
(sec)  LOS 

Delay 
(sec) 

Delay 
(sec) 

Delay 
(sec)  LOS 

Delay 
(sec)  LOS 

Delay 
(sec) 

Delay 
(sec) 

Delay 
(sec)  LOS 

Bullard/Figarden  Signals  69.0  E  60.5  E  —  —  72.7  E  63.0  E  —  — 

Gates/Figarden  Signals  24.7  C  38.4  D  —  —  25.2  C  38.0  D  —  — 

Barstow/Brawley  OWS  148.3  F  619.1  F  —  —  170.9  F  758.4  F  —  — 

San Jose/Gates  TWS  *  F  *  F  —  —  *  F  *  F  —  — 

San Jose/Brawley  Signals  31.4  C  49.4  D  —  —  32.4  C  52.5  D  —  — 

San Jose/Marty  OWS  51.1  F  86.3  F  —  —  52.5  F  90.5  F  —  — 

San Jose/Valentine  AWS  38.6  E  49.5  E  —  —  38.6  E  49.8  E  —  — 

Shaw/Golden State  Signal  71.8  E  155.3  F  220.7  F  73.0  E  164.2  F  232.6  F 

Site Access/Brawley  OWS  13.3  B  17.0  C  13.5  B  21.8  C  29.1  D  41.7  E 

Shaw/Blythe  Signal  36.5  D  74.7  E  101.6  F  31.2  C  74.0  E  104.9  F 

Shaw/El Capitan  Signal  6.1  A  10.9  B  24.9  C  6.1  A  10.5  B  30.8  C 

Shaw/Brawley  Signal  38.3  D  45.0  D  49.8  D  41.5  D  57.7  E  66.2  E 

Shaw/Marty  Signal  17.6  B  22.7  C  17.0  B  17.9  B  22.9  C  24.6  C 

Shaw/Valentine  Signal  22.4  C  11.5  B  15.0  B  28.3  C  11.6  B  17.3  B 

Shaw/Feland  Signal  13.5  B  31.0  C  45.2  D  13.4  B  31.1  C  46.8  D 

Shaw/Marks  Signal  31.8  C  44.1  D  —  —  33.2  C  50.7  D  —  — 

Note: 
*  Delay is beyond the calculable range.  Additional vehicles typically add significant delay.  A significant impact is assumed for project scenarios. 

Italic = substandard conditions in the no‐project scenario 
Bold = project impact 
Source: Peters Engineering Group, 2014. 
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Table 3.9‐36: Year 2035 Queuing Without Project 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Bullard/Figarden  Storage  235*  ***  195  100  ***  100  250  ***  75  250  ***  100 

AM  257  126  728  153  45  62  379  331  0  155  580  161 

PM  292  121  137  290  131  62  1,040  522  61  326  583  466 

Gates/Figarden  Storage  200*  ***  150  130  170  85  265  ***  S  265  ***  100 

AM  185  41  10  70  43  0  148  226  S  85  483  341 

PM  362  31  44  32  21  0  187  607  S  186  446  235 

San 
Jose/Brawley 

Storage  180**  ***  60  100**  ***  100  265  ***  S  265  ***  S 

AM  23  219  81  204  101  41  75  163  S  319  445  S 

PM  28  78  37  93  593  225  219  573  S  378  351  S 

Site 
Access/Brawley 

Storage  —  —  400  —  —  330  225  NS  —  225  NS  S 

AM  —  —  0  —  —  3  0  NS  —  5  NS  S 

PM  —  —  0  —  —  20  5  NS  —  20  NS  S 

Sat.  —  —  0  —  —  13  5  NS  —  23  NS  S 

Shaw/Golden 
State 

Storage  175  ***  415  150  ***  75  155  ***  50  200  ***  55 

AM  113  929  91  590  655  10  453  161  542  257  260  0 

PM  142  1,389  75  798  1,459  79  138  328  892  349  244  0 

Sat.  166  1,674  44  790  1,816  50  210  151  931  359  196  0 

Shaw/Blythe  Storage  235  ***  S  275  840  230  75  ***  S  75*  ***  80 

AM  182  881  S  76  226  5  43  22  S  110  111  16 

PM  569  1,023  S  32  867  158  75  70  S  238  244  77 

Sat.  537  1,442  S  38  847  302  46  28  S  250  248  73 
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Table 3.9‐36 (cont.): Year 2035 Queuing Without Project 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/El Capitan  Storage  150  850  75  210  ***  85  200  925  S  160  225  S 

AM  6  23  0  58  320  5  65  34  S  45  17  S 

PM  19  17  0  64  36  0  118  51  S  175  41  S 

Sat.  32  137  0  82  32  0  76  46  S  152  39  S 

Shaw/Brawley  Storage  250  ***  145  255  ***  140  255  ***  100  260  ***  145 

AM  71  315  27  139  240  3  183  141  16  196  430  121 

PM  239  547  183  184  479  140  340  407  103  289  290  113 

Sat.  166  521  63  245  832  152  436  238  73  303  213  156 

Shaw/Marty  Storage  215  ***  135  260  ***  140  150**  ***  +  145**  ***  S 

AM  54  309  12  255  202  2  160  155  75  91  84  S 

PM  104  282  4  299  83  1  234  306  83  237  110  S 

Sat.  103  369  10  323  210  12  286  242  99  217  174  S 

Shaw/Valentine  Storage  265  ***  80  310  ***  145  145**  ***  75  150**  ***  150 

AM  103  77  1  85  85  6  121  76  0  240  96  6 

PM  206  200  14  110  158  10  249  147  49  346  142  42 

Sat.  324  135  6  126  145  4  431  131  38  287  120  53 

Shaw/Feland  Storage  300  ***  140  260  ***  115  150  150  S  160  ***  160 

AM  103  73  0  201  207  11  90  31  S  300  52  0 

PM  196  615  91  153  261  6  156  58  S  374  63  0 

Sat.  298  455  30  380  907  187  248  61  S  538  79  40 
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Table 3.9‐36 (cont.): Year 2035 Queuing Without Project 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/Marks  Storage  250  ***  140  265  ***  175  220  ***  110  250  ***  240 

AM  203  246  22  104  291  22  155  294  198  127  197  141 

PM  319  328  41  20  576  95  291  261  82  145  327  318 

Notes: 
*  Multiple left‐turn lanes with at least one left‐turn lane an extension of a trapped through lane. 
**  Left‐turn lane connects to a two‐way left‐turn lane, additional storage available equal to length of adjacent through lane. 
***  Greater than 1,000 feet to next major intersection.  
+  Right‐turn lane connects to a trapped through lane, additional storage available equal to length of adjacent through lane. 
S  Shared with through lane. 
‐  Does not exist 
NS  Not required to stop. 
Bold = calculated 95

th‐percentile queue exceeds storage capacity 
Source: Peters Engineering Group, 2015. 
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Table 3.9‐37: Year 2035 Queuing With Project 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Bullard/Figarde
n 

Storage  235*  ***  195  100  ***  100  250  ***  75  250  ***  100 

AM  257  126  738  158  45  62  389  336  0  155  591  161 

PM  304  122  159  301  131  62  1,061  529  63  326  594  461 

Gates/Figarden  Storage  200*  ***  150  130  170  85  265  ***  S  265  ***  100 

AM  196  42  12  70  43  0  152  228  S  85  484  309 

PM  377  33  47  35  24  0  203  640  S  206  456  258 

San 
Jose/Brawley 

Storage  180**  ***  60  100**  ***  100  265  ***  S  265  ***  S 

AM  23  219  85  211  101  41  84  173  S  319  462  S 

PM  25  73  39  96  556  183  211  564  S  353  356  S 

Site 
Access/Brawley 

Storage  —  —  400  —  —  330  225  NS  —  225  NS  S 

AM  —  —  40  —  —  3  38  NS  —  5  NS  S 

PM  —  —  128  —  —  200  80  NS  —  20  NS  S 

Sat.  —  —  215  —  —  13  128  NS  —  20  NS  S 

Shaw/Golden 
State 

Storage  175  ***  415  150  ***  75  155  ***  50  200  ***  55 

AM  119  1,001  101  627  703  14  483  172  578  284  278  0 

PM  142  1,442  74  805  1,518  80  138  331  911  359  246  0 

Sat.  166  1,757  44  802  1,897  52  210  153  954  371  198  0 

Shaw/Blythe  Storage  235  ***  S  275  840  230  75  ***  S  75*  ***  80 

AM  193  910  S  81  379  1  46  23  S  118  120  23 

PM  581  1,093  S  31  903  143  75  70  S  238  244  77 

Sat.  573  1,542  S  34  865  149  46  28  S  250  248  73 
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Table 3.9‐37 (cont.): Year 2035 Queuing With Project 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/ 
El Capitan 

Storage  150  850  75  210  ***  85  200  925  S  160  225  S 

AM  6  2  0  60  83  0  70  36  S  48  18  S 

PM  18  16  0  61  45  0  119  52  S  176  41  S 

Sat.  36  108  0  76  237  1  76  46  S  152  39  S 

Shaw/Brawley  Storage  250  ***  145  255  ***  140  255  ***  100  260  ***  145 

AM  105  364  46  145  391  78  201  180  23  232  492  155 

PM  325  581  196  178  694  210  385  508  94  385  351  175 

Sat.  225  403  46  244  882  178  458  397  63  440  346  282 

Shaw/Marty  Storage  215  ***  135  260  ***  140  150**  ***  +  145**  ***  S 

AM  54  215  15  277  249  6  173  162  77  95  89  S 

PM  99  239  9  309  85  1  245  309  109  246  111  S 

Sat.  97  421  12  318  135  0  309  242  127  217  174  S 

Shaw/Valentine  Storage  265  ***  80  310  ***  145  145**  ***  75  150**  ***  150 

AM  107  136  0  98  69  2  132  79  0  254  101  10 

PM  206  237  15  107  126  4  260  148  49  352  143  43 

Sat.  309  156  5  126  143  1  454  131  19  288  120  53 

Shaw/Feland  Storage  300  ***  140  260  ***  115  150  150  S  160  ***  160 

AM  110  100  1  212  206  13  98  32  S  323  55  0 

PM  191  658  95  146  276  7  161  59  S  381  64  0 

Sat.  318  508  52  380  948  182  258  62  S  548  80  41 
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Table 3.9‐37 (cont.): Year 2035 Queuing With Project 

Intersection 

Storage and Queue Length (feet) 

EBL  EBT  EBR  WBL  WBT  WBR  NBL  NBT  NBR  SBL  SBT  SBR 

Shaw/Marks  Storage  250  ***  140  265  ***  175  220  ***  110  250  ***  240 

AM  223  228  19  111  322  29  166  311  219  136  210  167 

PM  339  361  54  229  673  125  306  261  82  140  310  312 

Notes: 
*  Multiple left‐turn lanes with at least one left‐turn lane an extension of a trapped through lane. 
**  Left‐turn lane connects to a two‐way left‐turn lane, additional storage available equal to length of adjacent through lane. 
***  Greater than 1,000 feet to next major intersection.  
+  Right‐turn lane connects to a trapped through lane, additional storage available equal to length of adjacent through lane. 
S  Shared with through lane. 
‐  Does not exist 
NS  Not required to stop. 
Bold = project impact 
Italic = calculated 95

th‐percentile queue exceeds storage capacity but project does not cause a significant impact 
Source: Peters Engineering Group, 2015. 
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Table 3.9‐38: Year 2035 Roadway Segment Operations 

Road Segment 

No Project  With Project 

AM Peak Hour  PM Peak Hour  AM Peak Hour  PM Peak Hour 

Volume  LOS  Volume  LOS  Volume  LOS  Volume  LOS 

Shaw Avenue 

Between Golden State and 
Blythe 

2,880  C  4,165  E/F  2,951  C  4,301  E/F 

Between Blythe and El 
Capitan 

2,888  C  4,191  E/F  2,959  C  4,327  E/F 

Between El Capitan and 
Brawley 

2,961  C  4,670  E/F  3,049  C  4,829  E/F 

Between Brawley and 
Marty 

2,923  C  4,370  C  3,017  C  4,547  C 

Between Marty and 
Valentine 

3,057  C  4,832  C  3,143  C  4,995  D 

Between Valentine and 
Feland 

3,020  C  4,881  C  3,257  C  5,031  D 

Between Feland and Marks  3,421  C  4,725  C  3,489  C  4,861  C 

Figarden Drive 

Between Bullard and Gates  2,784  C  3,342  D  2,832  C  3,410  E/F 

Between Gates and 
Barstow 

2,000  C  2,590  C  2,039  C  2,665  C 

Brawley Avenue 

Between Barstow and San 
Jose 

1,977  C  2,776  C  2,020  C  2,858  C 

Between Barstow and Site 
Access 

1,930  C  2,489  C  2,003  C  2,632  C 

Between Site Access and 
Shaw 

1,881  C  2,318  C  2,124  C  2,848  C 

Source: Peters Engineering Group, 2015. 

 

2035 With Project Conditions—Summary of Impacts 

Intersection Operations 

The results of the year 2035 with‐project conditions intersection LOS analyses are summarized in 

Table 3.9‐35.  Project impacts are identified in bold type.  The project would cause a significant 

impact based upon contributing more than five seconds to the existing substandard intersection 

operations at the following locations: 

 Barstow Avenue/Brawley Avenue (the Project exacerbates a substandard AM and PM peak 

hour LOS F by adding more than 5.0 seconds of delay); 
 

 San Jose Avenue/Gates Avenue (the project adds more than 5.0 seconds of delay to an 

existing substandard AM and PM peak hour LOS F intersection operation; 
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 Site Access/Brawley Avenue (the Project decreases a substandard Saturday peak hour LOS E 
in the on‐site eastbound‐to‐southbound right‐turn lane exiting the project site); 

 

 Shaw Avenue/Golden State Boulevard (the Project exacerbates a substandard weekday PM 

peak hour and Saturday peak hour LOS F by adding more than 5.0 seconds of delay); 
 

 Shaw Avenue/Brawley Avenue (the Project causes a substandard PM and Saturday peak hour 

LOS E). 

 

Although several of the other intersections will operate at substandard LOS, the Project does not 

cause an existing LOS to drop or exacerbate the existing intersection delays by 5.0 seconds or more.  

Therefore, the Project does not have a significant impact at those intersections. 

2035 Queuing With Project 

The results of the year 2035 with‐project queuing analyses are summarized in Table 3.9‐37.  Project 

impacts are identified in bold type.  Italicized values exceed the existing storage length but do not 

represent a significant project impact because the Project does not cause the queue to increase by 

25 feet (one car length).  Therefore, a significant impact is not identified for locations with italicized 

values.  The project causes significant impacts based on queuing criteria at the following locations: 

 Shaw Avenue/Golden State Boulevard 

‐ In the westbound left‐turn lane, the Project will increase the calculated 95th‐percentile 
queue length by 37 feet (from 590 feet to 627 feet) during the AM peak hour; the existing 

storage length is 150 feet; 
‐ In the northbound left‐turn lane, the Project will increase the calculated 95th‐percentile 
queue length by 30 feet (from 453  to 483 feet) during the AM peak hour the existing storage 

length is 155 feet; 

‐ In the northbound right‐turn lane, the Project will increase the calculated 95th‐percentile 
queue length by 36 feet (from 542  to 578 feet) during the AM peak hour; the existing 

storage length is 50 feet; 
‐ In the southbound left‐turn lane, the Project will increase the calculated 95th‐percentile 
queue length by 27 feet (from 257 to 284 feet) during the AM peak hour; the existing storage 

length is 200 feet. 
 

 Shaw Avenue/Blythe Avenue 

‐ In the eastbound left‐turn lane, the Project will increase the calculated 95th‐percentile 

queue length by 36 feet (from 537  to 573 feet) during the Saturday peak hour; the existing 

storage length is 235 feet; 

‐ In the westbound through lanes the Project will increase the calculated 95th‐percentile 

queue length by 36 feet (from 867 feet to 903 feet) in the PM peak hour, contributing to a 

queue that extends beyond El Capitan Avenue during the PM peak hour even in the 2035 

no‐project scenario. 
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 Shaw Avenue/Brawley Avenues 

‐ In the eastbound left‐turn lanes the Project will increase the calculated 95th‐percentile queue 

length by 86 feet (from 239  to 325 feet) during the PM peak hour; the existing storage length 

is 250 feet; 

‐ In the westbound right‐turn lane, the Project will increase the calculated 95th‐percentile queue 

length by 70 feet (from 140  to 210 feet during the PM peak hour; the existing storage length is 

140 feet; 

‐ In the northbound left‐turn lane, the Project will increase the calculated 95th‐percentile queue 

length by 45 feet (from 340  to 385 feet during the PM peak hour; the existing storage length is 

255 feet; 

‐ In the southbound left‐turn lane, the Project will increase the calculated 95th‐percentile queue 

length by 96 feet (from 289  to 385 feet) during the PM peak hour and by 137 feet (from 303 to 

440 feet) during the Saturday peak hour; the existing storage length is 260 feet; 

‐ In the southbound right‐turn lane, the Project will increase the calculated 95th‐percentile 

queue length by 62 feet (from 113 to 175 feet) during the PM peak hour, and by 126 feet (from 

156 to 282 feet) during the Saturday peak hour; the existing storage length is 145 feet. 

 

2035 Roadway Segment Operations  

On the roadway segment of Figarden Drive between Bullard and Gates Avenues, the Project will 

cause the cumulative LOS to drop from D to E during the PM peak hour.  Figarden Drive has been 

constructed to the maximum lane configuration designated in the Fresno General Plan Update, and 

further improvements are not feasible at this location.  As a result, the Project’s impact remains 

significant and unavoidable. 

Level of Significance Before Mitigation 

Potentially significant impacts. 

2035 Mitigation Measures 

MM TRANS 3a  Barstow Avenue/Brawley Avenue: Implementation of Mitigation Measure TRANS‐1 

would mitigate the Project’s impact at this location, and improve operations to 

acceptable AM/PM peak hour LOS A/B. 

Level of Significance After Mitigation 

Implementation of Mitigation Measure TRANS‐3a reduces the Project’s impact to intersection 

operations at Barstow Avenue and Brawley Avenue to less than significant. 

MM TRANS 3b  San Jose Avenue/Gates Avenue: Prior to the City’s issuance of the project building 

permit, the project applicant shall pay the City the project’s fair share of the cost of 

constructing the following improvements or their functional equivalent to mitigate 

intersection deficiencies at this location by the year 2035:  

Signalization of the intersection in accordance with City of Fresno standards with 

protected left‐turn phasing and the following lane configurations: 

 Eastbound: one left‐turn lane and one through lane with a shared right turn 
 Westbound: one left‐turn lane and one through lane with a shared right turn 
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 Northbound: one left‐turn lane and two through lanes with a shared right turn 
 Southbound: one left‐turn lane and two through lanes with a shared right turn 

 

With these improvements, the San Jose/Gates intersection will operate at LOS D during the AM peak 

hour and LOS C during the PM peak hour.  Under the Caltrans equitable share methodology, the 

project applicant is responsible for 3.5 percent of the cost of this improvement estimated to cost 

$300,000.00, and shall pay the City $10,500 toward the above‐identified improvements prior to 

issuance of building permit.  

Level of Significance After Mitigation 

Implementation of Mitigation Measure TRANS‐3b reduces the Project’s impact to intersection 

operations at San Jose Avenue and Gates Avenue to less than significant. 

MM TRANS‐3c  Brawley Avenue/Site Access: Implement MM TRANS‐2b.  Mitigation Measure 

TRANS‐2b requires the project applicant to implement Project Transportation 

Demand Measures promoting employee use of alternative forms of transportation 

designed to reduce the vehicle trips.  Since a potential reduction in vehicle trips 

cannot be quantified nor guaranteed to occur, Mitigation Measure TRANS‐3c cannot 

be said to reduce impacts to less than significant. 

Level of Significance After Mitigation 

The implementation of MM TRANS‐3c will help promote use of alternative forms of transportation.  

However, since the number of vehicle trips that the measure could reduce at the Site Access and 

Brawley Avenue intersection cannot be quantified, MM TRANS‐2a could reduce but would not 

mitigate the project’s impact at this location and impacts would remain significant and unavoidable.  

MM TRANS 3d  Shaw Avenue/Blythe Avenue: Prior to the City’s issuance of the project building 

permit, the project applicant shall pay the City its fair share of the cost of 

constructing the following improvement or its functional equivalent to mitigate 

queuing deficiencies at this location by the year 2035: 

 Addition of a third eastbound through lane to allow more traffic to bypass the 

excessive queue in the eastbound left‐turn lane. 

 

With this improvement, the project’s significant additions of 25 feet or more to the existing queue 

lengths are mitigated to less than significant. The project’s payment of its fair share of the cost of this 

improvement reduces the project’s impact to less than significant.  Under Caltrans’s equitable share 

methodology, the applicant is responsible for 6.5 percent of the estimated cost of $255,000 for this 

improvement, and shall pay the City $16,575 toward the addition of a third eastbound lane prior to 

issuance of building permits. 

Level of Significance After Mitigation 

Implementation of Mitigation Measure TRANS‐3d reduces the Project’s impact at Shaw Avenue and 

Blythe Avenue to less than significant. 
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MM TRANS 3e  Shaw Avenue/Golden State Boulevard: Prior to the City’s issuance of the project 

building permit, the project applicant shall contribute its fair share of the cost of 

constructing the following improvements or their functional equivalent to mitigate 

the Project’s impact at this location by the year 2035: 

 Widening of the Shaw Avenue and Golden State Boulevard intersection. 

 Installation of new traffic signals installed in accordance with City of Fresno 
standards. 

 Providing the following lane configurations: 
‐ Eastbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Westbound: two left‐turn lanes, three through lanes, and one right‐turn lane 

‐ Northbound: two left‐turn lanes, two through lanes, and one right‐turn lane 
‐ Southbound: two left‐turn lanes, two through lanes, and one right‐turn lane 

 

With these improvements, the Project’s significant impacts to intersection operations and queuing 

at the Shaw Avenue and Golden State intersection are reduced to less than significant.  Under 

Caltrans’s equitable share methodology, the project applicant is responsible for 4.4 percent of the 

cost of constructing this improvement estimated at $1,600,000, and shall pay the City its fair share of 

$70,400 prior to issuance of building permits. 

Level of Significance After Mitigation 

Implementation of Mitigation Measure TRANS‐3e reduces the Project’s intersection operation and 

queuing impacts at Shaw Avenue and Golden State Boulevard to less than significant. 

MM TRANS 3f  Shaw Avenue/Brawley Avenue: Implement MM TRANS‐2b.  Mitigation Measure 

TRANS‐2b requires the project applicant to implement Project Transportation 

Demand Measures promoting employee use of alternative forms of transportation 

designed to reduce the vehicle trips.  Since a potential reduction in vehicle trips 

cannot be quantified nor guaranteed to occur, Mitigation Measure TRANS‐3f cannot 

be said to reduce impacts to this intersection to less than significant. 

Level of Significance After Mitigation 

The intersection of Shaw and Brawley Avenues is constructed to the maximum configuration possible 

and designated in the Fresno General Plan.  Substandard levels of service were expected on Brawley 

Avenue as indicated in the City of Fresno General Plan.  Therefore, based on right‐of‐way constraints, 

General Plan designations, and City practices and policies, further improvements are not feasible at 

this location to achieve LOS D.  The implementation of MM TRANS‐3f will help promote use of 

alternative forms of transportation.  However, since the number of vehicle trips that the measure 

could reduce at the Shaw and Brawley Avenue intersection cannot be quantified, MM TRANS‐2a 

could reduce but would not mitigate the project’s impact at this location.  Project impacts would 

remain significant and unavoidable.  

MM TRANS 3g  Figarden Drive—Bullard Avenue to Gates Avenue: The implementation of Mitigation 

Measure TRANS‐2b requires the project applicant to implement Project 

Transportation Demand Measures promoting employee use of alternative forms of 
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transportation designed to reduce the vehicle trips.  However, since a potential 

reduction in vehicle trips cannot be quantified nor guaranteed to occur, Mitigation 

Measure TRANS‐3g cannot be said to reduce impacts to less than significant. 

Level of Significance After Mitigation 

Figarden Drive has been constructed to the maximum lane configuration designated in the Fresno 

General Plan Update, and further improvements are not feasible at this location.  The applicant’s 

implementation of MM TRANS‐3g will help promote use of alternative forms of transportation.  

However, since the number of vehicle trips that the measure could reduce at the Site Access and 

Brawley Avenue intersection cannot be quantified, MM TRANS‐2a could reduce but would not 

mitigate the project’s impact at this location and impacts would remain significant and unavoidable.  

Table 3.9‐39 presents equitable share responsibility calculations for the Project based on weekday 

PM peak hour traffic volumes. 

Table 3.9‐39: Equitable Share Responsibility Calculations—Weekday PM Peak Hour 

Location  Mitigation  T  TE  TB  P (%) 

Barstow/Brawley  LT‐1 (Signals)  82  2,095  2,769  12.2 

San Jose/Gates  LT‐2 (Signals)  41  1,290  2,464  3.5 

Shaw/Blythe  LT‐4 (EB lane)  136  2,847  4,955  6.5 

Shaw/Golden State  LT‐5 (widen)  136  3,282  6,396  4.4 

 

Roadway Safety 

Impact TRANS‐4:  The proposed project would not substantially increase roadway safety hazards 
because of a design feature or incompatible uses. 

Impact Analysis 

This impact assesses the potential for the proposed project to substantially increase roadway safety 

hazards because of a design feature or incompatible uses.  Issues that were examined include site 

access and circulation, and the Shaw Avenue railroad grade crossing. 

Site Access and Circulation 

On‐site circulation was analyzed at the main project driveway and was reviewed at the other three 

driveways, as well as within the project site.  The existing project site contains the following four 

access points that would remain after construction of the Project: 

 North (Service): Right‐in/right‐out driveway connecting to Brawley Avenue. 
 

 Middle (Secondary): Right‐in/right‐out driveway connecting to Brawley Avenue. 
 

 South (Primary): Right‐in/right‐out/left‐in driveway connecting to Brawley Avenue.  A median 

prevents left‐out turning movements. 
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 Reciprocal Driveway Access: Reciprocal driveway access to Brawley Avenue and Shaw Avenue 
is provided through the commercial uses immediately south of the project site. 

 

The main site access ingress and egress driveway on Brawley Avenue is expected to experience 

acceptable levels of service and minimal queues, with the exception that vehicles exiting the site 

during the Saturday peak hour in the 2035 scenario who could experience delay during busy times.  

Substandard LOS 

Peters Engineering Group performed a general review of the site plan.  Sightlines and turning radii 

appear to be sufficient to provide for maneuvering by trucks and passenger vehicles.  Sight distances, 

emergency vehicle access, delivery truck access, and on‐site circulation planned for the Project 

appear to be generally adequate and are subject to refinements as part of the site plan review 

process. 

Railroad Grade Crossing 

Shaw Avenue has an existing at‐grade crossing of the Union Pacific Railroad approximately one mile 

west of the project site.  The proposed project will not cause a change in the operational 

characteristics of the crossing.  Impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact 

Emergency Access 

Impact TRANS‐5:  The proposed project would provide adequate emergency access. 

Impact Analysis 

The project site is served by three driveways that provide direct access to Brawley Avenue and also 

has reciprocal driveway access to Shaw Avenue via the commercial properties immediately to the 

south.  All of these access points would be maintained by the proposed project. 

The locations of the access points provide for multiple points of ingress and egress during an 

emergency, consistent with California Fire Code and City of Fresno requirements.  All access points 

would be accessible to large emergency vehicles such as fire engines.  Finally, the proposed project 

does not involve any modifications to surrounding roadways that have the potential to impair 

emergency access (e.g., road closures).  For these reasons, adequate emergency access would be 

provided.  Impacts would be less than significant. 
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Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Public Transit, Bicycles, and Pedestrians 

Impact TRANS‐6:  The proposed project would not conflict with adopted policies, plans or programs 
regarding public transit, bicycle, or pedestrian facilities, or otherwise decrease the 
performance or safety of such facilities. 

Impact Analysis 

This impact evaluated project accessibility to public transit, bicycles, and pedestrians.  Each issue is 

discussed separately. 

Public Transit 

Two FAX bus routes serve the project vicinity, with nearest stops located on Shaw Avenue and 

Brawley Avenue.  (Note that neither stop is located along the project frontage.)  The proposed 

project would not involve any changes to the location or amenities at either bus stop.  As such, the 

Project would remain accessible to FAX bus service.  Impacts would be less than significant. 

The City of Fresno’s General Plan and its Greenhouse Gas Reduction Plan contain policies and 

objectives that would increase the population’s use of alternative modes of transportation and 

reduce vehicle trips.  Consistent with the City’s goals, the proposed project new Walmart Store 

would implement trip reduction strategies that among other things, provide employees with 

information about the Store’s Rideshare Program and other alternative commute information, 

including Fresno Area Express (FAX) Transit schedules, maps, and fares, and bicycle route maps and 

information about taking bikes on public transportation.  The trip reduction strategies will be 

implemented in accordance with Transportation Mitigation Measure TRANS‐3c. 

Bicycles 

Class II bicycle facilities (bike lanes) exist on Brawley Avenue, Figarden Drive, and San Jose Avenue.  

There are no designated bicycle facilities on Shaw Avenue.  The proposed project would not alter 

these existing conditions. 

The City of Fresno General Plan contains several objectives and policies that call for the provision of 

bicycle storage facilities at large employers and retail land uses.  As such, MM TRANS‐6 requires the 

Project applicant to provide bicycle racks with a minimum of storage capacity of 30 bicycles near the 

Walmart store entrance.  With the implementation of mitigation, any potential impact would be less 

than significant. 
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Pedestrians 

Sidewalks exist along the project frontages with Brawley Avenue and San Jose Avenue.  Additionally, 

a sidewalk exists along the segment of Shaw Avenue south of the project site.  All sidewalks would 

be maintained by the proposed project. 

Portions of internal pedestrian facilities would be modified to maintain and enhance pedestrian 

movement and safety.  The direct pedestrian connection between Brawley Avenue and the store’s 

main entrance would be maintained.  The parking lot would also include a new pedestrian walkway 

to enhance the site’s walkability and pedestrian safety. 

All modifications would be implemented in accordance with the applicable requirements of the 

Americans With Disabilities Act.  As such, the proposed project would maintain accessibility to 

pedestrians.  Impacts would be less than significant. 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

MM TRANS‐6  Prior to issuance of the Project’s certificate of occupancy, the Project applicant shall 

install bike racks with capacity for at least 30 bicycles near the store entrance. 

Level of Significance After Mitigation 

Less than significant impact. 

Construction Traffic 

Impact TRANS‐7:  The proposed project may result in short‐term construction traffic impacts on 
surrounding roadways. 

Impact Analysis 

Construction operations for the Project would generate traffic related to construction employees and 

equipment and hauling construction material to and from the site.  The weekday work would begin 

at approximately 7:00 a.m. and end at approximately 3:00 p.m.  Therefore, only the AM peak hour 

would be affected by the construction traffic.  There would be no more than 62 construction workers 

on‐site at any given time during construction.  Up to 32 vendor deliveries per day are expected.  

Grading or earthwork activities would be very limited or non‐existent other than pavement removal; 

therefore, a substantial amount of construction vehicle traffic entering and leaving the site 

throughout the day is not anticipated. 

Project construction operations would generate far less traffic than the Project’s operational traffic 

generation after project completion.  As shown in Table 3.9‐10, the project operation would 

generate a total of 358 vehicle trips during the AM peak hour and 680 vehicle trips during the PM 

peak hour.  As shown in Table 3.9‐40, during the construction period, the construction employees 

would generate a maximum of approximately 62 trips during a single hour, and those trips are 
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expected to occur before 7:00 a.m. and before 4:00 p.m., which does not conflict with the study 

peak hours.  Vendor trips are expected to be distributed throughout the workday.   

Table 3.9‐40: Construction Traffic 

AM Construction Traffic  Operational Traffic 

Difference Worker Trips  Truck Trips  Total  AM peak Hour 

57  8  65  358  (293) 

Note: 
Worker trips calculated by dividing 62 construction workers by 1.10 persons per vehicle, the vehicle occupancy rate for 
Fresno County AM peak‐hour home‐to‐work trips, as reported in the Caltrans 2000–2001 California Statewide Travel 
Survey.  A total of 32 trucks including vendor truck deliveries are conservatively assumed to occur over an eight‐hour 
workday, which is equivalent to eight truck trips during the AM peak hour. 

 

Because the site was previously graded during development of the existing building, additional 

grading would be limited and little off‐site soil hauling would be anticipated.  Most of the 

construction traffic, particularly trucks, would be expected to travel on Shaw Avenue to either SR‐99 

or SR 41, or on Brawley Avenue to Herndon Avenue.  This routing would be similar to existing truck 

routes for the proposed project’s Walmart delivery trucks and would also avoid the use of residential 

streets (see Exhibit 3.9‐24a and Exhibit 3.9‐24b).  In accordance with City requirements as required 

by Mitigation Measure TRANS‐7, the construction contractor will have a traffic control plan in place 

to be implemented during construction.  Given that a traffic control plan will be in place and 

implemented, the Project construction traffic is not expected to result in significant impacts to any 

study intersection or roadway segment.   

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

MM TRANS‐7  Prior to the commencement of construction activities, the Project applicant shall 

prepare and submit a Construction Traffic Control Plan to the City of Fresno for 

review and approval.  The plan shall address any known road or lane closures and 

include measures necessary to facilitate safe circulation during these times.  The 

plan shall also identify routing for all delivery and haul trucks.  The plan shall also 

identify suitable locations for construction worker parking. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.10 ‐ Urban Decay 

This section describes the existing setting regarding urban decay and potential effects from project 

implementation on the site and its surrounding area.  Descriptions and analysis in this section are 

based on information contained in the January 2016 Urban Decay Study prepared by The Natelson 

Dale Group, Inc. (TNDG), included in this EIR as Appendix I. 

3.10.1 ‐ Environmental Setting 

Overview of Urban Decay 

Since this study is being completed as part of the Environmental Impact Report (EIR) process for the 

proposed project, it focuses strictly on the types of physical changes to the environment that are 

defined as significant by the California Environmental Quality Act (CEQA).  A project’s economic 

effects on trade area competitors are not an environmental impact under CEQA unless they y can be 

traced to direct physical changes in the market area (i.e., physical deterioration of existing retail 

centers/facilities). 

As Section 15131(b) of the CEQA Guidelines explains: 

a) Economic or social effects of a project shall not be treated as significant effects on the 

environment.  An EIR may trace a chain of cause and effect from a proposed decision on a 

project through anticipated economic or social changes resulting from the project to physical 

changes caused in turn by the economic or social changes.  The intermediate economic or 

social changes need not be analyzed in any detail greater than necessary to trace the chain of 

cause and effect.  The focus of the analysis shall be on the physical changes. 

 

In accordance with CEQA, for purposes of this analysis, TNDG has established the following criteria 

to determine if the project’s market impacts would be significant enough to create a lasting physical 

change in the market area: 

 Any diversion of sales from existing retail facilities caused by the project would have to be 

severe enough to result in business closings; and 
 

 The business closures would have to be significant enough in scale (i.e., in terms of the total 

square footage affected and/or the loss of key “anchor” tenants) to affect the long‐term viability 

of existing shopping centers or districts, subsequently resulting in urban decay.   
 

 Urban decay may be described as a downward spiral of store closures and long‐term vacancies.  

While the phenomenon of “urban decay” is not defined under CEQA, according to relevant CEQA 

case law it is indicated by significant deterioration of structures and/or their surroundings to a 

level that inhibits their future marketability and possibly their use for intended purposes.   
 

 Such deterioration occurs when property owners reduce property maintenance activities below 

that required to keep their properties in good condition.  A store closure, in and of itself, does not 

constitute urban decay.  While the closure of a business is clearly an impact to the owners and 

employees of the firm, within the context of CEQA it is an economic effect that is potentially 
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significant only if it results in sustained vacancies and related deterioration of the physical 

condition of the vacant building(s). 

 

Within the above context, the analysis includes a description of the “baseline” condition of existing 

retail facilities in the Trade Area.  In particular, TNDG completed a detailed inventory of existing 

tenants and vacancies in the Trade Area. 

Trade Area Definition 

According to the International Council of Shopping Centers (ICSC) – the premier trade association of 

the shopping center industry – a community center similar in scale and scope to the proposed 

project would typically have a trade area of 3 to 6 miles.1  Starting with the ICSC suggested trade area 

size as an initial reference point, TNDG designed a customized polygon as the trade area.  This 

polygon takes into account natural traffic barriers (such as major highways and roads) and the 

locations of existing competitive shopping centers.  The trade area boundaries are defined as 

follows: 

 Western Boundary: The majority of the western boundary is represented by Madera Avenue 

(State Route‐145 [SR‐145]).  At Shaw Avenue, the western boundary cuts to the east to North 

Dickenson Avenue.  The boundary, which is in unincorporated portions of Madera and Fresno 

counties, is approximately 6.0 to 10.0 miles from the project site. 
 

 Northern Boundary: The majority of the northern boundary runs along Avenue 9 in 

unincorporated Madera County.  At Road 33 ½, the boundary runs further north along the 

existing railroad tracks to Avenue 12.  The boundary is approximately 5.0 to 7.5 miles from the 

project site. 
 

 Eastern Boundary: The eastern boundary is represented by North West Avenue in the City of 

Fresno, which is approximately 2.0 miles from the project site. 
 

 Southern Boundary: The southern boundary is represented by West Belmont Avenue, 

extending across portions of unincorporated Fresno County and the City of Fresno.  The 

boundary is approximately 4.0 miles from the project site. 

 

A map of the trade area boundaries are shown in Exhibit 3.10‐1.  The trade area is referred to herein 

as the Northwest Fresno Retail Trade Area (NFRTA) or trade area. 

In January 2015, a new Walmart store opened in the former Mervyn’s Store at the intersection of 

Ashlan and Blackstone Avenues in Fresno.  However, this store does not affect the trade area design, 

discussed above, as the eastern boundary (North West Avenue) represents the midway point 

between the Blackstone store and the proposed Walmart store evaluated in this analysis.  That is, 

North West Avenue is approximately two miles east of the proposed project site at North Brawley 

and West Shaw Avenues, and it is approximately two miles west of the Ashlan Walmart store.  Given 

                                                            
1
  While the proposed project would be a freestanding store, it would essentially function as an extension of the neighboring West 

Pointe shopping center (in which the existing Walmart store is located).  The center and proposed project are adjacent to one 
another, on the east and west sides of North Brawley Avenue and pedestrians are anticipated to travel between the two centers. 
Thus the proposed store and the existing center would more or less function as one relatively large community scale retail center. 
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proximity to both stores and all else being equal, residents west of North West Avenue would tend to 

shop at the proposed Walmart store evaluated in this study, while residents east of this border 

would tend to shop at the Ashlan Walmart store. 

Overview of Existing Commercial Retail Market 

As part of the analysis, TNDG completed a comprehensive inventory of all existing retail tenants and 

vacancies in the trade area.  The detailed inventory is provided in Appendix B of the report, while a 

summary of the findings is provided in Table 3.10‐1. 

The total inventory of competitive retail space in the trade area is estimated at approximately 4.16 

million square feet.  The overall retail vacancy rate in the trade area is estimated at 17.8 percent, 

which is above the range (5 percent to 10 percent) generally considered to be reflective of a healthy 

retail market2.  Since the proposed project would reoccupy an existing vacant store, development of 

the project would lead to a decrease in the trade area retail vacancy rate to approximately 13.2 

percent3.  The somewhat elevated vacancy rate should be viewed as a temporary phenomenon 

largely attributable to the recent severe economic downturn, and is due in part to the closures of 

major chains that have recently closed all of their stores nationwide (e.g., Mervyns). 

In addition, there do not appear to be long‐term indications of existing physical decline or urban 

decay in the trade area.  The vacant stores do not exhibit significant deterioration of the building 

structures and/or their surroundings.  It is also likely that the overall vacancy rate in the trade area 

has improved subsequent to the July 2013 estimate provided by the previous version of the Urban 

Decay Study, based on two pieces of recent retail market data from REIS and CoStar (two leading 

providers of commercial real estate data).  First, according to data from REIS, the neighborhood and 

community malls vacancy rate for the U.S. declined from 10.5% (3rd Quarter, 2013) to 10.1% (3rd 

Quarter, 2015), an improvement of 40 basis points.  Second, the Fresno retail market experienced a 

similar improvement in the retail vacancy rate during this timeframe.  According to data from CoStar, 

the Fresno “total retail market” vacancy rate declined from 8.7% (3rd Quarter, 2013) to 8.3% (3rd 

Quarter, 2015), a similar improvement of 40 basis points. 

The trade area is largely characterized by grocery‐anchored neighborhood shopping centers and 

smaller strip center retail developments, which primarily serve the daily shopping needs of local 

residents.  For the most part, these shopping centers are located on the east‐west commercial 

corridors along West Shaw, West Ashlan, and West Clinton Avenues, and on the north‐south 

corridors along North Brawley and Marks Avenues.  In addition to these relatively smaller 

neighborhood centers, there is a cluster of “big box” retailers in community‐scale retail centers near 

the proposed project.  The retailers are concentrated along West Shaw Avenue, between North 

Marks Avenue and North Golden State Boulevard.  These centers and stores include the Arbor Faire 

                                                            
2
  “Real Estate Principles: A Value Approach, 3rd Ed., 2010, Ling and Archer.”  According to the standard real estate textbook used in 

real estate courses at both undergraduate and graduate levels, the natural vacancy rate, for purposes of estimating potential gross 
income, for apartment, office, and retail properties is 5% to 15%.  The textbook indicates that this is the typical vacancy rate when 
the market is in equilibrium. 

3
  The existing Walmart store is approximately 126,783 square feet, while the proposed store would be 193,361 square feet.  Although 

the total square feet of retail inventory in the trade area would not change, the amount of vacant space would be reduced by the 
difference in size between the two stores (193,361 – 126,783 = 66,578 square feet).  Thus, the proposed project would reduce total 
vacant square feet in the trade area from 741,748 square feet to 548,387 square feet (741,378 – 193,361 = 548,387).  This adjusted 
vacancy rate calculation assumes that the existing Walmart store would be re‐tenanted with a retail tenant. 
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(Home Depot, Dick’s, and adjacent Target), Shaw Marketplace (Kohl’s, Old Navy, Foods Co.), Costco, 

Toys R Us, and La‐Z‐Boy Furniture, among others.  The existing Walmart Store No. 1815 is also 

located directly across N. Brawley Avenue from the project site. 

The breakdown of the existing retail inventory by category is summarized in Table 3.10‐1. 

Table 3.10‐1: Inventory of Existing Retail Development Northwest Fresno Retail Trade Area 

Retail Category  Square Feet 

Clothing and Clothing Accessories  255,846 

General Merchandise  668,141 

Home Furnishings and Appliances  133,946 

Specialty/Other  390,607 

Food and Beverage  577,866 

Food Service and Drinking  513,192 

Building Material and Garden Equipment and Supplies  196,594 

Auto Parts  97,959 

Gasoline Stations  70,575 

Services Space  515,909 

Vacant Space  741,748 

Grand Total  4,162,383 

Source: The Natelson Dale Group, 2013. 

 

Population and Income Levels 

The Trade Area population projections are summarized in Table 3.10‐2. 

Table 3.10‐2: Trade Area Population Projections by Year 

Market 
Area 

Estimated 
2013 

Population 

Projected 
2015 

Population 

Projected 
2017 

Population 

Projected 
2019 

Population 

Projected 
2021 

Population 

Projected 
2023 

Population 

Projected 
2025 

Population 

Northwest 
Fresno 
Retail 

Trade Area 
(NFRTA) 

139,759  142,850  145,934  149,162  152,462  155,834  159,282 

Source: The Natelson Dale Group, 2013. 
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The above population estimate (2013) and projections are from ESRI, a nationally recognized 

provider of demographic data.  The ESRI projections forecast an annual population growth rate of 1.1 

percent between 2012 and 2017.  TNDG has applied this growth rate throughout the study period in 

this analysis (from 2013 to 2025).  This growth rate appears to be relatively conservative, as the 

trade area’s population increased at a 2.3 percent annual rate during the 10‐year period between 

2000 and 2010, which exceeds the growth rate used in this analysis by more than a factor of two. 

Per capita income in the Trade Area for 2013 is estimated to be $34,342.  The indicated estimates of per 

capita income were obtained from ESRI and increased 53 percent by TNDG.  The reason for this increase 

factor is that these income estimates are based on “money income” definition of income utilized by the 

U.S. Census Bureau.  This measure of income is narrower than the “personal income” definition used by 

the U.S. Department of Commerce.  The broader definition includes additional income sources such as 

fringe benefits (health insurance, retirement funding), imputed income (interest, rent), and direct 

payments to medical providers and governments.  Personal income therefore represents a more 

complete gauge of a household’s economic status.  According to the Center for the Continuing Study of 

the California Economy (CCSCE), personal income is the preferred measure for purposes of projecting a 

household’s purchasing power (i.e., retail demand).  Thus, this analysis increases the ESRI estimates of 

money income by 53 percent to estimate per capita personal income.4 

Retail Sales Demand 

The portion of total income spent on retail purchases varies by the income level of the individual 

household and varies depending on the strength of the overall economy.  In general, the percentage 

of income spent on retail goods decreases as income levels rise (more affluent households spend 

more on retail goods in absolute dollar terms, but less as a percentage of their total income). 

In order to forecast the ratio of total trade area income likely to be spent on retail purchases, TNDG 

evaluated county level data for the period 2000 through 2011 (the latest 12‐year period for which 

official income data are available from the Bureau of Economic Analysis [BEA]).  In particular, TNDG 

calculated the ratio of total retail sales (based on data from the California State Board of Equalization 

(BOE)5 to aggregate income (according to the BEA).  At the countywide level, the ratio of retail sales 

to total income is estimated for each year of the evaluation period in Table 3.10‐3. 

Table 3.10‐3: Total Retail Sales as a Percentage of Aggregate Personal Income Fresno County 

Percent 

2000  2001  2002  2003  2004  2005  2006  2007  2008  2009  2010  2011 
11‐Year 
Average 

35.6  34.6  34.5  35.6  36.9  39.4  39.0  35.8  31.1  27.5  27.5  28.6  33.8 

Source: The Natelson Dale Group, 2013. 

 
                                                            
4
  Per capita “personal income” is a full 53 percent higher than per capita “money income” in Fresno County, based on 2005‐2011 

income data (the most recent years available) provided by the Bureau of Economic Analysis and the U.S. Census Bureau. 
5
  The Board of Equalization provides data on taxable retail sales.  In order to estimate total retail sales, TNDG multiplied taxable sales 

in the Food category by a factor of 3.0.  As noted previously, this factor has been derived by TNDG based on based on numerous 
analyses of supermarket supply and demand in comparable communities throughout California, and based on data we have 
reviewed from the SBOE and selected supermarket chains. 
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Whereas the above data are based on countywide income levels, data from the National Consumer 

Expenditure Survey (CES) allow for evaluation of the variation in retail expenditures by household 

income level.  Since income levels within the Trade Area vary from the countywide average, it is 

expected that retail expenditures as a percentage of income would vary between the Trade Area and 

the County as well.  Based on the ratio of personal per capita income levels in the Trade Area relative 

to the County, TNDG estimates the retail to income ratios as listed in Table 3.10‐4. 

Table 3.10‐4: Total Retail Sales as a Percentage of Aggregate Personal Income – Trade Area 

Area 
Income Index 

Factor  2000  2005  2011 
12‐Year 
Average 

County  1.00  35.6%  39.4%  28.6%  33.8% 

NFRTA  0.96  34.2%  37.9%  27.5%  32.5% 

Source: The Natelson Dale Group. 

 

The above data in Table 3.10‐3 clearly show the effects of a strong economy from 2004 to 2006 and 

the severe recession beginning in 2008.  In order to remain analytically conservative, TNDG’s analysis 

assumes that the retail expenditure ratio for the trade area will remain at the 12‐year average (as 

shown in Table 3.10‐4).  It is important to note that TNDG is projecting that the ratio will remain well 

below the county‐indexed 2005 peak of 37.9 percent.  Table 3.10‐5 shows the potential retail sales 

demand based on total income and the 12‐year average expenditure ratio. 

Table 3.10‐5: Trade Area Income and Retail Demand (Thousands of Constant Dollars) 

Demand Variable  2013  2015  2017  2019  2021  2023  2025 

Total Income  $4,799,589  $4,905,760  $5,011,664  $5,122,527  $5,235,842  $5,351,664  $5,470,048 

Percent of Income Spent 
on Retail Goods 

32.5%  32.5%  32.5%  32.5%  32.5%  32.5%  32.5% 

Potential Retail Sales  $1,560,235  $1,594,749  $1,629,176  $1,665,215  $1,702,051  $1,739,702  $1,778,186 

Source: The Natelson Dale Group, 2013. 

 

Distribution of Retail Expenditures 

Projected retail demand from market area residents is disaggregated into various retail categories 

based upon average retail expenditure patterns observed in the State of California from 2009 to 

2011, the most recent three years for which data are available.  The basic distribution of retail sales 

by retail category is projected as follows in Table 3.10‐6. 
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Table 3.10‐6: Distribution of Sales by Category – Trade Area 

Retail Category  Distribution 

Shopper Goods 

Clothing and Clothing Accessories  12.5% 

General Merchandise  7.5% 

Home Furnishings and Appliances  6.0% 

Specialty/Other  10.5% 

Subtotal  36.5% 

Convenience Goods 

Food and Beverage  18.5% 

Food Service and Drinking  13.5% 

Subtotal  32.0% 

Heavy Commercial Goods 

Building Material and Garden Equipment and Supplies  6.5% 

Motor Vehicle and Parts Dealers  13.0% 

Gasoline Stations  12.0% 

Subtotal  31.5% 

Total  100.0% 

Sources: The Natelson Dale Group, 2013. 

 

Capture Rate Analysis 

Trade Area 

The Trade Area capture rates of resident demand are projected to be relatively high due to the 

tendency of residents to shop relatively close to their homes, especially for convenience goods.  

Generally, it is reasonable to expect that residents will make the vast majority of their retail 

purchases locally, provided that a competitive mix of retail stores reflective of consumer needs is 

available.  This is consistent with one of the findings from standard urban land use theory, which 

indicates, all else equal, the relative attractiveness of retail outlets decreases as travel time increases 

for the consumer.6 

Table 3.10‐7 shows the projected capture rates of Trade Area demand for each retail category. 

                                                            
6
  See, for example, Blair, John.  Urban & Regional Economics.  Irwin, 1991.  Hoover, Edgar M.  An Introduction to Regional Economics.  

Alfred A. Knopf, 1975.  McCann, Phillip.  Urban and Regional Economics.  Oxford University Press, 2001. 
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Table 3.10‐7: Capture Rates of Trade Area Demand – Trade Area 

Retail Category  Capture Rate 

Shopper Goods 

Clothing and Clothing Accessories  85% 

General Merchandise  85% 

Home Furnishings and Appliances  85% 

Specialty/Other  85% 

Convenience Goods 

Food and Beverage  100% 

Food Service and Drinking  85% 

Heavy Commercial Goods 

Building Material and Garden Equipment and Supplies  100% 

Motor Vehicle and Parts Dealers  100% 

Source: The Natelson Dale Group, 2013. 

 

Generally, this type of analysis would treat the area as a “closed system”; in other words, it would 

assume that given an adequate supply of retail stores, residents of the market area will make all of their 

retail purchases somewhere in the trade area.  However, in this case, the capture rates have been 

adjusted downward to account for the fact that the Trade Area does not have a super‐regional shopping 

center; therefore, it is assumed that the area will always experience some level of retail “leakage” to 

other areas of Fresno County with a larger array of retail facilities.  According to the ICSC, 11 percent of 

retail space is in super‐regional centers (defined here as centers with 800,000 square feet or more of 

gross leasable area) while the remaining 89 percent of the space is in neighborhood‐ to regional‐scale 

centers.  Based on these data, TNDG believes that the Trade Area, in the absence of such a super‐

regional center, could be expected to realistically “capture” up to 89 percent of retail demand in the 

shopper goods and Food Service and Drinking (restaurants) categories.  To be analytically conservative in 

this analysis, TNDG has adjusted this shopper goods capture rate down to 85 percent.  The Trade Area is 

projected to potentially capture 100 percent of its residents’ demand in the Food and Beverage (grocery 

store), Building Materials/Garden Equipment/Supplies, and Motor Vehicle and Parts Dealers categories, 

because of the strong propensity of consumers to purchase goods in these categories as close as 

possible to their residences. 

Potential Retail Sales Volumes 

Based on the capture rates shown above, Table 3.10‐8, below, projects the potential market area 

demand in the Trade Area for each retail category.  As shown on the table, incremental demand through 

2025 for retail sales in the Trade Area is projected to grow in proportion to increases in population. 
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Table 3.10‐8: Potential Capture of Sales – Trade Area (Thousands of Constant Dollars) 

Market Area  2013  2015  2017  2019  2021  2023  2025 

Shopper Goods 

Clothing and Clothing 
Accessories 

$165,775  $169,442  $173,100  $176,929  $180,843  $184,843  $188,932 

General Merchandise  $99,465  $101,665  $103,860  $106,157  $108,506  $110,906  $113,359 

Home Furnishings and 
Appliances 

$79,572  $81,332  $83,088  $84,926  $86,805  $88,725  $90,687 

Specialty/Other  $139,251  $142,331  $145,404  $148,620  $151,908  $155,268  $158,703 

Subtotal  $484,063  $494,771  $505,452  $516,633  $528,061  $539,743  $551,682 

Convenience Goods 

Food and Beverage  $288,644  $295,029  $301,398  $308,065  $314,879  $321,845  $328,964 

Food Service and 
Drinking 

$179,037  $182,997  $186,948  $191,083  $195,310  $199,631  $204,047 

Subtotal  $467,681  $478,026  $488,345  $499,148  $510,190  $521,476  $533,011 

Heavy Commercial Goods 

Building Material and 
Garden Equipment and 
Supplies 

$101,415  $103,659  $105,896  $108,239  $110,633  $113,081  $115,582 

Motor Vehicle and Parts 
Dealers 

$202,831  $207,317  $211,793  $216,478  $221,267  $226,161  $231,164 

Subtotal  $304,246  $310,976  $317,689  $324,717  $331,900  $339,242  $346,746 

Total  $1,255,989  $1,283,773  $1,311,487  $1,340,498  $1,370,151  $1,400,460  $1,431,440 

Note: 
Totals may not sum due to rounding. 
Source: The Natelson Dale Group, 2013. 

 

Supportable Retail Space 

Sales per Square Foot Standards 

Projected sales volume requirements per square foot of retail space by retail category (Table 3.10‐9) 

are derived from typical sales standards from the Urban Land Institute’s (ULI’s) Dollars & Cents 

Publication and from typical sales per square foot data from representative stores in each retail 

category (as reported in the July 2009 issue of Retail MAXIM). 

Table 3.10‐9: Sales per Foot Standards for Retail Space – Trade Area 

Retail Category  Sales per Square Foot 

GAFO1  $250 

Food Service and Drinking  $300 

Building Material and Garden Equipment and Supplies  $250 



City of Fresno – Northwest Fresno Walmart Project 
Urban Decay  Draft EIR 

 

 
3.10‐12  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐10 Urban Decay.docx 

Table 3.10‐9 (cont.): Sales per Foot Standards for Retail Space – Trade Area 

Retail Category  Sales per Square Foot 

Automotive Parts  $175 

Note: 
1  GAFO = General Merchandise, Apparel, Furniture/Appliances, Other/Specialty. 
Source: The Natelson Dale Group, 2013. 

 

Demand for New Retail Space 

The sales per square foot standards are applied to the net demand numbers for each relevant retail 

category, as shown in Table 3.10‐10.  This calculation essentially converts potential sales volumes to 

supportable square feet of new retail space.  Supportable development levels will increase in the 

future relative to anticipated population growth in the Trade Area. 

Table 3.10‐10: Demand for Retail Space (Non‐Grocery) – Trade Area 

Retail Category  2013  2015  2017  2019  2021  2023  2025 

Shopper Goods 

GAFO  1,936,252  1,979,084  2,021,807  2,066,532  2,112,245  2,158,970  2,206,729 

Convenience Goods 

Food Service and Drinking  596,790  609,992  623,160  636,945  651,035  665,436  680,156 

Heavy Commercial Goods 

Building Material and 
Garden Equipment and 
Supplies 

405,661  414,635  423,586  432,956  442,533  452,323  462,328 

Auto Parts1  150,674  154,007  157,332  160,812  164,370  168,006  171,722 

Total  3,089,377  3,157,718  3,225,885  3,297,245  3,370,183  3,444,735  3,520,935 

Notes: 
Totals may not sum due to rounding. 
1  Assumes that automotive parts stores account for 13 percent of sales in overall Automotive group category (based on 

statewide average from 2009 to 2011). 
Source: The Natelson Dale Group, 2013. 

 

Existing Square Feet of Space 

Provided in Table 3.10‐11 is an estimate of the amount of existing square feet of (non‐grocery) retail 

space, broken down by retail category, in the Northwest Fresno Retail Trade Area (NFRTA).  As shown 

in the table, there is an inventory of approximately 3.6 million square feet of existing retail space 

(including vacant space) in the Trade Area. 
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Table 3.10‐11: Estimate of Existing Square Feet of Retail Development 
(Non‐Grocery) – Trade Area 

Retail Category  Square Feet 

Shopper Goods 

GAFO  1,448,540 

Convenience Goods 

Food Service and Drinking  577,866 

Heavy Commercial Goods 

Building Material and Garden Equipment and Supplies  196,594 

Auto Parts  97,959 

Services Space  515,909 

Vacant Space  741,748 

Total  3,578,616 

Source: The Natelson Dale Group, 2013. 

 

Demand of New Retail Space 

By subtracting the existing amount of retail space (refer to Table 3.10‐11) from the potential 

supportable amount (refer to Table 3.10‐10), Table 3.10‐12 provides the amount of new retail space 

that could be supported in the Trade Area.  Currently (as of 2013), the Trade Area could support 

approximately 833,092 square feet of additional retail space.  Because of continued population 

growth, the NFRTA would be able to support an additional 1,264,650 square feet of retail space, over 

and above existing levels, by 2025. 

In addition, based on analysis of a proprietary database of shopping centers in a major metropolitan 

area, TNDG has determined that services space (dry cleaners, hair salons, banks, etc.) accounts for 

10 percent to 25 percent of total shopping center space, depending on type of retail development 

(regional, community, neighborhood, etc.).  To be analytically conservative, this analysis assumes 

that, on average, services space accounts for 10 percent of total space in typical shopping center 

settings.  Thus, as of 2013, the Trade Area could currently support approximately 925,658 square 

feet of additional retail and services space.  Because of continued population growth, the Trade Area 

would be able to support an additional 1.4 million square feet of retail and services space, over and 

above existing levels, by 2025. 

Table 3.10‐12: Demand for New Retail Space – Trade Area 

Retail Category  2013  2015  2017  2019  2021  2023  2025 

GAFO  487,712  530,544  573,267  617,992  663,705  710,430  758,189 

Food Service and 
Drinking 

83,598  96,800  109,968  123,753  137,843  152,244  166,964 
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Table 3.10‐12 (cont.): Demand for New Retail Space – Trade Area 

Retail Category  2013  2015  2017  2019  2021  2023  2025 

Building Material and 
Garden Equipment and 
Supplies 

209,067  218,041  226,992  236,362  245,939  255,729  265,734 

Auto Parts  52,715  56,048  59,373  62,853  66,411  70,047  73,763 

Total Retail Space  833,092  901,433  969,600  1,040,960  1,113,898  1,188,450  1,264,650 

Services Space @ 10% of 
Total Space 

92,566  100,159  107,733  115,662  123,766  132,050  140,517 

Total  925,658  1,001,592  1,077,333  1,156,622  1,237,664  1,320,500  1,405,167 

Note: 
Totals may not sum due to rounding. 
Source: The Natelson Dale Group, 2013. 

 

Demand for Grocery Sales and Supportable Grocery Space 

This section evaluates the demand for grocery sales in the NFRTA, along with the proposed project’s 

potential impact on existing supermarkets in the NFRTA.  Table 3.10‐13 provides a forecast of total 

demand in the Food and Beverage category from 2013 to 2025, in addition to the share of food 

demand that would be captured by supermarkets in the NFRTA.  TNDG estimates that the 11 

supermarkets in the NFRTA capture approximately 75 percent of total Food and Beverage demand.7  

The balance of sales in the overall Food and Beverage category (25 percent of the total) is captured 

by smaller convenience and specialty markets. 

Table 3.10‐13 also provides an estimate of the supermarkets’ average sales volumes, in terms of 

sales per square foot, by dividing the estimate of supermarket demand (in dollars) by the square feet 

of existing supermarket space.  Projections of future average sales volumes are net of the demand 

that would be absorbed by the proposed grocery component of the Walmart store. 

Table 3.10‐13: Demand for Supermarket Sales and Estimate of Sales per Square Foot – 
Trade Area (Thousands of Constant Dollars) 

Description  2013  2015  2017  2019  2021  2023  2025 

Total Food Sales Demand  $288,644  $295,029  $301,398  $308,065  $314,879  $321,845  $328,964 

Estimated Supermarket Share  75%  75%  75%  75%  75%  75%  75% 

Total Potential Sales  $216,483  $221,271  $226,048  $231,049  $236,160  $241,384  $246,723 

  Walmart store1  $0  ($23,219)  ($23,219)  ($23,219)  ($23,219)  ($23,219)  ($23,219) 

                                                            
7
  In fully developed urban markets, supermarket sales typically account for 80% to 90% of sales in the overall Food category.  This factor 

has been derived by The Natelson Dale Group based on numerous analyses of supermarket supply and demand in urban communities 
throughout California.  In addition, the 11 supermarkets account for approximately 80% of the total square feet in the grocery category 
in the Trade Area, suggesting that the 75% share factor for supermarket demand is a conservative assumption for this market. 
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Table 3.10‐13 (cont.): Demand for Supermarket Sales and Estimate of Sales per Square 
Foot – Trade Area (Thousands of Constant Dollars) 

Description  2013  2015  2017  2019  2021  2023  2025 

Net Demand Available to 
Support Existing Supermarkets 

$216,483  $198,053  $202,829  $207,830  $212,941  $218,165  $223,504 

Existing Supermarket Square 
Feet 

466,730  466,730  466,730  466,730  466,730  466,730  466,730 

Potential Sales per Square Foot 

Existing Supermarkets  $464  $424  $435  $445  $456  $467  $479 

Note: 
1  Sales per square foot (gross area) assumptions: $486.  Typically, new retail stores operate below average sales 

volumes in the first few years after opening, and then reach stabilized sales volume levels after being open for a few 
years.  However, in order to remain analytically conservative (i.e., to depict the maximum potential impact), we have 
assumed that store would reach its full sales potential (based on the chain‐wide average) in year 1. 

Source: The Natelson Dale Group, 2013. 

 

3.10.2 ‐ Regulatory Framework 

State 

California Environmental Quality Act 

The California Environmental Quality Act (CEQA) requires that significant effects on the environment be 

analyzed, disclosed, and mitigated, if feasible, prior to the approval of discretionary land use approvals.  

The CEQA Guidelines require that both direct and reasonably foreseeable indirect physical changes be 

evaluated during the environmental review process.  A direct physical change is caused by—and is 

immediately related to—the project.  Examples of direct physical changes are construction‐related dust, 

noise, and traffic.  An indirect physical change is not immediately related to the project but is caused 

indirectly by the project.  An example of an indirect physical change would be the construction of a new 

sewage treatment plant that provides additional wastewater treatment capacity that may facilitate 

population growth and may lead to an increase in air pollution. 

In the context of CEQA, urban decay is considered an indirect physical impact.  The development of 

new commercial retail space in a retail market has the potential to result in the closure of competing 

business, which may, in turn, result in vacant storefronts that meet the California Health and Safety 

Code definition of blight. 

Local 

City of Fresno 

Fresno General Plan 

The City of Fresno General Plan establishes the following applicable objectives and policies that are 

relevant to urban decay: 
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 Objective ED‐1: Support economic development by maintaining a strong working relationship 

with the business community and improving the business climate for current and future 

businesses. 

‐ Implementing Policy ED‐1‐j: Permit Streamlining and Incentives.  Continue implementation 

of the BFF initiative endorsed by the City Council, including needed technology upgrades.  

Monitor the BFF initiative and make modifications as needed.  Monitor effectiveness of the 

impact fee waiver for industrial development, Enhanced Economic Development Rate, and 

other incentives and advocate for their extension if proven to be successful.  Continue to 

identify any additional incentives for projects that are consistent with City plans and policies; 

that encourage increased business development, business expansion, utilization of existing 

vacant industrial and commercial buildings; and that increase job creation. 

 Objective HC‐4: Improve property maintenance. 

‐ Implementing Policy HC‐4‐d: Cooperative Compliance Monitoring.  Work with 

“neighborhood resident associations” to monitor and enforce basic property maintenance 

standards to ensure neighborhood cleanliness and safety, and prevent blight‐causing 

conditions. 

 Objective LU‐1: Establish a comprehensive citywide land use planning strategy to meet 

economic development objectives, achieve efficient and equitable use of resources and 

infrastructure, and create an attractive living environment. 

‐ Implementing Policy LU‐1‐a: Promote Development within the Existing City Limits as of 

December 31, 2012.  Promote new development, infill, and rehabilitation of existing building 

stock in the Downtown Planning Area, along BRT corridors, in established neighborhoods 

generally south of Herndon Avenue, and on other infill sites and vacant land within the City. 

‐ Implementing Policy LU‐2‐a: Infill Development and Redevelopment.  Promote 

development of vacant, underdeveloped, and re‐developable land within the City Limits 

where urban services are available by considering the establishment and implementation of 

supportive regulations and programs. 

 Objective D‐5: Maintain and improve community appearance through programs that prevent 

and abate blighting influences. 

‐ Implementing Policy D‐5‐a: Code Enforcement.  Continue enforcement of the Fresno 

Municipal Code to remove or abate public nuisances in a timely manner. 

‐ Implementing Policy D‐5‐b: Clean Streets.  Promote community partnerships and continued 

City efforts toward litter clean‐up and abatement of trash stockpiles on public and private 

streets. 

‐ Implementing Policy D‐5‐c: Façade Improvements.  Pursue funding for, and support of, 

building facade improvement programs. 

‐ Implementing Policy D‐5‐d: Graffiti Prevention and Abatement.  Seek ways to end graffiti, 

continue and expand the City’s effective Graffiti Abatement Program. 

 

Consistency with the City of Fresno General Plan objectives and policies is discussed in Section 3.6 

Land Use of this EIR. 
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3.10.3 ‐ Methodology 

TNDG prepared an Urban Decay Study that evaluates the potential economic impacts of the proposed 

Northwest Fresno Walmart Project in the City of Fresno.  In particular, the study evaluates the extent to 

which the proposed project would have competitive impacts on existing retail facilities in the trade area 

and consequently have the potential to result in urban decay.  In addition to addressing the potential 

impacts of the proposed project itself, the study considers cumulative impacts, taking into account the 

impacts from other planned and proposed retail projects in the trade area. 

For purposes of estimating the project’s potential economic effects on trade area retailers in the 

relevant retail categories, this analysis considers a Trade Area covering the northwest portion of the 

City of Fresno along with the immediately surrounding unincorporated areas in Madera (to the 

north) and Fresno (to the west) counties (see below).  The analysis projects total resident purchasing 

power within this trade area, and uses this projection of total demand as the basis for determining 

the extent to which the proposed project could be supported in the market area without negatively 

impacting existing businesses.  The study methodology includes the following major steps: 

  1.  Estimate the current potential demand for retail sales in the trade area, based on existing 

demographics. 
 

  2.  Estimate the portion of total trade area demand that could realistically be “captured” by 

retail facilities in the trade area, based on an evaluation of the amounts and locations of 

competitive retail facilities outside of the evaluated trade area. 
 

  3.  Forecast future (12‐year) growth in the amount of supportable retail sales, based on 

projected increases in the trade area’s resident population. 
 

  4.  Forecast future growth in retail sales by individual retail category. 
 

  5.  Estimate supermarket demand by determining the portion of total food store sales captured 

by supermarkets (versus other types of food stores such as convenience markets). 
 

  6.  Estimate net supermarket demand after accounting for the capture of available demand by 

the proposed grocery component of the Walmart store. 
 

  7.  Evaluate the impact of the project on average sales per square foot levels at the existing 

supermarkets in the trade area. 

 

For the non‐grocery retail categories, the potential impacts are expressed in terms of the square feet 

of existing businesses that could potentially be displaced by the proposed project.  For the grocery 

category, in addition to evaluating the potential square footage displacement, the report evaluates 

direct potential sales impacts (in terms of dollars per square foot) to existing supermarkets in the 

trade area.  This additional level of analysis for supermarkets is possible because the universe of 

supermarkets in the trade area is a manageable number (there are 11 supermarkets in the Trade 

Area).  Thus, it is possible to estimate the existing aggregate and average sales of these 

supermarkets, based on data from the California State Board of Equalization (SBOE) and Trade 

Dimensions International, Inc., a market research firm of The Nielsen Company. 
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The Draft Urban Decay study was originally prepared and submitted in 2013 and re‐submitted with 

minor edits on February 28, 2014.  At that time, the most recent base‐year demographic data was 

from year 2013, and the proposed project’s assumed opening date was 2015, which was the base 

year in the analysis for purposes of determining potential impacts.  Considering that the population 

(and corresponding incomes) would be higher in a post‐2015 opening date, the analysis understates 

potential market demand to support the proposed project.  Given this, the analysis is relatively 

conservative in that it does not account for the full amount of potential market demand to support 

the project, as the analysis relies on the base‐year 2015 population and income estimates for 

estimating potential market demand.  

3.10.4 ‐ Thresholds of Significance 

CEQA Guidelines Appendix G does not establish specific checklist questions that pertain to the topic 

of urban decay.  Thus, in lieu of published checklist questions, TNDG has established the following 

criteria to determine if the project’s market impacts would be significant enough to create a lasting 

physical change in the market area: 

 Any diversion of sales from existing retail facilities caused by the project would have to be 

severe enough to result in business closings in the Trade Area; and 
 

 The business closures would have to be significant enough in scale (i.e., in terms of the total 

square footage affected and/or the loss of key “anchor” tenants) to affect the long‐term 

viability of existing shopping centers or districts, subsequently resulting in urban decay. 
 

 Urban decay may be described as a downward spiral of store closures and long‐term 

vacancies.  While the phenomenon of urban decay is not defined under CEQA under relevant 

CEQA case law, it is assumed to be indicated by significant deterioration of structures and/or 

their surroundings to a level that inhibits their future marketability and possibly their use for 

intended purposes. 
 

 Such deterioration occurs when property owners reduce property maintenance activities 

below that required to keep their properties in good condition.  A store closure, in and of 

itself, does not constitute urban decay.  While the closure of a business is clearly a severe 

impact to the owners and employees of the firm, within the context of CEQA it is an economic 

effect that is potentially  significant only if it results in sustained vacancies and related 

deterioration of the physical condition of the vacant building(s) in the Trade Area. 

 

CEQA does not support a presumption that urban decay will occur as a result of other businesses 

being closed.  CEQA instead requires an urban decay evaluation to consider whether a store closing 

as a result of a business competitor entering the marketplace has the potential to trigger the 

downward chain of events that can lead to urban decay.  According to Guidelines Section 15131: 

a) Economic or social effects of a project shall not be treated as significant effects on the 

environment.  An EIR may trace a chain of cause and effect from. . .anticipated economic [or 

social] changes resulting from the project to physical changes caused in turn by the economic 

[or social] changes. 

 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Urban Decay 

 

 
FirstCarbon Solutions  3.10‐19 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐10 Urban Decay.docx 

Economic effects include a drop in a retailer’s sales per square foot caused by the proposed project.  

An EIR evaluates the potential for the project to cause a trade area retailer to experience a drop in 

sales, and if so, then the EIR considers whether the loss of revenue is likely to cause a trade area 

store to close.  The effects of a store closure are considered to determine the potential for the 

project’s economic effects to result in physical changes referred to as “urban decay.” 

3.10.5 ‐ Project Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 

Urban Decay 

Impact UD‐1:  The proposed project, in conjunction with other pending and approved projects, 
would not result in urban decay. 

Impact Analysis 

This impact will address potential urban decay impacts associated with the project by itself and the 

proposed project in conjunction with other pending and approved projects. 

Impact of Proposed Project’s GAFO Sales 

The proposed project would result in an increase of 150,045 square feet of retail space devoted to 

General Merchandise, Apparel, Furniture/Appliances and Other/Specialty (GAFO) sales.  This total 

includes all non‐grocery related space for the new Walmart store (including the 5,795 square foot 

outdoor garden center area).   

Comparison of Existing Supply and Demand 

TNDG’s demand analysis indicates existing (year 2013) market support for $484.1 million in GAFO 

retail sales in the trade area.  The $484.1 million in market demand translates into approximately 

1.94 million square feet of GAFO retail space that could be currently supported in the trade area.  

Based on estimates from the field survey completed by TNDG, there are approximately 1.45 million 

square feet of existing GAFO space in the trade area.  Thus, TNDG estimates that the trade area could 

currently support approximately 487,712 square feet of additional GAFO space over and above the 

existing inventory. 

Projected Growth in Demand 

Within the trade area, potential demand for new retail space in the GAFO retail categories is projected 

to grow to 657,327 by 2015 (the proposed project’s assumed opening date for purposes of this 

report), 700,050 square feet by 2017, 790,488 square feet by 2021, and 884,972 by 202510..  Table 

3.10‐14 provides TNDG’s projection of supportable square feet within GAFO retail categories from 2013 

to 2025. 

                                                            
10
  As discussed herein, the existing Walmart store is assumed to be re‐tenanted with another retail reuse.  However, for purposes of 
evaluating project‐specific impacts in the GAFO category, it is appropriate to account for the “freed up” demand that would result 
from the closing of the existing store. 
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Table 3.10‐14: Potential Demand for New GAFO Retail Space – Trade Area (Square Feet) 

Retail Category  2013  2015  2017  2019  2021  2023  2025 

GAFO  487,712  530,544  573,267  617,992  663,705  710,430  758,189 

Added 
Demand From 
Existing 
Walmart 
Closing 

—  126,783  126,783  126,783  126,783  126,783  126,783 

Effective GAFO 
Demand 

487,712  657,327  700,050  744,775  790,488  837,213  884,972 

Source: The Natelson Dale Group, 2013. 

 

Conclusion Regarding Significance of Impact 

The proposed project will result in an estimated net increase of 150,045 square feet of GAFO retail 

space.  Since this space is well within the level of residual market support for GAFO space in the 

trade area, TNDG does not believe the GAFO components of the proposed project will have 

significant competitive impacts on existing stores in the trade area. 

Impact of Proposed Project’s Grocery Component 

For purposes of this analysis, the project is assumed to include 38,231 square feet devoted to 

grocery sales and 10,880 square feet of grocery support space.  TNDG projects that the Walmart 

grocery space would generate sales levels equivalent to the national average for grocery sales in 

Walmart stores of approximately $486 per square foot (gross area), or total grocery sales of 

approximately $23.2 million11. 

Comparison of Existing Supply and Demand 

The trade area currently has 11 supermarkets totaling approximately 466,730 square feet.12  Table 

3.10‐15 provides a summary of the location of the supermarkets in the Northwest Fresno Retail 

Trade Area.  The Urban Decay Study included in this EIR as Appendix I includes Figure B‐1 that 

provides a graphical representation of the locations of the supermarkets. 

Table 3.10‐15: Locations of Supermarkets Northwest Fresno Retail Trade Area 

Store Name  Square Footage  Distance from Project Site (Miles) 

Save Mart  53,318  2.5 

                                                            
11
  Based on data from Progressive Grocer’s 2012 Super 50 publication, the national average sales volumes for Walmart grocery space is 
approximately $607.33 per square foot of sales area.  Based on the floor area configuration for the grocery component of the proposed 
Supercenter, the estimated grocery sales area is equal to approximately 80% of the grocery component’s gross building space.  Thus, the 
sales volume for the gross building area of the store’s grocery component is estimated at $486 per square foot ($607.33 x 80%). 

12
  Grocery stores with a minimum of 10,000 square feet of building space are considered supermarkets for purposes of this analysis.  
Regarding the project’s potential to adversely impact non‐traditional markets, such as convenience stores, ethnic or specialty 
markets, and smaller neighborhood grocery stores (which are often below this 10,000 square foot threshold), in the experience of 
The Natelson Dale Group, these outlets do not tend to compete with traditional supermarkets, and therefore are unlikely to 
experience lost sales to the project. 
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Table 3.10‐15 (cont.): Locations of Supermarkets Northwest Fresno Retail Trade Area 

Store Name  Square Footage  Distance from Project Site (Miles) 

Las Palmas Grocery  *  2.8 

Fresh & Easy  13,969  2.0 

Food Maxx  55,224  0.8 

Smart & Final  25,290  0.6 

Grocery Outlet  18,420  0.4 

Foods Co  59,061  0.3 

Winco  92,279  0.5 

Save Mart  *  2.2 

Save Mart  37,736  2.3 

Save Mart  55,525  2.0 

Note: 
*  Square footage undetermined 
Source: TNDG, 2013. 

 

TNDG’s demand analysis indicates that there is sufficient base year (year 2013)  demand to support 

average supermarket sales volumes in the trade area of $464 per square foot at all 11 existing 

supermarkets.  In comparison, the industry median for supermarkets is approximately $473 per 

square foot nationally and $418 in the Western United States.  Thus, TNDG estimates that, on 

average, supermarkets in the trade area currently have the potential to generate sales volumes that 

are well above the Western regional median and slightly below the national median. 

Projected Growth in Demand 

Total demand for supermarket sales in the trade area is projected to increase from approximately 

$216.5 million in 2013 to approximately $221.3 million in 2015, the assumed opening date of the 

proposed project.  By 2025, total demand for supermarket sales in the trade area is projected to 

reach approximately $246.7 million (all projections are given in 2013 constant dollars).13  Table 

3.10‐16 evaluates the impact of the proposed project’s grocery sales in terms of the potential 

reduction in the sales per square foot volume at the existing supermarkets in the trade area. 

Table 3.10‐16: Potential Sales Effects on Existing Supermarkets Related to Grocery 
Component of Proposed Walmart – Trade Area 

Description  2013  2015  2017  2019  2021  2023  2025 

Total Food Sales Demand  $288,644  $295,029  $301,398  $308,065  $314,879  $321,845  $328,964 

                                                            
13
  See Tables 3.10‐2 to 3.10‐8 and 3.10‐13 for the derivation of this estimate of market support for supermarket sales, along with the 
projections of growth in demand for supermarket sales. 
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Table 3.10‐16 (cont.): Potential Sales Effects On Existing Supermarkets Related to Grocery 
Component of Proposed Walmart – Trade Area 

Description  2013  2015  2017  2019  2021  2023  2025 

Estimated Supermarket 
Share 

75%  75%  75%  75%  75%  75%  75% 

Total Potential Sales  $216,483  $221,271  $226,048  $231,049  $236,160  $241,384  $246,723 

  Walmart store1  $0  ($23,219)  ($23,219)  ($23,219)  ($23,219)  ($23,219)  ($23,219) 

Net Demand Available to 
Support Existing 
Supermarkets 

$216,483  $198,053  $202,829  $207,830  $212,941  $218,165  $223,504 

Existing Supermarket 
Square Feet 

466,730  466,730  466,730  466,730  466,730  466,730  466,730 

Potential Sales per Square Foot 

Existing Supermarkets  $464  $424  $435  $445  $456  $467  $479 

Note: 
1  Sales per square foot (gross area) assumptions: $473.  Typically, new retail stores operate below average sales 

volumes in the first few years after opening, and then reach stabilized sales volume levels after being open for a few 
years.  However, in order to remain analytically conservative (i.e., to depict the maximum potential impact), we have 
assumed that store would reach its full sales potential (based on the chain‐wide average) in year 1. 

Source: The Natelson Dale Group; 2013. 

 

The above analysis suggests that the development of the proposed project would initially cause 

potential average sales volumes at the 11 existing supermarkets to decrease from the current level of 

$464 per square foot to approximately $424 per square foot.  Although this represents a reduction in 

the potential sales volume per square foot for existing stores, it is TNDG’s conclusion that the 

potential average sales level of $424 per square foot in year 2015 is unlikely to be low enough to 

cause the closure of any of the trade area’s existing supermarkets.  At $424 per square foot, potential 

sales volumes would still be above the previously cited Western regional median ($418) and about 

90 percent of the national median ($473). 

Cumulative Impacts of Other Projects in Trade Area 

Whereas the prior analyses examine potential impacts strictly related to the proposed project, this 

section evaluates the cumulative impacts to the market based on all known planned and pending 

retail development/reuse projects in the trade area.  Table 3.10‐17 provides a list of these planned 

and pending projects, including the projects’ square feet and current status.  As shown in the table, 

the planned and pending projects in the trade area total approximately 1.06 million square feet, with 

1.26 million square feet of non‐grocery space and 56,063 square feet of grocery space. 
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Table 3.10‐17: Planned and Pending Retail Projects – Trade Area 

Project 

Retail Square Feet 

Status Non‐Grocery  Grocery  Total 

Fresno El Paseo1 W Herndon Ave/ 
N Golden State Blvd, Fresno 93722 

660,000  0  660,000 

Approved 
(mostly 

constructed, as 
of 12/2015) 

Westlake, west of Grantland Ave, Adjacent 
to Fresno City Limits 

295,000  0  295,000  Pending 

C‐10‐216 – W Ashlan Ave/ 
N Blythe Ave, Fresno 93722 

32,800  0  32,800  Approved 

C‐12‐226 – Mini‐Mart2, 5525 W Shaw Ave, 
Fresno 93722 

0  3,452  3,452  Pending 

Proposed Project3, 4080 W Shaw Ave, 
Fresno 93722 

150,045  49,111  199,156  Pending 

WALMART REUSE 
3680 W Shaw Ave 
Fresno 93722 

126,783  0  126,783  N/A 

C‐15‐025 – mini‐mart/gas station4/ 
6985 N. Brawley Ave 
Fresno 93711 

—  3,500  3,500  Pending 

Total  1,264,628  56,063  1,320,691  — 

Notes: 
1  The Fresno El Paseo project includes a Target store devoting a limited amount of floor area to grocery sales.  However, 

this store is not evaluated in the grocery analysis, as the SBOE classifies Target as a General Merchandise store for 
purposes of sales tax reporting by retail category.  Thus, the demand for grocery sales in these types of general 
merchandise stores, such as Target, is already accounted for in the projected demand for General Merchandise retail 
space (see projected distribution of retail demand by category – Table 3.10‐6). 

2  This proposed project also includes a 2,217 square foot car wash, which is not relevant for evaluating urban decay 
impacts related to planned/pending commercial‐retail projects. 

3  Net increase in retail square feet over and above the existing Fresno Walmart store (located at 3680 West Shaw Avenue). 
4  Project was added in the January, 2016 version of this report. 
Source: City of Fresno, 2013. 

 

As shown in the table, there are two small convenience markets planned for development in the 

Trade Area.  Given that this analysis evaluates impacts to the supermarket category of the overall 

Food category, and only considers demand for the supermarkets, the small convenience markets are 

not relevant for purposes of evaluating cumulative impacts. 

Demand for new retail space (non‐grocery) in the trade area is projected to reach approximately 1.0 

million square feet in 2015 and 1.4 million square feet by 2025.  As shown in Table 3.10‐17, all of the 

planned and pending commercial‐retail projects would be fully supportable by 2015.  Table 3.10‐18 

provides a breakdown of supportable square feet by retail category from 2015 to 2025. 
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Table 3.10‐18: Demand for New Retail Space by Retail Category (Non‐Retail) 

Retail Category  2015  2017  2019  2021  2023  2025 

GAFO  530,544  573,267  617,992  663,705  710,430  758,189 

Food Service and Drinking  96,800  109,968  123,753  137,843  152,244  166,964 

Building Material and 
Garden Equipment and 
Supplies 

218,041  226,992  236,362  245,939  255,729  265,734 

Services Space @ 10% of 
Total Space  

100,159  107,733  115,662  123,766  132,050  140,517 

Total  1,001,592  1,077,333  1,156,622  1,237,664  1,320,500  1,405,167 

Added Demand Due to 
Closed Walmart 

126,783  126,783  126,783  126,783  126,783  126,783 

Adjusted Total  1,128,375  1,204,116  1,283,405  1,364,447  1,447,283  1,531,950  

Square Feet Absorbed by 
Planned and Pending 
Projects1 

(969,628)  (969,628)  (1,117,128)  (1,264,628)  (1,264,628)  (1,264,628) 

Net Demand  158,747  234,488  166,277  99,819  182,655  267,322 

Notes: 
Totals may not sum due to rounding. 
1  Phasing for the commercial retail portion of the proposed Westlake project is projected as follows: 147,500 sq ft in 

2018 and 147,500 sq ft in 2020.  This phasing assumption is provided in the  Westlake project’s Draft EIR (April 2013) 
and is considered worst‐case—i.e., a faster than anticipated construction schedule.  Remaining projects are assumed 
to be developed by 2015.  Assumes existing Walmart store is reoccupied in 2015. 

Source: The Natelson Dale Group, 2013. 

 

Based on the potential demand for new non‐grocery retail space (as shown in Table 3.10‐18), the 

total square feet of planned and pending projects would absorb approximately 83 percent residual 

demand through 2025.  Even after accounting for all of the planned and pending retail space 

(including the assumed retail reuse of the existing Walmart store), there would still be residual 

demand to support more than 260,000 square feet of new retail space in 2025.  Thus, TNDG believes 

that the planned and pending projects will not have significant cumulative economic impacts effects 

on trade area retailers in the non‐grocery categories that could in turn lead to the potential for store 

closures and adverse physical changes to the retail environment described as urban decay.  

Moreover, it should be noted that the net demand projections in Table 3.10‐18 are likely to be 

understated, for the following reasons: 

 Including the total square feet of the Fresno El Paseo project implicitly assumes that its market 

area would be identical to the market area for the proposed Northwest Walmart project.  

However, as a super‐regional retail center, this project would a have a trade area that would 

only partially overlap with the trade area evaluated in this analysis.14  In addition, being 

                                                            
14
  The is confirmed by the market study prepared as part of the EIR for this project – “Marketplace at El Paseo – Retail Market Study”, 
March 2010 – which identifies a much larger trade area than the area evaluated in this analysis. 
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strategically placed along a major transportation corridor adjacent to the SR‐99, the project is 

also positioned to capture a significant portion of visitor/tourist retail demand, which is also 

not accounted for in this analysis.  As such, this project would not be limited to the same 

“pool” of demand projected in TNDG’s analysis. 
 

 The phasing for the proposed Westlake project’s 295,000 square feet of commercial/retail 

space—147,500 square feet in 2018 and 147,500 square feet in 2020—is provided as a “worst‐

case” assumption, according to that project’s EIR.  That is, the project phasing is provided at 

faster than anticipated construction schedule, and thus could be developed beyond the study 

period evaluated in this analysis.  In the case of the retail‐commercial square feet of this 

project being developed at later than projected dates in the Draft EIR, the net demand 

numbers in this analysis would be higher than those provided above in Table 3.10‐18. 

 

Potential Reuse of Existing Walmart Store 

Since the proposed project will result in the relocation of the existing Walmart store located at 3680 

West Shaw Avenue, it is necessary to evaluate the potential for the existing Walmart building to re‐

tenant within a reasonable period of time and thus avoid the potential physical, deteriorative 

changes that can lead to  urban decay. 

As shown in Table 3.10‐18, TNDG projects that potential demand would be more than sufficient by 

2015 (i.e., the assumed opening date of the proposed project) to support some type of retail reuse 

of the existing store, even after accounting for the total planned and pending retail space that would 

be absorbed in the trade area.  TNDG’s demand analysis projects net demand for 158,747 square 

feet of (non‐grocery) retail space in 2015 after accounting for the absorption of all planned and 

pending projects and the retail reuse of the existing Walmart store (see Table 3.10‐19).15 

Although the market demand analysis indicates that theoretically there would be sufficient retail 

demand to support some type of retail reuse of the existing Walmart store immediately after it 

closes, TNDG has not identified any specific tenants that would reoccupy the site. 

Table 3.10‐19: Potential Demand for New Non‐Grocery Retail Space (Square Feet) 
Accounting for Planned/Pending Projects and Potential Reuse of Existing Store 

Retail Category  2015  2017  2019  2021  2023  2025 

Total Retail/Services 
Demand Square Feet 
Absorbed (non‐grocery) 

1,128,375  1,204,116  1,283,405  1,364,447  1,447,283  1,531,950 

Proposed Project (net 
increase) 

150,045  150,045  150,045  150,045  150,045  150,045 

Other Planned/Pending  692,800  692,800  840,300  987,800  987,800  987,800 

Reuse of Existing Store  126,783  126,783  126,783  126,783  126,783  126,783 

Total  844,167  844,167  991,667  1,139,167  1,139,167  1,139,167 

                                                            
15
  In addition, these net demand projections should be considered conservative, given that some of the cumulative square feet of 
retail space could potentially be developed at later dates than assumed in this analysis. 
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Table 3.10‐19 (cont.): Potential Demand for New Non‐Grocery Retail Space (Square Feet) 
Accounting for Planned/Pending Projects and Potential Reuse of Existing Store 

Retail Category  2015  2017  2019  2021  2023  2025 

Net Demand  158,747  234,488  166,277  99,819  182,655  267,322 

Note: 
Totals may not sum due to rounding. 
Source: The Natelson Dale Group, 2013. 

 

Potential for Urban Decay 

As previously discussed, no store closures are projected under the project‐specific analysis or the 

cumulative analysis.  Although the potential reduction in supermarket sales volumes would clearly 

be undesirable from the standpoint of existing supermarkets, it is TNDG’s conclusion that urban 

decay conditions would not result from completion of the project alone or in combination with the 

other planned projects in the trade area. 

Urban decay is a potential consequence of a downward spiral of store closures and long‐term 

vacancies.  Urban decay is construed under CEQA to consist of significant deterioration of structures 

and/or their surroundings due to long‐term vacancy and neglect.  Such deterioration can occur when 

property owners reduce property maintenance activities below that required to keep their 

properties in good condition.  Property‐owners are likely to make reductions in shopping center or 

building maintenance under conditions where they see little likelihood of future positive returns due 

to prolonged vacancy of an anchor tenant. 

Given the conclusion by TNDG that no store closures are likely to occur as a result of the project, it is 

unlikely that owners of existing occupied retail space will allow their properties to physically deteriorate 

as a result of the proposed project. 

Retail Reuse of Existing Walmart Store 

As discussed previously, the retail demand analysis indicates there would be sufficient demand, 

under project‐specific and cumulative conditions, to support a type of retail reuse of the existing 

Walmart store or an adaptive reuse, as has occurred at other vacated Walmart store locations.   

TNDG has prepared urban decay studies, or is aware of other examples, in a number of California 

cities that involved the simultaneous closing of an existing Walmart store and its relocation to a 

larger space as a Walmart Supercenter, combining general merchandise and grocery sales.  Existing 

Walmart stores were re‐tenanted by Kohl’s (City of La Quintal); Hobby Lobby (Hanford); Burlington 

Coat Factory and Factory 2U (Palmdale); 99 Cent Store (Cathedral City); Sergins RV Store (Gilroy); Fall 

as Discount Store (Bakersfield); and a medical plaza (Hemet).16  

Based on TNDG’s knowledge and experience, the relative success in reusing a closed Walmart store 

for some type of retail or for a non‐retail adaptive uses largely depends upon economic conditions.  

                                                            
16
  Hemet store closed when the San Jacinto store opened. 
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In a time of increasing vacancy rates and few available tenants, the re‐tenanting process can drag on 

until market conditions improve.  In the recent widespread recession lasting from 2007 to 2010 (and 

beyond), there was little an owner could do to backfill vacated retail space.  

When Walmart opened a new Supercenter in the City of Hanford in 2006, its existing store closed 

and was sold to investors.  Until the recession occurred at the end of 2007, the 125,000 sf building 

attracted interest from single‐tenant users as well smaller businesses interested in leasing space 

inside a partitioned.  Re‐tenanting efforts stalled and the building changed hands twice before the 

current owners partitioned the interior space and recently leased it to several smaller retail uses, 

including Hobby Lobby.  The shopping center did not show evidence of urban decay, despite the loss 

of customers and foot traffic following closure of the existing Walmart store.  The owners maintained 

the building and kept it marketable through the recession. 

Further, the fact that the proposed project would re‐tenant a former Super K‐Mart store – along with 

other examples of Walmart re‐tenanting spaces vacated by retailers (e.g., Napa, South San Jose, 

Morgan Hill, etc.) – provides further evidence of the viability of large‐format retail reuse of vacant 

stores.  

The approval of a new Walmart Supercenter generally increases interest in nearby available 

commercial sites.  The existing Northwest Walmart discount store’s location across from the 

proposed project increases its desirability to businesses desiring to take advantage of the ample foot 

and vehicle traffic the proposed project would generate.  It should also be noted that along with 

potential retail reuse options, the existing Walmart building would also be a candidate for some type 

of adaptive reuse, including uses ranging from a recreational facility (e.g., bowling alley, ice rink, 

fitness center)17 to institutional uses (e.g., government office facility, library, church) to office/service 

type uses (e.g., call centers).  It could also serve several smaller service‐oriented uses that would 

lease space in a partitioned building.  There are numerous examples of vacant “big box” stores being 

converted for these types of uses. 

However, even if the property owners of the existing store are unable to immediately attract 

replacement tenant(s) for the Walmart store, its closure would not be expected to result in a long‐

term vacancy and lack of maintenance by the West Pointe shopping center owner.  The owner would 

have every incentive to maintain the property in its most marketable condition until it is leased.  

Pending a re‐tenanting, the West Pointe shopping center would still function as a well‐tenanted 

community‐scale shopping center, since the new, larger Walmart store would be located directly 

adjacent.  That is, the proposed project would more or less function as an anchor tenant to the West 

Pointe shopping center, given its proximity to the center. 

Additionally, there has been an increased emphasis on adaptive reuse of existing vacant buildings.  

One example of adaptive reuse was highlighted in the Fresno Bee on January 12, 2014.  In the 

example, a vacant 12,100‐square‐foot former furniture store located at 5125 N. Gates Avenue in the 

vicinity of the Northwest Fresno Walmart was converted to a baseball and softball training facility. 

                                                            
 
17
  For example, 24‐Hour Fitness has opened up fitness clubs in vacant big box stores in a number of markets. 
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The above projections indicating substantial demand for new retail space in the trade area would 

appear to be inconsistent with the relatively high existing vacancy rate in the Trade Area.  However, it 

should be noted that TNDG’s demand projections are based on resident spending potential as 

reflected in long‐term expenditure trends.  During a significant recession, when many households 

curtail retail spending, the levels of potential demand tend not to translate into immediate 

absorption of retail space.  As such, it is not surprising for retail store closures to occur, as happened 

in many communities across the country during the recent recession.  However, there is a significant 

distinction between a near‐term increase in vacancy levels and the environmental impact of urban 

decay.  What is important from an urban decay perspective is whether or not vacant properties are 

maintained in leasable condition.  TNDG believes that the underlying, long‐term strength of the 

trade area market is such that property owners will have a strong incentive to maintain their 

properties in order to be well positioned to attract tenants once market conditions improve.  Thus, 

while it may realistically take several years for on‐the‐ground conditions to “catch up” to the 

potential demand levels associated with the trade area’s demographics, TNDG’s projections indicate 

sufficient demand to absorb the new proposed space and to reoccupy the identified vacant 

buildings.  Moreover, the prospects of strong demand over the next several years will create a 

market environment where property owners will be very unlikely to allow property maintenance to 

lapse to such a degree that urban decay conditions develop. 

Conclusion 

It is TNDG’s conclusion that the project as proposed would not cause the type of severe economic 

effects on existing trade area retailers that would result in store closures that could and potentially 

lead to conditions recognized as “urban decay” under CEQA.  Based on the data and analysis 

presented in this report, TNDG concludes that the proposed project would not result in urban decay 

in the evaluated Trade Area.  Impacts would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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3.11 ‐ Utilities and Service Systems 

3.11.1 ‐ Summary 

Summary 

This section describes existing utilities and its potential effects from the project implementation on the 

project site and nearby vicinity.  The descriptions and analysis in this section are based on information 

provided by the City of Fresno Department of Public Utilities and Pacific Gas and Electric Company. 

3.11.2 ‐ Environmental Setting 

Water 

The City of Fresno is the primary provider of water to customers in the City of Fresno, and would 

provide potable water to the project site.  The City of Fresno 2010 Urban Water Management Plan 

provides detailed information about the City’s potable and non‐potable water supply sources.  

Relevant portions of the 2010 Urban Water Management Plan are summarized as follows. 

Water Service Area 

Water Service Area Description 

As of January 2012, the City Water Division serves an estimated service area population of 509,265 

people.  The City Water Division acquired additional water facilities in 1989 from the County and 

thus added a significant number of customers to its service area.  The City provides service to the 

entire area encompassed within the city limits and the Sphere of Influence (SOI) with the exception 

of Bakman Water Company (Bakman), Pinedale County Water District (Pinedale), Park Van Ness 

Mutual Water Company (Park Van Ness), and California State University, Fresno (CSUF), and private 

groundwater users who provide service to some residents in the city limits and SOI.   

Water Service Area Population 

The City of Fresno has seen a steady population increase in the last several decades; currently, the 

City Water Division services an estimated 509,265 people.  Historical and projected water service 

area population data was collected from the City, U.S. Census Bureau, and the Department of 

Finance.  The methodology used to develop estimates of current and projected water service area 

population is described below.  

Historical Water Service Area Population 

The City’s service area population has been estimated using data from the U.S. Census Bureau and the 

Department of Finance.  The City evaluated Census 2000 tract population data for the overall Fresno 

area and population corresponding to the areas that the City does not serve was subtracted out.  As 

shown in Table [3‐1], the resulting population for the City’s service area for 2000 was about 4,800 

people greater than the City’s population (based on California DOF data).   

Based on the City’s service area population calculated for 2000, pre‐2000 service area populations were 

estimated by reducing the 2000 service area population in accordance with the California Department of 

Finance annual population percentage change for the City of Fresno.  Similarly, post‐2000 service area 
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populations were estimated by increasing the 2000 service area population in accordance with the 

California Department of Finance annual population percentage change for the City of Fresno.  The 

City’s historical service area population from 1991‐2011 is summarized in Table 3.11‐1. 

Table 3.11‐1: City of Fresno Historical Water Service Area Population 

Year 

City of Fresno Population (from 
California Department of Finance 

Report E‐4 and E‐5(a) 

Annual Percentage Change in the 
City of Fresno Population (from 
California Department of Finance 

E‐4) 
Estimated Service 

Population(b) 

1991  379,823  3.72%  384,034 

1992  389,144  2.45%  393,458 

1993  395,649  1.67%  400,035 

1994  401,307  1.43%  405,766 

1995  406,338  1.25%  410,843 

1996  410,813  1.10%  415,367 

1997  414,597  0.92%  419,193 

1998  419,629  1.21%  424,281 

1999  425,778  1.47%  430,498 

2000  433,574  1.83%  438,381 

2001  440,193  1.53%  445,073 

2002  447,548  1.67%  452,510 

2003  452,909  1.20%  457,930 

2004  457,786  1.08%  462,861 

2005  463,405  1.23%  468,542 

2006  470,817  1.60%  476,037 

2007  477,499  1.42%  482,793 

2008  487,353  2.06%  492,756 

2009  494,053  1.37%  499,530 

2010  497,561  0.71%  503,077 

2011  505,009  1.23%  509,265 

Notes:  
(a)  Population for each calendar year is based on the January 1 population for the following year (e.g., 2000 population 

is based on January 1, 2001 population).  Data for 2010 and 2011 based on California Department of Finance Report 
E‐1 Population Estimates for Cities, Counties, and the State, dated May 2012. 

(b)  2000 service area population is derived based on 2000 Census data for the City of Fresno Metropolitan area, minus 
population for areas not served by the City (population for Census tracts not served by City subtracted out) (see 
Table 3‐1 of 2010 Urban Water Management Plan).  Pre‐2000 service area population was determined by reducing 
the 2000 service area population in accordance with DOF annual percentage population change for City of Fresno.  
Post‐2000 service area population was determined by increasing the 2000 service area population in accordance 
with DOF annual percentage population change for City of Fresno. 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 
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Projected Future Water Service Area Population 

In the future, the population of the City’s water service area is anticipated to continue to grow as 

additional development and redevelopment occurs within the City’s SOI.  The Fresno Council of 

Governments (Fresno COG) has projected a 2035 County‐wide population of 1,290,000, with 61 

percent of that population being in the City of Fresno (786,000 people).  This population projection 

equates to an average growth rate of about 1.82 percent.  Table 3.11‐2 shows the projected future 

population to be served by the City Water Division based on the Fresno COG projection for 2035.  It 

should be noted that the population projection used in the City’s previous 2008 UWMP was based 

on the City’s 2025 General Plan buildout population of 790,955 people.  The average growth rate 

corresponding to this previous projection was about 2 percent per year.  The new General Plan’s 

2035 planning horizon population is consistent with the previously projected 2025 population, and 

represents a 10‐year shift in the buildout of the City’s General Plan SOI.  

Table 3.11‐2: Population – Current and Projected(a) 

Service Area   2010  2015  2020  2025  2030  2035  Data Source 

City of Fresno 
Water Service 
Area Population(b) 

503,077  547,466  599,271  655,979  718,052  786,000 
Fresno 
Council of 
Governments 

Notes:  
(a)  From Department of Water Resources Table 2/UWMP Table 3.3. 
(b)  Based on Fresno Council of Governments 2035 projection for Fresno County (1,290,000), of which 61 percent of that 

projection is attributed to population growth within the City of Fresno. 
Source: City of Fresno, 2010 UWMP (2012). 

 

Water Service Area Characteristics 

Water Customers 

In 2010, the City of Fresno had approximately 130,317 water service connections, of which 84 

percent were for single‐family homes.  The remaining 16 percent of connections were to multi‐family 

residential, commercial/institutional, industrial, landscape irrigation, and fire service connections.  

Table 3.11‐3 provides a summary of the City of Fresno’s water service connections during 2010. 

Table 3.11‐3: City of Fresno 2010 Water Service Connections 

Land Use Type 
Number of Service Connections in 

2010(a)  Percent of Total Connections 

Single‐Family Residential  109, 058  83.7% 

Multi‐Family Residential   7,315  5.6% 

Commercial/Institutional  8,044  6.2% 

Industrial  92  0.001% 

Landscape Irrigation  2,995  2.3% 

Other   0  0.0% 

Fire Service  2,813  2.2% 
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Table 3.11‐3 (cont.): City of Fresno 2010 Water Service Connections 

Land Use Type 
Number of Service Connections in 

2010(a)  Percent of Total Connections 

Total Connections  130,317  100% 

Note: 
(a)  City of Fresno Public Water System Statistics Report for Calendar Year 2010. 
Source: City of Fresno 2010 Urban Water Management Plan, 2012. 

 

Other Demographic Factors 

Several demographic factors influence water use in the City of Fresno.  As seen in Table 3.11‐3 

above, the majority of the City’s water connections are single‐family residences.  Historically, single‐

family homes have not been metered and customers were billed a flat monthly rate.  Because of this, 

many customers were unaware of their water use and water waste, and this has contributed 

somewhat to the increased water demands experienced by the City over the last several years, 

especially during the summer months.  The City recently completed its residential water meter 

program, which involved installing over 100,000 water meters for single‐family homes.  The 

completion of this program will allow the City and its service customers to work together to optimize 

future water use and promote water conservation measures. 

Existing Water System 

Historical Overview 

Historically, the City’s water supply came solely from groundwater until the completion of its Surface 

Water Treatment Facility.  Today, groundwater remains the City’s primary water supply source and 

there are approximately 270 municipal groundwater wells located throughout the City of Fresno. 

In the 1960s, the City contracted with the United States Bureau of Reclamation (USBR) for access to 

surface water made available from the Friant Division (Millerton Lake).  The City contracted for 

60,000 acre‐feet of water per year with the USBR and developed a system to recharge the 

groundwater basin by “intentional recharge,” percolating the imported surface water supplies in 

constructed recharge basins.  The City’s USBR supplies are conveyed to the City via Fresno Irrigation 

District (FID) canals.  

In 1976, the City signed a contract with FID for delivery of surface water supplies from the Kings 

River based on the City’s pro rata share of FID’s water entitlements.  The City also obtains surface 

water from the FID for groundwater recharge. 

 In 2004, the City of Fresno also began to treat surface water supplies for direct potable use at 
its new Surface Water Treatment Facility (SWTF) located in northeast Fresno.  This SWTF 

provides approximately 14 percent of the City’s potable water supplies.1 

                                                            
1
  Based on 2011 production data (Source: pumpingstats.xls obtained from City).  Total water production in 2011 was 140,089 acre‐

feet.  Deliveries from the Surface Water Treatment Facility were 20,216 acre‐feet.  Remaining production of 119,813 acre‐feet was 
from groundwater. 
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 In 2004 the City’s first surface water treatment facility (Northeast Surface Water Treatment 

Facility [NESWTF]) came on line and began delivering approximately 4,060 acre‐feet in 2004 to 

residents in northeast Fresno.  By 2010, the NESWTF delivered approximately 18,474 acre‐feet 

of treated surface water (2010 Urban Water Management Plan, 2012).  This SWTF provides 

approximately 14 percent of the City’s potable water supplies.2 

Existing Water System 

The City’s existing water system consists of approximately 1,777 miles of transmission and 

distribution pipelines, 270 operational groundwater wells, 30 million gallons per day (mgd) surface 

water treatment facility, storage facilities, and booster pump facilities.  These distribution systems 

are divided into four quasi‐pressure zones to help regulate minimum and maximum system pressures 

in the various topographic areas. 

Water Supply 

Existing Supply Sources 

The City of Fresno uses groundwater and treated surface water to meet its existing demands.  These 

existing supply sources are described below. 

Surface Water Supplies 

The City of Fresno has three sources of surface water supplies:  

 Surface water supplies available through from FID contract 

 Surface water supplies available from the USBR 

 Surface water supplies available through the City’s Wastewater Recycled Exchange Agreement 

with FID 

 

These available surface water supplies are treated at the City’s SWTF, located in northeast Fresno.  

The existing SWTF has a design capacity to treat 30 mgd.  Based on the design capacity, assuming 

that the SWTF is down for 1 month of the year for maintenance activities, the SWTF can provide up 

to 30,800 acre‐feet per year (af/year) of treated surface water supply.  Each of the surface water 

supply sources is described below. 

Surface Water Supplies Available through the City’s FID Contract 

On May 25, 1976, the City of Fresno signed a contract with the FID for delivery of the City’s pro rata 

share of the FID’s water entitlements on the King’s River.  The contract specifically excludes Class 2 

USBR entitlement and any water stored in the Pine Flat Reservoir by FID.  This supply of water from 

the FID is a wholesale water supply. 

FID Water Entitlements on the King’s River 

The Kings River Water Association (KRWA) allocates entitlements to Kings River contractors on a 

daily basis; these entitlements are allocated among the contractors using a methodology that 

                                                            
2
  Based on 2011 production data (Source: pumpingstats.xls obtained from City).  Total water production in 2011 was 140,089 acre‐

feet.  Deliveries from the Surface Water Treatment Facility were 20,216 acre‐feet.  Remaining production of 119,813 acre‐feet was 
from groundwater. 
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estimates the flow in the Kings River before construction of Pine Flat Reservoir.  Once KRWA 

calculates the “pre‐Pine Flat Lake Reservoir” entitlement, FID has the option of releasing the entire 

entitlement for downstream diversion, or storing a portion of the entitlement within Pine Flat 

Reservoir for use at a later date.  As discussed previously, the City’s portion of FID’s Kings River water 

does not include water stored in Pine Flat Reservoir.  Water delivered from the Kings River is of 

extremely good quality, since these waters originate from snowmelt in the high sierras, and has not 

been subjected to detrimental influences. 

Percent Allocation of FID Supply to the City 

In accordance with the City’s 1976 agreement with FID, the actual water supply available to the City 

is a percentage of FID’s diversion from the Kings River.  The percentage is based on the ratio of the 

total area annexed by the City, compared with the total area within FID’s water service area, 

including the area served by the City.  Hence, the water available to the City through its contract with 

FID will increase over time as the City annexes additional lands within FID’s water service area. 

Table 3.11‐4 presents the City’s estimated future allocation percentages and FID surface water 

available for the City to purchase during normal years based on its 1976 agreement with FID.  The 

City’s percentage allocation for 2005 was provided by FID, while the allocations for 2010 through 

2035 were calculated by West Yost.  The allocation for 2035 is based on the allocation for 2025 (from 

City’s previous Urban Water Management Plan), which is due to the shift in the City’s General Plan 

buildout from 2025 to 2035.  As shown, the percentage of FID’s total Kings River diversion available 

to the City increases over time. 

Table 3.11‐4: Projected Allocation and Availability of FID Kings River Diversion to the City 
of Fresno 

Allocation  2005  2010  2015  2020  2025  2030  2035 

Projected City Allocation, %(a)  23.63  25.10  26.57  28.04  29.50  30.97  32.44 

FID Kings River Diversions 
Available to the City in 
Normal Years, af/yr(b) 

92,200  97,900  103,600  109,300  115,100  120,800  126,500 

Actual Deliveries to City, af/yr  124,034  132,541  —  —  —  —  — 

Notes:  
(a)  Allocation in 2005 was provided by FID.  Allocation for 2035 is based on previous 2025 allocation (from City’s 

previous UWMP) due to shift in General Plan buildout from 2025 to 2035.  The allocation for other years is based on 
interpolation.  

(b)  Projected City allocation (%) x 390,000 af/yr (estimated normal year diversion by FID)   
Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Surface Water Supplies Available through the City’s USBR Contract 

The USBR oversees diversions from the San Joaquin River through the Friant‐Kern Canal of the 

Central Valley Project (CVP).  The USBR owns the Friant‐Kern Canal and the Friant Water Authority 

maintains and operates the Friant‐Kern Canal.  The City’s total entitlement from the USBR is 60,000 

acre‐feet per year of Class 1 water.  This supply from the USBR is a wholesale supply. 
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USBR Class 1 water is generally water available from Millerton Lake, and is a very dependable water 

supply, regardless of the type of hydrologic water year.  Class 2 water is generally any excess water 

available as determined by USBR, and is not considered as dependable as Class 1 water. 

The water from the San Joaquin River is of extremely good quality; these waters also originate from 

snowmelt in the high sierras and have not been subjected to detrimental influences. 

Table 3.11‐5 summarizes the USBR surface water available to the City during normal years (about 97 

percent of total entitlement).  

Table 3.11‐5: USBR Entitlement Available to the City during Normal Years 

Category   2005  2010  2015  2020  2025  2030  2035 

Normal Years, af/yr   58,200  58,200  58,200  58,200  58,200  58,200  58,200 

Actual Deliveries to City, af/yr   60,222  61,375  —  —  —  —  — 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Surface Water Supplies Available through the City’s Wastewater Recycled Exchange 

The City of Fresno has an additional contract with the FID that allows the City to pump groundwater 

developed through the percolation of previously treated wastewater effluent.  This percolated water 

is then extracted and pumped into FID canals for delivery to downstream customers. 

In return, the agreement states that FID will provide the City with surface water from either its Kings 

River entitlement or its Class 2 USBR water “insofar as is feasible and practical.”  The quantity of 

surface water that FID is required to provide is limited to 46 percent of the groundwater that the City 

pumps into FID’s delivery canal, and the contract limits the annual quantity that can be pumped into 

FID’s canals to 30,000 acre‐feet per year (af/yr), or 100,000 acre‐feet (af) over a 10‐year period.  

Historically, the City has percolated as much as 65,100 af of treated effluent, and pumped as much as 

32,300 af per year into FID canals.  Over the maximum 10‐year period from 1996 to 2005, the City 

pumped 230,327 af into FID canals, exceeding the 100,000 af limit.  To date, the City has not requested 

that FID supply surface water to the City to replace the groundwater pumped into the FID delivery 

canals.  However, based on a 46 percent return from FID, the City should be able to obtain 13,800 af/yr 

of Kings River water from FID during all hydrologic conditions as assumed in the 2010 Urban Water 

Management Plan.  This supply from FID is a wholesale water supply. 

The quality of the surface water that the City would receive through this FID contract is identical to 

the water quality it receives from either the Kings River or the USBR.  Table 3.11‐6 presents the 

recycled exchange water available to the City during normal years.  As shown, the City has not taken 

delivery of this water supply. 
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Table 3.11‐6: Recycled Exchange Water Available to the City during Normal Years 

Category  2005  2010  2015  2020  2025  2030  2035 

Normal Years, af/yr   13,800  13,800  13,800  13,800  13,800  13,800  13,800 

Actual Deliveries to City, af/yr   0  0  —  —  —  —  — 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Treatment of Surface Water Supplies 

Table 3.11‐7 shows the City’s total surface water supplies compared with its planned surface water 

treatment capacity.  As shown, in Normal years, the City is projected to have sufficient surface water 

supplies for treatment, with additional surface water supplies available for intentional recharge.  

Furthermore, additional water supplies are anticipated through intentional groundwater recharge. 

Table 3.11‐7: Projected Availability of Treated Water Supplies during Normal Years 

Treatment Facility 

Project Future Surface Water Supplies and Treatment 
Capacity, af/yr 

2015  2020  2025  2030  2035 

Total Surface Water Supply in Normal 
Years (FID King’s River + USBR CVP + FID 
Exchange) 

175,600  181,300  187,100  192,800  198,500 

Planned Surface Water Treatment 
Capacity 

—  —  —  —  — 

Existing Northeast SWTF  30,800  30,800  30,800  30,800  30,800 

Expansion of Existing Northeast SWTF  —  20,600  20,600  20,600  20,600 

New Southeast SWTF  72,000  72,000  72,000  72,000  72,000 

Total Surface Water Treatment Capacity  102,800  123,400  123,400  123,400  123,400 

Surface Water Supplies to be Treated at 
City’s SWTFs 

102,800  123,400  123,400  123,400  123,400 

Remaining Surface Water Available for 
Intentional Recharge 

72,800  57,900  63,700  69,400  75,100 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Groundwater Supplies 

Please refer to Section 3.5, Hydrology and Water Quality, for a detailed description of groundwater 

supplies.  

Recycled Water Supplies 

The City of Fresno uses tertiary recycled water from the North Fresno Water Reclamation Facility (WRF) 

to irrigate the Copper River Golf Course.  Current capacity is at 0.71 mgd (average monthly flow) and 
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1.07 mgd (maximum daily flow) and is proposed to expand to 1.25 mgd (average monthly flow) at 

buildout.  Table 3.11‐8 summarizes projected recycled water supplies from the North Fresno WRF. 

Table 3.11‐8: Recycled Water Supplies Available to the City during Normal Years 

Category  2005  2010  2015  2020  2025  2030  2035 

Normal Years, af/yr  0  750  1,000  1,000  1,000(a)  1,000(a)  1,000(a) 

Actual Deliveries to City, af/yr  0  176  —  —  —  —  — 

Note:  
(a)  Does not include planned additional recycled water from the City’s RWRF. 
Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Planned Supply Projects and Programs 

The Fresno Metropolitan Water Resources Management Plan (“Metro Plan”) was adopted by the 

Fresno City Council in 1996.  The City invited other local water agencies to help develop the Metro 

Plan to address various water issues and to ensure the Fresno metropolitan area has a reliable water 

supply through 2050.  The Metro Plan called for a conjunctive use program, combining groundwater, 

treated surface water, artificial recharge, and an enhanced water conservation program.   

In 2006, the City of Fresno began work on an update to the Metro Plan.  The update included a 

comprehensive and integrated water supply plan to better manage the City’s diverse water supplies, 

address groundwater level declines beneath the City’s service area and groundwater quality 

concerns, and further balance and optimize the City’s conjunctive use of its diversified water supply 

portfolio to ultimately enhance overall water supply reliability.  

Its overall objective was to provide sustainable and reliable water supplies to meet the demands of 

existing and future customers through buildout of the City’s adopted General Plan.  The project area 

for the Metro Plan Update includes the existing City limits and the City of Fresno Sphere of Influence 

(SOI) designated by the City’s 2025 General Plan.  The boundaries designated in the 2035 General 

Plan are consistent with those adopted in the 2025 General Plan; therefore, the project area 

considered in the Metro Plan Update did not change with the new General Plan’s adoption.  

Metro Plan Update goals include:  

 Optimize the conjunctive use of the City’s available surface water, groundwater, and recycled 

water supplies for direct treatment and use, and intentional groundwater recharge; 
 

 Balance the City’s groundwater operations by 2025;  
 

 Replenish groundwater basin storage;  
 

 Continue to implement and expand demand management/water conservation measures and 

achieve specific water conservation goals; and 
 

 Utilize recycled water to meet in‐City non‐potable demands in new development areas and 

existing parts of the City. 
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An Addendum to the Metro Plan Update was prepared in January 2014 to provide information on 

the City’s recent and on‐going water system planning activities and accomplishments occurring since 

the 2011 completion of the Metro Plan Update.  The Addendum was approved in June 2014. 

The City of Fresno has developed a future water supply plan as a part of its Metro Plan Update to 

meet future demands with existing and new water supply sources.  The plan consists of several 

components including: 

 Expansion of the City’s water conservation efforts 
 

 Expansion of the City’s existing surface water treatment capacity 
 

 Continued use of groundwater in coordination with expansion of the City’s intentional 
groundwater recharge program 

 

 Development of a recycled water program for landscape irrigation use 

 

Each of these goals and related water supplies are discussed below.  

Expansion of Water Conservation Program 

Although technically not a new water supply, additional water conservation will be an important part 

of the City’s future water supply plan.  This is because additional water conservation will reduce 

projected demands, and thereby reduce the need for additional future supplies.   

The City’s overall per capita water use has dropped significantly in recent years.  The City’s per capita 

water use in 2012 was 241 gpcd, down 27 percent from a high of 329 gpcd in 2001.  This drop can be 

attributed to several factors, including the City’s new and on‐going water conservation programs, the 

increased awareness by the City’s water customers of the need for water conservation and the 

completion of the City’s residential meter installation program in 2012.  Most recently, per capita use 

has dropped significantly in response to Governor Brown’s Executive Order B‐29‐15 that enacted 

statewide Emergency Water Restrictions mandating a 25 percent reduction in use of potable water 

supplies.  Statewide, these restrictions had resulted in a 31 percent of potable water use during the 

2015 summer months. 

The City’s 2010 UWMP adopted in 2012 incorporates new per capita water use targets required by 

the 2009 Water Conservation Act (SBx7‐7).  Per SBx7‐7, each urban water retailer (including the City) 

was required to adopt per capita water use targets for 2015 and 2020, and incorporate those targets 

into future demand projections to be included in the 2010 UWMPs, and subsequent UWMPs.  The 

City’s adopted targets are 282 gallons per capita per day (gpcd) by 2015 and 250 gpcd by 2020.  

Compliance with the adopted per capita water use targets will require on‐going water conservation 

by the City’s water customers.  The City will continue its water conservation efforts and introduce 

new water conservation programs to ensure compliance with Executive Order B‐29‐15 as well as the 

Water Conservation Act of 2009 (SBx7‐7) per capita water use targets for 2015 and 2020. 

Expansion of Surface Water Treatment Facility 

The City of Fresno is planning to expand its current Surface Water Treatment Facility.  The City owns 

and operates two surface water treatment facilities, the Northeast Surface Water Treatment Facility 
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(NESWTF) and the T‐3 SWTF.  Currently, the City has the capacity to treat 30 mgd and will expand to 

treat 140 mgd by the year 2025.  The City has planned to expand its existing Northeast SWTF from 30 

mgd to 60 mgd.  In addition, the City is planning in the near term to construct a new SWTF near the 

intersection of Olive and Armstrong Avenues in the southeastern portion of the Planning Area with 

the capacity to treat 80 MGD (89,611 AF/year) by 2025.  

The City also anticipates constructing a possible new 20 MGD (22,403 AF/year) SWTF near the 

intersection of Church and Marks Avenue in the southwestern portion of the Planning Area (West 

Yost Associates, 2011) (Chapter 9, Master Plan Update Phase 2 Report, January 2012 (2012 Metro 

Plan Update).  After the year 2025, the City anticipates the need for a new 25,000 AF/year recycled 

water facility as an expansion to the Fresno‐Clovis Regional Wastewater Reclamation Facility in 

accordance with the January 2012 City of Fresno Metropolitan Water Resources Management Plan. 

Expansion of Groundwater Recharge Program 

The City of Fresno plans to reduce its groundwater operations by utilizing other water supply sources 

and decreasing groundwater pumpage, while increasing intentional groundwater recharge.  As 

shown in the Table 3.11‐9, the City plans to gradually increase intentional groundwater recharge by 

2035 to 75,100 af/yr.  The expansion of the groundwater recharge program is not a new source of 

water supply but will allow the City to bring groundwater operations to a balance.  

Table 3.11‐9: Projected Future Groundwater Recharge 

Source  2015  2020  2025  2030  2035 

Natural Groundwater Recharge, af/yr(a)  25,400  26,100  26,600  26,900  27,000 

Net Subsurface Inflow, af/yr (b)  15,000  7,500  0  0  0 

Intentional Groundwater Recharge, af/yr (c)  53,100  53,100  63,700  69,400  75,100 

Total Groundwater Recharge af/yr (d)  93,500  86,700  90,300  96,300  102,100 

Total Groundwater Pumpage af/yr  76,100  61,800  53,500  69,200  85,000 

Net Groundwater Recharge af/yr 
(Pumpage) 

17,400  24,900  36,800  27,100  17,100 

Notes: 
(a)  Represents City’s portion of natural recharge within Fresno SOI.  
(b)  Represents City’s portion of net subsurface inflow within Fresno SOI.  Assume to be zero when groundwater 

operations are balanced in 2025. 
(c)  2015 and 2020 intentional recharge based on 2010 recharge quantity.  For 2025, 2030 and 2035, represents 

potential intentional recharge under normal year supply conditions, assuming that all available surface water 
supplies that are not treated for direct use are used for intentional groundwater recharge; requires new recharge 
facilities. 

(d)  Based on normal year supply conditions.  In dry years, when surface water supplies may be reduced, groundwater 
recharge may be reduced.   

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Based on the projected availability of treated surface water supplies beginning in 2015, the City’s 

projected groundwater pumpage in 2015 is significantly reduced from current groundwater 

pumpage.  As noted above, expansion of the groundwater recharge program does not directly 
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provide a new supply to the City; however, it does allow the City to bring groundwater operations 

into balance, whereby annual groundwater recharge is greater than or equal to annual groundwater 

pumpage.  In dry years, groundwater recharge may be reduced due to reduced availability of surface 

water supplies.  (Refer to Section 3.5 Hydrology and Water Quality for more information concerning 

groundwater supplies, including balanced groundwater operations through a number of strategies, 

including increased intentional recharge).  

Expanded Use of Recycled Water for Irrigation 

The City currently uses recycled water at the Copper River Ranch Golf Course, located in the 

northern part of the City.  It is assumed that recycled water will be used in new growth areas and 

throughout the City service area, for landscape irrigation and/or other non‐potable water purposes, 

thereby reducing the potable water demands.  These potential future recycled water uses are 

consistent with the City’s future plans to expand use of recycled water for landscape irrigation, and 

are based on the City’s future water supply plan developed in the Metro Plan Update, and the City’s 

recently developed Recycled Water Master Plan.   

The Recycled Water Master Plan is intended to serve as a basis to support the City’s decision making 

process in selecting recycled water projects.  The expansion of the recycled water system will enable the 

City to offset potable water use, enhance the sustainability of the water supply, and lessen the burden 

on the wastewater treatment plant percolation ponds that are currently used for effluent discharge.  

The Recycled Water Master Plan will plan and implement a recycled water treatment and distribution 

system that would:  

 Protect and improve groundwater quality by reducing the use of percolation ponds 

currently used as part of the Regional Wastewater Reclamation Facility’s (RWRF) effluent 

disposal processes; 
 

 Increase the use of recycled water through urban reuse, groundwater recharge and 
agricultural reuse to help meet the water demands in the region; 

 

 Expand the recycled water system to enable the City’s offset of potable water use, 

thereby enhancing the sustainability of the water supply; and 
 

 Facilitate the goals related to recycled water use set forth in the City’s Urban Water 

Management Plan. 

 

A Recycled Water Ordinance further supports recycled water development and use for irrigation in 

all service areas within the City identified in the Recycled Water Master Plan.  The Ordinance 

encourages and in other cases requires use of recycled water by residential, commercial and 

industrial uses.  Further discussion of the City’s proposed future use of recycled water is provided in 

Chapter 10 of the 2010 UWMP.  Table 3.11‐10 summarizes the expanded use of recycled water in 

landscape irrigation.  
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Table 3.11‐10: Projected Expanded Use of Recycled Water for Landscape Irrigation 
Purposes 

Location  2015  2020  2025  2030  2035 

Southeast Growth Area and Other 
Areas Throughout the City, af/yr 

0  0  24,000  24,000  24,000 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Summary of Future Water Supply Projects 

Table 3.11‐11 summarizes the City’s future available water supply projects anticipated through 2035.  

Table 3.11‐11: Future Water Supply Projects 

Project Name 
Projected 
Start Date 

Projected 
Completion 

Date 

Potential 
Project 

Constraints 

Normal 
Year 
Supply 

Single‐ 
Dry Year 
Supply 

Multiple‐Dry Year Supply 

Year 1  Year 2  Year 3 

Additional Water 
Conservation 

Ongoing  Ongoing  Financial  —(a) 

Expansion of 
Surface Water 
Treatment Facility 

2012  2020  —  —(b) 

Expansion of 
Groundwater 
Recharge 
Program 

On going  On going  Financial  —(c) 

Expanded Use of 
Recycled Water 

2020  2025  Financial  24,000  24,000  24,000  24,000  24,000 

Total  24,000  24,000  24,000  24,000  24,000 

Notes:  
(a)  Additional water conservation does not directly provide a new supply to the City.  Instead, it reduces water demands, 

thus requiring less water supplies. 
(b)  Expansion of the surface water treatment capacity does not directly provide a new supply to the City.  Instead, it 

allows the City to use more surface water for direct use instead of just for groundwater recharge purposes. 
(c)  Expansion of the groundwater recharge program does not directly provide a new supply to the City.  Instead, it allows 

the City to bring groundwater operations into balance, whereby annual groundwater recharge is greater than or equal 
to annual groundwater pumpage. 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Transfer and Exchange Opportunities 

The City of Fresno has an agreement with the FID that allows them to pump groundwater in 

percolated ponds from previously treated wastewater for delivery to downstream customers.  The 

agreement states that the FID will provide the City with surface water from either the King’s River or 

the USBR Class 2 water.  The agreement also states that the FID is to provide up to 46 percent of the 
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water that the City pumps through the canals, which cannot exceed 30,000 af/yr or 100,000 af over 

a 10‐year period.  Table 3.11‐12 summarizes the City’s water transfer and exchange opportunities.  

Table 3.11‐12: Transfer and Exchange Opportunities 

Transfer Agency  Transfer or Exchange  Short‐Term or Long‐Term  Proposed Volume, af/yr 

FID: Pumped percolated 
wastewater in exchange 
for surface water 

Exchange  Long‐Term  13,800 

Total  —  —  13,800 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Summary of Current and Planned Water Supplies and Projected Demand 

Table 3.11‐13 summarizes the City’s current and planned water supplies through the year 2035.  

Table 3.11‐13: Water Supplies – Current and Projected, AFY 

Water Purchased From 

Wholesaler 
Supply 

Volume (Yes 
or No) 

2010 
(actual)  2015  2020  2025  2030  2035 

Fresno Irrigation 
District‐ King’s River 
Entitlement  

Yes  132,541  103,600  109,400  115,100  120,800  126,500 

Fresno Irrigation 
District‐ Fresno 
Wastewater Exchange 

Yes  0  13,800  13,800  13,800  13,800  13,800 

United States Bureau 
of Reclamation‐ Central 
Valley Project (CVP) 
Class I 

Yes  61,375  58,200  58,200  58,200  58,200  58,200 

Supplier‐produced groundwater  128,578  76,100  61,800  53,500  69,200  85,000 

Supplier‐produced surface water  0  0  0  0  0  0 

Transfers In  0  0  0  0  0  0 

Exchanges In  0  0  0  0  0  0 

Recycled Water  176  1000  1,000  25,000  25,000  25,000 

Desalinated Water  0  0  0  0  0  0 

Other   0  0  0  0  0  0 

Total  322,670  252,700  244,200  265,600  287,000  308,500 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 
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Table 3.11‐14 summarizes the City’s available wholesale supply sources through 2035.  

Table 3.11‐14: City’s Available Wholesale Supply Sources through 2035 

Wholesale Sources 
Contracted 
Volume  2015  2020  2025  2030  2035 

Fresno Irrigation District–
Kings River Entitlement 

—(a)  103,600  109,400  115,100  120,800  126,500 

Fresno Irrigation District–
Wastewater Recycled 
Exchange 

13,800  13,800  13,800  13,800  13,800  13,800 

United States Bureau of 
Reclamation–Central Valley 
Project (CVP) Class 1 

60,000  58,200  58,200  58,200  58,200  58,200 

Note: 
(a)  The actual water supply available to the City is a percentage of FID’s diversion from the Kings River.  The percentage 

is based on the ratio of the total area annexed by the City, compared with the total area within FID’s water service 
area, including the area served by the City.  Hence, the water available to the City through its contract with FID will 
increase over time as the City annexes additional lands within FID’s water service area.  

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

The  City’s current and projected water demands are based  on assumed compliance with the City’s 

adopted SBx7‐7 per capita water use targets of 282 gpcd for 2015  and  250 gpcd  for  2020  and 

subsequent  years.   Projected  groundwater  recharge  assumes balanced  groundwater  operations 

by  the  City  beginning  in  2025,  with  groundwater  recharge (natural and intentional) equal to or 

greater than groundwater pumpage. 

Table 3.11‐15 summarizes the City’s current and projected Normal Year water demand through the 

year 2035. 

Table 3.11‐15: Water Demand – Normal Year, Current and Projected, AFY 

Supply 
2010 

(actual)  2015  2020  2025  2030  2035 

Water Consumption(a)  132,347  155,600  151,000  165,300  181,000  198,100 

Sales to Other Water Agencies  (b)  100  100  100  100  100 

Groundwater Recharge  53,121  53,100  53,100  63,700  69,400  75,100 

System Losses (UAFW)  14,705  17,300  16,800  18,400  20,100  22,000 

Total Demand  200,173  226,100  221,000  247,500  270,600  295,300 

 

Table 3.11‐16 summarizes the City’s Normal Year supplies are adequate to meet projected Normal 

Year demands: 
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Table 3.11‐16: Supply and Demand Comparison—Normal Year, AFY (DWR Table 32) 

Supply 
2010 

(actual)  2015  2020  2025  2030  2035 

Supply Totals (from Table 7‐1)  322,670  252,700  244,200  265,600  287,000  308,500 

Demand Totals (from Table 7‐2)  200,173  226,100  221,000  247,500  270,600  295,300 

Difference  112,497  26,600  23,200  18,100  16,400  13,200 

Difference as % of Supply  38%  11%  10%  7%  6%  4% 

Difference as % of Demand  61%  12%  10%  7%  6%  4% 

 

In a Single Dry Year, supplies are anticipated to be as follows: 

 Up to 65,600 af/yr in 2035 from FID’s Kings River entitlement (assumes Critical‐low Water 

supply conditions) (increases as City’s water service area increases within FID’s service area); 
 

 13,800 af/yr from FID’s wastewater recycled exchange; 
 

 13,900 af/yr from USBR’s CVP Class 1 (assumes Critical‐low water supply conditions); 
 

 Up to 131,900 af/yr of groundwater from the Kings Subbasin; and 
 

 Starting in 2025, up to 25,000 af/yr of recycled water. 
 

It should be noted that the City’s projected groundwater pumpage in single dry years is higher than 

Normal Year projected pumpage, but is not substantially higher than current (2010) groundwater 

pumpage levels – 131,900 af/yr compared to 128,587 af/yr.  Also, under Single Dry Year conditions, it 

is assumed that groundwater recharge would be limited based on reduced availability of surface 

water supplies (City of Fresno, 2010 UWMP, Ch. 5). 

Table 3.11‐17 shows the anticipated Single Dry Year Supplies through 2035. 

Table 3.11‐17: Single Dry Year Water Supply, AFY 

Supply 
2010 

(actual)  2015  2020  2025  2030  2035 

Surface Water from FID Kings River  132,541  53,700  56,700  59,700  62,700  65,600 

Surface Water from FID Wastewater 
Recycled Exchange Wells 

0  13,800  13,800  13,800  13,800  13,800 

Surface Water from USBR CVP Class 1  61,375  13,900  13,900  13,900  13,900  13,900 

Groundwater(a)  128,578  120,600  112,500  101,400  115,800  131,900 

Recycled Water  176  1,000  1,000  25,000  25,000  25,000 

Total Supply  322,670  203,000  197,900  213,800  231,200  250,200 
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Table 3.11‐17 (cont.): Single Dry Year Water Supply, AFY 

Supply 
2010 

(actual)  2015  2020  2025  2030  2035 

Note: 
(a)  Groundwater pumpage in Single Dry Years is higher than in Normal Years due to limited surface water supplies. 
Source: City of Fresno, Urban Water Management Plan, 2012. 

 

As described above, the City’s Normal Year demands have been projected based on the City’s 

adopted SBx7‐7 per capita water use  targets of 282 gpcd  for 2015 and 250 gpcd  for 2020 and 

subsequent  years.   As  such, projected Normal  Year per  capita water demands  are  significantly 

lower  than  the City’s historical per capita water demands.   Therefore, additional demand 

reductions  under  Single Dry  Year conditions  have  been assumed  to be  zero for  this  2010 

UWMP.    This  is  a  conservative  assumption,  as  additional water  conservation may be possible 

under Single Dry Year conditions if the City were to impose additional water use restrictions or 

consumption reduction methods  in accordance with  its Water Shortage Contingency Plan (see 

Chapter 9). 

Projected Single Dry Year demands through 2035 are shown in Table 3.11‐18. 

Table 3.11‐18: Single Dry Year Water Demands, AFY 

Supply 
2010 

(actual)  2015  2020  2025  2030  2035 

Water Consumption(a)  132,347  155,600  151,000  165,300  181,000  198,100 

Sales to Other Water Agencies  (b)  1,00  100  100  100  100 

Groundwater Recharge(c)  53,121  30,000  30,000  30,000  30,000  30,000 

System Losses (UAFW)  14,705  17,300  16,800  18,400  20,100  22,000 

Total Demand  200,173  203,000  197,900  213,800  231,200  250,200 

Notes: 
(a)  Based on compliance with City’s SBx7‐7 targets (282 gpcd in 2015 and 250 gpcd in 2020 and beyond) with no 

additional reduction in Single Dry Years. 
(b)  Included in water consumption. 
(c)  Groundwater recharge reduced in Single Dry Years due to limited surface water supplies. 

 

As shown in Table 3.11‐19, with increased groundwater pumpage and reduced groundwater 

recharge under  Single Dry  Year  conditions,  the  City’s  Single Dry  Year  supplies  are  adequate  to 

meet projected Single Dry Year demands. 
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Table 3.11‐19: Supply and Demand Comparison—Single Dry Year, AFY (DWR Table 33) 

  Supply and Demand Comparison 
2010 

(actual)  2015  2020  2025  2030  2035 

Supply Totals (from Table 7‐4)  322,670  203,000  197,900  213,800  231,200  250,200 

Demand Totals (from Table 7‐5)  200,173  203,000  197,900  213,800  231,200  250,200 

Difference  0  0  0  0  0  0 

Difference as % of Supply  0.0%  0.0%  0.0%  0.0%  0.0%  0.0% 

Difference as % of Demand  0%  0%  0%  0%  0%  0% 

 

Wastewater 

The City of Fresno is the primary wastewater services provider in the City of Fresno.  The City 

conveys its collected wastewater to the Fresno/Clovis Regional Water Reclamation Facility, which 

provides wastewater treatments services for the greater Fresno area.  The Fresno/Clovis Regional 

Water Reclamation Facility is located in the southwest region of Fresno and has the capacity to treat 

80 mgd of wastewater, while it currently treats approximately 70 mgd.  The City of Fresno is the 

current provider of wastewater treatment services to Walmart Store No. 1815 and would provide 

services to the project site.  

Collection System 

The City of Fresno collection system conveys wastewater to the Fresno/Clovis Regional Water 

Reclamation Facility through gravity pipelines. 

Fresno/Clovis Regional Wastewater Reclamation Facility 

The Fresno/Clovis Regional Wastewater Reclamation Facility serves the cities of Fresno and Clovis 

and treats industrial and commercial wastewater from these areas.  The Regional Water Reclamation 

Facility treats approximately 70 mgd and has the capacity to treat approximately 80 mgd.  Treated or 

reclaimed wastewater is directed to 1,660 acres of ponds where it is allowed to percolate into the 

ground pursuant to waste discharge requirements issued by the Central Valley Regional Water 

Quality Control Board (RWQCB).  The percolated effluent is distributed amongst the Fresno Irrigation 

District (FID), groundwater, or extracted for non‐potable uses.  A portion of the reclaimed 

wastewater is supplied directly to agricultural lands near the Reclamation Facility and used to irrigate 

fodder and fiber crops, such as alfalfa and cotton. 

Storm Drainage 

The Fresno Metropolitan Flood Control District provides flood control and storm drainage through 

640 miles of pipeline and 154 retention basins to approximately 650,000 customers.  The project site 

has existing stormwater drainage facilities that served the prior Super‐K mart and Camp America 

uses.  The stormwater drainage facilities connect to the Fresno Metropolitan Flood Control District 

storm drains located with N. Brawley Avenue, ultimately reaching the Fresno Metropolitan Flood 

Control District ponding basin located north of the project site.  The existing stormwater drainage 
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facilities have adequate capacity to accommodate stormwater flows generated by the proposed 

project. 

Solid Waste 

Fresno diverts a majority of its solid waste away from landfills and into recycling and composting 

programs.  Diversion conserves limited landfill space, keeps toxic chemicals and materials from 

contaminating landfills, and enhances the reuse of materials.  In 2009, Fresno was ranked highest in 

the state among larger cities by the California Integrated Waste Management Board (CIWMB) for 

diverting 71 percent of its solid waste.  A Council resolution commits the City to the goal of a 75 

percent Waste Diversion Rate by the year 2012 and a Zero Waste goal by the year 2025.  Recycling of 

construction & demolition is required for any City‐issued building, relocation or demolition 

permitted project that generates at least 8 cubic yards of material by volume and all waste must be 

hauled to a City‐approved facility (City of Fresno, Working paper 5: Resource Conservation, 2011). 

The City of Fresno Department of Public Utilities, Solid Waste Division oversees solid waste 

management in the City of Fresno, and provides the following services: collection of residential and 

commercial solid waste, recyclables and greenwaste throughout the community at least once a 

week; disposes of solid waste at the County of Fresno landfill; provides and maintains containers and 

responds to customer complaints/concerns.  The City of Fresno no longer provides roll‐off, multi‐

family, and commercial collection services.  The proposed project would contract with an approved 

third‐party roll‐off collection service. 

Transfer Stations and Landfills 

Garbage disposed of in the City of Fresno is taken to Cedar Avenue Recycling and Transfer Station.  

Once trash has been off‐loaded at the transfer station, it is sorted and non‐recyclable solid waste is 

loaded onto large trucks and taken to the American Avenue Landfill located approximately six miles 

southwest of Kerman.  The landfill characteristics are summarized in Table 3.11‐20. 

American Avenue Landfill is owned and operated by Fresno County and began operations in 1992 for 

both public and commercial solid waste haulers.  The American Avenue Landfill is a sanitary landfill, 

meaning that it is a disposal site for non‐hazardous solid waste spread in layers, compacted to the 

smallest practical volume, and covered by material applied at the end of each operating day (City of 

Fresno Solid Waste, 2012).  The American Avenue Landfill (i.e. American Avenue Disposal Site 

10‐AA‐0009) has a maximum permitted capacity of 32,700,000 cubic yards and a remaining capacity 

of 29,358,535 cubic yards, with an estimated closure date of August 31, 2031.  The maximum 

permitted throughput is 2,200 tons per day (CalRecycle, 2014).  Solid waste from the proposed 

Project would be landfilled at the American Avenue Disposal Site and Kettleman Hills Facility. 

The City of Fresno and Fresno County co‐sponsor two household hazardous waste drop‐off events 

each year, one in the spring and one in the fall.  Additionally, the County of Fresno provides a Door‐ 

to‐Door program that provides household hazardous waste pickup for individuals who, because of 

special circumstances, cannot participate in the household hazardous waste drop off events held 

twice a year. 
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Table 3.11‐20: Landfill Summary 

Facility  Location 
Permitted Daily 

Throughput (tons) 

Cubic Yards 

Permitted Capacity  Remaining Capacity 

American Avenue 
Disposal Site 

Tranquillity 
(Fresno County) 

2,200  32.7 million  29.4 million 

Kettleman Hills 
Facility 

Kettleman City 
(Kings County) 

2,000  4.2 million  1.9 million 

Source: Cal Recycle, 2011. 

 

Waste Diversion Targets 

Pursuant to Senate Bill 1016 (SB 1016), jurisdictions have been assigned target disposal per capita 

rates for residents and employees.  The target rates for the City of Fresno are 6.6 

pounds/resident/day and 15.5 pounds/employee/day.  According to a recent Annual Report (2009) 

submitted by the City of Fresno to Cal Recycle, the actual disposal rate for the City was 3.4 

pounds/resident/day and 8.0 pounds/employee/day. 

Energy 

Pacific Gas and Electric Company (PG&E) is the primary electricity provider to the northern and 

central parts of California including the project area. 

Electricity 

PG&E, which is regulated by the California Public Utilities Commission (CPUC), provides electricity to 

all or part of the 47 counties in California, including the project area.  PG&E charges connection and 

user fees for all new development, and sliding use‐based rates for electrical and natural gas service.  

In 2012, PG&E obtained 42.7 percent of electricity from its own generation sources and the 

remaining 57.3 percent from outside sources.  PG&E‐owned generating facilities include nuclear, 

natural gas, and hydroelectric, with a net generating capacity of more than 7,640 megawatts.  

Outside suppliers to PG&E include the California Department of Water Resources, irrigation districts, 

renewable energy suppliers, and other fossil fuel‐fired suppliers.  PG&E operates approximately 

159,000 circuit miles of transmission and distribution lines.  PG&E is interconnected with electric 

power systems in the western Electricity Coordinating Council, which includes 14 western states; 

Alberta and British Columbia, Canada; and parts of Mexico.  In 2012, PG&E delivered 76,205 

gigawatt‐hours of electricity to its 5.2 million electrical customers. 

Natural Gas 

PG&E provides natural gas to all or part of 39 counties in California, including the project area, 

comprising most of the northern and central portions of the State.  PG&E obtains most of its natural 

gas supplies from western Canada and the balance from U.S. sources.  PG&E operates approximately 

48,000 miles of transmission and distribution pipelines, and three underground storage fields with a 

combined storage capacity of 48.7 billion cubic feet (Bcf).  In 2012, PG&E delivered 248 billion cubic 

feet (Bcf) of natural gas to its 4.4 million natural gas customers. 
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3.11.3 ‐ Regulatory Framework 

Federal 

National Pollutant Discharge Elimination System (NPDES) Permit Section 402 of the CWA established 

the NPDES to control water pollution by regulating point sources that discharge pollutants into 

Waters of the United States.  In the State of California, the EPA has authorized the State Water 

Resources Control Board (SWRCB) as the permitting authority to implement the NPDES program.  

The SWRCB issues two‐baseline general permits; one for industrial operations, the other for 

construction activities (General Construction Permit).  Additionally, the NPDES program includes the 

regulation of stormwater discharges from cities, counties, and other municipalities under Order No.  

R8‐2009‐0030 (waste discharge requirements for stormwater). 

Under the General Construction Permit, stormwater discharges from construction sites with a 

disturbed area of one or more acres are required to obtain either individual NPDES permits for 

stormwater discharges or be covered by the Construction General Permit.  Coverage under the 

Construction General Permit is accomplished by completing and filing a Notice of Intent with the 

SWRCB.  Each applicant under the Construction General Permit is required to both prepare a Storm 

Water Pollution Prevention Plan (SWPPP) prior to the commencement of grading activities and to 

ensure implementation of the SWPPP during construction activities.  The primary objective of the 

SWPPP is to identify, construct, implement, and maintain BMPs to reduce or eliminate pollutants in 

stormwater discharges and authorized non‐ stormwater discharges from the construction site during 

construction activities.  BMPs may include programs, technologies, processes, practices, and devices 

that control, prevent, remove, or reduce pollution.  The SWPPP would also address BMPs developed 

specifically to reduce pollutants in stormwater discharges following the completion of construction 

activities. 

State 

California Building Standards Code 

Title 24 of the California Code of Regulations, also known as the California Building Standards Code, 

is a compilation of three types of building standards from three different origins: 

 Building standards that have been adopted by state agencies without change from building 

standards contained in national model codes 
 

 Building standards that have been adopted and adapted from the national model code 

standards to meet California conditions 
 

 Building standards, authorized by the California legislature, that constitute extensive additions 
not covered by the model codes that have been adopted to address particular California 

concerns 

 

The California Fire Code is a component of the California Building Standards Code and contains fire 

safety‐related building standards. 
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California Green Building Standards Code 

The California Green Building Standard Code was adopted January 12, 2009.  The purpose of this 

code is to improve public health, safety, and general welfare by enhancing the design and 

construction of buildings through the use of building concepts having a positive environmental 

impact and encouraging sustainable construction practices in the following categories: 

 Planning and design 
 Energy efficiency 
 Water efficiency and conservation 

 Material conservation and resource efficiency 

 Environmental air quality 

 

The Code addresses exterior envelope, water efficiency, and material conservation components.  The 

aim is to reduce energy usage in non‐residential buildings by 20 percent by 2015 and help meet 

reductions contemplated in AB 32.  With the 2008 Building Code, a 15‐percent energy reduction 

over 2007 edition is expected.  Compliance became mandatory on January 1, 2011. 

California Urban Water Management Planning Act 

The Urban Water Management Planning Act (California Water Code Sections 10610‐10656) requires 

that all urban water suppliers with at least 3,000 customers prepare urban water management plans 

and update them every five years.  The act requires that urban water management plans include a 

description of water management tools and options used by that entity to maximize resources and 

minimize the need to import water from other regions. 

Specifically, urban water management plans must: 

 Provide current and projected population, climate, and other demographic factors affecting 

the supplier’s water management planning; 
 

 Identify and quantify, to the extent practicable, the existing and planned sources of water 
available to the supplier; 

 

 Describe the reliability of the water supply and vulnerability to seasonal or climatic shortage; 
 

 Describe plans to supplement or replace that source with alternative sources or water 

demand management measures; 
 

 Describe the opportunities for exchanges or transfers of water on a short‐term or long‐term 

basis (associated with systems that use surface water); 
 

 Quantify past and current water use;  
 

 Provide a description of the supplier’s water demand management measures, including 

schedule of implementation, program to measure effectiveness of measures, and anticipated 

water demand reductions associated with the measures; and 
 

 Assess water supply reliability. 
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Model Water Efficient Landscape Ordinance 

The Model Water Efficient Landscape Ordinance was adopted by the Office of Administrative Law in 

September 2009 and requires local agencies to implement water efficiency measures as part of its 

review of landscaping plans.  Local agencies can either adopt the Model Water Efficient Landscape 

Ordinance or incorporate provisions of the ordinance into code requirements for landscaping.  For 

new landscaping projects of 2,500 square feet or more that require a discretionary or ministerial 

approval, the applicant is required to submit a detailed “Landscape Documentation Package” that 

discusses water efficiency, soil management, and landscape design elements.  The City of Fresno has 

adopted water efficient landscape standards that incorporated provisions of the ordinance. 

Governor Brown’s Drought Executive Order of April 1, 2015 (EO B‐29‐15) directed DWR to update the 

State’s Model Water Efficient Landscape Ordinance (Ordinance) through expedited regulation.  The 

California Water Commission approved the revised Ordinance on July 15, 2015.  The revised 

Ordinance applies to the following projects: 

 New development projects that include landscape areas of 500 sq. ft. or more are subject to 

the Ordinance.  This applies to residential, commercial, industrial and institutional projects 

that require a permit, plan check or design review. 
 

 Landscape rehabilitation of 2500 sq. ft. or more that are associated with a building or 

landscape permit, plan check, or design review. 

 

Local agencies have until December 1, 2015 to adopt the Ordinance or adopt their own ordinance, 

which must be at least as effective in conserving water as the State’s Ordinance.  The significant 

revisions include requirements for more Efficient Irrigation Systems; incentives for graywater usage; 

improvements in onsite stormwater capture; and limiting the portion of landscapes that can be 

planted with high water use plants.  DWR estimates that under the new requirements, commercial 

landscapes will cut water use by 35 percent. 

Sustainable Groundwater Management Act  

The “historic” Sustainable Groundwater Management Act, enacted by Governor Edmund G. Brown 

Jr. in September 2014, requires local governments to form sustainable groundwater agencies that 

will regulate pumping and recharge to better manage groundwater supplies.  The basins identified 

by DWR as significantly overdrafted must have groundwater sustainability plans in place less than 

five years from now.  The Sustainable Groundwater Management Act (SGMA) requires all Bulletin 

118 basins designated as high‐ or medium‐priority and subject to critical conditions of overdraft to 

be managed under a groundwater sustainability plan or coordinated groundwater sustainability 

plans by January 31, 2020, two years earlier than the other high‐ and medium‐ priority basins. 

Executive Order No. B‐29‐15 

On April 1, 2015 California Governor Edmund Brown issued Executive Order No. B‐29‐15 in response 

to increasingly severe statewide drought conditions projected to extend into 2016.  This EO includes 

the following mandates: 

1. Achieve 25% Statewide reduction in water usage by Feb. 28, 2016. 
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2. Replace 50 million SF of lawns. 
 

3. Energy‐efficient appliance rebate program. 
 

4. Water efficiency measures for nonresidential uses including campuses, golf courses, and 

cemeteries. 
 

5. Prohibit irrigation of “ornamental” turf in medians.   

 
6. Revisions to AB 1881 – Water Efficient Landscape Ordinance in 2016 

 

7. Urban water suppliers may impose surcharges, fees, and penalties…AKA “conservation 

pricing.” 
 

8. Mandatory reports on water use, conservation, and enforcement by local water agencies. 
 

9. Update standards for toilets, faucets, and outdoor landscaping. 
 

10. Prohibit use of potable water for new home landscaping except with drip irrigation. 
 

11. City parks, golf courses, schools, business parks, and campuses, shall immediately implement 

water reduction plans to reduce the use of potable water for outdoor irrigation. 

 

Thus far, the state has surpassed the 25 percent conservation mandate, reducing water use by more 

than 25% with a 31.3 percent reduction during July 2015. 

California Public Utilities Commission 
The California Public Utilities Commission (CPUC) regulates privately owned telecommunication, 

electric, natural gas, water, railroad, rail transit, and passenger transportation companies.  It is the 

responsibility of the CPUC to (1) assure California utility customers safe, reliable utility service at 

reasonable rates; (2) protect utility customers from fraud; and (3) promote a healthy California 

economy.  The Public Utilities Code, adopted by the legislature, defines the jurisdiction of the CPUC. 

Title 24, California’s Energy Efficiency Standards for Residential and Nonresidential Buildings 

Title 24, Part 6, of the California Code of Regulations establishes California’s Energy Efficiency 

Standards for Residential and Nonresidential Buildings.  The standards were updated in 2005 and 

recently amended in 2008.  The 2008 standards set a goal of reducing growth in electricity use by 

561.2 gigawatt‐hours per year (GWh/y) and growth in natural gas use by 19 million therms per year 

(therms/y).  The savings attributable to new nonresidential buildings are 151.2 GWh/y of electricity 

savings and 3.3 million therms.  For nonresidential buildings, the standards establish minimum 

energy efficiency requirements related to building envelope, mechanical systems (e.g., HVAC and 

water heating systems), indoor and outdoor lighting, and illuminated signs. 

City of Fresno 

General Plan Update 

The City of Fresno General Plan Update establishes the following applicable objectives and policies 

related to public services and utilities that are relevant to the project: 
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Public Utilities and Services Element 

 Objective PU‐4: Ensure provision of adequate trunk sewer and collector main capacities to 

serve existing and planned urban development, consistent with the Wastewater Master Plan. 

‐ Implementing Policy PU‐4‐a: Plan for Regional Needs.  Coordinate and consult with the City 
of Clovis, pursuant to the Fresno‐Clovis Sewerage System Joint Powers Agreement, so that 

planning and construction of sewer collection facilities will continue to meet the regional 

needs of the Metropolitan Area. 

‐ Implementing Policy PU‐4‐b: New Trunk Facilities.  Pursue construction of new or 
replacement sewer trunk facilities or other alternatives consistent with the Wastewater 

Master Plan to accommodate the uses as envisioned in this General Plan. 

‐ Implementing Policy PU‐4‐c: System Extension and Cost Recovery.  Pursue enlargement or 

extension of the sewage collection system where necessary to serve planned urban 

development, with the capital costs and benefits allocated equitably and fairly between the 

existing users and new users 

‐ Implementing Policy PU‐4‐d: Capacity Modeling.  Continue development and utilization of 

citywide sewer flow monitoring and computerized flow modeling to determine availability 

of sewer collection system capacity to serve planned urban development. 

‐ Implementing Policy PU‐4‐e: Evaluate and Maintain Infrastructure.  Promote the health and 

safety of the community, and preserve the longevity and sound condition of the sewer 

collection system through evaluation and maintenance of the sewer infrastructure.  

○ Continue assessments of existing infrastructure and facilitate necessary repair to damaged 

and worn‐out pipelines. 

○ Continue routine sewer line maintenance and cleaning programs to prevent line blockages 

caused by root intrusion, grease buildup, and pipe failure. 

○ Continue a sewer line replacement program and funding to repair or replace sewer lines 

damaged or worn beyond useful life. 

 Objective PU‐5: Preserve groundwater quality and ensure that the health and safety of the 
entire Fresno community is not impaired by use of private, on‐site disposal systems. 

‐ Implementing Policy PU‐5‐a: Mandatory Septic Conversion.  Continue to evaluate and 

pursue where determined appropriate the mandatory abatement of existing private 

wastewater disposal (septic) systems and mandatory connection to the public sewage 

collection and disposal system. 

‐ Implementing Policy PU‐5‐b: Non‐Regional Treatment.  Discourage, and when determined 

appropriate, oppose the use of private wastewater (septic) disposal systems, community 

wastewater disposal systems, or other non‐regional sewage treatment and disposal systems 

within or adjacent to the Metropolitan Area if these types of wastewater treatment facilities 

would cause discharges that could result in groundwater degradation. 

 Objective PU‐6: Ensure the provision of adequate sewage treatment and disposal by utilizing 

the Fresno‐Clovis Regional Wastewater Reclamation Facility as the primary facility, when 

economically feasible, for all existing and new development within the Metropolitan Area. 

‐ Implementing Policy PU‐6‐a: Treatment Capacity and Cost Recovery.  Prepare for and 

consider the implementation of increased wastewater treatment and reclamation facility 

capacity in a timely manner to facilitate planned urban development within the 

Metropolitan Area consistent with this General Plan.  Accommodate increase in flows and 
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loadings from the existing community with the capital costs and benefits allocated equitably 

and fairly between existing users and new users, as authorized by law. 

‐ Implementing Policy PU‐6‐b: Consider Capacity in Plan Amendments.  Monitor wastewater 

treatment plant flows and loadings to the extent feasible.  Consider the effects on 

wastewater treatment capacity and availability of potable water when evaluating proposed 

General Plan amendment proposals, community plans, Specific Plans, neighborhood plans, 

and Concept Plans. 

 Objective PU‐7: Promote reduction in wastewater flows and develop facilities for beneficial 

reuse of reclaimed water and biosolids for management and distribution of treated 

wastewater. 

‐ Implementing Policy PU‐7‐a: Reduce Wastewater.  Identify and consider implementing 

water conservation standards and other programs and policies, as determined appropriate, 

to reduce wastewater flows. 

‐ Implementing Policy PU‐7‐b: Reduce Stormwater Leakage.  Reduce storm water infiltration 

into the sewer collection system, where feasible, through a program of replacing old and 

deteriorated sewer collection pipeline; eliminating existing stormwater sewer cut‐ins to the 

sanitary sewer system; and avoiding any new sewer cut‐ins except when required to protect 

health and safety. 

‐ Implementing Policy PU‐7‐c: Biosolid Disposal.  Investigate and consider implementing 

economically effective and environmentally beneficial methods of biosolids handling and 

disposal. 

‐ Implementing Policy PU‐7‐d: Wastewater Recycling.  Pursue the development of a recycled 

water system and the expansion of beneficial wastewater recycling opportunities, including 

a timely technical, practicable, and institutional evaluation of treatment, facility siting, and 

water exchange elements. 

‐ Implementing Policy PU‐7‐e: Infiltration Basins.  Continue to rehabilitate existing infiltration 
basins, and if determined appropriate, pursue acquiring additional sites for infiltration 

basins, as needed. 

 Objective PU‐8: Manage and develop the City’s water facilities on a strategic timeline basis 

that recognizes the long life cycle of the assets and the duration of the resources, to ensure a 

safe, economical, and reliable water supply for existing customers and planned urban 

development and economic diversification. 

‐ Implementing Policy PU‐8‐a: Forecast Need.  Use available and innovative tools, such as 

computerized flow modeling to determine system capacity, as necessary to forecast demand 

on water production and distribution systems by urban development, and to determine 

appropriate facility needs. 

‐ Implementing Policy PU‐8‐b: Potable Water Supply and Cost Recovery.  Prepare for 

provision of increased potable water capacity (including surface water treatment capacity) in 

a timely manner to facilitate planned urban development consistent with the General Plan.  

Accommodate increase in water demand from the existing community with the capital costs 

and benefits allocated equitably and fairly between existing users and new users, as 

authorized by law, and recognizing the differences in terms of quantity, quality, and 

reliability of the various types of water in the City’s portfolio. 
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‐ Implementing Policy PU‐8‐c: Conditions of Approval.  Set appropriate conditions of approval 
for each new development proposal to ensure that the necessary potable water production 

and supply facilities and water resources are in place prior to occupancy. 

‐ Implementing Policy PU‐8‐d: CIP Update.  Continue to evaluate Capital Improvement 

Programs and update them, as appropriate, to meet the demands of both existing and 

planned development consistent with the General Plan. 

‐ Implementing Policy PU‐8‐e: Repairs.  Continue to evaluate existing water production and 
distribution systems and plan for necessary repair or enhancement of damaged or 

antiquated facilities. 

‐ Implementing Policy PU‐8‐f: Water Quality.  Continue to evaluate and implement measures 

determined to be appropriate and consistent with water system policies, including 

prioritizing the use of groundwater, installing wellhead treatment facilities, constructing 

above‐ground storage and surface water treatment facilities, and enhancing transmission 

grid mains to promote adequate water quality and quantity. 

‐ Implementing Policy PU‐8‐g: Review Project Impact on Supply.  Mitigate the effects of 

development and capital improvement projects on the long‐range water budget to ensure 

an adequate water supply for current and future uses. 

 Objective PU‐9: Provide adequate solid waste facilities and services for the collection, transfer, 
recycling, and disposal of refuse. 

‐ Implementing Policy PU‐9‐a: New Techniques.  Continue to collaborate with affected 

stakeholders and partners to identify and support programs and new techniques of solid 

waste disposal, such as recycling, composting, waste to energy technology, and waste 

separation, to reduce the volume and toxicity of solid wastes that must be sent to landfill 

facilities. 

‐ Implementing Policy PU‐9‐b: Compliance with State Law.  Continue to pursue programs to 

maintain conformance with the Solid Waste Management Act of 1989 or as otherwise 

required by law and mandated diversion goals. 

‐ Implementing Policy PU‐9‐c: Cleanup and Nuisance Abatement.  Continue and enhance, 

where feasible, community sanitation programs that provide services to neighborhoods for 

cleanup, illegal dumping, and nuisance abatement services. 

 
Resource Conservation and Resilience Element—Energy Resources 

 Objective RC‐8: Reduce the consumption of non‐renewable energy resources by requiring and 

encouraging conservation measures and the use of alternative energy sources. 

‐ Implementing Policy RC‐8‐a: Existing Standards and Programs.  Continue existing beneficial 

energy conservation programs, including adhering to the California Energy Code in new 

construction and major renovations. 

‐ Implementing Policy RC‐8‐b: Energy Reduction Targets.  Strive to reduce per capita 

residential electricity use to 1,800 kWh per year and non‐residential electricity use to 2,700 

kWh per year per capita by developing and implementing incentives, design and operation 

standards, promoting alternative energy sources, and cost‐effective savings. 

‐ Implementing Policy RC‐8‐c: Energy Conservation in New Development.  Consider providing 

an incentive program for new buildings that exceed California Energy Code requirements by 

fifteen percent. 
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‐ Implementing Policy RC‐8‐e: Energy Use Disclosure.  Promote compliance with State law 

mandating disclosure of a building’s energy data and rating of the previous year to 

prospective buyers and lessees of the entire building or lenders financing the entire 

building. 

‐ Implementing Policy RC‐8‐h: Solar Assistance.  Identify and publicize information about 

financial mechanisms for private solar installations and provide over‐the‐counter permitting 

for solar installations meeting specified standards, which may include maximum size (in kV) 

of units that can be so approved. 

‐ Implementing Policy RC‐8‐i: Renewable Target.  Adopt and implement a program to 

increase the use of renewable energy to meet a given percentage of the city’s peak electrical 

load within a given time frame. 

‐ Implementing Policy RC‐8‐j: Alternative Fuel Network.  Support the development of a 

network of integrated charging and alternate fuel station for both public and private 

vehicles, and if feasible, open up municipal stations to the public as part of network 

development. 

‐ Implementing Policy RC‐8‐k: Energy Efficiency Education.  Provide long‐term and on‐going 

education of homeowners and businesses as to the value of energy efficiency and the need to 

upgrade existing structures on the regular basis as technology improves and structures age. 

 
Resource Conservation and Resilience Element—Waste Reduction 

 Objective RC‐11: Strive to reduce the solid waste going to landfills to zero by 2035. 
‐ Implementing Policy RC‐11‐a: Waste Reduction Strategies.  Maintain current targets for 

recycling and re‐use of all types of waste material in the city and enhance waste and 

wastewater management practices to reduce natural resource consumption, including the 

following measures: 

○ Continue to require recyclable material collection and storage areas in all residential 

development. 

○ Establish recycling collection and storage area standards for commercial and industrial 

facilities to size the recycling areas according to the anticipated types and amounts of 

recyclable material generated. 

○ Provide educational materials to residents on how and what to recycle and how to dispose 

of hazardous waste. 

○ Provide recycling canisters and collection in public areas where trash cans are also 

provided. 

○ Institute a program to evaluate major waste generators and identify recycling 

opportunities for their facilities and operations. 

○ Continue to partner with the California Integrated Waste Management Board on waste 

diversion and recycling programs and the CalMax (California Materials Exchange) program. 

○ Evaluate the feasibility of a residential, restaurant, and institutional food waste 

segregation and recycling program, to reduce the amount of organic material sent to 

landfill and minimize the emissions generated by decomposing organic material. 

○ Evaluate the feasibility of “carbon footprinting” for the City’s wastewater treatment 

facilities, biomass and composting operations, solid waste collection and recycling 

programs. 



City of Fresno – Northwest Fresno Walmart Project 
Draft EIR  Utilities and Service Systems 

 

 
FirstCarbon Solutions  3.11‐29 
H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec03‐11 Utilities.docx 

○ Expand yard waste collection to divert compostable waste from landfills. 

‐ Implementing Policy RC‐11‐b: Zero Waste Strategy.  Create a strategic and operations plan 

for fulfilling the City Council resolution committing the City to a Zero Waste goal. 

‐ Implementing Policy R‐11‐c: Industry Efforts.  Support industry efforts to collect and recycle 

electronics, mattresses, carpets and any other recyclable products to help the region meet 

goals consistent with the statewide goal of at least 75 percent of all solid waste recycled by 

January 2020. 

 

Consistency with the City of Fresno General Plan Update objectives and policies is discussed in 

Section 3.6, Land Use of this EIR.  Other relevant policies related to stormwater and water resources 

are discussed in Section 3.5, Hydrology and Water Quality of this EIR.  

City of Fresno Urban Water Master Plan 

The City of Fresno’s 2010 Urban Water Management Plan (“UWMP”) was adopted by the City 

Council in November 2012.  The 2010 UWMP It describes the current and planned water 

conservation programs, provides a water shortage contingency plan should it need to be 

implemented in the event of a severe water shortage or water supply emergency and a future water 

supply plan for a variety of water sources including treated surface water, groundwater and recycled 

water.  Also included in this 2010 UWMP is an aggressive water conservation plan to reduce demand 

throughout the City’s service area. 

Methodology 

A variety of informational sources and methods to evaluate impacts on utilities and service systems, 

which are described below, were utilized. 

Water demand and wastewater generation rates were provided by the applicant.  Information 

regarding the City of Fresno’s water and wastewater treatment facilities and infrastructures, 

including the Fresno/Clovis Regional Wastewater Reclamation Facility, was reviewed and is 

summarized in the EIR.  Letters were sent to the City of Fresno Public Utilities Department, Water, 

and Wastewater divisions.  The responses received from these agencies are provided in Appendix G. 

Information about the existing onsite stormwater drainage facilities was provided by the applicant.  

The Fresno Metropolitan Flood Control District provided comments on April 12, 2013 (see Appendix 

G) in response to the Notice of Preparation and confirmed that there are existing adequate facilities 

to serve the project. 

Solid waste information was provided by the United States Environmental Protection Agency (EPA) 

and Cal Recycle.  Electricity and natural gas information was provided by the PG&E 10‐K Annual 

Report.  Information about projected utility loads was provided by the applicant and the United 

States Energy Information Administration and the California Energy Commission.  PG&E provided 

written comments on the Notice of Preparation (see Appendix G) and did not indicate any potential 

impacts to its ability to serve the project. 
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Thresholds of Significance 

According to the CEQA Guidelines’ Appendix G Environmental Checklist, to determine whether 

impacts to utilities and service systems are significant environmental effects, the following questions 

are analyzed and evaluated, with the inclusion of the last question that is not on the Checklist.  

Would the project: 

 Exceed wastewater treatment requirements of the applicable Regional Water Quality Control 

Board? 
 

 Require or result in the construction of new water or wastewater treatment facilities or 

expansion of existing facilities, the construction of which could cause significant 

environmental effects? 
 

 Require or result in the construction of new storm water drainage facilities or expansion of 

existing facilities, the construction of which could cause significant environmental effects? 
 

 Have sufficient water supplies available to serve the project from existing entitlements and 

resources, or are new or expanded entitlements needed? 
 

 Result in a determination by the wastewater treatment provider, which serves or may serve 

the project, that it has adequate capacity to serve the project’s projected demand in addition 

to the provider’s existing commitments? 
 

 Be served by a landfill with sufficient permitted capacity to accommodate the project’s solid 

waste disposal needs? 
 

 Comply with federal, state, and local statutes and regulations related to solid waste? 
 

 Result in the inefficient, unnecessary, or wasteful consumption of energy? 

 

3.11.4 ‐ Environmental Impacts and Mitigation Measures 

This section discusses potential impacts associated with the development of the project and 

provides mitigation measures where appropriate. 

Wastewater Treatment Requirements 

Impact US‐1:  The project would not exceed wastewater treatment requirements of the 
applicable Regional Water Quality Control Board. 

Impact Analysis 

Short‐Term Water Quality 

As addressed in Impact HYD‐1, implementation of the proposed project would require construction 

activities that would disturb more than 1 acre of property, requiring the preparation and 

implementation of a Storm Water Pollution Prevention Plan (SWPPP).  The SWPPP must identify 

potential sources of pollution that are reasonably expected to affect the quality of stormwater 

discharges, as well as identify and implement best management practices (BMPs) that would reduce 

these pollutants during stormwater discharges to the maximum extent practicable.  During project 

construction, stormwater would be collected and conveyed by the existing stormwater drainage system; 
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no stormwater or wastewater would be either directly or indirectly discharged into surface water 

bodies. 

To reduce the potential for water quality impacts to occur during project construction, incorporation 

of Mitigation Measure (MM) HYD‐1a is proposed, which would require the project applicant to 

prepare and implement a SWPPP prior to the issuance of building permits.  This would ensure 

compliance with all applicable federal, state, and local water quality requirements.  The 

implementation of this mitigation measure would ensure that short‐term construction impacts 

associated with wastewater treatment requirements of the applicable RWQCB are reduced to a level 

of less than significant. 

Long‐Term Water Quality 

Under the existing conditions, the project site is served by a storm drainage system that discharges 

into the City of Fresno municipal storm drain system.  Since the proposed project involves 

repurposing the existing building and site, and generally involves only architectural and related site 

improvements, the project would not significantly alter existing impervious surface coverage.  As 

such, no modifications or upsizing of the existing onsite storm drainage facilities would be necessary. 

The lack of new impervious surface coverage would not alter the rate, direction, or quantity of 

stormwater flows on the project site.  By not changing the onsite drainage characteristics, the 

proposed project would not contribute to the additional discharge of stormwater.  Further, 

stormwater quality source control and treatment control BMPs would be installed on the project 

site. 

These BMPs, coupled with incorporation of MM HYD‐1b, would further reduce the potential for 

water quality impacts during project operations by requiring the project applicant to prepare and 

submit a stormwater quality management plan to the City of Fresno for review and approval.  The 

plan would require the project applicant to document various stormwater quality control measures 

that would be in effect during project operations to ensure that water quality in downstream 

waterways is not degraded. 

The implementation of this mitigation measure would ensure that long‐term operational impacts 

associated with wastewater treatment requirements are reduced to a level of less than significant. 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

Implement Mitigation Measures HYD‐1a and HYD‐1b. 

Level of Significance After Mitigation 

Less than significant impact. 
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Wastewater 

Impact US‐2:  The proposed project would be served by a wastewater treatment provider with 
adequate capacity and would not require the construction of new water or 
wastewater facilities or expansion of existing facilities that would cause significant 
environmental effects 

Impact Analysis 

Water Treatment Facilities 

As an existing use, the proposed project has already been included in the City’s 2010 UWMP, which 

includes the project site among the City’s commercial water users for which adequate water supplies 

have been projected through 2035.  The UWMP found that the proposed project’s water 

requirements could be satisfied through existing and already planned water treatment facilities and 

do not require the construction of new water facilities.  Impacts associated with water treatment 

would be less than significant.  (Refer to analysis of impacts US‐4 and HYD‐2 as well as the 

Environmental Setting sections for both Hydrology and Water Quality and Utilities, for further 

information and analysis). 

Wastewater Treatment Facilities 

The City of Fresno is the primary wastewater services provider in the City.  The City provides 

wastewater treatment services to Walmart Store No. 1815 and would provide services to the project 

site.  The City conveys its collected wastewater via gravity pipelines to The Fresno/Clovis Regional 

Water Reclamation Facility (RWRF), which provides wastewater treatments services for the greater 

Fresno area.  The Fresno/Clovis RWRF is located in the southwest region of the City and has the 

capacity to treat 80 mgd of wastewater, while it currently treats approximately 70 mgd.  The majority 

of the wastewater is conveyed to percolation ponds and approximately 10 percent is conveyed to 

nearby farmland.  The percolated effluent is distributed amongst the Fresno Irrigation District (FID), 

groundwater, or extracted for non‐potable uses. 

The project engineer has estimated the proposed project would generate approximately 5,042 

gallons per day (gpd) of wastewater that would require treatment.  The City of Fresno Wastewater 

Management Division found this estimate reasonable, based on information the City of Fresno has 

regarding other Fresno Walmart Stores. 

The Wastewater Management Division states that the starter pipe into which the proposed project 

would discharge has a capacity of approximately 500,000 gallons per day.  Thus, the starter pipe is 

adequate to receive a flow of 5,042 gallons per day from the proposed Walmart project (Adams, pers. 

comm.).  Based on the Fresno/Clovis RWRF’s current excess capacity of 10 mgd, wastewater 

produced by the proposed project would equate to roughly 0.05 percent of present excess capacity, 

and 0.006 percent of overall capacity.  Thus, the proposed project’s wastewater generation can be 

accommodated without any upgrades or expansion of the treatment facility.  Project impacts 

associated with wastewater treatment capacity would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 
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Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Stormwater 

Impact US‐3:  The project would not require or result in the construction of new storm water 
drainage facilities or expansion of existing facilities, the construction of which 
could cause significant environmental effects. 

Impact Analysis 

The project site is served by a storm drainage system that discharges into the City of Fresno 

municipal storm drain system, a condition that would be maintained by the proposed project.  The 

project involves repurposing the existing building and site with limited architectural and pavement 

replacement improvements, and consequently would not appreciably alter existing impervious 

surface coverage.  As such, it would not change the volume or flow rate of stormwater runoff, and as 

such, no modifications or upsizing of the existing onsite storm drainage facilities would be necessary. 

As confirmed by the Fresno Metropolitan Flood Control District, the current storm drainage system is 

capable of collecting the proposed project’s stormwater runoff.  Therefore, impacts associated with 

stormwater drainage facilities would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Water Supplies 

Impact US‐4:  Sufficient water supplies are available to serve the project from existing entitlements 
and resources, and no new or expanded entitlements would be needed. 

Impact Analysis 

Water Supplies 

The City of Fresno is the primary provider of water to customers in the City, and would provide 

potable water to the project site.  The City of Fresno uses groundwater and treated surface water to 

meet its current demands.  The City of Fresno has three sources of surface water supplies:  

 Surface water available through contract with Fresno Irrigation District  
 Surface water available through the United States Bureau of Reclamation 
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 Surface water available through the City’s Wastewater Recycled Exchange agreement with 

Fresno Irrigation District 

 

Currently, the City’s existing water system consists of approximately 1,777 miles of transmissions 

distribution pipelines, 270 operational groundwater wells, 30 mgd surface water treatment facility, 

storage facilities, and booster pump facilities.  These distribution systems are divided into four quasi‐

pressure zones to assist with the regulation of minimum and maximum system pressures in the 

various topographic areas. 

The City’s UWMP has determined that the City has sufficient supplies to meet the demand through 

2035.  The City’s current water supplies equal 322,670 acre‐feet per year (afy).  Projected supplies 

from 2015 to 2035 will range between 252,700 afy and 308,500 afy.  These projections are based on 

the current capacities of existing water treatment facilities and the future capacities of expanded or 

new facilities. 

Project Water Consumption 

The project site’s existing commercial building has long been served with potable water service and 

wastewater collection and treatment service provided by the City of Fresno.  Water service is 

provided from existing water main lines.  The nearest water mains to serve the proposed project are 

a 14‐inch main line located at N. Brawley Avenue and a 12‐inch main located in W. San Jose Avenue.  

Sewer service is provided by an 8‐inch‐diameter lateral that connects to an existing sewer line within 

W. San Jose Avenue.  These connections would be maintained as part of the proposed project and 

have adequate capacity to serve the store. 

The proposed project has an anticipated potable water demand of 9,058 gallons of water per day 

(gpd) and a daily irrigation water demand of 4,271 gallons, for a total of 13,326 gpd, or 14.93 acre‐

feet per year.  Per correspondence with the City of Fresno Department of Public Utilities, the above 

estimated water demand for the proposed project is sufficient and an adequate supply of water 

exists to serve the proposed project (Diaz, pers. comm.). 

The water demand for the proposed project’s type of commercial land use was included in the 

UWMP as one of the 8,044 commercial water service connections within the City in 2010, which 

comprised approximately 6.2 percent of the total water service connections.  Commercial uses 

within the City received a total water delivery of 20,754 acre feet in 2010.  Based on the population 

served by the City from 1991 to 2011, historical per capita water demand across all water sector 

users has varied from a low of 246 gallons per capita per day (gpcd) in 2011 to a high of 329 gpcd in 

2001.  The City’s average total per capita water production from 1991 to 2011 was 295 gpcd.  

According to the City’s 2010 UWMP, projected water use by the City’s commercial sector in 2015 is 

estimated to be 26,933 AFY; 26,137 AFY by the year 2020; 28,612 AFY by 2025; 31,330 AFY by 2030; 

and 34,290 AFY by the year 2035.  The project was accounted for in these projections as an existing 

commercial water service connection. 

While the project’s water consumption would represent a net increase in water consumption as 

compared to the relatively low water demand for irrigation of the vacant project site, as compared to 

the project site’s prior uses, the proposed project consumes approximately 30 percent less water 
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than the former Super‐K use.  Based on actual water consumption information provided by the City 

of Fresno: The previous K‐Mart/Super K‐Mart had an average daily water usage total of 2,400.2 cubic 

feet, which equates to approximately 18,101 gallons (100 cubic feet= 748 gallons).  The proposed 

project’s daily water usage is estimated to total 13,329 gallons (potable water and irrigation water).  

The previous Dan Gamel Camp America had an average daily water usage of 1,300.8 cubic feet, 

which equates to approximately 10,322 gallons.  It is assumed that the demand for potable water 

will further reduce as the City increases the use of recycled water to service landscape irrigation and 

other non‐potable water uses. 

The City’s 2010 UWMP found that the City’s ability to use all of its available surface water supplies is 

limited by its current surface water treatment capacity and the capacity of its intentional recharge 

facilities.  The City is actively undertaking the steps necessary to meet its primary objective of 

balanced groundwater operations by 2025.  The City’s efforts include, but are not limited to, the 

expansion and intensification of water conservation programs; increased surface water treatment 

facility capacity; intentional groundwater recharge programs while reducing groundwater pumpage; 

and increased recycled water use. 

The City is expanding its surface water treatment capacity with the construction of new and 

upgraded SWTFs.  The City is committing the funds necessary to construct the surface water 

infrastructure required to reduce the City's reliance on groundwater.  In March 2015, the City Council 

approved a new five‐year water rate plan whose revenue will be used to fund capital projects, costs 

for operating and maintaining current water service levels within the service areas.  The five‐year 

plan includes spending $429.1 million to complete the projects identified in the five‐year capital 

investment plan.  Based on these operational changes, it is anticipated that the City’s future water 

supply will be reliable in future years. 

The project will implement all applicable water conservation measures adopted at the State and 

Local level and includes water‐saving design features to further reduce water consumption.  The City 

would have sufficient water supplies available to serve the project from existing entitlements and 

resources, no new or expanded entitlements would be needed.  Impacts associated with water 

supplies would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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Landfill Capacity 

Impact US‐6:  The project would be served by a landfill with sufficient permitted capacity to 
accommodate the project’s solid waste disposal needs. 

Impact Analysis 

This impact assesses whether the proposed project would be served by a landfill with adequate 

capacity or comply with federal, state, and local statutes and regulations related to solid waste. 

The existing Walmart #1815 store is currently served with solid waste and recycling services provided 

by Waste Connections of the Central Valley, a contractual arrangement that would be maintained by 

the proposed project.  The proposed project would be served by the American Avenue Sanitary 

Landfill in Tranquility (Fresno County), which is owned and operated by the County of Fresno.  The 

440‐acre American Avenue Sanitary Landfill has 361 disposal acres, a maximum permitted 

throughput of 2,200 tons per day, and remaining capacity of 29,358,535 cubic yards. 

Solid waste would be generated by both short‐term construction and long‐term operational 

activities.  Each is discussed below. 

Construction Waste 

Short‐term construction waste generation is summarized in Table 3.11‐21.  The estimate of 376 tons 

was calculated using an average of 3.89 pounds of debris per square foot of non‐residential 

construction, as provided by the EPA. 

Table 3.11‐21: Estimated Construction Waste Generation 

Waste Generation Rate  Project Square Footage 

Waste Generation 

Tons  Cubic Yards 

3.89 pounds/square foot  193,361  376  527 

Notes: 
1 ton = 2,000 pounds 
1 ton = 1.4 cubic yards 
Source: EPA, 1998; FirstCarbon Solutions, 2013. 

 

The 527 cubic yards of solid waste would represent 0.001 percent of the more than 29 million cubic 

yards of remaining capacity at the American Avenue Disposal Site.  Additionally, the metric used by 

the U.S. EPA to determine construction waste generation was intended for new construction, not for 

a development project that consists of repurposing of existing buildings without adding any new 

square footage.  Since the extent of the proposed project’s construction activities would generate a 

small fraction of the waste produced by new development, the estimates provided above are 

extremely conservative. 

Based on the project’s nominal contribution to the remaining capacity at the American Avenue 

Disposal Site, impacts associated with construction waste would be less than significant. 
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Operational Waste 

Operational solid waste generation for non‐residential uses was calculated using a standard 

commercial waste generation rate provided by Cal Recycle.  The project’s waste generation 

calculations are provided in Table 3.11‐22.  As shown in the table, the proposed project is expected 

to generate 460 tons of waste annually. 

Table 3.11‐22: Estimated Operational Waste Generation 

Waste Generation Rate  Project Square Footage 

Waste Generation 

Tons  Cubic Yards 

4.75 pounds/square foot/year  193,361  460  644 

Notes: 
1 ton = 2,000 pounds 
1 ton = 1.4 cubic yards 
Source: CalRecycle, 2013; FirstCarbon Solutions, 2013. 

Note: 
8.6pounds/square foot/year. 

 

The 644 cubic yards of solid waste would represent 0.002 percent of the more than 29 million cubic 

yards of remaining capacity at the American Avenue Disposal Site.  Therefore, based on the project’s 

nominal contribution of the remaining capacity at the American Avenue Disposal Site, impacts 

associated with operational waste would be less than significant. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 

Solid Waste Regulations 

Impact US‐7:  The project would comply with federal, state, and local statutes and regulations 
related to solid waste. 

Impact Analysis 

Although construction of the proposed project would only contribute a nominal amount of solid waste 

to the American Avenue Sanitary Landfill, the City of Fresno General Plan Update and Municipal Code 

contain a number of provisions that require or promote recycling and waste reduction.  Accordingly, 

Mitigation Measure (MM) US‐7a is proposed, which would require the project applicant to comply with 

the City of Fresno’s Construction and Demolition Recycling Ordinance by retaining a contractor to 
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recycle construction and demolition debris.  The implementation of this mitigation measure would 

reduce potential impacts to a level of less than significant. 

Similarly, project operation would also only account for a modest increase to the solid waste stream.  

However, MM US‐7b is proposed, which would require the project applicant to submit a Recycling 

and Waste Reduction Plan to the City of Fresno for review and approval.  The plan would identify 

practices and onsite facilities necessary to ensure that recoverable materials and green waste are 

diverted from the waste stream to the maximum extent feasible.  The implementation of this 

mitigation measure would reduce solid waste generation and reduce demand for landfill capacity.  

Therefore, impacts associated with solid waste regulations would be less than significant. 

Level of Significance Before Mitigation 

Potentially significant impact. 

Mitigation Measures 

MM US‐7a  Prior to issuance of building permits, the project applicant shall submit 

documentation to the City of Fresno demonstrating compliance with the City of 

Fresno’s Construction and Demolition Recycling Ordinance.  The documentation 

shall demonstrate that the applicant has retained a qualified contractor to perform 

construction debris recycling with an objective of diverting a minimum of 50 percent 

of construction debris from the waste stream. 

MM US‐7b  Prior to issuance of the final certificates of occupancy or final inspection, the project 

applicant shall install onsite facilities necessary to collect and store recyclable 

materials generated onsite by customers and facility operations.  Customer 

recyclable collection facilities (i.e., receptacles) shall be located in public spaces and 

clearly identify accepted materials.  Facility operations recycling facilities (i.e., bale 

and pallet storage) shall be located in appropriate places and shall be enclosed for 

screening purposes.  Note that this mitigation measure is not intended to require 

the applicant to provide a “public recycling center” (also known as an AB 2020 

recycling center) onsite. 

Level of Significance After Mitigation 

Less than significant impact. 

Energy 

Impact US‐8:  Due to the project’s incorporation of energy conservation measures and design 
features the proposed project would not result in the inefficient, unnecessary, or 
wasteful consumption of energy. 

Impact Analysis 

The project site is currently served with electricity and natural gas service provided by PG&E, a 

condition that would be maintained by the proposed project.  Table 3.11‐23 provides an estimate of 

the proposed project’s annual energy consumption.  These figures were derived from energy 
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consumption rates provided by the United States Energy Information Administration from its 2003 

Commercial Buildings Energy Consumption Survey. 

As shown in Table 3.11‐23, the proposed project would consume an estimated 4.10 million kilowatt‐

hours electricity annually and 11.27 million cubic feet of natural gas annually, which represent net 

increases of 0.82 million kilowatt‐hours of electricity and 2.21 million cubic feet of natural gas 

relative to existing conditions.  Note that the energy demand estimates likely overstate actual 

consumption, because they include structures located in different climate regions and states with 

less stringent energy efficiency standards than California. 

Table 3.11‐23: Energy Consumption Estimate 

Energy Source  Annual Consumption Rate  Project Square Footage  Estimated Energy Consumption 

Electricity  21.19 kWh/square foot 
193,361 

4.10 million kWh 

Natural Gas  58.3 cubic feet/square foot  11.27 million cubic feet 

Note: 
kWh = kilowatt hours 
Sources: United States Energy Information Administration, 2006; FirstCarbon Solutions, 2013. 

 

In terms of peak demand, the proposed project would be expected to demand approximately 1,295 

amps. 

PG&E provided a letter dated August 12, 2013 confirming that the public utility provider could 

provide electricity and natural gas service to the proposed project.  The letter is provided in 

Appendix G.  The letter provides confirmation that PG&E has adequate supplies and transmission 

capacity to serve the proposed project, as well as other current and future customers.   

The proposed project’s structures would be designed in accordance with all applicable state energy 

efficiency requirements, including Title 24, California’s Energy Efficiency Standards for Residential 

and Nonresidential Buildings.  (Title 24 includes the Green Building Standards Code.)  These 

standards include minimum energy efficiency requirements related to building envelope, mechanical 

systems (e.g., HVAC and water heating systems), indoor and outdoor lighting, and illuminated signs.  

The incorporation of the latest Title 24 standards into the project would ensure that the project 

would not result in the inefficient, unnecessary, or wasteful consumption of energy. 

Level of Significance Before Mitigation 

Less than significant impact. 

Mitigation Measures 

No mitigation is necessary. 

Level of Significance After Mitigation 

Less than significant impact. 
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SECTION 4: CUMULATIVE EFFECTS 

4.1 ‐ Introduction 

CEQA Guidelines Section 15130 requires the consideration of cumulative impacts within an EIR when 

a project’s incremental effects are cumulatively considerable.  Cumulatively considerable means that 

“. . . the incremental effects of an individual project are considerable when viewed in connection 

with the effects of past projects, the effects of other current projects, and the effects of probable 

future projects.”  In identifying projects that may contribute to cumulative impacts, the CEQA 

Guidelines allow the use of a list of past, present, and reasonably anticipated future projects, 

producing related or cumulative impacts, including those which are outside of the control of the lead 

agency. 

In accordance with CEQA Guidelines Section 15130(b), “. . . the discussion of cumulative impacts 

shall reflect the severity of the impacts and their likelihood of occurrence, the discussion need not 

provide as great [a level of] detail as is provided for the effects attributable to the project alone.”  

The discussion should be guided by standards of practicality and reasonableness, and it should focus 

on the cumulative impact to which the identified other projects contribute rather than on the 

attributes of other projects that do not contribute to the cumulative impact. 

The proposed project’s cumulative impacts were considered in conjunction with other proposed and 

approved projects in the Fresno area or in the project’s study areas used to evaluate impacts that do 

not cumulate with impacts stemming from the City as a whole.  Table 4‐1 provides a list of the other 

projects considered in the cumulative analysis. 

Work with staff to update list with new projects, delayed projects and/or dropped projects. 

Table 4‐1: Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

TTM 4422  Sierra b/w Brawley & Blythe  SFR  6 du  2.1 
Under 
Construction 

TTM 5315 
North of Salinas Avenue b/w 
Corona & San Jose 

SFR  21 du  4.13 
Under 
Construction 

TTM 5338  SWC Grantland & Bullard  SFR  123 du  44.8 
Under 
Construction, 
Almost completed 

TTM 5357  NEC Grantland & Bullard  SFR  199 du  49 
Under 
Construction 

TTM 5358 
NWC Josephine & Riverside 
Country Club Drive & C‐04‐
246 

SFR  230 du  48 
Approved, not 
constructed 
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Table 4‐1 (cont.): Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

TTM 5363  SEC Bryan & Barstow  SFR  109 du  25.85 
Approved, not 
constructed 

TTM 5388 
Northwest side of Salinas, 
north of Herndon Canal 

SFR  42 du  11.3 
Approved, not 
constructed 

TTM 5527 
East side of Cecilia, north of 
Escalon 

SFR  12 du  4.8 
Approved, not 
constructed 

TTM 5595  SEC Thiele & Josephine Ave  SFR  128 du  19.71 
Approved, not 
constructed 

TTM 5316 
South of Dakota b/w Hayes 
and Polk 

SFR  253 du  58 
Under 
Construction 

TTM 5326 
East side of Blythe b/w 
Dakota & Shields 

SFR  69 du  16 
Approved, not 
constructed 

TTM 5356 
South side of Ashlan b/w 
Polk & Dante 

SFR  9 du  2.39 
Approved, not 
constructed 

TTM 5379 
South of Gettysburg, west of 
Cornelia 

SFR  20 du  4.2 
Approved, not 
constructed 

TTM 5537 
West side of Polk b/w 
Dayton and Shields 

SFR  40 du  9.48 
Approved, not 
constructed 

TTM 6054 
East side of Polk b/w Corona 
and Danta 

SFR  69 du  9.27 
Approved, not 
constructed 

TTM 6066 
East side of Blythe b/w 
Shields and Dakota 

SFR  78 du  15.63 
Approved, not 
constructed 

C‐04‐062  SWC San Jose & Marty 
Senior 
Housing 

148 du  3.73 
Partially 
constructed  

Fresno El Paseo  Herndon/Golden State  Commercial  660,000 retail  — 
Approved, mostly 
constructed 

Fresno 40 
East side of Friant b/w 
Audubon and Fresno 

Mixed Use 

278,200 sf 
office, 

209,650 sf 
retail, 24 apts. 

40 
Approved, under 
construction 

Palm Bluffs 
Corporate 
Center, S‐10‐56 

7590 N. Colonial Ave.  Commercial  7,050 sf  0.58 
Approved, under 
construction 

S‐09‐051  1334 W. Herndon Ave.  Office  6,000 sf  0.48 
Approved, not 
constructed 

Southeast 
Walmart 
Expansion 

5125 E. Kings Canyon Road  Commercial 
52,000 sf 

store, 34,800 
sf retail/rest. 

24 
Approved, under 
construction 
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Table 4‐1 (cont.): Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

Friant Ranch  Friant, CA  Mixed Use 
2,996 du, 
324,000 sf 
office/retail 

— 
Approved, not 
constructed 

North Walmart 
Expansion 

NWC Herndon and Ingram  Commercial 
40,000 sf 
retail 

— 
Approved, under 
construction 

R‐11‐004, C‐11‐
058 

5317 N. Maroa  PUD  19 du  1.86 
Approved, not 
constructed 

A‐11‐008, R‐11‐
011 

Palm and Nees  Mixed Use 
180 du and 

office 
3.28 

Approved, no 
construction 
approved 

Westlake 
Gettysburg, Shields, Garfield, 
& Grantland 

Res/Comm 
2,600 du, up 
to 295,000 sf 
commercial 

460  Pending  

Tuscan Village, 
C‐10‐083 

NWC Shields & Marty 
Senior 
Housing 

41 du  1.3 
Approved, not 
constructed 

TTM 5967 
East side of Polk b/w Shaw & 
Gettysburg 

SFR  12 du  1.83 
Approved, under 
construction 

Universally 
accessible park, 
C‐08‐235 

NEC Gettysburg and Vista  Park  —  7.91  Completed 

C‐10‐216  NEC Ashlan & Blythe  Mixed Use 

71,964 sf 
senior facility 
with 90 du, 
32,800 sf 
retail 

7.4 
Approved, under 
construction 

TPM & S‐12‐037  4150 N Brawley Ave  LI 

63 parcels 
with buildings 
from 4,955 to 
23,055 sf 

37.99 
Approved, under 
construction 

C‐12‐226  5525 W Shaw Ave  Commercial 
3,452 sf mini 
mart, 2,217 sf 

car wash 
0.76  Pending  

C‐09‐116  6507 N. Polk  
Office/com
mercial 

34,538 sf  3.99 
Approved, not 
constructed 

TPM & C‐11‐088  —  Office  104,593 sf  3.96  — 

C‐12‐132  6161 W Spruce Ave 
Senior 
Housing 

72 units, 12 
single units 

4.21 
Approved, not 
constructed 

C‐13‐037  6899 N. Milburn  LI 
12,111 sf auto 

body 
1.83  Approved 

C‐13‐001  6338 N Cecelia Ave  MFR  32 du  4.05  Pending 
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Table 4‐1 (cont.): Cumulative Projects 

Project  Location  Land Use  Size 
Area 
(acres)  Status 

R‐09‐012 & C‐09‐
161 

River Park Place b/w Friant 
and 41 

Office  234,723  12  Approved 

C‐15‐025  6985 N. Brawley  Commercial 
3,500 sf mini 
mart and gas 

station 
1.87  Pending 

C‐15‐027  4625 W. Palo Alto  Church  38,618 sf  23.14  Pending 

C‐14‐072  3771 W. Beechwood 
Office/Asst 

Living 
86,275 sf  2.93 

Approved, not 
constructed 

A‐14‐002, R‐14‐
002, C‐14‐012 

—  MFR for 55+  80 du  8.21 
Approved, not 
constructed 

S‐14‐063  4711 N. Blythe Ave.  Light Ind. 
4,955 sf 

warehouse 
2.37 

Approved, not 
constructed 

TTM 6029 
(Previous T5379) 

5210 W Donner Ave   SFR  23 du  4.77  Pending 

Source: City of Fresno, 2015. 

 

4.2 ‐ Cumulative Impact Analysis 

CEQA requires the analysis of a project’s incremental effect combined with the effects of other past, 

present, and probable future projects to determine if the incremental effect is considered 

“cumulatively significant.”  If so, the project results in a significant cumulative impact.  

In a cumulative impacts analysis, there are two key questions:  

 (1)  Is the combined impact of the project and other projects significant?  If yes, then: 
 

 (2)  Is the project’s incremental effect cumulatively considerable?  If yes, then the project has a 

significant cumulative impact with respect to the impact under evaluation. 

 

A lead agency may find that the cumulative impact that will result from the combination of the 

project’s incremental impact and the effects of other related projects is not significant. 

Alternatively, a project may have an individually significant impact but the combined cumulative 

impact is less than significant.  Without a significant cumulative impact, there is no need to 

determine if the project’s contribution is cumulatively considerable. 

In some cases, the project’s individual impact is less than significant, but the related cumulative 

impact is significant.  In this scenario, the lead agency determines whether the project’s incremental 

contribution is cumulatively considerable.  If the lead agency concludes that the project does not 
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make a cumulatively considerable contribution to the significant cumulative impact, then the project 

would not have a significant cumulative effect. 

The cumulative impact analysis below is guided by the requirements of CEQA Guidelines Section 

15130.  Other key principles established by this section include: 

 A cumulative impact only occurs from impacts caused by the proposed project and other 

projects.  An EIR should not discuss impacts that do not result from the proposed project. 
 

 When the combined cumulative impact from the increment associated with the proposed 

project and other projects is not significant, an EIR need only briefly explain why the impact is 

not significant; detailed explanation is not required. 
 

 An EIR may determine that a project’s contribution to a cumulative effect impact would be 

rendered less than cumulatively considerable if a project is required to implement or fund its 

fair share of mitigation intended to alleviate the cumulative impact. 

 

The cumulative impact analysis that follows relies on these principles as the basis for determining 

the significance of the proposed project’s cumulative contribution to various impacts. 

4.2.1 ‐ Aesthetics 

The geographic scope of the cumulative aesthetics, light, and glare analysis is the area surrounding 

the project site.  This is the area within view of the project; therefore, the area most likely to 

experience changes in visual character or experience light and glare impacts existing in the relevant 

geographic area utilized for each impact assessed in this Draft EIR. 

The project site is located within an area that contains existing developed commercial, residential, 

and light industrial uses to the south of the project site abutting Shaw Avenue, an important corridor 

in Fresno for decades, with much of the area’s retail and employment uses located there.  

The proposed project consists of the relocation of Walmart Store No. 18151 from 3680 W. Shaw 

Avenue to the vacant former Big Box retail building on the project site (4080 W. Shaw Avenue).  The 

two sites are located on opposite sides of N. Brawley Avenue.  The Walmart store would occupy the 

approximately 193,361 square‐foot building.  The approximate square footages for interior uses 

include 111,724 square feet assigned to general merchandise sales, 38,231 square feet assigned to 

grocery sales, and the remaining 43,406 square feet allocated to various other uses.  The outdoor 

garden center would total 5,795 square feet. 

The project would involve modifications to the exterior of the existing building to improve its 

aesthetics and compatibility with surrounding uses.  The store’s exterior colors are primarily a uniform 

blue‐gray and light green.  A large “Camp America” sign is located just below the roof line.  To maximize 

the parking lot space for the sale and display of RVs, the Camp America store removed many of the 

existing trees on‐site.  Approximately 50 trees would require removal from the site and be replaced 

with trees of equal size.  The proposed project’s landscaping would result in a net increase of 110 

                                                            
1
  Walmart Store No. 1815 currently totals 126,783 square feet. 
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trees on‐site and maintenance of the 50 wide densely landscaped buffer located in front of the site’s 

northern masonry wall as required by the City of Fresno. 

The proposed project would improve overall site and building aesthetics.  The project would install 

new parking lot landscaping in accordance with the City of Fresno’s Parking Lot Shading 

requirements as well as additional perimeter landscaping, and replace the parking lot with new 

paving and a pedestrian pathway providing access form the project site’s southern boundary to the 

proposed store’s front entrance. 

To ensure consistency with the applicable City of Fresno design requirements, the project applicant 

will be required to submit elevations, a final site plan and landscaping plans to the City of Fresno for 

review and approval.  The submittals would comply with applicable City of Fresno development code 

provisions, the Fresno General Plan and landscaping standards and requirements.  The project would 

have a less than significant aesthetics impact. 

Similarly, cumulative projects would be subject to applicable City of Fresno site design and landscaping 

requirements to ensure that they do not degrade visual character of the surrounding area.  According to 

the City’s Fresno General Plan, “As opportunities arise, it is envisioned that the Shaw Avenue Corridor 

will be developed as mixed‐use infill with a variety of building types and sizes.  Particular attention 

will be paid to urban design to make sure that the scale and form of new buildings are always 

coordinated with existing development.” 

Lighting and Glare 

The project site contains existing sources of light and glare from the store parking area; building‐

mounted lighting; illuminated signage; and passing vehicles on surrounding roadways.  The 

developed commercial and residential uses surrounding the project have exterior sources of lighting 

(such as illuminated signage, and building‐mounted and freestanding light fixtures).  Street lighting is 

present on W. Shaw Avenue, N. Brawley Avenue, and W. San Jose Avenue.  Vehicles are also sources 

of light and glare in the project vicinity. 

The proposed project would include new building‐mounted lighting and new parking lot lighting.  All 

lighting would be directed downward, recessed, or shielded to avoid spillover to adjacent properties 

and to reduce any otherwise potentially significant light impacts on adjacent land uses. 

The current Walmart Store No. 1815 is located a block away from the proposed site and provides 

freestanding and building‐mounted lighting that is illuminated during the nighttime and early 

morning hours.  As such, the change in location and increase in Walmart store’s hours of operation 

to 24 hours a day would not introduce significant new sources of nighttime lighting, because the 

current practice is to employ freestanding and building‐mounted lighting when the store is closed to 

the public as well as during the nighttime and early morning hours. 

Other projects that propose new sources of illumination would be required to demonstrate that 

spillover effects are avoided or minimized to the maximum extent feasible.  As such, the proposed 

project would not have the potential to have a cumulative contribution to an aesthetics or light and 

glare impact. 
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4.2.2 ‐ Air Quality 

Air quality impacts are both regional and local.  The geographic scope of the cumulative air quality 

analysis for regional emissions is the San Joaquin Valley Air Basin, which encompasses all or portions 

of San Joaquin, Stanislaus, Merced, Madera, Fresno, Kings, Tulare, and Kern Counties.  Air pollution is 

subject to transport over long distance and may stay in the atmosphere for days where it is subject 

to photochemical and chemical reactions.  These conditions make the impacts a regional issue.  

Localized impacts occur when project emissions combine with cumulative sources near the project 

and background emissions from regional sources to cause unhealthful pollutant concentrations at 

nearby sensitive receptors.  The geographic scope for localized impact depends on the pollutant 

being assessed.  Generally, a distance of 1,000 feet is used as the area of influence for project and 

local cumulative source impacts.  Localized impacts are determined by estimating through modeling 

whether pollutant concentrations at the nearest sensitive receptor would exceed standards and for 

locations where emissions already exceed standards without the project, whether the project makes 

a cumulatively considerable contribution to an existing exceedance. 

The San Joaquin Valley Air Pollution Control District (SJVAPCD) is responsible for preparing the plans 

for attaining and maintaining air quality standards in the air basin.  The SJVAPCD does not provide 

methodologies for assessing the effect of a project on consistency with such plans or in its Guidance 

for Assessing and Mitigating Air Quality Impacts (GAMAQI).  However, the GAMAQI indicates that 

projects that do not exceed the regional thresholds of significance for criteria pollutants would not 

result in a cumulatively considerable net increase of any criteria pollutant for which the District is in 

nonattainment under applicable Federal or State ambient air quality standards. 

Project regional impacts are also assessed for consistency with the applicable air quality plan 

through a qualitative analysis of whether the project’s is consistent with the assumptions used to 

demonstrate attainment of air quality standards.  AQPs identify the control measures and emission 

reductions required for reaching attainment of the air standards.  As required by California law, city 

and county general plans contain a land use element that details the types and quantities of land 

uses that the city or county estimates will be needed for future growth, and that designates locations 

for land uses to regulate growth.  The Fresno General Plan includes growth projections based State 

of California’s Department of Finance population forecasts and economic data for the region.  The air 

quality plan is required to use the latest planning assumptions to develop attainment forecasts.  The 

growth projections and land use information in adopted general plans is used in the regional 

transportation model to estimate future growth in  vehicle miles traveled (VMT), which are then 

provided to SJVAPCD to estimate future emissions in the Air Quality Plans (AQPs). 

The mobile source emissions inventory in the attainment plan forms the emissions budget used by 

the Regional Transportation Planning Agencies to demonstrate air quality conformity for the 

Regional Transportation Plan (RTP).  Future growth in vehicle miles traveled projected in the RTP 

must not result in an increase in emissions above the emissions budget or the RTP will fail the 

conformity test.  The future emissions, combined with emissions from all other sources, are modeled 

in the SJVAPCD’s regional air quality models to determine the reductions required to attain the air 

quality standards by the applicable federal deadline.  Therefore, projects that are consistent with a 
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General Plan prepared with assumptions consistent with the AQP would not conflict or obstruct the 

implementation of the applicable air quality plan. 

The proposed project would be consistent with the allowed uses and development intensity of the 

land use designation and zoning.  The project is the relocation of an existing Walmart store in a 

larger vacant building that was developed and previously used for a Super‐Kmart.  This relocation will 

allow the retailer to operate in an existing commercial development.  Furthermore, the project is not 

anticipated to result in substantial direct or indirect population growth (see Section 7, Effects Found 

not to be Significant).  Accordingly, it can be concluded the proposed project’s uses are consistent 

with the growth and vehicle miles traveled projections contained in the AQPs.  The project would not 

exceed any SJVAPCD threshold of significance and would not contribute to any air quality violation.  

Therefore, the project would not conflict with or obstruct implementation of any applicable air 

quality plan. 

The proposed project’s emissions would not exceed the SJVAPCD’s regional thresholds during 

construction.  Construction activities associated with other development projects would make an 

inconsiderable contribution to cumulative emissions because the expected timing of those activities 

likely would overlap minimally with the proposed project, if at all.  To the extent that construction 

periods do overlap, the SJVAPCD recommends that if it appears that the level of activity may cause 

an adverse impact, the Lead Agency should require the imposition of enhanced dust control 

measures.  It is reasonable to assume that all other projects would be required to comply with 

SJVAPCD rules, such as those related to dust control.  Therefore, it is reasonable to conclude that 

construction emissions from the proposed project would not combine with emissions from other 

development projects to cause cumulatively considerable air quality impacts. 

As discussed above, the proposed project’s emissions would not exceed the SJVAPCD’s regional 

thresholds during operation.  Note the SJVAPCD thresholds are designed to capture nearly all sources 

of emissions in the air basin, and thus are not only very conservative but are intended to address a 

cumulative scenario.  Because the proposed project’s operational emissions would not exceed the 

ROG and NOx SJVAPCD thresholds, its air emissions can be assumed to not be cumulatively 

considerable. 

During operation, the project would emit PM10, PM2.5, CO, and NOx (NOx converts to NO2 in the 

atmosphere, shortly after being emitted).  These emissions are generated by on‐site sources located 

within the project boundary as well as by off‐site local vehicle traffic that travels to and from the 

project over surrounding roadways.  Localized concentrations would not exceed the respective 

Significant Impact Levels (SIL) significance thresholds.  Localized on‐site concentrations of carbon 

monoxide and nitrogen dioxide, plus the background concentration would not exceed the air quality 

standards.  Therefore, the impacts are less than significant. 

The estimated 1‐hour and 8‐hour average CO concentrations at buildout in combination with 

background concentrations are below the state and national ambient air quality standards.  No CO 

hotspots are anticipated as a result of traffic‐generated emissions by the project in combination with 

other anticipated development in the area.  Therefore, the mobile emissions of CO from the project are 
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not anticipated to contribute substantially to an existing or projected air quality violation of CO.  Thus, 

the proposed project, in conjunction with existing and future projects, would not result in CO hotspots. 

Cumulative toxic air contaminant emissions were assessed in a two‐step process.  First, the risk from 

existing TAC emissions was estimated to determine if the existing cumulative impact at the project 

was significant.  Using the new quantification methodology adopted in 2015 by the SJVAPCD, the 

existing cancer risk from background TAC emissions in Fresno was estimated at 830 in a million 

compared to the City’s cumulative threshold risk of 100 in a million and is therefore cumulatively 

significant.  Since the existing impact without the project is significant, the second step in the 

assessment is triggered which requires an assessment for whether the project’s contribution to an 

existing significant cumulative impact is cumulatively considerable.  The SJVAPCD’s adopted 

threshold for TAC cumulative contribution is an increase in cancer risk of 20 in a million.  The project 

risk contribution was estimated at 3.0 in a million.  Therefore, the project’s cumulative contribution 

of TAC emissions is less than significant. 

The project operations assumed a truck delivery schedule from 7:00 a.m. and 10:00 p.m. daily.  On‐

site truck travel assumed a speed of 15 miles per hour.  All delivery trucks are assumed to idle for 5 

minutes per day.2  The primary toxic air contaminant (TAC) emissions from the project result from 

the travel and idling of diesel‐fueled vehicles and the operation of transport refrigeration units used 

to transport perishable products. 

Other TAC emissions include those resulting from the operation of customer and worker vehicles 

that travel to and from the project.  The project’s operational TAC emissions do not result in an 

exceedance of the SJVAPCD’s health risk significance threshold for cancer.  The project’s operational 

TAC emissions would result in a non‐cancer hazard index of less than 0.001 and would not exceed 

the SJVAPCD’s non‐cancer hazard index of 1.0.  It is anticipated that other projects would reduce 

potential TAC emissions to a less than significant level, via mitigation measures, if necessary.  

Therefore, the proposed project, in conjunction with other projects, would not create cumulatively 

considerable health risks. 

4.2.3 ‐ Greenhouse Gases 

The geographic scope for the greenhouse gas analysis is the City of Fresno General Plan planning 

area as addressed by the City of Fresno Greenhouse Gas Reduction Plan (GHG Plan).  Climate change 

is an inherently cumulative effect.  An individual project cannot generate enough greenhouse gas 

emissions to effect a discernable change in global climate.  However, the proposed project may 

participate in this potential impact by its incremental contribution combined with the cumulative 

increase of all other sources of greenhouse gases, which when taken together constitute potential 

influences on global climate change. 

CEQA Guidelines Section 15130(b)(1)(B) lists two approaches for assessing cumulative impacts.  

These are the “list approach” and the “summary of projections” approach.  For this project, the 

                                                            
2
  The Walmart 4+ axle fleet trucks are equipped with anti‐idling devices that limit truck idling to 3 minutes.  To provide a conservative 

estimate of idling emissions, a 5‐minute idling time per truck per day was assumed. 
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“summary of projections” approach from the Guidelines was selected as the most appropriate for 

addressing greenhouse gas impacts.  An extract of this Guidelines section is provided below: 

A summary of projections contained in an adopted local, regional, or statewide plan, 

or related planning document, that describes or evaluates conditions contributing to 

the cumulative effect.  Such plans may include: a general plan, regional 

transportation plan, or plans for the reduction of greenhouse gas emissions.  A 

summary of projections may also be contained in an adopted or certified prior 

environmental document for such a plan.  Such projections may be supplemented 

with additional information such as a regional modeling program.  Any such planning 

document shall be referenced and made available to the public at a location 

specified by the lead agency. 

 

A lead agency may utilize “geographically specific GHG emission reduction plans” such as climate 

action plans or greenhouse gas emission reduction plans to provide a basis for project‐level CEQA 

analysis.  The City of Fresno’s GHG Plan provides a summary of projections of the climate change 

impacts for the development of the General Plan planning area.  Consistency with the GHG Plan is 

the primary method used to determine the project’s cumulative significance.  The project is 

consistent with the land use assumptions of the General Plan and would not conflict with the goals, 

policies, and objectives of the General Plan or the GHG Plan.  In addition, the project will achieve 23 

points, exceeding the 20 point minimum required by the Fresno Green Non‐Residential Checklist as 

required by the GHG Plan to demonstrate plan consistency. 

BAU scenarios are commonly used in air quality planning to ensure that control measures are 

adequate to overcome the effects of cumulative growth in emissions by an attainment year.  The 

GHG Plan demonstrated that development through 2020 that complies with adopted regulations and 

GHG Plan strategies would achieve sufficient reductions for the City to achieve its 2020 target of a 

21.7 percent reduction from the City’s BAU inventory.  Since the project is consistent with the 

planning assumptions used in the GHG Plan no quantitative analysis would necessarily be required 

by the GHG Plan to demonstrate consistency.  However to provide additional support for this 

conclusion, a BAU analysis was prepared for the project which resulted in a reduction from BAU in 

excess of GHG Plan target by a substantial margin (35.8 percent with regulations alone and 39.7 

percent with land use and transportation measures). 

The project was also assessed for its consistency with the California Air Resources Board (ARB) 

Scoping Plan, which is the State of California’s plan for the achieving AB 32 GHG reduction 

requirements.  There is no comprehensive international strategy or agreement to reduce global 

greenhouse gas emissions and no set amount of reductions that would be required of the United 

States as its contribution to addressing this problem.  In the absence of comprehensive national and 

international action, the State of California has set its own reduction targets to do its part in limiting 

global warming and set a positive example, speed the transition to a low carbon economy, and be a 

clean technology leader.  As discussed earlier, AB 32 includes a target for the State to reduce 

emissions to 1990 levels by 2020.  The ARB adopted a Scoping Plan that identified strategies for 

achieving the 2020 target through regulations, market mechanisms, and other actions.  The ARB 

determined that achieving the emission target in 2020 accounting for growth in population and 
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employment predicted for the State would require a reduction of 29 percent if no new regulatory 

actions were taken to reduce emissions (revised to 21.7 percent in the First Update to the Scoping 

Plan).  This is referred to as the BAU scenario.  The Scoping Plan inventories and strategy constitute a 

statewide plan for achieving the AB 32 target.  The GHG analysis prepared for the project includes a 

qualitative assessment of the project’s consistency with Scoping Plan measures. 

In 2009, the San Joaquin Valley Air Pollution Control District (SJVAPCD) Governing Board adopted 

Guidance for Valley Land‐use Agencies in addressing GHG Emission Impacts for New Projects under 

CEQA.  Under the SJVAPCD threshold approach, projects complying with an approved plan or 

mitigation program would be determined to have a less than significant cumulative impact.  Projects 

without an approved plan that achieve at least a 29 percent GHG emission reduction compared to 

BAU would have a less than significant individual and cumulative impact for GHG emissions.  The 

SJVAPCD threshold was set at an amount that would demonstrate consistency with AB 32 targets 

and the 2008 ARB Scoping Plan.  The California Supreme Court Newhall Ranch opinion states that a 

lead agency may rely on “existing numerical thresholds of significance for greenhouse gas emissions” 

adopted by, for example, local air districts.  The BAU analysis for the project found that the project 

exceeded the SJVAPCD 29 percent threshold through compliance with regulations alone.  As shown 

in Table 3.3‐12, the project reduction from BAU with regulations was 35.8 percent and with 

reductions from land use and transportation measures was 39.7 percent. 

In summary, the project is consistent with the applicable plan for the City of Fresno adopted for the 

purpose of reducing the emissions of greenhouse gases.  Secondly, the project achieves reduction 

requirements of the numerical threshold adopted by the SJVAPCD for GHG emissions.  Finally, the 

project is consistent with the measures of the ARB Scoping Plan which is the State of California’s plan 

for achieving the targets set for the State by AB 32.  No aspect of the project was identified that 

hinders or obstructs achievement of the City of Fresno GHG Plan or the State’s targets; therefore, 

this assessment finds greenhouse gas emissions less than cumulatively significant. 

4.2.4 ‐ Hazards and Hazardous Materials 

The geographic scope of the cumulative hazards and hazardous materials analysis is the project 

vicinity, which includes areas within a 0.25‐mile radius of the project site.  Adverse effects of hazards 

and hazardous materials tend to be localized because the impacts of spills and releases usually do 

not travel beyond 0.25 mile; therefore, the area near the project site would be the area most 

affected by project activities. 

The proposed project consists of relocating Walmart Store No. 1815 to the project site.  Construction 

activities may involve the use, transport, and disposal of hazardous materials.  These materials may 

include chemicals such as gasoline, diesel fuel, lubricating oil, hydraulic oil, lubricating grease, automatic 

transmission fluid, paints, solvents, glues, and other substances used during construction.  

Transportation, storage, use, and disposal of hazardous materials during construction activities would be 

required to comply with applicable federal, state, and local statutes and regulations.  Compliance would 

limit the risk that human health and the environment would be exposed to hazardous materials. 
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The proposed project would have 5,795 square feet of outdoor garden space, which may require the 

transport, use, and disposal of small quantities of hazardous materials such as pesticides, 

disinfectants, and fertilizers.  Transport, use, and disposal of all materials would comply with all 

federal, state, and local regulations related to handling hazardous materials.  In addition, the 

proposed store would include a pharmacy, which would involve the potential for storage, transport, 

and disposal of biomedical wastes.  These wastes would be regularly picked up and disposed of by 

commercial vendors who would be required to comply with all applicable federal, state, and local 

laws and regulations regarding hazardous materials transportation. 

In addition, prior to occupancy, Walmart shall be required to complete and submit either a 

Hazardous Materials Business Plan or a Business Plan Exemption form to the Fresno County 

Department of Public Health.  To ensure this occurs, mitigation is proposed requiring the applicant to 

submit either a Hazardous Materials Business Plan or a Business Plan Exemption to the agency.  

Other projects that handle hazardous materials would be required to implement similar measures to 

protect public health and safety.  Given the remote possibility of any hazardous materials being 

released off‐site by any of the projects, the combined impact of the proposed project with other 

projects should be deemed less than significant. 

The proposed project would not use large quantities of hazardous materials during operations or involve 

characteristics that could exposure surrounding land uses to hazardous air emissions or materials.  None 

of the projects listed in Table 4‐1 would be classified as large quantity hazardous materials users and, 

therefore, as with the proposed, would not use large quantities of hazardous materials. 

4.2.5 ‐ Hydrology and Water Quality 

The study area for the analysis of cumulative hydrology and water quality impacts is the Fresno‐ 

Clovis Metropolitan Area because the Fresno Metropolitan Flood Control District (District) includes 

an area of approximately 400 square miles and covers the entire portion of the Fresno‐Clovis 

Metropolitan Area.  The study area for the analysis of cumulative groundwater impacts is the Kings 

River Sub‐basin. 

Water Quality Impacts 

Short‐Term Water Quality 

To reduce the potential for water quality impacts during project construction, incorporation of 

Mitigation Measure HYD‐1a is proposed, which would require the project applicant to comply with 

the NPDES stormwater permitting program, which regulates water quality originating from 

construction sites.  The NPDES program requires the preparation and implementation of Stormwater 

Pollution Prevention Plans for construction activities that disturb more than 1 acre, and implement 

Best Management Practices that ensure the reduction of pollutants during stormwater discharges, as 

well as compliance with all applicable water quality requirements.  This would ensure compliance 

with all applicable federal, state, and local water quality requirements.  The implementation of this 

mitigation measure would ensure that the proposed project’s short‐term construction activities do 

not result in a significant impact associated with water quality.  Thus, the project would not result in 

a cumulatively significant contribution to the existing water quality issues affecting the study area.  

(See Draft EIR Section 3.5 Hydrology and Water Quality for more information on this topic). 
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Construction activities associated cumulative project development would result in ground‐disturbing 

activities such as grading, excavation, placing fill, trenching, spoil pile storage, and backfilling of 

trenches that increase the potential for erosion and sedimentation, particularly during storm events.  

These construction activities could result in the pollution of stormwater runoff that leaves the 

construction sites that could contribute to downstream surface waters or groundwater degradation.  

However, it is anticipated that, like the proposed project, cumulative development would be required 

to comply with the requirements of the NPDES Permit Program, and obtain coverage under the 

Construction General Permit as applicable.  Consequently, less than significant effects from short‐term 

cumulative water quality impacts are anticipated under cumulative development conditions. 

Long‐Term Water Quality 

The proposed project involves repurposing the existing building and site, and generally involves only 

architectural and related improvements.  As such, the project would not significantly alter existing 

impervious surface coverage.  The existing building, loading area, and parking lot would all remain 

relatively unchanged, with no expansion or significant alteration.  Thus, the proposed project would 

not change the volume or flow rate of stormwater runoff, and as such, no modifications or upsizing 

of the existing on‐site storm drainage facilities would be necessary.  The Fresno Metropolitan Flood 

Control District provided confirmation that the site is served by existing stormwater facilities and 

that there is capacity to serve the project.  Concerning long‐term water quality operational impacts, 

the implementation of BMPs coupled with the incorporation of proposed Mitigation Measure HYD‐

1b further reduces potential water quality impacts during project operations to less than significant. 

Cumulative development in the project vicinity would potentially increase the amount of paved 

impervious surfaces, thereby increasing stormwater runoff rates and volumes over those that occur 

from undeveloped land.  Projects with the potential to create long‐term water quality impacts during 

project construction would be required to implement mitigation measures to reduce water quality 

impacts, thus the less than significant long‐term cumulative water quality impacts are anticipated 

with implementation of the proposed project together with cumulative development. 

Similarly, other future development projects would be required to provide drainage facilities that 

collect and detain runoff such that off‐site releases are controlled and do not create flooding.  

Therefore, the proposed project, in conjunction with other planned and approved projects, would 

not lead to significant cumulative impact on storm drainage. 

Groundwater Supplies 

The Fresno Groundwater Unit is a very productive aquifer characterized by highly permeable alluvial 

geology with significant deposition of porous, coarse‐grained materials, providing a high water 

storage coefficient.  California Department of Water Resources Bulletin No. 118 characterizes the 

native safe yield of the Kings River Basin as overdrafted.  However, as noted in the Fresno 

Metropolitan Water Resources Management Plan, several water supply agencies, including the City, 

have implemented, and have plans for further water management programs within the Fresno 

Groundwater Unit to augment the native yield of the basin.  These projects include the use of 

developed water sources obtained from Friant and Pine Flat dams, along with recycled water and 

storm water recharge.  These supplemental water sources are used conjunctively with local 

groundwater to meet the area’s agricultural and urban water demands. 
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The City of Fresno’s Urban Water Management Plan concludes that groundwater supply reliability is 

expected to meet demand even in multiple dry years through the year 2030.  The City of Fresno 

expects to require less groundwater in the near future, with among other things, the 

implementation of the Southeast Surface Water Treatment Facility, which would allow for the 

treatment of 60 million gallons per day of surface water.  Intentional groundwater recharge is 

projected to increase to 73,700 acre‐feet per year (af/yr) by 2030 and is projected to equal 

groundwater pumping by 2025.  Table 4‐2 through Table 4‐4 summarizes the Urban Water 

Management Plan’s projections for groundwater from 2010 through 2035.  Refer to DEIR Sections 

3.5 (Hydrology and Water Quality) and 3.11 (Utilities and Service Systems) for more information. 

Table 4‐2: Estimated Groundwater Yield Summary (2010) 

Activity  Acre‐Feet/Year 

Natural Recharge  24,400 

Subsurface Inflow  22,500 

Intentional Groundwater Recharge with Surface Water  53,100 

Groundwater Yield (estimated)  100,000 

Groundwater Pumpage  128,578 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Table 4‐3: Groundwater Yield Summary (2020) 

Activity  Acre‐Feet/Year 

Natural Recharge  26,100 

Subsurface Inflow  7,500 

Intentional Groundwater Recharge With Surface Water  53,100 

Groundwater Yield (estimated)  86,700 

Groundwater Pumpage  61,800 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 

 

Table 4‐4: Groundwater Yield Summary (2035) 

Activity  Acre‐Feet/Year 

Natural Recharge  27,000 

Subsurface Inflow  0 

Intentional Groundwater Recharge With Surface Water  75,100 

Groundwater Yield  102,100 

Groundwater Pumpage  85,000 

Source: City of Fresno, 2010 Urban Water Management Plan, 2012. 
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Thus, the City’s existing and future water customers including the proposed project would be served by 

water from multiple sources, not only groundwater, that the City has determined is adequate for the 

projected water demand.  Refer to Draft EIR Sections 3.5 (Hydrology and Water Quality) and 3.11 

(Utilities and Service Systems) for detailed information on this topic.  In summary, the proposed 

project, in combination with other planned and approved projects, would not substantially deplete 

groundwater supplies or interfere substantially with groundwater recharge such that there would be a 

net deficit in aquifer volume or a lowering of the local ground water table. 

Groundwater Recharge 

The project site does not contain any formal groundwater recharge facilities.  Storm drainage 

infrastructure exists on‐site and is the primary means of disposing of stormwater runoff on the 

project site.  Limited percolation occurs within landscaped areas. 

Since the proposed project involves repurposing the existing building and site, and generally involves 

only architectural and related improvements, the project would not notably alter existing impervious 

surface coverage in a way that could potentially result in the project impacting natural groundwater 

recharge. 

Further, due to the project site’s history of use as a Big Box Store (Super‐Kmart), the project’s water 

needs are accounted for in the City’s UWMP and Water Supply Plan.  The City’s provision of potable 

water to the project will not interfere with the City’s ability to meet its customers’ water needs or 

the City’s intentional recharge efforts.  Those efforts are discussed in Draft EIR Sections 3.5 

(Hydrology and Water Quality) and 3.11 (Utilities and Service Systems) and the reference materials 

cited in both sections.  The project would not make a cumulatively considerable contribution to the 

existing, basin‐wide condition of overdraft being addressed by, among other things, natural and 

intentional groundwater recharge. 

In summary, the proposed project, in combination with other planned and approved projects, would 

not substantially deplete groundwater supplies or interfere substantially with groundwater recharge 

such that there would be a net deficit in aquifer volume or a lowering of the local ground water 

table. 

4.2.6 ‐ Land Use and Planning 

The geographic scope of the cumulative land use analysis is the Fresno city limits.  Land use decisions 

are made at the City level; therefore, the city limits are an appropriate geographic scope. 

Impacts involving land use plans or policies would not combine to result in cumulative impacts.  The 

determination of significance for impacts related to whether a project would conflict with any 

applicable land use plan or policy adopted for the purpose of reducing or avoiding environmental 

impacts.  Such a conflict is site‐specific and would be addressed on a project‐by‐project basis. 

The City of Fresno General Plan and Bullard Community Plan designates the project site as Regional 

Mixed Use (RMX).  The RMX land use designation is intended to accommodate mixed‐use 

development in urban‐scale buildings and retail establishments that serve residents and businesses 

of the region at large.  Medium‐scale retail, residential, office, civic and entertainment uses, and 
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shopping malls (with large‐format or “big‐box” retail) are allowed, as are supporting uses such as gas 

stations and hotels in mixed‐use or single use buildings. 

The project site is currently zoned as C‐M/CZ Commercial and Light Manufacturing and Conditions of 

Zoning overlay.  This designation is consistent with the General Plan land use designation of Regional 

Mixed Use.  The “C‐M” Commercial and Light Manufacturing District is intended to provide for retail 

and wholesale sales, light manufacturing and warehousing, distributing and storage, and further, to 

provide a close relationship between warehousing, distribution, and retail sales.  The City is currently 

undertaking a comprehensive Zoning Ordinance update, which may potentially change the zoning 

designation of the project site.  However, the proposed Zoning Ordinance update is not scheduled to 

be considered for approval until Fall 2015, and therefore, cannot be analyzed with any specificity in 

this EIR, as it would be speculative to do so.  The project would comply with all ordinances in effect 

at the time of project approval and permitting, as required by the City of Fresno.  In addition, 

pursuant to the current Fresno General Plan, the Bullard Community Plan is scheduled to be 

amended and re‐named the “Pinedale Neighborhood Plan” in the future. 

The proposed project would be consistent with applicable provisions and ordinances of both the City 

of Fresno General Plan and Municipal Code.  Thus, the proposed project, in conjunction with other 

planned or approved projects, would not have a cumulatively considerable impact on land use. 

4.2.7 ‐ Noise 

The geographic scope of the cumulative noise analysis is the project vicinity, including surrounding 

sensitive receptors.  Noise impacts tend to be localized because ambient noise generally tends to 

dissipate within 0.25 mile, and existing noise from roadways tends to have a canceling effect on 

noise emanating from a project site; that is, the logarithmic properties of noise and distance usually 

mean there are no additive effects.  Therefore, the area near the project site (i.e., generally 0.25 

mile) would be the area most affected by project activities. 

As discussed in Section 3.7, Noise, short‐term noise impacts could occur during construction 

activities either from the noise impacts created by the transport of workers and movement of 

construction materials to and from the project site, or from the noise generated on‐site during 

demolition and building construction activities.  Demolition, grading, building construction, and 

paving activities would exceed the standards at Receivers 2, 3, 4, 5, 7, and/or 8.  Noise from these 

sources are exempt from the Noise Ordinance, which exempts construction, repair or remodeling 

work, site preparation and grading done pursuant to a valid building or construction permit so long 

as the work occurs between 7:00 a.m. and 10:00 p.m. on any day except Sunday.  Nonetheless, the 

Project would implement Mitigation Measure NOI‐1, which requires the contractor implement 

various sound control measures.  Though exempt from noise standards, the construction‐related 

noise levels would be reduced to below the noise standards and the project would have a less than 

significant impact regarding construction noise levels. 

The timing of construction activities associated with other development projects would overlap 

minimally, if at all, with the proposed project.  Because noise is a highly localized phenomenon, even if 

construction activities did overlap in time with the proposed project, the intervening distance and 
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roadway noise would diminish any additive effects.  Construction activities at these other planned and 

approved projects would be required to take place during daytime hours, and the City and project 

applicant would be required to evaluate construction noise impacts and implement mitigation, if 

necessary, to minimize noise impacts.  Given these distances and the intervening structures and 

vegetation, no significant cumulative construction noise impact would be expected.  Therefore, it is 

reasonable to conclude that construction noise from the proposed project would not combine with 

noise from other development projects to cause cumulatively considerable noise impacts. 

The primary sources of vibration during construction would be from bulldozers and graders.  The 

closest noise‐sensitive receptors are multi‐family homes located as near as 180 feet to the east and 

single‐family homes located approximately 190 feet to the north of the proposed improvements.  It 

is anticipated that the vibration levels caused by a large bulldozer operating on the edge of the area 

to be disturbed during construction of the proposed project at the nearest structure (180 feet away) 

will be around 0.006‐inch‐per‐second PPV and other sensitive land uses located further away would 

experience even lower vibration levels.  This vibration level would not exceed the 0.25‐inch‐per‐

second significance threshold for continuous events, near older structures during construction 

activities.  This impact would be less than significant.  Therefore, construction of the proposed 

project would not contribute to a cumulatively considerable vibration impact. 

The proposed project would result in the operation of tractor‐trailer truck deliveries to the project 

site ranging between seven and nine trips per day.  These additional truck trips would operate as 

near as 40 feet from the existing homes located on the east side of Brawley Avenue.  A loaded truck 

operating off‐road would produce a worst‐case vibration level of 0.076‐inch‐per‐second PPV at 25 

feet.  Based on typical vibration propagation, this would result in a vibration level of 0.042‐inch‐per‐

second PPV at the nearest homes.  This vibration level would not exceed the 0.25‐inch‐per‐second 

PPV transient source threshold.  Therefore, vibration impacts from the ongoing operations of the 

proposed project would be less than significant.  Therefore, operation of the proposed project would 

not contribute to a cumulatively considerable vibration impact. 

As discussed in Impact NOI‐3 in Section 3.7, Noise, the proposed project would have a less than 

significant impact regarding noise level contributions for the following scenarios: existing weekday 

conditions, existing Saturday conditions, near‐term weekday conditions, near‐term Saturday 

conditions, year 2035 weekday conditions, and year 2035 Saturday conditions.  Therefore, the 

project’s cumulative contribution to roadway noise would be less than significant for each of these 

scenarios.  In addition, other projects would be required to evaluate off‐site roadway noise and, if 

necessary, mitigate for such impacts.  Thus, the proposed project would not cumulatively contribute 

to a considerable increase in ambient roadway noise. 

As shown in Impact NOI‐4 in Section 3.7, Noise, long‐term stationary noise would not exceed 

significance thresholds at any receivers.  For the proposed project stationary noise only weekday 

conditions, all analyzed receivers would be within both the City’s daytime and nighttime average noise 

standards for stationary sources.  Impacts would be less than significant for the weekday conditions. 
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For the proposed project stationary noise only Saturday conditions, all analyzed receivers would be 

within both the City’s daytime and nighttime average noise standards for stationary sources.  

Impacts would be less than significant for the Saturday conditions. 

The proposed project’s stationary noise sources would not exceed the City’s daytime or nighttime 

maximum noise standards.  This impact would be less than significant.  These insignificant impacts 

resulting from the project would not combine with noise impacts from other projects in any 

significant way. 

Note that other projects would be required to mitigate for stationary‐related noise impacts at nearby 

sensitive receptors in accordance with City standards.  As such, the proposed project, in conjunction 

with other projects, would not make a cumulatively considerable contribution to any permanent 

increases in ambient noise levels associated with stationary noise sources in the project vicinity. 

Impact NOI‐5 in Section 3.7, Noise, discusses the project’s potential to cause a substantial 

permanent increase in ambient noise levels because of combined transportation and stationary 

noise.  For the existing and year 2035 conditions, noise level contributions from the proposed 

project to the analyzed receivers would range from 0.6 to 4.1 dBA Ldn.  The project noise increases 

from the combined transportation and stationary noise sources would be within the City’s standards 

at all analyzed receivers.  Therefore, the project’s cumulative contribution to combined 

transportation and stationary noise impacts would be less than significant. 

In addition, other projects would be required to evaluate potential to cause a substantial permanent 

increase in ambient noise levels at surrounding receivers and, if necessary, mitigate for such impacts.  

Because the proposed project’s contribution to permanent increases in ambient noise levels would 

be less than significant, no significant cumulative noise impacts would occur.  As such, the proposed 

project, in conjunction with other projects, would not cause a cumulatively considerable, permanent 

increase in ambient noise levels in the project vicinity. 

4.2.8 ‐ Public Services 

The geographic scope of the cumulative public services analysis is the service area of each of the 

providers serving the proposed project. 

Fire Protection and Emergency Medical Services 

The geographic scope of the cumulative fire protection and emergency medical services analysis is 

the Fresno Fire Department service area, which encompasses the City of Fresno. 

The Fresno Fire Department provided written comment (dated January 18, 2013) on the project 

application and indicated that it had no requirements for the proposed project.  The Fresno Fire 

Department provided updated comments on May 9, 2013 (refer to Appendix G) that indicated the 

proposed project would not impose significant impacts on the Department’s ability to deliver fire 

and medical emergency services.  The proposed project, in combination with past, existing, and 

probable future projects, would not create a need for new or expanded fire protection facilities, and, 

therefore, would not result in a physical impact on the environment.  Other development projects in 
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Fresno would be reviewed for impacts on fire protection and emergency medical services and would 

be required to address any potential impacts with mitigation.  Moreover, because demand for fire 

protection and emergency medical services is a function of a number of factors that vary 

substantially by project (hours of operation, fire prevention measures, occupancy by sensitive 

populations, etc.), it is unlikely that there would be substantial overlap in demand between these 

projects and the proposed project that would result in a cumulatively considerable impact.  

Therefore, the proposed project, in conjunction with other future projects, would not have a 

cumulatively considerable impact on fire protection and emergency medical services. 

Police Department 

The geographic scope of the cumulative police protection analysis is the Fresno Police Department 

jurisdictional area, which encompasses the City of Fresno.  Those projects listed in Table 4‐1 that lie 

in the City of Fresno have the potential to combine with the project to exert cumulative impacts. 

The Fresno Police Department provided a letter (dated April 24, 2013) in response to a request by 

the City staff to review the project application.  The Police Department’s primary concern with the 

proposed Northwest Fresno Walmart Project is “the propensity of the location to generate calls for 

police service.”  As such, the Fresno Police Department has recommendations that have been 

included with the Conditional Use Permit Application C‐13‐002.  The Conditions of Approval are 

legally binding upon the project applicant; as such, there is certainty that they would be 

implemented; therefore, impacts from the proposed project regarding police services would be less 

than significant.  Therefore, the proposed project would not create a need for new or expanded 

police protection facilities and would not result in a physical impact on the environment.  

Other development projects in Fresno would be reviewed for impacts on police protection and 

would be required to address any potential impacts with mitigation.  Because demand for police 

protection is a function of a number of factors that vary substantially by project (clientele, hours of 

operation, crime prevention measures, etc.), it is unlikely that there would be substantial overlap in 

demand that would result in a cumulatively considerable impact.  Therefore, the proposed project, in 

conjunction with other future projects, would not have a cumulatively considerable impact on police 

protection. 

Schools 

The proposed project would not include any residential uses and, therefore, would not result in 

direct population growth.  As discussed previously, the proposed project’s new job opportunities 

would not be expected to result in indirect population growth into the Fresno area from outside 

areas.  Because the proposed project would not cause direct or indirect population growth, no 

school enrollment growth would occur.  Nonetheless, to address any potential physical impacts on 

school facilities associated with the project, and pursuant to State regulation, the District will assess 

mandatory development impacts fees for commercial land uses.  In addition to the proposed project, 

all present and future related cumulative projects in the City would be required to pay their share of 

these development impact fees.  Potential impacts on school facilities would not be deemed 

cumulatively considerable, and therefore, impacts would be less than significant. 
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Parks 

The proposed project would not include any residential uses and, therefore, would not result in 

direct population growth.  As discussed previously, the proposed project’s new job opportunities 

would not be expected to result in indirect population growth into the Fresno area from outside 

areas.  Because the proposed project would not cause direct or indirect population growth, there 

would be no need for new or expanded park facilities.  Additionally, to address any potential physical 

impacts on park and other recreational facilities associated with the project, and 1975 Quimby Act, 

the project would be required to pay development impact fees as a means of ensuring adequate 

provision of parkland throughout the City.  In addition to the proposed project, all present and future 

related cumulative projects in the City would be required to pay development impact fees to the City 

of Fresno for capital improvements toward park facilities.  Potential impacts on park facilities would 

not be deemed cumulatively considerable, and therefore, impacts would be less than significant. 

Other Public Facilities 

The proposed project would not include any residential uses and, therefore, would not result in 

direct population growth.  As discussed previously, the proposed project’s new job opportunities 

would not be expected to result in indirect population growth into the Fresno area from outside 

areas.  Because the proposed project would not cause direct or indirect population growth, there 

would be no need for new or expanded libraries or other public facilities.  To the extent that project 

implementation could result in an incremental increase in demand for general public facilities, such 

incremental increases would be offset by development impact fees.  In addition to the proposed 

project, all present and future related cumulative projects in the City would be required to pay their 

fair share of these development impact fees.  Potential impacts on other public facilities would not 

be deemed cumulatively considerable; therefore, impacts are less significant. 

4.2.9 ‐ Transportation/Traffic 

Traffic Impacts 

Geographic Scope of Analysis of Cumulative Traffic Impact Analysis 

Traffic impacts can extend for considerable distances depending on the magnitude of the project and 

the remaining capacities of roadways and intersections serving the project.  For purposes of this EIR, 

the study area for the analysis of cumulative traffic impacts was defined by the City of Fresno and 

Peters Engineering Group based on the trip distribution patterns for the project.  The approved, 

pending, and reasonably foreseeable projects that would contribute trips to local roadways are listed 

in Table 4‐1. 

Although the term “cumulative” is sometimes used in traffic studies to refer to long‐term conditions 

and is sometimes used interchangeably with “long‐term,” these terms are explicitly not considered 

synonymous under CEQA.  For purposes of CEQA, the “cumulative” analysis here evaluates the 

project’s incremental effect viewed in connection with the effects of past projects, current projects, 

and probable future projects.  This project includes evaluation of various scenarios (Existing, Near 

Term (2015), and Year 2035), each of which is described below. 
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Existing Conditions 

The existing conditions are determined by comparing current year traffic volumes and peak‐hour Level 

of Service (LOS) analysis with the Existing Plus Project scenario, which includes traffic generated by the 

project.  Intersections were evaluated using the required LOS D criteria. 

Impact 1—Barstow and Brawley Avenues: Less than significant with mitigation 

Existing‐Plus‐Project Conditions 

Intersection Operations 

The existing conditions are determined by comparing current year traffic volumes and peak‐hour Level 

of Service (LOS) analysis with the Existing Plus Project scenario, which includes traffic generated by the 

project.  Intersections were evaluated using the required LOS D criteria.   

Impact 1—Barstow Avenue/Brawley Avenue: Less than significant with mitigation 

The project causes a significant impact based on intersection LOS criteria at the intersection of 

Barstow and Brawley Avenues.  The project will add more than 5.0 seconds of delay to the existing 

delay of 45.6 seconds in the AM peak hour, resulting in the LOS dropping from E to F during the AM 

peak hour.  In the PM peak hour, the Project will exacerbate the existing substandard LOS F by adding 

more than 5.0 seconds of delay with peak‐hour traffic signal warrants met both under existing 

conditions and existing‐plus‐project conditions. 

The installation of a traffic signal at this location would elevate the existing LOS from LOS E/F to LOS 

A/B.  This improvement would mitigate the project’s incremental impact and improve intersections 

operations relative to the no‐project condition.  Due to existing intersection deficiencies and 

demonstrated need for a traffic signal at Barstow and Brawley, the City has obtained funding for this 

improvement, has included it in its TSMI update and begins its construction in 2016.  Project 

mitigation consists of payment of a fair share contribution towards the improvements required at 

this intersection. 

Near‐Term Plus Project Conditions 

The analyses for the Near‐Term scenario consider the effects of adding the project’s traffic volumes 

together with traffic expected to be generated by pending and approved projects listed in Table 4‐1.  

Intersection Operations 

Impact 2a—Barstow/Brawley Avenue Intersection: Less than significant with mitigation 

The project will exacerbate a substandard LOS F at the intersection of Barstow/Brawley Avenues by 

adding more than 5.0 seconds of delay during the AM/PM peak hours.  The implementation of 

Mitigation Measure TRANS‐2a would fully mitigate the project’s impact at this location by ensuring 

the project pays a fair share of the new traffic signal MM TRANS‐2a requires prior to issuance of the 

project’s certification of occupancy.  With mitigation, the project would improve operations to 

AM/PM peak hour LOS A/B. 

Queuing 

Impact 2b—Shaw Avenue/Brawley Avenue Intersection: Significant and Unavoidable 

The project causes a significant impact based on queuing criteria in the southbound left‐turn lane at 

the intersection of Shaw and Brawley Avenues.  The project will cause the calculated 95th‐percentile 
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queue length to exceed the storage capacity by more than 25 feet during the Saturday peak hour.  

Thus, a significant project impact exists at this location.  Due to existing intersection lane 

configurations, lengthening the southbound left‐turn lane would create a shorter northbound left 

turn lane at the project entrance, where queues from that direction would worsen intersection 

operations through blockages and creation of safety hazards.  Accordingly, the City has determined 

that improvements are not feasible at this location and as a result, the project’s impact would 

remain significant unavoidable. 

2035 With Project Conditions 

Project traffic impacts identified in the year 2035 With‐Project conditions analyses are stated below, 

followed by the recommended mitigation. 

Intersection Operations 

Impact 3a—Barstow Avenue/Brawley Avenue: Less than significant with mitigation 

Project‐related traffic would exacerbate a substandard LOS F by adding more than 5.0 seconds of 

delay during the AM and PM peak hours in the 2035 traffic scenario.  The implementation of 

Mitigation Measure TRANS‐1 ensures the intersection would be signalized by the time the project 

would receive its certificate of occupancy.  MM TRANS‐1 would mitigate the project’s impact at this 

location and improve operations to acceptable AM/PM peak hour LOS A/B.  

Impact 3b—San Jose Avenue/Gates Avenue: Less than significant with mitigation 

The proposed project will exacerbate a substandard PM peak hour LOS F at the intersection of San 

Jose and Gates Avenues by increasing delay by more than 5.0 seconds during the AM and PM peak 

hours in year 2035.  Future improvements necessary to improve substandard operational conditions 

and mitigate the impact to this intersection require signalizing the intersection of San Jose and Gates 

Avenues in accordance with City of Fresno standards, with protected left‐turn phasing and the 

following lane geometry: 

 Eastbound: one left‐turn lane and one through lane with a shared right turn 
 Westbound: one left‐turn lane and one through lane with a shared right turn 

 Northbound: one left‐turn lane and two through lanes with a shared right turn 
 Southbound: one left‐turn lane and two through lanes with a shared right turn 

 

With the above‐referenced improvements, the San Jose/Gates intersection will operate at acceptable 

levels of service: LOS D during the AM peak hour (42.9 seconds of delay) and LOS C during the PM peak 

hour (30.6 seconds of delay).  The City of Fresno is adding the San Jose Avenue/Gates Avenue 

intersection to its 2016 TSMI Program Update, a step that will ensure construction of the necessary 

improvements to this intersection to achieve acceptable LOS when required, prior to 2035.  Under 

Caltrans’s equitable share methodology, the applicant is responsible for 3.5 percent of the cost of this 

improvement estimated to cost $300,000.00, or $10,500 which Mitigation Measure TRANS‐3b requires 

the project applicant to pay the City prior to issuance of the project’s building permit. 

Impact 3c—Brawley Avenue/Site Access: Significant and unavoidable 

At the intersection of the Site Access driveway and Brawley Avenues, project vehicle trips would 

cause a substandard LOS E in the on‐site eastbound‐to‐southbound right‐turn lane exiting the site 
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during the Saturday peak hour.  As discussed in Section 3.9 Transportation/Traffic, the City does not 

consider improvements feasible at this location.  Implementation of the Project’s Trip Reduction 

Strategies through Mitigation Measure TRANS‐2b will encourage employee use of alternative 

transportation methods and potentially reduce vehicle trips at this and other project area 

intersections, but the impact would remain significant and unavoidable. 

Impact 3d—Shaw Avenue/Blythe Avenue: Less than significant with mitigation 

At the intersection of Shaw Avenue and Blythe Avenue, project vehicle trips would contribute 36 feet to 

an existing 537‐foot queue length in the eastbound left‐turn lane during the Saturday peak hour (for a 

total queue length of 573 feet), and would contribute 36 feet to an existing 867‐foot queue in the in the 

westbound through lanes that extends beyond El Capitan Avenue during the weekday PM peak hour 

(for a total queue length of 903 feet). 

The future roadway improvements found necessary to mitigate the project’s queuing impact and 

reduce existing queuing deficiencies at the intersection of Shaw Avenue and Blythe Avenue consists 

of the following:  

 Addition of a third eastbound through lane the intersection of Shaw and Blythe Avenues.  
 

The additional lane will allow more traffic to bypass the excessive queue in the eastbound left‐turn 

lane and slightly improve traffic operations at the intersection.  With implementation of this 

mitigation measure, the project’s impact (i.e. the addition of 25 feet or more to the existing queue 

lengths) are mitigated to less than significant.  The additional travel lane is planned and included in 

the FMSI free program.  The project’s payment of its fair share of the cost of this improvement 

reduces the project’s impact to less than significant.  With the construction of an additional lane, the 

intersection will be built out to the maximum lane configuration designated in the Fresno General 

Plan.  Under Caltrans’s equitable share methodology, the applicant is responsible for 6.5 percent of 

the cost of constructing this improvement.  Pursuant to Transportation Mitigation Measure TRANS 3d, 

the project applicant will pay its fair share toward the cost of this improvement, which is currently 

included in the City’s FMSI Program. 

Impact 3e—Golden State Boulevard/Shaw Avenue: Less than significant with mitigation 

At the intersection of Shaw Avenue and Golden State Boulevard, the Project vehicle trips will result 

in the following significant intersection operation and queuing impacts: 

Intersection Operations 

The proposed project would significantly impact this intersection by adding 8.9 seconds of delay in 

the weekday PM hour (155.3 to 164.2 seconds) and 11.9 seconds of delay to the Saturday peak hour 

(220.7 to 232.6 seconds).   

Queuing impacts 

 In the westbound left‐turn lane, the Project will increase the calculated 95th‐percentile queue 
length by 37 feet (from 590 feet to 627 feet) during the AM peak hour.  The existing storage length 

is 150 feet. 
 

 In the northbound left‐turn lane, the Project will increase the queue length by 30 feet (from 

453 feet to 483 feet) during the AM peak hour.  The existing storage length is 155 feet. 
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 In the northbound right‐turn lane the Project will increase the queue length by 36 feet (from 

542 feet to 578 feet) during the AM peak hour.  The existing storage length is 50 feet. 
 

 In the southbound left‐turn lane the Project will increase the queue length by 27 feet (from 

257 feet to 284 feet) during the AM peak hour.  The existing storage length is 200 feet.  

 
Mitigation 

The future improvements necessary to mitigate intersection operation impacts and queuing impacts 

at Shaw Avenue and Golden State intersection consist of the following: 

 Widening of the Shaw Avenue and Golden State Boulevard intersection. 
 

 Installation of new traffic signals installed in accordance with City of Fresno standards. 
 

 Providing the following lane configurations: 
‐ Eastbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Westbound: two left‐turn lanes, three through lanes, and one right‐turn lane 
‐ Northbound: two left‐turn lanes, two through lanes, and one right‐turn lane 
‐ Southbound: two left‐turn lanes, two through lanes, and one right‐turn lane 

 

The Golden State Blvd/Shaw Avenue intersection is included in the City of Fresno TSMI Fee Program 

and widening of Shaw Avenue to six through lanes is in the FMSI Fee Program.  With the 

programmed improvements, the intersection will be constructed to the maximum configuration 

designated in the Fresno General Plan.  The Project’s significant intersection operational and queuing 

impacts would be mitigated to less than significant, as follows:  

Intersection Operations: With the above‐referenced improvements, the intersection will operate at 

LOS C during the AM peak hour and LOS E during the PM and Saturday peak hours.  While the 

intersection will continue to operate at LOS E in the weekday PM and Saturday peak hours, the 

Project’s significant impacts resulting from the increased delay in these two scenarios would be 

mitigated to less than significant, and the seconds of delay drivers would experience during each 

peak‐hour scenario would be reduced to levels below those that would exist in 2035 without the 

proposed project: 

 No‐project 2015 weekday AM delay of 71.8 seconds (LOS E) is reduced to 31.0 seconds (LOS C) 

 No project weekday PM delay of 155.3 seconds is reduced to 59.1 seconds (LOS remains an E) 

 No‐project Saturday delay of 220.7 seconds (LOS F) is reduced to 73.5 seconds (LOS E). 
 

Queuing: Implementation of the above‐referenced programmed improvements will mitigate the 

proposed project’s queuing impacts at the Golden State Blvd/Shaw Avenue intersection in the year 

2035 to less than significant, as follows:  

 In the westbound left‐turn lane, the programmed improvements would reduce the 2035 with 

project AM peak hour queue length from 627 feet to 246 feet.  The existing queue in 2035 

without the project is 590 feet.  The existing storage length is 150 feet.  With mitigation, the 

existing queue length is reduced from 590 feet to 246 feet.  
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 In the northbound left‐turn lane, the programmed improvements will reduce the queue 

length from 483 feet to 149 feet during the AM peak hour.  The existing queue in 2035 without 

the project is 453 feet.  The existing storage length is 155 feet.  With mitigation, the existing 

queue length is reduced from 453 feet to 149 feet.  
 

 In the northbound right‐turn lane the programmed improvements will reduce the queue 

length from 578 feet to 499 feet during the AM peak hour.  The existing queue length is 542 

feet.  The existing storage length is 50 feet.  With mitigation, the existing no‐project queue 

length is reduced from 590 feet to 246 feet.  
 

 In the southbound left‐turn lane the programmed improvements will reduce the queue length 

from 284 feet to 84 feet during the AM peak hour.  The existing queue length is 257 feet.  The 

existing storage length is 200 feet.  With mitigation, the existing no‐project queue length is 

reduced from 257 feet to 84 feet. 

 

Under Caltrans equitable share methodology, the project applicant is responsible for 4.4 percent of 

the cost of constructing the programmed improvements.  The applicant’s payment of its fair share of 

the cost of constructing the programmed improvements reduces the Project’s impacts to the 2035 

intersection operations and queue lengths to less than significant.  

Impact 3f: Shaw Avenue/Brawley Avenue: Significant and unavoidable 

Intersection operations 

At the intersection of Shaw and Brawley Avenues, the Project would add more than 5.0 seconds of 

delay in the weekday PM peak hour (12.7 seconds added) and during the Saturday peak hour (24.6 

seconds added) leading to substandard LOS E during the weekday PM and Saturday peak hours.  

Queuing impacts 

The Project would increase the calculated 95th‐percentile queue lengths by more than 25 feet, as 

follows: 

 In the eastbound left‐turn lanes the project will increase the calculated 95th‐percentile queue 
length by 86 feet (from 239 feet to 325 feet) during the p.m. peak hour; the existing storage length 

is 250 feet; 
 

 In the westbound right‐turn lane the project will increase the queue length by 70 feet (from 

140 feet to 210 feet) during the PM peak hour where the existing storage length is 140 feet; 
 

 In the northbound left‐turn lane the project will increase the queue length by 45 feet (from 

340 feet to 385 feet) during the PM peak hour where the existing storage length is 255 feet; 
 

 In the southbound left‐turn lane the project will increase the queue length by 96 feet (from 

289 feet to 385 feet) during the PM peak hour and from 303 feet to 440 feet during the 

Saturday peak hour where the existing storage length is 260 feet; 
 

 In the southbound right‐turn lane the project will increase the queue length by 62 feet (from 

113 feet to 175 feet) during the PM peak hour and from 156 feet to 282 feet during the 

Saturday peak hour where the existing storage length is 145 feet. 

 



City of Fresno – Northwest Fresno Walmart Project 
Cumulative Effects  Draft EIR 

 

 
4‐26  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec04‐00 Cumulative.docx 

The intersection of Shaw and Brawley Avenues is constructed to the maximum configuration possible 

and designated in the Fresno General Plan.  Substandard levels of service were expected on Brawley 

Avenue as indicated in the City of Fresno General Plan.  Therefore, based on right‐of‐way constraints, 

General Plan designations, and City practices and policies, further improvements are not feasible at 

this location to achieve LOS D and the Project’s impacts would remain significant and unavoidable.  

Impact 3g Figarden Drive—Bullard Avenue to Gates Avenue: Significant and unavoidable 

Project‐related vehicle trips would cause a PM peak‐hour drop in LOS from LOS D to LOS E/F.  

Figarden Drive has been constructed to the maximum lane configuration designated in the Fresno 

General Plan and further improvements are not feasible at this location.  As a result, the project’s 

impact remains significant and unavoidable.  (It should be noted the project would increase the 

volume‐to‐capacity ratio by only 0.02 with little or no congestion on this segment). 

Other Transportation Impacts 

The project site is served by three driveways that provide direct access to Brawley Avenue and has 

reciprocal driveway access to Shaw Avenue via the commercial properties immediately to the south.  

All of these access points would be maintained by the proposed project.  The locations of the access 

points provide for multiple points of ingress and egress during an emergency, consistent with 

California Fire Code and City of Fresno requirements.  Furthermore, all access points would be 

accessible to large emergency vehicles such as fire engines.  The project would therefore not have 

any significant impacts to evaluate in conjunction with the potential similar impacts of other 

projects. 

4.2.10 ‐ Urban Decay 

The geographic scope of the cumulative urban analysis is the Trade Area identified in Section 3.10, 

Urban Decay and shown on Exhibit 3.10‐1.  The Trade Area extends from approximately 2.0 to 10.0 

miles from the proposed project site. 

The demand analysis included in the Urban Decay study conducted for this project indicates existing 

(year 2013) market support for $484.1 million in GAFO retail sales in the trade area.  The $484.1 

million in market demand translates into approximately 1.94 million square feet of GAFO retail space 

that could be currently supported in the trade area.  Based on estimates, there is approximately 1.45 

million square feet of existing GAFO space in the trade area.  Thus, it is estimated that the trade area 

could currently support approximately 487,712 square feet of additional GAFO space over and above 

the existing inventory. 

The proposed project would result in an estimated net increase of 150,045 square feet of General 

Merchandise, Apparel, Furniture/Appliances and Other/Specialty (GAFO) retail space.  Per the Urban 

Decay study, this space is well within the level of residual market support for GAFO space in the 

trade area, the proposed project’s General Merchandise, Apparel, Furniture/Appliances and 

Other/Specialty (GAFO) sales would not impact sales at  existing retailers in the trade area to an 

extent that store closures would be expected.  Thus, the potential for long term vacancy arising from 

closed stores would not exist, and the conditions that can lead to urban decay would not be created.  
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The proposed project would result in an increase of 49,111 square feet of grocery space (for purposes of 

the analysis it was assumed that 38,231 square feet would be grocery sales area and 10,880 square feet 

would be grocery support space).  TNDG projects that the Walmart grocery space would generate sales 

levels equivalent to the national average for grocery sales in Walmart stores of approximately $ 473 per 

square foot (gross area), or total grocery sales of approximately $23.2 million. 

The trade area currently has 11 supermarkets totaling approximately 466,730 square feet.  The Urban 

Decay Study’s demand analysis indicates that there is base year (year 2013) sufficient demand to 

support average supermarket sales volumes in the trade area of $464 per square foot at all 11 existing 

supermarkets.  In comparison, the industry median for supermarkets is approximately $473 per square 

foot nationally and $418 in the Western United States.  Thus, the Urban Decay Study estimates that, on 

average, supermarkets in the trade area currently have the potential to generate sales volumes that are 

well above the Western regional median and slightly below the national median. 

Total demand for supermarket sales in the trade area is projected to increase from approximately $216.5 

million in 2013 to approximately $221.3 million in 2015, the opening date the Urban Decay Study 

assumed for the proposed project.3  By 2025, total demand for supermarket sales in the trade area is 

projected to reach approximately $246.7 million (all projections are given in 2013 constant dollars). 

Development of the proposed project would initially cause potential average sales volumes at the 11 

existing supermarkets to decrease from the current level of $464 per square foot to approximately 

$424 per square foot.  Although this represents a reduction in the potential sales volume per square 

foot for existing stores, the potential average sales level of $424 per square foot in year 2015 would 

unlikely be low enough to cause the closure of any of the trade area’s existing supermarkets.  At 

$424 per square foot, potential sales volumes would still be above the Western regional median 

($418) and about 90 percent of the national median ($473). 

Because there would be adequate demand to support both GAFO and grocery sales in the Trade 

Area, the proposed project would not result in a potentially significant urban decay impact and also 

would not cumulatively contribute to urban decay. 

4.2.11 ‐ Utilities and Service Systems 

The geographic scope of the cumulative utilities analysis is the service area of each of the providers 

serving the proposed project. 

Potable Water 

The geographic scope of the cumulative potable water analysis is the Fresno Groundwater Unit 

boundaries, which cover a 258,560‐acre area bounded on the east by the low‐lying foothills of the 

Sierras, on the north by the San Joaquin River, on the south by the Kings River and the Consolidated 

                                                            
3
  At the time the Draft Urban Decay study was prepared, the most recent base‐year demographic data was from year 2013, and the 

proposed project’s assumed opening date was 2015, which was the base year in the analysis for purposes of determining potential 
impacts. 

3
   The proposed project would anticipate opening in 2018.  As described in the Urban Decay Study, the population (and corresponding 

incomes) would be higher in a post‐2015 opening date; consequently, the analysis understates potential market demand to support 
the proposed project.  Given this, the analysis is relatively conservative in that it does not account for the full amount of potential 
market demand to support the project. 
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Irrigation District boundary, and on the west generally parallel to and several miles east of the Fresno 

Slough.  This area encompasses the entire Fresno City limits. 

The City of Fresno is the primary provider of water to customers in the City, and would provide 

potable water to the project site.  The City uses groundwater and treated surface water from the 

following three sources to meet its water demands: 

 Surface water available through contract with Fresno Irrigation District  
 Surface water available through the United States Bureau of Reclamation 

 Surface water available through the City’s Wastewater Recycled Exchange agreement with 

Fresno Irrigation District 

 

The City’s Urban Water Management Plan (UWMP) has determined that adequate supplies exist to 

meet projected waster demand through 2035.  The City’s current water supplies equal 322,670 acre‐

feet per year (afy).  Projected supplies from 2015 to 2035 will range between 252,700 afy and 

308,500 afy.  These projections are based on the current capacities of existing water treatment 

facilities and the future capacities of expanded or new facilities. 

The proposed project is expected to result in a daily potable water demand of 9,058 gallons of water 

(10.15 af/yr) and a daily irrigation water demand of 4,271 gallons (4.78 af/yr), for a total water 

requirement of 13,326 gallons or 14.93 af/yr.  According to correspondence with the City of Fresno 

Department of Public Utilities, the above estimated water demand for the proposed project is 

sufficient and an adequate supply of water exists to serve the proposed project (Diaz, pers. comm.). 

This is verified through the City of Fresno’s Urban Water Management Plan.  The water demand for 

the proposed project’s type of commercial land use was included in the UWMP water demand 

calculations as one of the 8,044 commercial water service connections within the City in 2010, which 

comprised approximately 6.2 percent of the total water service connections.  Commercial uses 

within the City received a total water delivery of 20,754 acre feet in 2010.  Based on the population 

served by the City from 1991 to 2011, historical per capita water demand across all water sector 

users has varied from a low of 246 gallons per capita per day (gpcd) in 2011 to a high of 329 gpcd in 

2001.  The City’s average total per capita water production from 1991 to 2011 was 295 gpcd.  

According to the City’s 2010 UWMP, projected water use by the City’s commercial sector in 2015 is 

estimated to be 26,933 AFY; 26,137 AFY by the year 2020; 28,612 AFY by 2025; 31,330 AFY by 2030; 

and 34,290 AFY by the year 2035.  The former Super‐K store that operated on the proposed project 

site from 1993‐2000 was accounted for in these projections as an existing commercial water service 

connection.  As compared to the prior Super‐K, the proposed project consumes approximately 30 

percent less water than the former Super‐K use. 

The project will implement all applicable water conservation measures adopted at the State and 

Local level and includes water‐saving design features to further reduce water consumption.  The City 

would have sufficient water supplies available to serve the project from existing entitlements and 

resources, no new or expanded entitlements would be needed.  Impacts associated with water 

supplies would be less than significant. 
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In summary, the proposed project, in combination with other planned and approved projects, would 

be served with adequate groundwater supplies for the foreseeable future and, therefore, would not 

have a cumulatively considerable impact on potable water. 

Wastewater 

The geographic scope of the cumulative wastewater analysis is the Fresno/Clovis Regional 

Wastewater Reclamation Facility service area, which collects wastewater from Fresno, Clovis, and 

nearby unincorporated area.  Those projects listed in Table 4‐1 have the potential to combine with 

the project to cause cumulative impacts. 

The project engineer has estimated the proposed project would generate approximately 5,042 

gallons per day of wastewater that would require treatment.  As an existing use, the proposed 

project has already been included in the City’s 2010 UWMP, which includes the project site among 

the City’s commercial water users for which adequate water supplies have been projected through 

2035.  The UWMP found that the proposed project’s water requirements could be satisfied through 

existing and already planned water treatment facilities and do not require the construction of new 

water facilities.  Impacts associated with water treatment facilities would be less than significant. 

All future projects would be required to demonstrate that sewer conveyance and treatment service 

is available to ensure that adequate sanitation can be provided.  Based on the Fresno/Clovis RWRF’s 

current excess capacity of 10 million gallons per day, the existing available capacity would be 

expected to provide adequate capacity to serve the projects listed in Table 4‐1 that are within the 

Wastewater Reclamation Facility service area.  Therefore, the proposed project, in conjunction with 

other planned and approved projects, would not have a cumulatively considerable impact on 

wastewater. 

Stormwater 

The geographic scope of the cumulative stormwater drainage analysis is the Fresno Metropolitan 

Flood Control District’s storm drainage system, which generally encompasses urban lands within the 

Fresno/Clovis area. 

All pending and future development projects in the project vicinity would be required to provide 

drainage facilities that collect and detain runoff such that off‐site releases are controlled and do not 

create flooding.  The project site is served by an existing storm drainage system that discharges into 

the City of Fresno municipal storm drain system, a condition that would be maintained by the 

proposed project.  The proposed project involves repurposing the existing building and site, and 

generally involves only architectural and related improvements, and would not significantly alter 

existing impervious surface coverage.  Thus, the proposed project would not change the volume or 

flow rate of stormwater runoff, and as such, no modifications or upsizing of the existing on‐site 

storm drainage facilities would be necessary. 

The Fresno Metropolitan Flood Control District confirmed the current storm drainage system is 

capable of collecting the project site’s stormwater runoff.  Therefore, the project would have a less 

than significant impact upon the City’s stormwater drainage system.  Given this, and the lack of an 
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existing significant cumulative stormwater drainage impact that would require a determination as to 

whether the project’s stormwater drainage made a cumulatively considerable contribution, the 

project would not result in a significant cumulative impact. 

Solid Waste 

The geographic scope of the cumulative solid waste analysis comprises those projects contributing to 

the American Avenue Disposal Site, located in Fresno County. 

The proposed project would be served by the American Avenue Sanitary Landfill in the nearby 

community of Tranquility (Fresno County), CA, which is owned and operated by the County of 

Fresno.  The 440‐acre American Avenue Sanitary Landfill has 361 disposal acres; a maximum 

permitted throughput of 2,200 tons per day, and remaining capacity of 29,358,535 cubic yards.  

Future development projects would generate construction and operational solid waste and, 

depending on the volumes and end uses, would be required to implement recycling and waste 

reduction measures. 

Solid waste would be generated by both short‐term construction and long‐term operational 

activities.  The proposed project is anticipated to generate 1,164 cubic yards of waste annually.  The 

City of Fresno General Plan and Municipal Code contain a number of provisions that require or 

promote recycling and waste reduction.  Accordingly, Mitigation Measure US‐7a is proposed, which 

would require the project applicant to comply with the City of Fresno’s Construction and Demolition 

Recycling Ordinance by retaining a contractor to recycle construction and demolition debris.  

Mitigation Measure US‐7b would require the project applicant to submit a Recycling and Waste 

Reduction Plan to the City of Fresno for review and approval. 

A significant cumulative solid waste impact does not exist now, nor is it foreseeable that solid waste 

impacts of the cumulative projects in Table 4‐1 would combine either with or without the proposed 

project’s contribution to create a significant cumulative impact.  If necessary, other projects that 

would be served by the American Avenue Sanitary Landfill would be required to implement similar 

mitigation measures to reduce potential impacts regarding solid waste to a less than significant level.  

Accordingly, the proposed project, in conjunction with other future projects, would not have a 

cumulatively considerable impact on solid waste. 

Energy 

The geographic scope of the cumulative electricity analysis is the Pacific Gas and Electric (PG&E) 

service area, which encompasses all or part of 47 counties in California, constituting most of the 

northern and central portions of the State.  PG&E provided a letter dated August 12, 2013 

confirming that the public utility provider could provide electricity and natural gas service to the 

proposed project. 

Like the proposed project, future development projects in the PG&E service area would be required 

to comply with Title 24 energy efficiency standards.  The proposed project would consume an 

estimated 4.10 million kilowatt hours of electricity annually and 11.27 million cubic feet of natural 
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gas annually, which represent net increases of 1.30 million kilowatt hours of electricity and 3.87 

million cubic feet of natural gas relative to the existing Walmart Store at 3680 W. Shaw Avenue.   

The proposed project would retrofit the existing vacant 193,361 square foot building with energy‐

saving design features in accordance with all applicable state energy efficiency requirements, 

including Title 24, California’s Energy Efficiency Standards for Residential and Nonresidential 

Buildings  (Title 24 includes the Green Building Standards Code).  These standards include minimum 

energy efficiency requirements related to building envelope, mechanical systems (e.g., HVAC and 

water heating systems), indoor and outdoor lighting, and illuminated signs.  The incorporation of the 

latest Title 24 standards into the project would ensure that the project would not result in the 

inefficient, unnecessary, or wasteful consumption of energy.  Therefore, the proposed project, in 

conjunction with other future projects also required to comply with Title 24 standards, would not 

have a cumulatively considerable impact on energy consumption. 
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SECTION 5: ALTERNATIVES TO THE PROPOSED PROJECT 

5.1 ‐ Introduction 

In accordance with CEQA Guidelines Section 15126.6, this Environmental Impact Report (EIR) contains a 

comparative impact assessment of alternatives to the proposed project.  The primary purpose of this 

section is to provide decision makers and the general public with a reasonable number of feasible 

project alternatives that could attain most of the basic project objectives, while avoiding or reducing any 

of the project’s significant adverse environmental effects.  Important considerations for these 

alternatives analyses are noted below (as stated in CEQA Guidelines Section 15126.6). 

 An EIR need not consider every conceivable alternative to a project; 
 

 An EIR should identify alternatives that were considered by the lead agency, but rejected as 
infeasible during the scoping process; 

 

 Reasons for rejecting an alternative include: 
‐ Failure to meet most of the basic project objectives; 

‐ Infeasibility; or 
‐ Inability to avoid significant environmental effects. 

 

5.1.1 ‐ Significant Unavoidable Impacts 

The proposed project would result in the following significant unavoidable impacts: 

 Transportation—Near‐Term Plus Project Traffic:  

‐ Intersection of Shaw and Brawley Avenues: The project would cause the calculated 95th‐
percentile queue length to exceed the storage capacity by more than 25 feet during the 

Saturday peak hour, resulting in a significant impact.  Due to existing intersection lane 

configurations, improvements are not feasible at this location and as a result, the project’s 

impact would remain significant unavoidable. 
 

 Transportation—2035 With‐Project Traffic: 

‐ Intersection of Brawley Avenue and Site Access: The project would cause a substandard LOS 
E in the on‐site eastbound‐to‐southbound right‐turn lane exiting the site during the 

Saturday peak hour.  The City does not consider improvements feasible at this location.  

Implementation of the Project’s Trip Reduction Strategies through Mitigation Measure 

TRANS‐2b will encourage employee use of alternative transportation methods and 

potentially reduce vehicle trips at this and other project area intersections, but the impact 

would remain significant and unavoidable.  

○ Intersection of Shaw and Brawley Avenues: Project‐related vehicle trips would add more 

than 5.0 seconds of delay in the weekday PM peak hour (12.7 seconds added) and during 

the Saturday peak hour (24.6 seconds added) leading to substandard LOS E during the 

weekday PM and Saturday peak hours.  The proposed project would also increase the 

calculated 95th‐percentile queue lengths by more than 25 feet in the eastbound left‐turn 

lanes; the westbound right‐turn lane; the northbound left‐turn lane; the southbound left‐

turn lane; and in the southbound right‐turn lane.  Due to the physical constraints and 



  City of Fresno – Northwest Fresno Walmart Project 
Alternatives to the Proposed Project  Draft EIR 

 

 
5‐2  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec05‐00 Alternatives.docx 

operational considerations as a whole, physical mitigation to reduce these impacts is 

infeasible.  Mitigation Measure TRANS‐2b will be implemented to help reduce project‐

related vehicle trips through the promotion of trip reduction strategies, including alternative 

transportation methods, but the impact would remain significant and unavoidable.  

○ Roadway Segment of Figarden Drive between Bullard and Gates Avenues: Project‐related 

vehicle trips would cause the cumulative LOS to drop from D to E during the PM peak 

hour.  Figarden Drive has been constructed to the maximum lane configuration designated 

in the Fresno General Plan Update, and further improvements are not feasible at this 

location.  As a result, the project’s impact would remain significant and unavoidable. 

 

5.1.2 ‐ Alternatives to the Proposed Project 

The four alternatives to the proposed project analyzed in this section are as follows: 

 No Development/No Project Alternative: The existing Walmart Store No. 1815 would remain 

at its existing location and there would be no relocation or expansion of the existing store or 

reuse of the project site. 
 

 Mixed‐Use Center Alternative: The Mixed‐Use Center Alternative consists of the development 

of a 200,000‐square‐foot mixed‐use center on the project site.  This alternative would require 

the demolition of the existing building at the project site and construction of the new uses.  

The mixed‐use center would feature 100,000 square feet of retail/restaurant uses, 25,000 

square feet of office uses, and 75 apartments (75,000 square feet).  Retail uses would occupy 

75,000 square feet, while restaurants would occupy 25,000 square feet.  No Walmart store 

would be developed under this alternative, and the existing Walmart store No. 1815 would 

remain unchanged. 
 

 Existing Store Expansion Alternative: The vested parcel map for the retail center that is 

anchored by the existing Walmart Store No. 1815 at 3680 W. Shaw Avenue reserved a 20,000‐

square‐foot expansion area on the east side of the store in what is currently a parking area 

(see Exhibit 5‐1).  This alternative would expand the existing Walmart Store by 20,000 square 

feet, which would be dedicated to food sales and support area.  The existing vacant building 

on the project site would remain untouched.  The total square footage would be expanded to 

146,783.  The store would sell general merchandise and groceries, and it would operate 24 

hours a day under this alternative. 
 

 Demolition/Rebuild Alternative: A 203,580‐square‐foot retail center would be developed on 

the project site.  Under this alternative, the existing Walmart store at 3680 W. Shaw Avenue 

would not be relocated but would continue to operate.  This alternative would require the 

demolition of the existing building at the project site and construction of the new uses.  

Development under this alternative would consist of a 104,230‐square‐foot discount store 

with a 9,200‐square‐foot outdoor garden use, a 50,000‐square‐foot major retailer, four small 

retail uses totaling 36,150, and a 4,000‐square‐foot restaurant for center total of 203,580 

square feet.1 The uses would operate between the hours of 6 a.m. and 12 a.m., 7 days a week, 

with certain uses operating for much shorter periods (e.g., a bank, which operates 9 a.m. to 5 

p.m., Monday through Friday, and 9 a.m. to 1 p.m. on Saturday).

                                                            
1
  The City originally approved permits for development of a 203,580 square foot commercial center including a 104,230 square foot 

K‐Mart store on the project site, and the following year approved K‐Mart’s amended site plan allowing for development of a Super‐K 
store and a Taco Bell restaurant. 
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 Neighborhood Center Reuse Alternative: The Neighborhood Center Reuse Alternative would 
modify the existing vacant building and allow for the development of a 193,361‐square‐foot 

retail center on the project site.  The existing Walmart would continue operating on its current 

site.  Minor alterations to the building would occur, but no demolition would be required.  

Development under this alternative would consist of two mid‐size anchors (60,000 square feet 

each) and 73,000 square feet of smaller uses.  One of the mid‐sized anchors would be 

tenanted by a conventional grocery store and the other by a non‐grocery use (apparel, 

electronics, home improvement, office supplies, outdoor recreation, etc.).  Smaller spaces 

would be occupied by both retail and restaurant uses, with tenants such as apparel, 

banking/financial services, electronics, novelties, pet supplies, postal/shipping, 

telecommunications, quick‐serve restaurant, and sit‐down restaurant.  The grocery store 

would operate 24 hours a day, 7 days a week; all other uses would operate between the hours 

of 6 a.m. and 12 a.m., 7 days a week, with certain uses operating for much shorter periods 

(e.g., a bank, which operates 9 a.m. to 5 p.m., Monday through Friday, and 9 a.m. to 1 p.m. on 

Saturday). 

 

The five alternatives to the proposed project are analyzed below.  These analyses compare the 

proposed project and each individual project alternative.  In several cases, the description of the 

impact may be the same under each alternative when compared with the CEQA Thresholds of 

Significance (i.e., both the project and the alternative would result in a less than significant impact).  

The actual degree of impact may be slightly different between the proposed project and each 

alternative.  In cases where the alternative would have an incrementally greater or lesser impact 

than the project, but both would be “less than significant” under CEQA, the incremental difference 

would be noted, however, for CEQA purposes they would be considered to have a similar impact.  

The analysis notes where the impact finding would differ from the project and if any significant 

impacts can be avoided or reduced. 

5.2 ‐ Project Objectives 

As stated in Section 2, Project Description, the objectives of the proposed project are to: 

  1.  Provide a retail establishment that serves local residents and visitors with essential goods 

and services, in a safe and secure, 24‐hour shopping environment. 
 

  2.  Provide the Trade Area with an expanded Walmart Store No. 1815 to serve as a centrally 

located, affordable, one‐stop shopping alternative with a grocery component that retails a 

wide variety of products to enhance customer convenience and reduce unnecessary vehicle 

trips.2 
 

  3.  Design a project consistent with the City of Fresno General Plan, the Bullard Community 

Plan, and applicable Zoning Code requirements adopted by the City of Fresno.  
 

                                                            
2
  “One‐stop shopping” refers to the ability of the relocated Walmart store to provide for all of its customers’ shopping needs in “one 

stop” by providing a broad range of general merchandise and grocery items in a single location, with the objective of increasing 
customers’ convenience by eliminating the need to make multiple stops on retail shopping trips. 
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  4.  Maximize economic growth and development in a way that is consistent with the policies of 

the City of Fresno General Plan and the Bullard Community Plan. 
 

  5.  Generate tax revenues to accrue to the various agencies within the project area including 

the Fresno County Public Library, the Fresno County Transportation Authority (FCTA), and 

the Fresno County Zoo Authority (FCZA). 
 

  6.  Provide a larger, full‐service retail use along arterial roadways and close to freeway facilities 

and other commercial uses to minimize travel lengths and utilize existing infrastructure to 

the maximum extent possible. 
 

  7.  Develop and reuse a vacant, centrally located commercial property and building in a 

manner that is compatible with the site and surrounding area and enhances site aesthetics. 
 

  8.  Develop site plan providing pedestrian‐friendly features with sufficient off‐street parking for 

store customers and employees to minimize impacts to the surrounding residential 

neighborhood, and minimizes potential automobile and pedestrian conflicts. 
 

  9.  Implement a high‐quality project design that complements the existing design 

characteristics and features of the project site and surrounding commercial uses and 

improves its overall aesthetics. 

 

5.3 ‐ Alternative 1—No Development/No Project Alternative 

Under the No Project Alternative, the existing Walmart Store No. 1815 would remain at its existing 

location (3680 W. Shaw Avenue) and would not be relocated to the project site (4080 W. Shaw 

Avenue).  No store expansion would occur under this alternative. 

Walmart Store No. 1815, which totals 126,783 square feet, would remain unchanged.  The hours of 

operation (7 a.m. to 11 p.m.) would remain as is and the store would continue to sell beer and wine 

for on‐site consumption. 

The project site would remain in its current condition; the existing 191,229‐square‐foot commercial 

building at 4080 W. Shaw Avenue would remain unchanged.  No alterations would be made to the 

existing parking area or landscaping.  For the purposes of this analysis, it is assumed that the building 

remains vacant. 

The purpose of the No Project Alternative is to evaluate what would be “reasonably expected” if the 

decision makers elect not to approve the proposed project in accordance with CEQA Guidelines 

Section 15126.6(e)(2). 

5.3.1 ‐ Impact Analysis 

The proposed project would result in significant unavoidable impacts to traffic, which would be 

avoided as the project site would remain in its existing condition, and no changes in land use 

intensity would occur.  In addition, the proposed project would result in potentially significant 

impacts related to noise resulting from construction, hazardous materials, hydrology and water 
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quality, and utilities and service systems, all of which could be mitigated to a level of less than 

significant.  None of these potentially significant impacts would occur under the No Project 

Alternative. 

Significant and Unavoidable Impacts 

Transportation/Traffic 

The proposed project would contribute peak‐hour vehicle trips to two intersections that would 

experience unacceptable queuing during one or more peak hours under near term plus project 

conditions; no feasible improvements are available at these locations, and the residual significance 

of the proposed project is significant and unavoidable. 

Maintaining the existing store at its current location would result in no net change in trips, thus 

resulting in transportation impacts that would be less severe than the proposed project; 

maintenance of the existing Walmart store would result in no additional vehicular trips to 

intersections operating at unacceptable levels.  Consequently, the No Project Alternative would have 

fewer impacts to transportation than the proposed project. 

Potentially Significant Impacts 

Air Quality 

There would be no construction activities under the No Project Alternative, and thus no pollutant 

emissions from the proposed project.  From an operational emissions perspective, this alternative 

would not generate any additional daily trips, and would thus result in fewer emissions of criteria 

pollutants on a daily basis, and fewer overall emissions, as compared with the proposed project.  

Impacts related to air quality resulting from this alternative would be less than the proposed project, 

which are less than significant with mitigation. 

Hazards and Hazardous Materials 

Because no demolition or construction activities are associated with the No Project Alternative, 

there would be no potential impacts related to the removal of generation of hazardous materials as a 

part of demolition or construction activities.  As with the proposed project, this alternative would 

not require handling of substantial quantities of hazardous materials or impair emergency response 

or evacuation.  Impacts related to hazards and hazardous materials resulting from this alternative 

would be less than the proposed project, which are less than significant with mitigation. 

Hydrology and Water Quality 

No ground disturbance would occur at the project site under the No Project Alternative.  The existing 

vacant site would maintain its characteristics and no site development (e.g., grading) would occur.  

This alternative would retain the existing on‐site drainage system.  As with the proposed project, the 

footprint of this alternative would be entirely contained within a landscaped area served by the 

existing drainage system.  Accordingly, this alternative would have hydrology and water quality 

impacts similar to the proposed project, which are less than significant with mitigation. 
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Noise 

There would be no construction or demolition activities associated with the No Project Alternative 

and, therefore, this alternative would not have the potential to expose the nearby land uses to 

excessive temporary noise levels.  This alternative would result in no net change in daily trips from 

existing conditions and would result in no change in on‐site roadway noise.  Because this alternative 

would generate no new vehicular trips, it is considered to have fewer noise impacts than the 

proposed project, which are less than significant with mitigation. 

Utilities and Service Systems 

The No Project Alternative would not increase the demand for potable water, electricity, or natural 

gas, nor would it increase the generation of wastewater and solid waste.  The building on the project 

site would remain vacant.  This alternative would demand no resources and generate no effluent.  

Therefore, this alternative would have fewer impacts on utilities than the proposed project, which 

are less than significant with mitigation. 

Less than Significant Impacts 

Aesthetics 

The appearance and height of the existing vacant store structure, the parking area, landscaping, and 

pedestrian facilities would remain the same.  The No Project Alternative would not result in the site 

upgrades and overall aesthetic improvements associated with the proposed project.  As such, this 

alternative would leave the project site in an unimproved condition, and would have greater 

aesthetic impacts than the proposed project, which was found to have less than significant impacts. 

Greenhouse Gas Emissions 

Under the No Project Alternative, there would be no construction activities and thus no pollutant 

emissions.  From an operational emissions perspective, this alternative would not generate 

additional daily trips, and would therefore result in fewer greenhouse gas emissions relative to the 

proposed project.  Therefore, this alternative would have fewer greenhouse gas impacts than the 

proposed project, which were determined to be less than significant. 

Land Use and Planning 

The end use and development characteristics of the No Project Alternative would not result in any 

change to land use intensity, and would be consistent with the allowable standards of the City of 

Fresno General Plan’s designation of Regional Mixed‐Use and the Fresno Municipal Code Zoning 

Ordinance designation of C‐2 (Community Shopping Center District).  Therefore, this alternative 

would have land use impacts similar to the proposed project, which were determined to be less than 

significant. 

Public Services 

No increase in demand for fire protection, emergency medical services, and police protection would 

occur under the No Project Alternative.  Therefore, this alternative would have less impact on public 

services than the proposed project, which were determined to be less than significant. 
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Urban Decay 

Given the reduction in additional retail sales that would occur under the No Project Alternative 

compared with the proposed project, it is expected that this alternative would result in no net change in 

trade area sales, as opposed to the proposed project, which would result in increased sales associated 

with the increased retail square footage, represented by the net square footage increase of the 

proposed Walmart store as compared to the existing Walmart store at 3680 West Shaw Avenue.  As 

such, the No Project Alternative would have less impacts related to urban decay than the proposed 

project, which were determined to be less than significant. 

5.3.2 ‐ Conclusion 

The No Project Alternative would avoid the proposed project’s significant unavoidable impact and 

have a reduced impact on all environmental topical areas compared with the proposed project, 

which has less than significant impacts with mitigation in all topical areas with the exception of 

Transportation/Traffic.  However, the No Project Alternative would not achieve any of the objectives 

of the proposed project. 

5.4 ‐ Alternative 2—Mixed‐Use Center Alternative 

The Mixed‐Use Center Alternative consists of the development of a 200,000‐square‐foot mixed‐use 

center on the project site.  This alternative would require the demolition of the existing building at 

the project site and construction of the new uses.  The mixed‐use center would feature 100,000 

square feet of retail/restaurant uses; 25,000 square feet of office uses; and 75 apartments (75,000 

square feet).  Retail uses would occupy 75,000 square feet, while restaurants would occupy 25,000 

square feet.  No Walmart store would be developed under this alternative, and the existing Walmart 

store No. 1815 would remain unchanged. 

Five buildings would be developed under this alternative, all along the perimeter of the project site:  

 A 50,000‐square‐foot, three‐story retail/office building would be located along N. Brawley 
Avenue, near the intersection with W. San Jose Avenue.  Retail would occupy the ground floor 

and offices would occupy the upper floors. 
 

 Two 20,000‐square‐foot, one‐story retail structures would be located along N. Brawley 
Avenue, one on each side of driveway 2, providing access to and from this street.  

 

 A 15,000‐square‐foot, one‐story retail building would be located along the western portion of 
the project site, near the existing Herndon Canal and Pacific Storage. 

 

 A 95,000‐square‐foot, three‐story retail/residential building would be located along the 
southern perimeter of the project site.  Retail would occupy the ground floor and residential 

would occupy the upper floors. 

 

Vehicular access points on N. Brawley Avenue and W. Shaw Avenue would be provided at locations 

similar to the proposed project.  The internal circulation system would be centered around a two‐

lane “ring‐road,” which would allow only clockwise vehicular movements for efficiency purposes.  

Pedestrian linkages would link the five buildings with each other, including two landscaped, cross‐
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parking lot connections (north‐south and east‐west).  Utility connections would be made between 

each building and existing facilities within surrounding roadways.  Customer parking would be 

provided both on the right side of the ring road in front of buildings, and in a parking field between 

the ring road and the plaza in the center of the project site.  Residential parking would be provided in 

the rear and along the east side of the 95,000‐square‐foot building. 

The purpose of the Mixed Use Center Alternative is to include a project that could be developed 

under the Fresno General Plan’s designation of RMX.  The Mixed‐Use Center Alternative would be 

developed consistent with the Fresno General Plan’s designation of Light Industrial and Regional 

Mixed Use (RMX), which is intended to accommodate mixed‐use development that serve residents 

and businesses of the region at large.  Medium‐scale retail, residential, office, civic and 

entertainment uses, and shopping malls with large format or “big‐box” retail are allowed, as are 

supporting uses such as gas stations and hotels in mixed‐use or single use buildings. 

The Mixed Use Center Alternative is summarized in Table 5‐1. 

Table 5‐1: Mixed Use Center Alternative Summary 

Scenario  Component  Square Footage 

Mixed‐Use Center Alternative  

Retail  100,000 

Office  25,000 

Residential 
75,000 

(75 dwelling units) 

Total  200,000 

Proposed Project 
Total (Walmart Indoor and 
Outdoor Square Footage  

199,156 

Difference  Total  (844) 

Note: 

Residential square footage assumes 1 dwelling unit = 1,000 square feet gross floor area. 
Source: FirstCarbon Solutions, 2015. 

 

5.4.1 ‐ Impact Analysis 

Significant and Unavoidable Impacts 

The EIR identified one topical area with significant and unavoidable impacts. 

Transportation/Traffic 

This alternative would develop 125,000 square feet of retail/restaurant/office space and 75,000 

square feet of residential space.  The trip generation for this alternative is provided in Table 5‐2.  As 

shown in that table, this alternative would generate 3,715 fewer daily trips, 17 more AM peak‐hour 

trips, and 294 fewer PM peak‐hour trips.   
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Because more intersections are projected to operate at unacceptable levels under Year 2035 

conditions during the PM peak hour than the AM peak hour, this alternative have a lower overall 

contribution to the severity of the intersection, arterial corridor, and roadway segment operations 

than the proposed project.  Mitigation similar to that of the proposed project would be 

implemented; it is unlikely that impacts would remain significant and unavoidable.  Therefore, this 

alternative would have fewer impacts on transportation as compared to the project. 

Table 5‐2: Mixed Use Center Alternative Trip Generation Summary 

Scenario  Use  Square Feet 

Weekday Trip Generation 

Daily  AM Peak Hour  PM Peak Hour 

Rate  Trips  Rate  Trips  Rate  Trips 

Mixed‐Use Center 
Alternative 

Retail—(ITE Code 820) 
75,000 
square feet 

42.94  3,221  1.00  75  3.73  280 

High Turnover (Sit Down) 
Restaurant—(ITE Code 
932) 

25,000 
square feet 

127.15  3,179  11.52  288  11.15  279 

Office—(ITE Code 710) 
25,000 
square feet 

11.01  275  1.55  39  1.49  37 

Residential—(ITE Code 
210) 

75 dwelling 
units 

6.65  499  0.51  38  0.62  47 

Unadjusted Trip 
Generation 

—  —  7,174  —  440  —  643 

Adjustment—Internal 
Capture (15%) 

—  15%  (1,076)  15%  (66)  15%  (96) 

Total Adjusted Trip 
Generation 

—  —  6,098  —  374  —  547 

Proposed Project 
Freestanding Discount 
Superstore 

193,361  50.75  9,813  1.85  357  4.35  841 

Difference  Adjusted Total  —  —  (3,715)  —  (17)  —  (294) 

Notes: 

Square footages represented in units of 1,000 (for example, 30,000 = 30.000). 
Trip values rounded to nearest whole number. 

Source: Peters Engineering Group, 2013; FirstCarbon Solutions, 2015. 

 

Potentially Significant Impacts 

Air Quality 

This alternative would result in an 884‐square‐foot increase in development size compared with the 

proposed project.  Construction activities would be more intense as compared to the project.  This 

alternative requires full demolition of the existing 193,361 square foot vacant big box store, removal 

of parking lot asphalt, grading and site preparation for the new buildings and site features, resulting 

in a greater amount of pollutant emissions related to project development as compared to the 
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project.  Similar to the proposed project, this alternative would require mitigation to ensure 

construction emissions are below SCAQMD’s thresholds.   

From an operational emissions perspective, this alternative would generate 3,715 fewer daily trips 

relative to the proposed project.  Because this alternative would develop only 100,000 square feet of 

retail space, it would be expected to receive fewer daily truck deliveries.  This alternative would 

therefore result in fewer tailpipe emissions of criteria pollutants from motor vehicles on a daily basis.  

Similar to the proposed project, this alternative would require mitigation to ensure daily operational 

emissions were less than significant.  The reduction in trips would result in fewer operational 

emissions relative to the project, but the intensive demolition and site‐wide construction activities 

would result in greater construction‐related pollutant emissions.  However, since the alternative’s 

increased air emissions from demolition and construction activities are of a limited duration, this 

alternative would have less severe air quality impacts compared to the proposed project. 

Hazards and Hazardous Materials 

Because more intensive demolition and construction activities are associated with the Mixed Use 

Center Alternative, there could be potential impacts related to hazardous materials that may be 

removed or generated as a part of construction activities.  The impact would be proportionately 

greater because the proposed project would only make minor modifications to the building and 

repave a relatively small section of the existing parking lot, whereas this alternative would involve 

complete demolition, grading and site preparation and new construction.  Mitigation for both the 

proposed project and this alternative would be required to ensure impacts associated with hazards 

and hazardous materials are reduced to a less than significant level.  As with the proposed project, 

this alternative would not be expected handle substantial quantities of hazardous materials or impair 

emergency response or evacuation.  Therefore, impacts related to hazards and hazardous materials 

resulting from this alternative would be similar to the proposed project. 

Hydrology and Water Quality 

This alternative would result in construction activities on the same acreage as the proposed project 

but would result in an 844‐square‐foot increase in overall square footage.  The alternative’s 

significant demolition and construction activities would result in site‐wide ground disturbance that 

could increase the risk of causing stormwater pollution.  Operational activities may also cause 

stormwater pollution.  Mitigation similar to that of the proposed project and possibly more 

extensive would be implemented to ensure that standard stormwater quality control measures are 

implemented during construction and operations to reduce potential impacts, presumably to a level 

of less than significant.  Accordingly, this alternative would have impacts on hydrology and water 

quality similar to the proposed project. 

Noise 

This alternative would develop a 200,000‐square‐foot, mixed‐use center on the project site.  

Demolition, sitewide grading and construction activities for the Mixed‐Use Center Alternative would 

be more significant in intensity and duration as compared to the proposed project.  The proposed 

project’s construction noise impacts were found to be less than significant; with mitigation, this 

alternative’s impacts likely would also be less than significant. 
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As shown in Table 5‐2, this alternative would generate 3,715 fewer daily trips than the proposed 

project and, therefore, would result in less on‐site vehicular noise.  Although the proposed project’s 

vehicular noise impacts were found to be less than significant, this alternative would generate fewer 

trips and, therefore, less severe impacts. 

Utilities and Service Systems 

This alternative would develop a 200,000‐square‐foot, mixed‐use center on the project site, 

including 75 apartments.  The 75 residential units would increase demand for police protection, fire 

protection, and emergency medical services, because such uses typically generate more calls for 

service than non‐residential uses.  Furthermore, the inclusion of residential uses would also result in 

greater water consumption, wastewater generation, solid waste generation, and energy 

consumption than the proposed project.  Although these impacts could be mitigated to a level of less 

than significant, they would represent more severe impacts than the proposed project.  As such, 

impacts to public services and utilities would greater than the proposed project and could require 

mitigation, which would reduce the alternative’s impacts to less than significant. 

Aesthetics 

This alternative would result in the development of a 200,000‐square‐foot, mixed‐use center, 

consisting of five buildings ranging in height from one to three stories.  This alternative would have 

an appearance that is significantly different from the proposed project, but it would be a 

contemporary urban development project; therefore, the underlying change in visual character 

would be similar.  Landscaping would be provided along project frontages and within the center of 

the buildings in a plaza.  Exterior lighting fixtures would be installed and would require mitigation 

similar to that of the proposed project to reduce potential light spillage impacts to a level of less 

than significant.  Therefore, this alternative would have less than significant impacts related to 

aesthetics, light, and glare, as does the proposed project. 

Greenhouse Gas Emissions 

The use of heavy‐duty trucks associated with this alternative’s demolition and construction activities 

would result in higher greenhouse gas emissions associated with construction as compared to the 

project.  However, this alternative would result in fewer greenhouse gas emissions relative to the 

proposed project, because it would generate fewer vehicle trips.  Although the project’s GHG 

emissions were found to be a less than significant without mitigation, this alternative would lessen 

the emissions attributable to the project site and its use. 

Land Use and Planning 

The Mixed‐Use Center Alternative could be developed under the Fresno General Plan’s designation 

of RMX, which is intended to accommodate mixed‐use development in urban‐scale buildings and 

retail establishments that serve residents and businesses of the region at large.  Medium‐scale retail, 

residential, office, civic and entertainment uses, and shopping malls (with large format or “big‐box” 

retail) are allowed, as are supporting uses such as gas stations and hotels in mixed‐use or single use 

buildings.  Therefore, this alternative would be consistent with applicable land use regulations and 

would have impacts similar to the proposed project. 
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Public Services 

This alternative would develop a 200,000‐square‐foot, mixed‐use center on the project site, 

including 75 apartments.  The 75 residential units would increase demand for police protection, fire 

protection, and emergency medical services, because such uses typically generate more calls for 

service than non‐residential uses.  Furthermore, the inclusion of residential uses would also result in 

greater water consumption, wastewater generation, solid waste generation, and energy 

consumption than the proposed project.  Although these impacts could be mitigated to a level of less 

than significant, they would represent more severe impacts than the proposed project.  As such, 

impacts to public services and utilities would greater than the proposed project, but with mitigation, 

would still be less than significant under CEQA. 

Urban Decay 

This alternative would result in an approximately 93,361‐square‐foot reduction in retail and 

restaurant uses relative to the proposed project.  This alternative would not compete in the food 

stores category because there would be no grocery store use; however, it would compete in the 

general merchandise and food and drinking establishments categories as a result of the 75,000 

square feet of retail uses and 25,000 square feet of restaurant uses.  Sales diversions in the general 

merchandise category would be lower than the proposed project because of the reduction in square 

footage.  As shown in Table 3.10‐7 in Section 4.10, Urban Decay, the Market Area experiences 

leakage in the food and drinking establishments category; therefore, this alternative would be well‐

positioned to capture leakage rather than divert sales from existing establishments.  However, the 

proposed project would not create urban decay conditions, and it can be reasoned that this 

alternative also would not create such conditions.  Therefore, urban decay impacts would be similar 

to the proposed project. 

5.4.2 ‐ Conclusion 

The Mixed‐Use Center Alternative would result in traffic similar to the proposed project; however, 

the severity would be less because this alternative generates fewer overall vehicle trips (‐3,715) and 

PM peak‐hour trips (‐294).  This alternative would also have slightly lesser impacts associated with 

air quality, noise, greenhouse gas emissions and urban decay.  In all other areas, this alternative 

would have impacts similar to the proposed project. 

This alternative would not further of the project objectives to the same degree as the proposed 

project.  It would demolish rather than reuse the project site’s vacant 193,361 square foot building; 

result in a smaller amount of retail space rather than a larger full service retail use; generate less tax 

revenues relative to the project due to the inclusion of office and residential uses.  This alternative 

would not satisfy the project objective concerning providing a retail establishment that sells 

essential goods and services in a 24‐hour shopping environment. 

This alternative would meet the following project objectives: 

 Objective No. 3: Design a project consistent with the City of Fresno General Plan, the Bullard 
Community Plan, and applicable Zoning Code requirements adopted by the City of Fresno. 
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 Objective No. 8: Develop site plan providing pedestrian‐friendly features with sufficient off‐
street parking for store customers and employees to minimize impacts to the surrounding 

residential neighborhood, and minimizes potential automobile and pedestrian conflicts. 
 

 Objective No. 9: Implement a high‐quality project design that complements the existing 

design characteristics and features of the project site and surrounding commercial uses and 

improves its overall aesthetics. 

 

This alternative would meet the following project objectives, but due to its development of 

residential and office uses, it would do so to a lesser extent compared to the project: 

 Objective No. 4: Maximize economic growth and development in a way that is consistent with 

the policies of the City of Fresno General Plan and the Bullard Community Plan. 
 

 Objective No. 5: Generate tax revenues to accrue to the various agencies within the project 
area including the Fresno County Public Library, the Fresno County Transportation Authority 

(FCTA), and the Fresno County Zoo Authority (FCZA). 

 

On account of its demolition of the project site’s existing, vacant 193,361 square foot building 

replacing it with office, residential and retail/restaurant, this alternative would not further the 

following project objectives: 

 Objective No. 1: Provide a retail establishment that serves local residents and visitors with 

essential goods and services, in a safe and secure, 24‐hour shopping environment. 
 

 Objective No. 2: Provide the Trade Area with an expanded Walmart Store No. 1815 to serve as 

a centrally located, affordable, one‐stop shopping alternative with a grocery component that 

retails a wide variety of products to enhance customer convenience and reduce unnecessary 

vehicle trips. 
 

 Objective No. 6: Provide a larger, full‐service retail use along arterial roadways and close to 
freeway facilities and other commercial uses to minimize travel lengths and utilize existing 

infrastructure to the maximum extent possible. 
 

 Objective No. 7: Develop and reuse a vacant, centrally located commercial property and 

building in a manner that is compatible with the site and surrounding area and enhances site 

aesthetics. 

 

Based on the above, this alternative meets some project objectives but does not advance several as fully 

as the proposed project. 

5.5 ‐ Alternative 3—Existing Store Expansion Alternative 

Under the Existing Store Expansion Alternative, the existing Walmart Store No. 1815 at 3680 W. 

Shaw Avenue would be expanded by 20,000 square feet on its eastern side, which would increase 

the total square footage to 146,783. 
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The vested parcel map for the retail center that is anchored by existing Walmart Store No. 1815 reserved 

a 20,000‐square‐foot expansion area on the east side of the store in what is currently a parking area 

(refer to Exhibit 5‐1).  The existing Walmart Store No. 1815 occupies a 12.55‐acre parcel within the 

retail center; thus, the expanded store would have a Floor Area Ratio of 0.27.  The expansion area would 

extend 60 feet outward from the existing building, which would reduce the existing 123‐foot side 

setback to 53 feet.  The loading dock located adjacent to the northeast corner of the building would 

remain in its same location, as would all other aspects of the building (garden center, Tire & Lube 

Express, etc.).  This alternative would also reconfigure the existing store to allow grocery sales.  Grocery 

sales and support areas would total 20,000 square feet.  The store would sell general merchandise and 

groceries 24 hours per day.  Table 5‐3 summarizes the Existing Store Expansion Alternative. 

Table 5‐3: Existing Store Expansion Alternative Summary 

Scenario 

Building Envelope  Food Sales and Support 

Category  Square Feet  Category  Square Feet 

Existing Store Expansion 
Alternative 

Existing Store No. 1815  126,783  Existing  0 

Expanded Store No. 1815  146,783  Net New  20,000 

Net New  20,000  Change  20,000 

Proposed Project 

Existing Store No. 1815  126,783  Existing  0 

Relocated Store No. 1815  193,361  Net New  47,7891 

Net Increase  66,578  —  — 

Total  193,361  Change  47,789 

Difference  Total  (46,578)  Change  (27,789) 

Note: 
1  For purposes of this analysis, it is assumed that the grocery component of the proposed Walmart would total 47,789 

square feet (38,231 square feet of grocery sales area plus 9,558 square feet of grocery support space). 

Source: First Carbon Solutions, 2013. 

 

5.5.1 ‐ Impact Analysis 

The Existing Store Expansion Alternative analyzes adding an additional 20,000 square feet to the 

existing Walmart structure and to reconfigure the existing store to allow for grocery sales and 

support area.  The expanded store would have less square footage than the proposed project but 

would still require construction activities.  Significant project impacts related to traffic would remain 

significant and unavoidable under this alternative. 

Significant and Unavoidable Impacts 

Transportation/Traffic 

Table 5‐4 summarizes the difference in trip generation among the Existing Store Expansion 

Alternative, the Existing Store, and the proposed project.  As shown in the table, the Existing Store 

Expansion Alternative would generate 2,364 fewer daily trips relative to the proposed project, 

including 85 fewer AM peak‐hour trips and 202 fewer PM peak‐hour trips. 
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The proposed project would result in significant intersection and roadway queuing impacts at Shaw 

and Brawley Avenues, Main Site Access and Brawley Avenue and on the segment of Figarden 

between Bullard Avenue to Gates Avenue.  Improvements are not feasible at these locations due to 

physical constraints; therefore, the impacts remain significant and unavoidable. 

This alternative’s transportation/traffic impacts would less severe compared to the project because it 

would contribute fewer vehicular trips to intersections operating at unacceptable levels during the 

AM and PM peak hours.  Given the significant reduction in peak hour trips, particular in the PM peak 

hour, the traffic impacts under the Existing Store Expansion Alternative would not be expected to 

remain significant and unavoidable, unlike the proposed project. 

Table 5‐4: Existing Store Expansion Alternative Trip Generation Summary 

Scenario  Use  Square Feet 

Weekday Trip Generation 

Daily  AM Peak Hour  PM Peak Hour 

Rate  Trips  Rate  Trips  Rate  Trips 

Existing Store 
Expansion Alternative 

Existing Walmart 
Store 

126,783  57.24  (7,257)  1.06  (134)  5.00  (634) 

Expanded Walmart 
Store 

146,783  50.75  7,449  1.85  272  4.35  639 

Net Trip 
Generation 

—  —  192  —  138  —  5 

Proposed Project 
Freestanding 
Discount 
Superstore 

193.361  50.75  9,813  1.85  357  4.35  841 

Difference  Adjusted Total  —  —  2,364  —  85  —  202 

Notes: 
Outdoor garden center square footage excluded from existing and expanded store square footage values, pursuant to 

guidance in ITE Trip Generation, 8th Edition. 
ITE Land Use Code 815 used for existing Walmart store.  Trip generation calculated in units of 1,000 square feet. 

ITE Land Use Code 813 used for reconfigured Walmart store.  Trip generation calculated in units of 1,000 square feet. 
Source: Peters Engineering Group, 2015; FirstCarbon Solutions, 2013. 

 

In summary, this alternative would generate fewer new peak‐hour vehicle trips and would result in 

lesser impacts relative to the proposed project. 

Potentially Significant Impacts 

Air Quality 

Construction activities associated with the Existing Store Expansion Alternative would be similar to 

the proposed project; as such, air quality impacts during construction would be similar. 

From an operational emissions perspective, this alternative would result in an increase of 192 daily 

trips relative to existing conditions.  As such, there would be an increase in operational emissions 

over the existing baseline conditions.  However, this alternative would generate 2,364 fewer daily 
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trips relative to the proposed project, resulting in an overall decrease in tailpipe emissions of criteria 

pollutants from motor vehicles as compared to the proposed project.  The proposed project’s 

operational emissions were found to be less than significant with mitigation; this alternative would 

be considered less severe because it reduces emissions relative to the proposed project.  Therefore, 

impacts related to air quality resulting from this alternative would be less than the proposed project, 

which are less than significant with mitigation. 

Hazards and Hazardous Materials 

Because construction activities are associated with the Existing Store Expansion Alternative, there could 

be potential impacts related to the removal or generation of hazardous materials during construction 

similar to the proposed project.  As with the proposed project, this alternative would not require 

handling of substantial quantities of hazardous materials or impair emergency response or evacuation.  

Impacts related to hazards and hazardous materials resulting from this alternative would be similar to 

the proposed project, which were found to be less than significant with mitigation. 

Hydrology and Water Quality 

The Existing Store Expansion Alternative would result in ground disturbance, which could result in 

stormwater pollution.  Under this alternative, the existing Walmart Store would add 20,000 square feet 

of floor area and site development (such as grading) or operational activities (such as maintenance) 

would occur that could cause stormwater pollution.  This alternative would retain the existing on‐site 

drainage system.  As with the proposed project, the footprint of this alternative would be entirely 

contained within an area served by the existing drainage system.  Similar to the project, there would be 

no net increase in runoff attributable to this alternative, which would avoid any impacts associated with 

downstream flooding, because under this alternative, the site would be covered by impervious surfaces 

(the parking lot would be replaced by 20,000 square feet of building, which is also an impervious 

surface).  Accordingly, this alternative would have hydrology and water quality impacts similar to the 

proposed project, which were found to be less than significant with mitigation. 

Noise 

There would be construction and/or demolition activities associated with the Existing Store 

Expansion Alternative and, therefore, this alternative would have the potential to expose the nearby 

land uses to excessive noise levels.  This alternative would result in greater construction noise than 

the proposed project, due to a greater need for exterior demolition and construction associated with 

the expansion area. 

From an operational noise perspective, this alternative would result in 2,364 fewer daily trips than 

the proposed project.  As such, there would be an overall net decrease in roadway noise from motor 

vehicles.  The proposed project’s contribution to ambient roadway noise levels was found to be less 

than significant and did not require mitigation.  This alternative would be considered to have 

incrementally lesser operational noise impacts than the proposed project, which were found to be 

less than significant. 
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Utilities and Service Systems 

Compared to the proposed project, the smaller store size under the Existing Store Expansion 

Alternative would result in less demand for potable water, electricity, and natural gas, and the 

generation of less wastewater and solid waste.  This alternative would demand fewer resources, 

generate less effluent, and, consequently, lessen the severity of these impacts compared with the 

proposed project.  Therefore, this alternative would have less impact on utilities than the proposed 

project, which were found to be less than significant with mitigation. 

Less than Significant Impacts 

Aesthetics 

Under the Existing Store Expansion Alternative, the appearance of the store would be modified to 

accommodate the 20,000‐square‐foot expansion of the store’s square footage, and the overall height 

of the existing store structure would remain the same.  However, it is anticipated that security 

lighting would be added as part of the 20,000‐square‐foot expansion.  Thus, exterior lighting levels 

are anticipated to be about the same with this alternative as with the proposed project.  As such, 

this alternative would have aesthetics, light, and glare impacts similar to the proposed project, which 

were found to be less than significant. 

Greenhouse Gas Emissions 

Construction activities associated with the Existing Store Expansion Alternative would be extended 

as compared to the proposed project in order to allow the store to remain open and functioning 

during the expansion.  Thus, greenhouse gas emissions during construction would occur over a 

longer period of time. 

From an operational emissions perspective, this alternative would result in 2,364 fewer daily trips 

compared with the proposed project.  As such, there would be an overall net decrease in tailpipe 

emissions of greenhouse gas emissions from motor vehicles.  Although the proposed project’s 

operational emissions were found to be less than significant, this alternative would be considered 

incrementally less severe because it reduces emissions relative to the proposed project.   

Land Use and Planning 

The end use and development characteristics of the Existing Store Expansion Alternative would 

result in an increase in land use intensity but would be consistent with the allowable standards of 

the City of Fresno General Plan designation of Regional‐Mixed Use and the Fresno Municipal Code 

Zoning Ordinance designation of C‐2 (Community Shopping Center District).  Therefore, this 

alternative would have land use and planning impacts similar to the proposed project, which are less 

than significant. 

Public Services 

Compared with the proposed project, the Existing Store Expansion Alternative would result in a net 

decrease of 46,578 square feet relative to the proposed project.  However, this alternative would be 

expected to result in similar demand for fire protection, emergency medical services, and police 

protection relative to the proposed project, due to the project’s installation of site‐wide security 

lights and other measures to reduce demand for these services.  To promote indoor water 
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conservation and waste diversion, this alternative would implement mitigation similar to the 

proposed project.  Under CEQA, this alternative would have a less than significant impact on public 

services, similar to the proposed project. 

Urban Decay 

Table 5‐5 summarizes the Existing Store Expansion Alternative’s sales compared with the proposed 

project’s sales.  As shown in Table 5‐5, this alternative would have $13.5 million fewer grocery sales and 

$3.8 million greater general merchandise sales relative to the proposed project.  This would significantly 

reduce sales diversions from competing food stores relative to the proposed project but would increase 

sales diversions from existing general merchandise stores.  The proposed project would not result in the 

in the closure of any supermarkets or general merchandise stores in the Trade Area after opening; as 

such, urban decay would not be a foreseeable consequence.  Under CEQA, this alternative would have a 

less than significant urban decay impact, similar to the proposed project. 

Table 5‐5: Existing Store Expansion Alternative Sales Summary 

Scenario  Square Feet  Sales Square Footage 
Sales per Square 

Foot  Total Sales 

Existing Store Expansion 
Alternative 

146,783 
Grocery  20,000  $486  $9.7 million 

GAFO1  126,783  $250  $31.7 million 

Proposed Project  193,361 
Grocery  47,789  $486  $23.2 million 

GAFO  111,724  $250  $27.9 million 

Difference  (46,578) 
Grocery  (27,789) 

— 
($13.5 million) 

GAFO  15,059  $3.8 million 

Notes: 
1  GAFO = General Merchandise, Apparel, Furniture/Appliances, Other/Specialty. 
2  The project includes 43,406 square feet devoted to Other (Fast Food Tenant, Employee Area, Stockroom and Storage, 

Administrative Offices and Service‐Oriented Tenants). 

Sales per square foot rate [$446 (food) and $250) is identical to that used in Section 3.10, Urban Decay. 
Source: FirstCarbon Solutions, 2013. 

 

5.5.2 ‐ Conclusion 

The Existing Store Expansion Alternative would have similar impacts to the proposed project with 

regard to aesthetics, light and glare, hazards, hydrology and water quality, land use and planning, 

public services and urban decay.  This alternative would have lesser impacts related to air quality, 

noise, greenhouse gas emissions, utilities and traffic; however, the alternative would not likely avoid 

the significant and unavoidable traffic impacts associated with the proposed project. 

The Existing Store Expansion Alternative would meet three project objectives:  

 Objective No. 1: Provide a retail establishment that serves local residents and visitors with 

essential goods and services, in a safe and secure, 24‐hour shopping environment.  
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 Objective No. 3: Design a project consistent with the City of Fresno General Plan, the Bullard 
Community Plan, and applicable Zoning Code requirements adopted by the City of Fresno. 

 

The Existing Store Expansion Alternative would partially meet the following project objectives, but 

not to the same extent as the project:  

 Objective No. 4: Maximize economic growth and development in a way that is consistent with 

the policies of the City of Fresno General Plan and the Bullard Community Plan. 
 

 Objective No. 5: Generate tax revenues to accrue to the various agencies within the project 
area including the Fresno County Public Library, the Fresno County Transportation Authority 

(FCTA), and the Fresno County Zoo Authority (FCZA). 

 

The Existing Store Expansion Alternative would not meet the following project objectives: 

 Objective No. 2: Provide the Trade Area with an expanded Walmart Store No. 1815 to serve as 

a centrally located, affordable, one‐stop shopping alternative with a grocery component that 

retails a wide variety of products to enhance customer convenience and reduce unnecessary 

vehicle trips. 
 

 Objective No. 6: Provide a larger, full‐service retail use along arterial roadways and close to 
freeway facilities and other commercial uses to minimize travel lengths and utilize existing 

infrastructure to the maximum extent possible. 
 

 Objective No. 7: Develop and reuse a long‐vacant, centrally located commercial property and 

building in a manner that is compatible with the site and surrounding area and enhances site 

aesthetics. 
 

 Objective No. 8: Develop site plan providing pedestrian‐friendly features with sufficient off‐street 
parking for store customers and employees to minimize impacts to the surrounding residential 

neighborhood, and minimizes potential automobile and pedestrian conflicts. 
  

 Objective No. 9: Implement a high‐quality project design that complements the existing 

design characteristics and features of the project site and surrounding commercial uses and 

improves its overall aesthetics. 

 

The Existing Store Expansion Alternative would achieve few of the project objectives as compared to 

the proposed project. 

5.6 ‐ Alternative 4—Demolition/Rebuild Alternative 

The Demolition/Rebuild Alternative would develop a 203,580‐square‐foot retail center would be 

developed on the project site.  Under this alternative, the existing Walmart store at 3680 W. Shaw 

Avenue would not be relocated, but would continue to operate.  This alternative would require the 

demolition of the existing building at the project site and construction of the new uses.   
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Development under this alternative would consist of a 104,230‐square‐foot discount store with a 

9,200‐square‐foot outdoor garden use, a 50,000‐square‐foot major retailer, four small retail uses 

totaling 36,150 square feet, and a 4,000‐square‐foot restaurant for a total of 203,580 square feet.  

No grocery component would be included.  The uses would operate between the hours of 6 a.m. and 

12 a.m., 7 days a week, with certain uses operating for much shorter periods (e.g., a bank, which 

operates 9 a.m. to 5 p.m., Monday through Friday, and 9 a.m. to 1 p.m. on Saturday).  

Table 5‐6 provides a summary of the Demolition/Rebuild Alternative. 

Table 5‐6: Demolition/Rebuild Alternative Summary 

Scenario  End Use  Square Feet 

Demolition/Rebuild Alternative 

Discount Store Plus Garden Center  113,430 

Major 1  50,000 

Retail A  10,170 

Retail B  13,040 

Retail Pads  12,400 

Freestanding Restaurant  4,000 

Net New  203,580 

Source: FirstCarbon Solutions, 2013. 

 

5.6.1 ‐ Impact Analysis 

Under the Demolition/Rebuild Alternative, the existing vacant building on the project site would be 

torn down and replaced with a new structure allowing for multiple retail type uses.  The existing 

Walmart would continue to operate at its current location without interruption.  This alternative 

would require significant construction activities and would result in a larger development, with 

roughly 10,000 more square feet than the proposed project. 

Significant and Unavoidable Impacts 

Transportation/Traffic 

Table 5‐7 summarizes the difference in trip generation between the Demolition/Rebuild Alternative, 

and the proposed project.  As shown in Table 5‐7, this alternative would decrease daily trips by 1,071 

and AM and PM peak‐hour trips by 153 and 81, respectively, compared with the proposed project.  

The proposed project would result in significant intersection and roadway queuing impacts at Shaw 

and Brawley Avenues, San Jose and Gates Avenues and on the segment of Figarden Drive from 

Bullard to Gates Avenues.  Mitigation measures are not feasible at these locations because of the 

lack of adequate physical space; therefore, the impact is significant and unavoidable.   

The Demolition/Rebuild Alternative would be considered incrementally less severe because it would 

contribute fewer vehicular trips to intersections operating at unacceptable levels during the AM and 

PM peak hours.  However, under CEQA, this alternative would also have significant and unavoidable 
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transportation and traffic impacts, similar to the proposed project, due to the existing intersection 

operational and queuing deficiencies at the three locations the project would significantly impact 

and the fact that this alternative produces a relatively small reduction in the PM peak hour trip 

counts. 

Table 5‐7: Demolition/Rebuild Alternative Trip Generation Summary 

Scenario  Use 
Square 
Feet 

Weekday Trip Generation 

Daily  AM Peak Hour  PM Peak Hour 

Rate  Trips  Rate  Trips  Rate  Trips 

Demolition/Rebuild 
Alternative 

Shopping Center 
(ITE 820) 

203.580  42.94  8,742  1.00  204  3.73  760 

Proposed Project 
Freestanding 
Discount 
Superstore 

193.361  50.75  9,813  1.85  357  4.35  841 

Difference  Adjusted Total  —  —  (1,071)  —  (153)  —  (81) 

Notes: 
Outdoor garden center square footage excluded from relocated store square footage values, pursuant to guidance in ITE 

Trip Generation, 8th Edition. 
ITE Land Use Code 820 used for Neighbor Alternative uses.  Trip generation calculated in units of 1,000 square feet. 

ITE Land Use Code 813 used for relocated Walmart store.  Trip generation calculated in units of 1,000 square feet. 
Source: Peters Engineering Group, 2013; FirstCarbon Solutions, 2013. 

 

Potentially Significant Impacts 

Air Quality 

Construction activities associated with the Demolition/Rebuild Alternative would involve a greater 

intensity of construction activities relative to the proposed project; as such, air quality impacts 

during construction would be greater.  From an operational emissions perspective, this alternative 

would result in a decrease of 1,071 daily trips relative to the proposed project.  As such, there would 

be an overall decrease in tailpipe emissions of criteria pollutants from motor vehicles compared with 

the proposed project.  The proposed project’s operational emissions were found to be less than 

significant with mitigation.  While this alternative has greater air emissions related to demolition and 

construction but lesser operational emissions relative to the proposed project, due to the temporary 

nature of construction‐related impacts, the air quality impacts resulting from this alternative would 

be slightly less than the proposed project, which are less than significant with mitigation. 

Hazards and Hazardous Materials 

Because more intensive demolition and construction activities are associated with the 

Demolition/Rebuild Alternative, there could be potential impacts related to hazardous materials that 

may be removed or generated as a part of construction activities.  The impact would be more severe 

compared to the project, which would only make modifications to the building, whereas this 

alternative would involve complete demolition and new construction.  Mitigation for both the 

proposed project and this alternative would be required to ensure impacts associated with hazards 
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and hazardous materials are reduced to a less than significant level.  As with the proposed project, 

this alternative would not handle substantial quantities of hazardous materials or impair emergency 

response or evacuation.  Under CEQA, impacts related to hazards and hazardous materials resulting 

from this alternative would be similar to the proposed project. 

Hydrology and Water Quality 

Under the Demolition/Rebuild Alternative, the vacant building at the project site would be 

demolished, and a new Neighborhood Retail Center totaling 203,580 square feet would be 

constructed.  Since more intensive demolition and construction activities are associated with this 

alternative, there would be greater impacts related to short‐term water quality, because more 

ground would be disturbed.  Mitigation would be required to reduce this impact to a less than 

significant level.  As with the proposed project, the footprint of this alternative would be entirely 

contained within an area served by the existing drainage system.  Similar to the proposed project, 

there would be no net increase in runoff attributable to this alternative, which would avoid any 

impacts associated with downstream flooding, because under this alternative, the site would be 

covered by impervious surfaces (the one large building would be demolished and replaced by 

multiple smaller buildings and the parking lot would be reconfigured).  Because there are multiple 

uses proposed under this alternative, there would be a need for multiple stormwater management 

plans.  Under CEQA, this alternative would have a less than significant impact on hydrology and 

water quality, similar to the proposed project. 

Noise 

Because more intensive demolition and construction activities are associated with the 

Demolition/Rebuild Alternative, there could be greater noise impact during construction.  Although, 

the construction noise impacts would be greater under this alternative, the impacts would be 

temporary.  From an operational noise perspective, this alternative would result in a net decrease of 

1,071 daily trips relative to the proposed project.  As such, there would be an overall net decrease in 

roadway noise from motor vehicles.  The proposed project’s contribution to ambient roadway noise 

levels was found to be less than significant and did not require mitigation.  This alternative would be 

considered to have an incrementally lesser impact.  However, under CEQA, this alternative would 

have noise impacts similar to the proposed project. 

Utilities and Service Systems 

Compared with the proposed project, the Demolition/Rebuild Alternative would result in a similar 

demand for potable water, electricity, and natural gas, and the generation of similar quantities of 

wastewater and solid waste.  This alternative would demand similar resources, generate similar 

effluent, and, consequently, have an impact similar to the proposed project.  Therefore, this 

alternative would have an impact on utilities similar to the proposed project. 

Less than Significant Impacts 

Aesthetics 

The Neighborhood Center the Demolition/Rebuild Alternative would be developed with a unified 

design and be consistent with the City of Fresno’s Design Guidelines.  The existing vacant building 

would be demolished.  New parking and lights would be required.  Additional store signage and 
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lighting would also be required for the multiple uses.  However, all lighting would comply with the 

City of Fresno Municipal Code to reduce light trespass, and would be considered a less than 

significant impact.  Thus, exterior lighting levels are anticipated to be similar to the proposed project 

under this alternative.  As such, this alternative would have aesthetics, light, and glare impacts 

similar to the proposed project. 

Greenhouse Gas Emissions 

Construction activities associated with the Demolition/Rebuild Alternative would be greater relative 

to the proposed project; as such, greenhouse gas emissions during construction would be 

incrementally greater, though temporary and less than significant under CEQA. 

From an operational emissions perspective, this alternative would result in a decrease of 1,071 daily 

trips relative to the proposed project.  This alternative would also generate 153 fewer AM peak‐hour 

trips and 81 fewer PM peak‐hour trips relative to the proposed project.  As such, there would be an 

overall decrease in tailpipe emissions of greenhouse gasses from motor vehicles compared with the 

proposed project.  The proposed project’s greenhouse gas emissions were found to be less than 

significant and this alternative would be considered incrementally less severe because it would 

reduce operational emissions relative to the proposed project. 

Land Use and Planning 

The end use and development characteristics of the Demolition/Rebuild Alternative would result in an 

increase in land use intensity, but would be consistent with the allowable standards of the City of Fresno 

General Plan’s designation of Regional Mixed‐Use and the Fresno Municipal Code Zoning Ordinance 

designation of C‐2 (Community Shopping Center District).  Therefore, this alternative would have land 

use and planning impacts similar to the proposed project.  For both the proposed project and the 

alternative, land use and planning impacts were found to be less than significant. 

Public Services 

Compared with the proposed project, the 203,580 square foot retail center under the 

Demolition/Rebuild Alternative exceeds the project’s 193,361 square feet by roughly 10,000 square 

feet.  Although the square footage is slightly greater, the uses would result in a similar demand for 

fire protection, emergency medical services, and police protection compared with the proposed 

project.  This alternative would consequently, would have an impact on public services similar to the 

proposed project, which was found to be less than significant. 

Urban Decay 

Table 5‐8 summarizes the Demolition/Rebuild Alternative’s sales compared with the proposed 

project’s sales.  As shown in Table 5‐8, this alternative would have $22.9 million more general 

merchandise sales than the proposed project.  This would increase sales diversions from competing 

general merchandise stores relative to the proposed project.  The proposed project would not result 

in the closure of any supermarkets in the Trade Area after opening; as such, urban decay would not 

be a foreseeable consequence.  This alternative would have an incrementally greater effect on trade 

area retailers compared with the proposed project.  However, under CEQA, both this alternative and 

the proposed project would have less than significant impacts for urban decay. 
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Table 5‐8: Demolition/Rebuild Alternative Sales Summary 

Scenario  Square Feet  Sales Square Footage 
Sales per Square 
Foot  Total Sales 

Demolition/Rebuild 
Alternative 

203,580  GAFO1  203,580  $250  $50.8 million 

Proposed Project2  193,361 
Grocery  47,789  $486  $23.2 million 

GAFO  111,724  $250  $27.9 million 

Difference  10,220 
Grocery  12,211 

— 
($23.2 million) 

GAFO  21,637  $22.9 million 

Notes: 
1  GAFO = General Merchandise, Apparel, Furniture/Appliances, Other/Specialty. 
2  The project includes 43,406 square feet devoted to Other (Fast Food Tenant, Employee Area, Stockroom and Storage, 

Administrative Offices and Service‐Oriented Tenants). 

Sales per square foot rate [$446 (food) and $250) is identical to that used in Section 3.10, Urban Decay. 
Source: FirstCarbon Solutions, 2013. 

 

5.6.2 ‐ Conclusion 

The Demolition/Rebuild Alternative would have similar impacts as the proposed project with regard 

to most topical areas.  It would have lesser impacts related to air quality, noise and greenhouse gas 

emissions, and slightly greater competitive effects on trade area retailers as related to urban decay.  

This alternative would not likely avoid the project’s significant and unavoidable impacts related to 

transportation and traffic. 

The Demolition/Rebuild Alternative would meet the following objectives: 

 Objective No. 3: Design a project consistent with the City of Fresno General Plan, the Bullard 
Community Plan, and applicable Zoning Code requirements adopted by the City of Fresno. 

 

 Objective No. 4: Maximize economic growth and development in a way that is consistent with 

the policies of the City of Fresno General Plan and the Bullard Community Plan. 
 

 Objective No. 5: Generate tax revenues to accrue to the various agencies within the project 
area including the Fresno County Public Library, the Fresno County Transportation Authority 

(FCTA), and the Fresno County Zoo Authority (FCZA). 
 

 Objective No. 8: Develop site plan providing pedestrian‐friendly features with sufficient off‐
street parking for store customers and employees to minimize impacts to the surrounding 

residential neighborhood, and minimizes potential automobile and pedestrian conflicts. 
 

 Objective No. 9: Implement a high‐quality project design that complements the existing 

design characteristics and features of the project site and surrounding commercial uses and 

improves its overall aesthetics. 

 

This alternative would not meet the following objectives: 
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 Objective No. 1: Provide a retail establishment that serves local residents and visitors with 

essential goods and services, in a safe and secure, 24‐hour shopping environment.  
 

 Objective No. 2: Provide the Trade Area with an expanded Walmart Store No. 1815 to serve as 

a centrally located, affordable, one‐stop shopping alternative with a grocery component that 

retails a wide variety of products to enhance customer convenience and reduce unnecessary 

vehicle trips. 
 

 Objective No. 6: Provide a larger, full‐service retail use along arterial roadways and close to 
freeway facilities and other commercial uses to minimize travel lengths and utilize existing 

infrastructure to the maximum extent possible. 
 

 Objective No. 7: Develop and reuse a long‐vacant, centrally located commercial property and 

building in a manner that is compatible with the site and surrounding area and enhances its 

aesthetics. 

 

In summary, the Demolition/Rebuild Alternative would meet the majority of project objectives, but 

would not further the most important objectives. 

5.7 ‐ Alternative 5—Neighborhood Center Reuse Alternative 

The Neighborhood Center Reuse Alternative would modify the existing vacant building and allow for 

the development of a 193,361‐square‐foot retail center on the project site.  Minor interior 

alterations to the building would occur to partition the space for individual uses, but no demolition 

would be required.  This alternative would include building reuse by two mid‐size anchors (60,000 

square feet each) and 73,000 square feet of smaller uses (see Table 5‐9). 

One of the mid‐sized anchors would be tenanted by a conventional grocery store and the other by a 

non‐grocery use (apparel, electronics, home improvement, office supplies, outdoor recreation, etc.).  

Smaller spaces would be occupied by both retail and restaurant uses, with tenants such as apparel, 

banking/financial services, electronics, novelties, pet supplies, postal/shipping, telecommunications, 

quick‐serve restaurant, and sit‐down restaurant. 

The grocery store would operate 24 hours a day, 7 days a week; all other uses would operate 

between the hours of 6 a.m. and 12 a.m., 7 days a week, with certain uses operating for much 

shorter periods (e.g., a bank, which operates 9 a.m. to 5 p.m., Monday through Friday, and 9 a.m. to 

1 p.m. on Saturday). 

Table 5‐9: Neighborhood Center Reuse Alternative Summary 

Scenario  End Use  Square Feet 

Neighborhood Center Reuse 
Alternative 

Mid‐size Anchor 1 (Grocery Store)  60,000 

Mid‐size Anchor 2 (non‐grocery)  60,000 
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Table 5‐9 (cont.): Neighborhood Center Reuse Alternative Summary 

Scenario  End Use  Square Feet 

Neighborhood Center Reuse 
Alternative (cont.) 

Inline Retail and Restaurants  53,361 

Freestanding Restaurants  20,000 

Net New  193,361 

Proposed Project 

Existing Store No. 1815  126,783 

Relocated Store No. 1815  193,361 

Net Increase  66,578 

Total  193,361 

Difference  0 

Source: FirstCarbon Solutions, 2013. 

 

5.7.1 ‐ Impact Analysis 

Significant and Unavoidable Impacts 

Transportation/Traffic 

Table 5‐10 summarizes the difference in trip generation between the Neighborhood Center Reuse 

Alternative, and the proposed project.  As shown in Table 5‐10, this alternative would decrease daily 

trips by 1,510 and AM and PM peak‐hour trips by 164 and 120, respectively, compared with the 

proposed project. 

The proposed project would result in significant intersection and roadway queuing impacts at Shaw 

and Brawley Avenues, San Jose and Gates Avenues and on the segment of Figarden Drive from 

Bullard to Gates Avenues.  Mitigation measures are not feasible at these locations because of the 

lack of adequate physical space; therefore, the impact is significant and unavoidable.  Although 

traffic impacts from the Neighborhood Center Reuse Alternative would be considered incrementally 

less severe due to its fewer vehicular trips, this alternative would likely have significant and 

unavoidable impacts similar to the proposed project. 

Table 5‐10: Neighborhood Center Reuse Alternative Trip Generation Summary 

Scenario  Use 
Square 
Feet 

Weekday Trip Generation 

Daily  AM Peak Hour  PM Peak Hour 

Rate  Trips  Rate  Trips  Rate  Trips 

Neighborhood 
Center Reuse 
Alternative 

Shopping Center 
(ITE 820) 

193,361  42.94  8,303  1.00  193  3.73  721 

Proposed Project 
Freestanding 
Discount Superstore 

193,361  50.75  9,813  1.85  357  4.35  841 

Difference  Adjusted Total  —  —  (1,510)  —  (164)  —  (120) 
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Table 5‐10 (cont.): Neighborhood Center Reuse Alternative Trip Generation Summary 

Scenario  Use 
Square 
Feet 

Weekday Trip Generation 

Daily  AM Peak Hour  PM Peak Hour 

Rate  Trips  Rate  Trips  Rate  Trips 

Notes: 

Outdoor garden center square footage excluded from relocated store square footage values, pursuant to guidance in ITE 
Trip Generation, 8th Edition. 

ITE Land Use Code 820 used for Neighbor Center Reuse Alternative uses.  Trip generation calculated in units of 1,000 
square feet. 

ITE Land Use Code 813 used for relocated Walmart store.  Trip generation calculated in units of 1,000 square feet. 
Source: Peters Engineering Group, 2015; FirstCarbon Solutions, 2013. 

 

Potentially Significant Impacts 

Air Quality 

Construction activities associated with the Neighborhood Center Reuse Alternative would involve a 

similar level of construction activities relative to the proposed project; as such, air quality impacts 

during construction would be similar.  From an operational emissions perspective, this alternative 

would result in a decrease of 1,510 daily trips relative to the proposed project.  This alternative 

would also generate 164 fewer AM peak‐hour trips and 120 fewer PM peak‐hour trips relative to the 

proposed project.  As such, there would be an overall decrease in tailpipe emissions of criteria 

pollutants from motor vehicles compared with the proposed project.  The proposed project’s 

operational emissions were found to be less than significant with mitigation.  This alternative’s air 

quality impacts would be considered incrementally less severe because it reduces emissions relative 

to the proposed project.  Therefore, impacts related to air quality resulting from this alternative 

would be less than the proposed project, which are less than significant with mitigation. 

Hazards and Hazardous Materials 

Similar to the proposed project, the Neighborhood Center Reuse Alternative would reuse the 

existing building.  Accordingly, this alternative would have an impact similar to the proposed project 

because it would likewise make modifications to the building.  Similar to the proposed project, 

mitigation would be required to ensure that impacts associated with hazards and hazardous 

materials are reduced to a less than significant level.  As with the proposed project, this alternative 

would not handle substantial quantities of hazardous materials or impair emergency response or 

evacuation.  Under CEQA, impacts related to hazards and hazardous materials resulting from this 

alternative would be similar to the proposed project, which are less than significant with mitigation. 

Hydrology and Water Quality 

Under the Neighborhood Center Reuse Alternative, the vacant building on the project site would be 

modified and new Neighborhood Retail Center uses totaling 193,361 square feet would occupy the 

existing building.  Since similar construction activities are associated with this alternative, there 

would be impacts related to short‐term water quality similar to the proposed project.  Similar to the 

proposed project, mitigation would be required to reduce this impact to a less than significant level.  
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As with the proposed project, the footprint of this alternative would be entirely contained within an 

area served by the existing drainage system, and there would be no net increase in runoff 

attributable to this alternative, which would avoid any impacts associated with downstream 

flooding.  Under CEQA, this alternative would have a less than significant impact on hydrology and 

water quality, similar to the proposed project. 

Noise 

Construction noise associated with the Neighborhood Center Reuse Alternative would be considered 

temporary impacts and similar to the proposed project; therefore, construction noise impacts would 

be similar.  From an operational noise perspective, this alternative would result in a net decrease of 

1,510 daily trips, 164 AM peak‐hour trips, and 120 PM peak‐hour trips relative to the proposed 

project.  As such, there would be an overall net decrease in roadway noise from motor vehicles 

compared with the project.  The proposed project’s contribution to ambient roadway noise levels 

was found to be less than significant and did not require mitigation.  This alternative would be 

considered to have incrementally lesser noise impacts compared to the proposed project. 

Utilities and Service Systems 

Compared with the proposed project, the Neighborhood Center Reuse Alternative would result in a 

similar demand for potable water, electricity, and natural gas, and the generation of similar 

quantities of wastewater and solid waste.  This alternative would demand similar resources and 

generate similar amounts of effluent, and, consequently, would have a similar impact compared with 

the proposed project.  Therefore, this alternative would have an impact on utilities similar to the 

proposed project. 

Less than Significant Impacts 

Aesthetics 

The Neighborhood Center Reuse Alternative would utilize the existing building and make only minor 

to the building exterior with additional store signage required for the multiple uses.  All lighting 

would comply with the municipal code to reduce light trespass, and would be considered a less than 

significant impact.  Exterior lighting levels are anticipated to be similar to the proposed project under 

this alternative.  However, this alternative does not undertake the project site upgrades to 

landscaping, pedestrian features, building façade that will improve aesthetics compared to existing 

conditions.  As such, this alternative would not improve the project site and its aesthetics to the 

same extent as the project, but would have less than significant impacts regarding aesthetics, similar 

to the proposed project. 

Greenhouse Gas Emissions 

Construction activities associated with the Neighborhood Center Reuse Alternative would be similar 

to the proposed project and would be less than significant under CEQA. 

From an operational emissions perspective, this alternative would result in a decrease of 1,510 daily 

trips relative to the proposed project.  This alternative would also generate 164 fewer AM peak‐hour 

trips and 120 fewer PM peak‐hour trips relative to the proposed project.  As such, there would be an 

overall decrease in tailpipe emissions of greenhouse gas emissions from motor vehicles compared 
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with the proposed project.  The proposed project’s greenhouse gas emissions were found to be less 

than significant, and this alternative would be considered incrementally less severe because it would 

reduce emissions relative to the proposed project. 

Land Use and Planning 

The end use and development characteristics of the Neighborhood Center Reuse Alternative would 

be consistent with the allowable standards of the City of Fresno General Plan’s designation of 

Regional Mixed‐Use and the Fresno Municipal Code Zoning Ordinance designation of C‐2 

(Community Shopping Center District).  Therefore, this alternative would have land use and planning 

impacts similar to the proposed project. 

Public Services 

Compared with the proposed project, the square footage under the Neighborhood Center Reuse 

Alternative would result in similar demands for fire protection, emergency medical services, and 

police protection compared with the proposed project.  This alternative would demand similar 

resources, and, consequently, would have an impact on public services similar to the proposed 

project, which was determined to be less than significant. 

Urban Decay 

Table 5‐11 summarizes the Neighborhood Center Reuse Alternative’s sales compared with the 

proposed project’s sales.  As shown in Table 5‐11, this alternative would have $6 million more grocery 

sales and $5.4 million more general merchandise sales than the proposed project.  This would increase 

sales diversions from competing food stores and general merchandise stores relative to the proposed 

project.  The proposed project would not result in the closure of any supermarkets in the Trade Area 

after opening; as such, urban decay would not be a foreseeable consequence.  Nevertheless, this 

alternative would have an incrementally greater potential for urban decay impacts compared with the 

proposed project. 

Table 5‐11: Neighborhood Center Reuse Alternative Sales Summary 

Scenario  Square Feet  Sales Square Footage 
Sales per Square 

Foot  Total Sales 

Neighborhood Center 
Reuse Alternative 

193,361 
Grocery  60,000  $486  $29.2 million 

GAFO1  133,361  $250  $33.3 million 

Proposed Project2  193,361 
Grocery  47,789  $486  $23.2 million 

GAFO  111,724  $250  $27.9 million 

Difference  0 
Grocery  12,211 

— 
$6 million 

GAFO  21,637  $5.4 million 

Notes: 
1  GAFO = General Merchandise, Apparel, Furniture/Appliances, Other/Specialty. 
2  The project includes 43,406 square feet devoted to Other (Fast Food Tenant, Employee Area, Stockroom and Storage, 

Administrative Offices and Service‐Oriented Tenants). 
Sales per square foot rate [$446 (food) and $250) is identical to that used in Section 3.10, Urban Decay. 

Source: FirstCarbon Solutions, 2013. 
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5.7.2 ‐ Conclusion 

The Neighborhood Center Reuse Alternative would have impacts similar to the proposed project for 

most all topical areas, but would have lesser impacts related to air quality, noise and greenhouse gas.  

The alternative would result in greater impacts to grocery and general retailers as compared to the 

project, but like the project, the alternative’s urban decay impacts would be less than significant.  

Traffic impacts would be less severe than the project, but this alternative would not avoid the 

significant and unavoidable that would occur under the proposed project. 

The Neighborhood Center Reuse Alternative would meet the following objectives: 

 Objective No. 3: Design a project consistent with the City of Fresno General Plan, the Bullard 
Community Plan, and applicable Zoning Code requirements adopted by the City of Fresno. 

 

 Objective No. 7: Develop and reuse a long‐vacant, centrally located commercial property and 

building in a manner that is compatible with the site and surrounding area and enhances site 

aesthetics. 

 

This alternative would partially meet the following objectives, but not to the same extent as the 

proposed project: 

 Objective No. 4: Maximize economic growth and development in a way that is consistent with 

the policies of the City of Fresno General Plan and the Bullard Community Plan. 
 

 Objective No. 5: Generate tax revenues to accrue to the various agencies within the project 
area including the Fresno County Public Library, the Fresno County Transportation Authority 

(FCTA), and the Fresno County Zoo Authority (FCZA). 

 

This alternative would not meet the following objectives: 

 Objective No. 1: Provide a retail establishment that serves local residents and visitors with 

essential goods and services, in a safe and secure, 24‐hour shopping environment.  
 

 Objective No. 2: Provide the Trade Area with an expanded Walmart Store No. 1815 to serve as 

a centrally located, affordable, one‐stop shopping alternative with a grocery component that 

retails a wide variety of products to enhance customer convenience and reduce unnecessary 

vehicle trips. 
 

 Objective No. 6: Provide a larger, full‐service retail use along arterial roadways and close to 
freeway facilities and other commercial uses to minimize travel lengths and utilize existing 

infrastructure to the maximum extent possible. 
 

 Objective No. 8: Develop site plan providing pedestrian‐friendly features with sufficient off‐
street parking for store customers and employees to minimize impacts to the surrounding 

residential neighborhood, and minimizes potential automobile and pedestrian conflicts. 
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 Objective No. 9: Implement a high‐quality project design that complements the existing 

design characteristics and features of the project site and surrounding commercial uses and 

improves its overall aesthetics. 

 

The Neighborhood Center Reuse Alternative would meet some of the project objectives and partially 

advance others, but would not achieve the most important project objectives. 

5.8 ‐ Environmentally Superior Alternative 

The qualitative environmental effects of each alternative in relation to the proposed project are 

summarized in Table 5‐12. 

Table 5‐12: Summary of Alternatives 

Environmental Topic Area 
No Project 
Alternative 

Mixed Use 
Center 

Alternative 

Existing Store 
Expansion 
Alternative 

Demolition/ 
Rebuild 

Alternative 

Neighborhood 
Center Reuse 
Alternative 

Significant and Unavoidable Impacts 

Transportation/Traffic  Less Impact  Less Impact  Less Impact  Similar Impact  Similar Impact 

Potentially Significant Impacts 

Air Quality  Less Impact  Less Impact  Less Impact  Less Impact  Less Impact 

Hazards and Hazardous 
Materials 

Less Impact  Similar Impact  Similar Impact  Similar Impact  Similar Impact 

Hydrology and Water 
Quality 

Less Impact  Similar Impact  Similar Impact  Similar Impact  Similar Impact 

Noise  Less Impact  Less Impact  Less Impact  Less Impact  Less Impact 

Utilities and Service 
Systems 

Less Impact  Similar Impact  Less Impact  Similar Impact  Similar Impact 

Less than Significant Impacts 

Aesthetics  Less Impact  Similar Impact  Similar Impact  Similar Impact  Similar Impact 

Greenhouse Gas Emissions  Less Impact  Less Impact  Less Impact  Less Impact  Less Impact 

Land Use and Planning  Less Impact  Similar Impact  Similar Impact  Similar Impact  Similar Impact 

Public Services  Less Impact  Similar Impact  Similar Impact  Similar Impact  Similar Impact 

Urban Decay  Less Impact  Less Impact  Similar Impact  More  Impact  More Impact 

Source: FirstCarbon Solutions, 2015. 

 

CEQA Guidelines Section 15126(e)(2) requires an EIR to identify an environmentally superior 

alternative.  If the No Project Alternative is the environmentally superior alternative, the EIR must 

also identify an environmentally superior alternative from among the other alternatives.  Note that 

CEQA Guidelines Section 15126(e)(3)(B) defines the “No Project Alternative” as the circumstance in 

which the project site remains in its existing state. 
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The No Project Alternative is the environmentally superior alternative, as no changes would occur to 

the existing condition and characteristics of the project site, thereby avoiding the creation of any 

potentially new adverse environmental impacts.  Because the No Project Alternative is 

environmentally superior, the EIR must also identify another environmentally superior alternative 

among the remaining alternatives. 

Table 5‐12 indicates that the Mixed‐Use Center Alternative achieves findings of “Similar Impact” in 

six topical areas and “Less Impact” in five areas, including noise, air quality, greenhouse gas 

emissions and urban decay (as this alternative adds more retail sales to the trade area), relative to 

the proposed project.  This alternative also has “Less Impact” with respect to transportation/traffic.  

Due to the reduction in daily trip totals and the PM peak‐hour trips, this alternative would avoid the 

significant and unavoidable impacts related to transportation from the proposed project. 

The Existing Store Expansion Alternative results in findings of “Similar Impact” in six topical areas and 

“less Impact” in five areas: air quality, noise, utilities and greenhouse gas emissions.  This alternative 

also has “Less Impact” with respect to transportation/traffic.  Due to the reduction in daily trip totals 

and the PM peak‐hour trips, this alternative would avoid the significant and unavoidable impacts 

related to transportation from the proposed project. 

The Demolition/Rebuild Alternative and the Neighborhood Center Reuse Alternative result in 

findings of “Similar Impact” in seven topical areas and “Less Impact” in three areas: air quality, noise, 

and greenhouse gas emissions.  Both Alternatives achieved a finding of “More Impact” with respect 

to Urban Decay insofar as these alternatives both add more retail sales to the trade area relative to 

the project.  These Alternatives do not avoid the significant and unavoidable impact related to 

transportation from the proposed project.  As such, the Demolition/Rebuild Alternative and the 

Neighborhood Center Reuse Alternative are eliminated from consideration as the environmentally 

superior alternative. 

The Mixed Use Center Alternative would meet project Objective Nos. 3, 4, 5, 8 and 9, but would not 

meet Objectives Nos. 1, 2, 6 and 7.  The Existing Store Expansion Alternative would meet project 

Objective Nos. 1, 3, 4 and 5 but would not meet project Objective Nos. 6, 7, 8 or 9.  Because the 

Mixed Use Center Alternative would meet more project objectives than the Existing Store 

Alternative, the Mixed Use Center Alternative the Environmentally Superior Alternative. 

5.9 ‐ Alternatives Rejected From Further Consideration 

The following alternatives were initially considered but rejected from further consideration for the 

reasons described below. 

5.9.1 ‐ Alternative Location 

CEQA Guidelines Section 15126.6(f)(2) sets forth considerations to be used in evaluating an 

alternative location.  The section states that the “key question” is whether any of the significant 

effects of the project would be avoided or substantially lessened by relocating the project.  The CEQA 

Guidelines identify the following factors that may be taken into account when addressing the 

feasibility of an alternative location: 
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  1)  Site suitability 

  2)  Economic viability 

  3)  Availability of infrastructure 

  4)  General Plan consistency 

  5)  Other plans or regulatory limitations 

  6)  Jurisdictional boundaries 

  7)  Whether the project applicant can reasonably acquire, control, or otherwise have access to 

the alternative site. 

 

The CEQA Guidelines establish that only locations that can avoid or substantially lessen the proposed 

project’s significant impacts should be considered. 

Developing the proposed project at an alternative location would advance few of the project 

objectives; it also would not avoid or substantially lessen any of the proposed project impacts for the 

following reasons: 

 Location: Generally, a suitable location for a regional commercial use such as a Walmart store 

requires a site located in a commercial area with convenient freeway access.  The proposed 

project would relocate the existing Walmart store to 4080 W. Shaw Avenue, which is 1.3 miles 

from the State Route 99/Shaw Avenue interchange.  The commercial uses in the project 

vicinity contain a number of businesses that are complementary to Walmart (fast food, 

banking, automotive, etc.), thereby creating a retail destination for customers.  The relocated 

Walmart store is also readily accessible from nearby residential and light industrial areas; 

therefore, benefits from the patronage of persons residing and working in the project vicinity.  

Few if any alternative locations in the market area possess superior attributes relative to the 

project site.  The nearest location that could accommodate the project size would be 2 miles 

northwest of the project site between Golden State Boulevard and State Route 99, south of 

the proposed El Paseo Regional Commercial Center.  It is uncertain if the project applicant 

would be able to obtain control of a suitable parcel of land in this location given that the El 

Paseo project includes the development of competing businesses.  Furthermore, the 

alternative location would require ground up construction and would contribute to roadway 

traffic that will already be impacted by the El Paseo project. 
 

 Adequacy of Relocated Store Location: The proposed project site was a 104,230‐square‐foot 
discount store and later was expanded to a freestanding discount superstore with an 81,057‐

square‐foot grocery component.  As such, the proposed project location has supported a 

similar land use in the past.  The proposed project location has adequate roadway access, 

parking, and utilities.  The proposed project uses comply with City of Fresno General Plan and 

zoning requirements.  The General Plan land use designation of Regional Mixed‐Use 

specifically contemplates large‐format or “big box” retail.  Because of the presence of other 

existing or proposed Walmart stores in the Fresno/Clovis area, suitable alternative sites are 

limited by the potential for encroachment on another store’s Trade Area.  As such, the project 

site is both adequate and appropriate for use as a Walmart store. 
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 Urban Infrastructure: The site is currently served by urban infrastructure, including potable 
water, wastewater, storm drainage, electricity, natural gas, and telecommunications.  The 

proposed project location was designed to serve the proposed land use and all existing utility 

connections have sufficient capacity to accommodate the proposed project.  Connections to 

these utility systems are necessary for a commercial project of this size and are expensive to 

extend to a site not served by urban infrastructure.  In addition, substantial roadway 

improvements would likely be necessary in order to support the traffic volumes associated 

with a Walmart store. 

 

For these reasons, evaluating an alternative location was rejected from further consideration. 

5.9.2 ‐ Existing Store Expansion to Project Square Footage Alternative 

The Existing Store Expansion to Project Square Footage Alternative would expand the existing 

Walmart Store No. 1815 from 126,783 square feet to 193,361 square feet of interior space as 

contemplated by the proposed project.  This alternative would involve a total expansion of 66,578 

square feet.  The existing Walmart Store No. 1815 occupies a 12.55‐acre parcel within the retail 

center; the expansion would result in the elimination of existing parking spaces and landscaping 

within the existing Walmart site, such that this alternative would not be in compliance with 

Municipal Code standards or require the provision of off‐street parking on an adjacent parcel. 

This alternative was rejected because it would not avoid the significant unavoidable impacts to 

transportation, nor would it lessen the severity of the project’s potentially significant impacts.  This 

alternative would also have greater construction‐related air quality, noise and greenhouse gas 

impacts, since more land disturbance and intensive construction would occur.  Therefore, this 

alternative was rejected from further consideration. 

5.9.3 ‐ Office/Retail Alternative 

The Office/Retail Alternative would consist of developing a 190,000‐square‐foot office and retail 

center on the proposed project site.  The existing Walmart Store No. 1815 would continue to operate 

at its current location under this alternative.  This alternative would most likely involve the 

demolition of the existing vacant building and construction of new office and retail uses.  Retail uses 

(90,000 square feet) would be located in freestanding structures and single‐story, multi‐tenant 

buildings along the N. Brawley Avenue frontage, with office uses (100,000 square feet) located in a 

two‐story structure set against the W. San Jose Avenue frontage.  Parking would be located in the 

center of the site. 

This alternative was rejected from further consideration because, the City of Fresno determined that 

the City currently experiences significant vacancies for office space and this alternative would 

contribute to the vacancies.  This alternative also would not meet the fundamental objectives of the 

proposed project.  For these reasons, this alternative was rejected from further consideration. 
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SECTION 6: OTHER CEQA CONSIDERATIONS 

6.1 ‐ Significant Unavoidable Impacts 

CEQA Guidelines Section 15126.2(a)(b) requires an EIR to identify and focus on the significant 

environmental effects of the proposed project, including effects that cannot be avoided if the 

proposed project were implemented. 

This section describes significant impacts, including those that can be mitigated but not reduced to a 

level of less than significant.  Where there are impacts that cannot be alleviated without imposing a 

project alternative, their implications, and the reason why the project is being proposed, 

notwithstanding their effect, is described.  The proposed project would result in the following 

significant unavoidable impacts: 

 Transportation—Near‐Term Plus Project Traffic:  

‐ Intersection of Shaw and Brawley Avenues: The project would cause the calculated 95th‐
percentile queue length to exceed the storage capacity by more than 25 feet during the 

Saturday peak hour, resulting in a significant impact.  Due to existing intersection lane 

configurations, improvements are not feasible at this location and as a result, the project’s 

impact would remain significant unavoidable. 
 

 Transportation—2035 With‐Project Traffic: 

‐ Intersection of Brawley Avenue and Site Access: The project would cause a substandard LOS 
E in the on‐site eastbound‐to‐southbound right‐turn lane exiting the site during the 

Saturday peak hour.  The City does not consider improvements feasible at this location.  

Implementation of the Project’s Trip Reduction Strategies through Mitigation Measure 

TRANS‐2b will encourage employee use of alternative transportation methods and 

potentially reduce vehicle trips at this and other project area intersections, but the impact 

would remain significant and unavoidable.  

‐ Intersection of Shaw and Brawley Avenues: Project‐related vehicle trips would add more 

than 5.0 seconds of delay in the weekday PM peak hour (12.7 seconds added) and during 

the Saturday peak hour (24.6 seconds added) leading to substandard LOS E during the 

weekday PM and Saturday peak hours.  The proposed project would also increase the 

calculated 95th‐percentile queue lengths by more than 25 feet in the eastbound left‐turn 

lanes; the westbound right‐turn lane; the northbound left‐turn lane; the southbound left‐

turn lane; and in the southbound right‐turn lane.  Due to the physical constraints and 

operational considerations as a whole, physical mitigation to reduce these impacts is 

infeasible.  Mitigation Measure TRANS‐2b will be implemented to help reduce project‐

related vehicle trips through the promotion of trip reduction strategies, including alternative 

transportation methods, but the impact would remain significant and unavoidable. 

‐ Roadway Segment of Figarden Drive between Bullard and Gates Avenues: Project‐related 

vehicle trips would cause the cumulative LOS to drop from D to E during the PM peak hour.  

Figarden Drive has been constructed to the maximum lane configuration designated in the 
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Fresno General Plan Update, and further improvements are not feasible at this location.  As 

a result, the project’s impact would remain significant and unavoidable. 

 

6.2 ‐ Growth‐Inducing Impacts 

There are two types of growth‐inducing impacts that a project may have: direct and indirect.  To 

assess the potential for growth‐inducing impacts, the project’s characteristics that may encourage 

and facilitate activities that individually or cumulatively may affect the environment must be 

evaluated (CEQA Guidelines Section 15126.2(d)). 

Direct growth‐inducing impacts occur when the development of a project imposes new burdens on a 

community by directly inducing population growth, or by leading to the construction of additional 

developments in the same area.  Also included in this category are projects that remove physical 

obstacles to population growth (such as a new road into an undeveloped area or a wastewater 

treatment plant with excess capacity that could allow additional development in the service area).  

Construction of these types of infrastructure projects cannot be considered isolated from the 

development they facilitate and serve.  Projects that physically remove obstacles to growth, or projects 

that indirectly induce growth may provide a catalyst for future unrelated development in an area such as 

a new residential community that requires additional commercial uses to support residents. 

The project site contains an existing vacant building and associated parking that once served as a 

similar land use as what is proposed by the project.  The proposed project does not contain any 

residential uses and, therefore, would not directly induce population growth through the provision 

of new dwelling units. 

Walmart Store No. 1815 currently employs 325 associates.  Walmart officials indicate that the existing 

employees would be transferred to the new store location and an additional 85 associate positions 

would be created.  In total, 410 associates would be employed at the new store location.  The new 

employment opportunities created by the proposed project would be primarily entry‐level, both full‐

time and part‐time.  The California Department of Employment indicates that, as of July 2013, there 

were 56,000 unemployed persons in Fresno County and 27,600 unemployed persons in the City of 

Fresno.  Given the nature of the job opportunities and the availability of labor, it would be expected that 

the new employment opportunities could be readily filled from the local labor force.  For these reasons, 

the project would not induce substantial population growth.  No impacts would occur. 

Finally, the project site is currently served with urban infrastructure (potable water, sewer, storm 

drainage, electricity, natural gas, telecommunications, etc.) and is surrounded on four sides by 

existing urban development.  Therefore, development of the proposed project would not constitute 

the removal of a barrier to growth. 

In summary, the proposed project would not result in substantial direct or indirect growth inducement. 
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6.3 ‐ Energy Conservation 

Public Resources Code Section 21100(b)(3) and CEQA Guidelines Section 15126.4 require EIRs to 

describe, where relevant, the wasteful, inefficient, and unnecessary consumption of energy caused 

by a project.  In 1975, largely in response to the oil crisis of the 1970s, the State Legislature adopted 

Assembly Bill (AB) 1575, which created the California Energy Commission (CEC).  The statutory 

mission of the CEC is to forecast future energy needs, license thermal power plants of 50 megawatts 

or larger, develop energy technologies and renewable energy resources, plan for and direct State 

responses to energy emergencies, and—perhaps most importantly—promote energy efficiency 

through the adoption and enforcement of appliance and building energy efficiency standards.  AB 

1575 also amended Public Resources Code Section 21100(b)(3) to require EIRs to consider the 

wasteful, inefficient, and unnecessary consumption of energy caused by a project.  Thereafter, the 

State Resources Agency created Appendix F of the CEQA Guidelines.  Appendix F is an advisory 

document that assists EIR preparers in determining whether a project will result in the inefficient, 

wasteful, and unnecessary consumption of energy.  For the reasons set forth below, this EIR 

concludes that the proposed project will not result in the wasteful, inefficient, and unnecessary 

consumption of energy, will not cause the need for additional natural gas or electrical energy‐

producing facilities, and, therefore, will not create a significant impact on energy resources. 

6.3.1 ‐ Regulatory Setting 

Federal and state agencies regulate energy use and consumption through various means and 

programs.  At the federal level, the United States Department of Transportation, the United States 

Department of Energy, and the United States Environmental Protection Agency are three federal 

agencies with substantial influence over energy policies and programs.  Generally, federal agencies 

influence and regulate transportation energy consumption through establishment and enforcement 

of fuel economy standards for automobiles and light trucks, through funding of energy‐related 

research and development projects, and through funding for transportation infrastructure 

improvements.  At the State level, the California Public Utilities Commission (CPUC) and the CEC are 

two agencies with authority over different aspects of energy.  The CPUC regulates privately owned 

utilities in the energy, rail, telecommunications, and water fields.  The CEC collects and analyzes 

energy‐related data, prepares statewide energy policy recommendations and plans, promotes and 

funds energy efficiency programs, and adopts and enforces appliance and building energy efficiency 

standards.  California is exempt under federal law from setting State fuel economy standards for new 

on‐road motor vehicles.  Some of the more relevant federal and State energy‐related laws and plans 

are discussed below. 

Federal Energy Policy and Conservation Act 

The Federal Energy Policy and Conservation Act of 1975 sought to ensure that all vehicles sold in the 

U.S. would meet certain fuel economy goals.  Through this Act, Congress established the first fuel 

economy standards for on‐road motor vehicles in the U.S.  Pursuant to the Act, the National Highway 

Traffic and Safety Administration, which is part of the United States Department of Transportation, is 

responsible for establishing additional vehicle standards and for revising existing standards.  Since 

1990, the fuel economy standard for new passenger cars has been 27.5 miles per gallon.  Since 1996, 

the fuel economy standard for new light trucks (gross vehicle weight of 8,500 pounds or less) has 
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been 20.7 miles per gallon.  Heavy‐duty vehicles (i.e., vehicles and trucks over 8,500 pounds gross 

vehicle weight) are not currently subject to fuel economy standards.  Compliance with federal fuel 

economy standards is not determined for each individual vehicle model; rather, compliance is 

determined on the basis of each manufacturer’s average fuel economy for the portion of their 

vehicles produced for sale in the United States.  The Corporate Average Fuel Economy (CAFE) 

program, which is administered by United States Environmental Protection Agency, was created to 

determine vehicle manufacturers’ compliance with the fuel economy standards.  The United States 

Environmental Protection Agency calculates a CAFE value for each manufacturer, based on city and 

highway fuel economy test results and vehicle sales.  On the basis of the information generated 

under the CAFE program, the United States Department of Transportation is authorized to assess 

penalties for noncompliance.  In the course of its over 30‐year history, this regulatory program has 

resulted in vastly improved fuel economy throughout the nation’s vehicle fleet.   

Intermodal Surface Transportation Efficiency Act of 1991 (ISTEA) 

The Intermodal Surface Transportation Efficiency Act of 1991 (ISTEA) promoted the development of 

inter‐modal transportation systems to maximize mobility as well as address national and local 

interests in air quality and energy.  ISTEA contained factors that Metropolitan Planning Organizations 

(MPOs) such as ABAG were required to address in developing transportation plans and programs, 

including some energy‐related factors.  To meet the new ISTEA requirements, MPOs adopted explicit 

policies defining the social, economic, energy, and environmental values that were to guide 

transportation decisions in that metropolitan area.  The planning process for specific projects would 

then address these policies.  Another requirement was to consider the consistency of transportation 

planning with federal, State, and local energy goals.  Through this requirement, energy consumption 

was expected to become a decision criterion, along with cost and other values that determine the 

best transportation solution. 

The Transportation Equity Act for the 21st Century (TEA‐21) 

The Transportation Equity Act for the 21st Century (TEA‐21) was signed into law in 1998 and builds 

upon the initiatives established in the ISTEA legislation discussed above.  TEA‐21 authorizes highway, 

highway safety, transit, and other efficient surface transportation programs.  TEA‐21 continues the 

program structure established for highways and transit under ISTEA, such as flexibility in the use of 

funds, emphasis on measures to improve the environment, and focus on a strong planning process 

as the foundation of good transportation decisions.  TEA‐21 also provides for investment in research 

and its application to maximize the performance of the transportation system through, for example, 

deployment of Intelligent Transportation Systems, to help improve operations and management of 

transportation systems and vehicle safety. 

State of California Energy Plan 

The CEC is responsible for preparing the State Energy Plan, which identifies emerging trends related 

to energy supply, demand, conservation, public health and safety, and the maintenance of a healthy 

economy.  The plan calls for the State to assist in the transformation of the transportation system to 

improve air quality, reduce congestion, and increase the efficient use of fuel supplies with the least 

environmental and energy costs.  To further this policy, the plan identifies a number of strategies, 
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including providing assistance to public agencies and fleet operators, encouraging urban designs that 

reduce vehicle miles traveled, and accommodating pedestrian and bicycle access. 

Title 24, Energy Efficiency Standards 

Title 24, which was promulgated by the CEC in 1978 in response to a legislative mandate to create 

uniform building codes to reduce California’s energy consumption, provides energy efficiency standards 

for residential and nonresidential buildings.  According to the CEC, since the energy efficiency standards 

went into effect in 1978, it is estimated that California residential and nonresidential consumers have 

reduced their utility bills by at least $15.8 billion.  The CEC further estimates that by 2011, residential 

and nonresidential consumers will save an additional $43 billon in energy costs. 

In 2013, the CEC adopted new energy efficiency standards.  All projects that apply for a building 

permit on or after January 2014 must adhere to the new 2013 standards.  A copy of the 2013 Energy 

Efficiency Standards may be reviewed online at 

http://www.energy.ca.gov/title24/2013standards/index.html.  The 2013 Energy Efficiency Standards 

may also be reviewed at the Energy Efficiency Division, California Energy Commission, 1516 Ninth 

Street, MS‐29, Sacramento, CA 95814‐5512. 

Because the adoption of Title 24 post‐dates the adoption of AB 1575, it has generally been the 

presumption throughout the State that compliance with Title 24 (as well as compliance with the 

federal and State regulations discussed above) ensures that projects will not result in the inefficient, 

wasteful, and unnecessary consumption of energy.  As is the case with other uniform building codes, 

Title 24 is designed to provide certainty and uniformity throughout the State while ensuring that the 

efficient and non‐wasteful consumption of energy is carried out through design features.  Large 

infrastructure transportation projects that cannot adhere to Title 24 design‐build performance 

standards may, depending on the circumstances, undertake a more involved assessment of energy 

conservation measures in accordance with some of the factors set forth in Appendix F of the CEQA 

Guidelines.  As an example, pursuant to the California Department of Transportation CEQA 

implementation procedures and FHWA Technical Advisory 6640.8A, a detailed energy study is 

generally only required for large‐scale infrastructure projects.  However, for the vast majority of 

residential and nonresidential projects, adherence to Title 24 is deemed necessary to ensure that no 

significant impacts occur from the inefficient, wasteful, and unnecessary consumption of energy.  As 

a further example, the adoption of federal vehicle fuel standards, which have been continually 

improved since their original adoption in 1975, have also protected against the inefficient, wasteful, 

and unnecessary use of energy. 

6.3.2 ‐ Energy Requirements of the Proposed Project 

Short‐term construction and long‐term operational energy consumption are discussed below. 

Short‐Term Construction 

The EPA regulates non‐road diesel engines.  The EPA has no formal fuel economy standards for non‐

road (e.g., construction) diesel engines but does regulate diesel emissions, which indirectly affects 

fuel economy.  In 1994, the EPA adopted the first set of emissions standards (Tier 1) for all new non‐

road diesel engines greater than 37 kilowatts (kW) (50 horsepower [hp]).  The Tier 1 standards were 
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phased in for different engine sizes between 1996 and 2000, reducing nitrogen oxide (NOx) emissions 

from these engines by 30 percent.  The EPA has since adopted more stringent emission standards for 

NOx, hydrocarbons, and particulate matter from new, non‐road diesel engines.  This program 

includes the first set of standards for non‐road diesel engines less than 37 kW.  It also phased in more 

stringent Tier 2 emission standards from 2001 to 2006 for all engine sizes and added more stringent 

Tier 3 standards for engines between 37 and 560 kW (50 and 750 hp) from 2006 to 2008.  These 

standards reduced non‐road diesel engine emissions by 60 percent for NOx and 40 percent for 

particulate matter (PM) from Tier 1 emission levels.  In 2004, the EPA issued the Clean Air Non‐road 

Diesel Rule.  This rule, which took effect in 2008 and will be fully phased in by 2014, will cut 

emissions from non‐road diesel engines by more than 90 percent.  These emission standards are 

intended to promote advanced clean technologies for non‐road diesel engines that improve fuel 

combustion, but they also result in slight decreases in fuel economy. 

The proposed project is anticipated to break ground as early as fall of 2015 and is to be completed in 

approximately 10 months.  Table 6‐1 provides estimates of the project project’s construction fuel 

consumption. 

Table 6‐1: Construction Fuel Consumption 

Phase  Fuel Consumption (gallons) 

Demolition  27,296 

Grading  86,031 

Building  152,091 

Paving  12,113 

Architectural Coating  3,442 

Total  280,974 

Source: FirstCarbon Solutions, 2013. 

 

As shown in Table 6‐1, construction activities associated would be estimated to consume 280,974 

gallons of diesel or gasoline.  There are no unusual project characteristics that would necessitate the 

use of construction equipment that would be less energy‐efficient than at comparable construction 

sites in other parts of the State.  Therefore, it is expected that construction fuel consumption 

associated with the proposed project would not be any more inefficient, wasteful, or unnecessary 

than at other construction sites in the region. 

Long‐Term Operations 

Transportation Energy Demand 

Vehicle fuel efficiency is regulated at the federal level.  Pursuant to the Federal Energy Policy and 

Conservation Act of 1975, the National Highway Traffic and Safety Administration is responsible for 

establishing additional vehicle standards and for revising existing standards. 
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As of Model Year 2010, the fuel economy standard for new passenger cars is 27.5 miles per gallon 

and the fuel economy standard for new light trucks (gross vehicle weight of 8,500 pounds or less) is 

23.5 miles per gallon.  Heavy‐duty vehicles (vehicles and trucks over 8,500 pounds gross vehicle 

weight) are not currently subject to fuel economy standards.  Compliance with federal fuel economy 

standards is not determined for each individual vehicle model; rather, compliance is determined by 

each manufacturer’s average fuel economy for the portion of its vehicles produced for sale in the 

United States. 

Table 6‐2 provides an estimate of the daily fuel consumed by vehicles traveling to and from the 

proposed project.  These estimates were derived using the same assumptions used in the 

operational air quality analysis in Section 3.2, Air Quality. 

Table 6‐2: Daily Vehicle Fuel Consumption  

Vehicle Type 
Percent of Vehicle 

Trips 
Daily Vehicle Miles 

Traveled 

Average Fuel 
Economy 

(miles/gallon) 

Total Daily Fuel 
Consumption 
(gallons) 

For Customers 

Passenger cars  95.7  9,391.06  27.5  341.5 

Light trucks  2.8  274.76  23.5  11.7 

Other  0.7  68.7  6.1  11.3 

Motorcycles  0.8  78.5  50.0  1.6 

Subtotal  100.0  9,813.02  —  366.1 

For Vendors 

Medium Heavy 
Duty Trucks 

100  400  6.1  65.6 

Subtotal  100.0  400  —  65.6 

For Semi Trucks 

Heavy‐Heavy 
Duty Trucks 

100  1,800  6.1  295.1 

Subtotal  100.0  1,800  —  295.1 

Grand Total  726.8 

Notes: 
Daily trips and vehicle miles traveled provided by CalEEMod (Appendix B). 
Average fuel economy is provided by United States Department of Transportation, Bureau of Transportation Statistics 
and reflects fuel economy of overall fleet, not just new vehicles. 
“Other” consists of buses and motor homes. 
Source: FirstCarbon Solutions, 2015 

 

As shown in Table 6‐2, daily vehicular fuel consumption is estimated to be 726.8 gallons of both gasoline 

and diesel.  Current Walmart Store No. 1815 shoppers would be expected to continue shopping at the 
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relocated store site given that it would be located on the opposite side of N. Brawley Avenue.  Thus, no 

significant change in trip length or fuel consumption would be expected for these individuals. 

Because the relocated store would be larger than the existing store, it would be well positioned to 

serve new customers, particularly those who regularly travel on W. Shaw Avenue to and from work 

or other retail outlets.  To the extent that these individuals would otherwise travel on W. Shaw 

Avenue and happen to divert into the project site, this would not represent a significant increase in 

trip length or fuel consumption. 

The relocated Walmart store is also expected to yield “cross‐shopping” trip reduction benefits, which 

occur when customers combine multiple trips to different stores into a single trip to a superstore.  

This phenomenon is reflected in trip generation rates published by the Institute of Transportation 

Engineers in Trip Generation, 8th Edition. 

For these reasons, it would be expected that vehicular fuel consumption associated with the 

proposed project would not be any more inefficient, wasteful, or unnecessary than for any other 

similar land use activities in the region. 

Building Energy Demand 

The proposed project is estimated to demand 4.10 million kilowatt‐hours of electricity on an annual 

basis and 11.27 million cubic feet of natural gas on an annual basis.  Pacific Gas & Electric Company 

provided written confirmation indicating that adequate electricity and natural gas supplies and 

transmission capacity exist to serve the expanded store; refer to Appendix G.  Refer to Impact US‐8 in 

Section 3.11, Utilities for further discussion. 

As explained in Section 2, Project Description, the proposed project would incorporate a variety of 

sustainability features that would reduce its demand for energy: 

 Occupancy Sensors: The store would include occupancy sensors in most non‐sales areas, such 

as restrooms, break rooms, and offices.  These sensors detect activity in a room and 

automatically turn off the lights when the space is unoccupied. 
 

 Interior Lighting: All lighting in the store would utilize T‐8 fluorescent lamps and electronic 

ballasts, which are anticipated to result in an approximately 15 to 20 percent reduction in 

energy load. 
 

 Light Emitting Diode (LED) Signage Illumination: All internally illuminated exterior building 

signage and many refrigerated food cases would use LED lighting.  This application of LED 

technology is over 70 percent more energy‐efficient than fluorescent illumination.  Using LEDs 

has significant benefits, including a substantial reduction in the need to manufacture and 

dispose of fluorescent lamps; they contain no mercury or lead; and they are approximately 52 

percent more energy‐efficient than fluorescent lights.  Use of LEDs is projected to yield an 

energy savings of 59,000 kilowatt‐hours/year, which is equivalent to the average annual 

electrical consumption of five single‐family residences.  
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 Central Energy Management: The store will be equipped with an energy management system 

that would be monitored and controlled from corporate headquarters in Bentonville, 

Arkansas.  The system enables Walmart to monitor energy usage; analyze refrigeration 

temperatures; observe HVAC and lighting performance; and adjust lighting, temperature, 

and/or refrigeration set points 24 hours per day, 7 days per week. 
 

 Energy Efficient HVAC Units: The store would utilize one of the industry’s most efficient HVAC 

units available. 
 

 Dehumidification: The store would include a dehumidifying system that allows Walmart to 

operate the store at a higher temperature, use less energy, and operate the refrigeration 

system more efficiently. 
 

 White Roof: The existing building currently utilizes a dark‐colored roof.  The proposed project 

would replace the existing roof with a white membrane roof.  The white membrane roof’s 

higher reflectivity helps reduce building energy consumption and reduces the heat island 

effect, as compared to buildings utilizing darker roofing colors. 
 

 Water Heating: The store would capture waste heat from the on‐site refrigeration equipment 

to supply much of the hot water needs for the store. 

 

For these reasons, it would be expected that building energy consumption associated with the 

proposed project would not be any more inefficient, wasteful, or unnecessary than for any other 

similar buildings in the region. 
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SECTION 7: EFFECTS FOUND NOT TO BE SIGNIFICANT 

This section is based on the Notice of Preparation (NOP), dated April 5, 2013, and contained in 

Appendix A of this Environmental Impact Report (EIR).  The NOP was prepared to identify the 

potentially significant effects of the proposed projects and was circulated for public review between 

April 5, 2013 and May 6, 2013.  In the course of this evaluation, certain impacts were found to be 

less than significant because the proposed project’s characteristics would not create such impacts.  

This section provides a brief description of effects found not to be significant or less than significant, 

based on the NOP comments or more detailed analysis conducted as part of the EIR preparation 

process.  Note that a number of impacts that are found to be less than significant are addressed in 

the various EIR topical sections (Sections 3.1 through 3.11) to provide more comprehensive 

discussion of why impacts are less than significant, in order to better inform decision makers and the 

general public. 

7.1 ‐ Aesthetics 

7.1.1 ‐ Scenic Vistas 

The proposed project site contains an existing 193,361‐square‐foot vacant commercial building, 

associated parking, pedestrian, and landscaped areas located at the southwest corner of N. Brawley 

Avenue and W. San Jose Avenue.  The project site is located in an urban area and is surrounded by 

development on four sides.  The project site does not contain any features typically associated with a 

scenic vista (peak, ridgeline, overlook, etc.).  This condition precludes the possibility of adverse 

impacts to a scenic vista.  No impacts would occur. 

7.1.2 ‐ State Scenic Highways 

The nearest state highway to the project site is State Route 99 (SR‐99), located approximately 1 mile 

to the west.  SR‐99 within Fresno County is neither an officially designated state scenic highway nor 

eligible for such a designation.  Therefore, the proposed project would not adversely affect views 

from a state scenic highway.  No impact would occur. 

7.2 ‐ Agriculture and Forest Resources 

7.2.1 ‐ Important Farmland 

The project site is mapped as “Urban and Built‐Up Land” by the California Department of 

Conservation Farmland Mapping and Monitoring Program.  Therefore, the development of the 

proposed project would not result in the conversion of Important Farmland to non‐agricultural use.  

No impacts would occur. 

7.2.2 ‐ Williamson Act Contracts or Agricultural Zoning 

The project site does not contain any active agricultural land and, therefore, is not encumbered by a 

Williamson Act contract.  The project site is zoned (C‐M) Commercial and Light Manufacturing) and 

CZ (Conditions of Zoning) (C‐6) by the Fresno Zoning Ordinance, which is a non‐agricultural zoning 
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designation.  These conditions preclude the possibility of the proposed project conflicting with an 

active Williamson Act contract or an agricultural zoning designation.  No impacts would occur. 

7.2.3 ‐ Forest Land 

The project site does not contain any active forestland or support trees that may be commercially 

harvested.  No impacts would occur.  

7.2.4 ‐ Forest Land Zoning 

The project site is zoned (C‐M) Commercial and Light Manufacturing) and CZ (Conditions of Zoning) 

(C‐6) by the Fresno Zoning Ordinance, which is a non‐agricultural zoning designation.  This condition 

precludes the possibility of the proposed project conflicting with existing forest land zoning.  No 

impact would occur.  

7.2.5 ‐ Pressures to Convert Farmland to Non‐Agricultural Use 

The project site is surrounded by urban, built‐up land uses.  None of these surrounding uses contain 

active farmland or are mapped as Important Farmland by the Farmland Mapping and Monitoring 

Program.  This condition precludes the possibility of the development of the proposed project 

creating pressures to convert surrounding farmland to non‐agricultural use.  No impacts would occur. 

7.3 ‐ Biological Resources 

7.3.1 ‐ Candidate, Sensitive, or Special‐Status Species 

The project site is in an urban, built‐up condition, with ornamental landscaping consisting of 

ornamental trees, shrubs, and turf provided throughout the parking area and along roadway 

frontages.  Wildlife species that likely occur in the project vicinity are those adapted to urban 

environments (squirrels, skunks, possums, etc.) and which are not classified as candidate, sensitive, 

or special‐status species.  This condition precludes the possibility of the project causing adverse 

impacts to such species.  No impacts would occur.  

7.3.2 ‐ Riparian Habitat or Other Sensitive Natural Community 

The project site is in an urban, built‐up condition, with ornamental landscaping consisting of 

ornamental trees, shrubs, and turf provided throughout the parking area and along roadway 

frontages.  No riparian habitat or other natural communities are within the project area.  No riparian 

habitat or sensitive natural communities occur within the project site boundaries.  This condition 

precludes the possibility of the project causing adverse impacts to such communities.  No impacts 

would occur.  

7.3.3 ‐ Federally Protected Wetlands 

The project site is in an urban, built‐up condition, with ornamental landscaping consisting of 

ornamental trees, shrubs, and turf provided throughout the parking area and along roadway 

frontages.  No wetlands or jurisdictional features are located within the project site.  This condition 
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precludes the possibility of the project causing adverse impacts to wetland or jurisdictional features.  

No impacts would occur. 

7.3.4 ‐ Native Resident or Migratory Fish or Wildlife Species 

The project site is in an urban, built‐up condition, with ornamental landscaping consisting of 

ornamental trees, shrubs, and turf provided throughout the parking area and along roadway 

frontages.  No wildlife or fish movement features are present on the project site (e.g., waterways, 

arroyos, ridgelines), nor are any wildlife nursery sites present.  This condition precludes the 

possibility of the project causing adverse impacts to wildlife or fish movement or nursery sites.  No 

impacts would occur. 

7.3.5 ‐ Habitat, Natural Community, or Other Conservation Plan 

The project site is not within the boundaries of a habitat conservation plan or natural community 

conservation plan.  This condition precludes the possibility of the proposed project conflicting with 

the provisions of such a plan.  No impacts would occur. 

7.4 ‐ Cultural Resources 

During the preparation of the NOP, cultural resources impacts were found to be less than significant 

because the proposed project’s characteristics would not create significant impacts.  A comment 

letter was received from the Dumna Wo‐Wah tribe during the NOP comment period that indicated 

the project area was rich in cultural resources.  A cultural resource records search was prepared for 

the project site and consultation with Native American representatives from the area were initiated.  

The results of the cultural resources records search are included in this EIR as Appendix C and a 

summary of the findings is provided below. 

7.4.1 ‐ Historic Resources 

The project site does not contain any historical resources listed on federal, state, or local registers.  

The proposed project site contains an existing 193,361‐square‐foot vacant commercial building, 

associated parking, pedestrian, and landscaped areas that were developed in the early 1990s.  Given 

the age and character of the existing building, it would not be eligible for listing on a federal, state, 

or local registers.  In addition, the record search results were negative for prehistoric and historic 

resources within a 0.50‐mile radius. 

Because construction of the existing structure involved extensive grading and earthwork activities, 

including removal of native soils and placement of fill material to support the new buildings and 

parking areas, it is considered unlikely that historic resources would be encountered during 

construction activities associated with the proposed project.  Therefore, impacts to historic resources 

would not occur. 

7.4.2 ‐ Archaeological Resources 

The proposed project site contains an existing 193,361‐square‐foot vacant commercial building, 

associated parking, pedestrian, and landscaped areas that were developed in the early 1990s.  
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Because construction of the existing vacant structure involved extensive grading and earthwork 

activities, including removal of native soils and placement of fill material to support the new 

buildings and parking areas, it would not contain archaeological resources.  Accordingly, the 

development of the proposed project would result in disturbance only to fill layers, which do not 

have the potential to contain archaeological resources.  No impacts would occur. 

7.4.3 ‐ Paleontological Resources 

The proposed project site contains an existing 193,361‐square‐foot vacant commercial building, 

associated parking, pedestrian, and landscaped areas that were developed in the early 1990s.  

Because construction of the existing structure involved extensive grading and earthwork activities, 

including removal of native soils and placement of fill material to support the new buildings and 

parking areas, it would not contain paleontological resources.  Accordingly, the development of the 

proposed project would result in disturbance only to fill layers, which do not have the potential to 

contain paleontological resources.  No impacts would occur. 

7.4.4 ‐ Burial Sites 

The proposed project site contains an existing 193,361‐square‐foot vacant commercial building, 

associated parking, pedestrian, and landscaped areas that were developed in the early 1990s.  

Because construction of the existing structure involved extensive grading and earthwork activities, 

including removal of native soils and placement of fill material to support the new buildings and 

parking areas, it would not contain burial sites.  Accordingly, the development of the proposed 

project would result in disturbance only to fill layers, which do not have the potential to contain 

human remains or burial sites.  No impacts would occur. 

7.5 ‐ Geology, and Soils 

7.5.1 ‐ Fault Rupture 

The project site does not contain any active earthquake faults, nor is it located within a designated 

Alquist‐Priolo Earthquake Fault Zone.  This condition precludes the possibility of fault rupture 

occurring within the project site.  No impacts would occur. 

7.5.2 ‐ Strong Ground Shaking 

The nearest major fault to Fresno is the San Andreas Fault, located more than 60 miles to the west.  

Given this distance, as well as the soil characteristics of the project site, only moderate or light 

ground shaking would be expected to occur in the Fresno area during an earthquake on this fault.  

No impacts would occur. 

7.5.3 ‐ Seismic‐Related Ground Failure 

The project site’s soil and groundwater characteristics have a very low susceptibility to liquefaction.  

The project site was previously graded and soil engineered during construction of the existing 

commercial building; therefore, any soil constraints that may have existed on‐site were abated.  No 

impact would occur. 
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7.5.4 ‐ Earthquake‐Induced Landsliding 

There are no significant slopes on or near the project site.  This condition precludes the possibility of 

landslides inundating the project site during a seismic event.  No impact would occur. 

7.5.5 ‐ Erosion Hazards 

The project site consists of flat relief and was previously graded and soil engineered during 

construction of the existing commercial building.  As such, minimal additional grading activity would 

be required, minimizing potential erosion hazards generally associated with site grading.  No impact 

would occur. 

7.5.6 ‐ Unstable Geologic Units or Soils 

The project site is not located on an unstable geologic unit.  Soils within the project site were 

previously graded and soil engineered during construction of the existing commercial building; 

therefore, any unstable soils that may have existed on‐site were abated.  No impacts would occur. 

7.5.7 ‐ Expansive Soils 

The project site was previously graded and soil engineered during construction of the commercial 

building store; therefore, any expansive soils that may have existed on‐site were abated.  As such, 

expansive soils would not be encountered during construction activities associated with the 

proposed project.  No impacts would occur. 

7.5.8 ‐ Septic or Alternative Wastewater Disposal Systems 

The existing commercial building is served by sanitary sewer service provided by the City of Fresno.  

This connection would be maintained and no septic or alternative wastewater disposal systems 

would be installed as part of the proposed project.  No impacts would occur. 

7.6 ‐ Hazards and Hazardous Materials 

7.6.1 ‐ Airports 

The nearest airport to the project site is Sierra Sky Park, which is located 1.9 miles to the north.  The 

project site is not within the Airport Influence Area of Sierra Sky Park.  These characteristics preclude 

the possibility of the proposed project exposing persons residing or working in the project vicinity to 

aviation hazards.  No impacts would occur. 

7.6.2 ‐ Private Airstrips 

There are no private airstrips in the project vicinity.  This condition precludes the possibility of the 

proposed project exposing persons residing or working in the project vicinity to aviation hazards 

associated with private airstrips.  No impacts would occur.  

7.6.3 ‐ Emergency Response or Evacuation Plan 

The proposed project is located in an area where existing emergency response times for fire 

protection, emergency medical services, and police protection meet adopted standards.  The 
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proposed project does not include any characteristics (e.g., permanent road closures) that would 

physically impair or otherwise interfere with emergency response or evacuation in the project 

vicinity.  These conditions preclude the possibility of the proposed project conflicting with an 

emergency response or evacuation plan.  No impacts would occur.  

7.6.4 ‐ Wildland Fires 

The project site is in an urban, built‐up area and is not adjacent to the urban‐wildland interface.  

Therefore, the proposed project would not expose persons or structures to wildland fire hazards.  No 

impacts would occur. 

7.7 ‐ Hydrology and Water Quality 

7.7.1 ‐ 100‐Year Flood Hazards 

The project site is located in Flood Zone X, which is defined as areas outside the 0.2 percent annual 

chance (100‐year) floodplain.  Accordingly, this condition precludes the possibility of the proposed 

project being exposed to 100‐year flood hazards or locating structures within such a flood hazard 

area.  No impacts would occur. 

7.7.2 ‐ Levee or Dam Failure 

Portions of the City of Fresno are located within areas subject to inundation from the failure of Friant 

Dam, Big Dry Creek Dam, and Pineflat Dam.  According to Figure 9‐8 of the Fresno County General 

Plan Background Report, the project site is not located within a dam inundation area.  This precludes 

the possibility of the project site being inundated by floodwaters as a result of levee or dam failure.  

No impacts would occur. 

7.7.3 ‐ Seiches, Tsunamis, or Mudflows 

There are no inland bodies of water near the project site, a condition that precludes the possibility of 

seiche inundation.  The project is more than 100 miles from the Pacific Ocean, a condition that 

precludes the possibility of tsunami inundation.  The project site is not located in a volcanically active 

area or adjacent to steep slopes, a condition that precludes mudflow inundation.  No impacts would 

occur. 

7.8 ‐ Land Use and Planning 

7.8.1 ‐ Division of an Established Community 

The project site contains an existing commercial building, associated parking, and landscaped areas.  

The project site does not contain any residential structures and does not serve as a linkage between 

nearby neighborhoods.  Therefore, the development of the proposed project would not divide an 

established community.  No impacts would occur. 
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7.8.2 ‐ Conservation Plans 

The project site is not within the boundaries of a habitat conservation plan or natural community 

conservation plan.  This condition precludes the possibility of the proposed project conflicting with 

the provisions of such a plan.  No impacts would occur. 

7.9 ‐ Mineral Resources 

7.9.1 ‐ Mineral Resources of Statewide or Local Importance 

There are no current mineral extraction activities on the project site.  The project site is not located 

in a Mineral Resource Zone designated by the State, and the City of Fresno General Plan does not 

identify any locally significant mineral resources near the project site.  Therefore, the development 

of the proposed project would not result in the loss of a mineral resource of statewide or local 

significance.  No impacts would occur. 

7.10 ‐ Noise 

7.10.1 ‐ Aviation Noise 

The project site is 1.9 miles from Sierra Sky Park, the nearest airport to the project site.  This distance 

precludes the possibility of the proposed project exposing persons residing or working in the project 

vicinity to excessive aviation noise.  No impacts would occur. 

7.11 ‐ Population and Housing 

7.11.1 ‐ Growth Inducement 

The project site contains an existing commercial building with associated parking areas.  The 

proposed project does not contain any residential uses and, therefore, would not directly induce 

population growth through the provision of new dwelling units.  The new employment opportunities 

created by the proposed project would be primarily entry‐level, both full‐time and part‐time.  The 

California Department of Employment indicates that, as of January 2013, there were 70,600 

unemployed persons in Fresno County and 34,800 unemployed persons in the City of Fresno.  Given 

the nature of the job opportunities and the availability of labor, it would be expected that the new 

employment opportunities could be readily filled from the local labor force.  For these reasons, the 

project would not induce substantial population growth.  No impacts would occur. 

7.11.2 ‐ Displacement of Persons or Housing 

The project site contains an existing vacant commercial building and associated parking and 

landscaped areas.  There are no dwelling units on the project site.  Therefore, the project would not 

result in the displacement of persons or housing.  No impacts would occur. 



City of Fresno – Northwest Fresno Walmart Project 
Effects Found not to be Significant  Draft EIR 

 

 
7‐8  FirstCarbon Solutions 

H:\Client (PN‐JN)\3168\31680018\EIR\4 ‐ Draft EIR\31680018 Sec07‐00 EFNTBS.docx 

7.12 ‐ Public Services 

7.12.1 ‐ Schools 

The proposed project would not include any residential uses and, therefore, would not result in 

direct population growth.  As discussed previously, the proposed project’s new job opportunities 

would not be expected to result in indirect population growth into the Fresno area from outside 

areas.  Because the proposed project would not cause direct or indirect population growth, no 

school enrollment growth would occur.  Accordingly, no impacts would occur. 

7.12.2 ‐ Parks 

The proposed project would not include any residential uses and, therefore, would not result in 

direct population growth.  As discussed previously, the proposed project’s new job opportunities 

would not be expected to result in indirect population growth into the Fresno area from outside 

areas.  Because the proposed project would not cause direct or indirect population growth, there 

would be no need for new or expanded park facilities.  Accordingly, no impacts would occur. 

7.12.3 ‐ Other Public Facilities 

The proposed project would not include any residential uses and, therefore, would not result in 

direct population growth.  As discussed previously, the proposed project’s new job opportunities 

would not be expected to result in indirect population growth into the Fresno area from outside 

areas.  Because the proposed project would not cause direct or indirect population growth, there 

would be no need for new or expanded libraries or other public facilities.  Accordingly, no impacts 

would occur. 

7.13 ‐ Recreation 

7.13.1 ‐ New or Expanded Recreational Facilities 

The proposed project does not contain any residential uses and would not directly induce population 

growth.  The new employment opportunities created by the proposed store expansion would not 

induce substantial population growth into the Fresno area from outside areas.  Therefore, the project 

would not result in the need for new or expanded recreational facilities.  No impacts would occur. 

7.13.2 ‐ Physical Deterioration of Recreational Facilities 

The proposed project does not contain any residential uses and would not directly induce population 

growth.  The new employment opportunities created by the store expansion would not induce 

substantial population growth into the Fresno area from outside areas.  Therefore, the project would 

not cause physical deterioration of existing recreational facilities from increased usage.  No impacts 

would occur. 
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7.14 ‐ Transportation/Traffic 

7.14.1 ‐ Air Traffic Patterns 

The project site is 1.9 miles from the Sierra Sky Park, the nearest airport to the project site.  This 

precludes the possibility of the proposed project altering air traffic patterns.  No impacts would occur. 
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SECTION 8: PERSONS AND ORGANIZATIONS CONSULTED/LIST OF 
PREPARERS 

8.1 ‐ Persons and Organizations Consulted 

8.1.1 ‐ Lead Agency 

City of Fresno 

Department of Airports 

Senior Engineering Technician ..................................................................................... L. Nathan Sanchez 

Development and Resource Management Department, Development Services Division 

Planning Manager.......................................................................................................... Michael Sanchez 

Supervising Planner ..................................................................................................... Sophia Pagoulatos 

Supervising Planner .................................................................................................. McKencie Contreras 

Fire Department 

Fire Prevention Engineer ................................................................................................... Byron Beagles 

Police Department 

Lieutenant – Northwest District Commander ....................................................................... Jon Papaleo 

Sergeant – Northwest District Supervisor Investigations ................................................... Carl McKnight 

Detective – Northwest District Investigations ............................................................. Dawnielle Serrano 

Public Utilities Department 

Senior Engineering Technician ........................................................................................... Robert A. Diaz 

Supervising Environmental Control Officer .................................................................. Thomas L. Adams 

Billing Systems Specialist ............................................................................................................ Yee Vang 

Management Analyst II ....................................................................................................... Chris Weibert 

Public Works Department, Traffic and Engineering Services Division 

Traffic and Engineer Services Manager ............................................................................ Jill Gormley, TE 

Public Works Department, Street Maintenance Division 
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Transportation Department 
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8.1.2 ‐ Public Agencies 

State Agencies 

California Department of Transportation, District 6 

Office of Transportation and Planning .................................................................................. David Padilla 

Office of Transportation and Planning ................................................................. Jennifer Bryan‐Sanchez 
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California Public Utilities Commission  

Utilities Engineer ............................................................................................................... Marvin Kennix 

Native American Heritage Commission   

Program Analyst ................................................................................................................ Dave Singleton 

Local Agencies 

County of Fresno Department of Public Health 

Environmental Health Specialist III .......................................................... Janet Gardner, R.E.H.S, M.P.H. 

Fresno Irrigation District 

Chief Engineer ...................................................................................................... William R. Stretch, P.E. 

Fresno Metropolitan Flood Control District 

Assistant District Engineer ................................................................................................ Allan Hoffman 

Engineering Technician II .................................................................................................. Gary Chapman 

Fresno Unified School District 

Executive Officer, Facilities Management and Planning ....................................................... Lisa LeBlanc 

San Joaquin Valley Air Pollution Control District 

Director of Permit Services ................................................................................................ David Warner 

Permit Services Manager .............................................................................................. Arnaud Marjollet 

8.1.3 ‐ Private Parties and Organizations 

Pacific Gas and Electric Company 

Project Manager ............................................................................................................... Alan Koobatian 

Individuals 

Tribal Chairman Robert G. Ledger, Sr., Dumna Wo‐Wah Government  Sara Freeman, Partner 

E. Rivinius 

Yolanda Kim 

Rovert A Arau’jo 

Michael [No Last Name Provided], Existing Property Owner 

Jordan M. Freeman, Esq., Attorney at Law 

Spencer Freeman, Partner 
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8.2 ‐ List of Preparers 

8.2.1 ‐ Lead Agency 

City of Fresno 

Development and Resource Management Department, Development Services Division 

Planning Manager............................................................................................................... Mike Sanchez 

Supervising Planner ..................................................................................................... Sophia Pagoulatos 

Supervising Planner .................................................................................................. McKencie Contreras 

8.2.2 ‐ Lead Consultant 

FirstCarbon Solutions 

Project Director .............................................................................................................. Jason Brandman 

Project Manager .......................................................................................................... Charles Holcombe 

Air Quality Scientist ...................................................................................................... David M. Mitchell 

Senior Noise Analyst ...................................................................................... Greg Tonkovich, AICP, INCE 

Senior Editor ................................................................................................................... Sandra L. Tomlin 

Technical Editor ................................................................................................................... Ed Livingston 

Word Processor .............................................................................................................. Ericka Rodriguez 

GIS Manager ................................................................................................................... John DeMartino 

GIS Technician .............................................................................................................. Karlee McCracken 

Executive Assistant ................................................................................................... Daphne Ott de Vries 

Administrative Assistant .......................................................................................................... Alicia Yuen 

Reprographics ...................................................................................................................... José Morelos 

Reprographics ..................................................................................................................... Octavio Perez 

Environmental Analyst ......................................................................................... Jacqueline De La Rocha 

8.2.3 ‐ Technical Subconsultants 

Peters Engineering Group 

Principal ......................................................................................................................... David Peters, P.E. 

Project Manager .................................................................................................. John Rowland, P.E., T.E. 

The Natelson Dale Group 

Principal .............................................................................................................................. Roger A. Dale 

Senior Economist ............................................................................................................... Alan Levenson 

8.2.4 ‐ Applicant Team 

CEI Engineering 

Project Manager ......................................................................................... Jason Hatwig, LEED AP BD+C 

Strahlstrom Law Group 

Legal Counsel .................................................................................................. Elizabeth Strahlstrom, J.D. 
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