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4 .1 .  DevelopMent stanDarDs

 
4.1a.  required standards.  This section identifies the standards and 

requirements for improvements to sites and existing buildings and for 
new buildings to ensure that development is consistent with Fresno’s 
goals for building form, physical character, land use, and quality within 
the Downtown Code boundaries. 

4.1b.  applicability.  All parcels and right-of-way subject to the Downtown 
Code shall comply with the standards of this section for the applicable 
zoning district identified in Figure 2.

4.1C.  requirements by Zoning District.  Each improvement or modifi-
cation to a site, an existing building or a proposed building shall be 
designed according to the standards identified for the zoning district in 
which the property is located.

a. Each zoning district provides standards for the following topics as 
appropriate to the vision of the DNCP and FCSP:

i. Building Placement

ii. Allowed Building Types

iii. Allowed Frontage Types

iv.  Building Height and Size

v.  Allowed encroachments into required yards

vi.  Parking Placement and Site Access

vii. Required Parking

viii. Allowed Land Uses

ix.  Allowed Signage Types

x.  Allowed Street Types

Table 4 summarizes the above standards for all of the zoning districts 
with the detailed standards for each zoning district provided in indi-
vidual tables (Table 4A - 4P).

b. Figure 2 identifies overlays that further implement the vision of the 
DNCP and FCSP.  The standards in this section reflect the require-
ments of each overlay as it involves a zoning district.

4.1D. building types allowed.  These building types are shown by the 
range of allowable or max stories in Table 4 for the identified zoning 
district.  Building types shown as a “X” in Table 4 are not allowed 
in the identified zoning district.  The corresponding equivalent floor 
area for each building type allowed in the applicable zoning district is 
identified in Section A.2 of the development standards.  The floor area, 
expressed in gross square feet, indicates the range of potential floor 
area for the particular type in the zoning district based on minimum 
and maximum building setbacks and stories.  The same building type 
may be allowed to have less or more floor area in another zoning dis-
trict depending upon the intended physical environment of the zoning 
district.

4.1e.  requirements for building types.   Table 4 identifies the allowed 
building types in each zoning district and a reference to the section or 
table for the requirements.

4.1F. Frontage types allowed.  These frontage types are shown by a “A” in 
Table 4 for the identified zoning district.  Frontage types shown as a 

“X” in Table 4 are not allowed in the identified zoning district.

4.1G.  requirements for Frontage types.   Table 4 identifies the allowed 
frontage types in each zoning district and a reference to the section or 
table for the requirements.

4.1h. types not specifically listed.  Building or frontage types not specifi-
cally listed are not permitted unless the Downtown Code is amended 
through the process described in Section 1.3C.1 to include additional 
types.

4.1i.  additional City approvals.    Development or construction of a build-
ing or frontage type that is identified as allowed in Table 4 may require 
other City permits, licenses, and approvals, such as a building permit, 
encroachment permit, or sign permit.  It is the applicant’s responsibil-
ity to comply with all applicable requirements and approvals.

4.1j.  Design objectives.  Sites, lots and buildings shall be designed and 
maintained to:

1. Support the intended physical environment of the zoning district;

2. Support pedestrian-oriented frontages per the intended physical envi-
ronment;

3. Be limited to one building per design-lot as defined in this Section;

4. Be appropriate in size and scale with the intended physical environ-
ment;

5. Be composed of simple volumes and massed to be physically compat-
ible with neighboring properties;

6. Locate parking, outdoor activity, and site access appropriately for 
physical compatibility with neighboring properties;

7. Integrate signage into site and building design per the intended physi-
cal environment;
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4 .2 .  General requireMents

The following requirements apply to all sites, lots and buildings subject to 
the Downtown Code.   

4.2a.  Compliance with section 4.0.   All property subject to the Downtown 
Code shall comply with the requirements of Table 4 for the applicable 
zoning district as follows:

1. All sites and buildings shall be designed per the applicable stan-
dards of Section 4.0 to ensure that new or modified buildings and 
their adjacent frontages are built to the scale and character of sur-
rounding buildings.

2. All sites with an existing building(s) or where a new building is 
proposed shall comply with the requirements for building height, 
placement, frontage, adjacency, and parking placement in Table 4 
as identified for the applicable zoning district.

3. All sites with an existing building(s) or where a new building is pro-
posed shall comply with the requirements for building placement, 
building types, and building stories in Section A.2 of the applicable 
zoning district development standards.

4. All sites with an existing building(s) or where a new building is pro-
posed shall comply with the requirements for property frontage 
in Section A.3 of the applicable zoning district development stan-
dards.

5. All sites with an existing building(s) or where a new building is pro-
posed shall comply with the requirements for building adjacency 
and height in Section B.1 of the applicable zoning district develop-
ment standards.

6. All sites with an existing building(s) or where a new building is 
proposed shall comply with the requirements for encroachments 
in Section C.1 of the applicable zoning district development stan-
dards.

7. All sites shall locate vehicular access from adjacent streets and 
alleys as identified in Section D.1 of the applicable zoning district 
development standards.

8. All sites with an existing building(s) or where a new building is pro-
posed shall comply with the requirements for off-street parking in 
Section D.2 as identified for the applicable zoning district.

9. Each building shall correspond to a single lot per the lot width and 
depth requirements identified in Table 5 for the applicable zoning 
district.  A site may contain multiple lots when in compliance with 
Table 5.  When the site is larger than that needed or allowed by the 
corresponding building type, the remainder shall be designed to 
accommodate an additional building(s) in compliance with Table 
5.  The additional building(s) shall be identified by a design-lot for 
the purposes of identifying the required lot width and depth on the 
site.  Design-lots may be officially subdivided into lots of record 
per Section 1.4B.3.  

10.The building façade along the front of the lot, and the side street 
when present, shall be in compliance with the minimum total 
frontage required for the applicable zoning district.

11.Frontage types may be combined as allowed by the applicable zon-
ing district.

12.When an upper story is required by the zoning district (i.e., ‘min 
2 stories’), the upper story shall consist of at least 20% of the 
ground floor and shall be required to align with the front façade of 
the main building.

13.When a partial story is allowed by the zoning district (i.e., ‘2.5 sto-
ries’), the identified building type will specify the allowed floor area 
for the zoning district.

4.3.  requireD FinDinGs 

4.3a.  required Findings to approve applications.  Each application involv-
ing Section 4.0 shall require consistency with the following findings in 
order to be approved:

a. The application consists of a building(s) and frontage(s) that are in 
compliance with the applicable zoning district, as may be modi-
fied by Section 1.4D (Administrative Deviation);

b. The proposed improvement or new building is consistent with the 
intent of the zoning district and the intended physical character;

c. The proposed improvement or new building does not create an 
incompatible adjacency with neighboring properties, as defined in 
Section 11.0;

c. The application is in compliance with all applicable requirements for 
the zoning district identified in Table 4;
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table 4       development standards

Key to table 4

a   Allowed in zoning district

X   Not allowed / applicable in zoning district

0 - 5  Numerical standard expressed in range: minimum to maximum

10 Min  Numerical standard minimum only; no maximum

10 MaX  Numerical standard maximum only; no minimum

no Min No minimum standard

2.5    Numerical standard indicating a fraction (e.g. partial story in relation 
to the amount of lower stories)  See Table 5.0 for upper floor require-
ments for the identified building type.

CbD1  Central Business District 1
CbD2  Central Business District 2
CC   Civic Center
Ct   Chinatown
Ca/ss/svn  Cultural Arts / S. Stadium / S. Van Ness

tC   Town Center
nC   Neighborhood Center

CG   Corridor General

nG   Neighborhood General
nGp   Neighborhood General Preservation
nGr   Neighborhood General Revitalization
ne   Neighborhood Edge

sD G1  Special District - General Industrial 1
sD G2  Special District - General Industrial 2
sD a1  Special District - Chandler Airport
sD h1  Special District - Downtown Hospital

                                                                                        
stanDarD

stanDarDs requireD by ZoninG DistriCt 1

CbD
1

CbD
2

CC Ct
Ca/ 
ss/
svn

tC nC CG nG nG p nG r ne sD G1 sD G2 sD a1 sD h1

builDinG stanDarDs                                                                                         see section a.2 in zoning district for requirements

1. allowed building types/stories

a. tower
15 

mAX
10 

mAX
10 

mAX
X X X X X X X X X X X X X

b. Flex building 2 - 5 5 mAX 5 mAX 3 mAX 5 mAX 5 mAX 3 mAX 3 mAX X X X X 3 mAX 3 mAX 3 mAX 10 mAX

C. lined building 2 - 5 5 mAX 5 mAX 3 mAX 5 mAX 5 mAX 3 mAX X X X X X X X X 2 mAX

D. Flex shed X X X 2 mAX 2 mAX X X 2 mAX X X X X 2 mAX 2 mAX 2 mAX 2 mAX

e. hybrid Court 2 - 5 5 mAX 5 mAX 3 mAX 5 mAX 5 mAX 3 mAX 3 mAX 2.5 mAX X 2.5 mAX X X X X 2.5 mAX

F. Court X 5 mAX 5 mAX 3 mAX 5 mAX 5 mAX 3 mAX 3 mAX 2.5 mAX X 2.5 mAX 2.5 mAX X X X 5 mAX

G. live-work 2 - 3 2 - 3 X 3 mAX 3 mAX 3 mAX 3 mAX 3 mAX 2.5 mAX X X X 3 mAX X
2.5 

mAX
3 mAX

h. rowhouse X 2 - 3 X 3 mAX X X X 3 mAX 2.5 mAX X X X X X X 3 mAX

i. bungalow Court X X X X X X X X 2 mAX 2 mAX 2.5 mAX X X X X 2.5 mAX

j. rosewalk X X X X X X X X 2 mAX 2 mAX 2.5 mAX X X X X 2.5 mAX

K. Duplex, triplex, quadplex X X X X X X X 3 mAX 2 mAX 2 mAX 2.5 mAX X X X X 2.5 mAX

l. single Dwelling X X X X X X X X 2 mAX 2 mAX 2.5 mAX 2.5 mAX X X X 2.5 mAX

M. Carriage house X X X X X X X X 2 mAX 2 mAX 2.5 mAX 2.5 mAX X X X 2.5 mAX

2. building placement 
    Main building (in ft)

see section a.1 in zoning district for requirements

a. setback from primary Frontage 0 - 10 0 - 10 10 - 18 0 - 5 0 - 10 0 - 10 0 - 10 0 - 10 15 - 20 15 - 20 15-25 25 min 0 - 20 0 - 100 0-50 0-20

b. setback from side street 0 - 10 0 - 5 10 - 15 0 - 5 0 - 10 0 - 10 0 - 10 0 - 10 10 - 15 10 -15 10 - 15 10 - 15 0 - 20 0 - 100 0-50 0-15

C. setback from interior side yard 0 min 0 - 5 5 - 15 0 - 5 0 - 12 0 - 5 0 - 5 0 - 8 5 - 10 5 - 10 5 - 10 5 - 10 0 - 10 0 - 10 0 min 10 min

D. setback from rear -- no alley
15 

min
15 

min
15 

min
15 min 15 min 15 min 15 min 15 min 20 min 20 min 15 min 25 min 15 min 15 min 10 min 15 min

e. setback from rear -- w/ alley 5 min 5 min 5 min 5 min 5 min 5 min 5 min 5 min 20 min 20 min 15 min 25 min 5 min 5 min 10 min 10 min

3. allowed property Frontages see section a.3 in Zoning District for requirements

a. arcade A A A A A A A X X X X X X X X A

b. Gallery A A A A A A A X X X X X A A A A

C. shopfront A A A A A A A A X X X X A A A A

D. Forecourt A A A A A A A A X X X X A A A A

e. loading Dock X A X A A X X X X X X X A A A A

F. stoop X A X A A X X A A A A X X X X X

G. porch X X X X X X X A A A A A X X X X

h. Front yard X X A X X X X A A A A A A A A A

b. aDjaCenCy stanDarDs                                           

1. architectural elements
SEE 

B.1 IN 

TABLE 

4A

SEE 

B.1 IN 

TABLE 

4B

SEE 

B.1 IN 

TABLE 

4C

SEE 

B.1 IN 

TABLE 

4D

SEE 

B.1 IN 

TABLE 

4E

SEE 

B.1 IN 

TABLE 

4F

SEE 

B.1 IN 

TABLE 

4G

SEE 

B.1 IN 

TABLE 

4H

SEE B.1 

IN TABLE 

4I

SEE 

B.1 IN 

TABLE 

4J

SEE B.1 IN 

TABLE 4K

SEE 

B.1 IN 

TABLE 

4L

SEE 

B.1 IN 

TABLE 

4m

SEE 

B.1 IN 

TABLE 

4N

SEE 

B.1 IN 

TABLE 

4O

SEE B.1 

IN TABLE 

4P

2. when adjacent to existing 
residential up to 3 stories

3. when adjacent to existing 
non-residential over 3 stories
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development standards                                                  taBle 4

                                                                                        
stanDarD

stanDarDs requireD by ZoninG DistriCt 1

CbD1 CbD2 CC Ct Ca/ 
ss tC nC CG nG nGp nGr ne sD-G1 sD-G2 sD-a1 sD-h1

C. enCroaChMent stanDarDs 

1. encroachments into required 
setbacks / r.o.w.

SEE 

C.1 IN 

TABLE 

4A

SEE 

C.1 IN 

TABLE 

4B

SEE 

C.1 IN 

TABLE 

4C

SEE 

C.1 IN 

TABLE 

4D

SEE 

C.1 IN 

TABLE 

4E

SEE 

C.1 IN 

TABLE 

4F

SEE 

C.1 IN 

TABLE 

4G

SEE 

C.1 IN 

TABLE 

4H

SEE 

C.1 IN 

TABLE 

4I

SEE 

C.1 IN 

TABLE 

4J

SEE 

C.1 IN 

TABLE 

4K

SEE 

C.1 IN 

TABLE 

4L

SEE 

C.1 IN 

TABLE 

4m

SEE 

C.1 IN 

TABLE 

4N

SEE 

C.1 IN 

TABLE 

4O

SEE 

C.1 IN 

TABLE 

4P

a. arcade or Gallery

b. awning

C. balcony

D. bay window

e. eave

F. signage

D. parKinG plaCeMent anD aCCess stanDarDs

1. parking Facilities

SEE 

D.1 IN 

TABLE 

4A

SEE 

D.1 IN 

TABLE 

4B

SEE 

D.1 IN 

TABLE 

4C

SEE 

D.1 IN 

TABLE 

4D

SEE 

D.1 IN 

TABLE 

4E

SEE 

D.1 IN 

TABLE 

4F

SEE 

D.1 IN 

TABLE 

4G

SEE 

D.1 IN 

TABLE 

4H

SEE 

D.1 IN 

TABLE 

4I

SEE 

D.1 IN 

TABLE 

4J

SEE 

D.1 IN 

TABLE 

4K

SEE 

D.1 IN 

TABLE 

4L

SEE 

D.1 IN 

TABLE 

4m

SEE 

D.1 IN 

TABLE 

4N

SEE 

D.1 IN 

TABLE 

4O

SEE 

D.1 IN 

TABLE 

4P

a. setback from primary street

b. setback from side street

C. setback from interior 
side yard

D. setback from rear -- no alley

e. setback from rear -- with 
alley

3. parking access

SEE 

D.2 IN 

TABLE 

4A

SEE 

D.2 IN 

TABLE 

4B

SEE 

D.2 IN 

TABLE 

4C

SEE 

D.2 IN 

TABLE 

4D

SEE 

D.2 IN 

TABLE 

4E

SEE 

D.2 IN 

TABLE 

4F

SEE 

D.2 IN 

TABLE 

4G

SEE 

D.2 IN 

TABLE 

4H

SEE 

D.2 IN 

TABLE 

4I

SEE 

D.2 IN 

TABLE 

4J

SEE 

D.2 IN 

TABLE 

4K

SEE 

D.2 IN 

TABLE 

4L

SEE 

D.2 IN 

TABLE 

4m

SEE 

D.2 IN 

TABLE 

4N

SEE 

D.2 IN 

TABLE 

4O

SEE 

D.2 IN 

TABLE 

4P

2. requiredparking

residential

lodging

retail

office

service Commercial

industrial

other

1.  All building types are subject to the applicable requirements of the zoning 
district including applicable rights-of-way and access requirements.  Existing 
building uses are allowed to continue in compliance with section 1.3B.4.

2. Building size requirements.

3. Each building shall be designed per the requirements of the identified build-
ing type in Section 5.0 except for civic buildings which are exempt from Sec-
tion 5.0.

4.  Frontage types are allowed to be combined on a building as allowed by the 
zoning district.

1. table 4 requireMents:
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table 4a    Central business DistriCt 1 (CbD1) stanDarDs

 

a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into set-
backs shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 10 n.a. n.a.

1b. Side (secondary) street 0 10 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] no max

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 50 no max

1G. Side yard 0 [2] no max

1h. Rear yard - no alley 5 [2] no max

                       - with alley 3 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Tower 2 44775 15 487200 Table 5A

Flex Building 2 7800 5 290000 Table 5B

Lined Building 2 13500 5 290000 Table 5C

Hybrid Court 2 13425 5 94325 Table 5E

Live-Work 2 2505 3 53925 Table 5G
[1]  Based on the allowed range of development potential for the CBD 1 zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must uti-
lize the frontage type(s) shall comply with the minimum total identified 
below;

c. Accessory Structure Facade.   Whether one or multiple frontage types 
are used on a facade, the minimum percentage of the facade that must 
utilize the frontage type(s) shall comply with the minimum total identi-
fied below;

d. Property located within the Shopfront Overlay in Figure 2 shall use 
the Shopfront frontage type as required below:
 

Allowed
Frontage Types [1]

min % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 25 no min Table 6A

Gallery 25 no min Table 6B

Shopfront 75 25 Table 6C

Forecourt 25 no min Table 6D
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 15 no max
match historic if 

greater

1b. Upper Floor Height 13 floor to floor no max n.a.

1C. Building Height 25 ft: 2 stories 155 ft: 15 stories
match historic 
along front 1/2

1D. Architectural Elements no min 25 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 5 and above 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 4 25 ft

1G. Non-res’l > 5 stories 6 and above 25 ft

1h. Non-res’l < 4 stories 1 - 5 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1e

1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs

1a

Pr
im

ar
y 

St
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et
 (

pr
im

ar
y 

fr
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ta
ge

)

Side Street (secondary frontage)

Al
le

y 
w

he
re

 o
cc

ur
s

1C

1C

Allowed Building Placement

1D

1D

Diagram 4A.1Frontage Zone

1a

1b
1a

1e

1e
1F

1b
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft min 30 ft 0 ft

1b. Side street min 30 ft min 30 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 150 ft from street corner
Side Street: min 50 ft from street corner

Al
le

y 
w

he
re

 o
cc

ur
s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

Diagram 4A.4

Diagram 4A.3

D. parKinG stanDarDs

Pr
im

ar
y 

St
re

et
 (

fr
on

t)

Side Street

Al
le

y 
w

he
re

 o
cc

ur
sMin 2' clear of curb

cu
rb

Pr
im

ar
y 

St
re

et
 (

pr
im

ar
y 

fr
on

ta
ge

)

Side Street (secondary frontage)

curb

1E

1e

2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  Buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 0 n.a.

Restaurant 0 n.a.

Public market 0 n.a.

Services: General 0 n.a.

Services: Personal 0 n.a.

Services: Personal, Restricted 0 n.a.

Services: Business 0 n.a.

Transportation 0 n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 0 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4b    Central business DistriCt 2 (CbD2) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into set-
backs shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 10 n.a. n.a.

1b. Side (secondary) street 0 5 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 5

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 50 no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 3 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Tower 2 44775 10 336400 Table 5A

Flex Building 2 7800 5 290000 Table 5B

Lined Building 2 13500 5 290000 Table 5C

Hybrid Court 2 13425 5 94325 Table 5E

Court 2 10988 5 94325 Table 5F

Live-Work 2 2088 3 35925 Table 5G

Rowhouse 2 6405 3 45300 Table 5H
[1]  Based on the allowed range of development potential for the CBD 2 zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 25 - 100 no min Table 6A

Gallery 25 - 100 no min Table 6B

Shopfront 75 - 100 30 ft min Table 6C

Forecourt 25 - 50 no min Table 6D

Loading Dock 25 - 100 no min Table 6E

Stoop 25 - 100 no min Table 6F
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement
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occurs
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where 
occurs
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street
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1h

1F

Front Lot/
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Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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Diagram 4A.1Frontage Zone
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1a

1e

1e
1F

1b

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 12 no max
match historic if 

greater

1b. Upper Floor Height 10 no max n.a.

1C. Building Height 25 ft: 2 stories 110 ft: 10 stories
match historic 
along front 1/2

1D. Architectural Elements no min 25 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 5 and above 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 4 25 ft

1G. Non-res’l > 5 stories 6 and above 25 ft

1h. Non-res’l < 4 stories 1 - 5 15 ft
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a. On-site parking and access shall be located in compliance with the fol-
lowing requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft min 30 ft 0 ft

1b. Side street min 10 ft min 10 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 150 ft from street corner
Side Street: min 50 ft from street corner

Al
le

y 
w

he
re

 o
cc

ur
s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    Central business DistriCt 2 (CbD2) stanDarDs, cont'd   table 4b

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 0 [1] n.a.

Restaurant 0 [1] n.a.

Public market 0 [1] n.a.

Services: General 0 [1] n.a.

Services: Personal 0 [1] n.a.

Services: Personal, Restricted 0 [1] n.a.

Services: Business 0 [1] n.a.

Transportation 0 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 0 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4C    CiviC Center (CC) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 10 18 n.a. n.a.

1b. Side (secondary) street 10 15 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 5 [2] 15

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 50 no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 3 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Tower 2 37253 10 301455 Table 5A

Flex Building 2 6072 5 259875 Table 5B

Lined Building 2 11232 5 259875 Table 5C

Hybrid Court 2 10977 5 27641 Table 5E

Court 2 8780 5 78829 Table 5F
[1]  Based on the allowed range of development potential for the CC zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 25 - 100 no min Table 6A

Gallery 25 - 100 no min Table 6B

Shopfront 75 - 100 30 ft min Table 6C

Forecourt 25 - 50 no min Table 6D

Front yard 50 - 100 50 - 100 Table 6H
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 15 no max
match historic if 

greater

1b. Upper Floor Height 13 floor to floor no max n.a.

1C. Building Height 28 ft: 2 stories 110 ft: 10 stories
match historic 
along front 1/2

1D. Architectural Elements no min 25 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 5 and above 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 4 25 ft

1G. Non-res’l > 5 stories 6 and above 25 ft

1h. Non-res’l < 4 stories 1 - 5 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1G
1e

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft min 30 ft 0 ft

1b. Side street min 5 ft min 5 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 150 ft from street corner
Side Street: min 50 ft from street corner

Al
le

y 
w

he
re

 o
cc

ur
s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    CiviC Center (CC) stanDarDs, cont'd   table 4C

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 0 [1] n.a.

Restaurant 0 [1] n.a.

Public market 0 [1] n.a.

Services: General 0 [1] n.a.

Services: Personal 0 [1] n.a.

Services: Personal, Restricted 0 [1] n.a.

Services: Business 0 [1] n.a.

Transportation 0 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 0 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4D    Chinatown (Ct) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 5 n.a. n.a.

1b. Side (secondary) street 0 5 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 5

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 0 [1, 2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 6825 3 87000 Table 5B

Lined Building 1 11700 3 145000 Table 5C

Flex Shed 1 2194 2 49000 Table 5D

Hybrid Court 2 9731 3 68600 Table 5E

Court 2 9731 3 68600 Table 5F

Live-Work 2 2288 3 35925 Table 5G

Rowhouse 1 7005 3 33675 Table 5H
[1]  Based on the allowed range of development potential for the CT zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 50 - 100 no min Table 6A

Gallery 50 - 100 no min Table 6B

Shopfront 75 - 100 40 ft min Table 6C

Forecourt 25 - 50 no min Table 6D

Loading Dock 25 - 100 no min Table 6E

Stoop 25 - 100 no min Table 6F
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 no max n.a.

1C. Building Height 0 ft: 1 story 45 ft: 3 stories
match historic 
along front 1/2

1D. Architectural Elements no min 20 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories

3 30 ft match if exstg 
greater than 

reqmt

1F. Residential < 4 stories

1G. Non-res’l > 5 stories

1h. Non-res’l < 4 stories 1 - 2 20 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street
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1G
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1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft min 30 ft 0 ft

1b. Side street min 50 ft min 50 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 100 ft from street corner
Side Street: min 50 ft from street corner

Al
le

y 
w

he
re
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cc

ur
s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    Chinatown (Ct) stanDarDs, cont'd   table 4D

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 2/1000 [1] n.a.

Restaurant 2/1000 [1] n.a.

Public market 0 [1] n.a.

Services: General 2/1000 [1] n.a.

Services: Personal 2/1000 [1] n.a.

Services: Personal, Restricted 2/1000 [1] n.a.

Services: Business 3/1000 [1] n.a.

Transportation 0 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 3/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4e    Cultural arts/south staDiuM/south van ness (Ca/svn) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 10 n.a. n.a.

1b. Side (secondary) street 0 10 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 12

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 5300 5 145000 Table 5B

Lined Bldg 1 9750 5 145000 Table 5C

Flex Shed 1 1389 2 49000 Table 5D

Hybrid Court 2 9548 5 80850 Table 5E

Court 2 9548 5 85750 Table 5F

Live-Work 2 1248 3 35925 Table 5G
[1]  Based on the allowed range of development potential for the CA/SVN zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 50 - 100 no min Table 6A

Gallery 50 - 100 no min Table 6B

Shopfront 75 - 100 40 ft min Table 6C

Forecourt 25 - 50 no min Table 6D

Loading Dock 25 - 100 no min Table 6E

Stoop 25 - 100 no min Table 6F
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 no max n.a.

1C. Building Height 25 ft: 1 stories 65 ft: 5 stories
match historic 
along front 1/2

1D. Architectural Elements no min 20 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 4 - 5 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 3 25 ft

1G. Non-res’l > 5 stories 4 - 5 25 ft

1h. Non-res’l < 4 stories 1 - 3 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1G
1e

1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft min 30 ft 0 ft

1b. Side street min 50 ft min 50 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 100 ft from street corner
Side Street: min 50 ft from street corner

Al
le

y 
w
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re

 o
cc

ur
s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    Cultural arts/south staDiuM/south van ness (Ca/svn) stD’s, cont'd   table 4e

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 2/1000 [1] n.a.

Restaurant 2/1000 [1] n.a.

Public market 0 [1] n.a.

Services: General 2/1000 [1] n.a.

Services: Personal 2/1000 [1] n.a.

Services: Personal, Restricted 2/1000 [1] n.a.

Services: Business 3/1000 [1] n.a.

Transportation 0 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 3/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4F    town Center (tC) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 10 n.a. n.a.

1b. Side (secondary) street 0 10 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 5

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 2 7100 5 634000 Table 5B

Lined Bldg 1 10625 5 58000 Table 5C

Hybrid Court 2 8656 5 49000 Table 5E

Court 2 8656 5 94325 Table 5F

Live-Work 2 1738 3 53925 Table 5G
[1]  Based on the allowed range of development potential for the TC zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 25 - 100 no min Table 6A

Gallery 25 - 100 no min Table 6B

Shopfront 75 - 100 30 ft min Table 6C

Forecourt 25 - 50 no min Table 6D
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 no max n.a.

1C. Building Height 25 ft: 2 stories 65 ft: 5 stories
match historic 
along front 1/2

1D. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 4 - 5 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1-3 25 ft

1G. Non-res’l > 5 stories 4 - 5 25 ft

1h. Non-res’l < 4 stories 1 - 3 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1G
1e

1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft min 30 ft 0 ft

1b. Side street min 50 ft min 50 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 100 ft from street corner
Side Street: min 50 ft from street corner

Al
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1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    town Center (tC) stanDarDs, cont'd   table 4F

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 3/1000 [1] n.a.

Restaurant 3/1000 [1] n.a.

Public market 0 [1] n.a.

Services: General 3/1000 [1] n.a.

Services: Personal 3/1000 [1] n.a.

Services: Personal, Restricted 3/1000 [1] n.a.

Services: Business 0 [1] n.a.

Transportation 0 [1] n.a.

Industry 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 3/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4G    neiGhborhooD Center (nC) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 10 n.a. n.a.

1b. Side (secondary) street 0 10 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 5

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 6000 3 317500 Table 5B

Lined Bldg 1 10625 3 29000 Table 5C

Hybrid Court 1 8656 3 61250 Table 5E

Court 1 8656 3 45938 Table 5F

Live-Work 1 1738 3 53925 Table 5G
[1]  Based on the allowed range of development potential for the NC zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 25 - 100 no min Table 6A

Gallery 25 - 100 no min Table 6B

Shopfront 75 - 100 30 ft min Table 6C

Forecourt 25 - 50 no min Table 6D
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 no max n.a.

1C. Building Height 25 ft: 2 stories 40 ft: 3 stories
match historic 
along front 1/2

1D. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 3 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 2 25 ft

1G. Non-res’l > 5 stories 3 25 ft

1h. Non-res’l < 4 stories 1 - 2 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1G
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1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs

1a

Pr
im

ar
y 

St
re

et
 (

pr
im

ar
y 

fr
on

ta
ge

)

Side Street (secondary frontage)

Al
le

y 
w

he
re

 o
cc

ur
s

1C

1C

Allowed Building Placement

1D

1D

Diagram 4A.1Frontage Zone

1a

1b
1a

1e

1e
1F

1b



4-18

FMC Chapter 12.5: Downtown CoDe

4.0 DevelopMent stanDarDs

Fresno, CaliFornia   |  publiC DraFt      1 june, 2011   

1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft min 30 ft 0 ft

1b. Side street min 50 ft min 50 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 100 ft from street corner
Side Street: min 50 ft from street corner
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1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    neiGhborhooD Center (nC) stanDarDs, cont'd   table 4G

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 2/1000 [1] n.a.

Restaurant 3/1000 [1] n.a.

Public market 0 [1] n.a.

Services: General 2/1000 [1] n.a.

Services: Personal 2/1000 [1] n.a.

Services: Personal, Restricted 2/1000 [1] n.a.

Services: Business 2/1000 [1] n.a.

Transportation 0 [1] n.a.

Industry 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 3/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4h    CorriDor General (CG) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 10 n.a. n.a.

1b. Side (secondary) street 0 10 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 8

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 5700 3 329000 Table 5B

Flex Shed 1 863 2 30625 Table 5D

Hybrid Court 2 8356 3 58800 Table 5E

Court 1 8356 3 61250 Table 5F

Live-Work 2 1528 3 53925 Table 5G

Rowhouse 1 5285 3 33675 Table 5H
Duplex, Triplex, 
Quadplex 1 2040 3 12900 Table 5K

[1]  Based on the allowed range of development potential for the CG zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Shopfront 75 - 100 25 Table 6C

Forecourt 25 - 50 30 ft min Table 6D

Stoop 25 - 100 no min Table 6F

Porch 25 - 100 no min Table 6G

Front yard 50 - 100 25 - 50 Table 6H
b mIN req’d facade 50 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 no max n.a.

1C. Building Height 25 ft: 2 stories 50 ft: 3 stories
match historic 
along front 1/2

1D. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 3 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 2 25 ft

1G. Non-res’l > 5 stories 3 25 ft

1h. Non-res’l < 4 stories 1 - 2 15 ft
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occurs
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building 
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occurs
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street

1D

1C

1G
1e

1h

1F

Front Lot/
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Rear or Side Lot/
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Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 30 ft for 
50% 0 for 50% 0 ft

1b. Side street min 50 ft min 50 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 100 ft from street corner
Side Street: min 50 ft from street corner

Al
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w
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ur
s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Balcony min 10 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Porch min 5 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Min 2' clear of curb

Allowed Building Placement Allowed Encroachments
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build-
ing 

where 
occurs

curb

    CorriDor General (CG) stanDarDs, cont'd   table 4h

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 3/1000 [1] n.a.

Restaurant 3/1000 [1] n.a.

Public market 3/1000 [1] n.a.

Services: General 3/1000 [1] n.a.

Services: Personal 3/1000 [1] n.a.

Services: Personal, Restricted 3/1000 [1] n.a.

Services: Business 3/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 3/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4i    neiGhborhooD General (nG) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 15 20 n.a. n.a.

1b. Side (secondary) street 10 15 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 5 [2] 10

1D. Rear yard - no alley n.a. n.a. 20 [2] no max

                       - with alley n.a. n.a. 20 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 10 no max

1C. Side yard 5 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Hybrid Court 1 6156 2.5 29160 Table 5E

Court 1 6156 2.5 30375 Table 5F

Live - Work 1 663 2.5 20938 Table 5G

Rowhouse 1 2955 2.5 23594 Table 5H

Bungalow Court 1 4720 2 26350 Table 5I

Rosewalk 1 6156 2 14500 Table 5J
Duplex, Triplex, 
Quadplex 1 1425 2 11950 Table 5K

Single Dwelling 1 585 2 8100 Table 5L

Carriage House 1 375 2 600 Table 5m
[1]  Based on the allowed range of development potential for the NG zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Stoop 25 - 100 no min Table 6F

Porch 50 - 100 no min Table 6G

Front yard 75 - 100 50 - 100 Table 6H
b mIN req’d facade 60 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 9 no max n.a.

1C. Building Height 0 ft: 1 story 28 ft: 2.5 stories
match historic 
along front 1/2

1D. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories

1 - 2

50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 25 ft

1G. Non-res’l > 5 stories 25 ft

1h. Non-res’l < 4 stories 15 ft
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building 
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Primary 
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street
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1h

1F

Front Lot/
Property Line
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Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the fol-
lowing requirements and per diagram 4A.4.  

Setback At Grade Subterranean

1a. Primary street min 50 ft 0 ft

1b. Side street min 50 ft 0 ft

1C. Side Yard 0 ft 0 ft

1D. Rear Yard - w/ alley 0 ft 0 ft

                        - no alley 0 ft 0 ft

1e. Driveway access
Primary Street: min 50 ft from street corner
Side Street: min 50 ft from street corner

Al
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s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Balcony min 10 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Porch min 5 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs
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Property Line
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    neiGhborhooD General (nG) stanDarDs, cont'd   table 4i

Diagram 4A.4

Diagram 4A.3
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Services: General 2/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Recreation, Education 2/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4j   neiGhborhooD General preservation (nG p) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 15 20 n.a. n.a.

1b. Side (secondary) street 10 15 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 5 [2] 10

1D. Rear yard - no alley n.a. n.a. 20 [2] no max

                       - with alley n.a. n.a. 20 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 10 no max

1C. Side yard 5 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Bungalow Court 1 4720 2 26350 Table 5I

Rosewalk 1 6156 2 14500 Table 5J
Duplex, Triplex, 
Quadplex 1 1875 2 11950 Table 5K

Single Dwelling 1 675 2 12350 Table 5L

Carriage House 1 375 2 600 Table 5m
[1]  Based on the allowed range of development potential for the NG P zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 25 - 100 no min Table 6A

Gallery 25 - 100 no min Table 6B

Shopfront 75 - 100 30 ft min Table 6C

Forecourt 25 - 50 no min Table 6D
b mIN req’d facade 60 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 9 no max n.a.

1C. Building Height 0 ft: 1 story 32 ft: 2 stories
match historic 
along front 1/2

1D. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories

1 - 2

50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 25 ft

1G. Non-res’l > 5 stories 25 ft

1h. Non-res’l < 4 stories 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1e

1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line
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1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Balcony min 10 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Porch min 5 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements
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    neiGhborhooD General preservation (nG p) stanDarDs, cont'd   table 4j

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Services: General 2/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Recreation, Education 2/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking

1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the fol-
lowing requirements and per diagram 4A.4.  

Setback At Grade Subterranean

1a. Primary street min 50 ft 0 ft

1b. Side street min 50 ft 0 ft

1C. Side Yard 0 ft 0 ft

1D. Rear Yard - w/ alley 0 ft 0 ft

                        - no alley 0 ft 0 ft

1e. Driveway access
Primary Street: min 50 ft from street corner
Side Street: min 50 ft from street corner
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table 4K   neiGhborhooD General revitaliZation (nG r) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 15 25 n.a. n.a.

1b. Side (secondary) street 10 15 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 5 [2] 10

1D. Rear yard - no alley n.a. n.a. 15 [2] 15

                       - with alley n.a. n.a. 15 [2] 25

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 50 no max

1F. Side street 10 no max

1C. Side yard 5 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Hybrid Court 1 7156 2.5 30780 Table 5E

Court 1 3750 2.5 32063 Table 5F

Bungalow Court 1 5670 2.5 35000 Table 5I

Rosewalk 1 7156 2.5 19813 Table 5J
Duplex, Triplex, 
Quadplex 1 1425 2.5 15360 Table 5K

Single Dwelling 1 510 2.5 10440 Table 5L

Carriage House 1 375 2.5 600 Table 5m
[1]  Based on the allowed range of development potential for the NG R zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Stoop 25 - 100 no min Table 6F

Porch 50 - 100 no min Table 6G

Front yard 75 - 100 50 - 100 Table 6H
b mIN req’d facade 60 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 9 no max n.a.

1C. Building Height 0 ft: 1 story 28 ft: 2.5 stories
match historic 
along front 1/2

1D. Architectural Elements no min 10 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories

1 - 2

50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 25 ft

1G. Non-res’l > 5 stories 25 ft

1h. Non-res’l < 4 stories 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1G
1e

1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Balcony min 10 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Porch min 5 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    neiGhborhooD General revitaliZation (nG r) stanDarDs, cont'd   table 4K

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Services: General 2/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Recreation, Education 2/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking

1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the fol-
lowing requirements and per diagram 4A.4.  

Setback At Grade Subterranean

1a. Primary street min 50 ft 0 ft

1b. Side street min 50 ft 0 ft

1C. Side Yard 0 ft 0 ft

1D. Rear Yard - w/ alley 0 ft 0 ft

                        - no alley 0 ft 0 ft

1e. Driveway access
Primary Street: min 50 ft from street corner
Side Street: min 50 ft from street corner
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table 4l   neiGhborhooD eDGe (ne) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 25 50 n.a. n.a.

1b. Side (secondary) street 10 15 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 5 10

1D. Rear yard - no alley n.a. n.a. 25 no max

                       - with alley n.a. n.a. 25 no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 25 no max

1F. Side street 10 no max

1C. Side yard 5 no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Court 1 3125 2.5 14000 Table 5F

Single Dwelling 1 1875 2.5 8160 Table 5L

Carriage House 1 375 2.5 600 Table 5m
[1]  Based on the allowed range of development potential for the NE zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Porch 25 - 100 no min Table 6G

Front yard 25 -100 no min Table 6H
b mIN req’d facade 60 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement
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street
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Allowed Building Placement
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Diagram 4A.1Frontage Zone

1e
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1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 9 no max n.a.

1C. Building Height 0 ft: 1 story 32 ft: 2 stories
match historic 
along front 1/2

1D. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories

1 - 2

50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 25 ft

1G. Non-res’l > 5 stories 25 ft

1h. Non-res’l < 4 stories 15 ft

1a

1a

1b
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1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    neiGhborhooD eDGe (ne) stanDarDs, cont'd   table 4l

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Balcony min 10 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Porch min 5 ft from PL
min 5 ft 
from PL

min 5 ft 
from PL

min 8 ft clear

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Services: General 2/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Recreation, Education 2/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking

1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the fol-
lowing requirements and per diagram 4A.4.  

Setback At Grade Subterranean

1a. Primary street min 50 ft 0 ft

1b. Side street min 50 ft 0 ft

1C. Side Yard 0 ft 0 ft

1D. Rear Yard - w/ alley 0 ft 0 ft

                        - no alley 0 ft 0 ft

1e. Driveway access
Primary Street: min 50 ft from street corner
Side Street: min 50 ft from street corner
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table 4M  speCial DistriCt General inDustrial 1 (sD G1) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 20 n.a. n.a.

1b. Side (secondary) street 0 20 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 10

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 0 [1,2] no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 5500 3 456000 Table 5B

Flex Shed 1 2563 2 98000 Table 5D

Live-Work 1 1388 3 53925 Table 5G
[1]  Based on the allowed range of development potential for the SD G1 zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Gallery 25 - 100 no min Table 6B

Shopfront 25 - 100 no min Table 6C

Forecourt 25 - 50 no min Table 6D

Loading Dock 25 - 100 no min Table 6E

Front yard 25 - 100 no min Table 6H
b mIN req’d facade 25 25

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

 

a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

. Ground Floor Height 10 no max
match historic if 

greater

. Upper Floor Height 10 floor to floor no max n.a.

. Building Height 15 ft: 1 story 50 ft: 3 stories
match historic 
along front 1/2

. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

. Residential > 4 stories 2-3 and above 50 ft

match if exstg 
greater than 

reqmt

. Residential < 4 stories 1 - 2 25 ft

. Non-res’l > 5 stories 2-3 and above 25 ft

. Non-res’l < 4 stories 1 - 2 15 ft
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback At Grade Subterranean

1a. Primary street min 50 ft 0 ft

1b. Side street min 50 ft 0 ft

1C. Side Yard min 5 ft 0 ft

1D. Rear Yard - w/ alley min 4 ft 0 ft

                        - no alley min 5 ft 0 ft

1e. Driveway access
Primary Street: min 50 ft from street corner
Side Street: min 50 ft from street corner

Al
le

y 
w

he
re

 o
cc

ur
s

1B
1A

1C

1D

Allowed Parking Placement

1D

1A

1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

 Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
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Street
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Front Lot/
Property Line
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Property Line
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Min 8' clear

Allowed Building Placement Allowed Encroachments
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curb

    speCial DistriCt General inDustrial 1 (sD G1) stanDarDs, cont'd   table 4M

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 3/1000 [1] n.a.

Restaurant 2/1000 [1] n.a.

Public market 2/1000 [1] n.a.

Services: General 2/1000 [1] n.a.

Services: Personal 2/1000 [1] n.a.

Services: Personal, Restricted 2/1000 [1] n.a.

Services: Business 2/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 2/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4n  speCial DistriCt General inDustrial 2 (sD G2) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 100 n.a. n.a.

1b. Side (secondary) street 0 100 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] 10

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 5 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 0 [1,2] no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 5500 3 456000 Table 5B

Flex Shed 1 2563 2 98000 Table 5D
[1]  Based on the allowed range of development potential for the SD G2 zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Gallery 25 - 100 no min Table 6B

Shopfront 25 - 100 no min Table 6C

Forecourt 25 - 50 no min Table 6D

Loading Dock 25 - 100 no min Table 6E

Front yard 25 - 100 no min Table 6H
b mIN req’d facade 10 10

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement
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1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 floor to floor no max n.a.

1C. Building Height 15 ft: 1 story 50 ft: 3 stories
match historic 
along front 1/2

1D. Architectural Elements no min 15 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 2-3 and above 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 2 25 ft

1G. Non-res’l > 5 stories 2-3 and above 25 ft

1h. Non-res’l < 4 stories 1 - 2 15 ft
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1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Alley 
where 
occurs

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear 
Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    speCial DistriCt General inDustrial 2 (sD G2) stanDarDs, cont'd   table 4n

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback At Grade Subterranean

1a. Primary street min 50 ft 0 ft

1b. Side street min 50 ft 0 ft

1C. Side Yard min 5 ft 0 ft

1D. Rear Yard - w/ alley min 4 ft 0 ft

                        - no alley min 5 ft 0 ft

1e. Driveway access
Primary Street: min 50 ft from street corner
Side Street: min 50 ft from street corner

2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 3/1000 [1] n.a.

Restaurant 2/1000 [1] n.a.

Public market 2/1000 [1] n.a.

Services: General 2/1000 [1] n.a.

Services: Personal 2/1000 [1] n.a.

Services: Personal, Restricted 2/1000 [1] n.a.

Services: Business 2/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 2/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

 Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements
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table 4o  speCial DistriCt ChanDler airport (sD a1) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 50 n.a. n.a.

1b. Side (secondary) street 0 50 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 0 [2] no max

1D. Rear yard - no alley n.a. n.a. 10 [2] no max

                       - with alley n.a. n.a. 10 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 0 [1,2] no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types iden-
tified below:

b. Property located within the Civic Building/Open Space Overlay in 
Figure 2 is not required to use the following building types provided that 
the building is used for civic purposes and complies with all other appli-
cable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 4950 3 456000 Table 5B

Flex Shed 1 2013 2 98000 Table 5D

Live-Work 1 1088 2.5 44938 Table 5G
[1]  Based on the allowed range of development potential for the SD A1 zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage 
types identified below;

b. main Building Facade.  Whether one or multiple frontage types are used 
on a facade, the minimum percentage of the facade that must utilize the 
frontage type(s) shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are 
used on a facade, the minimum percentage of the facade that must utilize 
the frontage type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the 
Shopfront frontage type as required below:

 

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Gallery 25 - 100 no min Table 6B

Shopfront 25 - 100 no min Table 6C

Forecourt 25 - 50 no min Table 6D

Loading Dock 25 - 100 no min Table 6E

Front yard 25 - 100 no min Table 6H
b mIN req’d facade 50 25

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1G
1e

1h

1F

Front Lot/
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Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs

1a

Pr
im

ar
y 

St
re

et
 (

pr
im

ar
y 

fr
on

ta
ge

)

Side Street (secondary frontage)

Al
le

y 
w

he
re

 o
cc

ur
s

1C

1C

Allowed Building Placement

1D

1D

Diagram 4A.1Frontage Zone

1a

1b

1e

1e 1F

1b

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the FmC 12-307 and the following req’s. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 floor to floor no max n.a.

1C. Building Height 15 ft: 1 story 65 ft: 3 stories
match historic 
along front 1/2

1D. Architectural Elements no min 25 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 2-3 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 25 ft

1G. Non-res’l > 5 stories 2-3 25 ft

1h. Non-res’l < 4 stories 1 15 ft
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1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Primary 
Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    speCial DistriCt ChanDler airport (sD a1) stanDarDs, cont'd   table 4o

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs

D. parKinG stanDarDs

Pr
im

ar
y 

St
re

et
 (

fr
on

t)

Side Street

Al
le

y 
w

he
re

 o
cc

ur
sMin 2' clear of curb

Min 2' clear of curb
cu

rb

Pr
im

ar
y 

St
re

et
 (

pr
im

ar
y 

fr
on

ta
ge

)

Side Street (secondary frontage)

curb

1e

1E

1e

a. On-site parking and access shall be located in compliance with the fol-
lowing requirements and per diagram 4A.4.  

Setback At Grade Subterranean

1a. Primary street min 50 ft 0 ft

1b. Side street min 50 ft 0 ft

1C. Side Yard min 5 ft 0 ft

1D. Rear Yard - w/ alley min 4 ft 0 ft

                        - no alley min 5 ft 0 ft

1e. Driveway access
Primary Street: min 50 ft from street corner
Side Street: min 50 ft from street corner

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

 Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 3/1000 [1] n.a.

Restaurant 2/1000 [1] n.a.

Public market 2/1000 [1] n.a.

Services: General 2/1000 [1] n.a.

Services: Personal 2/1000 [1] n.a.

Services: Personal, Restricted 2/1000 [1] n.a.

Services: Business 2/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Industry, manufacturing 1/1000 [1] n.a.

motor Vehicle-related 1/1000 [1] n.a.

Recreation, Education 2/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking
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table 4p  speCial DistriCt ChanDler hospital (sD h1) stanDarDs

1. builDinG plaCeMent 

  a. Buildings shall be located on the lot in compliance with the following 
requirements and as illustrated in diagram 4A.1  Encroachments into 
setbacks shall comply with section C.

main Building Requirements
Frontage Zone:

Building facade from P.L. [1]

Building Setback
from P.L.

min (ft) max (ft) min (ft) max (ft)

1a. Primary street 0 20 n.a. n.a.

1b. Side (secondary) street 0 15 n.a. n.a.

1C. Side yard  (interior) n.a. n.a. 10 [2] no max

1D. Rear yard - no alley n.a. n.a. 15 [2] no max

                       - with alley n.a. n.a. 10 [2] no max

Accessory Structure Requirements min (ft) max (ft)

1e. Primary street 0 [1,2] no max

1F. Side street 0 [1,2] no max

1C. Side yard 0 [2] no max

1D. Rear yard - no alley 5 [2] no max

                       - with alley 5 [2] no max

[1] These portions of the building are subject to frontage requirements.  See section A.3

[2] In compliance with all applicable California Building Code and Fire Code requirements

2. builDinG types

a. main buildings shall be designed per the allowed building types identified below:

b. Property located within the Civic Building/Open Space Overlay in Figure 2 is not 

required to use the following building types provided that the building is used for 

civic purposes and complies with all other applicable requirements;

Allowed 
Building Types

min 
Size,

Stories

Equivalent 
Sq. Ft [1]

max 
Size, 

Stories

Equivalent 
Sq. Ft [1]

Refer to DTC 
Section

Flex Building 1 4500 10 285000 Table 5B

Lined Building 1 8625 2 25200 Table 5C

Flex Shed 1 188 2 30100 Table 5D

Hybrid Court 2 6656 2.5 80665 Table 5E

Court 1 6656 5 62466 Table 5F

Live-Work 1 788 3 36900 Table 5G

Rowhouse 1 1703 3 38663 Table 5H

Bungalow Court 1 4245 2.5 30875 Table 5I

Rosewalk 1 5875 2.5 16438 Table 5J
Duplex, Triplex, 
Quadplex 1 1625 2.5 17160 Table 5K

Single Dwelling 1 460 2.5 14000 Table 5L

Carriage House 1 375 2.5 600 Table 5m
[1]  Based on the allowed range of development potential for the SD H1 zone and Section 5.0

3. property FrontaGe

a. main buildings and civic buildings shall incorporate only the frontage types identi-

fied below;

b. main Building Facade.  Whether one or multiple frontage types are used on a 

facade, the minimum percentage of the facade that must utilize the frontage type(s) 

shall comply with the minimum total identified below;

c. Accessory Structure Facade.   Whether one or multiple frontage types are used 

on a facade, the minimum percentage of the facade that must utilize the frontage 

type(s) shall comply with the minimum total identified below;

d. Property located within the Shopfront Overlay in Figure 2 shall use the Shopfront 

frontage type as required below:

Allowed
Frontage Types [1]

 % of  frontage Refer to DTC Section 
for requirementsprimary secondary

Arcade 25 - 100 no min Table 6A

Gallery 25 - 100 no min Table 6B

Shopfront 25 - 100 no min Table 6C

Forecourt 25 - 50 no min Table 6D

Loading Dock 25 - 50 no min Table 6E

Front yard 25 - 100 no min Table 6H
b mIN req’d facade 90 50

[1]  Frontage types may be combined on a building in compliance with the above require-
ments and the requirements of each type.

Allowed Building Placement

1. builDinG aDjaCenCy anD heiGht 

 a. Buildings shall comply with the following requirements. 

Description
Height  in Feet (in compliance with A.2)

min max Historic Bldgs

1a. Ground Floor Height 10 no max
match historic if 

greater

1b. Upper Floor Height 10 floor to floor no max n.a.

1C. Building Height 15 ft: 1 story 110 ft: 10 stories
match historic 
along front 1/2

1D. Architectural Elements no min 20 ft

Adjacency Requirements

 Existing adjacent building(s)

New Building / 
Building to be modified

Historic Bldgs
Stories

min ft from
adjacent bldg

1e. Residential > 4 stories 5 and above 50 ft

match if exstg 
greater than 

reqmt

1F. Residential < 4 stories 1 - 4 25 ft

1G. Non-res’l > 5 stories 6 and above 25 ft

1h. Non-res’l < 4 stories 1 - 5 15 ft

Alley 
where 
occurs

Adjacent 
building 
where 
occurs

Primary 
(Front) 
street

1D

1C

1G
1e

1h

1F

Front Lot/
Property Line

Rear or Side Lot/
Property Line

Diagram 4A.2

a. builDinG stanDarDs

b. aDjaCenCy anD heiGht stanDarDs
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1. parKinG plaCeMent anD aCCess

  a. On-site parking and access shall be located in compliance with the 
following requirements and per diagram 4A.4.  

Setback Above Grade At Grade Subterranean

1a. Primary street min 20 ft min 20 ft 0 ft

1b. Side street min 5 ft min 5 ft 0 ft

1C. Side Yard 0 ft min 5 ft 0 ft

1D. Rear Yard - w/ alley 0 ft min 4 ft 0 ft

                        - no alley 0 ft min 5 ft 0 ft

1e. Driveway access
Primary Street: min 150 ft from street corner
Side Street: min 50 ft from street corner
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Allowed Parking Placement

1D
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1C

1. into requireD setbaCKs, r.o.w. 

  a.  Buildings, architectural features and signage may encroach into 
required setbacks and rights-of-way per the following requirements 
and as identified in diagram 4A.3:

Description
Horizontal Encroachment into Setback/Yard [1] Vertical

Encroachment
DistanceFront Side street Rear Yard Side Yard

Arcade, 
Gallery, 
Awning

min 2 ft clear of curb

min 5 ft 
from PL

not 
allowed

min 8 ft clear

Balcony 4 ft max
min 5 ft 
from PL

min 8 ft clear

Bay
window

ground floor: not allowed
upper floors: 4 ft max

min 8 ft clear

Eave min 2 ft clear of curb
min 3 ft 
from PL

min 3 ft 
from PL

min 8 ft clear 

Signage See Section 7.0 for requirements

[1] In compliance with all applicable California Building Code and Fire Code requirements

Alley 
where 
occurs
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Street
(Front)

Primary 
Setback Line

Front Lot/
Property Line
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Setback

Rear/Side
Property Line

Min 2' clear of curb

Min 8' clear

Allowed Building Placement Allowed Encroachments

Adja-
cent 

build-
ing 

where 
occurs

curb

    speCial DistriCt ChanDler hospital (sD h1) stanDarDs, cont'd   table 4p

Diagram 4A.4

Diagram 4A.3

C. enCroaChMent stanDarDs
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2. requireD parKinG

a.   All buildings shall comply with the following requirements:

b.  No additional parking is required for the additional story allowed on 
sites within the Important Intersection/Site Overlay;

c.  main buildings shall provide parking as identified below:

Required
Parking Spaces

per Category in Table 3 min max

Retail 2/1000 [1] n.a.

Restaurant 2/1000 [1] n.a.

Services: General 2/1000 [1] n.a.

Services: Personal 1/1000 [1] n.a.

Services: Personal, Restricted 1/1000 [1] n.a.

Services: Business 1/1000 [1] n.a.

Transportation 1/1000 [1] n.a.

Recreation, Education 1/1000 [1] n.a.

Residential: Lodging .25/unit no max

Residential: Live-Work 1/unit no max

Residential: 2BR or more 1 unit no max

Residential: 1BR or less no min no max

[1] may utilize shared parking lot or garage when land use is 
within 1,500 feet of shared parking




